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How to Find Product Data in This Databook 


THIS VOLUME 
Contains Data Sheets, Selection Guides, Application Notes, and a wealth of background information on components for number 
crunching and digital signal processing (DSP). 


It is one member of a three-volume, 2,000-page set of Databooks describing and specifying Linear, Conversion, and DSP 
products from Analog Devices, Inc., in IC, hybrid, and assembled form for measurement, control, and real-world signal 
processing. 


IF YOU KNOW THE MODEL NUMBER 
Turn to the product index on inside back cover at the back of the book and look up the model number. You will find the 
Section-Page location of data sheets bound into this volume. 


If you’re looking for a form-and-function-compatible version of a product originally brought to market by some other manufacturer 
(second source), add our ““ADSP”’ prefix and look it up in the index. 


IF YOU DON’T KNOW THE MODEL NUMBER 
Find your function in the list on the opposite page or in the Table of Contents on pages 1-5 and 1-6. Turn directly to the 
appropriate Section. You will find a functional Selection Guide at the beginning of the Section. The Selection Guides will 
help you find the products that are the closest to satisfying your need. Use them to compare all products in the category by 
salient criteria. 


IF YOU CAN’T FIND IT HERE... ASK! 
If it’s not a DSP product, it’s probably in one of the two sister volumes, the Linear Products Databook or the Data Conversion 
Products Databook. If you don’t already own these volumes, you can have them FREE by getting in touch with Analog Devices 
or the nearest sales office, or phoning (617)-329-4700, Extension 3392. 


See Worldwide Service Directory on pages 8-6 and 8—7 at the back of this volume for our sales-office phone numbers. 
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7-2 GENERAL INFORMATION 


ANALOG DEVICES 

Analog Devices is the industry’s leading supplier of high- 
performance signal processing integrated circuits. Since 1965, 
when we introduced innovative modular op amps, we have 
consistently advanced the state of the art in components tech- 
nology. Today, with 80% of our sales generated by integrated 
circuits, we have the industry’s most widely recognized line of 
advanced signal processing chips. Our strengths include prop- 
rietary wafer fabrication processing technologies, outstanding 
product quality, strong internal manufacturing, and innovative, 
high-performance product architectures. 


THE GROWING IMPORTANCE OF DSP 

While signal processing was an exclusively analog phenomenon 
in the early 1970s, it is increasingly performed in the digital 
domain. Signals from the real world are digitized and fed to a 
digital signal processing (DSP) subsystem where fast arithmetic 
processors allow operations such as filtering and spectral analysis 
to be performed at real-time rates. 


THE ROLE OF DSP AT ANALOG DEVICES 

As the leader in signal processing circuit technology, Analog 
Devices was quick to recognize the important opportunities 
made possible by DSP. Our customer base spans a wide area, 
including instrumentation, defense/avionics, scientific computing, 
industrial, medical, and telecommunications. These areas have 
in common the need to continually advance the performance of 
their systems. Increasingly they have turned to fast number- 
crunching digital hardware to complement their analog processing. 
A key strategy of Analog Devices is to offer customers the industry’s 
best family of high-performance signal processing devices — 
ranging from those strictly in the analog domain, to converters, 
to high-speed digital processors. 


THE DSP DIVISION 

Analog Devices was first in the industry to bring CMOS 
semiconductor technology to the area of fast arithmetic processors. 
In 1983, our DSP Division introduced a set of seven CMOS 
fixed-point multipliers that matched the speed of bipolar alter- 
natives, while cutting power requirements by a factor of twenty. 
This breakthrough redirected the focus of the industry from 
bipolar to CMOS for high-speed VLSI circuits. 


Our innovations in CMOS wafer fabrication technology continued 
as we pushed processing geometries from the 5m level down to 
1.5m. In parallel, we brought out a complete building block 
family of VLSI processors for high-end DSP and numeric proc- 
essing systems including a 64-bit IEEE floating-point chipset, 
the ADSP-3210 and ADSP-3220. We again advanced the state 
of the art in DSP with the introduction of the industry’s first 
microprocessor optimized for DSP, the ADSP-2100. 


ANALOG DEVICES’ DSP CAPABILITIES 
Currently the DSP Division is in production with a 1.5m 
double-layer metal CMOS process. We are now moving to a 
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1.0u4m CMOS process, continuing our innovation in process 
technology. Analog Devices continues to develop advanced 
processes (such as a specialized bipolar process and gallium 
arsenide) both internally and through strategic investments. For 
example, we recently introduced our first bipolar DSP product, 
a 16 X 16 multiplier that operates at cycle times in excess of 
SOMHz. 


During 1986 we brought on-line a new VLSI wafer fabrication 
module to handle the volumes and advanced geometries of our 
DSP product line. Our assembly facilities include factories in 
Wilmington, Massachusetts and the Philippines. Our VLSI test 
capability is located in Norwood, Massachusetts, the Division’s 
headquarters. 


Analog Devices supports its DSP products with a technically 
strong direct salesforce and readily available applications assist- 
ance. Included in our applications support is a quarterly newsletter 
— DSPatch - that brings you up-to-date applications information 
on our products and on the general field of DSP. If you’re not 
already receiving DSPatch, call or write us. 


DSP PRODUCTS DATABOOK 
This book provides complete technical data on DSP products 
from Analog Devices. Included are: 


@ Comprehensive Data Sheets on some 20 significant product 
families 

@ Selection Guides for rapid product finding 

@ DSP Application Notes 

e@ List of available Technical Publications on real-world analog 
and digital signal processing 

@ Worldwide Service Directory 

@ Index. 


Besides this Databook, the present series includes a Linear 
Products Databook and a Data Conversion Products Databook; 
like this book, both are available free upon request. 


TECHNICAL SUPPORT 

Our extensive technical literature discusses the technology and 
applications of products for precision measurement and control. 
Besides tutorial material and comprehensive data sheets, including 
a large amount in our Databooks, we offer Application Notes, 
Application Guides, Technical Handbooks (at reasonable prices), 
and several serial publications; for example, Analog Productlog 
provides brief information on new products being introduced, 
and Analog Dialogue, our technical magazine, provides in-depth 
discussions of new developments in analog and digital circuit 
technology as applied to data acquisition, signal processing, 
control, and test. We maintain a mailing list of engineers, scientists, 
and technicians with a serious interest in our products. In addition 
to Databook catalogs, we also publish several short-form catalogs 
on specific product families. You will find typical publications 
described on pages 8-2 and 8-3 at the back of the book. 
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SALES OFFICES 

Backing up our design and manufacturing capabilities and our 
extensive array of publications is a network of sales offices and — 
representatives throughout the United States and most of the 
world. They are staffed by experienced sales and applications 
engineers, and many of them maintain a local stock of Analog 
Devices products. Our Worldwide Service Directory, as of the 
publication date, appears on Pages 8- 6 and 8-7 at the back of 
the book. 


RELIABILITY 

The manufacture of reliable eee is a iS objective at Analog 
Devices. We maintain facilities that have been qualified under 
such standards as MIL-M-38510 for ICs in the U.S. and Ireland 
and MIL-STD-1772 for hybrids. More than 20 of our products— 
both proprietary and second-source—have qualified for JAN 
part numbers; others are in the process. Most of our ICs are 
available in versions that comply with MIL-STD-883C Class B. 
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We publish a Military Products Databook for designers who 
specify ICs and hybrids for military contracts (the 1987 issue | 
contains data on nearly 150 available product families). A news- 
letter, Analog Briefings, provides current information about the 
status of reliability at ADI. 


Our PLUS program makes available standard devices (commercial 
and industrial grades, plastic or ceramic packaging) for any user 
with demanding application environments, at a small premium. 
Subjected to stringent screening, similar to MIL-STD-883 test 
methods, they are often suffixed ‘‘/+” and are available from 
stock. 


PRICES 

Accurate, up-to-date prices are an important consideration in 
making a choice among the many available product families. 
Since prices are subject to change, current price lists and/or 
quotations are available upon request from our sales offices. 
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2-2 DSP Microprocessors 


Introduction 


The ADSP-2100 is a single-chip processor optimized for digital The ADSP-2100 is available in 6 or 8MHz versions and is fabricated 
signal processing (DSP) and other high-speed numeric processing in a high-speed 1.5 micron double-layer metal CMOS process. 
applications. The chip has many special features which facilitate It dissipates less than 600mW. The part is available in both 


a fast design cycle. The ADSP-2100 offers: commercial and military versions. 

1. Easy-to-Attain High Performance Faster versions of the ADSP-2100 are planned. Check with your 
The ADSP-2100 integrates arithmetic/logic unit(ALU), mul- local sales office for current information. 
tiplier/accumulator(MAC), barrel shifter ? data address Some of the applications for which the ADSP-2100 has been 2 
generators, and a program sequencer in a single device. Its designed-in are image processing, speech processing, high-speed 


architecture offers single-cycle access to both the external 
program and data memories. The resulting architecture com- 
bines the functions and performance of a bit-slice/building 
block system with the ease-of-design and development of a 


general-purpose microprocessor. eae 
2. Easy-to-Understand Instruction Set |ADSP-2100 Benchmarks sd enchmarks 


modems, telecommunications, radar, sonar, graphics, and num- 
erical processing. 


The ADSP-2100 instruction set uses an algebraic syntax, Algorithm Performance @ 8MHz 

similar to high-level languages, making it easy to write and 

understand code for the processor. This results in easier and FIR Filter 125ns per Tap (1 Cycle per Tap) 
faster code development and maintenance. Complex FIR Filter 500ns per Tap (4 Cycles per Tap) 

3. Easy-to-Use Development Tools Biquad Filter Section 875ns per Section (71 Cycles per Section) 
phy oii oki Aan ee uilatOrs Lattice Filter Section 625ns per Section (5 Cycles per Section) 
and Evaluation Board) minimizes both design time and effort. 1024-Point Complex 6.61ms 
Your application is up and running faster with this powerful FFT (Radix-2) 
development system. 4096-Point Complex 33.3ms 

4. Easy-to-Design System Interface FFT (Radix-2) 





The advanced design of the ADSP-2100 allows simple 
interconnection of memories and I/O devices, minimizes the 
external logic required to handle interrupts, and supports 
straightforward host interface and multiprocessing of multiple 
ADSP-2100s. 
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ADSP-2100 Features and Benefits 


Efficient Data Transfer, in Parallel with Computations 









Separate Program and Data Buses 
























Dual Purpose Program Memory for Both Instruction 
and Data Storage | 


Single-Cycle Direct Access to Both Program and Data Memory No Time Penalty for Off-Chip Memory Access 


Single Cycle Instruction Execution with 125ns Cycle Time High Throughput 
Multifunction Instructions High Degree of Parallelism 


Addresses 16K x 16 of Data Memory and 16K x 24 of Program Room for Complex Programs and Up to 32K of Data 
Memory (a 16K x 24 Expansion Available for Data) 
| Three Independent Computational Units (ALU, MAC, Programming Flexibility; Output of Any Computational Unit 


Barrel Shifter) Can Be Input to Any Computational Unit 


Dual Operand Fetch in One Cycle; No Overhead Modulo 
Addressing; Bit-Reversing 


Powerful Program Sequencer Zero-Overhead Looping and Single-Cycle Conditional Branches 
Internal Instruction Cache Three Bus Performance During Program Loops 


Provisions for Multiprecision Computation and Saturation Logic Processing Flexibility 
Four External Interrupts , Easy System Design; Minimizes External Logic 
Complete Development System Ease of Program Development 


1.54m CMOS High-Speed and Low-Power Dissipation 
Simple Bus Interface Simplifies Interconnections of Memories and I/O Devices 


Bus Request and Bus Grant Signals Supports Multiprocessing of Several ADSP-2100s and Easy 
Host Interface 
Background Registers on All Computational Units Fast Context Switching for Ease of Interrupt Handling 


Dual Operand Fetch in One Cycle 








Two Independent Data Address Generators 
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ADSP-2100 Development System 


FEATURES 


Cross-Software Modules: 
System Builder 
Assembler 
Linker 
PROM Splitter 
Simulator 
Stand-Alone In-Circuit Emulator 


Cross-Software Available for Use on 
IBM PCt Under PC-DOS* 
DEC VAX* Under VMS* 

Macros for Modular Code Development 

Interactive and Symbolic User-Friendly 
Interface 

Stand-Alone Evaluation Board 





GENERAL DESCRIPTION 


The ADSP-2100 Development System is a complete set of 
development tools for systems using the ADSP-2100 DSP 
microprocessor. This powerful and easy-to-use set of tools is 
extremely valuable in implementing an ADSP-2100 system 
design: the software tools shorten the software design cycle 
and the Emulator and Evaluation Board facilitate the debug 
cycle. 


The ADSP-2100 Development System includes: 


e A complete Cross-Software System consisting of five 
modules: 


System Builder —- to define the target hardware 


environment 
Assembler — to assemble code/data modules 
Linker — to link separately assembled 


modules 


PROM Splitter —- to generate PROM burner 


compatible files 


— to perform an instruction-level 
software simulation 


Simulator 


e A stand-alone in-circuit hardware Emulator 


e A stand-alone Evaluation Board 


With the Cross-Software System, the user defines the target 
system, writes a program using the ADSP-2100 Assembly 
Language, assembles each program module; links all modules 
to form a running system, simulates execution of the code, 
and downloads the program into PROMs for hardware im- 
plementation. VAX VMS and IBM PC versions of the Cross- 
Software are available. The System Builder, Assembler, 
Linker, and PROM Splitter for the IBM PC are sold together 
in a single package, with the Simulator available separately. 
The VAX VMS version of the Cross-Software System is sold 
in a single package. 

The In-Circuit Emulator provides the user with complete 
monitoring and control capabilities for debugging code in 
the actual target system. With its pod connected to the target 
system’s ADSP-2100 socket, the Emulator operates at the 
processor’s full cycle rate. Through the Emulator’s RS-232 
connections, the user can also download program files created 
with the Cross-Software Tools from the host computer 
system. 


The ADSP-2100 Evaluation Board is an additional tool for 
evaluating the processor in real time and an aid to the de- 
velopment process. This board also provides analog I/O and 
an expansion port for user prototyping. 


ORDERING INFORMATION 


Refer to Development System Selection Guide on page 2-13. 


+IBM PC and PC-DOS are registered trademarks of International 
Business Machines Corp. 
$DEC VAX and VMS are trademarks of Digital Equipment Corp. 
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~ ADSP-2100 Cross-Software Modules 


System Builder 
Allows the User to Specify Target Hardware 
Assembler 7 : 
Supports High-Level Constructs 
Supports Flexible Macro Processing 
Encourages Modular Code Development - 
Provides a Full Range of Diagnostics 
Linker 
Supports Multi-Module Linking. 
Maps Assembler Output to Target Hardware 


FEATURES 


PROM Splitter 
Formats the ROM Memory Image for 
Uploading to PROM Burners 
Simulator | 
Interactive User-Friendly Interface 
Full Symbolic Disassembly 
Simulates Hardware Configuration 
Simulates Port I/O Handling 
Flags Illegal Operations 





GENERAL DESCRIPTION 


The ADSP-2100 Cross-Software Modules allow the user to 
easily develop applications software for implementation on 
an ADSP-2100 system. The Cross-Software Modules include 
the following: 


System Builder 


The System Builder translates a user-defined description of 
the target hardware system into a form which can be utilized 
by other Cross-Software Modules. The ADSP-2100 Cross-Soft- 
ware Modules require knowledge of the target hardware 
system for the Linker to place relocatable segments, the 
Simulator to simulate external memory configurations, and 
for the PROM Splitter to generate separate program and 
data files. The user specifies the target program memory, 
data memory, and I/O port configurations by writing a System 
Specification Source File. The ADSP-2100 System Builder 
then translates this into an Architecture Description File 
which is read by the other ADSP-2100 Cross-Software 
Modules. 

Assembler 

The ADSP-2100 Assembler translates user-written source 
code modules into relocatable object-code modules. The 
user creates an assembler source code module by writing a 
program using the ADSP-2100 Assembly Language and 
defining variable data buffers and symbolic constants using 
the Assembler Directives. An assembly module becomes a 
“unit” of the complete system source code. Separately as- 
sembled object-code modules are linked together to form | 
the final running system using the ADSP-2100 Linker. 
Linker 

The ADSP-2100 Linker generates a complete executable 
program, the Program Memory/Data Memory Image File, by 
linking together object-code modules which were assembled 
separately. This output file is used by the Simulator, the 
PROM Splitter, and the Emulator. Another Linker output, 
the Debug Symbol Table File, contains a list of all symbols 
encountered by the Linker and enables the Simulator to 
utilize user-defined source code level symbols in its interface 
with the user. 

PROM Splitter 

The ADSP-2100 PROM Splitter extracts the address informa- 
tion and the contents of the ROM portion of the PM/DM 
Image File and formats the extracted images for uploading 
to PROM burners. The PROM image file is generated in 
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either Motorola S Record, Intel Hex Record, or Daisy VLA 

format. 

Simulator 

The ADSP-2100 Simulator simulates the operation of the 

ADSP-2100 and allows the user to observe the contents of 

the 2100’s registers, buses, stacks and program and data | 

memories as a program is being executed. The Simulator is 

user-friendly, interactive, and screen-oriented. By utilizing 

the Architecture Description File output of the System Builder, 

the Simulator configures itself to match the target system 

hardware. The Simulator supports full symbolic disassembly 

via the Debug Symbol Table File output of the Linker. 

The Simulator supports three execution modes: 

@ Emulator Mode, which runs at the fastest simulation speed 
and updates the screen every 256 cycles. 

@ Extend Mode, which updates the screen every cycle during 
program execution. 

@ Single Step Mode, which executes a single instruction per 
run command. 

The Simulator has six major display modes: 

@ Register Display, which displays the contents of the ADSP- 
2100 primary and alternate registers. 

@ Program Memory Display 

@ Data Memory Display 

@ Stack Display, which displays the contents of the ADSP- 
2100’s program sequencer stacks. 

e Trace Buffer Display, which displays the past external bus 
states of the ADSP-2100. 


@ Cache Memory Display 
In addition, the Simulator allows you to: 


@ Modify the contents of Registers, Program or Data Memory, 
or the Program Counter 


Set break points in program memory 

Set watch points in data memory 

Utilize command files 

Display user-defined addresses or values symbolically 
Save and restore the state of the Simulator 

Dump program and data memory contents to files 
Patch, delete and execute code 

Utilize decimal or hexidecimal numeric format 


Plot the contents of data memory on the terminal screen 





ADSP-2100 Emulator 


FEATURES 


Performs In-Circuit Emulation 

Operates at the Full Clock Rate of the 
ADSP-2100 (8MHz) 

Self-Emulation of Processor 

Same Interactive, Symbolic User Interface as 
the ADSP-2100 Simulator 

Multiple-Run Modes — Full Speed, Extend Mode 
or Single-Step 

Supports Breakpoints 


GENERAL DESCRIPTION 


The ADSP-2100 Hardware Emulator is an In-Circuit Emulator 

which allows the user to debug code developed with the 

ADSP-2100 Cross-Software Modules in the actual target 

system. The Emulator, which utilizes an ADSP-2100 to self- 

emulate the processor, plugs into the target system’s ADSP- 

2100 socket and operates at the -ADSP-2100’s cycle time. 

The Emulator supports three execution modes: 

@ Emulator Mode, which runs at full processor speed. 

@ Extend Mode, which updates the screen every cycle during 
program execution. 

@ Single-Step Mode, which executes a single instruction per 
carriage return. 

The Emulator has five major display modes: 


® Register Display, which displays the contents of the ADSP- 
2100 primary and alternate registers. 


e@ Program Memory Display 
@ Data Memory Display 


@ Stack Display, which displays the contents of the ADSP- 
2100’s program counter stack. 


® Trace Buffer Display (for optional Trace Board), which 
displays the past external bus states of the 
ADSP-2100. 


With the same interactive, symbolic user interface as the 
ADSP-2100 Simulator, the Emulator allows the user to: 


@ Modify the contents of Registers, Program or Data Memory, 
or the Program Counter 


@ Set breakpoints in Emulator-based program memory 
@ Display user-defined addresses or values symbolically 
@ Patch, delete and execute code 

®@ Utilize decimal or hexidecimal numeric format 


In addition, the Emulator allows you to: 


@ Specify the baud rate and parity settings required by the 
user’s terminal 


User Selectable Program Memory Source — 
Emulator or Target System 

User Selectable System Clock Source — 
Emulator, Target System, or External 

Two RS-232-C Connectors for Interfacing to a 
Host System and Terminal 

Optional Trace Board 








Activate or deactivate the Emulator Pod through software 
control 


Select the program memory source from either the 
Emulator’s internally available Program Memory RAM or 
the target system’s Program’ Memory 

Download files from a host system 

Select the system clock source from either the Emulator’s 
internal clock, the target system’s clock or an external 
clock 
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ADSP-2100 Evaluation Board 


FEATURES 


Stand-Alone ADSP-2100 System 

125ns Cycle Time Operation 

4K x 24 of Program Memory (with 
Sockets for Expansion to 32K) 

2K x 16 of Data Memory (with 
Sockets for Expansion to 16K) 

Analog Interface via A Bidirectional 
Codec Channel 

Undedicated 12-Bit D/A Converter 

Microphone and Speaker Connections 
for Audio Applications 


Four BNC Connectors Interfacing to 
External Instrumentation 
Expansion Port for Customization by User 
Same Interactive, Symbolic User Interface 
as the ADSP-2100 Emulator and Simulator 
Multiple Run Modes — Full Speed, Extend Mode 
or Single-Step 
Supports Breakpoints 
Two RS-232C Connectors for Interfacing 
to a Host System and Terminal 





GENERAL DESCRIPTION 


The ADSP-2100 Evaluation Board is an easy-to-use, low-cost 
way for evaluating the ADSP-2100 DSP Microprocessor in 
real-time applications. The ADSP-2100 Evaluation Board can 
play several different roles over the course of an ADSP-2100 
design cycle: 
@ As a Real-time Demonstration System 
The Evaluation Board allows the user to observe the ADSP- 
2100’s real-time performance in executing standard DSP 
benchmarks. * 4 


® As a Real-time Evaluation System 
The Evaluation Board can be utilized prior to design of 
proprietary hardware for the real-time execution of user- 
developed application routines. | 


@ As a Simulation Accelerator 
ADSP-2100 application code can be executed in real time 
for increased productivity of software developers. 


The ADSP-2100 Evaluation Board is a stand-alone system 
and consists of an ADSP-2100 Digital Signal Microprocessor, 
4K x 24 of Program Memory, and 2K x 16 of Data Memory. 
Additional program and data memory can be added as desired 
up to the full 32K program and 16K data memory address 
space via factory installed sockets. 


A bidirectional codec channel and an undedicated 12-bit 
linear D/A converter allow for processing of real-world signals, 
and a prototyping expansion bus allows for customization to 
reflect the eventual hardware environment. In addition, four 
BNC Connectors are available for interfacing to external 
instrumentation. An integral microphone jack and input 
pre-amplifier, along with a speaker jack and output amplifier, 
allow for easy implementation of speech and telecommuni- 
cation applications. 


The Evaluation Board’s ADSP-2100 runs under the control 
of an onboard host processor enabling the user to access a 
variety of powerful debugging tools. Interfacing to an external 
host computer system running the ADSP-2100 Cross Software 
(available in VAX/VMS and PC-DOS versions), the Evaluation 
Board serves as a valuable real-time development tool. The 
Evaluation Board connects to a terminal and host computer 
via two RS-232C serial connectors. 
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Utilizing the same user interface as the ADSP-2100 Emulator 
and Simulator, the Evaluation Board supports three execution 
modes: 


@ Emulator Mode, which runs at full processor speed. 

@ Extend Mode, which updates the screen every cycle during 
program execution. 

@ Single-Step Mode, which executes a single instruction per 
carriage return. 


The Evaluation board has four major display modes: 


@ Register Display, which displays the contents of the 
ADSP-2100’s primary and alternate registers. 

@ Program Memory Display. 

@ Data Memory Display. 

@ Stack Display, which displays the contents of the 
ADSP-2100’s program counter stack. 


The Evaluation Board allows the user to: 


@ Download ADSP-2100 Cross-Software generated executable 
code from a host computer. 

@ Modify the contents of Registers, Program or Data Memory, 
or the Program Counter. 

@ Set breakpoints in Program Memory. 

@ Display user-defined addresses or values symbolically. 

@ Patch, delete, and execute code. 


The Evaluation Board requires an external +12 and +5 volt 
power supply (not included). 


ADSP-2100 User’s Manual 


This manual provides the information necessary for an engineer 

to understand the operation of the ADSP-2100 and to write 

programs for the ADSP-2100. Together with the ADSP-2100 

data sheet, the manual provides all the information required to 
design a hardware system with the ADSP-2100. 


Chapter Topic 


Overview 


Internal 
Architecture 


System 
Interface 


Instruction 
Set 


Instruction 
Codes 


Overview of the ADSP-2100 and its 
development system. 


Describes the overall architecture and 
functional relationships of the major 
units. The internal operation of each 
functional unit is described in detail: 
the arithmetic/logic unit (ALU), the 
multiplier/accumulator (MAC), the 
barrel shifter, the data address 
generator, the program sequencer, the 
instruction cache and the program-data 
(PMD-DMD) bus exchange. 


Discusses all major interfaces to the 
ADSP-2100: the program memory 
(PM) interface, the data memory 
(DM) interface, the control interface 
and the interrupt lines. This chapter 
gives a functional description of the 
interfaces and their sequences of oper- 
ation. For actual timing parameters, 
refer to the ADSP-2100 data sheet. 
The pin descriptions are given in this 
chapter. 


Organized as a reference section. All 
instructions are grouped by major 
type. These major groups (for example, 
ALU, MAC, or MULTIFUNCTION) 
are used as thumb heads in this chapter. 
The operation and assembly syntax of 
each instruction is fully described. 


Shows the actual 24-bit instruction 
coding of each instruction. 





ADSP-2100 Cross-Software Manual 


This manual guides the engineer in the use of the ADSP-2100 
Cross-Software on either the VAX/VMS, or the IBM PC or PC 
compatible. 


Chapter Topic 


1 


Overview 


System 
Builder 


Assembler 


Linker 


Simulator 


File Format 


System 


Summary 


Overview of the ADSP-2100 Cross- 
Software System. 


Describes the System Builder, showing 
its input and output files and describing 
its syntax, operation, and error 
messages. 


Describes the Assembler, showing its 
input and output files and describing 
the Assembler directives, operation 
and error messages. 


Describes the Linker, showing its 
input and output files and describing 
its operation and error messages. 


Describes the Simulator. The complete 
set of interactive commands and typical 
displays is shown. The Simulator 
provides on-line help for additional 
help. 


Contains the file format for all input 
and output files used by the Cross- 
Software System. 


List the hardware and software re- 


Requirements quirements for the computer systems 


that can host the Cross-Software 
System. 


DSP Microprocessors 2-9 








ADSP-2100 Emulator Manual 


This manual guides the engineer in the use of the ADSP-2100 
Emulator with the target hardware designed for the specific 
application. 


Chapter Topic 


Overview Overview of the ADSP-2100 


Emulator. 


Describes the installation procedure 
and I/O connections (RS-232 and 
BNC). 


Describes the initial configuration 
of the Emulator such as setting the 
baud rates for communications 
and activating the ADSP-2100 
processor. 


Installation 


Configuration 


Describes the Emulator’s basic 
operation and error messages, 
highlighting the differences between 
the Emulator and Simulator. 


Operation 


Contains step-by-step examples of 
Emulator sessions. 


Development 
Examples 


Contains the specifications of the 
Emulator. 


Specifications 


Compares the timing of the 
ADSP-2100 in the Emulator with 
that of an ADSP-2100 running in a 
non-Emulator system. 


Timing 
Comparison 


Tells how to use the Emulator 
than 16K of with more than 16K of 
Target-Based program memory in your 
Program Memory target system. 


Accessing more 


Shows the pin arrangement of the 
ADSP-2100. 


Replace Emulator Describes how to replace Emulator 
Hardware PROMS, pod board 
and ADSP-2100 chip. 


Provides information about 
specific terminal emulation 
software that can be used 
with the emulator 


Pin Diagrams 


Terminal 
Emulation 
Software 
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ADSP-2100 Applications Handbook 
Volume 1 


The ADSP-2100 Applications Handbook covers a wide variety 
of examples of numerical and digital signal-processing algorithms. 
Each Chapter contains an overview of the chapter topic and 
then follows with specific examples, including complete ADSP- 
2100. programs. 


Chapter Topic Summary 


Introduction Introduction to the Handbook. 


Describes using the ADSP-2100 for 
fixed-point single and multiprecision 
arithmetic. 


Fixed Point 
Arithmetic 


Floating Point Covers block floating point and full 

Arithmetic floating point arthitmetic, and fixed-to- 
floating and floating-to-fixed 
conversions. 


Function Ap- Covers function approximation, in- 

proximation cluding sine, arctangent, square root, 
and logarithm. Uniform random 
number generation is also described. 


Digital Filters Describes fixed coefficient digital 
filters including single and double 
precision FIR filters, two-dimensional 
FIR filters, and complex FIR filters. 
Also covered are direct form and 
cascaded biquad IIR filters and lattice 
filters. 


Covers Fast Fourier Transforms, both 
radix-2 and radix-4. There are also 


_ examples of both decimation-in-time 
and decimation-in-frequency 
algorithms. Windowing, bit reversal 
and magnitude and phase are also 
described. 


Adaptive 
Filters 


Describes adaptive filtering using a 
single- or double-precision stochastic 
gradient algorithm. 


Describes several image processing 
algorithms including two-dimensional 
convolutions, matrix multiplications 
and histograms. 


Image 
Processing 


Describes a number of linear predictive 
speech coding algorithms including 
linear predictive coding, auto and 
cross correlation, Levinson recursion, 
and pitch detection. A linear predictive 
coding synthesizer is also described. 


Speech 
Algorithms 


Modems Describes several algorithms used with 
high-speed modems including the 
complex-valued gradient and the 


weighted Euclidean Distance. 








ADSP-2100 Training Course 


This intensive three day workshop familiarizes participants with 
the features and capabilities of the ADSP-2100 digital signal 
microprocessor and its associated development tools. Each topic 
is discussed thoroughly and illustrated with practical examples. 
Hands-on laboratory exercises with individualized instruction 
are an integral part of the workshop. Because of the intensive 
nature of the workshop, participants will gain the most from it 
if they are already familiar with the general concepts of pro- 
gramming in any high level or assembly language. 


The workshop begins with an introduction to the system ar- 
chitecture and terminology, followed by an in-depth discussion 
of the major functional units of the processor. Next, interfacing 
the ADSP-2100 to other circuits is considered. The instruction 
set is described in detail, with an opportunity to use the Simulator 
to observe the data flow and operating units. Several examples 
of arithmetic using different data formats help illustrate simple 
ADSP-2100 programs. 


A large portion of the Workshop is devoted to seeing how the 
ADSP-2100 can be used in actual applications. Examples used 
include several types of filters, Fast Fourier Transforms and 
matrix operations. Although the course does not teach digital 
signal processing theory, each example is presented by first 
reviewing the general features of the algorithm, discussing its 
programming requirements, and finally tracing the operation of 
a sample program using the Simulator. After examining the 
available development tools, participants will have an opportunity 
to experiment with the programming of the ADSP-2100 either 
with predefined exercises or with problems they have brought to 
class. 


This workshop will be a detailed and practical experience for 
anyone who will use the ADSP-2100. The price includes tuition, 
workshop materials, and the use of the development stations for 
laboratory exercises. Class size is limited to a maximum of fifteen 
to facilitate individual instruction and a practical hands-on 
experience. 


Please call the Analog Devices Training Coordinator at 
(617) 461-3622 for an current schedule of workshops, a complete 
workshop brochure, and pricing. 


ADSP-2100 Software Model for Board-Level Simulation 


A behavioral model of the ADSP-2100 for use in software simu- 
lations of board or system-level products is available from Logic 
Automation of Beaverton, Oregon. The behavioral model, called 
a SmartModel*, permits engineers to analyze their designs at a 
system level with a workstation and a logic simulator. The ability 
to proceed directly from the simulated design to the final product 
eliminates costly and time-consuming prototypes and multiple 
design revisions. Every SmartModel has extensive error checking 
capabilities. When it detects an error during a simulation, the 
model describes the type of error and when it occurred. Analog 
Devices has provided technical data on the ADSP-2100 to Logic 
Automation. The model has been validated with Analog Devices’ 
production test vectors, insuring its correctness. SmartModels 
work on a variety of simulators, including Mentor Graphics. 

For more information, contact Logic Automation, Inc., Sales 
Engineering, P.O. Box 310, 19545 N.W. Von Neuman Dr., 
Beaverton, Oregon 97075, (503) 690-6900. 





Board Level ADSP-2100 Products 

The Industrial Automation Division of Analog Devices offers 
two board level products which incorporate the ADSP-2100. 
The RTI-680 is a VME board and the RTI-980 is a Multibus IT 
board. Both boards are programmable array processors and are 
designed to facilitate the implementation of signal processing 
algorithms. Development tools are available for each board. For 
more information, contact Industrial Automation Division 
Marketing, (617) 329-4700. 


*SmartModel is a trademark of Logic Automation. 
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ADSP-2100 
Use the following guide to select the version of the ADSP-2100 
which is right for your application. 





ADSP-2100 






Speed and Temperature 
J -6MHz, 0 to + 70°C 
K — 8MHz, 0 to + 70°C 
S —6MHz, —55°C to + 125°C 










Note: Extended temperature range parts (S grade, — 55°C xo 
+ 125°C) and MIL Standard 883B parts are available only in pin 
grid array packages (G packages). 


Examples: 
ADSP-2100KG 
An 8MHz part, specified for performance at 0 to + 70°C, 
packaged in a 100-lead pin grid array, with standard commercial 
processing. 


ADSP-2100SG/883B 

An 6MHz part, specified for performance at — 55°C to + 125°C, 
packaged in a 100-lead pin grid array, and subject to MIL 
Standard 883B processing. 


Ordering Cross-Software: 
For a VAX — order ADDS-2110. 


For a PC or compatible — order both ADDS-2121 and 
ADDS-2122. 


For information on Cross-Software for other Operating Systems, 
please contact the factory. 


Ordering an Emulator or Evaluation Board: 

You will need either the ADDS-2100 or ADDS-2121 Cross-Soft- 
ware with your Emulator or Evaluation Board. If you have 
already purchased one of these packages, you need not order 
another. 






Package 
G — 100-Lead Pin Grid Array 
P — 100-Lead Plastic 

Leaded Chip Carrier 


Selection Guide 


Processing 


/+  — High Reliability “Plus” Processing 
/883B — Processing to MIL 
Standard 883B 
| Blank — Standard/Commercial 
Processing 










ADSP-2100 Development System 


Model No. Description Price 


ADDS-2110 Cross-Software for DEC VAX/VMS $2,850 
Computers (System Builder, Assem- 
bler, Linker, PROM Splitter and 
Simulator Modules) 


Cross-Software (System Builder, 
Assembler, Linker, PROM Splitter 
Modules) for IBM PC and Compati- 
bles under PC-DOS 


Cross-Software Simulator Module 
ONLY for IBM PC and 
Compatibles 


ADDS-2150  Emulator-110V ac (Requires ADDS- 
2110 or ADDS-2121) 


ADDS-2150E Emulator-220V ac (Requires ADDS- 
2110 or ADDS-2121) 


ADDS-2121 


ADDS-2122 


ADDS-2151 


Emulator-110V ac with Optional 
_ Trace Board (Requires ADDS-2110 
or ADDS-2121) 


ADDS-2151E Emulator-220V ac with Optional 
Trace Board (Requires ADDS-2110 
or ADDS-2121) 


ADDS-2160 Emulator Board (Requires ADDS- 
2110 or ADDS-2121) 


Emulator Trace Board (Option for 
ADDS-2150 or ADDS-2150E) 


ADDS-2190 Three Day Training Course 


ADDS-2161 





* Available late 1987. 
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ANALOG 
DEVICES 





FEATURES 

Separate Program and Data Buses, Extended Off-Chip 

Single-Cycle Direct Access to 16K x 16 of Data Memory 

Single-Cycle Direct Access to 16K x 24 (Expandable 
to 32K x 24) of Program Memory 

Dual Purpose Program Memory for Both Instruction 
and Data Storage 

Three Independent Computational Units: ALU, 
Multiplier/Accumulator and Barrel Shifter 

Two Independent Data Address Generators 

Powerful Program Sequencer 

Internal Instruction Cache 

Provisions for Multiprecision Computation and 
Saturation Logic 

Single-Cycle Instruction Execution 

Multifunction Instructions 

Four External Interrupts 

125ns Cycle Time 

600mW Maximum Power Dissipation with CMOS 
Technology 

100-Pin Grid Array 


APPLICATIONS 

Optimized for DSP Algorithms Including 
Digital Filtering 
Fast Fourier Transforms 

Applications Include 
Image Processing 
Radar, Sonar 
Speech Processing 
Telecommunications 


GENERAL DESCRIPTION 

The ADSP-2100 is a single-chip microprocessor optimized for 
digital signal processing (DSP) and other high-speed numeric 
processing applications. It integrates computational units, data 
address generators and a program sequencer in a single device. 


The ADSP-2100 makes efficient use of external memories for 
program and data storage, freeing silicon area for increased 
processor performance. The resulting architecture combines the 
functions and performance of a bit-slice/building block system 
with the ease of design and development of a general-purpose 
microprocessor. The ADSP-2100 (K Grade) operates at 
8.192MHz. Every instruction executes in a single 125ns cycle. 
Fabricated in a high-speed 1.5 micron double-layer metal CMOS 
process, the ADSP-2100 dissipates less than 600mW. 


DSP Microprocessor 
ADSP-2100 





The ADSP-2100’s flexible architecture and comprehensive in- 
struction set support a high degree of operational parallelism. In 
one cycle the ADSP-2100 can: 


@ generate the next program address 

@ fetch the next instruction 

@ perform one or two data moves 

@ update one or two data address pointers 
@ perform a computational operation. 


DEVELOPMENT SYSTEM 

The ADSP-2100 is supported by a complete set of tools for 
software and hardware system development. The Cross-Software 
System provides a System Builder for defining the architecture 
of systems under development, an Assembler, a Linker and a 
Simulator. The Simulator provides an interactive instruction-level 
simulation. A PROM Splitter generates PROM burner compatible 
files. An Emulator is available for hardware debugging of 
ADSP-2100 systems. 


ADDITIONAL INFORMATION 

For additional information on the architecture and instruction 
set of the processor, refer to the ADSP-2100 User’s Manual. 

For more information about the Development System, refer to 
the ADSP-2100 Cross-Software Manual and the ADS P-2100 
Emulator Manual. For examples of a variety of ADSP-2100 
applications routines, refer to the ADSP-2100 Applications Hand- 
book, Volume I. Manuals are available from your local Analog 
Devices sales office. See ordering information. 
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ARCHITECTURE OVERVIEW 

Figure 1 is an overall block diagram of the ADSP-2100. The 
processor contains three independent computational units: the 
ALU, the multiplier/accumulator (MAC) and the Shifter. The 
computational units process 16-bit data directly and have provi- 
sions to support multiprecision computations. The ALU performs 
a standard set of arithmetic and logic operations; division primitives 
are also supported. The MAC performs single-cycle multiply, 
multiply/add and multipiy/subtract operations. The Shifter 
performs logical and arithmetic. shifts, normalization, denormali- 
zation and derive exponent operations. The Shifter can be used 
to efficiently implement any degree of numeric format control, 
up to and including full floating point representations. The 
computational units are arranged side-by-side instead of serially 
for flexible operation sequencing. The internal result (R) bus 
directly connects the computational units so that the output of 
any unit may be the input of any unit on the next cycle. 


A powerful program sequencer and two dedicated data address 
generators ensure efficient use of these computational units. The 
program sequencer generates the next instruction address. To 
minimize overhead cycles, the sequencer supports conditional © 
jumps, subroutine calls and returns in a single cycle. With 
internal loop counters and loop stacks, the ADSP-2100 executes 
looped code with zero overhead; no explicit jump instructions 
are required to maintain the loop. 


The data address generators (DAGs) handle address pointer 
updates. Each DAG keeps track of up to four address pointers. 


CACHE 


MEMORY 








DATA 
ADDRESS 
GENERATOR 
#2 






ADDRESS 
GENERATOR 








Whenever the pointer is used to access external data (indirect 
addressing), it is modified by a prespecified value. A: length 
value may be associated with each pointer to implement automatic 
modulo addressing for circular buffers. With two independent 
DAGs, the processor can generate two addresses simultaneously 
for dual operand fetches. 


Efficient data transfer is achieved with the use of five internal 
buses. 


Program Memory Address (PMA) bus 
Program Memory Data (PMD) bus 
Data Memory Address (DMA) bus 
Data Memory Data (DMD) bus 
Result (R) bus — | 


The program memory (PMD, PMA) buses and data memory 
(DMA, DMD) buses extend off-chip to provide direct connections 
to external memories. The DMD bus is the primary bus for 
routing data internally and to/from external data memory. The 
14-bit DMA bus provides direct addressing of 16K x 16 of external 
memory. Although the primary function of the program memory 
is for storing instructions, it can also store data. In this case, the 
PMD bus provides a path for routing data to/from program 
memory, permitting dual operand fetches. The 14-bit PMA bus 
provides direct addressing to 16K x 24 of externa! memory, 
expandable to 32K x 24 by using the program memory data 
access (PMDA) signal as the 15th address line. 
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Figure 1. ADSP-2100 Block Diagram 
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When a data fetch from program memory is required, an extra 
memory cycle is automatically appended to enable the next 
instruction fetch. To avoid this extra cycle, the ADSP-2100 has 
an internal instruction cache (16 instructions deep) which serves 
as an alternate source for the next instruction. The cache monitor 
circuit transparently determines when the cache contents are 
valid. When the next instruction is in the cache, no extra cycle 
iS necessary. 


The data memory interface supports slower memories and memory- 
mapped peripherals with wait states. The data memory ac- 
knowledge (DMACK) signal provides the necessary handshake. 
External devices can gain control of program or data buses 
independently with bus request/ grant signals (BR, and BG). 


Pin Description 


The ADSP-2100 can respond to four external interrupts, which 
are internally prioritized, maskable and independently pro- 
grammable as either edge- or level-sensitive. Additional external 
controls are provided by the RESET, HALT, and TRAP signals. 
With both BR and RESET recognized, the ADSP-2100 idles, 
consuming the least possible current. 











The ADSP-2100 instruction set provides flexible data moves 
and multifunction (data moves with a computation) instructions. 
Every instruction can be executed in a single processor cycle. 
The ADSP-2100 assembly language uses an algebraic syntax for 
ease of coding and readability. A comprehensive set of development 
tools supports program development. 


A pin description and detailed discussion of each section of the 
ADSP-2100 follows. 


This section summarizes the pin description of the processor by interface. In this data sheet, when groups of pins are identified 
with subscripts, as in PMD >3 9, the highest numbered pin (PMD)3) is the MSB. 


Master input clock operating at four times the processor instruction rate. Nominally 50% duty 


cycle. The phases of CLKIN define the eight internal processor states making up one instruction 
cycle. J and S grades operate at 6.144MHz and K grade operates at 8.192MHz. CLKIN must be 


Pin Name Type Function 
Clocks: 
CLKIN Input 
four times these frequencies. 
CLKOUT Output 


the internal processor states. 


Interrupt Request Lines: 


IRQ3 9 Input 


and individually maskable. 


Control Interface: 


Output clock operating at the processor instruction rate with a 50% duty cycle. Synchronized to 


Interrupt Request lines that may be either edge triggered or level sensitive. Interrupts are prioritized 


Master Reset must be asserted long enough to assure proper reset. When RESET is released, 
Used to halt the processor. All control signals become inactive and the address and data buses are 
Used to indicate the execution of a TRAP instruction. Remains asserted until HALT is asserted 


Bus Request used by an external device to request control of the program and data memory interface. 


Upon receiving BR the processor halts execution at the completion of the current cycle and relinquishes 
the program and data memory interface by tristating PMA, PMD, PMS, PMWR, PMRD, PMDA, 
DMA, DMD, DMS, DMRD and DMWR. The processor regains control when BR is released. 











RESET Input 
execution begins at program memory location 0004. 
HALT Input 
driven for observation. 
TRAP Output 
by an external device. 
BR Input 
BG Output 


Bus Grant. Acknowledges a bus request (BR), indicating that the external device may take control. 


BG is held asserted until BR is released. 


Program Memory Interface: 


Program Memory Address Bus; tristated when BG is asserted. 
Program Memory Data Bus; tristated when BG is asserted. 


Program Memory Select signals a program memory access on the PM interface. Also usable as a 


chip select signal for external memories. Tristated when BG is asserted. 


Program Memory Read indicates a read operation on the PM interface. Also usable as a read 


strobe or output enable signal. Tristated when BG is asserted. 


PMA}3_¢ Output 
PMD 3 9 Bidirectional 
PMS Output 
PMRD Output 
PMWR Output 


Program Memory Write establishes the direction of data transfer on the PM interface. Also usable 


as a write strobe. Tristated when BG is asserted. 
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PMDA 


Output 


Program Memory Data Access used to distinguish instruction and data fetches from PM. Asserted 


high when data, as opposed to instruction, is accessed. Also usable as a fifteenth PM address bit. 


Tristated when BG is asserted. 


Data Memory Interface: 


Data Memory Address Bus; tristated when BG is asserted. 


Data Memory Select signals the a Data Memory Access on the Data Memory interface. Also usable 


as a chip select signal for external memories. Tristated when BG is asserted. 


Data Memory Read indicates a read operation on the Data Memory interface. Also usable as a 
Data Memory Write indicates a write operation on the Data Memory interface. Also usable as a 


Data Memory Acknowledge signal used for asynchronous transfers across the DM interface. Indicates 


that data memory or memory-mapped peripherals are ready for data transfer. If DMACK is not 
asserted when checked by the processor, wait states are automatically generated until DMACK is 


DMA}3_ 9 Output 
DMD\s_o Bidirectional Data Memory Data Bus; tristated when BG is asserted. 
DMS Output 
DMRD Output e D 
read strobe or output enable signal. Tristated when BG is asserted. 
DMWR Output Sa 
write strobe. Tristated when BG is asserted. 
DMACK Input 
asserted. 
Supply Rails: 
Vpp Supply Power supply rail nominally +5VDC. There are four Vpp pins. 
GND Ground Power supply return. There are nine GND pins. 


Arithmetic/Logic Unit 
Figure 2 shows a block diagram of the Arithmetic/Logic Unit 
(ALU). 
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Figure 2. ALU Block Diagram 
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The ALU provides a standard set of general purpose arithmetic 
and logic functions: add, subtract, negate, increment, decrement, 
absolute value, AND, OR, Exclusive OR and NOT. Two divide 
primitives are also provided to facilitate division. The ALU 
takes two 16-bit inputs, X and Y, and generates one 16-bit 
output, R. It accepts the carry (AC) bit in the arithmetic status 
register (ASTAT) as the carry-in (CI) bit. The carry-in feature 
enables multiprecision computations. Six arithmetic status bits 
are generated: AZ (zero), AN (negative), AV (overflow), AC 
(carry), AS (sign) and AQ (quotient). These status bits are 
latched in ASTAT. 


The X input port can be fed by either the AX register file or 
any result registers on the R-bus (AR, MRO, MR1, MR2, SRO, 
or SR1). The AX register file contains two registers, AX0 and 
AX1. The AX registers can be loaded from the DMD bus. The 
Y input port can be fed by either the AY register file or the 
ALU feedback (AF) register. The AY register file contains two 
registers, AYO and AY1. The AY registers can be loaded from 
either the DMD bus or the PMD bus. 


The register file outputs are dual ported so that one register can 
drive the ALU input while either one simultaneously drives the 
DMD bus. The ALU output can be latched in either the AR 
register or the AF register. 


The AR register has a saturation capability; it can automatically 
output plus or minus the maximum value if an overflow or 
underflow occurs. The saturation mode is enabled by a bit in 
the mode status register (MSTAT). The AR register can drive 
both the R-bus and the DMD bus and can be loaded from the 
DMD bus. 


The ALU contains a duplicate bank of registers shown in Figure 
2 as a “shadow” behind the primary registers. The secondary 
set contains all the registers described above (AX0, AX1, AYO, 
AY1, AF, AR). Only one set is accessible at a time. The two 
sets of registers allow fast context switching for interrupt servicing. 
The active set is determined by a bit in MSTAT. 
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Multiplier/Accumulator 

The multiplier/accumulator (MAC) implements high-speed 
multiply, multiply/add and multiply/subtract operations. 
Figure 3 shows a block diagram of the MAC section. 
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Figure 3. MAC Block Diagram 





The multiplier takes two 16-bit inputs, X and Y, and generates 
one 32-bit output, P. The 32-bit output is routed to a 40-bit 
accumulator which can add or subtract the P output from the 
value in MR. MR is a 40-bit register which is divided into three 
sections: MRO (bits 0-15), MR1 (bits 16-31), and MR2 (bits 
32-39). The result of the accumulator is either loaded into the 
MR register or into the 16-bit MAC feedback (MF) register. 
The multiplier accepts the X and Y inputs in either signed or 
unsigned formats. The result is shifted one bit to the left auto- 
matically to remove the redundant sign bit for fractional justifi- 
cation. The accumulator generates one status bit, MV, which is 
set when the accumulator result overflows the 32-bit boundary. 
A saturate command is available to change the content of the 
MR register to the maximum or minimum 32-bit value when 
MV is set. The accumulator also has the capability for rounding 
the 40-bit result at the boundary between bit 15 and bit 16. 


The MAC and ALU registers are similar. The X input port can 
be fed by either the MX register file (MX0, MX1) or any result 
registers on the R-bus (AR, MRO, MR1, MR2, SRO or SRI). 


The MX register file is readable and loadable from the DMD 
bus and has dual-ported outputs. 


The Y input port can be fed by either the MY register file 
(MYO, MY1) or the MF register. The MY register file is readable 
from the DMD bus and readable and loadable from both the 
DMD and the PMD bus. Its outputs are dual ported. 


The accumulator output can be latched in either the MR register 
or the MF register. The MR register is connected to both the 
R-bus and the DMD-bus. Like the ALU section, the MAC 
section contains two complete banks of registers (MX0, MX1, 
MYO, MY1, MF, MRO, MR1, MR2) to allow fast context 
switching. 


Shifter | 

The Shifter gives the ADSP-2100 its unique capability to handle 
data formatting and numeric scaling. Figure 4 shows a block 
diagram of the Shifter. 


The Shifter can be divided into the following components: the 
shifter array, the OR/PASS logic, the exponent detector and the 
exponent compare logic. These components give the Shifter its 
six basic functions: arithmetic shift, logical shift, normalization, 
denormalization, derive exponent and derive block exponent. 


The shifter array is a 16 x 32-barrel shifter. It accepts a 16-bit 
input and can place it anywhere in the 32-bit output field, from 
off-scale right to off-scale left. The Shifter can perform arithmetic 
shifts (shifter output is sign-extended to the left) or logical shifts 
(shifter output is zero-filled to the left). The placement of the 
16-bit input is determined by the control code (C) and the HI/LO 
reference signal. The control code can come from one of three 
sources: directly from the instruction (immediate arithmetic or 
logical shift), from the SE register (denormalization) or the 
negated value of the SE register (normalization). The shifter 
input can come from either the 16-bit SI register or any result 
register on the R-bus. The 32-bit output of the shifter array is 
fed to the OR/PASS circuit. The result can be either logically 
OR-ed with the current contents of the SR register or passed 
directly to the SR register. The SR register is divided into two 
16-bit sections: SRO (bits 0-15) and SR1 (bits 16-31). 


The shifter input is also routed to the exponent detector circuitry. 
The exponent detector generates a value to indicate how many 
places the input must be up-shifted to eliminate all but one of 
the sign bits. This value is effectively the base 2 exponent of the 
number. The result of the exponent detector can be latched into 
the SE register (for a normalize operation) or can be sent to the 
exponent compare logic. The exponent compare logic compares 
the derived exponent with the value in the SB register and 
updates the SB register only when the derived exponent value is 
larger than the current value in the SB register. Therefore, the 
exponent compare logic can be used to find the largest exponent 
value in an array of shifter inputs. 


The Shifter includes the following registers: the SI register, the 
SE register, the SB register and the SR register. All these registers 
are readable and loadable from the DMD-bus. The SR register 
can also drive the R-bus. Like the ALU and MAC, the Shifter 
contains two complete banks of registers for context switching. 
Each set contains all the registers described above, but only one 
set is accessible at a time. The active set is determined by a bit 
in MSTAT. 


DSP Microprocessors 2-19 








DMD BUS 







R 


COMPARE 


From 
INSTRUCTION 


R - BUS 


Sl = 
REGISTER 


| X 
R SHIFTER 
c ARRAY 
10) 


Figure 4. Shifter Block Diagram 


Data Address Generators | 
Figure 5 shows a block diagram of a data address generator. 


The data address generators (DAGs) provide indirect addressing 
for data stored in external memories. The processor contains 
two independent DAGs so that two data operands (one in program 
memory and one in data memory) can be addressed simultaneously. 
The two data address generators are identical except that DAG] 
has a bit reversal option on the output and can only generate 
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Figure 5. Data Address Generator 
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data memory addresses, while DAG2 can generate both program 
and data memory addresses but has no bit reversal capability. 


There are three register files in each DAG: the modify (M) 
register file, the indirect (I) register file, and the length (L) 
register file. Each of these register files contain four 14-bit registers 
which are readable and loadable from the DMD-bus. The I 
registers hold the actual addresses used to access external memory. 
When using the indirect addressing mode, the selected I register 
content is driven onto either the PMA or DMA bus. This value 
is post-modified by adding the content of the selected M register. 
The modified address is passed through the modulus logic. 
Associated with each I register is an L register which may contain 
the length of the buffer addressed by the I register. The L 
register and the modulus logic together enable circular buffer 
addressing with automatic wrap around at the buffer boundary. 
The modulus logic is disabled by setting the length of the associated 
buffer to zero. _ 


Program Sequencer 

The program sequencer incorporates powerful and flexible 
mechanisms for program flow control such as zero-overhead 
looping, single-cycle branching (both conditional and uncondi- 
tional), and automatic interrupt processing. Figure 6 shows a 
block diagram of the program sequencer. 


The sequencing logic controls the flow of the program execution. 
It outputs a program memory address onto the PMA bus from 


one of four sources: the PC incrementer, PC stack, instruction 
register or interrupt controller. The next address source selector 
controls which of these four sources are selected based on the 
current instruction word and the processor status. A fifth possible 
source for the next program memory address is provided by 
DAG2 when a register indirect jump is executed. 


The program counter (PC) is a 14-bit register which contains 
the address of the currently executing instruction. The PC output 
goes to the incrementer. The incremented output is selected as 
the next program memory address if program flow is sequential. 
The PC value is pushed onto the 16 x 14 PC stack when a CALL 
instruction is executed or when an interrupt is processed. The 
PC stack is popped when a return from subroutine or interrupt 
is executed. The PC stack is also used in zero-overhead looping. 


The program sequencer section contains five status registers. 
These are the Arithmetic Status register (ASTAT), the Stack 
Status register (SSTAT), the Mode Status register (MSTAT), 
the Interrupt Control register (ICNTL) and the Interrupt Mask 
register (IMASK). These registers are described in detail in the 
next section. 
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The interrupt controller allows the processor to respond to one 
of four external interrupts with a minimum of overhead. The 
interrupts are internally prioritized and are individually maskable. 
Each interrupt can be set to be either edge- or level-sensitive. 
Depending on a bit in the interrupt control register (ICNTL), 
interrupt routines can either be nested, with higher priority 
interrupts taking precedence, or processed sequentially, with 
only one interrupt service active at a ime. When responding to 
an interrupt, the status registers ASTAT, MSTAT, IMASK are 
pushed onto the status stack and the PC counter is loaded with 
the appropriate vectored address. The status stack is four levels 
deep to allow four levels of interrupt nesting. The stack is auto- 
matically popped when return from interrupt is executed. 





The vector addresses for each interrupt are fixed at the lowest 
four addresses in the program memory space. Single-word, 
single-cycle branch instructions may be placed at these locations 
to transfer control to the appropriate interrupt service routine. 


The down counter and the count stack implement a powerful 
looping mechanism. The down counter is a 14-bit register with 
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auto-decrement capability. It is loaded from the DMD bus with 
the loop count. The count is decremented every time the counter 
value is checked; when the count expires, the counter expired 
(CE) flag is set. The count stack allows the nesting of loops by 
storing temporarily dormant loop counts. When a new value is 
loaded into the counter from the DMD bus, the current counter 
value is automatically pushed onto the count stack as program 
flow enters a loop. The count stack is automatically popped 
whenever the CE flag is tested and is true, thereby resuming 
execution of the code outside the loop. 


The DO UNTIL instruction executes a zero-overhead loop 
using the loop stack and the loop comparator. For a DO UNTIL 
instruction, a 14-bit termination address and a 4-bit termination 
condition are pushed onto the 18-bit loop stack. The address of 
the next instruction (which identifies the top of the loop) is 
pushed onto the PC stack. The loop comparator continuously 
compares the current PC value against the termination address 
on the top of the loop stack. When the termination address is 
detected, the processor checks if the termination condition is 
met. If the termination condition is not met, then the top of the 
PC stack is used as the next PC address, returning program 
flow to the beginning of the loop. If the termination condition is 
met, then the PC stack is popped, the current PC is incremented 
by one, and program flow falls out of the loop. The loop stack 
is four levels deep, permitting four levels of zero-overhead loop 
nesting. 


Instruction Cache Memory 

The instruction cache memory is 16 levels deep and one instruction 
(24 bits) wide. The cache memory maintains a short history of 
previously executed instructions so they can be fetched internally 
if they are needed again. 


Every time an instruction is fetched from external memory, it is 
also written into the cache memory. When the program enters a 
loop which fits within the cache, all the instructions in the loop 
are stored in cache during the first pass. On subsequent passes, 
the instructions can be fetched from the instruction cache when 
a program memory data access is required. This allows the 
program memory to be used for data access without penalty. 
The ADSP-2100 then becomes, in effect, a three-bus system 
with two data buses and one program bus. For the multiply/ac- 
cumulate operations typical of digital signal processing algorithms, 
this gives significant speed advantages. 


Instructions are fetched from cache memory only when a program 
memory data fetch 1s required. The cache monitor circuit auto- 
matically keeps track of when the next instruction is contained 
in the cache. No maintenance or overhead is needed to store 
externally fetched instructions in the cache or to read previously 
fetched instructions from cache. 


PMD-DMD Bus Exchange . 

The PMD-DMD bus exchange circuit couples the PMD and 
DMD buses. The PMD bus is 24 bits wide and the DMD bus 
is 16 bits wide. The upper 16 bits of PMD are connected to the 
DMD bus. An 8-bit register (PX) allows transfer of the full 
width of the PMD bus. When data is read from the PMD bus, 
the lower 8 bits of the PMD bus are loaded into PX. When 
writing to the PMD bus, the contents of PX are appended to 
the upper 16 bits, forming a 24-bit value. The PX register is 
readable and loadable from the DMD bus. 
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STATUS REGISTERS 

The ADSP-2100 maintains five status registers, each of which 
can be read over the DMD bus and four of which can be written. 
These registers are: 


ASTAT Arithmetic Status register 
SSTAT Stack Status register (read-only) 
MSTAT > Mode Status register 

ICNTL Interrupt Control register 
IMASK Interrupt Mask register 
ASTAT 


ASTAT is 8 bits wide and holds the status information generated 


by the computational sections of the processor. The bits in 
ASTAT are defined as follows: 


0 AZ (ALU result zero) 

] AN (ALU result negative) 
2 AV (ALU overflow) 

3 AC (ALU carry) 

4 AS (ALU Xinputsign) 

5 AQ. (ALU quotient flag) 

6 MV_ (MAC overflow) 

7 SS. (Shifter input sign) 


The bits which express a particular condition (AZ, AN, AV, 
AC, MV) are all positive sense (1 = true, 0 = false). Each of the 
bits are automatically updated whenever a new status is generated 
by an arithmetic operation. As such, each bit is affected only by 
a certain subset of arithmetic operations, as defined by the 
following table: 


Status Bit Updated on: 

AZ, AN, AV, AC Any ALU operation except division 

AS ALU absolute value operation 

AQ ALU divide operations 

MV Any MAC operation except saturate MR 
SS Shifter exponent detect operation 
SSTAT 


SSTAT is 8 bits wide and holds the status of the four internal 
stacks. The bits in SSTAT are: 


PC Stack Empty 

PC Stack Overflow 
Count Stack Empty 
Count Stack Overflow 
Status Stack Empty 
Status Stack Overflow 
Loop Stack Empty 
Loop Stack Overflow 
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All of the bits are positive sense (1 =true, 0= false). The empty 
status bits indicate that the number of pop operations for the 
stack is greater than or equal to the number of push operations 
Gf no stack overflow has occurred) since the last reset. The 
overflow status bits indicate that the number of push operations 
for the stack has exceeded the number of pop operations by an 
amount that is greater than the depth of the stack. When this 
occurs, the item(s) most recently pushed will be missing from 
the stack (old data is considered more important than new). The 
stack overflow status bits “stick” once they are set, so that 
subsequent pop operations have no effect on them. A processor 
reset must be executed to clear the stack overflow status. 
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MSTAT 

MSTAT is a 4-bit register that defines various operating modes 
of the processor. The Mode Control instruction enables or disables 
the four operating modes. The bits in MSTAT are: 


0 Data Register Bank Select 

] Bit Reverse Mode (DAGI only) 
2 ALU Overflow Latch Mode 

3 AR Saturation Mode 


The data register bank select bit determines which set of data 
registers is currently active (0= primary, 1 =secondary). The 
data registers include all of the result and input registers to the 
ALU, MAC, and Shifter (AX0, AX1, AYO, AY1, AF, AR, 
MX0, MX1, MYO, MY], MF, MRO, MR1, MR2, SB, SE, SI, 
SRO and SR1). At initialization, the data register bank select bit 
is cleared. 


The bit reverse mode, when enabled, bit-wise reverses all addresses 
generated by DAG1. This is most useful for reordering the 
input or output data in a radix-2 FFT algorithm. 


The ALU overflow latch mode causes the AV (ALU overflow) 
status bit to “stick” once it is set. In this mode, when an-ALU 
overflow occurs, AV will be set and remain set, even if subsequent 
ALU operations do not generate overflows. AV can then only 
be cleared by writing a zero into it from the DMD bus. 


The AR saturation mode, when set, causes ALU results to be 
saturated to the maximum positive (H#7FFF) or negative 
(H#8000) values when an ALU overflow occurs. 


IMASK 
IMASK is four bits wide and allows the four interrupt inputs to 
be individually enabled or disabled. The bits in IMASK are: 


0 IRQO Enable 


The bits are all positive sense (0 = disabled, 1 = enabled). IMASK 
is set to zero upon a processor reset so that all interrupts are 
disabled initially. 


ICNTL 
ICNTL is a 5-bit register configuring the interrupt modes of the 
processor. The bits in ICNTL are: 


0 IRQO Sensitivity 

] IRQI Sensitivity 

Zz IRQ2 Sensitivity 

3 IRQ3 Sensitivity 
4 Interrupt Nesting Mode 


The IRQ sensitivity bits determine whether a given interrupt 
input is edge- or level-sensitive (0= level-sensitive, 1= edge- 
sensitive). These bits are all undefined after a processor reset. 


The interrupt nesting mode determines whether nesting of in- 
terrupt service routines is allowed. When set to zero, all interrupt 
levels will be masked automatically when an interrupt service 
routine is entered. When set to one, IMASK will be set so that 
only equal and lower priority interrupts will be masked, permitting 
higher priority interrupts to interrupt the current interrupt 
service routine. This bit is undefined after a processor reset. 


CONDITION CODES 

The condition codes are used to determine whether a conditional 
instruction, such as a jump, trap, call, return, MAC saturation 
or arithmetic operation, is performed. The sixteen composite 
status conditions and their derivations are given in Table I. 
Since arithmetic status is latched into ASTAT at the end of a 
processor cycle, the condition logic outputs represent conditions 
generated on a previous cycle. 


l IRQ] Enable 
2 IRQ2 Enable 
3 IRQ3 Enable 
Status Condition 
EQ ALU Equal Zero AZ=1 
NE ALU Not Equal Zero AZ=0 
LT ALU Less Than Zero AN .XOR. AV=1 
GE ALU Greater Than or Equal Zero | AN .XOR. AV=0 
LE ALU Less Than or Equal Zero (AN .XOR. AV) .OR. AZ=1 
GT ALU Greater Than Zero (AN .XOR. AV) .OR. AZ=0 
AC ALU Carry AC=1 
NOT AC | Not ALU Carry AC=0 
AV ALU Overflow AV=1 
NOT AV | Not ALU Overflow AV=0 
MV MAC Overflow MV=1 
NOT MV | Not MAC Overflow MV =0 
NEG ALU X Input Sign Negative AS=1 
POS ALU X Input Sign Positive AS =0 
NOT CE | Not Counter Expired CE +0 
TRUE True Always True 





Table I. Condition Codes 
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SYSTEM INTERFACE 
Figure 7 shows a basic system configuration with the 
ADSP-2100. 


Clock Signals . 

The ADSP-2100 takes a TTL-compatible clock signal, CLKIN, 
running at four times the basic processor cycle time as an input. 
Using this clock input, the processor divides the internal processor 
cycle into eight states, defined by the edges of the input clock. 
The active processor cycle consists of states 1 through 7. State 8 
is a dead zone to provide a neutral stopping point for halting 

the processor. The CLKIN signal must have a duty cycle of 
50% to insure that all eight states are equal in duration. 


A clock output (CLKOUT) signal is generated by the processor 
to synchronize external devices to the processor’s internal cycles. 
CLKOUT is high during states 8, 1, 2 and 3, and low during 

states 4, 5, 6 and 7. Its frequency is one-fourth of that of CLKIN. 
Except during RESET, the CLKOUT signal runs continuously. 





Bus Interface 

The ADSP-2100 can relinquish control of the memory buses to 
an external device. When the external device requires access to 
memory, it asserts the Bus Request (BR) signal. After completing 
the current instruction, the processor halts program execution, 
tristates the PMA, PMD, PMS, PMRD, PMWR and PMDA 
output drivers and the DMA, DMD, DMS, DMRD and DMWR 
output drivers, and asserts the Bus Grant (BG) signal. When the 
BR signal is released, the processor re-enables the output drivers, 
releases the BG signal, and continues program execution from 
the point where it stopped. 




















Program Memory Interface 

The Program Memory Interface supports two buses: the program 
memory address bus (PMA) and the program memory data bus 
(PMD). The 14-bit PMA bus directly addresses up to 16K 
words. The PMD bus is bidirectional and 24 bits wide. 
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Since program memory can be used for both instruction code 
and data storage, the Program Memory Data Access (PMDA) 
signal is asserted whenever data, as opposed to an insiruction 
code, is fetched. There is no placement restriction for instruction 
code and data in program memory area if less than 16K words 
are used. Since the timing of PMDA is compatible with that of 
the PMA lines, it may be used as a 15th address line if desired. 
This effectively doubles the program memory area to 32K, 
which must be split into 16K dedicated to instruction codes and 
16K to data. 


The program memory data lines are bidirectional. The Program 
Memory Select (PMS) signal indicates access to the Program 
Memory and can be used as a chip select signal. The Program 
Memory Write (PMWR) signal indicates a write operation and 
can be used as a write strobe. The Program Memory Read 
(PMRD) signal indicates a read operation and can be used as a 
read strobe or output enable signal. : 











Although the processor internal data bus is only 16 bits, the 
ADSP-2100 can write to the full 24-bit program memory using 
the PX register. 


Data Memory Interface 

The Data Memory Interface supports two buses: the Data Memory 
Address bus (DMA) and the Data Memory Data bus (DMD). 
The 14-bit DMA bus directly addresses up to 16K words of 
data. The DMD bus is bidirectional and 16 bits wide. The Data 
Memory Select (DMS) signal indicates access to the Data Memory 
and can be used as a chip select signal. The Data Memory Write 
(DMWR) signal indicates a write operation and can be used as a 
write strobe. The Data Memory Read (DMRD) signal indicates 
a read operation and can be used as a read strobe or output 
enable signal. 








The ADSP-2100 supports memory-mapped I/O, with the peripher- 
als memory mapped into the data memory address space and 
accessed by the processor in the same manner as data memory. 
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Figure 7. Basic System Configuration 
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To allow interfacing to slower peripherals, the data memory 
acknowledge (DMACK) signal is provided. The ADSP-2100 
checks the status of the DMACK signal at the end of each 
processor cycle. If the DMACK signal is not asserted, the processor 
extends the current cycle by another full cycle. This extension 
occurs as many times as necessary until the DMACK signal is 
asserted and the access is completed. 


Interrupt Handling 

The ADSP-2100 provides four direct interrupt input pins, IRQ 
to IRQ3. Each interrupt pin corresponds to a particular interrupt 
priority level from 3 (highest) to 0 (lowest). The four interrupt 
levels are internally prioritized and individually maskable. 

These input pins can be programmed to be either level- or edge- 
sensitive. 


The ADSP-2100 supports a vectored interrupt scheme: when an 
external interrupt is acknowledged, the processor switches program 
control to the interrupt vector address corresponding to the 
interrupt level (program memory locations 0000 to 0003). Inter- 
rupts can optionally be nested so that a higher priority interrupt 
can preempt the currently executing interrupt service routine. 


Processor Control Interface 

The processor control interface provides external control over 
the activity of the processor. The control signals are RESET, 
HALT and TRAP. 


The RESET signal initiates a master reset of the ADSP-2100. 
The RESET signal must be asserted after the chip is powered 
up to assure proper initialization. The master reset performs the 
following: 











Initialize internal clock circuitry 

Reset all internal stack pointers 

Clear the cache memory monitor 

If there is no pending bus request, PMA is driven with 0004 
Mask all interrupts 

Clear MSTAT register. 


The HALT signal is used to suspend program execution tem- 
porarily. When HALT is asserted, the processor stops at the 
end of the current instruction. To ensure that the processor 
always halts after completion of an instruction fetch, an external 
fetch of the next instruction is forced even if the instruction is 
available from internal cache memory. Since the processor always 
stops after an external instruction fetch cycle, the controlling 
device is able to observe the instruction address where the program 
was stopped. The halt condition can be sustained for any length 
of time, during which all signals generated by the processor will 
remain static (maintaining the output at state 8). The processor 
will continue normal execution when the HALT line is 

released. 
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The TRAP signal is generated by the processor whenever a 
TRAP instruction is executed. Assertion of the TRAP signal 
indicates that the processor has stopped instruction execution 
just after the end of the cycle which executed the TRAP instruction. 
The TRAP state is identical to the HALT state, with the processor 
output frozen in state 8. In this case, the processor PMA bus 
contains the address of the instruction following the TRAP 
instruction. The TRAP signal remains asserted until the HALT 
signal is asserted externally. When the HALT signal assertion is 
sensed, the processor releases the TRAP signal. However, the 
processor remains in the halt condition until the HALT line is 
released. 











Multiprocessor Synchronization 

Even when multiple ADSP-2100s are driven from the same 
CLKIN signal, there is a phase ambiguity between the various 
processors. This ambiguity can be prevented by using a single 
master RESET signal synchronized to CLKIN. When the master 
RESET 1s released, all the processors begin state 5 on the same 
edge of CLKIN. Once initialized in this manner, the cycle 
states of the processors remain synchronized with each other. 





INSTRUCTION SET DESCRIPTION 

The ADSP-2100 assembly language uses an algebraic syntax for 
ease of coding and readability. The sources and destinations of 
computations and data movements are written explicitly in each 
assembly statement, eliminating cryptic assembler mnemonics. 
Nevertheless, every instruction assembles into a single 24-bit 
word and executes in a single cycle. The instructions encompass 
a wide variety of instruction types along with a high degree of 
operational parallelism. There are five basic categories of in- 
structions: data move instructions, computational instructions, 
multifunction instructions, program flow control instructions 
and miscellaneous instructions. Each of these instruction types 
is described briefly. The complete instruction set is summarized 
in Table IV at the end of this section. 


Data Move Instructions 

Table II gives a list of all registers that are accessible using the 
data move instructions. (Only the program counter (PC), the 
instruction register, the arithmetic feedback register (AF) and 
the multiplier feedback register (MF) are not on this list.) This 
set of registers is denoted as reg in the instruction set summary 
given in Table IV. A subset of the reg group associated with the 
computational units, which generally hold data as opposed to 
address or status information, is denoted as dreg. 


The data move instructions include transfers between internal 
registers, between data memories and internal registers, between 
program memories and internal registers, and immediate value 
loading of registers and data memories. The content of every reg 


AX0, AX] 

AYO, AY] 

AR 

MX0, MX1 
MY0, MY1 

MRO, MR1, MR2 
SI 

SE 

SRO, SR1 


Data 
Registers 


(dreg) 


SB 

PX 

10, 11, 12, 13, 14, 15, 16, 17 
MO, M1, M2, M3, M4, M5, M6, M7 
LO, L1, L2, L3, L4, L5, L6, L7 
CNTR 

ASTAT 

MSTAT 

SSTAT 

IMASK 

ICNTL 


Accessible 
Registers 
(reg) 


Table Il. Register Classification 
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can also be loaded to any other reg. Every reg can be loaded 
with an immediate value which is the full width of the particular 
register being loaded. 


Two addressing modes are supported for data memory transfers: 
direct addressing and indirect addressing. In direct addressing, 
the memory address is supplied from the instruction word. In 
indirect addressing, one of the data address generators provides 
the address. Using direct addressing, the content of a data memory 
location can be written and read by any reg. Using indirect 
addressing, the content of a data memory location can only be 
written and read by a dreg. Immediate data load to data memory 
is permitted with indirect addressing. Only the indirect addressing 
mode is supported for program memory data transfers, and 
contents of a program memory location can be read and written 
to any dreg. | 


Computational Instructions | 
There are three types of operations associated with the computa- 
tional units: ALU operations, MAC operations and shifter oper- 
ations. With few exceptions, all these computational instructions 
can be made conditional. (The permissible conditions are specified 
in Table I.) Each computational unit has a set of input registers 
and output registers. A list of permissible input operands and | 
result registers for each of the units is given in Table III. 


Multifunction Instructions 

Multifunction instructions execute one computational operation 
with one or two data moves. All of the multifunction instructions 
utilize various combinations of the computational and data move 
operations described above. Since the instruction word is only 
24 bits wide, only certain combinations are valid. In general, 

the following rules are followed. 


l Only one unconditional computational operation can be 
specified 
2 Any memory transfer must use the indirect addressing 
mode 
ALU 










Source for 
X input port (xop) 


AX0, AX] 
AR 

MRO, MRI, MR2 
SRO, SR1 







MAC 
Source for 
X input port (xop) 


MX0O, MX1 

AR 

MRO, MR1, MR2 
SRO, SR1 















Shifter 
Source for 
Shifter input (xop) 


SI 

AR 
MRO, MR1, MR2 
SRO, SR1 











nput port (yop) | output port R 


AYO, AY1 
AF | 


Source for 
Yj 


input port (yop) | output port R 


Source for 
Yi 


Destination for 
Shifter output 


SR (SR1, SRO) 


3 Data move operations can only involve data registers 
(dregs) 

4 Only an ALU or a MAC operation can be specified with 
two operand fetches, one from program memory and one 
from data memory. 


Program Flow Control Instructions 

Program flow control instructions include JUMP, CALL, return 
from subroutine, return from interrupt, DO UNTIL and TRAP. 
All of these instructions can be made conditional. The JUMP 
and CALL instructions support both direct addressing, with the 
destination address specified by the instruction word, and indirect 
addressing, with the destination address specified by one of the 
I registers in DAG2. 


Miscellaneous Instructions 
Miscellaneous instructions include indirect register modify, 
stack control, mode control and NOP operations. 


These conventions are used in Table IV on the following pages: 


1. All keywords are shown in capital letters. 

2. Brackets enclose optional parts of the syntax. 

3. Vertical lines indicate that one parameter must be chosen 
from those enclosed. 

. Table I defines the conditions for condition. 

. Table II defines the set of registers for dreg and reg. 

. Table III defines the set of registers for xop and yop. 

<data> represents an immediate value. 

. <address> may be an immediate value or label. 

. <comp>, in a multifunction instruction, represents all legal 
ALU, MAC or Shifter operations with these restrictions: 
— All operations are performed unconditionally 
— Shift Immediate operations are not allowed 
— ALU division (DIVS, DIVQ) is not allowed 









Destination for 


Destination for 





MR (MR2, MRI, MRO) 
MF 






Table Ill. Computational Input/Output Registers 
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DATA MOVE INSTRUCTIONS AND, OR, Exclusive OR 
Reg; M [ IF condition ] AR = xop AND] yop. ; 
egister ei ~ AF OR 
reg = reg; XOR 
Load Register Immediate 
reg = <data-; Pass/Clear 
Data Memory Read (direct address) [IF condition ] | AR | = PASS | ROP | ; 
reg = DM(<address>); AF yop 
Data memory Read (indirect address) Negate 
dreg = DM( ‘ [ IF condition ] | AR | = + | XOp | : 
AF Oo 
D yop 
= NOT 
14 [ IF condition ] | AR| = NOT | xop | ; 
15 AF yop 
16 
I7 Absolute Value 
Program Memory Read (indirect address) Liconeinon)| | a ABS | aaa | 
dreg = PM(|I4|,| M41); AF yop 
IS MS 
16 M6 Increment 
7 M7 [ IF condition |} | AR | = yop +1] ; 
AF 
Data Memory Write (direct address) 
DM (<address>) = reg; Decrement 
Data Memory Write (indirect address) [ IF condition ] ee = yop Sh oy 
DM( | 10 MO} ) = dreg; AF 
<data> 
Divide 
DIVS yop, xop ; 
DIVQ xop ; 
14 
IS MS COMPUTATIONAL INSTRUCTIONS: SHIFTER 
16 M6 Arithmetic Shift 
i wee { IF condition ] SR = [SROR]ASHIFT xop | (HI) | ; 
Program Memory Write (indirect address) (LO) 
PM (| 14] , | M4] ) = dreg; 
15 M5 Logical Shift 
16; | M6 [IF condition] SR = [SROR]LSHIFTxop | (HI | ; 
17 M7 (LO) 
| Normalize 
COMPUTATIONAL INSTRUCTIONS: ALU 
[IF condition] SR = [SROR]NORMxop_ | (HI) | 
Add/Add with Carry (LO) | 
[IF condition J AR = xop + yop ; 
AF +C Derive Exponent 
+yop+C [ IF condition ] SE = EXPxop | (HI) |; 
(LO) 
Subtract X-Y/Subtract X-Y with Borrow (HIX) 
{IF condition] |AR = xop — yop : 
AF =yop +O Block Exponent Adjust | 
[ IF condition ] SB = EXPADJ xop ; 
Subtract Y-X/Subtract Y-X with Borrow 
[ IF condition ] AR = yop — xop ; Arithmetic Shift Immediate 
AF —xop+C-] SR = [SROR] ASFUFT xop BY <data> (HI) | ; 
(LO) 
Logical Shift Immediate 
SR =[SROR]  LSHIFT xopBY <data> (HI) | ; 
(LO) 
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COMPUTATIONAL INSTRUCTIONS: MAC MULTIFUNCTION INSTRUCTIONS 























‘Multiply _ Computation with Memory Read 
[IF condition] | MR | =  xop*yop — (} SS |) 5 <comp> , dreg = DM(| 10 MO] ) ; 
MF SU Il M1 
US [2 M2 
UU [3 
RND 
Multiply Accumulate 
[IF condition] | MR | = MR+xop*yop (| SS 14 
-| ME SU 
US 
UU PM |14], |M4]); 
RND 15 MS 
I6 M6 
Multiply Subtract . 17 M7 
[IF condition] | MR | = MR-—xop*yop (|SS_ |); 
MF SU _ Computation with Data Register Move 
US <comp> , dreg = dreg ; 
UU 
RND Computation with Memory Write 
DM( | 10 MO | ) = dreg,<comp> ; 
Clear I] M1 
[ IF condition ] MR | = 0; 12 M2 
MF I3 
Transfer MR 
{IF condition] | MR | = MR [(RND)] ; 
MF 
Conditional MR Saturation 
IF MVSAT MR ; PM(/I4],]M4]);3 
IS MS 
16 M6 
I7 M7 


Data & Program Memory Read 
AXO|=DM(|I0];,| MO|), | AYO! =PMCI{I4I,[M4]); 


AX] I] Ml AY] I5 M5 
MX0O [2 M2 MYO 16 M6 
MX] [3 M3 MY1 17 M7 


ALU/MAC Operation with Data & Program Memory Read 
Seal AXO |} =DM(|]I0},} MO}),)] AYO! =PM CJI4],/ M4}); 


neers, 


<MAC>| |AX1 I] Ml AY1 I5 M5 
MX0 12 M2 MYO 16 M6 
MX] [3 M3 MY1 17 M7 


PROGRAM FLOW CONTROL INSTRUCTIONS 


Jump Return from Subroutine 
[IF condition] JUMP (| 14 ) 5 ee en es 
15 
16 Return from Interrupt 
7 [IF condition]. RTI ; 
<address> , 
Do Until 
Call DO <address> [UNTIL condition] ; 
{IF condition] CALL (| I4 Dr: 
15 Trap 
16 [IF condition] TRAP ; 
I7 
<address> 
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MISCELLANEOUS INSTRUCTIONS 








Stack Control 

[}]PUSH] STS] [,POPCNTR] [,POPPC] [,POPLOOP] ; 

[jPOP 

Mode Control 

ENA | BIT_REV , ENA | AV_LATCH , |ENA]| AR_SAT , ENA] SEC_REG ; 
DIS DIS DIS DIS 


Modify Address Register 
MODIFY ( 





No Operation 
NOP ; 


Table lV. Instruction Set Summary 
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SPECIFICATIONS 


RECOMMENDED OPERATING CONDITIONS — 





ADSP-2100 


& K Grades |___SGrade__| 
Parameter [Max [Min | Unit 


Vpp Supply Voltage 4.75 5.50 V 


Tams Ambient Operating Temperature +70 +125 | °C | 


ELECTRICAL CHARACTERISTICS 


J & K Grades S Grade 


Parameter Test Conditions | Min  |Max | Min | Max | Unit 
Vinx Hi-Level Input Voltage! @Vpp = max fT 20 | lao |] | V 
Vi Lo-Level Input Voltage! @Vpp =min ee ee ee ee 
Vou  Hi-Level Output Voltage? @Vpp = min, Ion = — ImA ae ee Ce ae V 
Vor Lo-Level Output Voltage* @Vpp = min, Io. = 4mA a re ee ee V 
In: Hi-Level Input Current? @Vpp = max, Vin=5V a ee eee 
In. _Lo-Level Input Current” @V pp = max, Vin=0V | fio| its pA 
IozH Tristate Leakage Current* @Vpp = max, Vy = max’ Pc fc pA 
Ioz1 Tristate Leakage Current? @Vpp = max, Vin=0V’ Pt so Tc yA 
Iozx Tristate Leakage Current® @Vpp = max, Vin=0V’ pa 150 aa 150 pA 
Ipp _ Supply Current (Power-Down)©*” @Vpp = max, Vin=0V’ aa ee ae oe mA 
Ipp Supply Current (Dynamic) @Vpp = max, max clock rate® ell }90 | 100 mA 
NOTES 


1Applies to pins: PMD,_»3, DMD)_,5, BR, IRQ)_ 3, DMACK, RESET, HALT, CLKIN (39 input pins) 

? Applies to pins: BR, IRQ,_,;, DMACK, RESET, HALT, CLKIN (9 input only pins) 

3Applies to pins: PMAy_,3, PMS, PMD,_,;, PMRD, PMWR, PMDA, BG, DMA,_,;, DMS, DMD,_,;, DMRD, DMWR, TRAP, CLKOUT (78 output pins) 
‘Applies to pins: PMAy_,,, PMS, PMD,_,, PMRD, PMWR, PMDA, DMA,_,;, DMS, DMD,_,;, DARD, DMWR(75 tristateable pins) 

Applies to pins: PMA,_,;, PMDA, DMA,_, 3 (29 tristateable pins w/o pullup) 

6Applies to pins: PMD, _»,, PMS, PARD, PMWR, DMD, _,,, DMS, DMRD, DMWR(46 tristateable pins w/pullup) 

7 Additional Test Conditions: Vij = 0V on BR and RESET, CLKIN active, forces tristate condition 

8 Additional Test Conditions: Outputs loaded TTL loads w/100pF capacitance, Viz = 2.4V, Vir = 0.4V, clock rate = 6.144mHz for J and S grade, 8.192mHz for K grade. 


%“Power-down” refers to an idle state. While the ADSP-2100 does not have any special standby or low-power mode, these conditions represent the lowest power 
consumption state. 





ABSOLUTE MAXIMUM RATINGS 


Supply Voltage ..............0. —0.3V to +7V 
Input Voltage ..............004. —0.3V to Vpp 
Output Voltage Swing. ............ —0.3V to Vpp 
Load Capacitance ...........2..00.000004 200pF 
Operating Temperature Range (Ambient) . . — 55°C to + 125°C 
Storage Temperature Range. ........ — 65°C to + 150°C 
Lead Temperature (10 Seconds) ........... + 300°C 
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ORDERING INFORMATION ADSP-2100 Development Tools 
Package Part Number Description 
Part Number Temperature Range Package Outline 
ADSP-2100JG Oto. + 70°C 100-PinGrid Array G-100A ADDS-2110 ADSP-2100 Cross-Software (VAX/VMS) 
ADSP-2100KG Oto + 70°C 100-PinGrid Array G-100A ADDS-2121 ADSP-2100 Assembler, Linker, Utilities 
ADSP-2100SG —55°Cto + 125°C 100-PinGrid Array G-100A (IBM-PC) 
ADSP-2100JG/+ Oto + 70°C 100-Pin Grid Array G-100A ADDS-2122 ADSP-2100 Simulator (IBM-PC) 
ADSP-2100KG/+ Oto +70°C 100-Pin Grid Array G-100A : : 
ADSP-2100SG/+  —55°Cto +125°C —-100-PinGrid Array G-100A ADDS-2150 ADSP-2100 In-Circuit Emulator (North 
ADSP-2100SG/883B —55°Cto +125°C — 100-PinGrid Array G-100A American version) 
ADSP-2100JP Oto + 70°C 100-Lead PLCC P-100 ADDS-2150E ADSP-2100 In-Circuit Emulator (European 
ADSP-2100KP Oto + 70°C 100-LeadPLCC —_—~P-100 ier ion) 
ADSP-2100JP/+ Oto + 70°C 100-Lead PLCC P-100 Phe : 
ADSP-2100KP/+ Oto +70°C 100-Lead PLCC P-100 ADDS-2151 ADSP-2100 In-Circuit Emulator with Trace 
Board (North American version) 
ADDS-2151E ADSP-2100 In-Circuit Emulator with Trace 
Board (European version) 
ADDS-2161 Trace Board Option for ADSP-2100 


In-Circuit Emulator 


INTERNAL VISUAL INSPECTION 
COMMERCIAL 


HERMETICITY 
FINE LEAK CONDITION A OR B 


METHOD 1014 
GROSS LEAK CONDITION C 


INTERIM ELECTRICAL TESTING 


BURN-IN 
METHOD 1015 





STABILIZATION BAKE 
METHOD 1008 
CONDITION C - 24 HRS, 150°C 


TEMPERATURE CYCLE 
METHOD 1010 
CONDITION C- 10 CYCLES 


160 HRS — 125°C 


100% FINAL ELECTRICAL TESTING 


Plus Processing 





CENTRIFUGE 
METHOD 2001 
CONDITION D - 20,000G, Y1 PLANE 





ESD SENSITIVITY 

The ADSP-2100 features input protection circuitry consisting of large “‘distributed” diodes and 
polysilicon series resistors to dissipate both high-energy discharges (Human Body Model) and fast, 
low-energy pulses (Charged Device Model). Per Method 3015.2 of MIL-STD-883C, the ADSP-2100 
has been classified as a Category A device. 


WARNING! 
WS 


ESD SENSITIVE DEVICE 





Proper ESD precautions are strongly recommended to avoid functional damage or performance 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test equipment 
and discharge without detection. Unused devices must be stored in conductive foam or shunts, 
and the foam should be discharged to the destination socket before devices are removed. For 
further information on ESD precautions, refer to Analog Devices’ ESD Prevention Manual. 
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SWITCHING CHARACTERISTICS 


GENERAL NOTES 

Use the exact ming information given and do not attempt to. 
derive parameters from the addition or subtraction of others. 
While this addition or subtraction would yield meaningful results 
for an individual part, the values given in this data sheet reflect 
statistical variations and worst cases. Consequently, you cannot 
meaningfully add up parameters to derive or “verify” longer 
times. 


Notes 1, 2 and 3 and a table explaining the Test Codes appear further on in this data sheet. 









Test J Grade 
Clock Signals Code | Min Max 
Timing Requirements 
] CLKIN Period! 
2 CLKIN Width Low | 
3 CLKIN Width High : 


S Grade 


K Grade 
i Min Max 


Min Max 


> 
(_) 
wr 


beet 
. 


nN 


Switching Characteristics 


4 CLKIN Low (3-4) to CLKOUT Low 
5 CLKIN Low (7-8) to CLKOUT High 
6 CLKOUT Width Low? 


Wo 
NIT YW 
— o~ 
ml | S 
No fw 


NTN 


as 


; — — 
wa Ww 






; 
4. 
6 





CLKIN 


CLKOUT 


NOTE 
The Processor Cycle is Divided into 8 Internal States Determined by the Rising and Falling Edges 
of CLKIN. CLKOUT is Synchronized to the Processor States as Shown Above. 


Figure 8. Clock Signals 


Notes 1, 2 and 3 and a table explaining the Test Codes appear further on in this data sheet. 


Test J Grade K Grade S Grade 
Control Signals Code | Min Max Min Max Min Max 
Timing Requirements | 


7 RESET Low to CLKIN High 
8 CLKIN High to RESET High 


9 RESET Width Low? 


2 
iz [ | 102 | 


A | 3 


RESET SIGNAL 





NOTE 
The Reset signal determines the phase of the processor cycle. 
The processor starts from state 4 after the release of the Reset signal. 


Figure 9. RESET Signal 
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Units 


ns _ 
ns 
ns 


ns 
ns 
ns 


Dnhits 


ns 
ns 
ns 


Notes 1, 2 and 3 and a table explaining the Test Codes appear further on in this data sheet. 


Timing Requirements 


10 
11 


Swiuching Characteristics 


12. CLKIN Low(7-8) to TRAP Valid 
Interrupts 
Timing Requirements 


13 
14 


Control Signals Code | rae. 


CLKIN Low (7-8) to IRQ Invalid 


Test KGrade | _SGrade_| 


Units 


HALT Valid to CLKIN Low (3-4) 
CLKIN Low (3-4) to HALT Invalid 


ns 





—_ 

To 

; 
CLKIN Low (7-8) to IRQ Valid ns 
a 


ns 


CONTROL SIGNALS 





CLKIN 4 
aac XKAAKAKAAKANKAKAAIARKAK 
TRAP 
IRQO-3 

NOTE 


The Control Signals are Shown in Relationship to the Processor States in Which They are 
Recognized or Asserted as Defined by CLKIN. There is No Implied Relationship between 
HALT, TRAP, and IRQ, 3. 


Figure 10. Control Signals 
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Notes 1, 2 and 3 and a table explaining the Test Codes appear further on in this data sheet. 


_ Test J Grade S Grade 

Bus Request Asserted Code | Min Units . 
Timing Requirements | i haa (al 

15 BR Validto CLKIN Low (3-4) ee le Pa [| ns: 
aa 


16 CLKIN Low(3-4) to BR Invalid ns 


|B ice! 
Switchng Characteristics : et Sa ee ee 
17. CLKIN Low(3-4) to BG Low |B |B | 13 
19 BGLowtoxMxx Disable? | D 


ns 


38 
a Oc 
BUS REQUEST ASSERTED 


CLKIN 


XxMxx 





Figure 11. Bus Request Asserted 
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Notes 1, 2 and 3 and a table explaining the Test Codes appear further on in this data sheet. 


Bus Request Negated Code Units 
Timing Requirements 

15 BR Valid to CLKIN Low (3-4 
16 CLKIN Low (3-4) to BR Invalid 


Switching Characteristics rd 
18 CLKIN Low(7-8)to BG High a 
20 xMxx Enable to BG High? 


ns 


|| ns 


p31 | os 
[12 | ns 








CLKIN 


XMxx 





Figure 12. Bus Request Negated 
Notes 1, 2 and 3 and a table explaining the Test Codes appear further on in this data sheet. 
Test J Grade K Grade S Grade 
Bus Request/Grant with RESET Low Code (cal cal cone ak Max Units 
Switching Characteristics 


l BR Low to BG Low during reset 


22 _ BR Highto BG High during reset 





NOTE 


During Reset, the Processor Bus Ignores the CLKIN Signal and Therefore the Bus Request/Grant 
Signals Operate Asynchronously. 


Figure 13. Bus Request/Grant with RESET Low 
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Notes 1, 2 and 3 and a table explaining the Test Codes appear further on in this data sheet. 


Program Memory Read 
Switching Characteristics 


23 CLKINHigh(8-1) to PMA Valid 
24 CLKINHigh(8-1) to PMA Invalid 
25. CLKINHigh(8-1) to PMDA Valid 
26 CLKINHigh(8-1) to PMDA Invalid 
27. CLKINHigh(8-1) to PMS Valid 
28 CLKINHigh(8-1) to PMS Invalid 
29 CLKIN Low(3-4) to PMRD Low 
30 CLKINLow(7-8)to PMRD High 
31 PMRD Width Low? 

32 PMA Valid to PMRD Low? 

33 PMRD High to PMA Invalid? 

34 PMDA Valid to PMRD Low? 

35 PMRDHighto PMDA Invalid? 
36 PMS Valid to PMRD Low? 

37. PMRD HightoPMS Invalid? 
Timing Requirements 

56 PMD In Valid toCLKIN Low(7-8) 
57. CLKINLow(7-8)to PMD In Invalid 
58 PMRDLowtoPMD In Valid? 

59 PMA Valid to PMD In Valid? 

60 PMS Valid to PMD In Valid? 

97. PMRDHighto PMD In Invalid 
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|_SGrade__| 
|B fe se ls 
ee DC 
ES 
PB 2 
| Ba 2st 
a ae eee Eee ee 
a a ee a ee 
| B | 6 25 6 20 6 ~— 25 
| A fooC“<C~i SC CC 
ee ee et eee | ee Ce 
16 
31 | 
eee ae eee (| ee ee 
ee 
a iss 
ae ae i ae (a 
PB 
Ee ae 
pA fotC—Cid $C 


Units 


Ds 


ns 
ns 
ns 
ns 


' AS 


ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 


ns 
ns 
ns 
ns 
ns 
ns 


PROGRAM MEMORY READ 





XAAAAXKAAAXA 


= 
oS 
os 
<> 
<_| 
SS 
<a 
Ss 
ers 
os 
oS 
SS 
os 
poe 
a 
<= 
——_, 
ors 
oss 
<—] 
SS 
oS 
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[\ 
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® 
cc 
. 


Figure 14. Program Memo 
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Notes 1, 2 and 3 and a table explaining the Test Codes appear further on in this data sheet. 


Test |__JGrade | _KGrade | SGude_] 


Program Memory Write Code | 
Switching Characteristics 


Units 


23 CLKIN High (8-1) to PMA Valid ns 
24 CLKIN High (8-1) to PMA Invalid | 10 [| | ns 
25. CLKIN High (8-1) to PMDA Valid | 18 =| 56 | 18 | | 18 ns 
26 CLKIN High (8-1) to PMDA Invalid | 12 { | 12. | ns 
27. CLKIN High(8-1) to PMS Valid ns 


28 CLKIN High (8-1) to PMS Invalid ns 
38 CLKIN Low (3-4) to PMWR Low 

39 CLKIN Low(7-8) to PMWR High 

40 _PMWR Width Low” | 

41 PMAValidto PMWR Low? 

42 PMWR HightoPMA Invalid? 

43. PMDA Valid to PMWR Low? 

44 PMWRHightoPMDA Invalid? 

_45 PMS Valid to PMWR Low” 

46 PMWR HightoPMS Invalid” 

47 CLKIN High (4-5) to PMD Out Enable 
48 CLKIN High(8-1)to PMD Out Disable © 
49 CLKIN High (4-5) to PMD Out Valid 

50 CLKIN High(8-1)to PMD Out Invalid 

51 PMWR LowtoPMD Out Enable? 

52. PMWR Highto PMD Out Disable? 

53 PMWR LowtoPMD Out Valid? 

_54 | PMWRHightoPMD Out Invalid? 

55 PMD Out Valid to PMWR High? 


ns 
Is 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 


& [NK [Oo 
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PT 


PROGRAM MEMORY WRITE 





Figure 15. Program Memory Write 
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Notes 1, 2 and 3 and a table explaining the Test Codes appear further on in this data sheet. 


Test J Grade K Grade S Grade 


- Data Memory Read - Code | 
Switching Characteristics 

61 _CLKIN High (8-1) to DMA Valid 
62 CLKINHigh(8-1)to DMA Invalid 
63 _CLKIN High (8-1) to DMS Valid 
64 CLKIN High (8-1) to DMS Invalid 
65 | CLKIN Low(3-4) to DMRD Low 
66 | CLKIN Low(7-8)to DMRD High 
67 DMRD Width Low? 

68 |DMA Valid to Low? 

69 _DMRDHighto DMA Invalid? 

70 __ DMS Valid to DMRD Low 

71 DMRDHighto DMS Invalid 


Units 


— 
ON 


ND PUULTON FN 


ns 
ns 
ns 


—" 
ie) 


ns | 
ns 
ns 
ns 
ns 
ns 
ns 
ns 


Timing Requirements 


72 DMACK Valid to CLKIN High (6-7) 
73. CLKINHigh (6-7) to DMACK Invalid 
74 DMRDLowto DMACK Valid? 

75 DMA Valid to DMACK Valid? 

92. DMDIn Valid toCLKIN Low(7-8) 
93 CLKIN Low (7-8) to DMD In Invalid 
94 DMRDLowto DMD In Valid” 

95 DMA Valid to DMD In Valid? 

96 DMS Valid to DMD In Valid 

98 DMRDHighto DMD In Invalid 


ns 
ns 
ns 
ns 
ns 


pam 
_ 


ns 
ns 
ns 


“I > re) ht [dh > wr 

S — NO] = tt 1 00 (on) ho 
— Nw [dN] oe fe es 

CO; im We Wo NQ | Uo nn ON 


ns 
ns 


— ho |W fT [do jena 
CO; MN AT Wo BO TU A nN 
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PT 


DATA MEMORY READ 


CLKIN 











DMACK 





4 
, 
‘ 
N fi 
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> <q we 
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rf 
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Figure 16. Data Memory Read 
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Notes 1, 2 and 3 and a table explaining the Test Codes appear further on in this data sheet. 


Data Memory Write 
Switching Characteristics 


61 CLKIN High(8-1) to DMA Valid 
62. _CLKIN High(8-1) to DMA Invalid 

63 CLKIN High(8-1) to DMS Valid 

64 _ CLKIN High(8-1) to DMS Invalid 

76 CLKIN Low(3-4) to DMWR Low 

77. _CLKIN Low(7-8) to DMWR High | 
78 DMWR Width Low’ 

79 DMA Valid to DMWR Low? 

80 DMWRHighto DMA Invalid? 

81 DMS Validto DMWR Low 

82. DMWRHighto DMS Invalid 

83. CLKIN High(4-5)to DMD Out Enable 
84 _CLKIN High(8-1) to DMD Out Disable 
85 CLKIN High(4-5)to DMD Out Valid 
86 _CLKIN High(8-1) to DMD Out Invalid 
87. DMWRLowto DMD Out Enable 

88 | DMWRHighto DMD Out Disable” 

89 _DMWRLowto DMD Out Valid 

90 DMWRHighto DMD Out Invalid? 

91 DMD Out Valid to DMWR High? 














Timing Requirements 

72 | DMACK Valid to CLKIN High (6-7) 
73 | CLKIN High (6-7) to DMACK Invalid 
74 _DMRDLowto DMACK Valid? 

75 DMA Valid to DMACK Valid? 
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Figure 17. Data Memory Write 
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NOTES 
1Rise and fall times <5ns. 
*These items are cycle time dependent. | 





3<yMxx” refers to PMAy_ 13, PMS, PMRD, PMWR, PMDA, DMAg_13, DMS, DMRD and DMWR. 


TEST CODES 

Code | Test Type Level Reference 

A Low =0.8V, High = 2.0V 
B CLKIN 1.5V 





to/from 
Inputs, Outputs 






Low = 0.8V, High = 2.0V 







C CLKIN 1.5V 

to 

Output Disable Low = Vo. + 0.5V, High = Voy — 0.5V 
D Output Low = 0.8V, High =2.0V 

to 

Output Disable Low = Vo, + 0.5V, High = Voy — 0.5V 
E CLKIN 1.5V 

to 

Output Enable | Low=VT—0.1V, High=VT+0.1V 
F Output Low =0.8V, High=2.0V _ 


to/from 
Output Enable Low = VT —0.1V, High= VT +.0.1V 





VT = 1.5V, the voltage to which tristated outputs are forced. 


Vop 





2pF 





Input only pads: 
CLKIN. BR. DMACK. 
IRQ, RESET, HALT | "Se 


Figure 18. Equivalent Input Circuit 





Output only pads: CLKOUT. PMA. PMDA, BG. DMA.TRAP. 


*Only present when output is OFF on: PMS. DMS, PMWR. DMWR, 
PMRD. DMRD. 





Figure 19. Equivalent Output Circuit 
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3pF 


Bidirectional pads: PMD, DMD 


* Only present when output driver is OFF. 


Figure 20. Equivalent Bidirectional Circuit 
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Figure 21. Normal Load for AC Measurements 
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Figure 22. ADSP-2100 Pins, Top View, Pins Down 


Function Location | Function Location | Function Location | Function Location 


Vopo DMA9 G1 
Vop DMA10 G3 
Vop DMA11 G2 
Voo DMA12 F1 

GND DMA13 F2 

GND DMDO A5 
GND DMD1 B5 
GND DMD2 A4 
GND . DMD3 B4 
GND DMD4 A3 
GND DMD5 A2 
GND DMD6 B3 

GND DMD7 B2 
CLKIN DMD8 B1 

CLKOUT DMD9 C2 
BR DMD10 C1 

BG DMD11 D2 
IRQO DMD12 D1 

IRQ1 DMD13 E2 

IRQ2 DMD14 E1 

IRQ3 DMD15 F3 

RESET DMS M5 
TRAP DMWR M6 
HALT DMRD M7 
INDEX PIN DMACK M3 
PMAO 
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Table V. ADSP 2100 Pins by Function — G-100A 
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ADSP-2100 PIN CONFIGURATION 


P-100 


PIN FUNCTION PIN FUNCTION PIN FUNCTION PIN FUNCTION PIN FUNCTION 


] 
2 
3 
4 
5 
6 
7 
8 
9 


CLKOUT 
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3-2 MICROCODED SUPPORT COMPONENTS 


The current members of the Word-Slice™ family of microcode 
components include the ADSP-1401 Sequencer and the ADSP- 
1410 Address Generator. (You will also want to look at the 
ADSP-3128 Register File in the Floating-Point Chapter.) Both 
feature the Look-Ahead™ pipeline which eliminates the need 
for an external microcode pipeline register by internally latching 
instructions and addresses. Both are fabricated in a fast 1.5m 
CMOS process and are available in 48-pin DIPs and 52-lead 
PLCCs. Together they improve performance and reduce board 
space substantially relative to bit-slice solutions. A 225-page 
Word-Slice User's Manual covers all aspects of programming 
with these parts. 


The ADSP-1401 is a high-speed, 16-bit microprogram controller 
optimized for the demanding sequencing tasks found in digital 
signal processors and general-purpose computers. In addition to 
high speed, this sequencer features on-chip storage and control 
of ten prioritized and maskable interrupts; four decrementing 


Introduction 


event counters; absolute, relative, and indirect addressing capa- 
bility and a dynamically configurable 64-word RAM. 


The ADSP-1410 is a fast, flexible address generator that rapidly 
generates the data memory addresses required by routines such 
as digital filters, FFTs, matrix operations and DMAs. The 
ADSP-1410 features a 16-bit ALU, a comparator and thirty 16- 
bit registers organized into four files: sixteen address registers, 
six offset registers, four compare registers and four initialization 
registers. In a single cycle the ADSP-1410 can output a 16-bit 
memory address, modify this address and detect when the value 
has crossed a preset boundary and conditionally loop back to 
the top of a circular buffer. 


Third-party support is available in the form of meta-assemblers, 
development systems and behavioral models. Contact the Analog 
Devices for further information on development tools. 


Look-Ahead and Word Slice are trademarks of Analog Devices, Inc. 
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Selection Guide 


ADSP-1410 ADDRESS GENERATOR 








Clock-to- 
Address 










Data Memory Address Size 
Single-Precision | Double-Precision 


Commerical J | 16Bits / 64K Words | 30 Bits / 1 Gigaword 

K]| 16 Bits / 64K Words |30Bits / 1 Gigaword 
Military S | 16 Bits / 64K Words | 30 Bits / 1 Gigaword 
T | 16Bits / 64K Words | 30 Bits / 1 Gigaword 












ADSP-1401 PROGRAM SEQUENCER 












Clock-to- 
Address 
Valid Delay'| Cycle Time 















Number of 


Program Address 
. Interrupts 


Size 
Commerical J | 16Bits / 64K Words 

K| 16 Bits / 64K Words 
Military S | 16Bits / 64K Words 
T | 16 Bits / 64K Words 





64 Words 
64 Words 
64 Words 
64 Words 










NOTES 


1Maximum at + 70°C for commercial, + 125°C for military. 
2mA maximum, fc, x = max, over full Vpp range, at + 70°C for commercial, + 125°C for military. 
3Packages are identified as follows: D = ceramic 48-pin DIP; N = Plastic 48-pin DIP; P= 52-contact PLCC. 
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ANALOG 
DEVICES 





FEATURES 
16-Bit Microcode Addressing Capability 
Look-Ahead™ Pipeline 
Extensive Interrupt Processing, With Ten On-Chip 
Interrupt Vectors 
70ns Cycle Time; 25ns Clock-to-Address Delay 
64-Word RAM for Storing: 
Subroutine Linkage 
Jump Addresses 
Counters 
Status Register 
375mW Maximum Power Dissipation with 
CMOS Technology 
48-Pin Ceramic or Plastic DIP and 
52-Lead Plastic Leaded Chip Carrier 


GENERAL DESCRIPTION 

The ADSP-1401 is a high-speed microprogram controller op- 
timized for the demanding sequencing tasks found in digital 
signal processors and general purpose computers. In addition to 
high speed (25ns clock-to-address delay) and large addressing 
range (64K of program memory), this Word-Slice™ component 
has unique features that make it highly versatile: 


®@ on-chip storage and control of ten prioritized and 
maskable interrupts 

@ four decrementing event counters 

@ absolute, relative and indirect addressing capability 

@ download capability (writeable control store) and 

@ a dynamically configurable 64-word RAM. 


The ADSP-1401 microprogram sequencer’s main task is to 
provide the appropriate microprogram addressing to support 
programming requirements (e.g., looping, jumping, branching, 
subroutines, condition testing and interrupts). An internal Look- 
Ahead pipeline, controlled by both phases of the clock, allows 
the ADSP-1401 to satisfy these requirements at very high speed. 


During each micro-instruction, the ADSP-1401 monitors the 
conditions and instructions to determine the next microprogram 
address. This address can come from one of several sources: the 
stack, the jump address space in the RAM, the data port, the 
interrupt vectors, or the microprogram counter. An extensive 
set of conditional instructions are also available, including jumps, 
branches, subroutines, interrupts, and writeable control store. 


Word-Slice is a trademark of Analog Devices, Inc. 


Word-Slice 
Program Sequencer 


ADSP-1401 


MICROCODE MEMORY 


ADSP-1410 
ADDRESS GENERATOR 


DATA 












DATA BUS 


WORD-SLICE™ MICROCODED SYSTEM WITH ADSP-1401 


The ADSP-1401’s internal 64-word RAM is user-configurable 
into three regions; subroutine stack, register stack and indirect 
jump address space. The subroutine stack is used for linking 
interrupts and subroutines and, during their execution, allow 
storage of system states. The register stack allows association of 
unique jump addresses with various levels of interrupts and 
subroutines (both local and global stacks are provided). Indirect 
jump capability is also supported, addressing for which is provided 
at the data port. 


Interrupts are handled entirely on chip. The ADSP-1401’s internal 
interrupt control logic includes registers for eight external (user) 
interrupt vectors, a mask register, and a priority decoder. Two 
additional vectors are reserved for internally-generated interrupts 
resulting from counter underflow and stack limit violation. A 
stack limit violation is caused by stack overflow, underflow or 
collision. A mechanism is provided for recovering from stack viola- 
tions. 


The ADSP-1401’s four decrementing 16-bit counters are used to 
track loops and events. These counters generate a signal when 
negative. This negative condition is used by several conditional 
instructions and can also trigger an internal interrupt. 
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Figure 1. ADSP-1401 Block Diagram 
ADDRESSING MODES ADSP-1401 PIN ASSIGNMENTS 
Direct: both absolute and relative Pin Name Description 
Indirect: from internal RAM 
. Ig—Io The 7-bit microinstruction controlling the 
HARDWARE FEATURES ADSP-1401. 
Instruction Port Yis-—Yo Output bus which provides addresses to the micro- 
Bidirectional Data Port — | program memory. 
Four Input Address Multiplexer sesh, tds 
Thee Stack Pointers D,s—Do Bidirectional Data bus for transferring data to or 


Four Event Counters from the ADSP-1401. 


Condition Flag EXIR4_} Four external interrupt request lines. Note that in- 
Eight Prioritized and Maskable User Interrupts ternal circuitry supports 8 interrupts with the aid of 
TTR Pin: an external 2 to 1 multiplexer. 

Trap CLK External clock input 

Ca FLAG An input used for conditional instructions. Its 

source is usually a condition multiplexer. 
INSTRUCTION TYPES TTR A multi-purpose pin accommodating traps, output 

Jumps and Branches disable and reset. 


Stack Operations 

Status Register Operations 
Counter Operations GND Ground. 
Interrupt Control 

Relative Address Width Controls 

Instruction Hold Control 

Writeable Control Store 

Dedicated Counter Underflow Interrupt 

Dedicated Stack Overflow Interrupt 


Vpp +5 Volt supply. 
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pe 


1.0 ARCHITECTURE 


1.1 Look-Ahead Pipeline 

Logically, the Look-Ahead pipeline is split into two halves: the 
first, located at the instruction and data ports; and the second, 
located at the address port. Each half of the pipeline (input vs. 
output) has a transparent latch which operates out of phase with 
the other; the address latch is transparent during the first half 
of the cycle (clock HI), while the input latches (instruction and 
data) are transparent during the second half of the cycle (clock 
LO). This complementary arrangement allows new instructions 
to be decoded (in preparation for the following cycle) while the 
program address for the current cycle is held steady. 


1.2 Instruction Port 

The instruction port receives 7-bit instructions defining the next 
operation to perform from microcode. The ADSP-1401 has a 
built-in Look-Ahead pipeline latch, eliminating the need for an 
external microcode latch to hold instructions. This implementation 
has the further benefit of allowing instruction “look-ahead”; the 
sequencer is able to decode the next instruction during execution 
of the current cycle. During the “look-ahead” period, the sequencer 
precalculates the next address, allowing its output as early as 
possible in the next cycle. 


External instructions are internally latched during clock HI, and 
passed directly to the instruction decoder during clock LO 
(transparent phase); thus, implementing the first half of the 
Look-Ahead pipeline latch. 


The use of the instruction hold mode (see: Instruction Set De- 
scription, 2.7; and Instruction Hold Control, appendix 4.1) 
allows an instruction to be held in the instruction latch for 
execution over several cycles (freeing microcode for use by other 
devices). 


1.3 Address Port and Multiplexer Sources 

The address port provides 16-bit program addresses with three- 
state drivers designed for driving large microcode memories. 
Addresses come from a four-to-one microprogram address mul- 
tiplexer. Between the multiplexer and output port is a transparent 
latch which is transparent during clock HI and latched during 
clock LO, permitting addresses to be output as early as possible 
during phase one (clock HI) while holding the address constant 
during phase two (clock LO) — implementing the second half of 
the Look-Ahead pipeline latch. 


Inputs to the microprogram address multiplexer are the: 


@ 16-Bit Program Counter 
@ 16-Bit Adder 

e@ Interrupt Vector File and 
@ Internal 64-Word RAM. 


Addressing Modes 

The ADSP-1401 supports two addressing modes: direct and 
indirect. The direct addressing mode uses the internal adder to 
generate either absolute addresses from the data port (without 
modification) or relative addresses from the program counter 
(with or without extension: see Status Register, 1.4.4). The 
indirect addressing mode uses the lower order bits at the data 
port to access the contents of internal RAM for output. 


Output Drivers 

The address port output drivers are always active unless placed 
in the high-impedance state by the IDLE instruction or appro- 
priately asserting the TTR pin (see TTR Pin, 1.7). This allows 
other devices to supply microcode addresses, which is particularly 
useful in multi-tasking or context switching applications where 
several ADSP-1401s may be sharing common microcode 
memory. 


1.3.1 Program Counter 

The program counter (PC) consists of a 16-bit incrementing 
counter. For most instructions, the PC is incremented by the 
end of the cycle (post-increment) as follows: 


PC <=output address + 1. 


1.3.2 Adder and Width Control 

For absolute jumps, data from the data port is passed unchanged 
through the adder directly to the microprogram address port. 
For relative jumps, a twos complement offset is supplied from 
the data port and added with the 16-bit PC. Since the PC normally 
points to the next instruction, the jump distance is (offset + 1) 
from the jump instruction. See Status Register (1.4.4) for more 
details. 





The width control block permits microcode width to be reduced 
in systems not requiring full, 16-bit jump distances. Internal 
width control logic sign-extends reduced offsets of 8- and 12-bits 
to full 16-bit precision, accommodating jumps in either direction 
(positive or negative displacement). 


1.3.3 Interrupt Vector File 

Ten prioritized interrupt vectors may be stored in the interrupt 
vector file. The associated interrupts are internally latched and 
may be individually masked or entirely disabled by the “Disable 
Interrupts” (DISIR) instruction. The highest priority interrupt 
vector displaces the usual address on the next cycle following its 
detection. See Interrupts (1.4.3) for more details. 


1.3.4 Internal RAM 
Any of the 64 words of RAM may be output on the address 
port. Four distinct address sources may access the RAM: 


@ Local Stack Pointer 
@ Global Stack Pointer 
@ Subroutine Stack Pointer and 
@ Lower Order Data Port Bits. 


The use of internal RAM and its various address sources are 
described in section 1.4.2. 


1.4 Bidirectional Data Port 

The 16-bit bidirectional data port (D,5_9) supplies direct or 
indirect jump addresses and permits loading or dumping of all 
internal registers. The input data latch freezes incoming data 
(for counter or register writes executed during that cycle) during 
the first half-cycle (clock HI) and is transparent for the remainder 
of the cycle. The output data driver asserts output data only 
during the first half-cycle of a data output instruction and is 
independent of the address port drivers. This complementary 
I/O arrangement permits data to be output from the sequencer 
(as in a read register instruction) during the first half-cycle 
while accommodating external data setups (for the next cycle) 
during the second half-cycle. 
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Direct addressing via the data port may be either relative or 
absolute. For indirect addressing, the six LS data bits (Ds_9) 
are used to address internal RAM, containing the desired jump 
address (see Internal RAM, 1.4.2). 


1.4.1 Counters. | 

Four independent 16-bit counters are provided for maintaining 
loops and event tracking. These counters hold twos complement 
values that may be decremented.or preloaded through dedicated 
instructions. The sign bit associated with the most recently used 
counter, prior to its decrement, is always saved in the status 
register (SR). Simultaneously, the sign bit is also made available 
to control various conditional instructions or for asserting the 
lowest priority interrupt, IRo, reserved for counter underflow 
(see: Instruction Set Description, 2.0; and Interrupts, 1.4.3). 


Note that interrupt IRo is primarily used for ending writeable 
control store downloads (see Instruction Set Description — WCS, 
2.7). Use of [Rp in the context of a ““Decrement Counter and 
Interrupt on Underflow” operation represents the worst case 
instruction and flag setup times because of the additional overhead 
in processing the interrupt after determining whether the counter 
was underflowed. These setup times are specified two ways: 


1. all conditions and 
2. IRo masked. 


The source of SIGN (applied to the condition test) depends 
upon the type of instruction used (see Instruction Set Description, 
2.1). Two possibilities exist: 


1. If an explicit counter is selected, then the sign applied is that 
of the counter, prior to the decrement. 

2. If no counter is selected, then the sign applied is implicitly 
that of the status register, SR. 


1.4.2 Internal RAM 

The ADSP-1401’s internal 64-word RAM implements two distinct 
stacks: a Subroutine Stack (SS) and a Register Stack (RS). The 
subroutine stack has a dedicated, Subroutine Stack Pointer 
(SSP), while the register stack shares two pointers: the Local 
Stack Pointer (LSP) and the Global Stack Pointer (GSP). The 
three stack pointers are each held in 6-bit, preloadable, up/down 
counters. 


Upon reset, (TTR pin held HI for three cycles, see TTR Pin, 
1.7) the SSP is initialized to 0 (to of RAM). The RS pointers 
(LSP and GSP) are typically configured as shown in Figure 2 
using the “Write RSP” instruction (WRRSP). The SSP pushes 
down while the RS pointers push up. Selection of the active RS 
pointer (LSP or GSP) is made in the status register. 


Stack overflow detection is provided via a stack limit register to 
protect software integrity and allow stack expansion (see In- 
struction Set Description — SLRIVP, 2.5). 


Each RS pointer may be explicitly initialized by performing the 
“Write RS Pointer” (WRRSP) instruction. The LSP should be 
located above the GSP, allowing the local stack to grow upwards 
as the level of nested subroutines increases. Finally, indirect 
jump address space (as needed) should be reserved below the 
global stack. 


The sequencer will generate a stack underflow interrupt whenever 
RAM location zero is popped. This facility may be used in 
support of stack paging. IV, should be masked if not using 
stack paging, allowing location zero to be used as the first stack 
location without interrupting. When using paged stacking, location 
zero must be reserved as an underflow buffer to avoid a subsequent 
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stack POP (which may otherwise occur, depending upon the 
next instruction) prior to the interrupt routine saving the stack. 


TOP OF RAM 


UNDERFLOW BUFFER . 


00 





01 
02 


XX 


33 
34 


| (PUSH) 


~<—— LSP 


(PUSH) 


35 
36 
37 
38 
39 
3A 






3B 


INITIALIZED | 
INDIRECT 
ADDRESSING 


BOTTOM OF RAM 


3C 
3D 
3E 
3F 


Figure 2. Typical RAM Initialization 


Register Stack Pointers (LSP and GSP) 

Upon entering a routine, up to four jump addresses may be 
pushed onto the register stack. A Push onto the register stack 
first decrements the RS pointer (either LSP or GSP, depending 
upon the status register) and then writes the appropriate data to 
RAM. A Pop from the register stack first reads the RAM location 
and then increments the RS pointer (LSP or GSP). 


Four registers are available within context of any routine which 
are addressed relative to the stack pointer (LSP or GSP) by 

the two LSBs of the relevant instruction. For example, the 
instruction: 


IF CONDITION, JMP R> 


accesses the location (LSP +2 or GSP +2) in RAM as the condi- 
tional address source. Prior to exiting a routine, local or global 
registers can be effectively removed from the RS by the “ADD i 
TO RSP” (AIRSP) instruction (see Instruction Set Description, 
2.2). : 


Often, the same set of jump addresses are used by several different 
routines. The GSP is available for addressing these common 
registers —- conserving RAM space and eliminating repeated 
stack pushes and pops. Global registers can be pushed, popped, 
and used by conditional instructions in the same way that local 
registers are handled. In addition, the GSP can itself be pushed 
and popped to/from the subroutine stack, allowing different 
routines to access different subsets of the global stack area. 


Subroutine Stack Pointer (SSP) 

A Push onto the SS (jump subroutine or interrupt) first increments 
the SSP and then writes the return address to RAM. A pop 
from the SS first reads the return location and then decrements 
the SSP, effectively removing the data from the stack (although 
the data remains in RAM). For interrupts, the return address is 
the one that would have been output in the cycle when the 


PT 


interrupt vector was output. For subroutine jumps, the return 
address is the instruction immediately following the subroutine 
call. For further information, see: Return from Interrupt with 
Pending Interrupt, appendix 4.2; and the Instruction Set De- 
scription, 2.0. 


The subroutine stack can also be used to save key program 
parameters such as the status register, GSP, or counter values. 
After entering a new routine, critical parameters from the calling 
routine are pushed onto the stack, thus freeing the associated 
hardware for use by the new routine. Prior to the end of the 
routine, the original parameters are restored with their former 
values for continued use by the calling routine. 


The Stack Usage Example (appendix 4.3) illustrates the state of 
RAM after three subroutine calls. 


Stack Limit Register and Stack Overflow 

The preloadable Stack Limit Register (SLR) and associated 
circuitry warns the user of impending stack overflows, permitting 
stack overflow recovery. The highest priority interrupt, IRg, is 
assigned to stack overflow, although it may be masked. A stack 
overflow interrupt will occur under any of the following three cir- 
cumstances: 


® a push causing the SSP to increment to the value in the 
stack limit register 

@ a pop from SS location 00 (underflow) 

® a push causing the RS pointer (LSP or GSP) to decre- 
ment to the value in the stack limit register + 3. 


The three location buffer between the SLR and the RS pointer 
allows for three extra pushes that may occur (in a worst case) 
prior to entering the stack overflow service routine. These pushes 
would be: 


1. the push causing the initial overflow 
2. a possible push operation while IVo is output and 
3. the IRg return address push. 


See: Interrupts, 1.4.3;.and Three Stack Pushes on Stack Overflow 
(appendix 4.2.5) for more details. 


The SLR is only 4-bits wide and is compared to the 4 MS bits 
of the 6-bit RAM address. Therefore, stack limits may only be 
set at integer multiples of 27, i.e., RAM locations 0, 4, 8, 12, 
..., 60. The SLR is right-filled the additional two bits with 
zeros or ones, depending upon the direction of the push being 
performed (‘00’ for SS pushes and ‘11’ for RS pushes, see In- 
struction Set Description — SLRIVP, 2.5). In the cycle following 
a stack overflow, the highest priority interrupt vector IRV (also 
used for trapping; see TTR Pin, 1.7) is output. To determine 
the cause of this interrupt, both SS and RS pointers must be 
tested in the first several cycles of the service routine. Prior to 
returning from the overflow interrupt routine, the SLRIVP 
instruction must be executed, to clear the calling [Ro from the 
interrupt latch. 


1.4.3 Interrupts 

The ADSP-1401 processes eight external and two internal inter- 
rupts. All external interrupts are level sensitive (positive logic: 
see IR Latch, this section) and are processed by the interrupt 
logic block. The block elements (see Figure 4) are comprised of 
an interrupt de-multiplexer followed by an interrupt latch, masking 
logic and priority decoder for selecting the most urgent interrupt 
(IRg having the highest priority, and IRo the lowest), and special 
one-shot to override the address multiplexer with the interrupt 


vector (IV9_o9) on the cycle following the interrupt request. 


The external interrupts (IRg_,) may be used for any purpose, 
however, unused inputs must not be left floating (i.e., tie them 
to logic LO so as to preclude the associated interrupt). Two 
additional interrupts which are internal are reserved for stack 
overflow — IRg (see Stack Limit Register and Stack Overflow, 
1.4.2) and counter underflow —- IRp (see Counters, 1.4.1). See 
Counters (1.4.1) for implications of using IRo for other than 
writable control store downloading. 


Interrupt vectors are always output (assuming interrupts are 
enabled and the associated interrupt is not masked) on the cycle 
immediately following the acceptance of the interrupt request. 
Contextual saves (stacking and storing) should be made im- 
mediately upon entering the interrupt service routine and restored 
immediately prior to its exit. 


Up to four external interrupts may be connected directly to the 
external interrupt pins, EXIR4_,, and are treated as interrupts 
IRg_s, respectively. Lower priority interrupts, IR4_,;, must be 

masked out in this case. 


Up to eight external interrupts may be accommodated using 
time-division multiplexing. An external 2:1 multiplexer reduces 
the eight external interrupts to two groups of four (see Figure 
3). An internal de-multiplexer automatically restores the external 
interrupts back to eight. 


The interrupt vector file may be directly read and written via 
the data bus with the aid of the Interrupt Vector Pointer (see 
Instruction Set Description, Interrupts, 2.5). 


IROB 
IRQ7 
IROG 
IRQS QUAD 2:1 


IRQ4 MUX 
IRQ3 -—-——" 


IRQ2 CLK 
IRQ1 


74F257 


ADSP-1401 
SEQUENCER 





CLOCK 


Figure 3. Expanding External Interrupts 


IR Latch 

Interrupt requests IRg_s; are latched during the first half-cycle 
(clock HI), while IR4_, are latched during the second half-cycle 
(clock LO). Once latched, external interrupt requests are held 
until processed, even if the external request signal goes away. 
This latching technique allows removal of external interrupt 
sources after they have been recognized by the sequencer. 


Latched user interrupt requests (IRg_,) are held until: 1) the 
interrupt is processed and a “Return from Interrupt” (RTNIR) 
instruction is executed; ii) the interrupt service routine executes 
a “Clear Current Interrupt” instruction (allowing nested inter- 
rupts); or, ui) a “Clear All Interrupts” instruction is executed. 
Reserved interrupts (IRg and IRo) are cleared from the interrupt 
latch by utilizing the SLRIVP and CLRS instructions, respectively. 
See Internal IR Control Logic (1.4.3) for details. 


The user may bypass the interrupt latch with the “Select Trans- 
parent Interrupts” (STIR) instruction (setting status register bit 
SRo). In the transparent mode, the interrupting device must 
assert the interrupt request until the interrupt service routine 
resets the request source. 
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Figure 4. Internal Interrupt Control Logic 


IR Mask 

All ten interrupts may be independently masked using status 
register bits SR,5_¢ (corresponding to interrupts [Rg_9). Setting 
a particular mask bit prevents the interrupt from being executed. 
Note that the status register may be read or written via the Data 
port, and also pushed and popped to/from the subroutine stack, 
allowing nesting and servicing of interrupts in any desired order 
(see: Internal IR Control Logic, 1.4.3; and Status Register, 
1.4.4). 


Two instructions allow bitwise clearing or setting of the interrupt 
mask. “IR Mask Bit Clear” (IRMBC) will clear those mask bits 
for which the corresponding data bits (D,5_6, as applied to 
IRg_o) are set, while “IR Mask Bit Set” (IRMBS) will set those 
mask bits for which the corresponding data bits are set. In both 
cases, zeros in the data field will preserve the corresponding 
mask bit. See Instruction Set Description — Status Register, 2.3. 


IR Priority Decoder 

Unmasked interrupts are passed to the priority decoder which 
determines the most urgent, valid interrupt and generates an 
internal Interrupt Request Signal (IRS). The corresponding 
vector is then fetched from the interrupt vector file and passed 
to the address port. 


Minimum IR Servicing Requirements 

Interrupt vectors are output on the cycle following the acceptance 
of an interrupt request. Interrupt jumps differ from subroutine 
jumps in that subroutine jumps push the return address in the 
same cycle as the jump address is output, whereas interrupt 
return addresses are not pushed until the following cycle. This is 
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because the instruction executing while the interrupt vector is 
output may be utilizing RAM and must complete its execution 
prior to pushing the interrupt return address. Thus, the PC 
(interrupt return address) is pushed automatically in the first 
cycle of the interrupt service routine, 1.e., the cycle following the 
interrupt request acceptance. 


For this reason, the first instruction of any interrupt service 
routine is always ignored; it must be a no-op (CONT). Note that 
a minimum interrupt service routine would be a CONT followed 
by a RTNIR. 


Internal IR Control Logic 

The interrupt enable bit of the status register, SR2, must be set 
for interrupt servicing to occur. Interrupt servicing may be 
inhibited by clearing this bit, although external interrupt requests 
will continue to be latched. 


Only one interrupt is ever active at a time. Additional interrupts 
are “locked out” by an internal “Interrupt In Progress” signal 
(IRIP) during interrupt servicing (except for TRAP), although 
they continue to be latched. The IRIP signal is automatically 
reset upon the “Return from Interrupt” (RTNIR) instruction 


which pops the return address from the subroutine stack to the 
PC. | 


Normally, multiple interrupts are accumulated in the interrupt 

latch. Whenever a valid interrupt is pending, the internal signal 
“Interrupt Request” (IRQ) is asserted. Upon each RTNIR, the 
highest priority, unmasked, pending interrupt is serviced. 


Nested interrupts are supported with two instructions: “Clear 
Current Interrupt” (CCIR) or “Clear All Interrupts” (CAIR). 
The CCIR instruction clears the IRIP signal and interrupt latch 
bit for the interrupt in progress. This action re-enables inter- 
rupting, relegating the interrupt in progress to a subroutine 
status. If an external interrupt is pending, the associated IR 
vector will be output on the cycle following CCIR. To cancel all 
pending interrupt requests, the CAIR instruction clears the 
IRIP signal and the entire interrupt latch. 


Normally, it is good practice to convert interrupts to subroutines. 
This can be done by executing the “Clear Current Interrupt” 
(CCIR) instruction (resetting IRIP) and should be done as early 
as possible in the interrupt service routine. There are two reasons 
for changing the status of an interrupt to that of a subroutine. 
Firstly, if [RIP is allowed to remain active throughout the interrupt 
service routine, then the occurrence of either internal interrupt 
(stack overflow or counter underflow, IRy or IRo, respectively) 
will remain undetected until the current interrupt concludes; 

the user will be unaware of these interrupt requests. 


When using the TRAP capability (see TTR Pin, 1.7), there is a 
second reason to clear IRIP. Because TRAP must have the 
highest priority, interrupt [Ro (when invoked by a TRAP request) 
is not locked out by IRIP. This allows TRAP to displace an 
interrupt in progress, but also means that upon completion of 
the trap service routine, IRIP will be cleared by the RTNIR 
instruction; re-enabling interrupting in spite of the incomplete 
interrupt which TRAP displaced. 


Either of these instructions (CCIR or CAIR) require an “extra” 
cycle before a pending interrupt vector may be output. A typical 
scenario being an interrupt in progress, IR, (containing a CCIR 
instruction), with a interrupt pending, IR,,: 


CCIR Example 
puneret ciscack er aaa Sine 
Instruction 













pCode Output 

Location Executing Address Comments 

n IR, Routine IR,, Pending 
n+] CCIR Clear IRIP 

n+2 IR, Routine IR,,, Recognized 





IR,,, Routine 


1.4.4 Status Register 

The ADSP-1401 has a 16-bit status register for storing various 
operational modes. The ten MS bits of this register (SRi5_6) 
comprise the interrupt mask for interrupts IRg_9, respectively. 
The remaining six LS bits (SRs_09) control the operational modes 
as shown below. 


Status Register Bit Assignments 


Function (HI/LO) 











SRis IRy Mask Bit 

SRs IRo Mask Bit 

SRs_4 Relative Jump Width Selection: 
‘00’ = 16-bit relative address width 
‘01’ = 8-bit width 
‘10’ =IHC Mode (8-bit width) 
“11? = 12-bit width 

SR3 Select GSP/LSP 

SR, Enable/Disable Interrupts 

SR, SevClear Sign Bit 

SRo Select Transparent/Latched Interrupts 





The status register can be directly read and written via the data 
port and also pushed and popped to/from the subroutine stack. 
In addition, status register bits SRj;5_.¢ (the interrupt mask) may 
be bitwise cleared or set with dedicated instructions. See: In- 
struction Set Description — Status Register, 2.3; and Interrupts 
— IR Mask, 1.4.3. 


1.5 Clock 

The input clock employs both HI and LO levels to control the 
various transparent latches throughout the device. Generally, 
the clock should be symmetric; however, in some instances the 
clock may be stretched during the second half-cycle (LO) to 
accommodate unusual circumstances such as a cache memory 
miss (see: TTR Pin — Trap, 1.7). 


1.6 External Flag 

The external flag input may be used to control conditional in- 
structions. FLAG is latched similarly to instructions (latched 
during clock HI and transparent during clock LO), but requires 
less setup time. Two instructions make explicit use of FLAG as 
their condition (JPCOF and JPCNF), while others employ a 
condition mode selection (UNCONDITIONAL, NOT FLAG, 
FLAG, or SIGN; see Instruction Set Description, 2.9) to be 
specified as part of their opcode. 


1.7 TTR Pin (Trap, Three-State and Reset) 
The Trap, Three-State and Reset pin (TTR) is a time-multiplexed, 
three-purpose pin used to 


@ provide program trap capability 
@ control the address port output drivers and 
@ reset the ADSP-1401. 


If the TTR pin is held HI for an entire cycle, the RESET sequence 
begins and TTR must be held HI for at least two more complete 
cycles (RESET requires three cycles to complete). If trap and 
three-state control capabilities are also needed, the combination 
of the 1401’s internal circuits and the external circuitry shown 
in Figure 5 can be used to effectively time-multiplex the TTR 
pin. 


TRAP 
74F257 
ADSP-1401 
RESET 2:1 TTR 
MUX SEQUENCER 
THREE- 
STATE 


CLOCK 





Figure 5. External Logic for TTR Pin 


Trap 

For a trap to occur, the TTR pin must be asserted during clock 
LO only. The primary reason to invoke a trap is in support of 
cache memory: systems, or in case of system emergencies. Cache 
memory systems generally utilize a large microcode memory 
space, of which only a small area (that currently under execution) 
is comprised of high-speed RAM (the balance consisting of 
slower, less costly memory). The high-speed RAM is directly 
accessible by the sequencer, whereas the bulk of (slow) memory 
is usually accessible indirectly (via a cache memory controller 
which controls downloads of code to the cache memory area). 
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In a cache-based system, microcode is generally executed from 
the high-speed cache. If an access is attempted to code not 
resident in the cache area, the cache memory controller must 
detect the discrepancy and generate an exception to the access (a 
“cache miss’). Then, the missing code segment must be down- 
loaded to the cache memory area (see: Instruction vet Descapuon 
— Writeable Control Store, 2.7). 


When a cache miss occurs, the cache memory control logic 
asserts the TTR pin while stretching the system clock LO. 
Upon detecting the trap request, the sequencer immediately 
generates the highest priority interrupt, IRg, replacing the current 
address (that causing the cache miss). The cache miss address is 
pushed on the subroutine stack and popped after the interrupt 
service routine has reloaded the cache area with the missing 
code segment. 


The trap interrupt differs from the standard interrupt protocol 
in three ways: 


1. The interrupt vector, IV9, is output asynchronously, i.e., it 
occurs typap after asserting the Trap signal and must occur 
before the next cycle! To accomplish this, a clock stretch 
cycle may be needed to allow enough time to fetch the new 
instruction. 


2. The current address is pushed onto the SS for later restoration 
(after the cache miss is resolved), whereas standard interrupts 
push the current address + 1. 


3. Trap interrupts cannot be masked or disabled. Note that if 
IRg is also used for stack overflow and underflow, the service 
routine must discriminate which actually occurred. 


Caution: because trapping is asynchronous, spikes on the TTR 
pin wider than 3ns during clock LO may initiate inadvertent 
trapping. 


Three-S tate 
The address port is placed in a high-impedance state when the 


2.0 INSTRUCTION SET DESCRIPTION 


The instruction set is divided into seven categories pertaining to 
generic operation (see data sheet outline or Mnemonics and 
Opcodes, 4.5). 


Several instructions employ two instruction bits (I, and Ig) to 
specify a counter (C3_9) and/or a local register (R3_9, relative to 
the RSP) as arguments. Nine of the conditional instructions use 
another two instruction bits (13 and I) to select one of the four 
condition modes: 


“00° UNCONDITIONAL 
‘OV’ NOT FLAG 

“10° FLAG 

ID SIGN 


The sign bit of the status register, SR), may also be used to 
(amplicitly or explicitly) store an external condition. This is 
useful if the condition results from an operation performed in 
the middle of a loop, but is not tested until the end; the loop is 
exited with an “If Sign: Jump” instruction. Recall that any 
subsequent counter operations will overwrite SR}. 


2.1 Jump and Branch Instructions 

Jump and branch instructions provide flow control of microcode 
execution, offering three-way branches, jumps, subroutine calls, 
returns, and addressing mode selection (see Figure 6). These 
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TTR pin is HI during clock HI and LO during clock LO. The 
TTR signal is latched during clock LO and transparent during 
clock HI. This facilitates full cycle, three-state control. (Note 
that the IDLE instruction can also place the address por in a 
high-impedance state.) 


Reset 

The TTR pin may be eed to initialize the ADSP-1401 by asserting 
it (HI for both clock phases) for at least three full cycles. Use of 
the reset operation alone does not require the multiplexing 
described above. However, if the trap and/or three-state controls 
are also needed, they must not occur in the same cycle (this 
would be an abnormal situation), as this constitutes a reset. The 
RESET signal forces a zero output address, places the data port 
in the high-impedance state, and resets internal registers as 
follows: 


Sequencer Status after RESET Operation 





Parameter Reset Condition 

Program Counter Code Location 0000; 
Subroutine Stack Pointer (SSP)| RAM Location 00)9 

Local Stack Pointer (LSP) Undefined 

Global Stack Pointer (GSP) Undefined 

Stack Limit Register (SLR) RAM Location 329 

RAM Data No Change 

Counters No Change 

Interrupt Mask (SRj5_.¢) All Bits to ‘0’ (Unmasked) 
Interrupt Vector File No Change 

Interrupt Vector Pointer (IVP) | Undefined 

SRs_4 ‘00’ (16-Bit Relative Offsets) 
SR3 ‘0’ (LSP Selected) 

SR2 ‘0’ (Interrupts Disabled) 
SR, ‘0’ (Sign Bit Cleared) 

SRo ‘0’ (Latched Interrupt Mode) 
Writeable Control Store Mode Cleared 

NOTE: 


The first instruction (microcode location 0000;.¢) must be a “CONT”. 


instructions support conditional control, allowing addressing 
from the register stack, the data port, or the indirect jump 
address space in the RAM. Generally, they are of the form: 


If Condition: Do Operation; Else, Continue. 


JPCOF IF FLAG: JUMP PC 


The address is not incremented while the flag is at a logic HI, 
i.e., PC<=PC. If the flag is LO, the next address is (PC + 1). 


JPCNF IF NOT FLAG: JUMP PC 


The address is not incremented while the flag is at a logic LO, 
i.e., PC<=PC. If the flag is HI, the next address is (PC + 1). 


JTWO IF CONDITION: JUMP PC +2 


If the condition specified is met, this instruction causes the next 
sequential microprogram address to be skipped. This instruction 
allows single instruction bypassing or interleaving without need 
to provide explicit addressing. 


JDA IF CONDITION: JUMP DATA, ABSOLUTE 


If the specified condition is met, this instruction causes a jump 
to the absolute address at the data port. If the condition is not 
met, the next sequential instruction will be executed. 


DATA=40 FOR ABS., 22 FOR REL. 


16 
17 
TRUE 
FALSE 
18 40 


DATA= 13 


JDA, JDR 


RSP = 26, i=2, RAM (28) =R2=40 


RAM (13)=40 


RSP = 26, i=3, RAM (29)=R3= 12, 


DATA = 10 


DATA = 40 FOR ABS., 22 FOR REL. 


C3=2** 15+N-1 16 


11 


16 12 
17 
40 


17 





FALSE 
C3< =C3-1 


JRS JSA, JSR 


RSP = 26, i=2, RAM (28) =R2=40, 
16 DATA=75 


17 


16 
TRUE 
17 
TRUE 
18 40 
75 40 


C2. =C2-1 
BRANCH 


SSP = 37, RAM (37) =40 DATA =83 





Figure 6. Instruction Flow Charts 


JDR IF CONDITION: JUMP DATA, RELATIVE JRC IF CONDITION: JUMPR;. (COND # SIGN) 


If the condition specified is met, the address at the data port 
will be added to the PC and output (jump distance is offset plus 
one). The offset width is determined by the address width selection 
(8, 12, or 16-bits). If the condition is not met, the next sequential 
instruction will be executed. 


JDI IF CONDITION: JUMP DATA, INDIRECT 


If the condition specified is met, this instruction will output the 
address stored in the RAM address given by bits D;_9 of the 
data port. If the condition is not met, the next sequential instruction 
will be executed. 

JDRST IF SIGN OF C;: JUMP DATA, C;< =R;; 
ELSE, C;< =C;- 1 


This instruction first tests the sign of the counter, C;. If negative, 
the address at the data port is output and the counter is re-initialized 
(reset) with the data in the register pointed to by (RSP +i). If 
the sign is positive, the counter is decremented and the next 
sequential address is output. The register and counter use the 
same subscript, i. 


If the condition specified is met, output the address in RAM at 
the location (RSP +1), where i is given by I,_» of the instruction. 
The selected condition may not be SIGN, as this 1s the JRS 
instruction. The PC may be pushed on the register stack and 
referenced as a register thus allowing a “jump to stack” instruction 
which is useful for looping. 


jRS IF SIGN OF C;: JUMP R,, C;< =C;—1; 
ELSE, C,<=C,-1 


This instruction first tests the sign of counter, C;. If negative, 
output the address in RAM at location (RSP +1). If the sign is 
positive, the next sequential microprogram address is output. 
The counter is always decremented after the test. 


JSA | IF CONDITION: JUMP SUBROUTINE, 
ABSOLUTE 


If the condition specified is met, the 16-bit absolute address at 
the data port is output and the PC will be pushed onto the 
subroutine stack. If the condition is not met, the next sequential 
instruction will be executed. 
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JSR IF CONDITION: JUMP SUBROUTINE, 
RELATIVE 


If the condition specified is met, the address at the data port is 
added to the PC and output (jump distance is offset plus one) 
and the PC is pushed onto the subroutine stack. The offset 
width is determined by the address width selection (8, 12, or 
16-bits). If the condition is not met, the next sequential instruction 
will be executed. 

RTN IF CONDITION: RETURN FROM 
SUBROUTINE 


This instruction is used to return from subroutines. If the condition 
specified is met, the subroutine stack is POPped, which outputs 
the return address and decrements the SSP. If the condition is 
not met, the next sequential instruction will be executed. 
BRANCH IF SIGN OF C;: JUMP R;, C;< =C; — 1; 
ELSE, IF CONDITION: 

JUMP DATA, C;< =C; —- 1; 
ELSE, C;< =C;— 1(COND# SIGN) 


This instruction implements a three-way branch with the address 
source from the data port, register Rj, or the PC. The instruction 
first tests the sign bit of the counter C;; if negative, the output 
address is given by R;, i.e., RSP +1. If the sign was not true, 
but the specified condition is true, the address source is the data 
port. If the sign was not true and the condition is not met, the 
next sequential instruction is executed. 


The counter and the register use the same subscript value 1. 
The counter is always decremented. Note that this instruction 
uses only absolute data addresses; relative addressing is not 
available with the three-way branch instruction. 


2.2 Stack Operations 


Subroutine Stack 

Subroutine Stack Pointer (SSP) instructions are used for main- 
taining the subroutine stack. These instructions may also be 
used to upload or download the entire RAM for examination, 
stack expansion or context switches. 


PSDSS PUSH DATA ONTOSS 

Increments the stack pointer and then loads the RAM location 
specified by the SSP with the data at the data port. 

PPSSD POP SS TO DATA PORT 

Transfers the contents of the stack location given by the stack 
pointer to the data port and decrements the stack pointer. 


WRSSP WRITE SSP 
Loads the SSP with bits Ds_o of the data port. 


RDSSP READ SSP 


Read the 6-bit subroutine stack pointer. This allows the value of 
the stack pointer to be saved or examined. Bits D;_9 of the data 
port correspond to bits 5-0 of the SSP. The 10 MSB’s of the 
data port (D,5_.¢) are undefined. 


DSSP DECREMENT SSP 


Decrements the stack pointer without reading. 
Register Stack 


Register Stack Pointer (RSP) instructions are used to upload 
and download the entire RAM for initialization, examination, or 
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context switching and to maintain the RAM space allocated to 
local and global jump registers. As previously discussed, register 
stack instructions refer to either the Local Stack Pointer (LSP) 
or the Global Stack Pointer (GSP), depending upon the status 
register (SR3). If SR3 is LO, register stack instructions pertain 
to the LSP. If SR; is HI, register stack instructions pertain to 
the GSP. 


SGSP SELECT GSP 

Select the Global Register Stack Pointer. Set Status bit SR; 
(HI). 

SLSP SELECT LSP 

Select the Local Register Stack Pointer. Clear Status bit SR3 
(LO). 

RDRSP READ RSP 


Transfers the RSP to the data port bits Ds;_ 9 for examination o1 
storage. The 10 MSBs (D,5_¢) of the D port are undefined. 


WRRSP WRITE RSP 


Preload the selected RSP (LSP or GSP) with bits Ds5_o of the 
data port. 


PSPC PUSH PCONTO RS 


Decrements the RSP and writes the PC to the register stack. 
This instruction may be used to set up a JRC loop (IF 
CONDITION: JUMP R;=PC). 


PSGSP PUSH GSP ONTO SS 


Increment the SSP and write the GSP onto the subroutine 
stack. 


PPGSP POP GSP FROM SS 
Write the subroutine stack to the GSP and decrement the SSP. 


PSDRS PUSH DATA ONTO RS 


Decrement the RSP and then write the data at the data port 
into the location specified by the updated RSP. 


PPRSD POP RS TO DATA PORT 


Transfers RAM data pointed to by the RSP to the data port and 
then increments the RSP. 


AIRSP ADDiTORSP 


Add i to the register stack pointer. Note that i=0, 1, 2, or 3 in 
this instruction corresponds to 4, 1, 2, or 3, respectively. This 
instruction effectively removes up to four registers from the 
stack. 


S1IRSP SUBTRACT ONE FROM RSP 
Subtract 1 from the RSP without a write. This instruction is 
used to modify the RSP without explicitly reloading it. 


S4RSP SUBTRACT FOUR FROM RSP 


Subtract four from the RSP without a write. This instruction 
may be used to modify the RSP without explicitly reloading it. 


2.3 Status Register Operations 
The status register bits, SR,5_9, contain ten mask bits, SRjs_.¢, 
for masking interrupts IRg_9, and six control bits, SRs_o (see 


pe 


Bidirectional Data Port, 1.4). The entire status register can be 
read or written via the data port, or pushed or popped to/from 
the subroutine stack. Upon RESET, the entire status register is 
initialized to zero. 


RDSR READ SR 


The entire status register (SRj5_9) is output over the data port 
(Dj5_0). 


WRSR WRITE SR 
Write the data port (D)5_9) to the status register (SRi5_0). 


PSSR PUSH SRONTO SS 


Increment the SSP and then write the status register to the 
subroutine stack. 


PPSR POP SR FROM SS 


The top of the subroutine stack is written into the status register, 
and then the SSP is decremented. 


2.4 Counter Operations 

Counters may be pushed and popped to/from the subroutine 
stack or loaded directly from the data port. The counters may 
be read externally by pushing the counters onto the subroutine 
stack then popping the subroutine stack to the data port. The 
device has four counters, denoted C;, which are indexed by the 
two LSBs of the instruction. 


If a jump is required after N events (until sign), the counter 
should be loaded with two less than the number of events desired 
(N —2). If a jump is required for N events (while sign), the 
counter is loaded with 2 + N— 2= 8000,.+ N-— 2. 


Care must be taken when using the counter underflow interrupt 
(IR, see 1.4.3) to clear the sign bit before the IRp mask bit is 
cleared. 

WRCNTR- WRITEC; 


Write to the selected counter, C;, from the data port. 


CLRS CLEAR SIGN BIT 
Clear status register bit SR). 
SETS SET SIGN BIT 


Set status register bit SR. 


PSCNTR PUSHC;ONTOSS 


Increment the SSP and write the specified counter onto the 
subroutine stack. 


PPCNTR POP C; FROM SS 


Transfer the data from the subroutine stack to the counter 
specified by the instruction, then decrement the SSP. 


DCCNTR DECREMENT C; 


Unconditionally decrement counter Cj. 


IFCDEC IF CONDITION: DECREMENT Cp 


Decrement counter Cp on condition. If the sign condition is 
selected, the sign is taken from the status register bit SR;, rather 


than from the counter sign (which normally provides the sign 
condition). 


Normally, if the counter underflow interrupt (IRo) is enabled, it 
is activated by the counter sign bit going HI. However, if IFCDEC 
is used to decrement Co, the [Ro interrupt is activated by the 
SR, bit, rather than the sign bit of Co. Since the SR, bit goes 
HI only after Cp has underflowed, IFCDEC must be executed 
once more after the Cg underflow to generate the IRo interrupt. 
Alternatively, the preloaded value of Cg may be reduced by one. 


2.5 Interrupt Control 

Detailed interrupt operation is described in the Interrupts section 
(1.4.3). Here, specific interrupt operations such as interrupt 
clearing, IRV read/write, interrupt mask manipulation, etc., are 
described. 


CCIR CLEAR CURRENT INTERRUPT 


Allows nesting of user interrupts IRg_, on subsequent instructions 
by clearing both the interrupt latch bit currently being serviced 
and the interrupt in progress signal (IRIP), re-enabling interrupts. 
If an external interrupt is pending, the associated IR vector 

wil not be output until the cycle following CCIR. Internal 
interrupts (IR and IRo) are not cleared by CCIR and must be 
explicitly cleared through the SLRIVP and CLRS instructions, 
respectively. 


CAIR CLEAR ALLINTERRUPTS 


Clears external interrupt latches IRg_j, and re-enables the interrupt 
interface (IRIP cleared LO). The next sequential instruction 
will be executed prior to the jump to a pending interrupt. Internal 
interrupts (IRo and IRo) are not cleared by CAIR and must be 
explicitly cleared through the SLRIVP and CLRS instructions, 
respectively. 


RTNIR RETURN FROM INTERRUPT 


Clears the current interrupt latch for IRg_,, re-enables interrupts 
(IRIP cleared LO), and pops the return address from the sub- 
routine stack. The next sequential instruction will be executed 
prior to the jump to a pending interrupt routine. Internal interrupts 
are not cleared and the IRg and [Rp interrupt latches must be 
cleared explicitly through the SLRIVP and CLRS instructions, 
respectively. 


RDIV READ IRV AND INCREMENT IVP 


Outputs the interrupt vector currently pointed to by IVP to the 
data port and then increments the IVP. Interrupts should be 
disabled when writing or reading interrupt vectors. 


WRIV WRITEIRV AND INCREMENT IVP 


Writes the interrupt vector currently pointed to by the IVP 
from the data port and then increments the IVP. Interrupts 
should be disabled when writing or reading interrupt vectors. 


IRMBC IR MASK BITWISE CLEAR 


Allows selected IR mask bits to be cleared. Data port bits Djs5_¢ 
are applied to status register bits SR15-6 (corresponding to 
mask bits for IRg_9). Those data bits which are HI will clear 
the mask bit, while those data bits which are LO will leave the 
mask bit intact. Data port bits Ds_9 are ignored. 
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IRMBS IR MASK BITWISE SET 


Allows selected IR mask bits to be set. Data port bits D,5_¢ are 
applied to status register bits SR;;_¢ (corresponding to mask 
bits for IRg_9). Those data bits which are HI will set the mask 
bit, while those data bits which are LO will leave the mask bit 
intact. Data port ‘bits D;_9 are ignored. 


DISIR DISABLE INTERRUPTS 


Disables the execution of all further interrupts by clearing the 
enable interrupt flag (SR2). External interrupts continue to be 
latched. 


ENAIR ENABLE INTERRUPTS 


Enables execution of interrupts by setting the enable interrupt 
flag (SR2). 


SLIR SELECT LATCHED INTERRUPTS 


Places the interrupt request latches in the latched mode for 
interrupts IRs_; (SRo LO). Interrupts are latched if they are 
valid at the appropriate clock edge. Interrupts IRg_; are latched 
at the positive going clock edge while IR4_, are latched at the 
negative going clock edge. 


STIR SELECT TRANSPARENT INTERRUPTS 


Places the interrupt request latches in the transparent mode 
(SRo HD) for interrupts IRg_;. The interrupt request is only 
valid while the external interrupt inputs are high. Interrupts are 
still processed on the next cycle, so long as they meet the minimum 
interrupt setup specification. Note that selecting transparent 
interrupting will clear any pending interrupts stored in the 
interrupt latch. 
SLRIVP WRITESLR WITH Ds_2, 
ANDIVP WITH Djs_12 


Loads the 4-bit stack limit register (SLR) and the 4-bit interrupt 
vector pointer (IVP) from the data port. This instruction also 
clears the stack overflow interrupt request IRg. 


For stack overflow detection, the active 6-bit stack pointer 
(SSP, LSP or GSP) is compared to a 6-bit word comprised of 
the 4-bit SLR (MSBs) and the two LSBs determined by the 
instruction type, as follows: 


‘00’ for subroutine stack push (PSDSS); or, - 
‘11’ for register stack push (PSDRS). 


For example, if a stack limit of 36;9 and positioning of the IVP 
at IRV; is desired, the value ‘0]11xxxxxx1001xx’ is provided at 
the data port. Note that the SLR and IVP cannot be read. 


The interrupt vector pointer (IVP) addresses the vector file for 
reading or writing interrupt vectors. To write interrupt vectors 
IRVo_o, the IVP must first be initialized by SLRIVP. The 
WRIV instruction (see above) is then used to write the interrupt 
vector pointed to by the IVP, which is then incremented 
automatically. 


2.6 Relative Address Width Controls 

The width control instructions allow reduction of microcode 
when Jump Data Relative and Jump Subroutine Relative in- 
structions need less than the full, 16-bit range. Use these in- 
structions to sign extend the 8, 12 or 16-bit wide jump data 
presented at the data port. The jump width may be selected by 
the explicit instructions or by directly setting the status register 
bits SR;_4 as described below. Any of these three instructions 
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will reset the Instruction Hold Control mode (sce Misc. Instruc- 
tions — IHC, 2.7). 


Note that selection of 8-bit width can be made with or without 
IHC. For all relative jumps, the jump distance is the offset +1. 


REL16 SELECT 16-BIT RELATIVE JUMPS 


Select the 16-bit relative jump. This adds D,5_9 at the data port 
to the PC to obtain the jump address. The status bits SRs_4 are 
set to ‘00’. 


REL12 SELECT 12-BIT RELATIVE JUMPS 


Selects the jump data from D,;_9. The offset is sign-extended 
allowing relative jumps in the range +2047 to — 2048. The 
status bits SR;_4 are set to ‘11’. 


REL8 SELECT 8-BIT RELATIVE JUMPS 


Selects the jump data from D7_». The offset is sign-extended 
allowing relative jumps in the range + 127 to — 128. The status 
bits SR;_4 are set to ‘01’. 


2.7 Miscellaneous Instructions 


CONT CONTINUE 


Increment and output the next location in microcode memory 
without any other changes. Allows straight line microcode 
execution. 


IDLE DISABLE OUTPUTS AND JUMP PC 


Places the address port into the high-impedance state, inhibiting 
program counter (PC) increments. Useful in applications where 
multiple sequencers share a common microcode address bus. 


This instruction causes the ADSP-1401 to behave as if the clock 
had stopped. The IDLE instruction may be latched internally 
by using IHC, freeing microcode for use by another device. 


External interrupt requests must be inhibited during IDLE. If 
interrupts are not inhibited, the ADSP-1401 will attempt to 
process an interrupt that goes active. However, it will be unable 
to output an interrupt vector because the IDLE instruction 
places the address port in the high-impedance state; more im- 
portantly, it will set its IRIP flag, which will inhibit further 
interrupt processing even after the IDLE state is exited. 


Interrupts can be inhibited using the interrupt mask or the | 
DISIR instruction. While inhibited, interrupt requests will still 
be latched in the interrupt latch. 


IHC ENABLE INSTRUCTION HOLD CONTROL 


Sets SR;_4 to ‘10’ and redefines the function of IR, to allow a 
subsequent instruction to be held for repeated execution, regardless 
of the instruction port. Use of the IHC mode requires that the 
mask bit for IR; be set. See Instruction Hold Control, appendix 
4.1 for more details. 


While in the IHC mode, asserting IR; HI (prior to the second 
half-cycle of any instruction) will hold that instruction and 
disable all interrupts (although they continue to be latched) 
until IR; is brought LO again (again, prior to the second half-cycle 
of any instruction). 


It is recommended that IR, be dedicated to control of the IHC 
mode (if needed). However, if it must also be used for subsequent 
interrupting, then the CAIR instruction should be executed 
before unmasking IR, (to clear the interrupt request resulting 
from use of IR, as the IHC control). | 
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Use of IHC is constrained to 8-bit relative addressing (see Relative 
Address Width Controls, 2.6) and clearing [HC is accomplished 
by executing any of the relative address width control instructions 
(changing status register bits SRs_4). 


wcs WRITECONTROL STORE 


Provides sequential addressing during microcode downloads to a 
RAM based microcode store. The instruction may be interpreted 
as: 


JUMP DATA; 
IF FLAG: DECREMENT Cy AND CONTINUE UNTIL 
INTERRUPTED. 


Upon initiation of the WCS instruction, the sequencer outputs 
the address found at the data port (that of the first instruction 
to be downloaded). The external flag is then used to gate sub- 
sequent sequential addressing for the download and decrementing 
of counter Cp. This action continues until an interrupt is detected 
(from either a Cp underflow, externally or the chip is RESET). 
Instructions at the instruction port are ignored during WCS, 
until the interrupt or reset occurs. 


The external flag allows synchronization of an external memory 
with the sequencer. FLAG should be asserted HI as each new 
w.code word is made available for writing to pcode memory. 


Notes on Using a Writeable Control Store: 

@ If a counter interrupt is desired, counter Cg must be in- 
itialized with two less than the length of microcode seg- 
ment to be downloaded. 

e@ If counter interrupting is to be used to exit the WCS 
mode, IRVo should be unmasked and initialized with the 
address of the instruction to be executed upon WCS com- 
pletion (see Interrupts, 1.4.3 for timing). 

@ Since interrupting is used to exit the WCS mode, the last 
address downloaded is pushed onto the SS stack as an in- 
terrupt return address. However, because it is not actually 
a return address, the SS should be popped immediately 
by decrementing the SSP (DSSP) to clear it of this last 
address. 

@ Since FLAG is used to gate the download, it should not 
become active until after the WCS instruction is executed. 


See application note ““Writeable Control Store using the 
ADSP-1401”’. 


3.0 SPECIFICATIONS 

This section describes the ADSP-1401’s performance parameters. 
The Specifications Table lists the device’s relevant electrical and 
switching characteristics, while Figure 7 presents the corres- 
ponding timing diagram. 


|—— ty | <— tio —a~ 
CLOCK 
| 


hee l | 

nem 

| > ts |w- | | a tn | 

DATAINPUTS 
|e} tos | jt | 

output appress | | | 


—~| tap ~ =| [net | 
OUTPUT DATA 
topis | 


| | = tooo |e | 

rive INPUT XXX LXXXKXK LX 
| —»| |e ties | —»| jee— tir | 

mes WOK XK KO 


ee eee | je tr | 


| 
ED CCOCCCOND COC COOCOE 





ADDRESS PORT | | | 
IDLE-TO-THREE- 
STATE | 


1 
TTR PIN FOR eee Bel eee eee 
THREE-STATE | Lae 


| 
| 
| 
| | a ——. trsov | 
ADDRESS PORT | | 
! | 
| trse == _ tao |< | 
| 


ck | | 


(STRETCHED) | 





TTRPIN | | | 
| 


FORTRAP {| sel) ete 
ourpur appress |X XXX X XX Ive | ivo+1 | 
\—_—— treap —»| tap | — 


Figure 7. ADSP-1401 Timing Diagram 


HIGH IMPEDANCE 





Figure 8 Three-State Reference Levels 


ORDERING INFORMATION 
Package 

Part Number Temperature Range Package Outline 
ADSP-1401JN Oto +70°C 48-Pin Plastic DIP N-48A 
ADSP-1401KN Oto + 70°C 48-Pin Plastic DIP N-48A 
ADSP-1401JP Oto + 70°C 52-Lead PLCC P-52 
ADSP-1401KP Oto + 70°C 52-Lead PLCC P-52 
ADSP-1401JD Oto + 70°C 48-Pin Ceramic DIP D-48A 
ADSP-1401KD Oto + 70°C 48-Pin Ceramic DIP D-48A 
ADSP-1401SD — 55°C to + 125°C 48-Pin Ceramic DIP D-48A 
ADSP-1401TD — 55°C to + 125°C 48-Pin Ceramic DIP D-48A 
ADSP-1401SD/+ — 55°C to + 125°C 48-Pin Ceramic DIP D-48A 
ADSP-1401TD/+ — 55°C to + 125°C 48-Pin Ceramic DIP D-48A 
ADSP-1401SD/883B — 55°C to + 125°C 48-Pin Ceramic DIP D-48A 
ADSP-1401TD/883B — 55°C to + 125°C 48-Pin Ceramic DIP D-48A 
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SPECIFICATIONS’ 
RECOMMENDED OPERATING CONDITIONS 


| J & K Grades S & T Grades’ 
Parameter 3 = Min Max | Min Max — Unit 
Vpp __ Supply Voltage | | 4.75 | 5.25 V 
Tames Ambient Operating Temp. } oO | 70 | 55 | 125 °C 


ELECTRICAL CHARACTERISTICS 





| Test J & K Grades 2 

Parameter | Conditions 3 | Min Max Min Max Unit 
Vin _ Hi-Levei Input Voltage Vpp = max | }20 {| | 20 | | V 
Vinic | Clock Input Hi-Level Input Voltage Vpp = max | [30 | | 30 | | Vv 
Vi, ~—~«Lo-Level Input Voltage | Vpp = min | | 08 | | | 08 V 
Vou  Hi-Level Output Voltage Vpp = min, Ion = -- mA EE V 
Vor  Lo-Level Output Voltage Vpp = min, Io, = 3mA | | 06 fT 0 V 
ln Hi-Level Input Current, All Inputs Vpp = max, Vin =5V re a ee pA 
lin Lo-Level Input Current, All Inputs Vpp = max, Vin = 0V a ee eee ee pA 
lozy Three-State Leakage Current Vpp = max, Vyn = max oe eee Eee pA 
Ioz1  Three-State Leakage Current Vpp = max, Vin = 0 ee eee pA 
Ipp _ Supply Current maxclockrate,TTLinputs [| [| 75 | | 100 | ma 
ee Quiescent Supply Current | Vin=2.4V P. 1 35) |] 50 mA 








ABSOLUTE MAXIMUM RATINGS 


INTERNAL VISUAL INSPECTION 


COMMERCIAL 
HERMETICITY 

Supply Voltage we biel Sig. dete. cist ae er ek eee Gal Ua eo —0.3V to 7V FINE LEAK CONDITION A ORB 

Input Voltage .......-.....0.004 —0.3V to Vpp GRAee eat PONDITIONSS 

Output Voltage Swing. ............ —0.3V to Vpp STeMETHOD 1008, 

Load Capacitance .................2... 200pF SOG er eee 

Operating Temperature Range (Ambient) . . — 55°C to +125°C abe Nemeiaae ESE, 

Storage Temperature Range. ........ — 65°C to + 150°C TEMPERATURE CYCLE 





‘ METHOD 1010 
300°C CONDITION C — 10 CYCLES 









BURN-IN 
METHOD 1015 
160 HRS - 125°C _ 


Lead Temperature (10 Seconds) ......... Oates 


CENTRIFUGE 





METHOD 2001 | ; ) | 
CONDITION D ~ 20,000G, Y1 PLANE 100% FINAL ELECTRICAL TESTING 
Figure 9. 
CAUTION: _ i: 
1. ESD sensitive device. The digital control inputs are zener protected; however, permanent WARNI NG . : 
damage may occur on unconnected devices subjected to high energy electrostatic fields. 


Unused devices must be stored in conductive foam or shunts. 


2. Do not insert this device into powered sockets. Remove power before insertion or removal. ESD SENSITIVE DEVICE 
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SWITCHING CHARACTERISTICS? 


J Grade K Grade S Grade” T Grade? 
Parameter Min Max Min Max Min Max Min Max Unit 
50 40 60 


ti Clock HI 50 ns 
tio  ClockLO 40 30 50 40 ns 
tis Instruction Setup Time 36 30 45 40 ns 
tps Data Setup Time 10 is 15 15 ns 
try Input Signal Hold Time 3 om i * ns 
tap Address Delay* (C = 50pF) 35 25 45 35 ns 
tay Address Hold Time 3 ] ] ns 
topp Output Data Delay (C = 30pF) 50 35 60 45 ns 
toprs Output Data Disable Time 20 15 25 20 ns 
tizsm Input Flag Setup Time (IRO masked) 15 10 20 15 ns 
tigsy Input Flag Setup Time 

(no constraints) 30 26 35 30 ns 
turrs Upper Interrupts(IRg_;)Setup Time | 30 25 35 30 ns 
trirs Lower Interrupts (IR4_,)Setup Time | 20 5 25 20 ns 


trss  Three-State (TTR) Setup Time il 15 15 ns 
trsov Three-State (TTR) Overlap Time | 

(With Trap) ) 15 i 5 5 ns 
trsg § Three-State (TTR) Disable Delay 20 15 25 20 ns 
tipt3 IDLE-to-Three-State Disable Delay 20 15 25 20 ns 
trroy Trap(TTR) Overlap Time 

(With Three-State) 10 8 10 10 ns 
trrap Trap(TTR) to Address Delay 60 45 70 | 55 ns 


NOTES 

*Specifications same as J grade. 

'All specifications are over the recommended operating conditions. 

7S and T grade parts are available processed and tested in accordance with MIL-STD-883B. The processing and test methods used 
for S/883B and T/883B versions of the ADSP-1401 can be found in Analog Devices’ Military Databook. 

Alternatively, S and T grade parts are available with high-reliability “PLUS” processing as shown in Figure 9. 

*Input levels are GND and 3.0V. Rise times are 5ns. Input timing reference levels and output reference levels are 1.5V 
except for three-state reference levels, which are shown in Figure 8. For capacitive loads greater than 100pF, 

we recommend the use of external buffers. 

“Address delays may be derated from the specified 5OpF test loading shown in Figure 12 by adding 7ns/SOpF for 
increased capacitive loading. 

Specifications subject to change without notice. 


low 





Voo 
Voo 
TO aa 
OUTPUT +1.5V 
PIN 
INPUT 
OUTPUT 
3pF 
— lon — 
Figure 10. Equivalent Input Figure 11. Normal Load for Figure 12. Equivalent Output 
Circuit ac Measurements Circuit 
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4.0 APPENDICES 


4.1 Instruction Hold Control (IHC) 
The IHC function allows external microcode width to be reduced 
by allowing the 1401’s microcode field to be shared with another 


device. This sharing is accomplished by temporarily latching an 


instruction that is used repetitively within the ADSP-1401 and 
re-directing its microcode to a different device. Control of the 
latching is accomplished by the IHC instruction, which re-assigns 
the function of interrupt signal IR;, becoming the latch/unlatch 
control line. 


To use this mode, execute the IHC instruction, which sets 
status register bits SRs_4 to ‘10’. Interrupt line IR; now controls 
the instruction hold mode (not interrupt), so IR; must be masked. 
The shared signal, IR; (recall, IRg_; and IR4_, share the same 
pins), is still used normally, since it is active during clock low. 


To initiate an instruction hold, execute the instruction to be 
repeated, while asserting IR; (HI) prior to the clock falling edge 
of the same cycle. For so long as IR, is kept high (on the falling 
edge of the clock), the instruction will repeat. All interrupts are 
automatically disabled while the instruction is held. 


When IR, is needed for interrupts (instead of controlling the 
instruction hold mode) the IHC mode may be disabled by: 
executing one of the relative jump width control instructions; 
or, by changing status register bits SRs_4 directly. Prior to 
unmasking IR, execute the CAIR (clear all interrupts) instruction 
to clear the interrupt latch. | 


4.2 Programming Examples | 
The following examples are given to illustrate some fine points 
of programming the ADSP-1401. 


4.2.1 Jump Register (See Figure 13a) 

In this example, three jump registers (R3_,) are loaded with 
external data and one (Ro) is loaded with the program counter, 
enabling a jump to the top-of-stack. 


Current Instruction Output 
Address Executed Address Comments RSP 
20 PSDRS 21 Push R3 57 
21 PSDRS “22 Push R2 56 
22 PSDRS 23 Push R, 55 
23 PSPC 24 Push PC (Ro = 24) 54 
24 Startof Loop... 25 ? 
30 arr jee 
31 JRC (Ro) 32/24 Cond. Jump to 

[Ro] = 24 
32/24 


4.2.2 Return from Interrupt with Pending Interrupt (See Figure 
13b) 

This example shows the program flow when two interrupts 
occur in the same cycle or an interrupt is latched while another 
interrupt is being executed. The “Return from Interrupt” in- 
struction (RTNIR) will execute one instruction of the mainline 
routine before servicing a pending interrupt since interrupts are 
not re-enabled until the end of the cycle. Here, IV7=60 and 
IV3=21. | 
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CO=2**15+5 


PUSH PC 


LOOP 
6 TIMES 


A. JUMP REGISTER 


65 SUBRTN 


LA 66 RTN&IRS 
92 = 


20 
93 


21 
, ; es 


29 


C. INTERRUPT ONRTN 


PUSHCO 
(OVRFL) 7 


PUSHC1 


E. THREE PUSHES ON OVRFL 


IRS 
ROUTINE 


CONT 
(PUSH 89) 181 





90 IR7 
ROUTINE 


91 


a 


IR3 
ROUTINE 


SAVE 
» IR7 ROUTINE 
RESTORE 


e 
e 
° 
e 

128 


D. INTERRUPT USING GLOBAL REGS 
150 IR ROUTINE 


SUBROUTINE 
40 


160 
RTNIR : 
89 : 
50 RTN 


F. INTERRUPT ON JUMP SUBROUTINE 


Figure 13. Programming Examples 


Current Instruction 
Address Executed 
89 
90 
91 
60 CONT 
61 oar 
81 RTNIR 
92 
21 CONT 
22 id 

— 28 RTNIR . 
93 


Output 


Address Comments 

90 vier 

91 Interrupts I7 & I; valid. 

60 IV7 output. Instruction 91 

still executed. 

61 92 is pushed on stack. 

62 ee 

92 92 popped and interrupts 
re-enabled. 

21 IV;3 output. Instruction 92 
still executed. 

22 93 pushed on stack. 

23 APT: 

93 93 is popped from stack. 


4.2.3 Interrupt on a Return from Subroutine (See Figure 13c) 
If an interrupt occurs on a subroutine return, no instructions in 
the main program are executed prior to servicing the interrupt 
routine. Here, IV; = 20. 


Current Instruction Output 
Address Executed Address Comments 
91 ar 92 OY 
92 JSR 65 Jump to 65. 93 pushed. 
65 be ee 66 IR; becomes valid. 
66 RTN 20 IV; address output. 93 
; popped. 
20 CONT 21 93 pushed. 
29 RTNIR 93 93 popped. 
93 
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4.2.4 Interrupt Routine using Global Registers (See Figure 
13d) 


Current Instruction Output 

Address Executed Address Comments 

12 ace 13 Mainline... 

13 ag 14 IR, occurs here. 

14 CONT 93 Output IV7. 

93 PSSR 94 Push status register. 

94 PSCNTR (C3) 95 Save previous values . . . 

95 PSCNTR (C)) 96 

96 PSGSP 97 Sc 

97 WRSR 98 Write new values... . 

98 WRCNTR(C3) 99 

99 WRCNTR(C;) 100 

100 WRRSP 101 fa 

101 ee 102 Begin interrupt servicing . . 

123 euits 124 End of interrupt service 
routine. 

124 PPGSP 125 Pop in reverse order of 
pushes... 

125 PPCNTR (C)) 126 

126 PPCNTR (C3) 127 

127 PPSR 128 ae 

128 RTNIR 15 Jump back to mainline. 

15 be i 16 


4.2.5 Three Stack Pushes on Stack Overflow (See Figure 13e) 
The four register buffer between the subroutine stack and the 
register stack will be filled with three values whenever the stack 
push that caused the overflow is followed by another instruction 
that causes a stack push. The second stack push occurs since 
the instruction that is interrupted (the second stack push) must 
complete internally to preserve the correct state of the ADSP-1401 
after the interrupt. The third push occurs to provide the return 
address to the main program. The sequence is illustrated below. 
Assume that the address of the stack overflow service routine 
(IVg) is at 150. | 


Current Instruction Output 

Address Executed Address Comments 

86 eae 87 

87 PSCNTR (Cp) 88 The push causes a stack 
overflow. 

88 PSCNTR (C)) 150 The interrupted instruc- 
tion executes. 

150 CONT 15] 89 is pushed onto the stack. 

151 


4.2.6 Interrupt on Jump Subroutine Instruction (See Figure 
13f) 


Current Instruction Output 

Address Executed Address Comments 

86 or 87 Interrupt occurs to loca- 
tion 150 

87 JSA (40) 150 

150 CONT 151 40 Pushed on stack 

wea exe 160 baaid 

161 RTNIR 40 Return from interrupt 

40 baa 41 


4.3 Use of RAM by Multiple Subroutines 
This diagram (Figure 14) shows the state of RAM after three 
nested subroutine calls. 


Prior to the first subroutine call, the RSP was used to preload 
the bottom portion of the RAM with indirect jump addresses. 
Next, global jump registers were preloaded. In the mainline 
program, only global jump registers are used. 
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Figure 14. RAM Status after Subroutine Calls 


The instruction calling the first subroutine pushes the return 
address of the main program onto the subroutine stack. The 
values of counters 1 and 3 are also pushed onto the stack to free 
counters 1] and 3 for use in subroutine #1. The GSP is saved 
since different routines will require different GSPs. Similarly, 
the status register of the main program is saved. As shown, 
routine #1 uses both global and local jump registers. It selects 
the GSP or LSP at the appropriate times in the routine by executing 
SGSP or SLSP instructions. 


Routine #2 saves the return address, some counters, and the 
GSP for routine #1. Since no local registers are used in routine 
#2, none are loaded. 


Routine #3 saves the return address and the status register. 
Since the GSP and counters are not used in this routine, they 
are not saved. After the new status register is loaded (selecting 
the LSP), local registers are pushed onto the stack. 


4.4 Bus Drive Considerations with the Word-Slice Family 
The various members of Analog Devices’ Word-Slice family are 
designed with high-speed drivers on all output pins. This capability 
means that large peak currents may pass through the ground 
and Vpp pins when all the bus lines are simultaneously charging 
their load capacitance from LO to HI, or vice versa. 


To calculate the peak current for a typical family member (such 
as the ADSP-1401 Program Sequencer), we assume that all 
output drivers are switching from a HI to a LO state. From a 
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fall time and capacitance measurement, ' we can determine that 
the current in each driver is: 


peak = Cioag' AV/At, 
where AV/At is the initial slew rate. 


In the case of the program sequencer, for: an sctial load capaci- 
tance of 5OpF and a measured slew rate of 0.6V/ns, the peak 
current will be about 30mA. Since there are 16 such drivers, the 
total peak current may approach 480mA! 


The internal ground and supply lines may undergo a large dis- 
turbance during this transition unless the ADSP-1401 is tied to 
a solid ground plane and good high frequency decoupling is 
used (0.lF ceramic between GND and Vpp as close as possible 
to the device). Otherwise, is it possible that internal data in the 
ADSP-1401 may be lost. 





4.5 Mnemonics and Opcodes 


Opcode bits “‘i’’ select the relevant register (R3_9) and/or counter 


(C3_9). Opcode bits “cc” select the condition to be applied: 


‘00’ ~ UNCONDITIONAL 
‘Ol’ NOTFLAG 

‘10’ FLAG 

‘11’? SIGN 


The SIGN condition is precluded from instructions prefixed 
w ith 562? 


Mnemonic Opcode (I¢_9) Description 


Status Register Bit Assignments 









SRz IRo Mask Bit 

SRs_4 Relative Jump Width Selection: 
‘00’ = 16-bit relative address width 
‘O01’ = 8-bit width 
“10? =ITHC Mode (8-bit width) 
“11? = 12-bit width 

SR3 Select GSP/LSP 

SR; Enable/Disable Interrupts 


Set/Clear Sign Bit 
Select Transparent/Latched Interrupts 


Status Register Operations: 


Jump and Branch Instructions: 


JPCOF 001 0101 
JPCNF 011 0101 


JTWO 101 ccOl 
JDA ll cell 
JDR 111 ccO1 
JDI 101 ccl0 


JDRST 100 1lii 


*JRC 110 ccii 
JRS 110 1ii 
JSA 111 cc00 
JSR sd. cc 10 
RTN 101 ccll 


*BRANCH 100 ccii 


Stack Operations: 
Subroutine Stack 
PSDSS 001 1110 
PPSSD 011 1110 
WRSSP 000 1110 
RDSSP 010 1100 


DSSP 000 0010 
Register Stack 

SGSP 000 0111 
SLSP 000 0110 


RDRSP 010 1111 
WRRSP 000 1100 
PSPC 010 0011 
PSGSP 000 0101 
PPGSP 000 0100 
PSDRS 001 1111 
PPRSD O11 1111 
AIRSP 010 1011 
SIRSP 000 1111 
S4RSP 011 1100 


IF FLAG: JUMP PC (self) 
IF NOT FLAG: JUMP PC 
(self) 


IF COND: JUMP PC +2 (skip). 


IF COND: JUMP DATA, 
ABSOLUTE 
IF COND: JUMP DATA, 
RELATIVE 
IF COND: JUMP DATA, 
INDIRECT 


IF SIGN OF C;: JUMP DATA, 


C;< =R;; ELSE, C;< =C;- 1 
IF COND: JUMP R; 

IF SIGN OF C;: JUMP R,, 
Cy< = C; -] 

IF COND: JUMP SUB, 
ABSOLUTE 

IF COND: JUMP SUB, 
RELATIVE . 

IF COND: RETURN FROM 
SUB. 

IF SIGN OF C;: JUMP R;; 


ELSE, C;< =C;—1, IF COND: 


JUMP DATA 


PUSH DATA ONTO SS 
POP SS TO DATA PORT 
WRITE SSP 

READ SSP 
DECREMENT SSP 


SELECT GSP 

SELECT LSP 

READ RSP 

WRITE RSP 

PUSH PC ONTO RS 
PUSH GSP ONTO SS 
POP GSP FROM SS 
PUSH DATA ONTO RS 
POP RS TO DATA PORT 
ADD 1 TO RSP 
SUBTRACT 1 FROM RSP 
SUBTRACT 4 FROM RSP 
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RDSR 010 1110 READ SR 

WRSR 001 1100 WRITE SR 

PSSR 010 0001 PUSH SR ONTO SS 
PPSR 010 0010 POP SR FROM SS 


Counter Operations: 


Interrupt Control: 


-~WRCNTR 011 10ii WRITE C; 
CLRS 001 0100 CLEAR SIGN BIT 
SETS 011 0100 SET SIGN BIT 
PSCNTR 000 101i PUSH C; ONTO SS 
PPCNTR 001 1011 POP C; FROM SS 
DCCNTR 011 O00ii DECREMENT C; 
IFCDEC 101 cc00 IF COND: DECREMENT Cy 


CCIR 001 0001 CLEAR CURRENT 
INTERRUPT 

CAIR 000 0001 CLEAR ALL INTERRUPTS 

RTNIR 000 0011 RETURN FROM 
INTERRUPT 

RDIV 010 1101 READ INTERRUPT VECTOR 
AND INCREMENT IVP 

WRIV 000 1101 WRITE INTERRUPT 
VECTOR AND INCREMENT 
IVP 

IRMBC 001 0011 IR MASK BITWISE CLEAR 

IRMBS 001 0010 IR MASK BITWISE SET 

DISIR 001 0110 DISABLE INTERRUPTS 

ENAIR 011 0110 ENABLE INTERRUPTS 

SLIR 001 0111 SELECT LATCHED 

INTERRUPTS 

STIR 011 0111 SELECT TRANSPARENT 
INTERRUPTS 

SLRIVP 001 1101 WRITE SLR< =Ds_, AND 
IVP< = D\s-_ 12 


Relative Address Width Controls: 


RELI16 010 0100 SELECT 16-BIT RELATIVE 
ADDRESSING 

REL12 010 0111 SELECT 12-BIT RELATIVE 
ADDRESSING 

REL8& 010 0110 SELECT 8-BIT RELATIVE 
ADDRESSING 

Miscellaneous Instructions: 

CONT 000 0000 CONTINUE 

IDLE 001 0000 IDLE 

IHC 010 0101 ENABLE INSTRUCTION 
HOLD CONTROL 

WCS 010 0000 WRITE CONTROL STORE 


PO 


ADSP-1401 PIN CONFIGURATIONS 


DIP 
D-48A 
N-48A 


fpin | FUNCTION | PIN | FUNCTION 
D7 48 D6 
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MICROCODED SUPPORT COMPONENTS 3-23 


3-24 MICROCODED SUPPORT COMPONENTS 


ANALOG 
DEVICES 





Word-Slice 
Address Generator 


ADSP-1410 


FEATURES 
16-Bit Addresses with Higher Precision Options 
30ns Address Output Delay @ 11.1MHz Operation 
Look-Ahead™ Pipeline 
Versatile Addressing Hardware: 
30 16-Bit Registers 
16-Bit ALU with Left/Right Shift & Carry I/O 
Comparator 
Bit Reverser 
Dual Ports 
Powerful Single-Cycle Looping Instructions 
375mW Maximum Power Dissipation with 
CMOS Technology 
48-Pin DIP, 52-Lead PLCC 


GENERAL INFORMATION 

The ADSP-1410 is a fast, flexible address generator optimized 
for digital signal/array processors and other high-performance 
computers. This low-power CMOS device rapidly generates the 
data memory addresses required by routines such as digital 
filters, FFTs, matrix operations, and DMAs. With its 16-bit 
architecture, registers, dual ports, and speed, this Word-Slice™ 
component improves performance and reduces board space 
substantially relative to bit-slice solutions. 


The ADSP-1410’s architecture features a 16-bit ALU, a com- 
parator, and 30 16-bit registers. The registers are organized into 
four files: sixteen address (R) registers, six offset (B) registers, 
four compare (C) registers, and four initialization (I) registers. 


The ADSP-1410 rapidly executes key address generating opera- 
tions. In a single instruction cycle, the device can: 
® output a 16-bit memory address; 
@ modify this memory address; and, 
@ detect when the address value has moved to or beyond a 
pre-set boundary and conditionally loop back to the 
top of a circular buffer. 
Consequently, circular buffers and modulo addressing for data 
memories can be implemented without overhead. 


The ADSP-1410’s 10-bit microcode instructions include com- 
mands for looping, register read/writes, internal data transfers, 
and logical/shift operations. Instructions are normally supplied 
from an external source. However, an internal Alternate In- 
struction Register (AIR) can provide the instruction under external 
control, allowing microcode to be conserved in many 
applications. 


Look-Ahead and Word-Slice are trademarks of Analog Devices, Inc. 
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WORD-SLICE™ MICROCODED SYSTEM WITH ADSP-1410 


The ADSP-1410 has a 16-bit address (Y) port for outputting 
addresses and a 16-bit data (D) port for I/O between internal 
and external registers. Also, an internal path allows external 
data, provided via the D port, to serve as an ALU source and/or 
to be directly output over the Y port for a DMA capability. 


Double-precision (30-bit), single-cycle addressing can be per- 
formed by cascading two ADSP-1410’s, with the MSB of each 
chip’s D and Y port dedicated to interchip communication. 
Alternatively, a single AG can provide double-precision addresses 
at a rate of one per two clock cycles. 


The Look-Ahead pipeline eliminates the need for an external 
microcode pipeline register by internally latching instructions 
and addresses; microcode bits may be directly routed to the 
ADSP-1410 from microcode memory. Logically, the Look-Ahead 
pipeline is split into two halves: the first, located at the instruction 
(and data) port; and the second, located at the address port. 
Each half of the pipeline (input vs. output) has a transparent 
latch which operates out of phase with the other: the address 
latch is transparent during the first half of the cycle (clock HI), 
while the input latches (instruction and data) are transparent 
during the second half of the cycle (clock LO). This complementary 
arrangement allows new instructions to be decoded (in preparation 
for the following cycle) while the program address for the current 
cycle is held steady. 
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ADSP-1410 OVERVIEW 

Digital Signal Processing (DSP) and array processing systems 
require fast, flexible address generation circuitry. An Address 
Generator (AG) supplies the address of a location in data or 
coefficient memory. The value residing at the specified address 
is fetched and fed to an arithmetic unit for processing. The AG 
must then modify the address pointer in anticipation of the next 
data fetch. For algorithms that repetitively loop through data 
buffers, the AG may need to compare the address to a buffer 
end and conditionally loop back to the top of the buffer. Finally, 
to maximize throughput, an AG must perform its addressing 
tasks rapidly and without overhead. 


With the ADSP-1410, 16-bit pointers to memory are stored in 
-an address (R) register file. Since an AG must track several 
pointers concurrently, sixteen R registers, denoted R,, are pro- 
vided. If we denote Y as the address port, the operation “Y <~— R,,” 
corresponds to the AG supplying an address from register R,. 


After supplying an address, the AG must update the pointer for 
the next memory fetch. The updating may be as simple as an 
increment but, more generally, involves adding or subtracting 
an arbitrary offset value. Also, algorithms generally access several 
different offset values. To this end, the AG provides six offset 


registers, denoted B,,, and can execute in a single-cycle the core . 
operation: 


Y~<—R,; Ri<«— R, + By. 


_ In DSP applications, data arrays are often addressed as circular 


buffers. That is, when addressing reaches the buffer end, it 
wraps back to the beginning of the buffer. To implement this 
looping, the AG compares the supplied address to one of four 
compare registers, denoted C;. If the address has moved to or 
beyond the end of the boundary (R,=C;), the device can 
transfer an initialization register value, denoted I;, to the register 
(R,~<— I;); otherwise, it is updated in normal fashion 

(R,~<~ R,+B,). To minimize overhead, the AG can execute 
normal updates while also performing conditional re-initializations; 
again, in one core operation: 


Y~<—R,; IF (R,=C;): Raw I; ELSE Ryp~*— R+ Bry. | 


Since the above instruction handles the looping required of 
circular buffer addressing, it is termed a looping instruction. To 
a large extent, the ADSP-1410’s architecture and instruction set 
revolve around efficient implementation of this instruction. 
However, many variations of this instruction are supported on 
the device and spelled out in the following sections. 





ADDRESS SOURCES 
— Sixteen internal R registers 
~ External data provided over the D port 


OFFSET SOURCES 
— Six internal B registers 


~— Data Port 
OFFSET OPERATIONS 
— Increment (Ra«— R,+ 1) 
— Decrement (R,«— R,- 1) 
~ Add Offset (Ry~«— R,+ By) 
— Subtract Offset (Ry~e— Ry- By) 
— Single-Bit Left/Right 
Shifts) | | 
— Logical Operations (AND, OR, XOR) 


CONDITIONAL RE-INITIALIZATION 
— Independent Inhibit/Enable for each of four 
initialization registers 
-— Conditional AIR execution (used for true 
modulo addressing) 


OUTPUT/UPDATE SEQUENCE 
— Normal (Pre-Update) Mode (output the address 
before update) 
— Post-Update Mode (output the address after 
update) 
PRECISION 
~ Single chip supplies 16-bit addresses 
— Two chips cascaded provide 30-bit addresses 
— One chip provides 30-bit addresses in two 
cycles 
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ADSP-1410 PIN ASSIGNMENTS 
PIN NAME DESCRIPTION 


Yis — Yo The address (Y) output port. In single-chip/double- 
precision mode, the MSB (Yjs) indicates whether 
the supplied address is the MSW or LSW (see 
Precision Modes). In two-chip/double-precision 
mode, the MSB conveys the carry/shift bit from 
the Least Significant (LS) to the Most Significant 
(MS) chip. © 


The bi-directional data (D) port. In two-chip/dou- 
ble-precision addressing mode, the MSB (Ds) of 
this port conveys CMP status from the partner 
chip. . 


D;5 - Do 


Ig — Io 
CMP/Z 


The instruction port. 


A dua! function pin. Looping instructions, which 
compare address register values to compare 
register values, assert this pin HI to convey 
CMP status if 1) R=C for positive offsets, or 

11) RSC for negative offsets. Logical/Shift in- 
structions assert this pin HI to convey the ZERO 
status of the resuit. 


DSEL Data Select control. Asserting this control HI 
causes data set up on the data port to substitute 


for the R value specified in the instruction. 


AIR Enable Alternate Instruction Register control. Asserting 
this control HI causes the device to execute an 
instruction stored in the internal AIR, rather 


than the instruction set up on the instruction 


port. 
CLK Clock 
Vaa +5 Volt Power Supply 
GND Ground 


CLK 
16 











INTERNAL BUS 





OFFSET 
B-REGS 


an 
& DSEL 


CONTROLS 





INSTR 
DECODE 


T-LATCH ENF 


MUX 
AIR 
ENABLE 


COMPARATOR 


ZERO CMP 


| 


CMP/Z 
INSTRUCTIONS 


Figure 7. ADSP-1410 Functional Block Diagram 
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ARCHITECTURE 

After discussing the architecture of the ADSP-1410, different 
operating modes of the ADSP-1410 are detailed, followed by a 
description of the ADSP-1410’s method of operation: including 
timing concerns and instructions. Brief applications information 
is then presented, and the data sheet concludes with a section 
on MNEMONICS AND OPCODES. | 


The ADSP-1410’s architecture (Figure 1) features four register 
files, an ALU, a Comparator, an Alternate Instruction Register 
(AIR), and a Control register. External interfaces include a 10- 
bit instruction port, a 16-bit data (D) and address (Y) ports, a 
DSEL (Data Select) control pin, an AIR Enable control pin, 
and a status flag. 


Instruction Port 

The microcode controlling the ADSP-1410 is supplied over the 
10-bit wide INSTRUCTION PORT. The instruction word, 
I5_9, is latched prior to the instruction decoder during phase one 
(clock HI) and is passed during phase two (clock LO). In addition 
to the microcode, two dedicated control pins affect the device’s 
operation: the DSEL pin (see Y Port, D Port, and DSEL Control 
Pin); and the AIR Enable pin (see Alternate Instruction Register 
and AIR Enable). These pins are considered instruction bits, 
and latched as described above. 


Y Port, D Port, and DSEL Control Pin 

The ADSP-1410 has two 16-bit ports: a DATA (D) PORT and 
an ADDRESS (Y) PORT. The output drivers of both ports are 
three-state disabled unless an instruction specifies an output. 


Addresses supplied to external data memory are output over the 
unidirectional Y port. The address supplied may come from one 
of three sources: an internal address (R) register, the data (D) 
port, or the ALU. The DSEL (Data Select) pin controls whether 
an R register (DSEL LO) or external data (DSEL HI) is the 
address source. The address source can either be directly output 
over the Y port, or passed through the ALU for modification 
prior to output (see Pre-Update Mode versus Post-Update Mode). 
Hardware three-state output control of the Y port is possible 
(see note in “Alternate Instruction Register and AIR Enable” 
section). Finally, the address being output (direct or modified 
source) may be bit-reversed (see Bit Reverser). 


The Y port has two modes of operation (see Transparent Mode 
versus Latched Mode). In the more commonly used latched 
mode, addresses are latched during phase two (clock LO). The 
transparent mode disables the output latch and may be used in 
conjunction with stopping the clock LO, allowing data to be 
passed through (directly, or modified by the ALU) the AG 
without performing updates. 


Any internal register may be read or written via the ADSP-1410’s 
D port. Also, external data can be supplied to the chip over this 
port for immediate addressing purposes. 


Note: : 
The ADSP-1410 may power-up driving the data bus. Caution 
should be used to avoid creating a bus contention with other 
devices which may be sharing this bus. To prevent bus contention, 
the CLK input may be forced LO during power-up (disabling 
the output data drivers). During this time, a RESET instruction 
should be setup at the instruction port to be executed as the 
first operation when the clock starts up. 


3-28 MICROCODED SUPPORT COMPONENTS 


Registers 

The ADSP-1410 has 30 16-bit registers, organized into four 
banks. Single-cycle transfers between certain register banks are 
supported. 


Sixteen ADDRESS (R) REGISTERS hold memory address 
pointers. In the same cycle that a 16-bit R value is output over 
the address (Y) port, it may be incremented, decremented, 
offset, modified by a logical operation, or left/right shifted by 
one bit. The updated value is then written back into the original 
R location (pre-update mode). In post-update mode, the address 
is output after being modified. Any R value (or data, using 
DSEL) may be bit-reversed on output. : 


Six OFFSET (B) REGISTERS furnish a second operand to the 
ALU (the other, provided by an R register or the data bus) for 
modifying the address to be output. The B registers are partitioned 
into two, user-selectable (see Control Register: B Bank Select) 
banks and external data can substitute as an offset value whenever 
B3 (bank one) or B7 (bank two) is used (see Table IV). 


Four COMPARE (C) REGISTERS supply one source to the on- 
chip comparator, whose other source is the address being output. 
When an address moves to or beyond a boundary set by the C 
value, the CMP flag goes active (HI). 


Four INITIALIZATION (1) REGISTERS can—conditional on 
the CMP flag going active—overwrite any R value, allowing 
overhead-free branches to the top of an addressing loop. Note 
that J and C registers are always paired. Conditional re-initializing 
of R registers may be independently inhibited for individual I 
registers (see Control Register CR3 0). 


ALU and Shifter 

The ADSP-1410’s 16-BIT ALU performs adds, subtracts, and 
logical operations. Usually, one source is an offset (B) register, 
while the other is an address (R) register. However, external 
data provided via the D port may substitute either for an R 
register (under the control of the DSEL pin), or a B register 
(using B3 or B7). 


For two-chip/double-precision ALU operations, CARRIES into 
the MS chip and out of the LS chip (CS;,, and CS,,,,) are conveyed 
via the Y;5 pin (see Precision Modes). 


The ALU also contains the logic required for single-bit SHIFTS 
of a supplied R register. Left shifts are logical, while right shifts 
are arithmetic. In two-chip/double-precision shift operations, the 
Y,5 pin conveys the shifted bit. In single-precision operation, 
the carry/shift status of the device cannot be monitored. 


The destination of an ALU or shift result is always the source R 
register location specified in the instruction—even if external 
data is the source. If the post-update mode is used, the ALU/shift 
result is sent directly over the address (Y) port on the current 
cycle (in addition to being returned to the source R location). 


Alternate Instruction Register and AIR Enable 

The ALTERNATE INSTRUCTION REGISTER (AIR) is a 
10-bit register which may be loaded with any instruction. On 
any cycle that the AIR Enable pin is asserted, the device will 
execute the instruction held in the AIR, rather than the instruction 
set up on the instruction pins (except for the RST instruction). 


The AIR’s principal purpose is to conserve microcode. One way 
to conserve microcode is to load a frequently-used instruction 
(e.g., a looping instruction) into the AIR. Then, this instruction 
is executed simply by asserting the device’s AIR Enable pin— 
temporarily suspending the need for external microcode. 
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The AIR can also conserve microcode in applications using 
multiple AGs (e.g., double-precision or high-throughput systems). 
If the AGs generally execute identical instructions, external 
microcode may be significantly reduced if they share a common 
microcode instruction field. During some cycles, however, it 
may be crucial for an AG to execute an instruction different 
from the common instruction—something which the AIR and 
its enable pin allow. For example, a NOP instruction can be 
loaded into an AG’s AIR; anytime the AIR Enable pin is asserted, 
the AG will be selectively “‘put to sleep” (I/O pins three-state 
disabled; no change in internal state). 


The AIR register may be read over the data port (Dog) in a 
single cycle. As Table I shows, the AIR may be written via the 
data port (Do_p) or the instruction port. If the instruction written 
into the AIR is provided via the instruction port, two cycles are 
required. This method allows the AIRs of two or more AGs 
sharing microcode to be selectively loaded by differentially as- 
serting their DSEL pins. Note that if the DSEL pin is LO 
during the entire second phase (clock LO) of the LDA instruction, 
no AIR loading occurs. This implicitly requires that DSEL be 
setup accordingly prior to the start of the LDA instruction, as it 
is latched during phase one (clock HI). 


INSTRUCTION LOADED INTO THE AIR VIA THE: 
DATA PORT INSTRUCTION PORT 


1. Execute “Load AIR” instr. 
2. Provide instr. on instr. port 
and assert DSEL pin. 
















1. Execute “Write AIR”’ instr. 





Table l. Options for Reading and Writing the AIR 


A second method exists for executing the instruction in the 
AIR. Looping instructions compare an address (R) value to a 
compare (C) value and, if the address has moved to or beyond a 
pre-set boundary, the CMP flag goes HI. If CRjo (see Control 
Register and Conditional AIR Execute Mode) is set, a true 
comparison causes the device to execute its next instruction 
from the AIR (see Table III.) This capability facilitates no-overhead 
modulo addressing (see application note: Modulo Addressing). 


Note: 

The AIRE pin may be used to control the Y port output drivers 
by loading a NOP into the AIR register; the AIRE pin becomes 
dedicated to three-state control of the Y port. This technique 
supports connection of multiple address sources to the same 
bus. 


Flags and Comparator 

The ADSP-1410 has two internal flags—CMP and ZERO—that 
share the external CMP/Z pin. The CMP flag, set by the com- 
parator, is affected by looping instructions. The ZERO flag is 
set whenever a Logical/Shift instruction has a zero result. In 
cycles that do not affect the CMP or ZERO flag, the CMP/Z 
flag pin defaults LO. 


As Table II shows, the CMP flag goes HI whenever the supplied 
address moves to or beyond a boundary set by the specified C 
register. The address that is compared to the C value is always 
the address that is output—even in post-update mode. R, C, 
and B values are treated as unsigned integers by the 
Comparator. 


Twos-Complement Offsets 

Negative offsets are generally handled by the RX—R — B in- 
struction. However, if for some reason the user is interpreting 
offset values as negative twos complement numbers, the instruction 
R<—R-+B will cause the comparator to sense whether R=C 
(when the condition R<C is of interest). The user may account 
for this reversal (e.g., by monitoring for the CMP flag going 
LO, rather than HI), but looping instructions cannot be fully uti- 
lized. 


ARITHMETIC OPERATION CMP FLAG HIGH IF: 


R, <— R,,+ 1 (YINC instruction) 
R, <— R, — 1 (YDEC instruction) 
R, <—R,+B,,(YADD instruction) 
R, <—R, — B,, (YSUB instruction) 







Table Ill. CMP Flag Truth Table 


Alternating Offsets 

If the microprogram switches between different offsets and the 
AG is in the normal, pre-update mode, the comparator logic 
may produce seemingly erroneous results because comparisons 
are not made until the cycle following the update. In pre-update 
mode, when a routine switches between positive and negative 
offsets, the comparator will check for wrong condition because 
the comparison is not made until the following cycle. The value 
in the compare register must anticipate the comparator sense 
reversal by one cycle. 


Bit Reverser 

Addresses can be bit-reversed as they are output, which is useful 
in algorithms such as the Fast Fourier Transform. The bit-reverse 
mapping is as follows, where K; and Y; denote the j' bit of K 
(either an address register or the data bus) and Y (the address 
port), respectively. 


Ky —Yj5 
K, —Pr V4 


Kis —» Yo 


Bit reversal only affects the value that appears on the address 
port; it does not affect the value returned to the R register 
location. The hardware bit reverser operates only on single-pre- 
cision, 16-bit addresses. For details on software reversal of N- 
bit (N<16) fields, see the application note: Variable-Width Bit 
Reversing. 


Control Register 

The ADSP-1410’s 11-bit CONTROL REGISTER (CRj9-9) may 
be read or written via the device’s data port, Djg.9. Dedicated 
instructions are used to read or write the entire control register, 
or to set and clear individual bits (see Instruction Group 4). On 
power-up, the RST instruction clears the control register to all 
zeros automatically. 
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The following list shows the control register organization. If the 
bit(s) is set CHI), the specified mode is operative. 


3-0 | Re-Imtialization Mask: For looping instructions, enables 
conditional re-initialization of R registers with I registers. 
For example, setting bit 2 of the CR allows I, to re-in- 
itialize the selected R register if the address has moved 
to or beyond the boundary set by Cp. 















5-4] Precision Select: 
00 = single-precision mode; 
01 =double-precision mode, LS chip; 
10 = double-precision mode, MS chip; 


11 =double-precision mode, single-chip. 
















Transparent Mode: Sets the address (Y) port to the 
transparent mode: otherwise, the Y port is latched 
during phase two. 





7 R Bank Select: Selects the upper eight R registers as 
address sources for the YADD and YSUB instructions. 


B Bank Select: Selects the upper four B registers as 
offset sources for all instructions. 

ADSP-1410 OPERATING MODES 

The flexibility of the ADSP-1410 is enhanced by several optional 


modes of operation. These modes, governed by the control 
register, are discussed in detail in this section. 


Post-Update Mode: Sets the post-update mode (addresses 
supplied after updating). 





Conditional AIR Execute: Sets the conditional AIR 
mode: allowing looping instructions to (conditional 
upon the CMP status going true) be fetched from the 
AIR on the next instruction, rather than the instruction 
port. Using this mode disables conditional re-initializa- 
tion (of R by I on CMP) and forces the default update 
of R. 







Precision Modes 

Typically, the ADSP-1410 provides single-precision (16-bit) 
addresses. If greater addressing range is needed, double-precision 
(30-bit) addresses can be supplied. Two double-precision modes 
are supported—one with two chips cascaded and the other with 
a single chip. Specific instructions set these modes. Double-pre- 
cision (single- or two-chip) bit-reversing and is not supported. 


Two-Chip/Double-Precision 

(CRs_4= “01” for LS chip; “10” for MS chip). In this mode, 
two ADSP-1410’s are cascaded to generate double-precision 
addresses at a rate of one per cycle. Each address may be output, 
incremented, decremented or modified by an offset value, com- 
pared to a double-precision value, and conditionally re-initialized 
by a double-precision word. Alternately, double-precision logical/ 
shift operations may be performed. 


The Y and D ports of each chip are restricted to the lower 15 
bits, freeing the MSBs of both devices to convey carry/shift and 
CMP status, respectively (see Figure 2). For double-precision 
adds/subtracts, the LS chip sends carry/borrow status over the 
Y}5 pin; the MS chip uses Ys to accept carry/borrow status 
from the LS. For left (right) shifts, the LS (MS) conveys the 
shifted bit over the Yj5 pin. 


Double-precision, conditional re-initializations are implemented 
by dedicating the D5 pin on each device’s data port to receive 
the CMP status from the other. When performing a looping 
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instruction, the MS chip generates a valid CMP flag on its CMP/ 
Z output. For a logical or shift instruction, the CMP/Z outputs 
from both the LS and MS chips must be ANDed to produce a 
single valid ZERO flag. To ensure that this flag is valid on the 
next low-to-high transition of the clock, the output of the AND 
gate should be latched as shown in Figure 2. The ZERO flag is 
latched on the falling edge of the clock and held by the latch 
until the next falling edge. 


CMP/Z (MS) 


CMP/Z (LS) Celepone 


CLOCK 





RESET 


Figure 2. Valid Two-Chip Double-Precision ZERO 
(Logical Instructions) 


In this mode, all values are 15-bit words. The 30-bit address is 
supplied in two 15-bit words over the Y,4_9 pins of the two 
devices. Internally, the MS bit of each operand is zeroed prior 
to ALU operations, the MSB of the result then becoming the 
carry/shift bit. External data provided over the D port must be 
segmented with the 15 LSBs going to the LS chip and the 15 
MSBs to the MS chip. _ 


In two-chip/double-precision mode, both chips may share the 
same microcode instruction. The only complication to this sharing 
is in differentially initializing the MS and LS chips. Internal 
logic allows this initialization to be accomplished. Both chips are 
fed the instruction designating it as the LS chip. The assertion 
of DSEL on the intended MS chip during the SETP instruction 
reverses the two LS instruction bits (those defining the chip 
configuration to the control register), allowing both MS and LS 
designations to be performed simultaneously. | 


Single-Chip/Double-Precision 

(CR;_4=“‘11’’). In this mode, double-precision (30-bit) addresses 
are generated at a rate of one every two cycles. Each address 
may be output, incremented or decremented, and compared to a 
double-precision compare (C) value. Logical/shift operations are 
also supported. Conditional re-initialization with I registers and 
the conditional AIR mode are not supported. 


LSW operations are executed first, followed by MSW operations 
(with the exception of right shifts). Even-numbered R registers 
are reserved for LSWs, while odd registers are assumed to be 
MSWs. No such restrictions apply to B or C registers; MS or 
LS words may be held in any B or C register, but such allocation 
must be tracked by the user. After an operation involving LSW 
registers, the device stores the carry/shift bit (as appropriate) 
needed to complete the double-precision operation. On the next 
operation involving MSW registers, this intermediate value is 
utilized. Storage of the carry/shift bit occurs only on LSW oper- 
ations, except for double-precision right shifting, which starts 
with the MSW. If non-addressing operations intervene, the 
intermediate value is not disturbed. The comparator will generate 
a meaningful CMP signal after each MSW operation. 


In this mode, only the 15 LSBs of any register are used. The 
LSW and MSW addresses that are supplied are both 15-bit 
words. The Y,; (MSB) pin of the 16-bit address port designates 


whether the address is the LSW (=0) or MSW (=1), and may 
be used to control an external mux. Note that the MSB of values 
provided via the data (D) port is not meaningful in this mode. 


Transparent Mode 

(CRe HI). In this mode, the address port is made transparent 
during the entire cycle, rather than only phase one. The transparent 
mode may also be used in conjunction with stopping the clock 
(LO), in which case the entire device behaves asynchronously 
and no updates are written internally. 


Latched Mode 
(CReg LO). In latched mode, output values are enabled during 
phase one and latched at the address (Y) port during phase two. 


Use of the latched mode guarantees that outputs remain stable 
throughout the current cycle regardless of changes at the in- 
struction port. This, in contrast to the transparent mode, in 
which such changes may occur quickly enough to alter the 
output before cycle end. 


Post-Update Mode 

(CRy HI). Addresses are output after the update operation. The 
delay between the start of phase one and output of a valid address 
is extended in this mode to allow for updating. The addresses 
output are equivalent to the values written back into the specified 
address (R) register. In this mode, external data may be brought 
on chip, modified and output—1in a single clock cycle. 


Pre-Update Mode 

(CRy LO). This is the normal update mode in which addresses 
are output over the address (Y) port prior to update operations 
(increment, decrement, offset, shift, and logical)—allowing 
addresses to be generated at maximal speed. Note however, that 
this mode requires two cycles to bring external data on chip, 
modify it, and supply it as an address. 


Conditional AIR Execute Mode 

(CRjo HI). In this mode, a valid CMP flag on looping instructions 
causes the next instruction to be executed from the AIR. The 
MODULO ADDRESSING section highlights a particularly 
valuable use of this mode. 


Note that conditional re-initialization of address registers is 
disabled when using the conditional AIR execute mode. The 
default (ELSE clause) is performed unconditionally whether or 
not the instruction is from the instruction port or the AIR). 


(CRig LO). Conditional AIR execution is disabled. Conditional 
re-initialization is fully operational, contingent upon the re-in- 
itialization mask (CR3_ 0). 


Table IIT summarizes the different ways the CMP status affects 
operation of the AG as a function of the conditional AIR execute 
mode control bit, CR;9, and the re-initialization mask, CR3_o. 


D15 
LS 1410 
CMP/Z Y15 


D15 
MS 1410 


Y15 CMP/Z 


Figure 3. Two-Chip/Double Precision Handshaking 
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HI CMP/Z goes | CMP/Z goes CMP/Z goes 
HI HI; HI; 
R, <I, Next instr. 
executed from 
AIR 





Table Ill. Effect of Compare (CMP) Status for Looping 
Instructions; Note: j=3-0, the Re-Initialization Mask. 


INSTRUCTION SET DESCRIPTION 

The ADSP-1410’s instruction set is partitioned into six groups, 
which are discussed below. First, however, issues spanning 
several instruction groups are discussed. 


Most of the instruction groups contain instructions using one of 
the chip’s six offset (B) registers. Without exception, these 
instructions have just two bits available for selecting the B register. 
Consequently, offset registers are partitioned into two banks. 
The upper/lower bank selection is maintained in the control 
register (CRg) and is set or cleared by dedicated instructions. 
Whenever the “fourth” B register of either bank is specified 

(B3 or Bz), the ALU’s offset source becomes external data (see 
Table IV). 


OFFSET 
SOURCE 


CR, & TWO-BIT 
OFFSET (B) 
REGISTER 


FIELD 


BO 

Bl 

B2 
Data Port* 


B4 

BS 

B6 
Data Port* 





Table IV. Offset Value Structure 


*Explicit use of DSEL is unnecessary when using B; or B, offsets; the offset 
data is sourced from the data bus by default. 


In several instruction groups (see mnemonics and opcodes for 
details), address (R) registers are used. In all cases, asserting the 
DSEL pin allows external data to be substituted for an R value 
as both output and update data. 
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Two instruction groups (looping and logical/shift) both supply 
and update the address. Normally, addresses are supplied prior 
to updating (pre-update). In post-update mode however, the 
addresses are output after the update operation is performed. 
CRg controls this mode of operation. 


For all instructions accessing an offset register, the MS bit of 
the three-bit offset register address (B, of Bbb) is fetched from 
the control register and is programmed by the SELB instruction. 
This is also the case for the YADD and YSUB instructions 
(group 1) as pertains the MS bit.of the four-bit address register 
address (R, of Rrrr), programmed by the SELR instruction. In 
both cases, it is incumbent upon the programmer to ensure the 
appropriate register bank is selected. 


The Y port is only driven on output instructions (mnemonic 
form Yxxx, se MNEMONICS AND OPCODES). Otherwise, 
the Y port defaults to a high-impedance state. 


Instruction Group 1: Looping 

Instructions in the looping group supply the contents of a selected 
address (R) register to the address (Y) port and then overwrite 
the R location with an updated value. 


All instructions in this group generate an internal CMP status 
indicating whether the supplied address has moved to or beyond 
the boundary specified by the compare register. This status may 
be monitored externally via the CMP/Z pin. Internal to the 
chip, the CMP status can i) be ignored, ii) be used to control 
re-initialization of the R register value with a selected I register 
value (e.g., to restart an addressing loop), or iii) control execution 
of an instruction located in the AIR on the next cycle. Individual 
control register bits determine which option is enforced (see 
Control Register). 


YINC Output & Increment/Init. 
Pre-Update Mode: Yt KE; ; 
IF (R,2C)): 
THEN R,~<— I;, 
ELSE R,<—R, +1. 
Post-Update Mode: Y <—R,+1; 
IF (Y=C)): 
THEN R,<— I, 
ELSE R,<—R, +1. 


Output an address (R) register on the address (Y) port and 
compare it to one of the compare (C) registers. If the address is 
less than C;, the R location is simply updated with an incremented 
value. However, if R,=C; , CMP status goes HI and the R 
register is re-initialized with the I; value, provided the initialization 
mask (CR3_ 9) is enabled for I;. Note that other modes of operation 
allow CMP status to be ignored (e.g., the instruction executed is 
simply “Y <— R,; R,~— R,+ 1”) or to cause the AIR instruction 
to execute on the next cycle. 


YDEC Output & Decrement/Init. 
Pre-Update Mode: Y <—R;; 
IF(R,=C)): 
THEN R,<— I, 
ELSE R,<— R,— 1. 
Post-Update Mode: Y <R,-—1 
IF (Y=C)): 
THEN R,<— I; 
ELSE R,<— R,~— 1. 


Same as above except the R value is decremented instead of 
incremented; CMP is valid if the R value is less than or equal to 
the C value. 
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YADD Output & Add Offset/Init. 
Pre-Update Mode: Y <—R;; 
IF (R,=C)): 
THEN R,<— I, 
ELSE R,<—R,, + B,,- 
Post-Update Mode: Y <—R,+B,; 
IF (Y=C)): 
THEN R, <I, 
ELSE R,<—R,,+B,. 


Same as YINC except the R value is summed with the contents 
of a selected offset (B) register. 


The R register bank select bit (CR7) is used in both the YADD 
and YSUB (offset) instructions. 


YSUB Output & Subtract Offset/Init. 
Pre-Update Mode: Y <—R;; 
IF (R,=C)): 
THEN R, <— I, 
ELSE R, <—R,, —B,,. 
Post-Update Mode: Y <—R,—B,; 
IF (YSC)): 
THEN R, <I; 
ELSE R, <—R, ~ By: 


Same as YADD except the selected offset (B) eerster is subtracted 
from the R value. 


Instruction Group 2: Register Transfers 

Instructions in the register transfer group support internal register 
transfers, as well as transfers between internal and external 
registers. Internally, any I or B register may be written directly 
to any R register. Also, any R register may simultaneously be 
output and written directly to a B or C register. For an R-to-R 
transfer, the source R register can first be written to a B register, 
followed by a write of the B register to an R register on the next 
cycle. 


Internal registers are read or written externally via the bi-directional 
data port. There are explicit instructions to read any of these 
registers; however, only the I registers have an explicit Write 
instruction. The R, B, and C registers may be written with 
external data by executing a transfer instruction (YRTR, YRTB, 
and YRTC) and asserting the DSEL pin, substituting the external 
data for the designated R value. 
YRTR Output & Transfer Addr. Reg. to Self 
Y<-R, | 


Outputs selected address (R) register over the address (Y) port. 

When DSEL is asserted, data port values are output and, in the 

same cycle, written into the selected R register. 

YRTB Output & Transfer Addr. Reg. to Si eRe: 
Y~<— R,3B,,< R, 


Outputs selected R register over the Y port and copies it into a 

selected B register. When DSEL is asserted, data port values 

are output and, in the same cycle, written into the selected B 

register. 

YRTC Output & Transfer Addr. Reg. to Comp. Reg. 
Y¥~<- R,3 C, =< R, 


Same as above, except that values are written to a C register. 


DTI Transfer Data Bus to Init. Reg. 
IL<D 


Loads selected I register from data (D) port. 


ITR Transfer Init. Reg. to Addr. Reg. 

R,< I; 
Selected R register is loaded from an I register, allowing a 
microprogram to restart a loop at any time. 


BTR Transfer Base Reg. to Addr. Reg. 
R, <—_ Ban 


Loads an R register from a B register. Once in the R register, 
the B value may be modified and then returned to the B file 
(using a YRTB instruction). Recall, use of B3 or B7 will access 
the data port as the offset source, allowing R registers to be 
initialized directly from the data port. 


RTD Transfer Addr. Reg. to Data Bus 


D<R, 


Supplies selected R register to data (D) port. 
CTD Transfer Comp. Reg. to Data Bus 


Supplies selected C register to data (D) port. 
BTD Transfer Base Reg. to Data Bus 
D <B.,, 


Supplies selected B register to data (D) port. 


‘ITD Transfer Init. Reg. to Data Bus 
D<I 


Supplies selected I register to data (D) port. 


Instruction Group 3: Logical & Shift 
Instructions in the logical/shift group supply a value from a 
selected address (R) register to the address (Y) port and then 
unconditionally overwrite the selected R location with a modified 
version of the output. Modify operations include logical (AND, 
OR, and XOR) and shift (one-bit left/right) operations. All 
instructions in this group affect the ZERO flag, which goes HI 
if the result of the modification is zero. The ZERO flag status is 
available externally over the CMP/Z pin. 
YOR Output & Logical OR to Addr. Reg. 
Y < R,;R, < (R, ORB,,) 


Selected R register is supplied to the address (Y) port; the specified 
R location is then overwritten with the logical OR of the B 
register and original R value. 


YAND Output & Logical AND to Addr. Reg. 


Y<—R,;R,< (R,ANDB,) 


Same as above, except that a logical AND is performed. 


Output & Logical XOR to Addr. Reg. 
Y~< R,;R,~<— (R, XORB,,) 


Same as above, except that a logical XOR is performed. 


YXOR 


YASR Output & Arithmetic Right Shift to Addr. Reg. 


Y <R,;R, < ASR(R,) 


Selected R register is supplied to the address (Y) port; the specified 

R location is then overwritten with the original R value arithmeti- 

cally shifted right (ASR) by one bit (the MSB is repeated). 

YLSL Output & Logical Left Shift to Addr. Reg. 
Y <-R;R, <—LSL(R,) 


Selected R register is supplied to the address (Y) port; the specified 
R location is then overwritten with the original R value logically 
shifted left (LSL) by one bit (the LSB is zero-filled). 


Instruction Group 4: Control Register | 

Instructions in the control register group reset, read, and write 
the entire control register or individual control register bits (see 
Control Register). 


Note the use of “x” and “pp” to denote values supplied within 
the opcode field (see MNEMONICS AND OPCODES). A 
positive logic convention is used throughout. 


RST Reset Control Reg. 
CR~<— 0 


Clears the entire control register (CRi9_9). The RST instruction 

has dedicated decoding logic so that it takes precedence even 

over the second instruction of a conditional AIR sequence. 

DTCR Transfer Data Bus to Control Reg. 
CR <—D 


Writes the entire control register (CRj9_9) from the data port, 

Dyjo-0. 

CRTD Transfer Control Reg. to Data Bus 
D~< CR 


Outputs the entire control register (CRj9_9) over the data port, 
Dio_0- 
SETI Set/Clear Conditional Init. on CMP Flag 
CR; <- x 
Enables conditional re-initialization of an R location, subject to 
CMP status (see Control Register). This instruction loads the x 
value into the control register bit specified by jj. Conditional re- 
initialization of address registers by the C;;/I;; pair is inhibited if 
the corresponding CR;; is cleared. 
SETP Set Chip precision 
CR;_ 4 ~ pp 


Loads a 2-bit code (pp) into control register bits 5 and 4, specifying 
the addressing mode of the device: 

00 = single-precision mode; 

01 =double-precision mode, LS chip (10 if DSEL); 

10 =double-precision mode, MS chip; 

11 =double-precision mode, single-chip. 


If the instruction “SETP, 01” is supplied and the MS chip’s 
DSEL pin is asserted, the CR; _, bits are reversed, i.e., the MS 
chip is loaded with “10”, not “01” (see Precision Modes). This 
is useful if the MS and LS chips share a common instruction 
bus. 
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Set Y Port to Transparent/ Latched Mode 
CR, «<x 


Uses the LS instruction bit to set the address (Y) port to the 
transparent (HI) or latched (LO) mode. This status is maintained 
in control register bit 6. | 


SETY 


Select Upper/Lower Addr. Reg. Bank 
| CR, <x 


SELR_ 


The LS bit of this instruction provides the missing Address (R) 

register select bit required by the YADD and YSUB instructions. 

This selection is maintained in control register bit 7. 

SELB Select Upper/Lower Base Reg. Bank 
‘CR, ~<— x 


The LS bit of this instruction provides the missing B register __ 

select bit required by all instructions utilizing offset (B) registers. 

This selection is maintained in control register bit 8. 

SETU Set Update Mode (Post/Pre) 
CR, ~«— x 


Setting this bit causes the chip to output address values after | 
updating them (post-update mode). The LS bit of this instruction 
determines the value of control register bit 9. 


| Set/Clear Conditional AIR Execute Mode 
CR \y~<— x 


SETA 


Setting this bit causes Looping instructions—conditional on __ 
CMP status being HI—to execute the following instruction from 
the AIR on the next cycle. In this mode, conditional re-initialization 
of R by I on CMP is inhibited. The LS bit of this instruction 
determines the value of control register bit 10. 


Instruction Group 5: AIR Control 

Instructions in the AIR group write and read the Alternate 

Instruction Register (AIR). The AIR may be written or read 

over the data bus in one cycle or written via the instruction port 

in two cycles (see Table I). The instruction contained in the 

AIR is executed whenever the AIR Enable pin is asserted or on 

the next cycle in the conditional AIR execute mode. 

WRA Write AIR with Data Bus 
AIR D 


Write the AIR from the data (D) bus (D5_,)- 
RDA Read AIR at Data Bus 
D< AIR 


Read the AIR over the data (D) bus (Dy _,). 
LDA Load AIR from Instruction Port on Next Cycle 
(Requires DSEL HI) 

AIR<— Instruction Port 


This instruction is the first of a two-cycle sequence that loads 
the AIR via the instruction port. On the cycle following the 
execution of LDA, the instruction at the instruction port is 
loaded into the AIR (and not executed). DSEL must be asserted 
with the LDA instruction (meeting the same setup and hold 
time requirements); otherwise, the AIR is not loaded. In systems 
with multiple ADSP-1410s sharing microcode instructions, this 
feature allows you to select particular devices for AIR loading. 
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Instruction Group 6: Miscellaneous 


YDTY Pass Data Bus to Y Port 
Y<—D 
Data (D) port values are supplied directly to the address (Y) 
port. Note that internal address (R) registers are not affected by 
this instruction. 
YREV Output Addr. Reg. in Bit-Reversed Format 
Y<— YREV(R,); R,<—R,+B,, 


The selected address (R) register is bit reversed at the output 
port. The original (unreversed) R value is added to the selected 
offset (B) register, and written back into the specified R location. 
Condition testing is not performed. Bit reversing affects only 
output data, not register contents. 


NOP No Operation 


Prevents any changes to the internal conditions of the AG. All 
I/O pins go to the three-state disable mode. 


ADDRESS GENERATOR APPLICATIONS 

The ADSP-1410 has a wide range of uses in high-speed digital 
signal processing and general purpose computer applications. In 
particular, this AG can be used in implementing the following: 


Circular Data Buffers 

— FIR filter tapped delay lines 

— Correlator delay lines 

— Image processing delay lines 

— Recirculated data I/O for transient data capture or stimulus 
source 


Memory Management 
— Fast Fourier Transform data and twiddle factors 
— Matrix computations 


Table Look-Ups 
Masking and table address mapping with AND/OR and bit 
reverse capabilities. 


Variable-Width Bit Reversing 

The internal bit-reversing multiplexer of the AG accommodates 
only full, 16-bit addresses (64K FFTs). For smaller FFTs, 
(utilizing a right-justified subset of the 16-bit address field), a 
zero-overhead software approach may be employed. The details 
of this approach may be found in the application note: ‘“Variable- 
Width Bit Reversing with the ADSP-1410 Address Generator”. 
Essentially, the technique is this: an R register is intialized with 
the bit-reversed value of the 16-bit starting address (a “‘pre-re- 
versed” version of the first data point location) and a B register 
with the value Ke2!©—N, where K is the step size between samples 
and N is the order of the FFT. Now, repeated execution of the 
YREV instruction will output the appropriate bit-reversed ad- 
dresses; updating the R register each time. 


Multi-Tasking Operations 
Context switching allowed by large number of on-chip registers 
or by instructions allowing all registers to be saved and restored. 


16-Bit ALU/Accumulator 

By substituting external data for a B register and operating in 
post-update mode, ALU operations can be performed at high 
speed. ALU sources are the external data and any one of sixteen 
internal R registers. Results are stored on-chip in these R registers. 
Two chips may be cascaded for double-precision operations. 


a 


Unclocked (Flow-Through) Applications 
When operating in transparent and post-update modes with the 
DSEL line asserted, the device serves as an unclocked ALU. 


Digital Differential Analyzer 
—~ Sine and cosine generation 
— Graphics/Line drawing 

— Control and guidance 


Modulo Addressing 

Hardware on the ADSP-1410 allows the addressing of circular 
buffers to be implemented without overhead. The Conditional 
re-initialization structure handles the simple case of returning to 
the top of a loop. 


Some applications require robust modulo addressing of a circular 
buffer with an arbitrary starting point, ending point, and increment 
between addresses. To implement true modulo addressing with 
the ADSP-1410, consider a buffer of length L. First, R, is 
initialized with the start address n, B,, is initialized with m, a 
constant increment or step between addresses, and B, is initialized 
with (L —m), to implement a modulo jump to the beginning of 
the buffer. Then a compare register C; is loaded with the value 
(n+ L—2m) for pre-update mode, or the value (n+ L—m) for 
post-update mode. Bit CRj9 of the Control Register is set to 
enable conditional AIR execution. The instruction “YADD R, 
C; Bn” 1s then executed repeatedly, from the instruction port. 
This outputs R,, and updates it (for pre-update mode — or updates 
R, and then outputs it for post-update mode) by summing it 
with the offset B,,. The comparator monitors whether 
R,2(n+L-—2m), for pre-update mode, or R,=(n+L—m), for 
post-update mode. When such an event occurs, the instruction 
in the AIR is executed in the next cycle. This should be the 
negative offset instruction “YSUB R, C; B,” which updates R, 
with a negative offset of (L —m), causing a modulo L jump 
back to the beginning of the buffer. In this fashion, true modulo 
addressing can be implemented for arbitrary buffer boundaries 
and offsets. 


SPECIFICATIONS 

The specification tables contain the electrical and switching 
characteristics of the ADSP-1410. Figure 7 is the accompanying 
timing diagram for the device. 


The clock input to the ADSP-1410 is a single, two-phase clock 
with cycle time: tcy. 


The setup and hold times for the instruction inputs are tygs and 
tyyz, respectively. Input instructions consist ot the 10-bit microcode 
instruction, the DSEL control, and the AIRE control: all of 
which are latched during phase one (clock HI). 


The timing of internal register reads from the data port is specified 
by topp and tpprs. Assuming a data output instruction is executing, 
the data drivers are activated only during phase one (clock HI). 
Therefore, output data becomes valid topp into phase one (clock 
HI) and remains valid for a portion of phase two (clock LO). 
tppris specifies how long into phase two the data drivers take to 
disable. If data outputs are followed by data inputs, tpprs estab- 
lishes the timing required to avoid bus contention. 


If the device is in the transparent mode, the DSEL pin may be 
asserted to open the path between the data port and the address 
port. Assuming data is properly setup on the D port, tra, or 
trap (for pre- or post-update modes, respectively) specifies the 
interval from DSEL assertion to a valid address appearing at the 
Y port. Note that changes on the DSEL pin (or any instruction 
pin) are not recognized during phase one (clock HI). 


Latched Mode Parameters have a Sliding Window 

Output delays for addresses and the CMP/Z flag depend upon 
whether the device is in the pre-update (normal) mode or post-up- 
date mode and upon the use of a latches vs. transparent mode 
of operation. In the latched mode, a “‘sliding window” effect is 
apparent, resulting from the internal Look-Ahead pipeline (see 
Figure 3). The sliding window effect is described to facilitate 


OUTPUT 
tis DELAY tis 


/ ‘ 


a. Minimum Output Delay b. Minimum Setup Time 


Figure 4. Boundary Cases of “Sliding Window” Effect: 
Minimum Output vs. Minimum Setup 


exact calculation of guaranteed Clock-to-Output delays as a 
function of faster or slower instruction setup times. Latched 
mode guaranteed Clock-to-Output delays are given as a min/max 
pair. The user may vary the output delays within these limits by 
adjusting the instruction setup time. 


As the instruction setup time is increased beyond the minimum 
(tys=min[tys]}), the corresponding guaranteed Clock-to-Output 
delay will be reduced (see Figure 3a) toward its minimum value. 
Conversely, as the instruction setup time is reduced toward its 
minimum (trys —» min[tys]), the corresponding Clock-to-Output 
delay will increase (see Figure 3b) toward its maximum value. 


The required instruction setup time for the fastest latched output 
delay is simply the difference between the minimum and maximum 
guaranteed Clock-to-Output specifications plus the minimum 
instruction setup time, e.g., an instruction setup time of |max[t_ an] 
—min[t_an] + min[tys]} is required to realize min[t_anl. 


For intermediate cases (in which neither min/max limits apply), 
output delays may be calculated by subtracting the actual in- 
struction setup time from the sum of the minimum instruction 
setup time and the maximum guaranteed Clock-to-Output 
specifications, as the following example shows (in which 
Usmin = 15ns and 30nsSty ay =35ms): 


Actual Guaranteed Clock-to-Output Delay 
tis (max[t_an] +min[tys] —trs) 


5 n/a Invalid (minimum tys violated) 

10 n/a Invalid (minimum tys violated) 

15 35 Minimum Setup, Maximum Delay 
16 34 Sliding Window Dominant 

17 33 Sliding Window Dominant 

18 32 Sliding Window Dominant 

19 31 Sliding Window Dominant 

20 30 Maximum Usable Setup, Minimum Delay 
25 30 Minimum t; 4, Dominant 

30 30 Minimum t;_ 4, Dominant 

etc. etc. etc. 


Transparent Mode Parameters 

The transparent mode of operation is entirely dissociated from 

clock edges. Hence, the relevant parameters are referenced to 

the instruction becoming valid rather than the clock edge; only 

maximum Valid-instruction-to-Output Delay specifications 

pertain. . 
(continued on page 3-38) 
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SPECIFICATIONS’ 


RECOMMENDED OPERATING CONDITIONS 


& K Grades 


Jj =~ S$ & T Grades? . 
Parameter Min Max Min | Max | Unit 
Vpp_ Supply Voltage 4.75 5.25 4.5 | Vv 
Tamp Ambient Operating Temp. pO | sy eee (ees © 

Test J & K Grades S & T Grades? 
Parameter Conditions Min Max Min Max . Unit 
Vix _HiLevel Input Vole Vop=max mo | [20 | iv 
Vine Clock Input Hi-Level Input Voltage © Vpp = max (30 | | 30 J =] Vv 
Von  Hi-Level Output Voltage Vpp = min, Ion = — 1mA (2.4 [| eS aaa V 
Vo. Lo-Level Output Voltage Vpp = min, Io, = 3mA be. | 0.6 ae xX V 
Iny Hi-Level Input Current Vpp = max, Vin =5V | f wo of tof pA 
In. Lo-Level Input Current Vpp = max, Vij = 0V ae | 10 6] pA 
In; Clocks & Control Inputs _ Vpp = max, Viy=5V uA 
Hi-Level Input Current 
In, Clocks & Control Inputs ~-Vpp=max, Viy=0V pA 
Lo-Level Input Current = 

Iozy Three-State Leakage Current Vpp = max, Vij = max | {so | ——- wA 
Ioz, Three-State Leakage Current Vpp = max, Vin =0 oe ee ee pA 
Ipp Supply Current max clock rate, TTL inputs Rd a | 1000 mA 
ABSOLUTE MAXIMUM RATINGS Jooad’ Gapacitanee. v.64. SAG & & So Bs Ha eed 200pF 
Supply Voltage ...........02.0004 —0.3V to 7V Operating Temperature Range (Ambient) . . —55°C to + 125°C 
Input: Voltage <2... sie ke ee 4 E & Bas —0.3V to Vpp Storage Temperature Range......... — 65°C to + 150°C 
Output Voltage Swing... .......... —0.3V to Vpp Lead Temperature (10 Seconds) ............ 300°C 


CAUTION: 
1. ESD sensitive device. The digital control inputs are zener protected; however, permanent 
damage may occur on unconnected devices subjected to high energy electrostatic fields. 


_ Part Number 


ADSP-1410JN 
ADSP-1410KN 
ADSP-1410JP 
ADSP-1410KP 
ADSP-1410JD 
ADSP-1410KD 
ADSP-1410SD 
ADSP-1410TD 
ADSP-1410SD/+ 
ADSP-1410TD/+ 
ADSP-1410SD/883B 
ADSP-1410TD/883B 


ORDERING INFORMATION 


Temperature Package 
Range Package Outline 
Oto + 70°C 48-Pin Plastic DIP N-48A 
Oto + 70°C 48-Pin Plastic DIP N-48A 
Oto + 70°C 52-Lead PLCC P-52 
Oto + 70°C 52-Lead PLCC P-52 
0 to +70°C 48-Pin Ceramic DIP D-48A 
Oto + 70°C 48-Pin Ceramic DIP D-48A 
—55°Cto + 125°C 1 48-Pin Ceramic DIP D-48A 
—55°Cto +125°C 48-Pin Ceramic DIP D-48A 
—55°Cto + 125°C 48-Pin Ceramic DIP D-48A 
—55°Cto +125°C 1 48-Pin Ceramic DIP D-48A 
—55°Cto + 125°C 1 48-Pin Ceramic DIP D-48A 
—55°Cto + 125°C 1 48-Pin Ceramic DIP D-48A 





Unused devices must be stored in conductive foam or shunts. 


2. Do not insert this device into powered sockets. Remove power before insertion or removal. 






WARNING! 
WS 


ESD SENSITIVE DEVICE 
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SWITCHING CHARACTERISTICS? 


J Grade K Grade S Grade? T Grade” 
Parameter Min Max Min Max Min Max Min Max Unit 
20 15 30 











tx Instruction Setup Time* 20 ns 
try Instruction Hold Time 3 3 ns 
tcy Instruction Cycle Time 90 100 ns 
tips Input Data Setup Time 10 10 ns 
tpy _—: Input Data Hold Time 5 5 ns 
topp Guaranteed Clock-to-Data Delay? aD 30 50 70 40 60 ns 
tpena Output Data Enable Times? 50 25 45 65 35 55 ns 
tpprs Output Data Disable Time 20 20 25 20 ns 


taprs Output Address Disable Time 45 ns 


40 
Latched Mode, 
Guaranteed Clock-to-Output Delays: 
tran  Pre-Update Address Delay’ 35 45 30 35 40 ey 35 45 ns 
tir,  Pre-Update CMP/Z Flag Delay? 
(C = 25pF) 45 55 35 45 60 75 45 60 ns 
trap  Post-Update Address Delay? 35 60 30 50 40 75 35 55 ns 
75 





trrp  Post-Update CMP/Z Flag Delay” . 
(C = 25pF) 45 70 35 55 ns 


60 95 

Transparent Mode, 
Valid-Instruction-to-Output Delays: 
tran  Pre-Update Address Delay 50 45 65 55 ns 
trp,  Pre-Update CMP/Z Flag Delay 

(C=25pF) 65 55 90 70 ns 
trap  Post-Update Address Delay 75 65 95 80 ns 
trrp  Post-Update CMP/Z Flag Delay 

(C=25pF) 90 75 115 95 ns 


Supplemental Parameters for 

Double-Chip/Double-Precision Operation®: 

tcsp _ Valid Instruction-to-Carry/Shift 
Output Delay 55 57 70 55 ns 

tcss  Carry/Shift Input Setup Time 45 40 50 45 ns 

tusp  Carry/Shift Input to Valid MS 55 40 65 55 ns 
Address (Post-Update Only) 

tcap. Walid Instruction to MS CMP/Z ns 
(Compare) Flag Delay 

tcz; Clock High to CMP/Z (Compare) ns 
Invalid Delay 

tczp, Valid Instruction toCMP/Z (Zero) ns 
Flag Delay 

typ _—s Instruction Invalid to CMP/Z (Zero) ns 
Invalid Delay 


NOTES 

*Specification same as J Grade. 

‘All specifications are over the recommended operating conditions. 

2S and T grade parts are available processed and tested in accordance with MIL-STD-883B. The processing and test methods used for S/883B and T/883B 
versions of the ADSP-1410 can be found in Analog Devices’ Military Databook. Alternatively, S and T grade parts are available with high-reliability 
“PLUS” processing as shown in Figure 10. 

Input levels are GND and 3V. Rise times are Sns. Input timing reference levels and output timing reference levels are 1.5V. For capacitive 
loads greater than 100pF, we recommend the use of external buffers. 

“Instruction setups beyond the clock LO period (into the previous cycle) will not be recognized, regardless of latched or transparent mode, as the 
instruction latch is always frozen during clock HI. Also, the clock HI period must always exceed the guaranteed Clock-to-Output/Data delay. 

>Minimum specifications pertain to maximum usable instruction setups, while maximum specifications pertain to absolute minimum instruction setups. 
See discussion of “‘sliding window” under Specifications. 

©The Instruction Cycle Time, tcy, does not apply to DCDP operation. Clock HI and LO relationships for DCDP operation are described in the 
Specifications text under DCDP Parameters: t};; is derived from the tcsp, tcss, tusp, and tys parameters, and the inequality, t_o=tss, must alsohold. lot 


Specifications subject to change without notice. 








Vop Vio 
+1.5V 
aia OUTPUT 
3pF 
= = lon 
Figure 5. Equivalent Figure 6. Equivalent Figure 7. Normal Load 
Input Circuits Output Circuits for AC Measurement 
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(continued from page 3-35) 


Data Output Parameters 

Data output parameters are independent of operating modes. 
Data drivers are asserted only during phase one (clock HI). The 
guaranteed Clock-to-Data Delay is, again, subject to the sliding 
window phenomenon; the min/max specifications pertain to 
maximum usable and absolute minimum instruction setup times, 
respectively. 


Double-Chip/Double-Precision Parameters 

The double-chip/double-precision (DCDP) mode of operation 
utilizes the Y)5; pin to commute the interchip carry/borrow/shift 
information, and Djs, the CMP/Z status (see Figure 2). 


Pre-Update DCDP 
Normally, (as is the case with any pre-update operation) pre-update 
DCDP operations have only to output the previously calculated 
result. However, because the carry/shift output delay is asyn- 
chronous, the clock cycle time becomes a function of how soon 
the instruction is valid; increasing DCDP instruction setups 
decreases the required clock cycle time. 


INSTRUCTION 


INPUT DATA 


OUTPUT DATA 


The carry/shift output delay, tcsp, is referenced to the valid 
instruction, while the carry/shift setup time, tcss, is referenced 
to the clock falling edge. Together, they comprise the minimum 
time required from the valid instruction to the falling edge of 
the clock. Therefore, the sum of the carry/shift I/O operations 
(tesp + tess) less the instruction setup time, tys, defines the 
minimum clock HI period; tyyy=(tcsp + tcss) — trs, as referenced 
in footnote 6 of the switching characteristics table. The clock 
LO duration must accommodate the instruction setup time; 
tLo=Us. 

Post-Update DCDP 

Because post-update DCDP operation of the ADSP-1410 requires 
calculation of the address prior to its output, the additional 
parameter for the MS word output delay, tyysp, is necessary in 
specifying this mode. In post-update DCDP mode, tysp supplants 
tcss for Clock HI determination; tyr=(tcsp + tmsp) mo Lye 


SINGLE-CHIP TIMING PARAMETERS: 
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Figure 8. Timing Diagram 
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Figure 9. Supplemental Parameters for Double-Chip/Double Precision Operation 
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40 


30 





CLOCK TIME — ns 


20 





TYPICAL CURRENT CONSUMPTION - mA 





10ns 100ns 


AMBIENT TEMPERATURE - °C 


ips 10ps 


CLOCK TIME 


Figure 10. Clock Cycle Time vs. Temperature 


Instr. Opcode (I9_o) 


HERMETICITY , ; 
Looping Instructions 


FINE LEAK CONDITION A OR B 
METHOD 1014 


INTERNAL VISUAL INSPECTION 
COMMERCIAL 


GROSS LEAK CONDITION C YINC*}: 1l0llecrrrr 
STAMETHOD 1008 YDEC*}: 1010ccrrrr 
CONDITION C — 24 HRS, 150°C YADD*}: lilccbbirrr 


TEMPERATURE CYCLE 


METHOD Oa Register Transfer Instructions 


CONDITION C — 10 CYCLES Eire nie YRTR*: 00010Irrrr 
160 HRS - 125°C YRTB*: O001llbbrrrr 
AaRROEE YRTC*: 0010ccrrrr 
CONDITION D - 26,000G, Y1 PLANE ITR: 1000iirrrr 
BTR: 0100bbrrrr 
; . : RTD: 000100rrrr 

12. PL P. 
Figure US Processing Environmental Flow CTD: 00001100cc 
BTD: 00001101bb 
ITD: 0000111011 


MNEMONICS AND OPCODES 

The following list gives the instruction mnemonics and opcodes. 
Various parameters are substituted by the user, defining register 
numbers or control bits. The notation convention is this: 


Logical and Shift Instructions 
YOR*t: Olllbbrrrr 
YAND*}: 0110bbrrrr 
YXOR*}: 0101 bbrrrr 


R = _ Address register YASR*}: O00011Irrrr 
B = _ Base (offset) register YLSL*}: 000110rrrr 

c = Compar e register Control Register Instructions 
I = Initialization register RST: 0000000001 
D = Databus — DTCR: 0000101110 
CR = _ Control register CRTD: 0000101111 
rrr =  Four-bit address register number SETI: 0000100iix 
rrr = _ Three-bit address register number SETP: 00001010pp 
bb =  Two-bit base (offset) register number SETY: 000001001x 
cc = Two-bit comparison register number SELR: 000001101x 
il = Two-bit initialization register number SELB: 000001100x 
pp = _ Two-bit precision code SETU: 000001011x 
Xx = One-bit control bit SETA: 000001010x 

*External data may substitute for R using DSEL. AIR Instructions 
tOperable in either pre- or post-update mode. ior raed ; ; ; I a 
LDA: 0000011110 
Misc. Instructions 

YDTY: 0000011111 
YREV*}: 1001 bbrrrr 
NOP: 0000000000 


Figure 11. Typical Ipp vs. Frequency of Operation 


Description 


output & increment/init 
output & decrement/init 
output & add offset/init 
output & subtract offset/init 


output & xfrR toR 
output & xfrR toB 
output & xfr R toC 
xfr Dtol 

xfrItoR 

xfrBtoR 

xfrR to D 

xfrC to D 

xfr B to D 

xfrI to D 


output & OR B with/toR 
output & AND B with/toR 
output & XOR B with/toR 
output &arithSRRtoR 
output & logical SLR toR 


reset CR 

xfr DtoCR 

xfr CR to D 

set cond re-initon CMP mode 
set chip precision 

set Y port to trans/latched mode 
select upper/lower R bank 
select upper/lower B bank 

set post/pre update mode 

set cond AIR mode 


write AIR with D 
read AIR at D 
load AIR on next cycle 


pass D to Y port 
output R in bit-reverse format 
no operation 
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ADSP-1410 PIN CONFIGURATIONS 


DIP : | — 
D-48A ; : PLCC 
N-48A /  P-52 





fein. | Function | pin | FUNCTION PIN | FUNCTION| PIN | FUNCTION 
i4 a8 5 «| so82 15 





OONAOBRWNH = 


1 
2 
3 
4 
5 
6 
7 
8 
9 
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4-2 FLOATING-POINT COMPONENTS 


Since the introduction of our first floating-point chips in 1984, 
Analog Devices has been an innovative leader in supplying fast, 
fi.ating-point processors. We now produce three floating-point 
chipsets (each consisting of a multiplier and an ALU), with a 
fourth chipset (the ADSP-3212 & ADSP-3222) being introduced 
as this catalog appears. All parts implement the IEEE Standard 
754 for Binary Floating-Point Arithmetic; the next generation 
also supports DEC formats F and G. All deliver the highest 
performance in throughput and latency with the advantages of 
CMOS processing. Our introduction of a fast multiported register 
file (the ADSP-3128) provides local high-speed memory to enable 
the system to maximize computational throughput and provide 
operand transfer flexibility. The register file and floating-point 
chips are supported by our Word-Slice family for microcode 
processors; see Chapter 3. 


The floating-point processors provide tradeoffs in performance, 
price and precision. All attain high pipelined throughput while 

minimizing latency with only one internal pipeline register. The 
key advantages of each particular chipset are summarized below 
and in the Selection Guide on the following page. 


ADSP-3210 & ADSP-3211 DOUBLE-PRECISION 
MULTIPLIERS 

ADSP-3220 & ADSP-3221 DOUBLE-PRECISION ALUs 
These chips process operations on three data formats: 32-bit 
IEEE single-precision, 32-bit fixed-point and 64-bit IEEE double- 
precision. There are two multipliers and two ALUs in this 
group; either ALU can be used with either multiplier. 


ADSP-3210/ADS P-3211 Floating-Point Multipliers 

The ADSP-3211 is a three-port multiplier with an I/O structure 
identical to the ADSP-3220/ADSP-3221. Throughput for the 
ADSP-3211LG is 20 MFLOPS single-precision, 5 MFLOPS 
double-precision and 20 MIPS fixed-point. The ADSP-3211 
operates directly on both twos-complement, unsigned-magnitude 
and mixed-mode fixed-point numbers. The ADSP-3210 offers 
the capability to conserve on-board space and cost with a two-port 
structure while still maintaining full pipelined throughput. 
Throughput with the ADSP-3210 reaches 16.6 MFLOPS single- 
precision, 4 MFLOPS double-precision and 16.6 MIPS fixed- 
point. The ADSP-3210’s fixed-point computations are twos- 
complement only. 


Introduction 


ADS P-3220/ADS P-3221 Floating-Point ALUs 

The ADSP-3221 is a three-port ALU attaining throughput of 10 
MFLOPS single-precision, 10 MFLOPS double-precision and 
10 MIPS fixed-point. The ADSP-3221, pin-compatible with the 
ADSP-3220, also has the capability to compute (completely on- 
chip) the IEEE exact division and square root functions. The 
ADSP-3220 ALU, also with a three-port structure, attains 10 
MFLOPS/MIPS throughput for all three data formats but does 
not provide division and square root functions. 


ADSP-3201/ADSP-3202 SINGLE-PRECISION FLOATING- 
POINT PRODUCTS 

The ADSP-3201 Floating-Point Multiplier and the ADSP-3202 
Floating-Point ALU offer the capability to build a high- 
performance, single-precision only system at minimum cost. 
Both chips offer the same three-port structure as the ADSP-3211/ 
ADSP-3221 and both process 32-bit floating-point and 32-bit 
fixed-point numbers. The chips reach 1OMHz throughput for 
single and fixed-point operations. The compatibility of the single- 
precision parts with the ADSP-3211 and ADSP-3221 provides 
an upgrade path to double-precision. 


ADSP-3128 MULTIPORT REGISTER FILE 

This 128 x 16 or 64 X 32 register file provides high-speed local 
storage for the floating-point components, while also providing 
flexibility in operand data transfers with its five-port structure. 
The register file is fast enough to provide full computational 
throughput rates for all our 1.5m floating-point parts. One 
bidirectional port provides an interface with another processor 
or external system. The ADSP-3128 contains on-chip the latches 
for a multitude of system interfacing requirements without 
external glue logic. On-chip multiplexers automatically sequence 
double-precision data transfers. 


ADSP-3212 MULTIPLIER & ADSP-3222 ALU 
FLOATING-POINT CHIPSET 

These next generation, 1.0m CMOS upgrades to the ADSP-3211 
and ADSP-3221 build on their key features: full IEEE 754 
Arithmetic, only one internal pipeline register, low power CMOS 
technology and MIL-STD-883B processing. The advanced CMOS 
processing used yields a throughput of 40 MFLOPS. Because of 
minimal pipelining, latency is about 150ns. Exact division is 
computed at a 300ns (single-precision) or 600ns (double-precision) 
rate. Exact square root is also supported. At press time, these 
products had just been introduced; consult your Sales Office for 
the current data sheet and specifications. 
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Selection Guide 





FLOATING POINT COMPONENTS 





IEEE Exact IEEE Exact 
Pipelined Throughput (ns) Latency (ns) Divide (js) Square Root (js) 
Number Single Double 32-Bit Single Double 32Bit Single Double Single Double 
Part Grade| ofPorts | Precision Precision Fixed | Precision Precision Fixed | Precision Precision | Precision Precision 
L 3 
ADSP-3211 K 3 
Multiplier J 3 
U 3 
T 3 
S 3 
L 2 
ADSP-3210 K 2 
Multiplier J 2 
U 2 
T Z 
S 2 
K 3 1.6 3 2.9 5.8 
ADSP-3221 J 3 2 3.75 3.63 7.25 
ALU T 3 2 3.75 3.63 7.25 
S 3 | 4.35 8.7 
K 3 
ADSP-3220 | J 3 
ALU T 3 
| S 3 
ADSP-3201 K 3 
Single- J 3 
Precision | T 3 
Multiplier S 3 
ADSP-3202 K 3 2.9 
Single- J 3 3.63 
Precision | ab 3 3.63 
ALU S 3 4.35 
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ANALOG 
DEVICES 








FEATURES 
Complete Chipsets Implementing Floating-Point 
Arithmetic: Two Multiplier Options and 
Two ALU Options 
Fully Compatible with IEEE Standard 754 
Arithmetic Operations on Four Data Formats: 
32-Bit Single-Precision Floating-Point 
64-Bit Double-Precision Floating-Point 
32-Bit Twos-Complement Fixed-Point 
32-Bit Unsigned Fixed-Point 
Only One Internal Pipeline Stage 
High-Speed Pipelined Throughput 
Single-Precision and Fixed-Point Multiplication 
Rates to 20 MFLOPS 
Double-Precision Multiplication Rates to 
5 MFLOPS 
Single-, Double-, and Fixed-Point 
ALU Rates to 10 MFLOPS 
Low Latency for Scalar Operations 
140ns for 32-Bit Multiplier Operations 
315ns for 64-Bit Multiplier Operations 
240ns for 32-Bit ALU Operations 
290ns for 64-Bit ALU Operations 
lEEE Divide and Square Root (ADSP-3221 ALU) 
Flexible I/O Structures: 
ADSP-3211/3220/3221: Either One or Two 
Input-Port Configuration Modes 
ADSP-3210: One Input Port 
750mW Max Power Dissipation per Chip with 
1.54m CMOS Technology 
100-Lead Pin Grid Array (ADSP-3210 Multiplier) 
144-Lead Pin Grid Array (ADSP-3211/3220/3221) 
Available Specified to MIL-STD-883, Class B 


APPLICATIONS 

High-Performance Digital Signal Processing 
Engineering Workstations 

Floating-Point Accelerators 

Array Processors 

Mini-supercomputers 

RISC Processors 


GENERAL DESCRIPTION 

The ADSP-3210/3211 Floating-Point Multipliers and the 
ADSP-3220/3221 Floating-Point ALUs are high-speed, low-power 
arithmetic processors conforming to IEEE Standard 754. A 
chipset consisting of either Multiplier used with either ALU 
contains the basic computational elements for implementing a 
high-speed numeric processor. Operations are supported on four 
data formats: 32-bit IEEE single-precision floating-point, 64-bit 
IEEE double-precision floating-point, 32-bit twos-complement 
fixed-point, and 32-bit unsigned-magnitude fixed-point. 


Word-Slice is a trademark of Analog Devices, Inc. 


64-Bit IEEE Floating-Point Chipsets 


ADSP-3210/3211/3220/3221 


nucrocode 
memory 
addess 


Microcode Memory 


nucrocode :nstruction 


ADSP-1401 
Program 
Sequencer 


ADSP-1410 
Address Generator 


ADSP-3128 
Five-Port 
Register Files 


ADSP-3220/3221 


Multipliers 


Floating-Point 
ALUs 2 
ADSP-3210/3211 2 
Floating-Point 


Data Bus 





Word-Slice™ Microcoded System 
with ADSP-3210/321 1/3220/3221 





The high throughput of these CMOS chips is achieved with 
only a single level of internal pipelining, greatly simplifying 
program development. Theoretical MFLOPS rates are much 
easier to approach in actual systems with this chip architecture 
than with alternative, more heavily pipelined chipsets. Also, the 
minimal internal pipelining in the ADSP-3210/3211/3220/3221 


results in very low latency, important in scalar processing: and in 
algorithms with data dependencies. ‘To further reduce latency, 
input registers can be read into the chips internal computational 
circuits at the rising edge that loads them: from the input port 


(formerly called direct operand feed). 


In conforming to IEEE Standard 754, these chips assure complete 
software portability for computational algorithms adhering to 
the Standard. All four rounding modes are supported for all 
floating-point data formats and conversions. Five IEEE exception 
conditions — overflow, underflow, invalid operation, inexact 
result, and division by zero — are available externally on status 
pins. The IEEE gradual underflow provisions are also supported, 
with special instructions for handling denormals. Alternatively, 
each chip offers a FAST mode which sets results less than the 
smallest IEEE normalized values to zero, thereby eliminating 
underflow exception handling when full conformance to the 
Standard is not essential. 


The instruction sets of the ADSP-3210/3211/3220/3221 are oriented 
to system-level implementations of function calculations. Specific 
instructions are included to facilitate such operations as floating- 
point division and square root, table lookup, quadrant normali- 
zation for trig functions, extended-precision integer operations, 
logical operations, and conversions between all data formats. 


The ADSP-3210 Floating-Point Multiplier is a one input- and 
one output-port device with four input registers. The ADSP-3211 
Floating-Point Multiplier adds a second input port and doubles 
the number of input registers to eight. It executes all ADSP-3210 
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operations. The ADSP-3210 supports 32-bit twos-complement 
fixed-point multiplications. The ADSP-3211 adds support for 
unsigned-magnitude and mixed-mode integer. multiplications. 
Finally, the ADSP-3211 adds a HOLD control that prevents the 
updating of the output data and status registers. 


The ADSP-3220 and ADSP-3221 Floating-Point ALUs differ | 
only in that the ADSP-3221’s instruction set is extended to 





include exact IEEE floating-point division and square root oper- 


ations. The ADSP-3221 is pin-compatible with the ADSP-3220. 
Both ALUs are three-port, 144-lead devices with eight input 
registers. 


The ADSP-3210/3211/3220/3221 chipset is fabricated in double- | 


metal 1.5um CMOS. Each chip consumes 750mW maximum, 


significantly less than comparable bipolar solutions. The differ-' 
ential between the chipset’s junction temperature and the ambient 
temperature stays small because of this low power dissipation. .. 


- Thus, the ADSP-3210/3211/3220/3221 can be safely specified for j 
_ Operation at environmental temperatures over its extended tem- 


perature range (— 55°C to + 125°C ambient). 


The ADSP-3210/3211/3220/3221 are available for both commercial 
and extended temperature ranges. Extended temperature range 
parts are available with optional high-reliability processing 
(““PLUS” parts, see Figure 37) or processed fully to MIL-STD- 
883, Class B. The ADSP-3210 Multiplier is packaged in a ceramic 
100-lead pin grid array. The ADSP-3211, -3220, and -3221 are 
packaged in a ceramic 144-lead pin grid array. 
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FUNCTIONAL DESCRIPTION OVERVIEW 

The ADSP-3210/3211/3220/3221 share a common architecture 
(Figure 1) in which all input data is loaded to a set of input 
registers with both rising and falling clock edges. (Note that the 
ADSP 3210, however, has a single input port.) These registers 
can be read to the chip’s computational circuitry as they are 
loaded on a rising edge. At the end of first processing clock 
cycle, partial results and most controls are clocked into a set of 
internal pipeline registers. In most cases, only a second clock 
cycle is required to conclude processing. (The exceptions are 
division, square root, and double-precision multiplication.) At 
the end of this second processing cycle, results are clocked into 
an output register. The contents of the output register can then 
be driven off chip. An output multiplexer allows driving both 
halves of a 64-bit double-precision result off chip through the 
32-bit output port in one output cycle. 





Figure 1. ADSP-3210/321 1/3220/3221 Generic Architecture 


Because all input and output data is internally registered and 
because of the single level of internal pipeline registers, operations 
can be overlapped for high levels of pipelined throughput. 
Figure 2 illustrates a typical sequence of pipelined operations. 
Note cycle #4 of Figure 2 after the data transfer and internal 
pipelines are full. While the final A results of the first operation 
are being driven off chip, B processing can be concluding at the 
second stage, C processing beginning at the first stage, and D 
data loading to the input registers. 


All three-port members of this chipset can be configured for 
two-port operations, thereby reducing system busing require- 
ments. However configured, the ADSP-3210/3211/3220/3221 
can load data on rising edges of the clock and on falling edges 
of the clock, subject to constraints described in ““Method of 
Operation.” The port configuration chosen determines which 
registers load data on which edges. All input registers have their 
own independent load selection controls, allowing the same data 
to be loaded to multiple registers simultaneously. 


A set of read selection multiplexers feeds input data from the 
input registers to the computational circuitry. These muxes can 
select data that was just loaded at the clocks rising edge (“direct 
operand feed’’), if desired, with no throughput or cycle-time 
penalty. 

All control signals need only be supplied to the chips at their 


cycle rate. This approach avoids requiring that the sequencing 
control cycle time be faster than the chipset’s major processing 





cycle rate. Less expensive microcode memory can therefore be 
used. For this reason, load selection controls for registers to be 
loaded on the clocks falling edge need only be valid at the previous 
rising edge. (The designer may choose to supply the asynchronous 
output multiplexer and tristate controls at a higher rate, 
however. ) 


The ADSP-3210/3211/3220/3221 fully supports the gradual 
underflow provisions of IEEE Standard 754 for floating-point 
arithmetic. The Floating-Point ALUs can operate directly on 
both normals and denormals, except in division and square root. 
The Floating-Point Multipliers operate on normals but cannot 
operate on denormals directly. Denormals must first be “‘wrapped”’ 
by an ALU to a format readable by a Multiplier. Several flags 
are available for detecting and handling exceptions caused by 
loading a denormal to Floating-Point Multiplier. Information 
about rounding and inexact results generated by the Multipliers 
is needed by the ALUs to produce results in conformance to 
Standard 754. All ADSP-3210/3211/3220/3221 chips include a 
“FAST” control that flushes all denormalized results to zero, 
avoiding the system delays of IEEE exception processing for 
gradual underflow. 


All status output flags except denormal detection are registered 
at the output in parallel with their associated results. The asyn- 
chronous denormal flag allows an early detection of a denormalized 
number loaded to Floating-Point Multipher, speeding exception 
processing. 
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Figure 2. Typical Pipelining with the ADSP-3210/3211/3220/ 


3271 


FLOATING-POINT COMPONENTS 4-7 


PIN DEFINITIONS AND FUNCTIONAL BLOCK 
DIAGRAMS 

All control pins are active HI (positive true logic naming con- 
vention), except RESET and HOLD. Some controls are registered 
at the clocks rising edge (REG), other controls are latched in 
clock HI and transparent in clock LO (LAT), and others are 
asynchronous (ASYN). — . 








ADSP-3210 Floating-Point Multiplier Pin List 


PINNAME DESCRIPTION TYPE PINNAME DESCRIPTION 

Data Pins 

DIN3)_0 32-Bit Data Input RND1 Rounding Mode Control 1 
DOUT3})_9 32-Bit Data Output FAST Fast Mode 


Control Pins 
RESET Reset ASYN 





SELAO Load Selection for AO LAT OEN Output Data Enable 
SELA]1 Load Selection for Al LAT Status Out 
SELBO Load Selection for BO LAT INEXO Inexact Result 
SELB] Load Selection for B1] LAT OVRFLO Overflowed Result 
RDAO Register Ax Read Selection Control 0 REG UNDFLO Underflowed Result 
RDBO Register Bx Read Selection Control 0 REG INVALOP Invalid Operation 
WRAPA Wrapped Contents in Register Ax REG DENORM Denormal Output 
WRAPB Wrapped Contents 1n Register Bx REG RNDCARO ~ Round Carry Propagation Out 
ABSA Read Absolute Value of Ax REG Niscellancous 
ABSB - Read Absolute Value of Bx REG CLK Clock Input 
a: Single-Pr Selon Mode | REG Vpp + 5V Power Supply (Three Lines) 
) Double -brecision: Mode REG GND Ground Supply (Three Lines) 
RNDO Rounding Mode Control 0 REG 
CLK Vpp_j GND DIN 4.9 Controls 


32 


32 32 








Exponent A 


Ai 


54 


32 x 32 PARALLEL MULTIPLIER ARRAY 
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Y PIPELINE REGISTER Y PIPELINE REGISTER CONTROL PIPELINE REGISTER 


64 


EXPONENT ROUNDING & FAST. RNDO:1 
CIRCUITRY EXCEPTION PROCESSING 
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11 54 
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64 
SHLP 


FIXED-POINT 1-BIT LEFT SHIFT 


64 
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STATUS » OUTPUT REGISTER 
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MSWSEL 
OUTPUT MUX 
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Figure 3. ADSP-3210 Functional Block Diagram 
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SHLP Shift Left Fixed-Point Product 
MSWSEL Select MSW of Output Register 


TYPE 


REG 
REG 
REG 


ASYN 


ASYN 


eee 


ADSP-3211 Floating-Point Multiplier Pin List 








PINNAME DESCRIPTION TYPE PINNAME DESCRIPTION TYPE 
Data Pins 

AIN3;_9 32-Bit Data Input TCB Twos-Complement Integer in REG 
BIN3)_6 32-Bit Data Input Register Bx 

DOUT3}_0 32-Bit Data Output ABSA Read Absolute Value of Ax REG 
Control Pins ABSB Read Absolute Value of Bx REG 
RESET Recct ASYN SP Single-Precision Mode REG 
HOLD Hold Control ASYN DP Double-Precision Mode REG 
IPORTO Input Port Configuration Control 0 ASYN RNDO Rounding Mode Control 0 REG 
IPORT1 Input Port Configuration Control 1 ASYN RNDI Rounding Mode Control 1 REG 
SELAO Load Selection for AO LAT FAST Fast Mode REG 
SELAI Load Selection for Al LAT SHLP Shift Left Fixed-Point Product REG 
SELA2 Load Selection for A2 LAT MSWSEL Select MSW of Output Register ASYN 
SELA3 Load Selection for A3 LAT —G8N vutpun Dal enable a 
SELBO Load Selection for BO LAT Status Out 

SELB1 Load Selection for B1 LAT INEXO Inexact Result 

SELB2 Load Selection for B2 LAT OVRFLO Overflowed Result 

SELB3 Load Selection for B3 LAT UNDFLO Underflowed Result 

RDAO Register Ax Read Selection Control 0 REG INVALOP Invalid Operation 

RDA] Register Ax Read Selection Control 1 REG DENORM Denormal Output 

RDBO Register Bx Read Selection Control 0 REG RNDCARO _ Round Carry Propagation Out 

RDB1 Register Bx Read Selection Control 1 REG Miscellaneous 

WRAPA Wrapped Contents in Register Ax REG CLK Clock Input 

WRAPB Wrapped Contents in Register Bx REG Vas +5V Power Supply (Four Lines) 

TCA Twos-Complement Integer in REG GND Ground Supply (Seven Lines) 


Register Ax 
CLK AIN 5 BIN , Vop GND Controls 
32 Y t 
PORT CONFIGURATION PORT CONFIGURATION 
IPORTO:1 


oo 32 32 





CLK T- | T-Latch | 


SELB3 SELA B0:3 
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REGISTER Ax READ | REGISTER Ax READ SELECTION MUX | MUX | REGISTER Bx READ SELECTION MUX | Bx READ SELECTION MUX RDB0:1 
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Figure 4. ADSP-3211 Functional Block Diagram 
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ADSP-3220 and -3221 Floating-Point ALUs Pin List 





PINNAME DESCRIPTION — TYPE PINNAME DESCRIPTION 

Data Pins ae 

AIN3}_0 32-Bit Data Input . ABSB Read Absolute Value of Bx 
BIN3)_0 32-Bit Data Input | 13 ALU Instruction 
DOUT3}_9 32-Bit Data Output RNDO Rounding Mode Control 0 
Control Pins RNDI Rounding Mode Control 1 
RESET Reset ASYN ‘FAST Fast Mode _ 
IPORTO Input Port Configuration Control 0 ASYN MSWSEL Select MSW of Output Register 
IPORT1 Input Port Configuration Control 1 ASYN OEN Output Data Enable 

SELAO Load Selection for AO LAT Status In 

SELAI Load Selection for Al LAT INEXIN Inexact Data In . 
SELA2 Load Selection for A2 LAT RNDCARI Round Carry Propagation Ia 
SELA3 Load Selection for A3 | LAT Status Out 

SELBO Load Selection for BO LAT INEXO Inexact Result 

SELB1 Load Selection for B1 LAT OVRFLO Overflowed Result 

SELB2 Load Selection for B2 LAT UNDFLO Underflowed Result 

SELB3 Load Selection for B3 LAT INVALOP Invalid Operation 

RDAO Register Ax Read Selection Control 0 REG Miscellaneous 

RDAI Register Ax Read Selection Control 1 REG CLK Clock Input 

RDBO Register Bx Read Selection Control 0 REG Vpp +.5V Power Supply (Four Lines) 
RDBI1 Register Bx Read Selection Contro! 1 REG GND Ground Supply (Four Lines) 


ABSA Read Absolute Value of Ax REG 


BIN 


PORT CONFIGURATION PORT CONFIGURATION | _!PORTO:1 


32 32 4 32 
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Figure 5. ADSP-3220/3221 Functional Block Diagram 
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31-0 Controls 


CLK V GND 
DO AIN 54.0 
4 | 4 32 32 33 


TYPE 


REG 
REG 
REG 
REG 
REG 
ASYN 
ASYN 


REG 
REG 


METHOD OF OPERATION 


DATA FORMATS 

The ADSP-3210/3211/3220/3221 chipset supports both single- 
and double-precision floating-point data formats and operations 
as defined in IEEE Standard 754-1985. 32-bit twos-complement 
fixed-point data formats and operations are also supported by all 
four chips. 32-bit unsigned-magnitude data formats and operations 
are supported by the ADSP-3211 Multiplier and both ALUs. 
The ADSP-3210 Multipliers can perform fixed-point multiplica- 
tion only on twos-complement numbers. All four chips operate 
directly on 32-bit fixed-point data. (No time-consuming conver- 
sions to and from floating-point formats are required. ) 


Single-Precision Floating-Point Data Format 
IEEE Standard 754 specifies a 32-bit single-precision floating-point 
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Binary Point 
Figure 6. Single-Precision Floating-Point Format 


format, which consists of a sign bit s, a 24-bit significand, and 
an 8-bit unsigned-magnitude exponent e. For normalized numbers, 
this significand consists of a 23-bit fraction f and a “‘hidden’’ bit 
of 1 that is implicitly presumed to precede f22 in the significand. 
The binary point is presumed to lie between this hidden bit and 
f2. . The least significant bit of the fraction is fp; the LSB of the 
exponent is €9. The hidden bit effectively increases the precision 
of the floating-point significand to 24 bits from the 23 bits actually 
stored in the data format. It also insures that the significand of 
any number in the IEEE normalized-number format is always 
greater than or equal to | and less than 2. 


The unsigned exponent e for normals can range between 1Se=254 
in the single-precision format. This exponent is biased by + 127 
in the single-precision format. This means that to calculate the 
“true” unbiased exponent, 127 must be subtracted from e. 
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The IEEE Standard also provides for several special data types. 
In the single-precision floating-point format, an exponent value 
of 255 (all ones) with a non-zero fraction is a not-a-number 
(NAN). NANSs are usually used as flags for data flow control, 
for the values of uninitialized variables, and for the results of 
invalid operations such as 0 « ~. Infinity is represented as an 
exponent of 255 and a zero fraction. Note that because the 
fraction js signed, both positive and negative INF can be 
represented. 


The IEEE Standard requires the support of denormalized data 
formats and operations. A denormalized number, or “‘denormal,”’ 
is a number with a magnitude less than the minimum normalized 
(‘normal’) number in the IEEE format. Denormals have a zero 
exponent and a non-zero fraction. Denormals have no hidden 
“one’’ bit. (Equivalently, the hidden bit of a denormal is zero.) 
The unbiased (true) value of a denormal’s exponent is — 126 in 
the single-precision format, i.e., one minus the exponent bias. 
Note that because denormals are not required to have a significant 
leading one bit, the precision of a denormals significand can be 
as little as one bit for the minimum representable denormal. 


ZERO is represented by a zero exponent and a zero fraction. As 
with INF, both positive ZERO and negative ZERO can be 
represented. 


The IEEE single-precision floating-point data types and their 
interpretations are summarized in Table I. 


The ADSP-3210/3211/3220/3221 chipset also supports two data 
types not included in the IEEE Standard, “‘wrapped”’ and ‘‘un- 
normal.” These data types are necessitated by the fact that the 
ADSP-3210/3211 Multipliers and the ADSP-3221 ALU (during 
division and square root) do not operate directly on denormals. 
(To do so, they would need shifting hardware that would slow 
them significantly.) Denormal operands must first be translated 
by an ADSP-3220/3221 ALU to wrapped numbers to be readable 
by a Multiplier. Wrapped and unnormal Multiplier products 
must also be unwrapped by an ALU before an ALU can operate 
on these results in general. (See ‘“Gradual Underflow and IEEE 
Exceptions.”’) 
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Table |. Single-Precision Floating-Point Data Types and 


Interpretations 
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Table Il. Single-Precision Floating-Point Range Limits 


The interpretation of wrapped numbers differs from normals 
only in that the exponent is treated as a twos-complement number. 
Single-precision wrapped numbers have a hidden bit of one and 
an exponent bias of + 127. All single-precision denormals can 
be mapped onto wrapped numbers where the exponent e ranges 
between — 22<e<0. WRAPA and WRAPB controls on the 
ADSP-3210/3211 tell the Multiplier to interpret a data value as 
a wrapped number. 


The ranges of the various single-precision floating-point data 
formats supported by the ADSP-3210/3211/3220/3221 are sum- 
marized in Table II. . 


The multiplication of two wrapped numbers can produce a 
number smaller than can be represented as a wrapped number. 
Such numbers are called “‘unnormals”. Unnormals are interpreted 
exactly as are wrapped numbers. They differ only in the range 
of their exponents, which fall between — 171<e — 23 for single- 
precision unnormals. The smallest unnormal is the result of 
multuplying WRAP.MIN by itself. Unnormals, because they 

are smaller than DRNM.MIN; generally unwrap to ZERO. 
(UNRM.MAX can unwrap to DRNM.MIN, depending on 
rounding mode.) 


SAE NONE 








Double-Precision Floating-Point Data Format 
IEEE Standard 754 specifies a 64-bit double-precision floating 
point format: 
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Binary Point 
Figure 7. Double-Precision Floating-Point Format 


The key differences with the single-precision format are that the 
exponent e is now 1] bits in length and the fraction fis now 52 
bits in length, yielding a 53-bit significand for double-precision 
normals. Double-precision, like single-precision, has an implicit 
hidden bit, in this case the hidden bit precedes f;,;. The binary 
point comes between the hidden bit and f;,. The exponent bias 
for double-precision floating-point normals is + 1023 (2046~2). 


In other respects, IEEE double-precision floating-point is exactly 
analogous to single-precision, with the same data types whose 
values can be summarized in Table III. 
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Table Ill. Double-Precision Floating-Point hadi Types and 
Interpretations 
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The unbiased value of a denormal’s exponent is — 1022 for 
double-precision denormals, i.e. one minus the bias. Because of 
the extended width of the double-precision fraction, the exponent 
of double-precision wrapped numbers can range from —51<e<0. 
The exponent of unnormals can range from — 1125<es — 52. 
Again, the smallest unnormal is the result of multiplying the 
smallest wrapped number by itself. 


The ranges for the various double-precision data types are sum- 
marized in Table IV. 
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Table lV. Double-Precision Floating-Point Range Limits 


Supported Floating-Point Data Types The 32-bit twos-complement data format for Multiplier inputs 
The direct floating-point data types support provided by the and ALU inputs and outputs is: 
members of this chipset can be summarized: 
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; dt a _ Figure 9. 32-Bit Twos-Complement Fixed-Point Data 
ADSP-3210/3211 ADSP-3220/3221 Format 
Floating-Point Floating-Point 
Multipliers ALUs - see os ae 
The MSB is i3,, which is also the sign bit; the LSB is iy. Note 
dt J that the sign bit is negatively weighted in twos-complement 
c format. The position of the binary point for fixed-point data is 
Wrappeds Le ee P represented here in full generality by the integer k. Integers 
Unnormals Wrappeds 3 (binary point right of bit position 0) are represented when k=0; 
| Unnormals* signed fractional numbers (binary point between bit positions 31 


and 30) are represented when k= — 31. The value of k is for 
user interpretation only and in general does not affect the operation 
for unwrapping only . : ‘ 
from wrapping and division of the chips. The only exceptions are the ALU conversion oper- 
from division ations from floating-point to fixed-point. For these operations, 
the destination format is presumed to be twos-complement 
integers, i.e., k=0. 


The ADSP-3210/3211 Multipliers produce a 64-bit product at 
their Output Registers. The ADSP-3210/3211 will produce 
results in the format of Figure 10 at the DOUT port if the Shift 
Left Fixed-Point Product (SHLP) control (described below in 
“Output Control’) is LO: 


for unwrapping, division, and square root 


NS 


Figure 8. Data Types Directly Supported by the ADSP-3210/ 
3211/3220/3221 


Not every member of the ADSP-3210/3211/3220/3221 chipset 
supports all the data types described above directly. See the 
section below, “Gradual Underflow and IEEE Exceptions” for a 
full description of how the chips work together to implement 
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32-Bit Fixed-Point Data Formats Men ee Wi — 
The ADSP-3211/3220/3221 chipset supports two 32-bit fixed-point a ee 
formats: twos-complement and unsigned-magnitude. The ADSP- Most Significant Product Least Significant Product 
3210 Multiplier supports twos-complement only. With the ALUs, 


the output data format is identical with the input data format, Figure 10. 64-Bit Twos-Complement Fixed-Point Data 


1.e., 32-bits wide. In contrast, the Multipliers produce a 64-bit Format at Multiplier Output Register with SHLP LO 
product from two 32-bit inputs. 
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The weighting of the product bits is given by the integer r. 
When ka, represents the weighting of operand A and kg the 
weighting of operand B, then r=ka+kg. 


When HI, the SHLP control shifts all bits left one position as 
they are loaded to the Output ene The results will then be 
in the format: 
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Most Significant Product Least Significant Product 


Figure 11. 64-Bit Twos-Complement Fixed-Point Data 
Format at Multiplier Output Register with SHLP HI 


The LSB becomes zero and ig moves into the sign bit position. 
Normally ig3 and i¢2 will be identical in twos-complement products. 
(The only exception is full-scale negative multiplied by itself.) 
Hence, a one-bit left-shift normally removes a redundant sign 
bit, thereby increasing the precision of the Most Significant 
Product. Also, if the fixed-point data format is fractional (k= — 31 
in Figure 9), then a single-bit left-shift will renormalize the 
MSP to a fractional format (because r = 2¢k = 2°( — 31) = — 62). 


For unsigned-magnitude data formats, inputs to the ADSP-3211 
Multiplicr and inputs and outputs for both ALUs will be 32-bits 
wide. The 32-bit unsigned-magnitude data format is: 
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Figure 12. 32-Bit Unsigned-Magnitude Fixed-Point Data 
Format. 


Again, the position of the binary point for fixed-point data is 
represented here in full generality by the integer k. Integers 
(binary point right of bit position 0) are represented when k=0; 
unsigned fractional numbers (binary point left of bit position 
31) are represented when k= 32. The value of k is for user 
interpretation only and, except for conversions to fixed-point, 
does not affect the operation of the chips. 


The ADSP-3211 Multiplier discriminates twos-complement 
from unsigned-magnitude inputs with TCA and TCB controls 
(see ‘‘Controls”). When TCA and TCB are both LO, the ADSP- 
3211 produces a 64-bit unsigned-magnitude product at its Output 


Register. The ADSP-3211 will produce results in this format if 
SHLP is LO: 
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Figure 13. 64-Bit Unsigned-Magnitude Fixed-Point Data 
Format at Multiplier Output Register with SHLP LO 
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Again, the weighting of the product bits is given by the integer 


r. When kg represents the weighting of operand A and kg the 
weighting of operand B, then r=ka+kg. 


If SHLP is HI, the data at the Output Register will have been 
shifted left one position and zero-filled in the format: 





Most Significant Product 


Least Significant Product 


Figure 14. 64-Bit Unsigned-Magnitude Fixed-Point Data 
Format at Multiplier Output Register with SHLP HI 


The ADSP-3211 also supports mixed-mode multiplications, i.e., 
twos-complement by unsigned-magnitude. These are valuable in 
extended-precision fixed-point multiplications, e.g. 64 x 64 and 
128 x 128. The result of a mixed-mode multiplication will be in 
a twos-complement format. Unlike twos-complement multiplica- 
tions, however, mixed-mode results do not in general have a 
redundant sign bit in ig2. Hence, mixed-mode results should be 
read out with SHLP LO as in Figure 10. 


CONTROLS 

The controls for the ADSP-3210/3211/3220/3221 (see Pin Lists 
above) are all active HI, with the exceptions of RESET and 
HOLD. The controls are either registered into the Input Control 
Register at the clocks rising edge, latched into the Input Control 
Register with clock HI and transparent in clock LO, or asyn- 
chronous. The controls are discussed below in the order in 
which they affect data flowing through the chipset. 


Registered controls, in general, are pipelined to match the flow 
of data. All data and control pipelines advance with the rising 
edge of each clock cycle. For example, to perform an optional 
fixed-point one-bit left-shift on output with the product of X 
and Y, you would assert the registered, pipelined control SHLP 
on the rising edge that causes X and Y inputs to be read into 
the multiplier array. Just before the result was ready to be loaded 
to the Output Register, the pipelined SHLP control would 
perform the proper shift. After the initiation of a multicycle 
operation, registered control inputs are ignored until the end of 
the operation time. (See ““Timing” below for a precise definition 
of “operation time.’’) 


Because this chipset uses CMOS static logic throughout and 
controls are pipelined, the clock can be stopped as long as desired 
for generating wait-states, diagnostic analysis, or whatever. 
These chips can also be easily adapted to “state-push”’ im- 
plementations. The machine’s state can be pushed forward one 
stage by simply providing a rising edge to the clock input when 
desired. 


The only controls that are latched (as opposed to registered) are 
the Load Selection Controls. They are transparent in clock LO 
and latched with clock HI. Load Selection Controls are setup to 
the chips exactly as if they were registered, with the same setup 
time. The fact that they are transparent in clock LO allows 
them to select input registers in parallel with the setup of data 
to be loaded on the rising edge. Because they are latched with 
clock HI, microcode need only be presented at the clock rate, 
though data is loaded on both clock rising and falling edges. 


A few controls are asynchronous. These controls take effect 
immediately and are thus neither registered nor pipelined. Each 
has an independently specified setup time. 


Pe 


FAST/IEEE CONTROL (REG) 

FAST isa pipelined, registered control. It affects the interpretation 
of data read into processing circuitry immediately after having 
been loaded to the input control register. FAST affects the 
format of results in the rounding & exception processing pipeline 
stage. FAST also affects the definition of some exception flags. 
(See “‘Exception Flags.’’) 


IEEE Standard 754 requires a system to perform operations on 
denormal operands (which are smaller in magnitude than the 
minimum representable normalized number). This capability to 
accommodate these numbers is known as “‘gradual underflow.” 
For floating-point systems not requiring strict adherence to the 
IEEE Standard, the ADSP-3210/3211/3220/3221 provides a 
FAST mode (FAST control pin HI) which consistently flushes 
post-rounded results less than NORM.MIN to ZERO. This 
approach greatly simplifies exception processing and avoids 
generating the denormal, wrapped, and unnormal data types 
described above. When in FAST mode, the Multipliers will 
treat denormal inputs as ZERO and produce a ZERO result. 
The ALUs will treat denormal inputs exactly as they do in 
IEEE mode but still flush post-rounded results less than 
NORM.MIN to ZERO. 


Systems implementing gradual underflow with the ADSP-3210/ 
3211/3220/3221 must treat the multiplication of operands that 
include a denormal as an exception to normal process flow. 
FAST should be LO on all chips. See the section below, ‘Gradual 
Underflow and IEEE Exceptions’’, for a fuller discussion of the 
details of implementing an IEEE system with this chipset. 


RESET CONTROL (ASYN) 

The asynchronous, active LO RESET control clears all control 
functions in the ADSP-3210/3211/3220/3221. RESET should be 
asserted on power up to insure proper initialization.RESET will 
abort any multicycle operation in progress.) No register contents 
or status flags are affected by RESET. 











PORT CONFIGURATION — IPORT CONTROLS (ASYN) 
The three-port members of this chipset (ADSP-3211/3220/3221) 
offer several options on their input port configuration. The 
options are controlled by the two asynchronous lines, IPORT0:1. 
They are intended to be hardwired to the desired port config- 
uration. If the user wants to change the port configuration under 
microcode control, the timing requirements of Figure 16 below 
must be met. 


The first and last configurations in Figure 15 are called “‘two-port”’ 
configurations; the middle pair, “‘one-port’”’ configurations. 
Whether an input register loads its data on a rising or falling 
clock edge will depend in general on whether the chip is wired 
in a One-port or two-port configuration. 


In one-port configurations, the unused port effectively becomes 
a no-connect, reducing the number of external buses required to 
operate these chips. The full pipelined throughput can be main- 
tained for the Multipliers in the one-port configuration for all 
operations. The ADSP-3210 Multiplier has only one physical 
input port, so is always in a “‘one-port’’ configuration. The 
ALUs will, in contrast, become input-bandwidth-constrained at 
the input ports for double-precision operations in a one-port 
configuration. They are capable of operating on a pair of 64-bit 
operands at the clock rate, but a single input port could not 
accept operands at that rate. 
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Figure 15. ADSP-3211/3220/3221 Input Port 
Configurations 


The port configuration of the ADSP-3211/3220/3221 can be 
changed under microcode control. However, as described in the 
section below, “Input Register Loading,” the selected port 
configuration affects whether a given register loads on rising or 
falling clock edges. The transition between port configurations 
can cause inadvertent data loads, destroying data held in input 
registers. Therefore, all input registers must be deselected for 
data loading (all SELA/B controls must be held LO while IPORT 
bits change; see “‘Input Register Loading’’) during both the 
cycle in which IPORT bits are changed and the cycle following: 


Change 


IPORT bits 
old port here new port 


configuration aN configuration 


CLK | | | | | | 


-_ + 4 


All All Resume 
SEL SEL normal 
LO LO 


data loading 


Figure 16. Timing Requirements for Changing the 
ADSP-3211/3220/3221 Input Port Configurations 


Thus, data loading will be interrupted for two cycles whenever 
changing the ADSP-3211/3220/3221’s port configuration. All 
other processing is unaffected. 


INPUT REGISTER LOADING AND OPERAND STORAGE 
— SELA/B CONTROLS (LAT) 

The chipsets’ 32-bit input registers are selected for data loading 
with the latched Load Selection Controls, SELA/B0:3 (on the 
ADSP-3210, SELA/B0:1). Since each input register has its own 
control, the Load Selection Controls are independent of one 
another. Multiple registers can be selected for parallel loads of 
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the same input data, if desired. The Load Selection Controls 
effects on data loading are summarized: 
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Figure 17. ADSP 3210/321 1/3220/3221 Load Selection 
Controls 


Restrictions on Register Loading 

Input port configuration affects whether input registers load 
data on rising or falling edges. Devices in one-port configurations 
load A registers on rising edges and B registers on falling edges 
(which minimizes double-precision latency). Devices in two-port 
configurations load even-numbered registers on rising edges and 
odd-numbered registers on falling edges (which is typically 
simpler to implement). Devices in the two-port configuration 
load data: 


AO AL, BO B1 
| 
A2 A3 B2 B3 


Figure 18. ADSP-3211/3220/3221 Clock Edge for Data 
Loading - Two-Port Configuration 


Eight-register devices (ADSP-3211/3220/3221) in the one-port 
configuration load data to A registers on the rising edge and B 
registers on the falling edge: 


AO Al BO B1 
A2 A3 B2 B3 


Figure 19. ADSP-3211/3220/3221 Clock Edge for Data 
Loading - One-Port Configuration 


The ADSP-3210 Multiplier loads data like the two-input-port 
devices in a one-input port configuration. That is, the ADSP-3210 


loads data to A registers on the rising edge and B registers on 
the falling edge: 


At AO ~—-=B1.—sé#®O 
ee 


Figure 20. ADSP-3210 Clock Edge for Data Loading 
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Restrictions on Register Storage 

For single-precision and fixed-point data, any convenient register 
can be used. The only restriction is that the register being loaded 
is not currently in use by the chip’s processing elements. For all 
single- “precision Multiplier and most ALU operations, input 
registers are only read into the computational circuits for one 
cycle. Do not load a.register for 32-bit operations on the clock’s 
falling edge when that register has been selected to feed the 
chip’s processing circuits in that same cycle (with the RDA/B 
controls described in “Input Data Read Selection”). Pick a 
register not in use. | 


The ADSP-3221 ALU is capable of two multicycle operations: 
IEEE floating-point division and square root. For single-precision 
floating-point division, the dividend can be stored in any A 
register and the divisor can be stored in any B register. Single- 
precision operands for IEEE square root can be stored in any B 
register. The registers selected to the computational circuits for | 
these operations must be stable until the end of the operation 
time, whether single-precision or double-precision. (See “Timing” 
and the timing diagrams below for a precision definition of 
““operation time’’.) 


With 64-bit double-precision data, there are constraints on which 
registers hold which 32-bit halves of operands. 64-bit data must 
be loaded in adjacent pairs of 32-bit registers as shown in Figures 
21 and 22. The 32-bit Most Significant Word (MSW) will be in 
one register and the 32-bit Least Significant Word (LSW) in its 
neighbor. The four-register ADSP-3210 has different double- 
precision operand storage requirements from the other mem- 
bers of this chipset. Double-precision operand storage for the 
ADSP-3211/3220/3221 is: 


AO Al BO B1 
A2 A3 B2 B3 


Figure 21. ADSP-3211/3220/3221 Operand Storage for 
Double-Precision Operations 


For the four-register ADSP-3210, operands for double-precision 
operations should be stored as shown in Figure 22. Note that 
the MSWs are in Al and B1, in contrast with 64-bit data storage 
with the other members of this chipset. 


A1 AO B1 BO 


SM SM 


Figure 22. ADSP-3210 Operand Storage for Double- 
Precision Operations 


Restrictions on Register Stability 

With 64-bit data — as with 32-bit data — registers should not be 
loaded that are currently in use by the processing elements (i.e., 
selected by the RDA/B controls). Half the 32-bit registers in 
any pair of 64-bit operands will loaded on the falling edge (re- 
gardless of port configuration) with all members of this chipset. 


To operate the ALUs at full throughput in single-cycle double- 
precision operations, 64-bit register sets should be alternated 
every cycle. For example, AO & Al and B2 & B3 could be 
loaded with new operands while A2 & A3 and BO & B1 were 
feeding the computational circuits (and were not changing). In 


this way, data loading will not disturb the contents of registers 
in use. 


The ADSP-3221 ALU includes two double-precision multicycle 
operations in its instruction set: IEEE division and square root. 
For double-precision floating-point division, the 64-bit dividend 
can be stored in either pair of A registers consistent with 

Figure 21. The divisor can be stored in either pair of B registers, 
also consistent with Figure 21. Double-precision operands for 
IEEE square root can be stored in either pair of B registers 
consistent with Figure 21. Registers containing operands in use 
must remain unchanged until the end of the operation time. 


The ADSP-3210/3211 Multipliers perform double-precision 
multiplications at a four-cycle throughput rate. This process 
requires computing four cross-products, and the only requirement 
on operand registers is that they remain stable, i.e., unchanged, 
for the cycles in which they are used. For this reason, the ADSP- 
3210 can maintain full four-cycle double-precision multiplication 
throughput even though it has only two pairs of 32-bit registers. 
The sequence of operations for double-precision multiplications 
and the requirements on register stability are as follows: 
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Figure 23. ADSP-3210/3211 Double-Precision Multiplication 
Input Register Requirements 


To achieve maximum throughput with the ADSP-3210 Multiplier, 
the two LSWs from the operands to multiplied should be loaded 
first (to BO followed by AO). The actual double-precision multi- 
plication can begin as soon as both are loaded to AO and BO 
(beginning of cycle 1 in Figure 23). At the midpoint and end of 
cycle 1, the MSWs can be loaded (though only the MSW in Al 
is actually needed in cycle 2). At the end of cycle 2, the LSW 

in BO can be overwritten with an LSW needed in the next 
multiplication. At the end of cycle 3, the LSW in AO can be 
overwritten. 


The ADSP-3211 Multiplier has additional registers and therefore 
fewer constraints on data loading and storage than the ADSP-3210 
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Multiplier. The only requirements that must be observed are 
those indicated in Figures 21 and 23. 


DATA FORMAT SELECTION - SP & DP CONTROLS 
(REG) 

The three data formats processed by the ADSP-3210/3211/3220/ 
3221 chipset are single-precision floating-point, double-precision 
floating-point, and fixed. With the ADSP-3210/3211 Multipliers, 
the data format is indicated explicitly by the states of the DP 
and the SP registered controls: 
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Figure 24. ADSP-3210/3211 Multipliers Data Format 
Selection 


The state of the SP and DP controls at the rising edge when 
data is read into the Multiplier Array determines whether the 
data is interpreted as single-precision floating-point, double- 
precision floating-point, or fixed-point. Double-precision multi- 
plication is a multicycle operation; once initiated, the states of 
SP and DP don’t matter until the next data is read to the processing 
circuitry. 


For the ADSP-3220/3221 ALUs, data format selection is implicit 
in the ALU instruction, Igo. (See “ALU Operation” section 
below.) 


INPUT DATA REGISTER READ SELECTION - RDA/B 
CONTROLS (REG) 

The Register Read Selection Controls, RDA/BO:1 (on the ADSP- 
3210, RDA/BO, are registered controls and select the input 
registers that are read into the chipset’s processing circuitry. 
Any pair of input registers can be read into the processing circuitry. 
(For single-operand operations, the state of the Selection controls 
for the unused register bank doesn’t matter.) Data loaded to an 
input register on a rising edge can be read into the processing 
circuitry on that same edge (“direct operand feed’’). 


The data format selected affects the interpretation of the RDA/B 
controls. The four-register ADSP-3210 Multiplier needs only 
two Register Read Selection Controls, which are defined below 
separately. 


For the ADSP-3211/3220/3221, register read selection is defined: 
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Figure 25. ADSP-3211/3220/3221 Input Register Read 
Selection 
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For the ADSP-3210, register read selection is defined: 
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Figure 26. ADSP-3210 Input Register Read Selection 


After the initiation of multicycle operations, the RDA/B controls 
are ignored. The chips themselves take over the sequencing of 
register read selection until the multicycle operation is 
completed. : 


ABSOLUTE VALUE CONTROLS — ABSA/B (REG) 

The registered Absolute Value Controls convert an operand 
selected by the Read Selection Controls to its absolute value 
before processing. Asserting ABSA (HI) causes the A operand 
to be converted to its absolute value; asserting ABSB (HI) causes 
the B operand to be converted to its absolute value. The contents 
of the input registers remain unaffected. 


With the ADSP-3220/3221 ALUs, the ABSA/B controls are 
effective with most fixed-point and all single-precision and double- 
precision operations. If the ABSA/B controls are asserted in 
logical operations, the results will be undefined. 


For the ADSP-3210/3211 Multipliers, the absolute value operation 
is available on single-precision and double-precision floating 
point operands only. If the ABSA/B controls are asserted with a 
Muluphier tor a fixed-point operation, the results will be 
undefined. 


WRAPPED INPUT CONTROLS — WRAPA/B (REG) (AND 
INEXIN AND RNDCARI ON THE ADSP-3221) 

The ADSP-3210/3211 cannot operate directly on denormals; 
denormals to be multiplied must first be converted by an ALU 
to the “wrapped” format. (See ““Gradual Underflow and IEEE 
Exceptions” below.) The Multipliers must be told that an input 
is in the wrapped format so that its exponent can be interpreted 
properly as a twos-complement number. 


The registered WRAPA/B controls inform a Multiplier that a 
wrapped number has been selected as an operand (RDA/B controls) 
to the multiplier array. WRAPA indicates (HI) that the selected 
A register contains a wrapped number; WRAPB, that the selected 
B register contains a wrapped number. 


The ALUs in general operate directly on denormals and hence 
don’t need a similar set of controls. However, for ADSP-3221 
IEEE division and square root operations, the ALU cannot 
operate directly on denormals. Like the Multipliers, it needs 
denormals to be converted to wraps before processing. To indicate 
that the dividend in the A register is a wrapped, INEXIN should 
be asserted (HI) exactly as WRAPA would be asserted on a 
Multiplier. To indicated that either the divisor in a B register or 
a square root operand in a B register is a wrapped, RNDCARI 






should be asserted (HI). Except for unwrap, division, and square 
root operations, both INEXIN and RNDCARI should be held 
LO. 


TWOS-COMPLEMENT INPUT CONTROL - TCA/B 
(REG) | 

The registered ADSP-3211’s Twos-Complement Input Controls 
inform the Multiplier to interpret the selected fixed-point inputs 
in the twos-complement data format. (See “32-Bit Fixed-Point 
Data Formats”’ above.) TCA HI indicates that the selected A 
register is twos-complement; TCB HI indicates a twos-complement 
B register. A LO value on either control for fixed-point multi- 
plication indicates that the selected input is in unsigned-magnitude 
format. Mixed-mode (twos-complement times unsigned- 
magnitude) multiplications are permitted. The TCA/B controls 
are operative in fixed-point mode only; in floating-point mode, 
they are ignored. 


ROUNDING - RND CONTROLS (REG) | 

For floating-point cperations, the ADSP-3210/3211/3220/3221 
chipset supports all four rounding modes of IEEE Standard 

754. These are: Round-to-Nearest, Round-toward-Zero, Round- 
toward-Plus-Infinity, and Round-toward-Minus-Infinity. For 
fixed-point operations, two rounding modes are available: Round- 
to-Nearest, and Unrounded. 


Rounding is involved in all operations in which the precision of 
the destination format is less than the precision of the intermediate 
results from the operation. Multiplications internally generate 
twice as many bits in the intermediate result significand as can 
be stored in the destination format. Data conversions to a desti- 
nation format of lesser precision than the source also always 
force rounding unless the source value fits exactly. 


Rounding with the ADSP-3210/3211/3220/3221 chipset is con- 
trolled by a pair of pipelined, registered round controls, RND0:1. 
They should be setup with the input data whose result is to be 
rounded. Rounding is performed in the last stage of processing; 
the Output Register always contains rounded results. The effects 
of the Round Controls are defined as shown in Figure 27. 


The four floating-point modes of the IEEE Standard can be 
summarized as follows. In all cases, if the result before rounding 
can be expressed exactly in the destination format without loss 
of accuracy, then that will be the destination format result, 
regardless of specified rounding mode. 





RN 0 0 "Round-to- Nearest : Round-to-Nearest © 
RZ 0 1 Round-toward-Zero Unrounded 
RP { O = Round-toward-Plus-Infinity — illegal state; 
RM 1 1 _ Round- lowale- Minus- Infinity © illegal state 


Figure 27. Round Controls 
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Round-toward-Plus-Infinity (RP): ‘“When rounding toward 
+c, the result shall be the format’s value (possibly +) ciosest 
to and no less than the infinitely precise result” (Std 754-1985, 
Sec. 4.2). If the result before rounding (the “‘infinitely precise 
result’) is not exactly representable in the destination format, 
then the result will be that number which is nearer to positive 
infinity. Round-toward-Plus-Infinity is available in floating-point 
operations only. If the result before rounding is greater than 
NORM.MAX but not equal to Plus Infinity, the result will be 
Plus Infinity. If the result before rounding is less than 
—NORM.MAX but not equal to Minus Infinity, the result will 
be — NORM.MAX. For fixed-point destination formats, the 
results of RP are undefined. 


Round-toward-Minus-Infinity (RM): ‘““When rounding toward 
—oo, the result shall be the format’s value (possibly — ©) closest 
to and no greater than the infinitely precise result” (Std 754-1985, 
Sec. 4.2). If the result before rounding is not exactly representable 
in the destination format, the result will be that number which 
is nearer to Minus Infinity. Round-toward-Minus-Infinity is 
available in floating-point operations only. If the result before 
rounding is greater than NORM.MAX but not equal to Plus 
Infinity, the result will be NORM.MAX. If the result before 
rounding is less than —- NORM.MAX but not equal to Minus 
Infinity, the result will be Minus Infinity. For fixed-point desti- 
nation formats, the results of RM are undefined. 


Round-toward-Zero and Unrounded (RZ): “When rounding 
toward 0, the result shall be the format’s value closest to and no 
greater in magnitude than the infinitely precise result” (Std 754- 
1985, Sec. 4.2). If the result before rounding is not exactly 
representable in the destination format, the result will be that 
number which is nearer to zero. The Round-toward-Zero operation 
is available in floating-point operations only. It is equivalent to 
truncation of the (unsigned-magnitude) significand. If the result 
before rounding has a magnitude greater than NORM.MAX but 
not equal to Infinity, the result will be NORM.MAX of the 
same sign. 


For fixed-point destination formats, the RZ mode is ““Unrounded.”’ 
For fixed-point operations, RZ has no effect on the result at the 
Output Register and should be specified whenever unmodified 


—- NORM.MAX 


fixed-point results are desired. (Treating the unrounded Most 
Significant Product as the final result and throwing away the 
LSP is logically equivalent to Round-toward-Minus-Infinity for 
twos-complement numbers and equivalent to Round-toward-Zero 
[truncation] for unsigned-magnitude numbers. ) 


Round-to-Nearest (RN): When rounding to nearest, “‘ . the 
representable value nearest to the infinitely precise result sha! 
be delivered; if the two nearest representable values are equally 
near, the one with its least significant bit zero shall be delivered”’ 
(Std 754-1985, Sec. 4.1). If the result before rounding is not 
exactly representable in the destination format, the result will be 
that number which is nearer to the result before rounding. In 
the case that the result before rounding is exactly half way between 
two numbers in the destination format differing by an LSB, the 
result will be that number which has an LSB equal to zero. If 
the result before rounding overflows, 1.e,. has a magnitude 
greater than or equal to NORM.MAX + 1/2LSB in the destination 
format, the result will be the Infinity of the same sign. 


Round-to-Nearest is available in both floating-point and fixed- 
point operations. In fixed-point, Round-to-Nearest treats the 
Most Significant Product after having been shifted in accordance 
with SHLP (see Figures 10, 11, 13, and 14) as the destination 
format. 


The four rounding modes are illustrated by number lines in 
Figure 28. The direction of rounding is indicated by an arrow. 
Numbers exactly representable in the destination format are 
indicated by ‘‘-’’s. In subdividing the number lines, square 
brackets are inclusive of the points on the line they intersect. 
Note that brackets intersect points representable in the destination 
format except for Round-to-Nearest, where they intersect the 
line midway between representable points. Slashes are used to 
indicate a break in the number line of arbitrary size. 


Note that Round-to-Nearest is unique among the rounding 
modes in that it is unbiased. The large-sample statistical mean 
from a set of numbers rounded in the other modes will be displaced 
from the true mean. The other three modes will exhibit a large- 
sample statistical bias in the direction of the rounding 

operation performed. 
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Figure 28. IEEE Rounding Modes 
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STATUS FLAGS 

The ADSP-3210/3211/3220/3221 chipset generates on dedicated 
pins the following exception flags specified in the IEEE Standard: 
Overflow (OVRFLO), Underflow (UNDFLO), Inexact Result 
(INEXO), and Invalid Operation (INVALOP). The IEEE ex- 
ception condition Division-by-Zero is flagged by the simultaneous 
assertion of both OVRFLO and INVALOP pins. The five 
IEEE exceptions are defined in accordance to the default as- 
sumption of Std 754 of nontrapping exceptions. 


These four flag results are registered in the Status Output Register 
when the results they reflect are clocked to the Output Register. 
They are held valid until the next rising clock edge. The IEEE 
Standard specifies that exception flags when set remain set until 
reset by the user. For full conformance to the standard, the 
status outputs from this chipset should be individually latched 
externally. 


Denormal Input 

In addition to the IEEE status flags, the ADSP-3210/3211 Mul- 
tipliers have a DENORM output flag that signals the presence 
of a denormalized number at one of the input registers being 
read into the multiplier array. This denormal must be wrapped 
by the ALU before the Multiplier can read it. To minimize the 
system response time to a denormal input exception, the DE- 
NORM flag comes out earlier than the associated IEEE status 
flags. DENORM is normally in an indeterminate state. For 
single-precision multiplications, DENORM goes HI during the 
cycle after a denormal was read into the array (with the RDA/B 
controls). See Figure T4. For double-precision multiplications, 
DENORM goes HI during the third cycle after a denormal was 
read into the multiplier array. See Figure T5. Both Multipliers 
produce ZERO results under these conditions. The DENORM 
flag is asserted in both IEEE and FAST modes. 


Some multiplications with denormal operands do not require 
wrapping and therefore do not cause the assertion of the DENORM 
flag. These are DNRM*ZERO, DNRMOINF, and DNRMeNAN. 
Multiplication of a finite number by zero always yields zero — 
the result the Multiplier will produce anyway — so there is no 
need to signal an exception. Any finite number multiplied by 
INF should yield INF, and the ADSP-3210/3211 Multipliers 
will produce this result with a DNRM operand, hence no wrapping 
is required. And multiplication of any number by a NAN produces 
a NAN (and the INVALOP flag); no wrapping is necessary for 
the Multipliers to produce this correct IEEE result. 


Note that the ALUs in general operate directly on denormals 
and therefore do not flag any exception. The ADSP-3221 ALU, 
however, cannot operate directly on denormals in its division 
and square root operations. For these operations, denormal 
inputs will cause the simultaneous assertion of UNDFLO and 
INVALOP in IEEE mode. For divisions, INEXO HI indicates 
that the dividend is a DNRM; INEXO LO indicates that the 
divisor or both operands are DNRMs. In FAST mode, only 
INVALOP will be asserted. This denormal exception information 
becomes available with the status outputs, i.e., at the end of an 
attempted multicycle division or square root. In both modes for 
both division and square root, a properly signed all-ones NAN 
will be produced. 


Invalid Operation and NAN results 

INVALOP is generated whenever attempting to execute an 
invalid operation, as defined in Std 754 Section 7.1. The 
INVALOP output is also used in conjunction with other pins to 
indicate the Division-by-Zero exception and denormal divisor or 
dividend. The default nontrapping result is required to be a 
quiet NAN. Except when passing a NAN with PASS or copying 
a sign bit toa NAN, the ADSP-3210/3211/3220/3221 chipset 
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will always produce a NAN with an exponent and fraction of all 
ones as a result of an invalid operation. 


Conditions that cause the assertion of INVALOP are: 


@ NAN input read to computational circuitry (except for logical 
PASS) 

@ Multiplication of either +INF by either +ZERO 

@ In FAST mode, multiplication of either +INF by either 
+DNRM 

@ Subtraction of liked-signed INFs or addition of opposite-signed 
INFs 

@ Conversion of a NAN or INF to fixed-point 

@ Wrapping an operand that is neither a denormal nor ZERO 

@ Division of either + ZERO by either + ZERO or of either 
+INF by either +INF 

@ Attempting the square root of a negative number 

@ In conjunction with OVRFLO, the Division-by-Zero 
exception 

@ In FAST mode, a denormal divisor or dividend. In IEEE 
mode, in conjunction with UNDFLO, a denormal divisor or 
dividend 

@ In conjunction with UNDFLO, a denormal input operand to 
square root 


Division-by-Zero 

The Division-by-Zero exception is generated whenever attempting 
to divide a finite non-zero dividend by a divisor of zero (Std 754 
Section 7.2). The Division-by-Zero exception is indicated on the 
ADSP-3221 ALU by the simultaneous assertion of both OVRFLO 
and INVALOP. The ALU result is always a correctly signed 
INF. | 


Overflow 

OVRFLO is generated whenever the unbounded (i.e., supposing 
hypothetically no bounds on the exponent range of the result), 
post-rounded result exceeds in magnitude NORM.MAX in the 
destination format, as defined in Std 754 Section 7.3. Note that 
the overflow condition can occur both during computations and 
during data format conversions. The result will be either + INF 
or +NORM.MAX, depending on the sign of the result and the 
operative rounding mode. (See ““Rounding — RND Controls” 
above.) The OVRFLO pin is also used to signal additional 
exception conditions. 


Conditions that cause the assertion of OVRFLO are: 


@ Unbounded, post-rounded result exceeds destination format 
in computation or conversion 

@ In conjunction with INVALOP, the Division-by-Zero exception 
on the ADSP-3221 ALU 

@ Comparison when operand A is greater than operand B 

@ Exponent subtraction when the resultant exponent is more 
positive than can be represented in the destination format 

© Twos-complement fixed-point additions and subtractions that 
overflow 


Note that OVRFLO is always LO when the ADSP-3210/3211 
Multipliers are in fixed-point mode. 


Underflow 

Underflow is defined in four ways in Std 754 Section 7.4. The 
IEEE Standard allows the implementer to chose which definition 
of underflow to use and provides no guidance. The first option 
is whether to flag underflow based on results before or after 
rounding. Consistent with the definition of overflow, underflow 
is always flagged with this chipset based on results after rounding 
(except for the operations of conversion from floating-point to 
fixed-point and logical downshifts). Thus, a result whose infinitely 
precise value is less than NORM.MIN yet which rounds to 
NORM.MIN will not be considered to have underflowed. 


es 


The second option is how to interpret what the Standard calls 
an “extraordinary loss of accuracy.” The first way is in terms of 
the creation of non-zero, post-rounded numbers smaller in mag- 
nitude than NORM.MIN. The second way is in terms of loss of 
accuracy when representing numbers as denormals. With the 
ADSP-3210/3211/3220/3221 chipset, the conditions under which 
UNDFLO is asserted depend on whether the chip in question 
can generate denormals in its current operating mode. If the 
chip cannot generate denormals, the definition in terms of numbers 
smaller in magnitude than NORM.MIN will apply; if it can 
generate denormals, the definition in terms of inexact denormals 
will apply. Thus, which definition applies will depend on whether 
the chipset is operating in IEEE or FAST mode, whether its 
result is generated by a Multiplier or an ALU, and whether the 
operation is division. 


With the ADSP-3210/3211 “Multipliers, UNDFLAO is generated 
whenever the unbounded, post-rounded, non-zero result is of 
lesser magnitude than NORM.MIN in the destination format, 
both in FAST and IEEE modes. In FAST mode, the data result 
will be ZERO; in IEEE mode the data result will be in the 
wrapped format. An exact ZERO result will never cause the 
assertion of UNDFLO. 


With the ADSP-3220/3221 ALUs in the FAST mode, UNDFLO 
is also generated whenever the unbounded, post-rounded, non-zero 
result is of lesser magnitude than NORM.MIN in the destination 
format for standard ALU operations as well as for division and 
square root. For FAST mode underflows, the ALU result will 
always be ZERO. 


With the ADSP-3220/3221 ALUs in IEEE mode, UNDFLO is 
generated (except for divisions) whenever the unbounded, infi- 
nitely precise (i.e., suppositig ‘hypothetically no bounds on the 
precision of the result), post-rounded result is a denormal and 
does not fit into the denormal destination format without a loss 
of accuracy. In other words, UNDFLO will be generated whenever 
an inexact denormal result is produced. (See ‘“‘Inexact”’ below.) 
If the result is a denormal and does fit exactly, neither UNDFLO 
nor INEXO will be asserted. Note that additions, subtractions, 
and comparisons cannot generate this underflow condition (since 
no operand contains significant bits of lesser magnitude than 
DNRM.MIN). IEEE-mode ALU underflow exceptions occur 
only during conversions and divisions. 


The division operation is treated like a multiplication operation 
in IEEE mode rather than an ALU operation in the definition 
of underflow. A quotient from division smaller in magnitude 
than NORM.MIN will always be flagged as underflowed with 
the ADSP-3221 ALU. The data result will be in the wrapped 
format. Note that V(DNRM.MIN)=NORM.MIN. Therefore, 
square root will never underflow with operands greater than or 
equal to DNRM.MIN. 


Conditions that cause the assertion of UNDFLO are: 


@ With the ADSP-3210/3211 Multipliers, whenever the un- 
bounded, post-rounded, non-zero result is of lesser magnitude 
than NORM.MIN in the destination format 

@ With the ADSP-3220/3221 ALUs in the FAST mode, whenever 
the unbounded, post-rounded, non-zero result is of lesser 
magnitude than NORM.MIN in the destination format 

@ With the ADSP-3220/3221 ALUs in IEEE mode, whenever 
an inexact denormal is produced or whenever the unbounded, 
post-rounded, non-zero quotient from division is of lesser 


magnitude than NORM.MIN in the destination format 


@ Conversions to integer if the magnitude of the floating-point 


source before rounding is less than one 
@ Conversions from DP floating-point to SP floating-point 
whenever the unbounded, post-rounded, non-zero result is 
less than SP DNRM.MIN or whenever an inexact denormal 
is produced. 
Comparison when operand A is less than operand B 
Attempting to wrap a ZERO 
Unwrapping if there is a loss of accuracy 
Exponent subtraction when the resultant exponent is more 
negative than can be represented in the destination format 
@ Logical downshift that before rounding would have shifted all 
bits out of the destination format 
@ In conjunction with INVALOP, a denormal divisor or 
dividend 
@ A quotient from division less than NORM.MIN 
@ In IEEE mode, in conjunction with INVALOP, a denormal 
input operand for square root 


Inexact 

The inexact exception is defined in Std 754 Section 7.5 as the 
loss of accuracy of the unbounded, infinitely precise result when 
fitted to the destination format. It is signalled on the ADSP-3210/ 
3211/3220/3221 chipset by INEXO. 


For fixed-point operations, the ADSP-3210/3211 Multipliers will 
assert INEXO HI if and only if any of the least-significant 32 
bits of prerounded 64-bit products are ones. They never assert 
INEXO for logical operations. The ADSP-3220/3221 ALUs 
never assert INEXO for fixed-point or logical operations, 


In an ADSP-3221 division operation, cither a denormal divisor 
or a denormal dividend will cause the simultaneous assertion of 
UNDFLO and INVALOP. INEXO will, in that context, signal 
which of the two was the denormal: INEXO LO indicates that 
the divisor is a denormal; INEXO HI indicates that the dividend 
is a denormal. 


Conditions that cause the assertion of INEXO are: 


@ Loss of accuracy when fitting result to destination format 

@ For fixed-point operations, the prerounded multiplier 64-bit 
product contains ones in the least-significant 32 bits 

@ In IEEE mode, in conjunction with both UNDFLO and 
INVALOP, dividend is a denormal (HI) or divisor is a denormal 
or both are denormals (LO) 


Less Than, Equal, Greater Than, and Unordered 

For comparison operations in the ALUs, the OVRFLO, 
UNDFLO, and INVALOP status outputs are used to indicate 
the four comparison conditions of IEEE Std 754, Section 5.7. 
They are defined as follows: 


e@ ‘Less than” is signalled by the assertion of UNDFLO (while 
OVRFLO is LO) 

e “Equal” is signalled by not asserting either OVRFLO or 
UNDFLO (.e., both LO) 

e@ “Greater than” is signalled by the assertion of OVRFLO 
(while UNDFLO is LO) 

e@ “Unordered”’ is signalled by the assertion of INVALOP, 
caused by attempting a comparison with at least one NAN 
operand 


The data result from a comparison operation 1s identical to 
subtracting operand B from operand A. See Tables X1 and 
X11. 
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In IEEE comparisons, the data types are always ordered in 
ascending sequence: —INF, - NORM, —DRNM, ZERO, 
DNRM, NORM, and INF. Comparisons between like signed 
INFs will generate the “‘Equal”’ status condition.. Comparisons 
between signed ZERQs will also generate the “‘Equal”’ status. 
Any comparison to a NAN will also cause INVALOP and produce 
an all-ones NAN. Even in FAST mode, DNRMs will be compared 
based on their true value (rather than all being treated as 
ZEROs). 


Special Flags for Unwrapping 

The ADSP-3210/3211 generates a Round Carry Propagation Out 
flag, RNDCARO, that indicates whether or not a carry bit 
propagated into the destination format’s fraction during the 
Multiplier’s floating-point rounding operation. The rounding 
that the Multiplier does in creating the wrapped or unnormal 
result may cause a carry bit into the LSB in the destinations 
format’s fraction. This rounding position will not in general be 
correct for a properly rounded denormal. Thus, when the un- 
derflowed Multiplier result is unwrapped to a denormal, the 
ALU has to undo the Multiplier’s rounding and re-round to 
achieve the properly rounded denormal. 


To do this, the ALU has to know if any carry bits in the Multipliers 
rounding operation propagated into the fraction of the result. 
This information is provided in the Multiplier’s RNDCARO 
flag. The ALU also needs to know if the Multiplier’s rounded 
result caused a loss of accuracy when expressed in its destination 
wrapped format, indicated by the Multipliers Inexact Result 
(INEXO) flag. 


The ADSP-3220/3221 ALUs have a corresponding pair of flag 
status input pins: Round Carry Propagation In (RNDCARI) 
and Inexact Data In (INEXIN). In an unwrap operation, these 
flags are used by the ALU when converting from a WNRM to a 
IYNRM to obtain the properly rounded result. RNDCARI and 
INEXIN should be setup to the ALU with the instruction for 
the unwrap operation. Both Multiplier and ALU must be using 
the same rounding mode. 


The ADSP-3221 ALU itself generates WNRMs in underflowed | 
division operations. These WNRMs must be fed back to the 
ALU to be unwrapped to DNRMs. The ADSP-3221, unlike the 
Multipliers, does not have a RNDCARO pin to signal whether 
or not a carry bit propagated into the destination format on 
rounding. For this reason, WNRMs produced by the ADSP-3221 
ALU in division are rounded differently than they are on the 
Multipliers; underflowed (only) quotients are always truncated 
(Round-toward-Zero) to the destination wrapped format. Hence 


Mnemonic Instruction (Is_o) 
Ig.¢ I5_3 In 
IADD 001 000 011 
ISUBB 001 001 011 
ISUBA 001 000 111 
‘“IADDWC 001 010 011 
ISUBWBB 001 011 011 
ISUBWBA 001 010 111 
INEGA 001 000 101 
INEGB 001 001 010 
IADDAS 001 100 011 
ISUBBAS 001 101 011 
ISUBAAS __. 001 100 111 


there is no carry bit propagation. When unwrapping a WNRM 
produced in division, RNDCARI should always be held LO. 
INEXIN should reflect the status of INEXO when the ALU 
produced the underflowed wrapped quotient. 


The ADSP-3221 ALU also uses the RNDCARI oie INEXIN 
pins to indicated wrapped A and B operands, respectively, to 
division and square root operations. Both RNDCARI and INEXIN 
should be held LO except for unwrap, division, and square root 
operations.. 


INSTRUCTIONS AND OPERATIONS 

The ADSP-3210/3211 Multipliers execute the same instruction 
every cycle: multiply. It need not be specified explicitly in micro- 
code. The data format of results and status flags from multiplication 
are shown in Tables IX and X. Note that double-precision 
floating-point multiplications are multicycle operations. Data 
must be available in the input registers as shown above in 
Figure 23. 


Denormal input operands will generally cause the DENORM 
exception (see “Status Flags” above) and correctly signed ZERO 
results. FAST mode suppresses the DENORM exception. In 
either FAST or IEEE, DNRM*ZERO will be ZERO without 
exception. DNRMGINF will be a correctly signed INF without 
exception in IEEE mode and a NAN and INVALOP in FAST 
mode. DNRMeNAN will be a correctly signed NAN with IN- 
VALOP asserted. The sign bit of the NAN generated from any 
invalid operation will depend on the operands. (The IEEE Standard 
does not specify conditions for the sign bit of a NAN.) On the 
ADSP-3210/3211 Multipliers, the sign of a NAN result will be 
the exclusive OR of the signs of the input operands. 


The product of INF with anything except ZERO or NAN is a 
correctly signed INF. INF*ZERO will cause INVALOP and 
yield a NAN. NAN times anything will also cause INVALOP 
and yield a NAN. 


The ADSP-3220/3221 ALUs, in contrast to the Multipliers, are 
instruction driven with the operation specified by Igo. The 
ALU instructions fall into four categories: Fixed-Point, Logical, 
Single-Precision Floating-Point, and Double-Precision Floating- 
Point. Instructions are summarized in Tables V through VIII 
and described in this section below. The data format of results 
and status flags from the various ALU operations are shown in 
Tables XI and XII. Division is shown in Tables XIII and XIV; 
square root in Table XV. Conversions are illustrated in Tables 
XVI, XVII, and XVIII. 


The ADSP-3220/3221 Fixed-Point Arithmetic Operations are: 


Description 


Fixed-point A+ B | 

Fixed-point A — B 

Fixed-point B— A 

Fixed-point A + B with carry 

Fixed-point A — B with borrow 
Fixed-point B — A with borrow 
Fixed-point — A. ABSA/B must be LO. 
Fixed-point — B. ABSA/B must be LO. 
Fixed-point |A + B| 

Fixed-point |A — B| ABSA/B must be LO. 
Fixed-point |B — A| ABSA/B must be LO. 


Table V. ADSP-3220/3221 Fixed-Point ALU Operations 
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The ADSP-3220/3221 Logical Operations are: 


Mnemonic Instruction (Ig_9) Description 
Ig¢ Is_3 Ip 
COMPLA 000 000 101 Ones-complement A 
COMPLB 000 001 010 Ones-complement B 
PASSA 000 000 001 Pass A unmodified. Set no flags. 
PASSB 000 000 010 Pass B unmodified. Set no flags. 
AANDB 000 010 010 Bitwise logical AND 
AORB 000 100 010 Bitwise logical OR 
AXORB 000 110 010 Bitwise logical XOR 
NOP 000 000 000 No operation. Preserve status flags. Preserve Output Register 
contents with ADSP-3221 only. 7 
CLR 100 000 000 Clear all status flags. Data register contents are unaffected. 


Table VI. ADSP-3220/3221 ALU Logical Operations 


The ADSP-3220/3221 Single-Precision Floating-Point Operations are: 





Mnemonic Instruction (Ig_o) Description 
Ig.¢ Is_3 Ino 
SADD 111 000 011 SP FitgPt(A + B) 
SSUBB 111 000 11] SP FitgPt (A — B) 
SSUBA 111 001 011 SP FitgPt (B — A) 
SCOMP 111 001 111 SP FltgPt comparison of A to B. Result is (A — B) 


Greater Than=(OVRFLO HI) 
Equal=(OVRFLO LO & UNDFLO LO) 
Less Than=(UNDFLO HI) 
Unordered=INVALOP HI 


SADDAS 011 000 011 SP FitgPt|A + B| 

SSUBBAS 011 000 111 SP FitgPt|A —B| 

SSUBAAS 011 001 011 SP FitgPt |B — A| 

SFIXA 011 001 10] Convert SP FitgPt A to twos-complement Integer 

SFIXB 011 001 110 Convert SP FitgPt B to twos-complement Integer 

SFLOATA, 011 100 101 Convert twos-complement integer A to SP FitgPt 

SFLOATB 011 100 110 Convert twos-complement integer B to SP FitgPt 

DOUBLEA 011 101 101 Convert SP FitgPt A to DP FitgPt 

DOUBLEB 011 101 110 Convert SP FitgPt B to DP FitgPt 

SPASSA 011 110 001 Pass SP FitgPt A. NANs cause INVALOP. 

SPASSB 011 110 010 Pass SP FitgPt B. NANs cause INVALOP. 

SWRAPA 011 100 001 Wrap SP DNRM A toSP WNRM 

SWRAPB 011 100 010 Wrap SP DNRM B to SP WNRM 

SUNWRAPA 011 010 001 Unwrap SP WNRM Ato SP DNRM 

SUNWRAPB 011 010 010 Unwrap SP WNRM BtoSP DNRM 

SSIGN 011 111 101 Copy sign from SP FitgPt B to SP FitgPt A. Result is 
[sign B, exponent A, fraction A]. 

SXSUB 011 111 001 Subtract B exponent from A exponent. Result is 


[sign A, (expt A — expt B), fraction A] for all data types. 
If the unbiased exponent = + 128, INF results. | 
If the unbiased exponent is = — 127, ZERO results. 

SITRN 011 010 101 Downshift SP FitgPt A mantissa (with hidden bit) logically by the 
unbiased SP FltgPt B exponent to a 32-bit 
unsigned-magnitude integer. Use RZ only. 


ADSP-3221 ALU only: 


SDIV - Ol 110 111 SP FitgPt (A + B) 
SSQR 111 110 110 SP FitgPt VB 





Table Vil. ADSP-3220/3221 ALU Single-Precision Floating-Point Operations 
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The ADSP-3220/3221 Double-Precision Floating-Point Operations are: 


Mnemonic Instruction (Ig_o) ‘Description 
Ig¢ Is_3 In 
DADD 110 000 011 DP FitgPt(A +B) 
DSUBB 110 000 111 DP FitgPt(A —B) 
DSUBA 110 001 011 DP FitgPt (B — A) 
DCOMP 110 001 111 DP FitgPt comparison of A to B. Result i is(A —B). 
Greater Than=(OVRFLO HI & UNDFLO LO) 
_Equal=(OVRFLO LO & UNDFLO LO) 
Less Than=(OVRFLO LO & UNDFLO HI) 
, Unordered=INVALOP HI 
DADDAS 010 000 011 DP FitgPt| A+B 
DSUBBAS 010 000 111 DP FitgPt|A —B| 
DSUBAAS 010 001 011. DP FitgPt |B — Aj 
DFIXA 010 011 101 Convert DP FitgPt A to twos-complement integer 
DFIXB:. 010 011 110 Convert DP FltgPt B to twos-complement integer 
DFLOATA 010 100 101 Convert twos-complement integer A (even A register sources 
7 only) to DP FitgPt 
DFLOATB 010 100 110 Convert twos-complement integer B (even B register sources 
only) to DP FitgPt 
SINGLEA 110 011 101 Convert DP FitgPt A to SP FltgPt 
SINGLEB 110 011 110 Convert DP FltgPt B to SP FitgPt 
DPASSA 010 110 001 Pass DP FitgPt A. NANs cause INVALOP. 
DPASSB 010 110 010 Pass DP FitgPt B. NANs cause INVALOP. 
DWRAPA 010 100 001 Wrap DP DNRM Ato DP WNRM 
DWRAPB 010 100 010 Wrap DP DNRM B to DP WNRM 
DUNWRAPA 010 010 001 Unwrap DP WNRM Ato DP DNRM 
DUNWRAPB 010 010 010 Unwrap DP WNRM B to DP DNRM 
DSIGN 010 111 101 Copy sign from DP FitgPt B to DP FitgPt A. Result is 
, [sign B, exponent A, fraction A]. 
DXSUB 010 111 001 Subtract B exponent from A exponent. Result i 1S 
[sign A, (expt A — expt B), fraction A] for all data types. 
If the unbiased exponent = + 1024, INF results. 
If the unbiased exponent is = — 1023, ZERO results. 
DITRNEA 010 010 101 Downshift DP FitgPt A mantissa (with hidden bit) logically by the 
unbiased DP FltgPt B exponent toa 32-bit 
unsigned-magnitude integer. Use RZ only. 
ADSP-3221 ALU only: 
DDIV 010 110 1}1 DP FitgPt(A + B) 
DSQR 110 110 110 DP FitgPt VB 


Table Vill. ADSP-3220/3221 ALU Double-Precision Floating-Point Operations 


Fixed-Point Arithmetic ALU Operations 
The negation operation is a twos-complementing of the input 
operand. 


The OVRFLO flags can be set by fixed-point ALU operations. 
The twos-complement data format is presumed in the definition 
of fixed-point overflow. 


Absolute Value Controls | 

Absolute value controls (ABSA/B) cannot be used with all operands 
input to all fixed-point ALU operations. ABSA/B must be LO 
for negation (INEGA/B) and absolute difference (ISUBBAS/ 
ISUBAAS) operations, or results will be undefined. Absolute 
value controls can be used with all other fixed-point operations. 


Extended-Precision Fixed-Point Arithmetic 

The ADSP-3220/3221s integer ALU operations include three 
operations for extended fixed-point precision: addition with 
carry and two subtractions with borrow. The carry bit generated 
by an addition or subtraction is latched miternalhy for one cycle 
only. 
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To illustrate, these instructions can be used to add two 64-bit 
fixed-point numbers. The two least-significant 32-bit halves can 
be added with IADD. Any carry bit generated would be latched 
internally in the ADSP-3220/3221. On the next cycle, the most- 
significant 32-bit halves can be added with IADDWC, which 
would also add in the carry bit from the previous operation if 
any. The two fixed-point results will be latched in the Output 
Register in consecutive cycles. As with all fixed-point results, 
they will appear in consecutive cycles in the most-significant 32- 
bits of the Output Register (bit positions 63 through 32). 


Extended-precision fixed-point subtraction is exactly analogous. 
The least-significant 32-bit halves can be subtracted with either 
ISUBA or ISUBB. On the next cycle, the most-significant 32-bit 
halves can be subtracted with either ISUBWBA or ISUBWBB. 


Fixed-Point Zero and Equality Tests 

The ADSP-3220/3221 do not directly support fused -point zero-test 
or comparison operations. However, both can be accomplished 
using other ALU operations. A zero-test will result from executing | 
a single-precision floating-point wrap instruction (SWRAPA/B) 


pe 


on the fixed-point data in question. UNDFLO will be asserted 
if and only if the operand is ZERO, which is bitwise equivalent 
to an operand of all zero bits. 


A fixed-point test for equality will result from a bitwise XOR of 
A and B operands (AXORB) followed by the zero-test using 
SWRAPA/B described in the previous paragraph. In this context, 
UNDFLO will flag fixed-point equality. 


Logical ALU Operations 

The ones-complement instructions (COMPLA/B) change every 
one bit in the operand to a zero bit and every zero bit in the 
operand to a one bit. Ones-complementing is equivalent to a 
bitwise logical NOT operation on the 32-bit operand. The pass 
instructions (PASSA/B) pass all operands unmodified, including 
NANs, without signaling an INVALOP exception. PASSA/B 
set no flags. 


The logical AND, OR, and XOR (AANDB, AORB, AXORB) 
operate bitwise on all 32-bits in their pair of operand fields to 
produce a 32-bit result. 


NOP will advance the ALU pipeline one cycle. Status flags will 
be preserved, but Output Register contents will not with the 
ADSP-3220. The ADSP-3221 preserves both flags and output 
register contents during NOP. CLR simply resets all status 
flags. Note that CLR is pipelined and takes effect one cycle . 
after it is presented. All data register contents, including the 
Output Register, remain unaffected. 


Do not assert the absolute value controls (ABSA/B) with logical 
operations. The results will be undefined. 


Floating-Point ALU Operations 

The single-precision and double-precision floating-point opera- 
tions are exactly analogous and both will be discussed here. The 
data types and flags resulting from additions, subtractions, 
comparisons, absolute sums, and absolute differences are shown 
in Tables XI and XII. The INEXO flag is not shown explicitly 
in these tables (or any other) since it may or may not be set, 
depending on whether the result is inexact. 


Absolute Value Controls 
Absolute value controls (ABSA/B) can be used with all operands 
input to all floating-point ALU operations. 


Sign of NAN Results 

On the ADSP-3220/3221 ALUs, the sign of a NAN result when 
one input is a NAN will be the sign of the NAN operand. The 
sign of the NAN result for two NAN inputs (except division) 
will be the sign of the NAN with the larger magnitude fraction. 
If the fractions are equal, then the sign will be computed in the 
same way as for additions on signed zeros: 


(+ ZERO) +(+ ZERO) =(+ ZERO) — (+ ZERO) + ZERO 
(+ ZERO) + (+ ZERO) = (+ ZERO) — (+ ZERO) + ZERO 
(RN, RZ, RP rounding modes) 
(+ ZERO + (+ZERO) =(+ ZERO) — (+ ZERO) 
—»— ZERO (RM rounding mode) 


In this notation, the first line refers to either +ZERO+ZERO 
or —ZERO-— ZERO. The second and third lines refer to 

+ ZERO -— ZERO or —ZERO+ ZERO. Some ALU operations 
with two INF inputs can cause INVALOP and generate NANs. 


The assignment of sign to the NAN is also analogous to additions 
with signed zeros: 


(+INF)+(+INF)=(+INF)-(+INF)> +INF 

(+INF)+(+INF) =(+INF)-(+INF)>~+NAN 
(RN, RZ, RP rounding modes) 

(+INF)+(+INF) =(+INF)-(+INF)~ —-NAN 
(RM rounding mode) 


Comparisons 

Comparison generates the data result (operand A minus operand 
B). The flags, however, are defined to indicate the comparison 
conditions rather than the flag conditions for subtraction. Signed 
INFs will be compared as expected. A NAN input to the com- 
parison operation will cause the unordered flag result (INVALOP) 
and the production of an all-ones NAN. Even in FAST mode, 
the ALUs will accept denormals as inputs to the comparison 
operation. See ‘‘Less Than, Equal, Greater Than, and Unordered”’ 
in the “Status Flag” section above for a complete discussion of 
these flags in comparison operations. 


Conversions: Floating to Fixed 

Conversions from floating-point to twos-complement integer 
(SFIXA/B and DFIXA/B) are considered ‘“‘floating-point” oper- 
ations, and all four rounding modes are available. If the operand 
after rounding overflows the destination format, OVRFLO will 
be set, and the results will be undefined. Thus, OVRFLO for 
fixed-point operations is treated exactly as it is for floating-point 
operations. 


If the non-zero operand before rounding is of magnitude less than 
one, UNDFLO will be set in a conversion to integer. The mag- 
nitude of the result may be either one or zero, depending on the 
rounding mode. Conversion to integer is the only operation 
where UNDFLO depends on the pre-rounded result. The reason 
for this is that the infinitely precise result could be almost one 
integer unit away from the post-rounded result, potentially a 
large difference. We have chosen to flag underflow whenever 
the magnitude of the source operand is less than one, thereby 
alerting the user to a potentially significant loss of accuracy. 


INEXO will be asserted if the conversion is inexact. NANs and 
INFs will convert to a same-signed single-precision floating-point 
all-ones NAN. INVALOP will be asserted. The twos-complement 
integer interpretation of + NAN is full-scale positive and of 

— NAN, minus one. See Tables XVI and XVII for illustrations 
of fixing single- and double-precision floating-point numbers. 


Conversions: Fixed to Floating 

All four rounding modes are also available for conversions from 
twos-complement integer to floating-point. For conversion to 
single-precision floating-point (SFLOATA/B), the numerical 
result will always be IEEE normals. The only flag ever set is 
INEXO. INEXO will be set if and only if the source integer 
contains more than 24 bits of significance. “‘Significance’’ is 
defined as follows: For positive twos-complement integers, the 
number of significant bits is [(32 minus the number of leading 
zeros) minus the number of trailing zeros]. ‘““Leading zeros” are 
the contiguous string of zeros starting from the most significant 
bit. ““Trailing zeros” are the contiguous string of zeros starting 
from the least significant bit. For negative twos-complement 
integers, the number of significant bits is [(33 minus the number 
of leading ones) minus the number of trailing zeros]. 


FLOATING-POINT COMPONENTS 4-25 





For conversion from twos-complement integer to double-precision 
floating-point (DFLOATA/B), the numerical result will always 
be .an IEEE normal. No flags will be set. Only even-numbered 
registers (AO, A2, BO, or B2) can pe sources for the DFLOAT 
operation. 


Conversions: Floating to Floating 

For conversion from single-precision to double-precision 
(DOUBLEA/B), all single-precision normals and denormals will 
convert without exceptions. A single-precision NAN will convert 
to a double-precision all-ones NAN; the INVALOP flag will be 
set. Single-precision INF converts to double-precision INF; no 
flags are set. Single-precision ZERO converts to double-precision 
ZERO; no flags are set. 


Conversions from double-precision to single-precision floating- 
point (SINGLEA/B) can cause exceptions because overflow, 
underflow, and inexact status can result in mapping to the smaller 
destination format. See Table XVIII for illustrations. A double- 
precision NAN will convert to a single-precision all-ones NAN; 
the INVALOP flag will be set. DP INFs convert to SP INFs; 
no flags are set. Finite numbers greater in magnitude than single- 
precision NORM.MAX will result in SP INF or SP NORM.MAX, 
depending on the rounding mode. (See ‘‘Round Controls’ above.) 
Non-zero, post-rounded operands whose magnitudes are between 
SP NORM.MAX and SP NORM.MIN inclusive will be SP 
NORMs. In IEEE mode, operands between SP DNRM.MAX 

~ and SP DNRM.MIN inclusive will be SP DNRMs; in FAST 
mode, ZERO will result with UNDFLO and INEXO set. 


For both normals and denormals, INEXO will be asserted if the 
conversion from double-precision to single-precision floating-point 
is inexact. If the conversion to denormals is inexact, both INEXO 
and UNDFLO will be set, in accordance with the IEEE definition 
in terms of loss of accuracy when representing a denormal. (See 
““Underflow” in “Status Flags” above.) Post-rounded, non-zero 
numbers less than SP DNRM.MIN will convert to ZERO; 
UNDFLO and INEXO will be set. DP ZERO converts to SP 
ZERO without exception. 


Pass 

Pass instructions (SPASSA/B and DPASSA/B) pass all operands 
unmodified. Unlike the PASSA/B instructions, the floating-point 
pass instructions will cause INVALOP if a NAN is passed. The 
NAN will pass unmodified. INFs are passed without setting any 
flags. The absolute value controls can be used with the floating- 
point pass instructions to reset the unmodified NAN’s sign bit 
to zero. 


Wrap 

Wrap instructions (SWRAPA/B and DWRAPA/B) convert a 
denormal to a wrapped number readable by a Multiplier or the 
ADSP-3221 ALU in division and square root operations. Since 
the wrapped format has an additional bit of precision (the hidden 
bit), all wrapping is exact. If the operand is ZERO, then UNDFLO 
will be set. If the operand is neither a DNRM nor ZERO, 
INVALOP will be set. 


Unwrap 

Unwrapping instructions (SUNWRAPA/B and DUNWRAPA/B) 
convert a wrapped number to the IEEE denormal format. After 
rounding, the result may turn out to be NORM.MIN or ZERO. 
WRAP.MAX, whose infinitely precise value is between 
NORM.MIN and DNRM.MAX, will round to NORM.MIN or 
DNRM.MAX , depending on rounding mode: 


+ WRAP.MAX-+NORM.MIN (RN, RP modes) 

+ WRAP.MAX~DNRM.MAX (RZ, RM modes) 
- WRAP.MAX~+NORM.MIN (RN, RM modes) 
— WRAP.MAX—DNRM.MAX (RZ, RP modes). 
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INEXO will always be set when unwrapping WRAP.MAX. If 
the unwrapping operation, after rounding, shifts all ones out of 
the DNRM destination format, ZERO will result. Whenever 
this happens, UNDFLO and INEXO will always both be set. 


The UNDFLO condition for unwrapping is based on the IEEE 
definition in terms of loss of accuracy when representing a de- | 
normal. (See “Underflow” in “Status Flags” above.) That is, 
UNDFLO will only be set when the unbounded, post-rounded 
result cannot be expressed exactly in the destination denormal 
format. UNDFLO will always De set in conjunction with INEXO 
when unwrapping. 


The ADSP-3220 and ADSP-3221 differ slightly in how inexactness 
is defined for unwrapping. With the ADSP-3220, inexactness is 
determined solely by whether or not there was a loss of accuracy 
when unwrapping the operand supplied to the ALU. The ADSP- 
3221 goes beyond the ADSP-3220 in also considering whether 
the multiplication, division, or square root that generated the 
wrapped number caused a loss of accuracy. It determines this 
information by reading the INEXIN flag input to the ALU. 


The INEXIN is essential to the unwrapping operation in both 
ALUs. The state of INEXIN input when wrapping should 
reflect the state of INEXO when the wrapped number was 
generated during multiplication, division, or square root. The 
ADSP-3220 uses INEXIN only for this purpose. The ADSP-3221 
also uses this information to determine if the operation creating 
the wrapped number was inexact. When the ADSP-3221 unwraps 
a wrapped number, its INEXO will be asserted if either the 
originating operation or the unwrapping operation caused a loss 
of accuracy. 


Copy Sign 

The SSIGN and DSIGN operations copy the sign of the B 
operand to the A operand. The result is (sign B, exponent A, 
fraction A). Rounding modes have no effect on this operation 
since the precision of the result is exactly that of the source, 
i.e., all “‘roundings”’ are exact. The only condition that generates 
a flag is a NAN as the A operand; INVALOP will be set. This 
instruction is useful for quadrant normalization of trigonometric 
functions. Trigonometric identities allow mapping an angle of 
interest to a quadrant for which lookup tables exist. SSIGN and 
DSIGN simplify this mapping. For example, sin (— 37°) = 

— sin (37°). By looking up sin (37°) and transferring the sign of 
the angle (— 37°, the B operand) to the value from the lookup 
table (0.60182, the A operand), the correct result is obtained 
(— 0.60182). 


Exponent Substraction 

Exponent subtraction (SXSUB and DXSUB) subtracts the expo- 
nent of the B operand from the A operand. The A operand is 
the destination format: [sign A, (expt A— expt B), fraction A]. 
INFs and NANs are valid inputs to the SXSUB/DXSUB opera- 
tions; INVALOP is never asserted. If the unbounded result is 
greater than that of NORM.MAX, INF will be produced and 
OVRFLO will be set. If the unbounded result is less than that 
of NORM.MIN, ZERO will be produced and UNDFLO will 
be set. | 


Exponent subtraction 1s useful as the first step in the Newton- 
Raphson division by recursion algorithm. This operation allows 
an improved implementation of this algorithm. For the details, 
see the Application Note, ‘“‘Floating-Point Division using Analog 
Devices’ ADSP-3210 and ADSP-3220,” available from Analog 
Devices’ DSP Applications Engineering. 


Logical Downshift 
The mantissa of a floating-point A operand (with hidden bit 
restored) can be downshifted logically to an unsigned-magnitude 
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integer destination format using the SITRN and DITRN opera- 
tions. (See Figures 29 and 30.) The source mantissa is treated as 
a right-justified unsigned integer. The unbiased (i.e., the “true” 
exponent after the bias has been subtracted) exponent of the B 
operand determines the amount of the downshift. The unbiased 
B exponent is interpreted as an unsigned number which indicates 
how many bit positions the mantissa should be downshifted. (A 
negative unbiased exponent will cause a very large downshift. 
The mantissa will be completely shifted out of range, and the 
result will be zero.) The result will a be left-zero-filled unsigned- 
magnitude integer. Like all fixed-point results, it will appear in 
the most significant bit positions of the Output Register. 


32-Bit A Register 32-Bit B Register 


1. OO <> 
HB 23-Bit Fraction 8-Bit Biased Exponent 


24-Bit Source 


Me 
Zero-Filled 
?______ —___—_» 4+ —_—___ 


53-Bit to 32-Bit Logical Downshift 











Shift Amount 
(unsigned) 


MSW in 
Output Register 


32-Bit Unsigned-Magnitude Integer 


Figure 29. ADSP-3220/3221 SITRN instruction 
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Figure 30. ADSP-3220/3221 DITRN Instruction 
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Logical downshift is only defined for NORMs. Results from 
operands than are not normals are undefined. A NAN A-operand 
input to SITRN/DITRN will cause INVALOP and produce all- 
ones NANs of the same sign. Round-toward-Zero (RZ) must be 
specified for SITRN and DITRN. Otherwise, the result is 
undefined. If the shifted result before rounding is all zeros, 
UNDFLO will be set. (Actually, with RZ, the shifted result 
before rounding is the same as the shifted result after rounding.) 
If any bits are shifted out of the range of the destination format, 
INEXO will be set. 


The logical downshift operations can be useful to generate table 
lookup addresses. In this application, the most-significant mantissa 
bits would be used as table addresses. Because different B expo- 
nents can be applied to the same A mantissa, the same datum 
can be used to address multiple tables with differently sized 
address fields. 
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Division and Square Root 

The ADSP-3221 ALU supports multicycle division (SDIV and 
DDIV) and square root (SSQR and DSQR) operations. Tables 
XIII and XIV illustrate the resultant data types and status con- 
ditions for division. Table XV serves a similar role for square 
root. Neither operation can accept denormal inputs directly; 
they must be wrapped to the wrapped data format first. Denormal 
inputs to division and square root operations will cause the 
simultaneous assertion of UNDFLO and INVALOP in IEEE 
mode. For divisions, INEXO HI indicates that the dividend is a 
DNRM; INEXO LO indicates that the divisor or both operands 
are DNRMs. In FAST mode, only INVALOP will be asserted. 


The square root of any non-negative normal or wrapped number 
will be an IEEE normal number. The square root of a negative 
number is an all-ones — NAN. The square root of +INF is 
+INF without exception. The square root of a NAN is a same- 
signed all-ones NAN. 


Division can produce wrappeds and unnormals; these must be 
passed back to the ALU for unwrapping. INF dividends cause 
correctly signed INFs without flags except when the divisor is 
also an INF. Either +INF divided by either +INF or any 
NAN input will generate INVALOP and an all-ones NAN. For 
ADSP-3221 division operations, the sign of the NAN will be 
the exclusive OR of the signs of the dividend and the divisor. 


OUTPUT CONTROL-SHLP (REG), OEN (ASYN), 
MSWSEL (ASYN), AND HOLD (ASYN) 

All members of the ADSP-3210/3211/3220/3221 chipset oe a 
64-bit Output Register. The Output Registers are clocked every 
cycle, except for multicycle operations (double-precision multi- 
plication, division, and square root) when HOLD is LO on the 
ADSP-3211 and when the ADSP-3221 is executing NOP. Output 
Registers are clocked at the conclusion of multicycle operations 
and not before. 





Results appear in the Multipliers Output Registers as follows: 
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Figure 31. ADSP-3210/3211 Multiplier Output Registers 


When the destination format from multiplication is single-precision 
floating-point, the fraction bits that are less than the least significant 
bit in the destination format are stored in the least significant 
half of the Output Register. 


The Multipliers have a pipelined, registered fixed-point shift-left 
control, SHLP. When HI, SHLP will cause a one-bit left shift 
in the 64-bit product that appears in the Multiplier’s Output 
Register. The least significant bit in the Output Register will be 
zero. See “32-Bit Fixed-Point Data Formats”’ above for more 
details of the effects of SHLP. SHLP has no effect on floating-point 
multiplications. Note that SHLP should be setup at the clock 
edge when the multiplication operands are read into the multiplier 
array. 
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Results appear in the ALUs Output Registers as follows: 
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Figure 32. ADSP-3220/3221 ALU Output Registers 


All members of this chipset have an asynchronous output enable 
control, OEN. When HI, outputs are enabled; when LO, output 
drivers at DOUT3)_9 are put into a high-impedance state. Note 
that status flags are always driven off-chip, regardless of the 
state of OEN. See Figure T1 for the timing of OEN. 


All members of this chipset also have an asynchronous MSW 
select control, MSWSEL. When outputs are enabled and 
MSWSEL is HI, the most significant half (bits 63 through 32) 
of the Output Register will be driven to the output port, 
DOUT3,_9. When outputs are enabled and MSWSEL is LO, 
the least significant half (bits 31 through 0) of the Output Register 
will be driven to the output port, DOUT3)_9. The operation of 
MSWSEL is illustrated in all.timing diagrams where 64-bit 
outputs are produced. 


The ADSP-3211 Multiplier has an asynchronous, active LO 
control, HOLD, that prevents the Output Register from being 
updated. HOLD must be setup prior to the clock edge when 
the Output Register would have otherwise been updated. See 


Figure T3. For normal operations where the Output Register is 
updated, HOLD must be held HI. 


TIMING 

Timing diagrams are numbered Figures T1 through T12. Three- 
state timing for DOUT is shown in Figure T1. Output disable 
time, tpys, is measured from the time OEN reaches 1.5V to the 
time when all outputs have ceased driving. This is calculated by 
measuring the time, tmeasurea> from the same starting point to 
when the output voltages have changed by 0.5V toward + 1.5V. 
From the tester capacitive loading, C;, and the measured current, 
it, the decay time, tpgcay, can be approximated to first order 
by: 

C, * 0.5V 


UpECAY = i 


from which 


Utp1s = tmeasured — IDECAY 


is calculated. Disable times are longest at the highest specified 
temperature. 


The minimum output enable time, minimum tgna, is the earliest 
that outputs begin to drive. It is measured from the control 
signal OEN reaching 1.5V to the point at which the fastest 
outputs have changed by 0.1V from Viistate toward their final 
output voltages. Minimum enable times are shortest at the lowest 
specified temperature. 


The maximum output enable time, maximum tgwna, is also meas- 
ured from OEN at 1.5V to the time when all outputs have 
reached TTL input levels (Voy; or Voz). This could also be 
considered as “data valid.”” Maximum enable times are longest 
at the highest specified temperature. 


Reset timing is shown in Figure T2. RESET must be LO for at 
least tps. In addition, RESET must return HI at least ts, before 
the first rising clock edge of operation. Hold timing is shown in 
Figure T3. HOLD must go LO tyys before the rising edge at 
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which the Output Register is not updated. HOLD must also be 
held typ; after the clock edge. 


All data, registered and latched controls, and instructions shown 
in Figures T4 through T12 must be setup tps before the rising 
edge and held tp;;. Both input-port configurations are shown in | 
most these diagrams. Data is shown. loaded for minimum latency. 
Other sequencing options are possible and may be more conven- 
ient, depending on the system. These other options, however, 
require that data be loaded to the input registers earlier than as 
shown in these diagrams and not overwritten. See “‘Input Register 
Loading and Operand Storage”’ above for constraints on eerste 
loading and operand storage that must be observed. 


The operation time, topp, is the time requured to advance the 
internal pipelines one stage. It reflects the pipelined throughput 
of the device for that operation. The latency, ty ap, is the time it 
takes for the chip to produce a valid result at DOUT from valid 
data at its input ports. (Latency is the true measure of the internal 
speed of the chip.) Latency is referenced from data valid of the 
earliest required input to data valid of the first 32-bit output. 


The asynchronous MSWSEL control’s delay is tno. The 
maximum specification for teno is the delay which guarantees 
valid data. The minimum specification for tgno is the earliest 
time after the MSWSEL control is changed that data can 
change. 


Status flags have a maximum output delay of tso referenced 
from the clock rising edge. All status flags except the Multipliers 
DENORM are available in parallel with their associated output 
results. DENORM is available earlier to speed up recovery from 
a denormal input exception. Note that DENORM is indeterminate 
(not necessarily LO) except in the cycles indicated in Figures 
T4 and T5. DENORM should therefore not be used by itself to 
externally trigger a denormal input exception processing 

routine. 


Note that for all operations (Figures TS through T12) a new 
operation can begin the cycle before output results and status 
flags (other than DENORM) results from the previous operation 
are driven off chip. This feature leads to improved pipeline 
throughput. 


GRADUAL UNDERFLOW AND IEEE EXCEPTIONS 
The data types that each chip operates on directly is shown in 
Figure 33. 
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Figure 33. Data Types Directly Supported by the 
ADSP-3210/3220/3221 


ees 


Denormals are detected by the Multipliers when read into their 
processing circuitry. The ADSP-3210/3211 will produce a flag 
output, DENORM, when one or both of the operands read into 
the array are denormals. The occurrence of DENORM should 
trigger exception processing. (See “Status Flags’”’ above for a 
discussion of DENORM and its timing.) Controlling hardware 
must recover the denormal(s) that was input to a Multiplier and 
present it to an ALU for wrapping. 


The ADSP-3221 ALU will also detect denormals when read into 
internal circuitry for division or square root operations. The 
UNDFLO and INVALOP flags will both be asserted on the 
ADSP-3221 to signal the presence of a denormal input to these 
operations. INEXO will indicate whether the denormal input is 
the A operand or B operand. (See “‘Status Flags” above for a 
fuller discussion of denormal detection in the ADSP-3221.) 


The ALU wraps denormals with its SWRAP or DWRAP in- 
structions. Note from Tables II and IV that any denormal can 
be represented as a wrapped without loss of precision (hence 
triggers no exception flags in the ALU). 


The wrapped equivalent from the ALU must now be passed to 
the Multiplier for multiplication or the ADSP-3221 ALU for 
division or square root. The controlling system must tell the 
Multiplier to interpret the wrapped input as wrapped by asserting 
WRAPA/B when it is read into the Multiplier’s processing cir- 
cuitry. For division and square root, the controlling system 
must tell the ALU to interpret the wrapped operand A as wrapped 
by asserting INEXIN when it is read into the ALU’s processing 
circuitry and to interpret the wrapped operand B as wrapped by 
asserting RNDCARI. The result of the multiplication or division 
can be a normal, a wrapped, or an unnormal. (See Tables IX, 
X, XIII and IV.) Square root on IEEE numbers only produces 
normals. (See Tables XI and XII.) An underflowed result (wrapped 
or unnormal) from either Multiplier or ALU will be indicated 
by the UNDFLO flag and must be passed to the ALU for 
unwrapping. 


B operand 


ZERO 
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status 










For full conformance to the IEEE Standard, all wrapped and 
unnormal results must be unwrapped in an ALU (with the 
SUNWRAP and DUNWRAP instructions) to an IEEE sanctioned 
destination format before any further operations on the data. If 
the result from unwrapping is a DNRM, then that data will 
have to be wrapped before it can be used in multiplication, 
division, or square root operations. 


The reason why WNRMs and UNRMs should always be un- 
wrapped upon their production is that the wrapped and unnormal 
data formats often contain “‘spurious” accuracy, i.e., more pre- 
cision than can be represented in the normal and denormal data 
formats. If WNRMs or UNRMs produced by the system were 
used directly as inputs to multiplication, division, or square root 
operations, the results could be more accurate than, and hence 
incompatible with, the IEEE Standard. 


When unwrapping, additional information about underflowed 
results must accompany their input to the ALU. See ‘‘Special 
Flags for Unwrapping”’ in “Status Flags” above for details of 
how INEXO and RNDCARO status flag outputs must be used 
with INEXIN and RNDCARI inputs. 


A final point about conformance with IEEE Std 754 pertains to 
NANSs. The Standard distinguishes between signalling NANs 
and quiet NANSs, based on differing values of the fraction field. 
Signalling NANs can represent uninitialized variables or special- 
ized data values particular to an implementation. Quiet NANs 
provide diagnostic information resulting from invalid data or 
results. The ADSP-3210/3211/3220/3221 generally produce all- 
ones outputs from invalid operations resulting from NAN inputs. 
So a system that implements operations on quiet and signalling 
NANs will have to modify the NAN output from these chips 
externally. See Section 6.2 of Std 754-1985 for the details of 
these operations. 
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1. Either INF or NORM.MAX. depending on rounding mode. See “Round Controls.” 


Table IX. ADSP-3210/3211 Floating-Point Multiplication 


(IEEE Mode) 
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1. Either INF or NORM.MAX, depending on rounding mode. See “Round Controls.” 
2. In FAST mode, WRAP inputs are illegal. 


Table X. ADSP-3210/3211 Floating-Point Multiplication 
(FAST Mode) 
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1. Either INF or NORM.MAX. depending on rounding mode. See "Round Controls.” 
(+ ZERO)+ (+ ZERO) = (+ZERO)-(FZERO) = + ZERO 
(t ZERO)+(+ ZERO) = (tZERO)-(+ZERO)= + ZERO (RN. RZ. RP rounding modes) 
(+ ZERO)+( 4 ZERO) = (tZERO)-(+ZERO)= -— ZERO (RM rounding mode) 
(+ INF)+(+ INF) = (tINF)—-( $INF) = + INF 
(+ INF)+(= INF) = (tINF)—(4INF) = +NAN (RN, RZ. RP rounding modes) 
(+ INF)+(+ INF) = (4INF)-(tINF) = -NAN (RM rounding: mode) 
4. If DNRM result is inexact. UNDFLO will be set. 


Table XI. ADSP-3220/3221 Floating-Point Addition/ 
Subtraction (IEEE Mode) 
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DNRM | ZERO | UNDFLO INF.NORM.MAX’ | OVRFLO | INF / NAN | INVALOP 
/ NORM : 
| ZERO UNDFLO | it 
NORM | NORM INF.NORMMAX | OVRFLO | INF.NORMMAX' | OVRELO | / NAN | INVALOP | 
| NORM NORM 
UNDFLO ZERO , UNDFLO | 


ZERO 



















INF INVALOP | 
NAN INVALOP | INVALOP INVALOP | INVALOP | 
1. Either INF or NORM.MAX, depending on rounding mode. See “Round Controls.” 
2. (+ ZERO)+ (+ ZERO) = (+ZERO)-(¥ZERO) = + ZERO 
(+ ZERO)+(+ ZERO) = (tZERO)-(+ZERO)= + ZERO (RN, RZ, RP rounding modes) 
(+ ZERO)+( 4 ZERO) = (+ZERO)-(+ZERO)= — ZERO (RM rounding mode) 
3. (+ INF)+(+ INF) = (tINF)-( INF) => + INF 
(+ INF)+(+ INF) = (tINF)-(tINF) = +NAN (RN, RZ, RP rounding modes) 
(+ INF)+(+ INF) = (t{INF)-(+INF) => -NAN (RM rounding mode) 
4. Exact result. 
5. In FAST mode, WRAP inputs are illegal. 
Table XII. ADSP-3220/3221 Floating-Point Addition/ 
Subtraction (FAST Mode) 
B operand 
ZERO DNRM WRAP NORM INF NAN 
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result result Status Status” Status - result status = result status 
ZERO NAN | ZERO | | NAN | INVALOP | 
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a INVALOP | INVALOP NORM NORM 
| WRAP UNDFLO 
‘ I ae Nee ei te on Wine “a, yet 
INF NAN | INVALOP NAN | INVALOP | 
NAN 





1. Either INF or NORM.MAX. depending on rounding mode. See “Round Controls.” 


Table XIII. ADSP-3221 Floating-Point Division (A+B) (IEEE Mode) 
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1. Either INF or NORM.MAX, depending on rounding mode. See “Round Controls.” 
2. In FAST mode, WRAP inputs are illegal. 


Table XIV. ADSP-3221 Floating-Point Division (A+B) (FAST Mode) 
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Table XV. ADSP-3221 Floating-Point Division Square Root (VB) 


ased Source Name 


one 
one — 1LSB 

one ~ 1LSB 
12+1LSB 
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12 
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Rounding 
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RN,RP 
RZ,RM 
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RN, RP 
RZ,RM 
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Status Flags 


INVALOP 
INVALOP 
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Table XVI. Conversion of 32-Bit Single-Precision Floating-Point to 32-Bit Twos-Complement Integer 
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*“T)”’ denotes an undefined result. 


NOTE: Heavy line indicates rounding boundary in source. 
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Rounding 
Modes 


all 
all 
all 

RP,RN 
RZ,RM 
RP,RN 
RZ,RM 

RP 
RM,RN,RZ 
RP 
RM,RN,RZ 
all 

all 

RN,RP 
RZ,RM 
RN,RP 
RZ,RM 

RP 
RM,RN,RZ 





RP,RN,RZ 
RM 
RP,RN,RZ 
RM,RN 
RP,RZ 
RM,RN 
RP,RZ 

all 

all 

RM 
RP,RN,RZ 


Status Flags 






INVALOP 
INVALOP 
OVRFLO 
OVRFLO,INEXO 
INEXO 
OVRFLO,INEXO 
INEXO 
OVRFLO,INEXO 
INEXO 
OVRFLO,INEXO 
INEXO 


UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 


UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 


INEXO 
INEXO 
INEXO 
INEXO 
INEXO 
INEXO 
INEXO 
INEXO 


INEXO 
OVRFLO,INEXO 
INEXO 
OVRFLO,INEXO 
INEXO 
OVRFLO,INEXO 
OVRFLO 
OVRFLO,INEXO 
OVRFLO 
INVALOP 
INVALOP 


Table XVII. Conversion of 64-Bit Double-Precision Floating-Point to 32-Bit Twos-Complement Integer 
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2** 
Whehel 
Qn 
2** 
2** 


2** 
2x 
2** 
Qe 


2** 
2x 
2** 

Protas 
2*%* 
Vheiel 
2** 
Vhahel 
2k* 
2** 
Whois 


2x 
Phehei 
2** 
2x 
2** 
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2k 
2** 
2k 
2** 
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2x 
2** 
2*e 
2** 
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NOTE: Heavy line indicates rounding boundary in source. 


WP hekel 


Qee : 


Unbiased 
Expnt 
1024 


1024 


1023 
i023 
127 
127 
127 
127 
127 
127 
127 

— 126 
-127 
— 127 
— 127 


‘— 149 


— 1022 
— 1022 


*~ 1022 


~ 1022 
— 1022 
~ 1022 


127 
127 
127 
127 
127 
127 
127 
1023 
1023 
1024 
1024 


? 
SA 


Source Name 


+NAN 

+INF 
+NORM.MAX 
+NORM.MAX 


+NORM.MIN 
+NORM.MIN 
+DNRM.MAX 
+DNRM.MAX 
+ DNRM.MIN 
+DNRM.MIN 
+ ZERO 
—ZERO 

~ DNRM.MIN 
— DNRM.MIN 
- DNRM.MAX 
—DNRM.MAX 
—NORM.MIN 
— NORM.MIN 


~ NORM.MAX 
—NORM.MAX 
~INF 

—NAN 


Sign| HB|f22.. . 
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2x 
De 
2** 
2x 
2k 
P Aaiel 
2** 
Phatel 
2x 
2** 
Whetal 
2** 
Praia 


Phat! 
Dee 
Phoiel 
2** 
2 
2x 
2x 
2x 


2% 
Phetel 
Qe 
2x 
Pheiel 
Wohl 
2ex 
2x 
2** 
Piaiel 
2** 
Phatel 
What’ 
2% 
Whetel 
2** 
Qn 
2** 


Vhokel 
Dek 
2x 
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Unbiased 
Expnt 
128 
128 
128 
127 
127 
127 
127 
127 
127 
127 
127 


| — 126 


— 126 
— 126 
~ 126 
~ 126 
— 126 
~ 126 
— 126 
~ 126 
— 126 
~ 126 
0 

0 

~ 126 
— 126 
— 126 
~ 126 
— 126 
— 126 
— 126 
— 126 
~ 126 
— 126 
— 126 
127 
127 
127 
127 
127 
127 
127 


| 128, 


127 
128 
128 


Result Name 


+NAN 

+INF 

+INF 
+NORM.MAX 
+INF 
+NORM.MAX 
+INF 
+NORM.MAX 
+NORM.MAX 
+NORM.MAX 


+NORM.MIN 

+NORM.MIN 

+ DNRM.MAX 
+ DNRM.MAX 
+DNRM.MIN 

+ DNRM.MIN 

+ZERO 


+DNRM.MIN | 


+ZERO 
+DNRM.MIN 
+ZERO 
+ZERO 

— ZERO 
—DNRM.MIN 
~ZERO 
—DNRM.MIN 
-—~ZERO 
—-DNRM.MIN 
— ZERO 
—DNRM.MIN 
—DNRM.MAX 
—NORM.MIN 
—DNRM.MAX 
-- NORM.MIN 
—NORM.MAX 


—NORM.MAX 
—INF 


—NORM.MAX | 


~INF 
—NORM.MAX 
—INF 


~NORM.MAX | 


—INF 
—NAN 


| Rounding 
Modes 





Status Flags. 


INVALOP 


OVRFLO,INEXO 
OVRFLO,INEXO 
OVRFLO,INEXO 
INEXO 
OVRFLO,INEXO 
INEXO 


INEXO 
INEXO 


INEXO 
UNDFLO,INEXO 


UNDFLO, INEXO 
UNDFLO, INEXO 
UNDFLO, INEXO 
UNDFLO, INEXO 
UNDFLO, INEXO 
UNDFLO, INEXO 


UNDFLO, INEXO 
UNDFLO, INEXO 
UNDFLO, INEXO 
UNDFLO, INEXO 
UNDFLO, INEXO 
UNDFLO, INEXO 


INEXO 
UNDFLO,INEXO 


INEXO 
INEXO 


OVRFLO,INEXO 
INEXO . 
OVRFLO,INEXO 


| INEXO 


OVRFLO,INEXO 
OVRFLO,INEXO 


INVALOP 


Table XVIII. Conversion of 64-Bit Double-Precision Floating-Point to 32-Bit Single-Precision Floating-Point (IEEE Mode) 
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Output Disable Time Measurement 


lad 0.5V 
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Minimum en 


Maximum t EN 











Output Enable Time Measurement 


Refer to the discussion in the section "Timing" in the text of the data sheet 


for a description of this figure. 


Voristate 


Voristate™ 








+ 0.1 
0.1V 


Figure T1. ADSP-3210/321 1/3220/3221 Three-State Disable 
and Enable Timing 


Clock 


RESET Control 


Figure T2. ADSP-3210/3211/3220/3221 Reset Timing 


4-34 


FLOATING-POINT COMPONENTS 





C 


ig pig Ci, 


Clock 


HOLD Control 





Figure T3. ADSP-3211 Multiplier Output Register Hold 


' Timing 
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SELB} 
SELAj : | 
One Input-Port 
SELBk Configuration 
(ADSP-3210 always; 
SELAk ADSP-3211 option) 
Data Input* <= = | 
SELB) 
SELAj 
SELBk 
Two Input-Port 
Configuration 
SELAk 
(ADSP-3211 option) 
ING : : 
BIN, re ri 3 
ABSA/B. WRAPA/B.. 
RNDO:1. and 





SHLP Controls ae ae 
RDAO:1 Read a 
Selection Controis 227 = 


RDBO:1 Read = : 
Selection Controls +=f=" 







MSWSEL Control | 


DOUT, 


: “ADSP:3211 "AD ; x 


mm S10 a 


DENORM Status 
Output 


Status Outputs ; 
(except DENORM) - 


* See “Timing” section for additional sequencing options. 





Figure T4. ADSP-3210/3211 32-Bit Single-Precision 
Floating-Point and Fixed-Point Multiplications 
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Ee One Input-Port 

SELB Configuration 
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Data Input® << ® 





SELB ow 






SELA, ow 2 


Two Input-Port 
Configuration 
: (ADSP-3211 option) 


SELBucw 





SELA yew 










ABSA/B, WRAPA/B, <== 
RNDO:1 Controls = <#.<*: 


RDAO & RDBO Read | = 
Selection Controls; — 


RDA1 Read Booas 
Selection Control! <i2- 


RDB1 Read = 
Selection Contro} 2=:2:"= 


MSWSEL Control : 


DOUT 
31-0 


DENORM Status 


- indeterminate “<< > 0 TE indeterminate 
Output des te 





Status Outputs 
(except DENORM) 





* See “Timing” section for additional sequencing options. 


Figure T5. ADSP-3210/3211 64-Bit Double-Precision 
Floating-Point Multiplications 
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Clock 
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SELB) 


SELAj 


One Input-Port 
Configuration 


— a \ Two Input-Port 





SELBk 





SELAkK 


Data Input" 





SELB} 
SELAj 


SELBk 





SELAk Configuration 


AIN. 9 





BIN, 19° 


ABSA/B. RNDO:1. 

INEXIN, and 
RNDCARIt 

RDAO:1 Read PoE 

Selection Controls tx NS 
RDBO:1 Read KY 3 \ AS 
Selection Controls 7: see 








MSWSEL Control : 


DOUT, .. 


Status Outputs 





" See “Timing” section for additional sequencing options. 
t RNDCARI and INEXIN should be LO except for unwrap. division, and square root operations. 


Figure T6. ADSP-3220/3221 32-Bit Single-Precision 
Floating-Point Logical, and Fixed-Point ALU Operations 
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Clock 
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SELB. 
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One Input-Port 


SELB 
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Configuration 
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Data Input’ 5. =. 
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Selection Controls | ==" 


RDA1 Read 
Selection Control 


RDB1 Read 

Selection Control 
MSWSEL Control | 
DOUT, 


-0 


Status Outputs 





* See “Timing” section for additional sequencing options. 
+ RNDCARI and INEXIN shouid be LO except for unwrap. division. and square root operations. 


Figure T7. ADSP-3220/3221 64-Bit Double-Precision 
Floating-Point ALU Operations — One-Port Configuration 
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Clock 


Two Input-Port 
Configuration 





BIN. , 6 





ABSA/B, RNDO:1, 
INEXIN.and ee 
RNDCARIt 7 

RDAO & RDBO Read | 
Selection Controls - 


RDA1 Read Te 
Selection Control - 








RDB1 Read 
Selection Control - 


MSWSEL Control : 


DOUT, 





Status Outputs 





XK: j status 





* See “Timing” section for additional sequencing options. 
t RNDCARI and INEXIN should be LO except for unwrap, division, and square root operations. 


Figure T8. ADSP-3220/3221 64-Bit Double-Precision 
Floating-Point ALU Operations — Two-Port Configuration 
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19 20 


Two Input-Port 3 
Configuration : 





BINS 1.0. 


ABSA/B, RNDO:1. 
INEXIN.and 
RNDCARI 


RDAO:1 Read 


RDBO:1 Read eae 
Selection Controls += 





MSWSEL Control | 


DOUT,, 5 





Status Outputs | : : ; ; ; | | : previous status Ea 


* See “Timing” section for additional sequencing options. 
t RNDCARI and INEXIN should be LO except for unwrap. division, and square root operations. 


Figure T9. ADSP-3221 32-Bit Single-Precision Floating- 
Point Division — Two Input Port Configuration 
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SELA ow 


Two Input-Port : 


SELB yoy 
Configuration : 


SELA vow 


BIN 
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Selection Controls - : = 


RDA1 Read > 
Selection Control - 









RDB1 Read oS 
Selection Control ==>: 


MSWSEL Control : 


DOUT,. , 





“LAD 









Status Outputs previous status Pars 


* See “Timing” section for additional sequencing options. 
t RNDCARI and INEXIN should be LO except for unwrap. division. and square root operations. 


Figure T10. ADSP-3221 64-Bit Double-Precision Floating- 
Point Division — Two Input-Port Configuration 
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Clock 


8-0 





SELBj 


: ‘ Two Input-Port : 
3 y. Configuration: 





BIN, 9° 
ABSB. RNDO:1. 
INEXIN.and 
RNDCARIt+ 








RDBO:1 Read rs 
Selection Controls = 


MSWSEL Control : 


DOUT,, , 





LAD 





- | status 





Status Outputs | | , | 3 . | previous status = = 








* See “Timing” section for additional sequencing options. 
t RNDCARI and INEXIN should be LO except for unwrap. division, and square root operations. 


Figure T11. ADSP-3221 32 Bit Single-Precision Floating- 
Point Square Root — Two Input-Port Configuration 
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Clock 


8-0 





SELB ago. 


SELB yoy Two Input- Port ) 
Configuration: 


BIN... 9 
ABSB. RNDO:1. 
INEXIN.and 
RNDCARIt 





RDBO Read - 
Selection Controls a 


RDB1 Read = 
Selection Control = 





MSWSEL Control! : : 





DOUT,. 4 









Status Outputs previous status “= >. S€: j status 


* See “Timing” section for additional sequencing options. 
t RNDCARI and INEXIN should be LO except for unwrap. division. and square root operations. 


Figure 112. ADSP-3221 64-Bit Double-Precision Floating- 
Point Square Root — Two Input-Port Configuration 


FLOATING-POINT COMPONENTS 4-43 


SPECIFICATIONS’ 
RECOMMENDED OPERATING CONDITIONS 


ADSP-3210/3211/3220/3221 


JK, and L Grades | S, T, and U Grades? 
Parameter 7 | Min §$#Max Min Max Unit 


Vpp Supply Voltage _ 4.75 — 5.25 2 4.5 5.5 Vv 
Tamp Operating Temperature (Ambient) | —55 + 125 G 


ELECTRICAL CHARACTERISTICS =. 





ADSP-3210/3211/3220/3221 





Parameter | Test Conditions 
Vin High-Level Input Voltage @ Vpp = max 
Vina High-Level Input Voltage, @ Vpp = max 

CLK and Asynchronous Controls 
Vi Low-Level Input Voltage @ Vpp=min V 
Vou High-Level Output Voltage @ Vpp = min & Iox, = — 1.0MA V 
Vo. Low-Level Output Voltage @ Vpp= min & Io, = 4.0mA a Xe 


Inn High-Level Input Current, @ Vpp = max & Vin =5.0V 10 10 pA 
All Inputs 

Inn. Low-Level Input Current, @ Vpp = max & Vin =0V 10 wA 
All Inputs = 

Ioz  Three-State Leakage Current @ Vpp = max; High Z; 50 50 pA 


Ipp Supply Current , @ max clock rate; TTL inputs mA 
Ipp  SupplyCurrent-Quiescent AU Vin=2.4V PO mA 


SWITCHING CHARACTERISTICS: 


ADSP-3210/3211/3220/3221 





J Grades K Grades S Grades’ T Grades? 

0to 70°C 0to 70°C — 55°C to +125°C | —55°C to +125°C 
Parameter Min Max Min Max Min Max 
icy __Clock Cycle ps Tt Pts] es 
Trex Clock LO ns 
tou Clock ns 
ips Data & Control Setup r 
ip Data & Control Fld ns 
tbo Data Output Delay B r 
iso Status OutputDelay a a 
tro __MSWSEL-to-Data Delay 20 ns 
tpis  Three-State Disable Delay 15 ns 
tena Three-State Enable Delay 3 25 3 30 ns 
isp RESET Setup r 
ing RESET Pulse Duration m8 
ius HOLD Setup ae eT re CSE 
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Parameter 


topp Operation Time 
32-Bit Multiplication 


64-Bit Multiplication 
32-Bit ALU Operations 
64-Bit ALU Operations 
32-Bit Division (3221) 
64-bit Division (3221) 
32-Bit Square Root (3221) 
64-Bit Square Root (3221) 


trap Total Latency 
32-Bit Multiplication (3210) 


32-Bit Multiplication (3211) 
64-Bit Multiplication 

32-Bit ALU Operation 
64-Bit ALU Operation 
32-Bit Division (3221) 
64-Bit Division (3221) 
32-Bit Square Root (3221) 
64-Bit Square Root (3221) 


Parameter 


tcy Clock Cycle 

tc. Clock LO 

tcy  ClockHI 

tps Data & Control Setup 

tp Data & Control Hold 

topo Data Output Delay 

tso Status Output Delay 

teno MSWSEL-to-Data Delay 
tpis § Three-State Disable Delay 
tena Three-State Enable Delay 
tsu RESET Setup 

trs RESET Pulse Duration 
ts HOLD Setup 

tiny HOLD Hold 


topp Operation Time 
32-Bit Multiplication 


64-Bit Multiplication 


ADSP-3210/3211/3220/3221 
J Grades K Grades S Grades’ T Grades? 


0to 70°C — 55°C to + 125°C | —55°Cto + 125°C 





soo [40060000 
a A SY I LS ST TTI 
fs 00 02s 
a On A A A (SN CAT 
Tiss [i 0 fi a Pid 8S Ys 
3s iis 
SS 27 OW 2 
Pea tee ioe I. ieee 
[_f30 ff 240 360300 Ys 
890s 8 
f 3020360300 Ps 
Ee ee ee ee Bs 
a SC EZ 
SS EXT EAC 2 BE 
aan eT a EY 7 TS 
irs soe [df arf | 7.425 [as 


ADSP-3210 ADSP-3211 ADSP-3210 ADSP-3211 
L Grade L Grade U Grade U Grade 


—55°C to +125°C | —55°C to + 125°C 





a es ee ee ec 
HN Fn! URS Ge Ge EN 
20 [fo [3 | | 3% | _[as 
is fast 2 |_| 2 |_| 
ae Sa | ee ee ee ee ee 
ase fe os ote | Os 
ass 30 50 fin 
200 ssi 
as as 0 20 Tn 
ne 
EC SO OO 
Ee A EY CE CE 
OC YO OC 
a ae SR HAN SSE EE OS EN 
lw | | ds | I 
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ADSP-3210 ADSP-3211 ADSP-3210 ADSP-3211 
L Grade L Grade U Grade U Grade 
0 to 70°C 0to 70°C — 55°C to + 125°C | — 55°C to + 125°C 


Min Max Unit 


Min Max Min Max 
trap Total Latency 
32-Bit Multiplication 190 238 190 ns 


Min Max 
140 
NOTES 


'All min and max specifications are over power-supply and temperature range indicated. 

*S and T grade parts are available processed and tested in accordance with MIL-STD-883B. The processing and test methods used 
for S/883B and T/883B versions of the ADSP-3210/3211/3220/3221 can be found in Analog Devices’ Military Data Book. 
Alternatively, S and T grade parts are available with high-reliability “PLLUS” processing as shown in Figure 37. 

*Input levels are GND and +3.0V. Rise times are 5ns max. Input timing reference levels and output reference levels 
are 1.5V, except for 1) tuna and pis which are as indicated in Figure T] and 2) tps and tpy which are measured 
from clock Vy;yq to data input Vy; or Vi; crossing points. 


Parameter 


Specifications subject to change without notice. 





Voo 
Vop 
TO 
INPUT : OUTPUT +1.5V 
OUTPUT nN 
3pF 
low 
Figure 34. Equivalent Input Circuits Figure 35. Equivalent Output Circuits Figure 36. Normal Load for ac 


Measurements 


INTERNAL VISUAL INSPECTION 
COMMERCIAL HERMETICITY 


FINE LEAK CONDITION A OR B 
METHOD 1014 
GROSS LEAK CONDITION C 





STABLIZATION BAKE 
METHOD 1008 
CONDITION C - 10 CYCLES 


INTERIM ELECTRICAL TESTING 


TEMPERATURE CYCLE 
METHOD 1010 


CONDITION C - 10 CYCLES BURN-IN 


METHOD 1015 


160 HRS - 125°C 





CENTRIFUGE 


METHOD 2001 
CONDITION D - 20,000G, Y1 PLANE 100°. FINAL ELECTRICAL TESTING 





Figure 37. PLUS Processing Flow 
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ORDERING INFORMATION 
Package 

Part Number Temperature Range Package Outline 
ADSP-3210JG 0to+ 70°C 100-PinGrid Array G-100A 
ADSP-3210KG Oto + 70°C 100-PinGrid Array G-100A 
ADSP-3210LG Oto + 70°C 100-PinGrid Array G-100A 
ADSP-3210SG —55°Cto +125°C ~=—-:100-PinGrid Array G-100A 
ADSP-3210TG —55°Cto +125°C =100-PinGrid Array G-100A 
ADSP-3210UG —55°Cto +125°C =—:100-PinGrid Array G-100A 
ADSP-3210SG/+ —55°Cto +125°C =100-PinGrid Array G-100A 
ADSP-3210TG/+ —55°Cto +125°C =—:100-PinGrid Array G-100A 
ADSP-3210UG/+ —55°Cto +125°C =—:100-PinGrid Array G-100A 
ADSP-3210SG/883B —55°Cto +125°C =—:100-PinGrid Array G-100A 
ADSP-3210TG/883B —55°Cto +125°C =: 100-PinGrid Array G-100A 
ADSP-3210UG/883B  —55°Cto+125°C 100-PinGrid Array G-100A 
ADSP-3211JG Oto +70°C 144-Pin Grid Array G-144A 
ADSP-3211KG Oto + 70°C 144-PinGrid Array G-144A 
ADSP-3211LG Oto + 70°C 144-PinGrid Array G-144A 
ADSP-3211SG —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3211TG —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3211UG —55°Cto +125°C =—:144-PinGrid Array G-144A 
ADSP-3211SG/+ —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3211TG/+ —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3211UG/+ —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3211SG/883B —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3211TG/883B  —55°Cto+125°C 144-PinGrid Array G-144A 
ADSP-3211UG/883B  -—55°Cto+125°C 144-PinGridArray G-144A 
ADSP-3220JG Oto + 70°C 144-PinGrid Array G-144A 
ADSP-3220KG Oto + 70°C 144-PinGrid Array G-144A 
ADSP-3220SG —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3220TG —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3220SG/+ —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3220TG/+ —55°Cto +125°C 3 =3—.:144-PinGrid Array G-144A 
ADSP-3220SG/883B — 55°C to + 125°C 144-PinGrid Array G-144A 
ADSP-3220TG/883B  —5S5°Cto+125°C 144-PinGrid Array G-144A 
ADSP-3221JG Oto + 70°C 144-PinGrid Array G-144A 
ADSP-3221KG Oto + 70°C 144-PinGrid Array G-144A 
ADSP-3221SG —55°Cto + 125°C ~=—-:144-PinGrid Array G-144A 
ADSP-3221TG —55°Cto+125°C = 144-PinGrid Array G-144A 
ADSP-3221SG/+ —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3221TG/+ —55°Cto +125°C =: 144-PinGrid Array G-144A 
ADSP-3221SG/883B —55°Cto +125°C =—-:144-PinGrid Array G-144A 
ADSP-3221TG/883B  —55°Cto+125°C 144-PinGrid Array G-144A 


Contact DSP Marketing in Norwood concerning the availability of other package types. 
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SDS EIN SV Yn es 
Each chip in the ADSP-3210/3211/3220/3221 chipset features input protection circuitry consisting 
of large ‘‘distributed”’ diodes and polysilicon series resistors to dissipate both high-energy discharges 
(Human Body Model) and fast, low-energy pulses (Charged Device Model). Per Method 3015.2 of 
MIL-STD-883C these chips have been classified as Category A devices. 


Proper ESD precautions are strongly recommended to avoid functional damage or performance 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test equipment 
and discharge without detection. Unused devices must be stored in conductive foam or shunts, 
and the foam should be discharged to the destination socket before devices are removed. For 
further information on ESD precautions, refer to Analog Devices’ ESD Prevention Manual. 


WARNING! 
4 
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ADSP-3210 Pinouts 
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ADSP-3220/3221 Pinouts 
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32-Bit IEEE Floating-Point Chipset 


ADSP-3201/ADSP-3202 





FEATURES 

Complete Chipset Implementing Floating-Point 
Arithmetic 

Fully Compatible with IEEE Standard 754 

Arithmetic Operations on Three Data Formats: 
32-Bit Single-Precision Floating Point 
32-Bit Twos-Complement Fixed-Point 
32-Bit Unsigned-Magnitude Fixed-Point 

Pin-Compatible Single-Precision Versions of the 
ADSP-3211 Multiplier and ADSP-3221 ALU 

Only One Internal Pipeline Stage 

Single-Precision and Fixed-Point Multiplier and ALU 
Pipelined Throughput Rates to 10 MFLOPS 

Low Latency for Scalar Operations 
240ns for 32-Bit Multiplier and ALU Operations 

IEEE Divide and Square Root 

Either One or Two Input-Port Configuration Modes 

750mW Max Power Dissipation per Chip with 1.5m 
CMOS Technology 

144-Lead Pin Grid Array 

Available Specified to MIL-STD-883, Class B 


APPLICATIONS 

High-Performance Digital Signal Processing 
Floating-Point Accelerators 

Array Processors 

Graphics Numerics Processors 


GENERAL DESCRIPTION 

The ADSP-3201 Floating-Point Multiplier and the ADSP-3202 
Floating-Point ALU are high-speed, low-power, 32-bit arithmetic 
processors conforming to IEEE Standard 754. This low-cost 
chipset comprises the basic computational elements for imple- 
menting a high-speed, single-precision numeric processor. Oper- 
ations are supported on three data formats: 32-bit IEEE single- 
precision floating-point, 32-bit twos-complement fixed-point, 
and 32-bit unsigned-magnitude fixed-point. 


The high throughput of these CMOS chips is achieved with 
only a single level of internal pipelining, greatly simplifying 
program development. Theoretical MFLOPS rates are much 
easier to approach in actual systems with this chip architecture 
than with alternative, more heavily pipelined chipsets. Also, the 
minimal internal pipelining in the ADSP-3201/3202 results in 
very low latency, important in scalar processing and in algorithms 
with data dependencies. To further reduce latency, input registers 
can be read into the chips’ internal computational circuits at the 
rising edge that loads them from the input port (formerly called 
“direct operand feed’’). 
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In conforming to IEEE Standard 754, these chips assure complete 
software portability for computational algorithms adhering to 
the Standard. All four rounding modes are supported for all 
floating-point data formats and conversions. Five IEEE exception 
conditions — overflow, underflow, invalid operation, inexact 
result, and division by zero — are available externally on status 
pins. The IEEE gradual underflow provisions are also supported, 
with special instructions for handling denormals. Alternatively, 
each chip offers a FAST mode which sets results less than the 
smallest IEEE normalized values to zero, thereby eliminating 
underflow exception handling when full conformance to the 
Standard is not essential. 


The instruction sets of the ADSP-3201/3202 are oriented to 
system-level implementations of function calculations. Specific 
instructions are included to facilitate such operations as floating- 
point divide and square root, table lookup, quadrant normalization 
for trig functions, extended-precision integer operations, logical 
operations, and conversions between all data formats. 


The ADSP-3201 Floating-Point Multiplier is a pin-compatible, 
32-bit version of the 144-lead ADSP-3211 Floating-Point Multi- 
plier. Like the ADSP-3211, it has two input ports and eight 
input registers. It executes all ADSP-3210 and ADSP-3211 32- 
bit operations. The ADSP-3201 supports twos-complement, 
unsigned-magnitude, and mixed-mode 32-bit fixed-point 
multiplications. 
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The ADSP-3202 Floating-Point ALU is a pin-compatible, 32-bit 
version of the 144-lead ADSP-3221 Floating-Point ALU. Like 
the ADSP-3211, it has two input ports and eight input registers. 
It executes all ADSP-3220 and ADSP-3221 32-bit operations, 
including IEEE division and square root. 


The ADSP-3201/3202 chipset is fabricated in double-metal 
1.54m CMOS. Each chip consumes 750mW maximum, signifi- 
cantly less than comparable bipolar solutions. The differential 
between the chipset’s junction temperature and the ambient 
temperature stays small because of this low-power dissipation. 
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Thus the ADSP-3201/3202 can be safely specified for operation 
at environmental temperatures over its extended ce oan 
range (— 55°C to + 125°C ambient). 


The ADSP-3201/3202 are available for both sean 
extended temperature ranges. Extended temperature range parts 
are available with optional high-reliability processing “PLUS” 
parts, see Figure 29) or processed fully to MIL-STD-883, Class 
B. The ADSP-3201 and ADSP-3202 are packaged in ceramic 
144-lead pin grid arrays. 


FUNCTIONAL DESCRIPTION OVERVIEW 

The ADSP-3201/3202 share a common architecture (Figure 1) 
in which all input data is loaded to a set of input registers with 
both rising and falling clock edges. These registers can be read 
to the chip’s computational circuitry as they are loaded on a 
rising edge. At the end of first processing clock cycle, partial 
results and most controls are clocked into a set of internal pipeline 
registers. In most cases, only a second clock cycle is required to 
conclude processing. (The exceptions are division and square 
root.) At the end of this second processing cycle, results are 
clocked into an output register. The contents of the output 
register can then be driven off-chip. An output multiplexer 
allows driving both halves of a 64-bit fixed-point multiplication 
result off-chip through the 32-bit output port in one output 
cycle. 





Figure 1. ADSP-3201/3202 Generic Architecture 


Because all input and output data is internally registered and 
because of the single level of internal pipeline registers, operations 
can be overlapped for high levels of pipelined throughput. Figure 
2 illustrates a typical sequence of pipelined operations. Note 
cycle #4 of Figure 2 after the data transfer and internal pipelines 
are full. While the final A results of the first operation are being 


_ driven off-chip, B processing can be concluding at the second 


PO 


stage, C processing beginning at the first stage, and D data 
loading to the input registers. 


All three-port members of this chipset can be configured for 
two-port operations, thereby reducing system busing require- 
ments. However configured, the ADSP-3201/3202 can load data 
on rising edges of the clock and on falling edges of the clock, 
subject to constraints described in “Method of Operation.” The 
port configuration chosen determines which registers load data 
on which edges. All input registers have their own independent 
load selection controls, allowing the same data to be loaded to 
multiple registers simultaneously. 


A set of read selection multiplexers feeds input data from the 
input registers to the computational circuitry. These muxes can 
select data that was just loaded at the clock’s rising edge (“direct 
operand feed”), if desired, with no throughput or cycle-time 
penalty. 


All control signals need only be supplied to the chips at their 
cycle rate. This approach avoids requiring that the sequencing 
control cycle time be faster than the chipset’s major processing 
cycle rate. Less expensive microcode memory can therefore be 
used. For this reason, load selection controls for registers to be 
loaded on the clock’s falling edge need only be valid at the 


time | 
(cycles) | 


1 


previous rising edge. (The designer may choose to supply the 
asynchronous output multiplexer and tristate controls at a higher 
rate, however.) 


The ADSP-3201/3202 fully supports the gradual underflow 
provisions of IEEE Standard 754 for floating-point arithmetic. 
The Floating-Point ALU can operate directly on both normals 
and denormals, except in division and square root. The Floating- 
Point Multiplier operates on normals but cannot operate on 
denormals directly. Denormals must first be “wrapped” by an 
ALU to a format readable by a Multiplier. Several flags are 
available for detecting and handling exceptions caused by loading 
a denormal to a Floating-Point Multiplier. Information about 
rounding and inexact results generated by the Multiplier is 
needed by the ALU to produce results in conformance to Standard 
754. All ADSP-3201/3202 chips include a “FAST” control that 
flushes all denormalized results to zero, avoiding the system 
delays of IEEE exception processing for gradual underflow. 


All status output flags except denormal detection are registered 
at the output in parallel with their associated results. The asyn- 
chronous denormal flag allows an early detection of a denormalized 
number loaded to a Floating-Point Multiplier, speeding exception 
processing. 





Figure 2. Typical Pipelining with the ADSP-3201/3202 
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PIN DEFINITIONS AND FUNCTIONAL BLOCK 
DIAGRAMS 

All control pins are active HI (positive true logic naming con- 
vention), except RESET and HOLD. Some controls are registered 
at the clock’s rising edge (REG); other controls are latched in 
clock HI and transparent in clock LO (LAT); and others are 
asynchronous (ASYN). 


ADSP-3201 Floating-Point Multiplier Pin List 








_ DESCRIPTION TYPE 





PIN NAME 

Data Pins 

AIN3)_0 32-Bit Data Input 

BIN3)_0 32-Bit Data Input 

DOUT3}_0 32-Bit Data Output 

Control Pins 

RESET Reset ASYN 

HOLD Hold Control ASYN 

IPORTO Input Port Configuration Control 0 ASYN 

IPORT1 Input Port Configuration Control 1 ASYN 

SELAO Load Selection for AO LAT 

SELA1 Load Selection for Al LAT 

SELA2 Load Selection for A2 LAT 

SELA3 Load Selection for A3 LAT 

SELBO Load Selection for BO LAT 

SELB1 Load Selection for B1 LAT 

SELB2 Load Selection for B2 LAT 

SELB3 Load Selection for B3 LAT 

RDAO Register Ax Read Selection Control 0 REG 

RDAI Register Ax Read Selection Control 1 REG 
CLK AIN 31-0 


DG 


PORT CONFIGURATION } 


















ROUN 
EXCEPTION 







HOLD 


OVRFLO 
UNDFLO 
INEXO 


DI 


NG & 
PROCESSING 
FIXED-POINT 1-BIT LEFT SHIFT 


64 


OUTPUT REGISTER bhcdahe 
az 32 
: 
| OUTPUT MUX 


PINNAME DESCRIPTION 

RDBO Register Bx Read Selection Control 0 
RDB1 Register Bx Read Selection Control 1 
WRAPA Wrapped Contents in Register Ax 
WRAPB Wrapped Contents in Register Bx 
TCA Twos-Complement Integer in 

RegisterAx 
TCB Twos-Complement Integer in 
Register Bx | 

ABSA Read Absolute Value of Ax 

ABSB Read Absolute Value of Bx 

SP Single-Precision Floating-Point Mode 
DP Double-Precision Mode 

RNDO Rounding Mode Control 0 

RND1 Rounding Mode Control 1 

FAST Fast Mode 

SHLP Shift Left Fixed-Point Product 
MSWSEL Select MSW of Output Register 
OEN Output Data Enable 

Status Out 

INEXO Inexact Result 

OVRFLO —— Overflowed Result 

UNDFLO Underflowed Result 

INVALOP _ Invalid Operation 

DENORM Denormal Output 

RNDCARO ~ Round Carry Propagation Out 
Miscellaneous 

CLK Clock Input 

Vpp +5V Power Supply (Four Lines) 
GND Ground Supply (Eight Lines) 
BIN, Vpp GND Controls | 





Mantissa B 
SELA/BO:3 
24 RDA/BO:1 
SP 
TCA/B 
ABSA/B 
WRAPA/B 
FAST 
RNDO:1 
SHLP 


FAST, RNDO:1 





INVALOP \A 
RNDCARO ie 
Status DENORM DOUT,,.9 


Figure 3. ADSP-3201 Functional Block Diagram 
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TYPE 
REG 
REG 
REG | 
REG | 
REG 


REG 
REG 
REG 
REG 
REG 
REG 
REG 
REG 
REG 


ASYN 
ASYN 


Lecasetchntiaereenesosenmnanintoteapesianienionpsennteatne! 


ADSP-3202 Floating-Point Multiplier Pin List 


PINNAME DESCRIPTION TYPE 
Data Pins 

AIN3)_0 32-Bit Data Input 

BIN3)_0 32-Bit Data Input 

DOUT3}_9 32-Bit Data Output 

Control Pins 

RESET Reset ASYN 
IPORTO Input Port Configuration Control 0 ASYN 
IPORTI1 Input Port Configuration Control 1 ASYN 
SELAO Load Selection for AO LAT 
SELA] Load Selection for Al LAT 
SELA2 Load Selection for A2 LAT 
SELA3 Load Selection for A3 LAT 
SELBO Load Selection for BO LAT 
SELB1 Load Selection for B1 LAT 
SELB2 Load Selection for B2 LAT 
SELB3 Load Selection for B3 LAT 
RDAO Register Ax Read Selection Control 0 REG 
RDA] Register Ax Read Selection Control 1 REG 
RDBO Register Bx Read Selection Control 0 REG 
RDBI1 Register Bx Read Selection Control 1 REG 


CLK Vop GND AIN 


31-0 


1 ak 











» 


PORT CONFIGURATION PORT CONFIGURATION 


PIN NAME 


Igo 
RNDO 
RND1 
FAST 
MSWSEL 
OEN 


Status In 
INEXIN 
RNDCARI 


Status Out 
INEXO 
OVRFLO 
UNDFLO 
INVALOP 


Miscellaneous 


CLK 


Vpp 
GND 


32 


Y STATUS > OUTPUT REGISTER 


4 2 


OUTPUT MUX 


OVRFLO 
UNDFLO 
INEXO 
INVALOP 


Status 


o 


32 


31-0 


MSWSEL 


DESCRIPTION 


ALU Instruction 

Rounding Mode Control 0 
Rounding Mode Control 1 

Fast Mode 

Select MSW of Output Register 
Output Data Enable 


Inexact Data In 
Round Carry Propagation In 


Inexact Result 
Overflowed Result 
Underflowed Result 
Invalid Operation 


Clock Input 
+5V Power Supply (Four Lines) 
Ground Supply (Four Lines) 


Controls 


SELA/B0:3 
10:8 
RDA/BO:1 
ABSA/B 
FAST 
RNDO:1 
RNDCARI 
INEXIN 


Figure 4. ADSP-3202 Functional Block Diagram 
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TYPE 


REG 
REG 
REG 
REG 
ASYN 
ASYN 


REG 
REG 








METHOD OF OPERATION 


DATA FORMATS 

The ADSP-3201/3202 chipset supports ranaemreaaen figactie 
point data formats and operations as defined in IEEE Standard 
754-1985. 32-bit twos-complement fixed-point data formats and 
operations are also supported by all four chips. 32-bit unsigned- 
magnitude data formats and operations are supported by the 
ADSP-3201 Multiplier and ADSP-3202 ALU. This chipset 
operates directly on 32-bit fixed-point data. (No time-consuming 
conversions to and from floating-point formats are required.) 


Single-Precision Floating-Point Data Format 
IEEE Standard 754 specifies a 32-bit single-precision ata -point 
format, 


Exponent_(e) _L. 





bit31 30 23 22 — 0 
Binary Point | 
Figure 5. Single-Precision Floating-Point Format 


which consists of a sign bit s, a 24-bit significand, and an 8-bit 
unsigned-magnitude exponent e. For normalized numbers, this 
significand consists of a 23-bit fraction f and a “hidden” bit of 1 
that is implicitly presumed to precede f,, in the significand. The 
binary point is presumed to lie between this hidden bit and f,5. 
The least significant bit of the fraction is fp; the LSB of the 
exponent is €9. The hidden bit effectively increases the precision 


of the floating-point significand to 24 bits from the 23 bits actually 


stored in the data format. It also insures that the significand of 
any number in the IEEE normalized-number format is always 
greater than or equal to 1 and less than 2. 


The unsigned exponent e for normals can range between 1Se<254 
in the single-precision format. This exponent is biased by +127 
in the single-precision format. This means that to calculate the 
“true” unbiased exponent, 127 must be subtracted from e. 


The IEEE Standard also provides for several special data types. 
In the single-precision floating-point format, an exponent value 
of 255 (all ones) with a nonzero fraction is a not-a-number (NAN). 
NANs are usually used as flags for data flow control, for the 
values of uninitialized variables, and for the results of invalid 
operations such as 0-0. Infinity is represented as an exponent of 
255 and a zero fraction. Note that because the fraction is signed, 
both positive and negative INF can be represented. — 


The IEEE Standard requires the support of denormalized data 
formats and operations. A denormalized number, or “denormal,” 


__(-1)S(infinity) _ 
1)8(1 2 
(-1)° (0.27? 


«& 


/ non-zero 


(— oe (1.fJ2 


is a number with a magnitude less than the minimum normalized 


(“normal”) number in the IEEE format. Denormals have a zero 


exponent and a nonzero fraction. Denormals have no hidden 


“one” bit. (Equivalently, the hidden bit of a denormal is zero.) 
The unbiased (true) value of a denormal’s exponent is — 126 in 
the single-precision format, i.e., one minus the exponent bias. 
Note that because denormals are not required to have a significant 
leading one bit, the precision of a denormal’s significand can be 
as little as one bit for the minimum representable denormal. 


ZERO is represented by a zero exponent and a zero fraction. As 
with INF, both positive ZERO and negative ZERO can be 
represented. 

The IEEE single-precision floating-point data types and their 
interpretations are summarized in Table J. 


_ The ADSP-3201/3202 chipset also supports two data types not 


included in the IEEE Standard, “wrapped” and “unnormal.” 
These data types are necessitated by the fact that the ADSP-3201 
Multiplier and the ADSP-3202 ALU during division and square 
root do not operate directly on denormals. (To do so, they 
would need shifting hardware that would slow them significantly.) 
Denormal operands must first be translated by the ADSP-3202 
ALU to wrapped numbers to be readable by the Multiplier. 
Wrapped and unnormal Multiplier products must also be un- 
wrapped by an ALU before an ALU can operate on these results 
in general. (See “Gradual Underflow and IEEE Exceptions.’’) 


The interpretation of wrapped numbers differs from normals 
only in that the exponent is treated as a twos-complement number. 
Single-precision wrapped numbers have a hidden bit of one and 
an exponent bias of + 127. All single-precision denormals can 


_ be mapped onto wrapped numbers where the exponent e ranges 


between —22<e=<=0. WRAPA and WRAPB controls on the 
ADSP-3201 tell the Multiplier to interpret a data value as a 
wrapped number. | 


The ranges of the various single-precision floating-point data 
formats supported by the ADSP-3201/3202 are summarized in 
Table II. 


The multiplication of two wrapped numbers can produce a 
number smaller than can be represented as a wrapped number. 
Such numbers are called “unnormals.” Unnormals are interpreted 
exactly as are wrapped numbers. They differ only in the range 
of their exponents, which fall between — 171<e< — 23 for single- 
precision unnormals. The smallest unnormal is the result of 
multiplying WRAP.MIN by itself. Unnormals, because they are 
smaller than DRNM.MIN, generally unwrap to ZERO. 


| (UNRM.MAX can unwrap to DRNM.MIN, depending on 


rounding mode.) 


ay 


denormal 


e-127 | wrapped 





Table I. Single-Precision Floating-Point Data Types and 


Interpretations 
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[ NORM. MAX | 
| NORM. MIN 


unsigned 


| ONRMMAX | | unsigned | 
| ONRM.MIN | : 
rcrcriry ietiee ee 
| WRAP.MIN | | | 
| UNRM.MAX | 


| 2scmplimt 


| 2scmpimt | 





Unbiased 


| unsigned | : 


Table Il. Single-Precision Floating-Point Range Limits 


Supported Floating-Point Data Types 
The direct floating-point data types support provided by the 
members of this chipset can be summarized: 


Normals 
Denormals 
Normals Wrappeds' 
Wrappeds Unnormals 
ADSP-3201 ADSP-3202 
Floating-Point Floating-Point 
Multiplier ALU 
Normals Normals 
Wrappeds Denormals 
Unnormals Wrappeds 3 
Unnormals4 


1. for unwrapping, division, and square root 
2. for unwrapping only . 

3. from wrapping and division 

4. from division 


Figure 6. Data Types Directly Supported by the ADSP-3201/ 
3202 


Not every member of the ADSP-3201/3202 chipset supports all 
the data types described above directly. See the section below, 
“Gradual Underflow and IEEE Exceptions,” for a full description 
of how the chips work together to implement the IEEE Standard. 
For systems not requiring full conformance to Standard 754, the 
section below, “FAST/IEEE Control,” describes a simplified 
operation for this chipset that avoids denormals, wrappeds, and 
unnormals altogether. 


32-Bit Fixed-Point Data Formats 

The ADSP-3201/3202 chipset supports two 32-bit fixed-point 
formats: twos-complement and unsigned-magnitude. With the 
ALU, the output data format is identical with the input data 
format, i.e., 32 bits wide. In contrast, the Multiplier produces a 
64-bit product from two 32-bit inputs. 


The 32-bit twos-complement data format for Multiplier inputs 
and ALU inputs and outputs is: 


WEIGHT 





POSITION 


Figure 7. 32-Bit Twos-Complement Fixed-Point Data 
Format 


The MSB is i3), which is also the sign bit; the LSB is ip. Note 
that the sign bit is negatively weighted in twos-complement 
format. The position of the binary point for fixed-point data is 
represented here in full generality by the integer k. Integers 
(binary point right of bit position 0) are represented when k = 0; 
signed fractional numbers (binary point between bit positions 31 
and 30) are represented when k= 31. The value of k is for user 
interpretation only and in general does not affect the operation 
of the chips. The only exceptions are the ALU conversion oper- 
ations from floating-point to fixed-point. For these operations, 
the destination format is presumed to be twos-complement 
integers, 1.e., k=0. 


The ADSP-3201 Multiplier produces a 64-bit product at its 
Output Register. The ADSP-3201 will produce results in the 
format of Figure 8 at the DOUT port if the Shift Left Fixed-Point 
Product (SHLP) control (described below in “Output Control’’) 


is LO: 
Sign 
WEIGHT prsée prt? 31*32 9t31 


oo ae 
Most Significant Product 

















Least Significant Product 


Figure 8. 64-Bit Twos-Complement Fixed-Point Data Format 
at Multiplier Output Register with SHLP LO 


The weighting of the product bits is given by the integer r. 


When ka represents the weighting of operand A and kg the 
weighting of operand B, then r=ka+kg. 
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When HI, the SHLP control shifts all bits left one position as 


they are loaded to the Output Register. The results will then be 


in the format: 


Sign 
WEIGHT gt tee a Pie aise 
a A 
position|es | oz | -- | 92 | 31 || 1 | o | 


Most Significant Product 











Least Significant Product 


Figure 9. 64-Bit Twos-Complement Fixed-Point Data Format 
at Multiplier Output Register with SHLP HI 


The LSB becomes zero and ig2 moves into the sign bit position. 
Normally ig3 and ig2 will be identical in twos-complement products. 
(The only exception is full-scale negative multiplied by itself.) 
Hence, a one-bit left-shift normally removes a redundant sign 
bit, thereby increasing the precision of the Most Significant 
Product. Also, if the fixed-point data format is fractional (k= — 31 
in Figure 7), then a single-bit left-shift will renormalize the 
MSP to a fractional format (because r=2:k = 2-(31)= — 62). 


For unsigned-magnitude data formats, inputs to the ADSP-3201 
Multiplier and inputs and outputs from the ADSP-3202 ALU 
will be 32 bits wide. The 32-bit unsigned-magnitude data 
format is: 





Figure 10. 32-Bit Unsigned-Magnitude Fixed-Point Data 
Format 


Again, the position of the binary point for fixed-point data is 
represented here in full generality by the integer k. Integers 
(binary point right of bit position 0) are represented when k=0; 
unsigned fractional numbers (binary point left of bit position 
31) are represented when k= — 32. The value of k is for user 
interpretation only and, except for conversions to fixed-point, 
does not affect the operation of the chips. 


The ADSP-3201 Multiplier discriminates twos-complement 
from unsigned-magnitude inputs with TCA and TCB controls. 
(See “Controls.”) When TCA and TCB are both LO, the ADSP- 
3201 produces a 64-bit unsigned-magnitude product at its Output 
Register. The ADSP-3201 will produce results in this format if 
SHLP is LO: 





Most Significant Product 


Least Significant Product 


Figure 11. 64-Bit Unsigned-Magnitude Fixed-Point Data 
Format at Multiplier Output Register with SHLP LO 


Again, the weighting of the product bits is given by the integer 


r. When kag represents the weighting of operand A, and kg the 
weighting of operand B, then r=ka+kg. 
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| If SHLP is HI, the data at the Output Register will have been 


shifted left one position and zero-filled in the format: 





Least Significant Product 


Most Significant Product 


Figure 12. 64-Bit Unsigned-Magnitude Fixed-Point Data 
Format at Multiplier Output Register with SHLP HI 


The ADSP-3201 also supports mixed-mode multiplications, i.e., 
twos-complement by unsigned-magnitude. These are valuable in 
extended-precision fixed-point multiplications, e.g., 64 x 64 and 
128 x 128. The result of a mixed-mode multiplication will be in 
a twos-complement format. Unlike twos-complement multiplica- 
tions, however, mixed-mode results do not in general have a 
redundant sign bit in ig2. Hence, mixed-mode results should be 
read out with SHLP LO as in Figure 8. 


CONTROLS 

The controls for the ADSP-3201/3202 (see Pin Lists above) are 
all active HI, with the exceptions of RESET and HOLD. The 
controls are either registered into the Input Control Register at 
the clock’s rising edge, latched into the Input Control Register 
with clock HI and transparent in clock LO, or asynchronous. 
The controls are discussed below in the order in which they 
affect data flowing through the chipset. 








Registered controls, in general, are pipelined to match the flow 
of data. All data and control pipelines advance with the rising 
edge of each clock cycle. For example, to perform n optional 
fixed-point one-bit left-shift on output with the product of X 
and Y, you would assert the registered, pipelined control SHLP 
on the rising edge that causes X and Y inputs to be read into 
the multiplier array. Just before the result was ready to be loaded 
to the Output Register, the Pipelined SHLP control would 
operation, registered control inputs are ignored until the end of 
the operation time. (See “Timing” below for a precise definition 
of “operation time.’’) 


Because this chipset uses CMOS static logic throughout and 
controls are pipelined, the clock can be stopped as long as desired 
for generating wait-states, diagnostic analysis, or whatever. 
These chips can also be easily adapted to “state-push” im- 
plementations. The machine’s state can be pushed forward one . 
stage by simply providing a rising edge to the clock input when 
desired. 


The only controls that are latched (as opposed to registered) are 
the Load Selection Controls. They are transparent in clock LO 
and latched with clock HI. Load Selection Controls are setup to 
the chips exactly as if they were registered, with the same setup 
time. The fact that they are transparent in clock LO allows 
them to select input registers in parallel with the setup of data 
to be loaded on the rising edge. Because they are latched with 
clock HI, microcode need only be presented at the clock rate, 
though data is loaded on both clock rising and falling edges. 


A few controls are asynchronous. These controls take effect 
immediately and are thus neither registered nor PIPEHREE: Each 
has an independently specified setup time. 


pO 


FAST/TEEE CONTROL (REG) 

FAST is a pipelined, registered control. It affects the interpretation 
of data read into processing circuitry immediately after having 
been loaded to the input control register. FAST affects the 
format of results in the rounding & exception processing pipeline 
stage. FAST also affects the definition of some exception flags. 
(See “Exception Flags.”’) 


IEEE Standard 754 requires a system to perform operations on 
denormal operands (which are smaller in magnitude than the 
minimum representable normalized number). This capability to 
accommodate these numbers is known as “gradual underflow”. 
For floating-point systems not requiring strict adherence to the 
IEEE Standard, the ADSP-3201/3202 provides a FAST mode 
(FAST control pin HI) which consistently flushes post-rounded 
results less than NORM.MIN to ZERO. This approach greatly 
simplifies exception processing and avoids generating the denor- 
mal, wrapped, and unnormal data types described above. When 
in FAST mode, the Multiplier will treat denormal inputs as 
ZERO and produces a ZERO result. The ALU will treat denormal 
inputs exactly as it does in IEEE mode but still flush post-rounded 
results less than NORM.MIN to ZERO. 


Systems implementing gradual underflow with the ADSP-3201/ 
3202 must treat the multiplication of operands that include a 
denormal as an exception to normal process flow. FAST should 
be LO on all chips. See the section below, “Gradual Underflow 
and IEEE Exceptions,” for a fuller discussion of the details of 
implementing an IEEE system with this chipset. 


RESET CONTROL (ASYN) 

The asynchronous, active LO RESET control clears all control 
functions in the ADSP-3201/3202. RESET should be asserted 
on power up to insure proper initialization. (RESET will abort 
any multicycle operation in progress.) No register contents or 
status flags are affected by RESET. 








PORT CONFIGURATION — IPORT CONTROLS (ASYN) 
This chipset offers several options on its input port configuration. 
The options are controlled by the two asynchronous lines, 
IPORT0:1. They are intended to be hardwired to the desired 
port configuration. If the user wants to change the port config- 
uration under microcode control, the timing requirements of 
Figure 14 must be met. 


The first and last configurations in Figure 13 are called “two-port”’ 
configurations; the middle pair, “one-port” configurations. 
Whether an input register loads its data on a rising or falling 
clock edge will depend in general on whether the chip is wired 
in a one-port or two-port configuration. 


In one-port configurations, the unused port effectively becomes 
a no-connect, reducing the number of external buses required to 
operate these chips. The full pipelined throughput can be main- 
tained for the Multiplier and the ALU in the one-port configuration 
for all 32-bit operations. 





PORT CONFIGURATION 
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Figure 13. ADSP-3201/3202 Input Port 
Configurations 
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The port configuration of the ADSP-3201/3202 can be changed 
under microcode control. However, as described in the section 
below, “Input Register Loading”, the selected port configuration 
affects whether a given register loads on rising or falling clock 
edges. The transition between port configurations can cause 
inadvertent data loads, destroying data held in input registers. 
Therefore, all input registers must be deselected for data loading 
(all SELA/B controls must be held LO throughout the period 
when IPORTO0:1 are changing; see “Input Register Loading’’) 
during both the cycle in which IPORT bits are changed and the 
cycle following: 


Change 
IPORT bits 
old port here new port 


configuration aN configuration 


CLK | | | | | | 


t ft 4 


All All Resume 
SEL SEL normal 
LO LO 


data loading 


Figure 14. Timing Requirements for Changing the 
ADSP-320 1/3202 Input Port Configurations 


Thus, data loading will be interrupted for two cycles whenever 
changing the ADSP-3201/3202’s port configuration. All other 
processing is unaffected. 
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INPUT REGISTER LOADING AND OPERAND 
STORAGE — SELA/B CONTROLS (LAT) 

The chipset’s 32-bit input registers are selected for data loading 
with the latched Load Selection Controls, SELA/B0:3. Since 
each input register has its own control, the Load Selection Controls 
are independent of one another. Multiple registers can be selected 
for parallel loads of the same input data, if desired. The Load 
Selection Controls’ effects on data loading are summarized: 


‘| register | 
| SEL control 


loaded 





Figure 15. ADSP 3201/3202 Load Selection Controls 


Restrictions on Register Loading 

Input port configuration affects whether input registers load 
data on rising or falling edges. Devices in one-port configurations 
_ load A registers on rising edges and B registers on falling edges. 
- Devices in two-port configurations load even-numbered registers 
on rising edges and odd-numbered registers on falling edges 
(which is typically simpler to implement). Devices in the Owosport 
configuration load data: 


AO OAT BO BT 

oe ae a 2a ee ee a 
A2 AS B2.~ B3 

eae dee Weock. sei hy Wea 


Figure 16. ADSP-3201/3202 Clock Edge for Data Loading - 
Two Port Configuration 


Eight-register devices (ADSP-3201/3202) in the one-port config- 
uration load data to A registers on the rising edge and B registers 
on the falling edge: 


AO Al Bot 
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Figure 17. ADSP-3201/3202 Clock Edge for Data Loading - 
One Port Configuration 
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~ Restrictions on Register Storage 


For single-precision and fixed-point data, any convenient register 
can be used. The only restriction is that the register being loaded 
is not currently in use by the chip’s processing elements. For all 
single-precision Multiplier and most ALU operations, input © 
registers are only read into the computational circuits for one 
cycle. Do not load a register for 32-bit operations on the clock’s 
falling edge when that register has been selected to feed the 
chips processing circuits in that same cycle (with the RDA/B 
controls described in “Input Data Read Selection”). Pick a 
register not in use. 


The ADSP-3202 ALU is capable of two multicycle operations: 
IEEE floating-point division and square root. For single-precision 
floating-point division, the dividend can be stored in any A 
register and the divisor can be stored in any B register. Single- 
precision operands for IEEE square root can be stored in any B 
register. The registers selected to the computational circuits for 
these operations must be stable until the end of the operation 
time. (See “Timing” and the timing diagrams below ao a precision 
definition of “operation time.”) 


DATA FORMAT SELECTION -— SP CONTROL (REG) 
The two data formats processed by the ADSP-3201/3202 chipset 


are single-precision floating-point and. fixed. With the ADSP-3201 


Multiplier, the data format is indicated explicitly. by the states 
of the SP registered control: 


| Data Format Selection 


fixed | | 
single: Precision: 





Figure 18. ADSP-3201 Multiplier Data Format Sélection 


The state of the SP control at the rising ‘edge when data i iS read 
into the Multiplier Array determines whether the data is interpreted 
as single-precision floating-point or fixed-point. Once initiated, | 
the state of SP doesn’t matter until the next data is read to the 
processing circuitry. 


For the ADSP-3202 ALU, data format aiceteah is implicit in 
the ALU instruction, Ig 9. (See “ALU Operation” section 
below.) 


INPUT DATA REGISTER READ SELECTION - | 

RDA/B CONTROLS (REG) i ? 

The Register Read Selection Controls, RDAVBO: 1, are registered 
controls and select the input registers that are read into the 
chipset’s processing circuitry. Any pair of input registers can be 
read into the processing circuitry. (For single-operand operations, 
the state of the Selection controls for the unused register bank 
doesn’t matter.) Data loaded to an input register on a rising 
edge can be read into the processing circuitry on that same edge 
(“direct operand feed’’). 


For the ADSP-3201/3202, ee read selection is defined: 







SP & Fixed: 
B register | 
selected | 









'RDB1 RDBO. 


Figure 19. ADSP-3201/3202 Input Register Read 


Selection 
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After the initiation of multicycle operations, the RDA/B controls 
are ignored. The chips themselves take over the sequencing of 
register read selection until the multicycle operation is 
completed. 


ABSOLUTE VALUE CONTROLS - ABSA/B (REG) 

The registered Absolute Value Controls convert an operand 
selected by the Read Selection Controls to its absolute value 
before processing. Asserting ABSA (HI) causes the A operand 
to be converted to its absolute value; asserting ABSB (HI) causes 
the B operand to be converted to its absolute value. The contents 
of the input registers remain unaffected. 


With the ADSP-3202 ALU, the ABSA/B controls are effective 
with most fixed-point and all single-precision operations. If the 
ABSA’/B controls are asserted in logical operations, the results 

will be undefined. 


For the ADSP-3201 Multiplier, the absolute value operation is 
available on single-precision floating point operands only. If the 
ABSA/B controls are asserted with a Multiplier for a fixed-point 
operation, the results will be undefined. 


WRAPPED INPUT CONTROLS — WRAPA/B (REG) 

(and INEXIN and RNDCARI on the ADSP-3202) 

The ADSP-3201 cannot operate directly on denormals; denormals 
to be multiplied must first be converted by an ALU to the 
“wrapped” format. (See “Gradual Underflow and IEEE Excep- 
tions” below). The Multiplier must be told that an input is in 
the wrapped format so that its expdnent can be interpreted 
properly as a twos-complement number. 


The registered WRAPA/B controls inform a Multiplier that a 
wrapped number has been selected as an operand (RDA/B controls) 
to the multiplier array. WRAPA indicates (HI) that the selected 
A register contains a wrapped number; WRAP B, that the selected 
B register contains a wrapped number. 


The ALU in general operates directly on denormals and hence 
don’t need a similar set of controls. However, for ADSP-3202 
IEEE division and square root operations, the ALU cannot 
operate directly on denormals. Like the Multiplier, it needs 
denormals to be converted to wraps before processing. To indicate 
that the dividend in the A register is a wrapped, INEXIN should 
be asserted (HI) exactly as WRAPA would be asserted on the 
Multiplier. To indicate that either the divisor in a B register or 
a square root operand in a B register is a wrapped, RNDCARI 
should be asserted (HI). Except for unwrap, division, and square 
root operations, both INEXIN and RNDCARI should be held 
LO. 


TWOS-COMPLEMENT INPUT CONTROLS -— 

TCA/B (REG) 

The registered ADSP-3201’s Twos-Complement Input Controls 
inform the Multiplier to interpret the selected fixed-point inputs 


AANA 


os aaa reves 





in the twos-complement data format. (See ‘‘32-Bit Fixed-Point 
Data Formats” above.) TCA HI indicates that the selected A 
register is twos-complement; TCB HI indicates a twos-complement 
B register. A LO value on either control for fixed-point multi- 
plication indicates that the selected input is in unsigned-magnitude 
format. Mixed-mode (twos-complement times unsigned-mag- 
nitude) multiplications are permitted. The TCA/B controls are 
operative in fixed-point mode only; in floating-point mode, they 
are ignored. 


ROUNDING —- RND CONTROLS (REG) 

For floating-point operations, the ADSP-3201/3202 chipset 
supports all four rounding modes of IEEE Standard 754. These 
are: Round-to-Nearest, Round-toward-Zero, Round-toward-Plus- 
Infinity, and Round-toward-Minus-Infinity. For fixed-point 
operations, two rounding modes are available: Round-to-Nearest, 
and Unrounded. 


Rounding is involved in all operations in which the precision of 
the destination format is less than the precision of the intermediate 
results from the operation. Multiplications internally generate 
twice as many bits in the intermediate result significand as can 
be stored in the destination format. Data conversions to a desti- 
nation format of lesser precision than the source also always 
force rounding unless the source value fits exactly. 


Rounding with the ADSP-3201/3202 chipset is controlled by a 
pair of pipelined, registered round controls, RND0:1. They 
should be setup with the input data whose result is to be rounded. 
Rounding is performed in the last stage of processing; the Output 
Register always contains rounded results. The effects of the 
Round Controls are defined in Figure 20. 


The four floating-point modes of the IEEE Standard can be 
summarized as follows. In all cases, if the result before rounding 
can be expressed exactly in the destination format without loss 
of accuracy, then that will be the destination format result, 
regardless of specified rounding mode. 


Round-toward-Plus-Infinity (RP): “When rounding toward 
+00, the result shall be the format’s value (possibly +) closest 
to and no less than the infinitely precise result.” (Std 754-1985, 
Sec. 4.2) If the result before rounding (the “infinitely precise 
result’) is not exactly representable in the destination format, 
then the result will be that number which is nearer to positive 
infinity. Round-toward-Plus-Infinity is available in floating-point 
operations only. If the result before rounding is greater than 
NORM.MAX but not equal to Plus Infinity, the result will be 
Plus Infinity. If the result before rounding is less than 
—NORM.MAX but not equal to Minus Infinity, the result will 
be — NORM.MAX. For fixed-point destination formats, the 
results of RP are undefined. 
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Figure 20. Round Controls 
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Round-toward-Minus-Infinity (RM): When rounding toward 
—oo, the result shall be the format’s value (possibly — ©) closest 
to and no greater than the infinitely precise result.” (Std 754-1985, 
Sec. 4.2) If the result before rounding is not exactly representable 
in the destination format, the result will be that number which . 
is nearer to Minus Infinity. Round-toward-Minus-Infinity is 
available in floating-point operations only. If the result before 
rounding is greater than NORM.MAX but not equal to Plus 
Infinity, the result will be NORM.MAX. If the result before 
rounding is less than —-NORM.MAX but not equal to Minus 
Infinity, the result will be Minus Infinity. For fixed-point desti- 
nation formats, the results of RM are undefined. 3 


Round-toward-Zero and Unrounded (RZ): “When rounding 
toward 0, the result shall be the format’s value closest to and no 
greater in magnitude than the infinitely precise result.” (Std 
754-1985, Sec. 4.2) If the result before rounding is not exactly 
representable in the destination format, the result will be that 
number which 1s nearer to zero. The Round-toward-Zero operation 
is available in floating-point operations only. It is equivalent to 
truncation of the (unsigned-magnitude) significand. If the result 
before rounding has a magnitude greater than NORM.MAX but 
not equal to Infinity, the result will be NORM.MAX of the 
same sign. 


For fixed-point destination formats, the RZ mode is Unrounded. 
For fixed-point operations, RZ has no effect on the result at the 
Output Register and should be specified whenever unmodified 
fixed-point results are desired. (Treating the unrounded Most 
Significant Product as the final result and throwing away the 
LSP is logically equivalent to Round-toward-Minus-Infinity for | 
twos-complement numbers and equivalent to Round-toward-Zero 
[truncation] for unsigned-magnitude numbers.) 


Round-to-Nearest (RN): When rounding to nearest, “the repre- 
sentable value nearest to the infinitely precise result shall be 
delivered; if the two nearest representable values are equally 
near, the one with its least significant bit zero shall be delivered.” 
(Std 754-1985, Sec. 4.1) If the result before rounding is not 


—NORM.MAX 


exactly representable in the destination format, the result will be 
that number which is nearer to the result before rounding. In 
the case that the result before rounding is exactly half way between 
two numbers in the destination format differing by an LSB, the 
result will be that number which has an LSB equal to zero. If 
the result before rounding overflows, i.e., has a magnitude 
greater than or equal to NORM.MAX + 1/2LSB in the destination 
format, the result will be the Infinity of the same sign. | 


Round-to-Nearest is available in both floating-point and fixed-_ 
point operations. In fixed-point, Round-to-Nearest treats the 
Most Significant Product after having been shifted 1n accordance 
with SHLP (see Figures 8, 9, 11, and 12) as the destination 
format. 


The four rounding modes are illustrated by number lines in 
Figure 21. The direction of rounding is indicated by an arrow. 
Numbers exactly representable in the destination format are 
indicated by “*’”’s. In subdividing the number lines, square 
brackets are inclusive of the points on the line they intersect. 
Note that brackets intersect points representable in the destination 
format except for Round-to-Nearest, where they intersect the 
line midway between representable points. Slashes are used to 
indicate a break in the number line of arbitrary size. 


Note that Round-to-Nearest is unique among the rounding 
modes in that it is unbiased. The large-sample statistical mean 
from a set of numbers rounded in the other modes will be displaced 
from the true mean. The other three modes will exhibit a large- 
sample statistical bias in the direction of the rounding operation 
performed. 


STATUS FLAGS 

The ADSP-3201/3202 chipset generates on dedicated pins the 
following exception flags specified in the IEEE Standard: Overflow 
(OVRFLO), Underflow (UNDFLO), Inexact Result (INEXO), 
and Invalid Operation (INVALOP). The IEEE exception condi- 
tion Division-by-Zero is flagged by the simultaneous assertion of 
both OVRFLO and INVALOP pins. The five IEEE exceptions 
are defined in accordance to the default assumption of Std 754 
of nontrapping exceptions. . 


NORM.MAX 


coe Pepe pede p ded e400, 


Round to Plus Infinity (RP) 


— NORM.MAX 


* NORM.MAX 


Round to Minus Infinity (RM) 


— NORM.MAX 


NORM.MAX 


noo Pp er fe re toe 


Round to Zero (RZ) 
—NORM.MAX NORM.MAX 
LSB=0 LSB=1 LSB=1 LSB=0 LSB=1 LSB=1 LSB=0 


Round to Nearest (RN) 
(for RN, brackets intersect at mid-points between LSBs) 


Figure 21. IEEE Rounding Modes 
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These four flag results are registered in the Status Output Register 
when the results they reflect are clocked to the Output Register. 
They are held valid until the next rising clock edge. The IEEE 
Standard specifies that exception flags when set remain set until 
reset by the user. For full conformance to the standard, the 
status outputs from this chipset should be individually latched 
externally. 


Denormal Input 

In addition to the IEEE status flags, the ADSP-3201 Multiplier 
has a DENORM output flag that signals the presence of a de- 
normalized number at one of the input registers being read into 
the multiplier array. This denormal must be wrapped by the 
ALU before the Multiplier can read it. To minimize the system 
response time to a denormal input exception, the DENORM 
flag comes out earlier than the associated IEEE status flags. 
DENORM is normally in an indeterminate state. For single- 
precision multiplications, DENORM goes HI during the cycle 
after a denormal was read into the array (with the RDA/B controls). 
(See Figure T4.) The Multiplier produces ZERO results under 
these conditions. The DENORM flag is asserted in both IEEE 
and FAST modes. 


Some multiplications with denormal operands do not require 
wrapping and therefore do not cause the assertion of the DENORM 
flag. These are DNRM*ZERO, DNRMOINF, and DNRMeNAN. 
Multiplication of a finite number by zero always yields zero — 
the result the Multiplier will produce anyway — so there is no 
need to signal an exception. Any finite number multiplied by 
INF should yield INF, and the ADSP-3201 Multiplier will 
produce this result with a DNRM operand, hence no wrapping 
is required. And multiplication of any number by a NAN produces 
a NAN (and the INVALOP flag); no wrapping is necessary for 
the Multiplier to produce this correct IEEE result. 


Note that the ALU in general operate directly on denormals and 
therefore do not flag any exception. The ADSP-3202 ALU, 
however, cannot operate directly on denormals in its division 
and square root operations. For these operations, denormal 
inputs will cause the simultaneous assertion of UNDFLO and 
INVALOP in IEEE mode. For divisions, INEXO HI indicates 
that the dividend is a DNRM; INEXO LO indicates that the 
divisor or both operands are DNRMs. In FAST mode, only 
INVALOP will be asserted. This denormal exception information 
becomes available with the status outputs, i.e., at the end of an 
attempted multicycle division or square root. In both modes for 
both division and square root, a properly signed all-ones NAN 
will be produced. 


Invalid Operation and NAN Results 

INVALOP is generated whenever attempting to execute an 
invalid operation, as defined in Std 754 Section 7.1. The IN- 
VALOP output is also used in conjunction with other pins to 
indicate the Division-by-Zero exception and denormal divisor or 
dividend. The default nontrapping result is required to be a 
quiet NAN. Except when passing a NAN with PASS or copying 
a sign bit to a NAN, the ADSP-3201/3202 chipset will always 
produce a NAN with an exponent and fraction of all ones as a 
result of an invalid operation. 


Conditions that cause the assertion of INVALOP are: 

@ NAN input read to computational circuitry (except for logical 
PASS) 

@ Multiplication of either +INF by either + ZERO 

@ In FAST mode, multiplication of either +INF by either 
+DNRM 


@ Subtraction of liked-signed INFs or addition of opposite-signed 
INFs 

@ Conversion of a NAN or INF to fixed-point 

@ Wrapping an operand that is neither a denormal nor ZERO 

@ Division of either + ZERO by either + ZERO or of either 
+INF by either + INF 

e@ Attempting the square root of a negative number 

@ In conjunction with OVRFLO, the Division-by-Zero 
exception 

@ In FAST mode, a denormal divisor or dividend. In IEEE 
mode, in conjunction with UNDFLO, a denormal divisor or 
dividend 

@ In conjunction with UNDFLO, a denormal input operand to 
square root. 


Division-by-Zero 

The Division-by-Zero exception is generated whenever attempting 
to divide a finite nonzero dividend by a divisor of zero (Std 754 
Section 7.2). The Division-by-Zero exception is indicated on the 
ADSP-3202 ALU by the simultaneous assertion of both OVRFLO 
and INVALOP. The ALU result is always a correctly signed 
INF. 


Overflow 

OVRFLO is generated whenever the unbounded (i.e., supposing 
hypothetically no bounds on the exponent range of the result), 
post-rounded result exceeds in magnitude NORM.MAX in the 
destination format, as defined in Std 754 Section 7.3. Note that 
the overflow condition can occur both during computations and 
during data format conversions. The result will be either +INF 
or +NORM.MAX, depending on the sign of the result and the 
operative rounding mode. (See “Rounding — RND Controls” 
above.) The OVRFLO pin is also used to signal additional 
exception conditions. 


Conditions that cause the assertion of OVRFLO are: 

@ Unbounded, post-rounded result exceeds destination format 
in computation or conversion 

@ In conjunction with INVALOP, the Division-by-Zero exception 
on the ADSP-3202 ALU 

@ Comparison when operand A is greater than operand B 

@ Exponent subtraction when the resultant exponent is more 
positive than can be represented in the destination format 

@ Twos-complement fixed-point additions and subtractions that 
overflow. 


Note that OVRFLO is always LO when the ADSP-3201 Multiplier 
is in fixed-point mode. 


Underflow 

Underflow is defined in four ways in Std 754 Section 7.4. The 
IEEE Standard allows the implementer to choose which definition 
of underflow to use and provides no guidance. The first option 
is whether to flag underflow based on results before or after 
rounding. Consistent with the definition of overflow, underflow 
is always flagged with this chipset based on results after rounding 
(except for the operations of conversion from floating-point to 
fixed-point and logical downshifts). Thus, a result whose infinitely 
precise value is less than NORM.MIN yet which rounds to 
NORM.MIN will not be considered to have underflowed. 


The second option is how to interpret what the Standard calls 
an “extraordinary loss of accuracy.” The first way is in terms of 
the creation of nonzero, post-rounded numbers smaller in mag- 
nitude than NORM.MIN. The second way is in terms of loss of 
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accuracy when representing numbers as denormals. With the 
ADSP-3201/3202 chipset, the conditions under which UNDFLO 
is asserted depend on whether the chip in question can generate 
denormals in its current operating mode. If the chip cannot 
generate denormals, the definition in terms of numbers smaller 
in magnitude than NORM.MIN will apply; if it can generate 
denormals, the definition in terms of inexact denormals will 
apply. Thus, which definition applies will depend on whether 
chipset is operating in IEEE or FAST mode, whether the result 
is generated by a Multiplier or an ALU, and whether the operation 
is division or not. | 


With the ADSP-3201 Multiplier, UNDFLO is generated whenever 
the unbounded, post-rounded, nonzero result is of lesser mag- 
nitude than NORM.MIN in the destination format, both in 
FAST and IEEE modes. In FAST mode, the data result will be 
ZERO; in IEEE mode, the data result will be in the wrapped 
format. An exact ZERO result will never cause the assertion of 
UNDFLO. 

With the ADSP-3202 ALU in the FAST mode, UNDFLO is 
also generated whenever the unbounded, post-rounded, nonzero 
result is of lesser magnitude than NORM.MIN in the destination 
format for standard ALU operations as well as for division and 
square root. For FAST mode underflows, the ALU result will 
always be ZERO. 


With the ADSP-3202 ALU in IEEE mode, UNDFLO is generated 
(except for divisions) whenever the unbounded, infinitely precise 
(i.e., supposing hypothetically no bounds on the precision of the 
result), post-rounded result is a denormal and does not fit into 
the denorma! destination format without a loss of accuracy. In 
other words, UNDFLO will be generated whenever an inexact 
denormal result is produced. (See “Inexact” below.) If the result 
is a denormal and does fit exactly, neither UNDFLO nor INEXO 
will be asserted. Note that additions, subtractions, and compari- 
sons cannot generate this underflow condition (since no operand 
contains significant bits of lesser magnitude than DNRM.MIN). 
IEEE-mode ALU underflow exceptions occur only during con- 
versions and divisions. 


The division operation is treated like a multiplication operation 
in IEEE mode rather than an ALU operation in the definition 
of underflow. A quotient from division smaller in magnitude 
than NORM.MIN will always be flagged as underflowed with 
the ADSP-3202 ALU. The data result will be in the wrapped 
format. Note that (DNRM.MIN)=NORM.MIN. Therefore, 
square root will never underflow with operands greater than or 
equal to DNRM.MIN. 


Conditions that cause the assertion of UNDFLO are: 

@® With the ADSP-3201 Multiplier, whenever the unbounded, 
post-rounded, nonzero result is of lesser magnitude than 
NORM. MIN in the destination format 

@ With the ADSP-3202 ALU in the FAST mode, whenever the 

unbounded, post-rounded, nonzero result is of lesser magnitude 

than NORM.MIN in the destination format 

With the ADSP-3202 ALU in IEEE mode, whenever an 

inexact denormal is produced or whenever the unbounded, 

post-rounded, nonzero quotient from division is of lesser 
magnitude than NORM.MIN in the destination format 

Conversions to integer if the magnitude of the floating-point 

source before rounding is less than one 

Comparison when operand A is less than operand B 

Attempting to wrap a ZERO 

Unwrapping if there is a loss of accuracy 

Exponent subtraction when the resultant exponent is more 

negative than can be represented in the destination format 

@ Logical downshift that before rounding would have shifted all 
bits out of the destination format 
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-@ In conjunction with INVALOP, a denormal divisor or 


dividend 
e A quotient from division less than NORM.MIN. 
@ In IEEE mode, in conjunction with INVALOP, a denormal 
_ input operand for square root. 


Inexact 

The inexact exception is defined in Std 754 Section 7.5 as the 
loss of accuracy of the unbounded, infinitely precise result when 
fitted to the destination format. It is signalled on the ADSP-3201/ 
3202 chipset by INEXO. | 


For fixed-point operations, the ADSP-3201 Multiplier will assert 
INEXO HI if and only if any of the least-significant 32-bits of _ 
the pre-rounded 64-bit product are ones. It never asserts INEXO 
for logical operations. The ADSP-3202 ALU never asserts INEXO 
for fixed-point or logical operations. 


In an ADSP-3202 division operation, either a denormal divisor 
or a denormal dividend will cause the simultaneous assertion of 
UNDFLO and INVALOP. INEXO will, in that context, signal 
which of the two was the denormal: INEXO LO indicates that 
the divisor is a denormal; INEXO HI indicates that the dividend 
is a denormal. 


Conditions that cause the assertion of INEXO are: 

@ Loss of accuracy when fitting result to destination format 

e@ For fixed-point operations, the prerounded multiplier 64-bit 
product contains ones in the least-significant 32-bits 

@ In IEEE mode, in conjunction with both UNDFLO and 
INVALOP, dividend is a denormal (HI) or divisor is a denormal 
or both are denormals (LO). 


Less Than, Equal, Greater Than, and Unordered 

For comparison operations in the ALU, the OVRFLO, UNDFLO, 

and INVALOP status outputs are used to indicate the four 

comparison conditions of IEEE Std 754, Section 5.7. They are 

defined as follows: 

@ “Less than” is signalled by the assertion of UNDFLO (while 
OVRFLO is LO) 

e@ “Equal” is signalled by not asserting either OVRFLO or 

UNDFLO (i.e., both LO) | 

“Greater than” is signalled by the assertion of OVRFLO 

(while UNDFLO is LO) 

“Unordered” is signalled by the assertion of INVALOP, 

caused by attempting a comparison with at least one NAN 

operand. 


The data result from a comparison operation is identical to 
subtracting operand B from operand A. See.Tables VIII 
and IX. 


In IEEE comparisons, the data types are always ordered in 
ascending sequence: —INF, - NORM, —-DRNM, ZERO, 
DNRM, NORM and INF. Comparisons between like signed 
INFs will generate the “Equal’’ status condition. Comparisons 
between signed ZEROs will also generate the “Equal” status, 
Any comparison to a NAN will also cause INVALOP and produce 
an all-ones NAN. Even in FAST mode, DNRMs will be compared 
based on their true value (rather than all being treated as 
ZEROs). | 


Special Flags for Unwrapping 

The ADSP-3201 generates a Round Carry Propagation Out flag, 
RNDCARO, that indicates whether or not a carry bit propagated 
into the destination formats fraction during the Multipliers 
floating-point rounding operation. The rounding that the Multi- 
plier does in creating the wrapped or unnormal result may cause 
a carry bit into the LSB in the destinations formats fraction. 


pT 


This rounding position will not in general be correct for a properly INSTRUCTIONS AND OPERATIONS 


rounded denormal. Thus, when the underflowed Multiplier The ADSP-3201 Multiplier executes the same instruction every 
result is unwrapped to a denormal, the ALU has to undo the cycle: multiply. It need not be specified explicitly in microcode. 
Multipliers rounding and re-round to achieve the properly rounded The data format of results and status flags from multiplication 
denormal. are shown in Tables VI and VII. 

To do this, the ALU has to know if any carry bits in the Multiplier’s Denormal input operands will generally cause the DENORM 
rounding operation propagated into the fraction of the result. exception (see “Status Flags” above) and correctly signed ZERO 
This information is provided in the Multiplier’s RNDCARO results. FAST mode suppresses the DENORM exception. In 
flag. The ALU also needs to know if the Multiplier’s rounded either FAST or IEEE, DNRM*ZERO will be ZERO without 
result caused a loss of accuracy when expressed in its destination exception. DNRMé¢INF will be a correctly signed INF without 
wrapped format, indicated by the Multiplier’s Inexact Result exception in IEEE mode and a NAN and INVALOP in FAST 
(INEXO) flag. mode. DNRMeNAN will be a correctly signed NAN with IN- 
The ADSP-3202 ALU has a corresponding pair of flag status VALOFP asserted. The sign bit of the NAN generated from any 


input pins: Round Carry Propagation In (RNDCARI) and Inexact invalid operation will depend on the operands. (The IEEE Standard 
Data In (INEXIN). In an unwrap operation, these flags are does not specify conditions for the sign bit of a NAN.) On the 


used by the ALU when converting from a WNRM to a DNRM ADSP-3201 Multiplier, the sign of a NAN result will be the 
to obtain the properly rounded result. RNDCARI and INEXIN exclusive OR of the signs of the Input operands. 

should be setup to the ALU with the instruction for the unwrap 
operation. Both Multiplier and ALU must be using the same The product of INF with anything except ZERO or NAN is a 
rounding mode. correctly signed INF. INF*ZERO will cause INVALOP and 


; , yield a NAN. NAN times anything will also cause INVALOP 
The ADSP-3202 ALU itself generates WNRMs in underflowed and yield a NAN. 


division operations. These WNRMs must be fed back to the ee wa 
ALU to be unwrapped to DNRMs. The ADSP-3202, unlike the The ADSP-3202 ALU, in contrast to the Multiplier, is instruction- 
Multiplier, does not have a RNDCARO pin to signal whether driven with the operation specified by Ig o. The ALU instructions 
or not a carry bit propagated into the destination format on fall pape three categories: Fixed-Point, Logical, and Single- 
rounding. For this reason, WNRMs produced by the ADSP-3202 Precision Floating-Point. Instructions are summarized in 

ALU in division are rounded differently than they are on the Tables III through V and described below. The data format of 
Multiplier; underflowed (only) quotients are always truncated results and status flags from the Venous ALU oper onsiare 
(Round-toward-Zero) to the destination wrapped format. Hence shown in Tables VIII and IX. Division is shown in Tables X 
there is no carry bit propagation. When unwrapping a WNRM and XI; square root in Table XII. Conversions from single- 





produced in division, RNDCARI should always be held LO. precision floating-point to two-complement integer are illustrated 
INEXIN should reflect the status of INEXO when the ALU in Table XIII. 
produced the underflowed wrapped quotient. The ADSP-3202 Fixed-Point Arithmetic Operations are: 


The ADSP-3202 ALU also uses the RNDCARI and INEXIN 
pins to indicated wrapped A and B operands, respectively, to 
division and square root operations. Both RNDCARI and INEXIN 
should be held LO except for unwrap, division, and square root 


operations. 
Mnemonic Instruction (Is _9) Description 
Ig.¢ Is_3 Ino 
IADD 001 000 O11 Fixed-point A+ B 
ISUBB 001 001 011 Fixed-point A —B 
ISUBA 001 000 111 Fixed-point B— A 
IADDWC 001 010 011 Fixed-point A — B with carry 
ISUBWBB 001 011 011 Fixed-point A — B with borrow 
ISUBWBA 001 010 111 Fixed-point B — A with borrow 
INEGA 001 000 101 Fixed-point — A. ABSA/B must be LO. 
INEGB 001 001 010 Fixed-point — B. ABSA/B must be LO. 
IADDAS 001 100 011 Fixed-point |A + B| 
ISUBBAS 001 101 011 Fixed-point |A — B| ABSA/B must be LO. 
ISUBAAS 001 100 111 Fixed-point |B — A] ABSA/B must be LO. 


Table Ill. ADSP-3202 Fixed-Point ALU Operations 
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The ADSP-3202 Logical Operations are: 


Mnemonic Instruction (Ig_9) Description 
| Ig¢ Is_3 Ino» | ? 
COMPLA 000 000 | 101 Ones-complement A 
COMPLB 000 001 010 Ones-complement B 
PASSA 000 000 001 Pass A unmodified. Set no flags. 
PASSB 000 000 010 Pass B unmodified. Set no flags. 
AANDB 000 010 010 Bitwise logical AND 
AORB 000 100 010 Bitwise logical OR 
AXORB 000 110 010 _ Bitwise logical XOR 
NOP | 000 000 000 No operation. Preserve status flags and Output contents. 
CLR 100 000 000 Clear all status flags. Data register contents are unaffected. 


Table lV. ADSP-3202 ALU Logical Operations 


The ADSP-3202 Single-Precision Floating-Point Operations are: 


Mnemonic Instruction (Ig_o) Description 
Ig.¢ Is_3 In 0 
SADD 11] 000 011 SP FitgPt(A + B) 
SSUBB 111 000 111 SP FitgPt (A — B) 
SSUBA 111 001 011 SP FitgPt (B — A) 
SCOMP 111 001 11] SP FitgPt comparison of A to B. Result is (A — B) 


Greater Than=OVRFLO HI 
Equal=(OVRFLO LO & UNDFLO LO) 
Less Than=UNDFLO HI 
Unordered=INVALOP HI 


SADDAS 011 000 011 SP FitgPt|A + Bi 

SSUBBAS 011 . .000 111 SP FitgPt|A —B| 

SSUBAAS 011 001 011 SP FitgPt|B — Aj 

SFIXA 011 001 101 Convert SP FitgPt A to twos-complement Integer 

SFIXB O11 001 110 Convert SP FltgPt B to twos-complement Integer 

SFLOATA, 011 100 101 Convert twos-complement integer A to SP FitgPt 

SFLOATB 011 100 110 Convert twos-complement integer B to SP FitgPt 

SPASSA Ol 110 001 Pass SP FitgPt A. NANs cause INVALOP. 

SPASSB 011 110 010 Pass SP FitgPt B. NANs cause INVALOP. 

SWRAPA 011 100 001 Wrap SP DNRM A toSP WNRM 

SWRAPB 011 100 010 Wrap SP DNRMB to SP WNRM 

SUNWRAPA 011 010 001 Unwrap SP WNRM A to SP DNRM 

SUNWRAPB 011 010 010 Unwrap SP WNRMB to SP DNRM 

SSIGN 011 111 101 Copy sign from SP FltgPt B to SP FitgPt A. Result is 
[sign B, exponent A, fraction A]. 

SXSUB 011 111 001 Subtract B exponent from A exponent. Result is 


[sign A, (expt A — expt B), fraction A] for all data types. 
If the unbiased exponent = + 128, INF results. 
If the unbiased exponent is = — 127, ZERO results. 

SITRN 011 010 101 Downshift SP FltgPt A mantissa (with hidden bit) logically by the 
unbiased SP FitgPt B exponent to a 32-bit 
unsigned-magnitude integer. Use RZ only. 

SDIV 011 110 11] SP FitgPt (A + B) 

SSQR 111 110 110 SP FltgPt VB 


Table V. ADSP-3202 ALU Single-Precision Floating-Point Operations 


Fixed-Point Arithmetic ALU Operations Absolute Value Controls 

The negation operation is a twos-complementing of the input Absolute value controls (ABSA/B) cannot be used with all operands 
operand. input to all fixed-point ALU operations. ABSA/B must be LO 
The OVRFLO flags can be set by fixed-point ALU operations. for negation (INEGA/B) and absolute difference (ISUBBAS/ 
The twos-complement data format is presumed in the definition ISUBAAS) operations, or results will be undefined. Absolute 

of fixed-point overflow. value controls can be used with all other fixed-point operations. 
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Extended-Precision Fixed-Point Arithmetic 

The ADSP-3202’s integer ALU operations include three operations 
for extended fixed-point precision: addition with carry and two 
subtractions with borrow. The carry bit generated by an addition 
or subtraction is latched internally for one cycle only. 


To illustrate, these instructions can be used to add two 64-bit 
fixed-point numbers. The two least-significant 32-bit halves can 
be added with IADD. Any carry bit generated would be latched 
internally in the ADSP-3202. On the next cycle, the most- 
significant 32-bit halves can be added with IADDWC, which 
would also add in the carry bit from the previous operation, if 
any. The two fixed-point results will be latched in the Output 
Register in consecutive cycles. As with all fixed-point results, 
they will appear in consecutive cycles in the most-significant 
32-bits of the Output Register (bit positions 63 through 32). 


Extended-precision fixed-point subtraction is exactly analogous. 
The least-significant 32-bit halves can be subtracted with either 
ISUBA or ISUBB. On the next cycle, the most-significant 32-bit 
halves can be subtracted with either ISUBWBA or ISUBWBB. 


Fixed-Point Zero and Equality Tests 

The ADSP-3202 do not directly support fixed-point zero-test or 
comparison operations. However, both can be accomplished 
using other ALU operations. A zero-test will result from executing 
a single-precision floating-point wrap instruction (SWRAPA/B) 
on the fixed-point data in question. UNDFLO will be asserted 
if and only if the operand is ZERO, which is bitwise equivalent 
to an operand of all zero bits. 


A fixed-point test for equality will result from a bitwise XOR of 
A and B operands (AXORB) followed by the zero-test using 
SWRAPA/B described in the previous paragraph. In this context, 
UNDFLO will flag fixed-point equality. 


Logical ALU Operations 

The ones-complement instructions (COMPLA/B) change every 
one bit in the operand to a zero bit and every zero bit in the 
operand to a one bit. Ones-complementing is equivalent to a 
bitwise logical NOT operation on the 32-bit operand. The pass 
instructions (PASSA/B) pass all operands unmodified, including 
NANs, without signaling an INVALOP exception. PASSA/B 
set no flags. 


The logical AND, OR, and XOR (AANDB, AORB, AXORB) 
operate bitwise on all 32-bits in their pair of operand fields to 
produce a 32-bit result. 


NOP will advance the ALU pipeline one cycle. Status flags and 
Output Register contents will be preserved. CLR simply resets 
all status flags. Note that CLR is pipelined and takes effect one 
cycle after it is presented. All data register contents, including 
the Output Register, remain unaffected. 


Do not assert the absolute value controls (ABSA/B) with logical 
operations. The results will be undefined. 


Floating-Point ALU Operations 

The data types and flags resulting from single-precision floating- 
point additions, subtractions, comparisons, absolute sums, and 
absolute differences are shown in Tables VIII and IX. The 
INEXO flag is not shown explicitly in these tables (or any other) 
since it may or may not be set, depending on whether the result 
iS inexact. 


Absolute Value Controls 
Absolute value controls (ABSA/B) can be used with all operands 
input to all floating-point ALU operations. 


Sign of NAN Results 
On the ADSP-3202 ALU, the sign of a NAN result when one 
input is a NAN will be the sign of the NAN operand. The sign 
of the NAN result for two NAN inputs (except division) will be 
the sign of the NAN with the larger magnitude fraction. If the 
fractions are equal, then the sign will be computed in the same 
way as for additions on signed zeros: 
(+ ZERO) + (+ ZERO) =(+ ZERO) —(+ZERO)~ + ZERO 
(+ ZERO)+ (+ ZERO) =(+ ZERO) — (+ ZERO)» + ZERO 
(RN, RZ, RP rounding modes) 
(+ ZERO) + (+ZERO) =(+ ZERO) — (+ ZERO) ~ — ZERO 
(RM rounding mode) 
In this notation, the first line refers to either +ZERO+ ZERO 
or —ZERO-— ZERO. The second and third lines refer to 
+ ZERO — ZERO or — ZERO+ ZERO. Some ALU operations 
with two INF inputs can cause INVALOP and generate NANs. 
The assignment of sign to the NAN is also analogous to additions 
with signed zeros: 


(+INF)+(+INF) =(+INF)—-(+INF)>+INF 

(+ INF) + (+INF)=(+ INF)-(+INF)>+NAN 
(RN, RZ, RP rounding modes) 

(+ INF) + (+INF)=(+INF)-—(+INF)>— NAN 
(RM rounding mode) 





Comparisons 

Comparison generates the data result, (operand A minus operand 
B), The flags, however, are defined to indicate the comparison 
conditions rather than the flag conditions for subtraction. Signed 
INFs will be compared as expected. A NAN input to the com- 
parison operation will cause the unordered flag result INVALOP) 
and the production of an all-ones NAN. Even in FAST mode, 
the ALU will accept denormals as inputs to the comparison 
operation. See “Less Than, Equal, Greater Than, and Unordered” 
in the “Status Flag” section above for a complete discussion of 
these flags in comparison operations. 


Conversions: Floating to Fixed 

Conversions from floating-point to twos-complement integer 
(SFIXA/B) are considered “floating-point” operations, and all 
four rounding modes are available. If the operand after rounding 
overflows the destination format, OVRFLO will be set, and the 
results will be undefined. Thus, OVRFLO for fixed-point oper- 
ations is treated exactly as it is for floating-point operations. 


If the nonzero operand bejore rounding is of magnitude less than 
one, UNDFLO will be set in a conversion to integer. The mag- 
nitude of the result may be either one or zero, depending on the 
rounding mode. Conversion to integer is the only operation 
where UNDFLO depends on the pre-rounded result. The reason 
for this is that the infinitely precise result could be almost one 
integer unit away from the post-rounded result, potentially a 
large difference. We have chosen to flag underflow whenever | 
the magnitude of the source operand is less than one, thereby : 
alerting the user to a potentially significant loss of accuracy. 


INEXO will be asserted if the conversion is inexact. NANs and 
INFs will convert to a same-signed single-precision floating-point 
all-ones NAN. INVALOP will be asserted. The twos-complement 
integer interpretation of + NAN is full-scale positive and of 
—NAN, minus one. See Table XIII for illustrations of fixing 
single-precision floating-point numbers. 
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Conversions: Fixed to Floating 

All four rounding modes are also available for conversions from 
twos-complement integer to floating-point. For conversion to 
single-precision floating-point (SFLOATA/B), the numerical 
result will always be IEEE normals. The only flag ever set is 
INEXO. INEXO will be set if and only if the source integer 
contains more than 24 bits of significance. “Significance” is 
defined as follows: For positive twos-complement integers, the 
number of significant bits is ((32 minus the number of leading 
zeros] minus the number of trailing zeros). “Leading zeros” are 
the contiguous string of zeros starting from the most significant 
bit. “Trailing zeros” are the contiguous string of zeros starting 
from the least significant bit. For negative twos-complement 
integers, the number of significant bits is ([33 minus the number 
of leading ones] minus the number of trailing zeros). 


Pass : 

Pass instructions (SPASSA/B) pass all operands unmodified. 
Unlike the PASSA/B instructions, the floating-point pass in- 
structions will cause INVALOP if a NAN is passed. The NAN 
will pass unmodified. INFs are passed without setting any flags. 
The absolute value controls can be used with the floating-point 
pass instructions to reset the unmodified NAN’s sign bit to 
zero. 


Wrap 

Wrap instructions (SWRAPA/B) convert a denormal to a wrapped 
number readable by a Multiplier or the ADSP-3202 ALU in 
division and square root operations. Since the wrapped format 
has an additional bit of precision (the hidden bit), all wrapping 
is exact. If the operand is ZERO, then UNDFLO will be set. If 
the operand is neither a DNRM nor ZERO, INVALOP will be 
set. 


Unwrap 

Unwrapping instructions (SUNWRAP/B) convert a wrapped 
number to the IEEE denormal format. After rounding, the 
result may turn out to bb NORM.MIN or ZERO. WRAP. MAX, 
whose infinitely precise value is between NORM.MIN and 
DNRM.MAX, will round to NORM.MIN or DNRM.MAX, 


depending on rounding mode: 


+WRAP.MAX—NORM.MIN (RN, RP modes) 

+ WRAP.MAX—+DNRM.MAX (RZ, RM modes) 
—WRAP.MAX—NORM.MIN (RN, RM modes) 
—WRAP.MAX-DNRM.MAX (RZ, RP modes). 


INEXO will always be set when unwrapping WRAP.MAX. If 
the unwrapping operation, after rounding, shifts all ones out of 
the DNRM destination format, ZERO will result. Whenever 
this happens, UNDFLO and INEXO will always both be set. 


The UNDFLO condition for unwrapping is based on the IEEE 
definition in terms of loss of accuracy when representing a denormal 
(see “Underflow” in “Status Flags” above.) That is, UNDFLO 
will only be set when the unbounded, post-rounded result cannot 
be expressed exactly in the destination denormal format. UN- 
DFLO will always be set in conjunction with INEXO when 
unwrapping. 

Inexactness can be caused by a loss of accuracy when unwrapping 
the operand supplied to the ALU. The ADSP-3202 also considers 
whether the multiplication, division, or square root that generated 
the wrapped number caused a loss of accuracy. It determines 
this information by reading the INEXIN flag input to the ALU. 


The INEXIN is essential to the unwrapping operation in the 
ALU. The state of INEXIN input when wrapping should reflect 
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the state of INEXO when the wrapped number was generated 
during multiplication, division, or square root. The ADSP-3202 
uses this information to determine if the operation creating the 
wrapped number was inexact. When the ADSP-3202 unwraps a 
wrapped number, its INEXO will be asserted if either the originat- 
ing operation or the unwrapping operation caused a loss of 
accuracy. 


Copy Sign | 

The SSIGN operation copies the sign of the B operand to the A 
operand. The result is (sign B, exponent A, fraction A). Rounding 
modes have no effect on this operation since the precision of the 
result is exactly that of the source, 1.e., all “roundings” are 
exact. The only condition that generates a flag is a NAN as the 
A operand; INVALOP will be set. This instruction is useful for 
quadrant normalization of trigonometric functions. Trigonometric 
identities allow mapping an angle of interest to a quadrant for 
which lookup tables exist. SSIGN simplifies this mapping. For 
example, sin (— 37°) = —sin (37°). By looking up sin (37°) and 
transferring the sign of the angle (— 37°, the B operand) to the 
value from the lookup table (0.60182, the A operand), the correct 
result is obtained (— 0.60182). 


Exponent Subtraction 

Exponent subtraction (SXSUB) subtracts the exponent of the B 
operand from the A operand. The A operand is the destination 
format: (sign A, [expt A — expt B], fraction A). INFs and 
NANs are valid inputs to the SXSUB operation; INVALOP is 
never asserted. If the unbounded result is greater than that of 
NORM.MAX, INF will be produced and OVRFLO will be set. 
If the unbounded result is less than that of NORM.MIN, ZERO 
will be produced and UNDFLO will be set. 


Exponent subtraction is useful as the first step in the Newton- 
Raphson division by recursion algorithm. This operation allows 
an improved implementation of this algorithm. For the details, 
see the Application Note, “Floating-Point Division using Analog 
Devices ADSP-3210 and ADSP-3220”, available from Analog 
Devices’ DSP Applications Engineering. 


Logical Downshift 

The mantissa of a floating-point A operand (with hidden bit 
restored) can be downshifted logically to an unsigned-magnitude 
integer destination format using the SITRN operation (see Figure 
22). The source mantissa is treated as a right-justified unsigned 
integer. The unbiased (i.e., the “true” exponent after the bias 
has been subtracted) exponent of the B operand determines the 
amount of the downshift. The unbiased B exponent is interpreted 
as an unsigned number which indicates how many bit positions 
the mantissa should be downshifted. (A negative unbiased expo- 
nent will cause a very large downshift. The mantissa will be 
completely shifted out of range, and the result will be zero.) 
The result will a be left-zero-filled unsigned-magnitude integer. 
Like all fixed-point results, it will appear in the most significant 
bit positions of the Output Register. 


Logical downshift is only defined for NORMs. Results from 
operands that are not normals are undefined. A NAN A-operand 
input to SITRN will cause INVALOP and produce all-ones 
NANs of the same sign. Round-toward-Zero (RZ) must be 
specified for SITRN. Otherwise, the result is undefined. If the 
shifted result before rounding is all zeros, UNDFLO will be set. 
(Actually, with RZ, the shifted result before rounding is the 
same as the shifted result after rounding.) If any bits are shifted 
out of the range of the destination format, INEXO will be set. 


ne 


32-Bit A Register 32-Bit B Register 


ee es eae Cie ae eee 
1. <*> 
HB 23-Bit Fraction 8-Bit Biased Exponent 
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Zero-Filled 
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MSW in 


32-Bit Unsigned-Magnitude Integer 


Figure 22, ADSP-3202 SITRN Instruction 


Output Register 


The logical downshift operations can be useful to generate table 
lookup addresses. In this application, the most-significant mantissa 
bits would be used as table addresses. Because different B expo- 
nents can be applied to the same A mantissa, the same datum 
can be used to address multiple tables with differently sized 
address fields. 


Division and Square Root 

The ADSP-3202 ALU support multicycle division (SDIV) and 
square root (SSQR) operations. Tables X and XI illustrate the 
resultant data types and status conditions for division. Table 
XII serves a similar role for square root. Neither operation can 
accept denormal inputs directly; they must be wrapped to the 
wrapped data format first. Denormal inputs to division and 
square root operations will cause the simultaneous assertion of 
UNDFLO and INVALOP in IEEE mode. For divisions, INEXO 
HI indicates that the dividend is a DNRM; INEXO LO indicates 
that the divisor or both operands are DNRMs. In FAST mode, 
only INVALOP will be asserted. In both modes for both division 
and square root, a properly signed all-ones NAN will be 
produced. 


The square root of any non-negative normal or wrapped number 
will be an IEEE normal number. The square root of a negative 
number is an all-ones — NAN. The square root of +INF is 
+INF without exception. The square root of a NAN is a same- 
signed all-ones NAN. 


Division can produce wrappeds and unnormals; these must be 
passed back to the ALU for unwrapping. INF dividends cause 
correctly signed INFs without flags except when the divisor is 
also an INF. Either +INF divided by either + INF or any 
NAN input will generate INVALOP and an all-ones NAN. For 
ADSP-3202 division operations, the sign of the NAN will be 
the exclusive OR of the signs of the dividend and the divisor. 


OUTPUT CONTROL - SHLP (REG), OEN (ASYN), 
MSWSEL (ASYN), and HOLD (ASYN) 

Both members of the ADSP-3201/3202 chipset have a 64-bit 
Output Register. The Output Registers are clocked every cycle, 
except for multi-cycle operations (division and square root), 
when HOLD is LO on the ADSP-3201, and when the ADSP-3202 
is executing NOP. Output Registers are clocked at the conclusion 
of multicycle operations and not before. 


Results appear in the Multiplier’s Output Register as follows: 
SP FltgPt Product not meaningful 
|__FxdPt Most Significant Product _| 


Figure 23. ADSP-3201 Multiplier Output Register 





When the destination format from multiplication is single-precision 
floating-point, the fraction bits that are less than the least- 
significant bit in the destination format are stored in the least- 
significant half of the Output Register. 


The Multiplier has a pipelined, registered fixed-point shift-left 
control, SHLP. When HI, SHLP will cause a one-bit left shift 
in the 64-bit product that appears in the Multiplier’s Output 
Register. The least-significant bit in the Output Register will be 
zero. See “32-Bit Fixed-Point Data Formats” above for more 
details of the effects of SHLP. SHLP has no effect on floating-point 
multiplications. Note that SHLP should be setup at the clock 
edge when the multiplication operands are read into the multiplier 
array. 


Results appear in the ALU’s Output Registers as follows: 





Bit 63 ses 32 [31 et 
SP FitgPt Product |___notmeaningtul | 
| FxdPt Result _ not meaningful = 


Figure 24. ADSP-3202 ALU Output Register 





All members of this chipset have an asynchronous output enable 
control, OEN. When HI, outputs are enabled; when LO, output 
drivers at DOUT3)_9 are put into a high-impedance state. Note 
that status flags are always driven off-chip, regardless of the 
state of OEN. See Figure T1 for the timing of OEN. 


All members of this chipset also have an asynchronous MSW 
select control, MSWSEL. When outputs are enabled and 
MSWSEL is HI, the most-significant half (bits 63 through 32) 
of the Output Register will be driven to the output port, 
DOUTS3)_9. When outputs are enabled and MSWSEL is LO, 
the least-significant half (bits 31 through 0) of the Output Register 
will be driven to the output port, DOUT3;_9. The operation of 
MSWSEL is illustrated in all timing diagrams where 64-bit 
outputs are produced. 


The ADSP-3201 Multiplier has an asynchronous, active LO 
control, HOLD, that prevents the Output Register from being 
updated. HOLD must be set up prior to the clock edge when 
the Output Register would have otherwise been updated. See 
Figure T3. For normal operations where the Output Register is 
updated, HOLD must be held HI. 


TIMING 

Timing diagrams are numbered Figures T1 through T7. Three- 
state timing for DOUT is shown in Figure T1. Output disable 
time, tprs, 1s measured from the time OEN reaches 1.5V to the 
time when all outputs have ceased driving. This is calculated by 
measuring the time, tmeasureds from the same starting point to 
when the output voltages have changed by 0.5V toward +1.5V. 
From the tester capacitive loading, C_, and the measured current, 
ip, the decay time, tpgcay, can be approximated to first order 
by: 














Ch *: 0.5V 
tpgcay = = 
L 
from which 

Utprs = Umeasured — UDECAY 


is calculated. Disable times are longest at the highest specified 
temperature. 


The minimum output enable time, minimum tgna, is the earliest 
that outputs begin to drive. It is measured from the control 
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signal OEN reaching 1.5V to the point at which the fastest 
outputs have changed by 0.1V from Viristare toward their final 
output voltages. Minimum enable times are shortest at the lowest 
specified temperature. 


The maximum output enable time, maximum tgya, is also meas- 
ured from OEN at 1.5V to the time when all outputs have 
reached TTL input levels (Voy or Voy). This could also be 
considered as “data valid.”” Maximum enable times are longest 
at the highest specified temperature. | 


Reset timing is shown in T2. RESET must be LO for at least 
tps. In addition, RESET must return HI at least tsz; before the 
first rising clock edge of operation. Hold timing is shown in T3. 
HOLD must go LO tys before the rising edge at which the 
Output Register is not updated. HOLD must also be held tyyy 
after the clock edge. 





All data, registered and latched controls, and instructions shown 
in T4 through T7 must be set up tps before the rising edge and 
held tpy. Both input-port configurations are shown in most of 
these diagrams. Data is shown loaded for minimum latency. 
Other sequencing options are possible and may be more conven- 
ient, depending on the system. These other options, however, 
require that data be loaded to the input registers earlier than as 
shown in these diagrams and not overwritten. See “Input Register 
Loading and Operand Storage” above for constraints on register 
loading and operand storage that must be observed. 


The operation time, topp, is the time required to advance the 
internal pipelines one stage. It reflects the pipelined throughput 
of the device for that operation. The latency, ty ap, is the time it 
takes for the chip to produce a valid result at DOUT from valid 
data at its input ports. (Latency is the true measure of the internal 
speed of the chip.) Latency is referenced from data valid of the 
earliest required input to data valid of the first 32-bit output. 


The asynchronous MSWSEL control’s delay is teno. The 
maximum specification for tgno is the delay which guarantees 
valid data. The minimum specification for tgNo is the earliest 
time after the MSWSEL control is changed that data can 
change. 


Status flags have a maximum output delay of tsp referenced 
from the clock rising edge. All status flags except the Multiplier’s 
DENOR\M are available in parallel with their associated output 
results. DENORM is available earlier to speed up recovery from 
a denormal input exception. Note that DENORM is indeterminate 
(not necessarily LO) except in the cycles indicated in T4. DE- 
NORM should therefore not be used by itself to externally 
trigger a denormal input exception processing routine. 


Note that for all operations (Figures T4 through T7) a new 
operation can begin the cycle before output results and status 
flags (other than DENORM) results from the previous operation 
are driven off chip. This feature leads to improved pipeline 
throughput. 


GRADUAL UNDERFLOW AND IEEE EXCEPTIONS 

The data types that each chip operates on directly is shown in 
Figure 25. 

Denormals are detected by the Multiplier when read into their 
processing circuitry. The ADSP-3201 will produce a flag output, 
DENORM, when one or both of the operands read into the 
array are denormals. The occurrence of DENORM should trigger 
exception processing. (See Status Flags above for a discussion of 
DENORM and its timing.) Controlling hardware must recover 
the denormal(s) that was input to a Multiplier and present it to 
an ALU for wrapping. 


The ADSP-3202 ALU will also detect denormals when read into 
internal circuitry for division or square root operations. The 
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Normals 

Denormals 
Normals Wrappeds' 
Wrappeds Unnormals 


, ADSP-3201 ADSP-3202 
Floating-Point Floating-Point 
Multiplier ALU 


{, 4, 


Normals Normals 
Wrappeds Denormals 
Unnormals Wrappeds 3 


Unnormals4 


1. for unwrapping, division, and square root 

2. for unwrapping only 

3. from wrapping and division 

4. from division 
Figure 25. Data Types Directly Supported by the 
ADSP-320 1/3202 


UNDFLO and INVALOP flags will both be asserted on the 
ADSP-3202 to signal the presence of a denormal input to these 
operations. INEXO will indicate whether the denormal input is 
the A operand or B operand. (See “Status Flags” above for a 
fuller discussion of denormal detection in the ADSP-3202.) 


The ALU wraps denormals with its SWRAP instruction. Note 
from Table II that any denormal can be represented as a wrapped 


without loss of precision (hence triggers no exception flags in 
the ALU). 


The wrapped equivalent from the ALU must now be passed to 
the Multiplier for multiplication or the ADSP-3202ALU for 
division or square root. The controlling system must tell the 
Multiplier to interpret the wrapped input as wrapped by asserting 
WRAPA/B when it is read into the Multiplier’s processing cir- 
cuitry. For division and square root, the controlling system 
must tell the ALU to interpret the wrapped operand A as wrapped 
by asserting INEXIN when it is read into the ALUs processing 
circuitry and to interpret the wrapped operand B as wrapped by 
asserting RNDCARI. The result of the multiplication or division 
can be a normal, a wrapped, or an unnormal (see Tables VI, 
VII, X, and XI). Square root on IEEE numbers only produces 
normals (see Tables VIII and IX). An underflowed result (wrapped 
or unnormal) from either Multiplier or ALU will be indicated 
by the UNDFLO flag and must be passed to the ALU for 
unwrapping. 


For full conformance to the IEEE Standard, all wrapped and 
unnormal results must be unwrapped in an ALU (with the 
SUNWRAP instruction) to an IEEE sanctioned destination 
format before any further operations on the data. If the result 
from unwrapping is a DNRM,, then that data will have to be 
wrapped before it can be used in multiplication, division, or 
square root operations. 


The reason why WNRMs and UNRMs should always be un- 
wrapped upon their production is that the wrapped and unnormal 
data formats often contain “spurious” accuracy, i.e., more preci- 
sion than can be represented in the normal and denormal data 
formats. If WNRMs or UNRMs produced by the system were 
used directly as inputs to multiplication, division, or square root 
operations, the results could be more accurate than, and hence 
incompatible with, the IEEE Standard. 


When unwrapping, additional information about underflowed 
results must accompany their input to the ALU. See “Special 
Flags for Unwrapping” in “Status Flags” above for details of 
how INEXO and RNDCARO status flag outputs must be used 
with INEXIN and RNDCARI inputs. 


A final point about conformance with IEEE Std 754 pertains to 
NANs. The Standard distinguishes between signalling NANs 
and quiet NANs, based on differing values of the fraction field. 
Signalling NANs can represent uninitialized variables or special- 
ized data values particular to an implementation. Quiet NANs 
provide diagnostic information resulting from invalid data or 


B operand 













ZERO DNRM 


A operand | recut status 


WRAP 









NORM | NORM 
| wRAP |UNDFLO | 
| UNRM |UNDFLO } 


1. Either INF or NORM.MAX, depending on rounding mode. 


results. The ADSP-3201/3202 generally produce all-ones outputs 
from invalid operations resulting from NAN inputs. So a system 
that implements operations on quiet and signalling NANSs will 
have to modify the NAN output from these chips externally. 
See Section 6.2 of Std 754-1985 for the details of these 
operations. 


NORM NAN 





UNDFLO | 
UNDFLO | 











See “Round Controls.” 


Table VI. ADSP-3201 Floating-Point Multiplication 


(IEEE Mode) 


B operand 







ZERO DNRM 








A operand | result status | result 


ZERO 


DNRM DENORM | ZERO 
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Either INF or NORM.MAX, depending on round 
In FAST mode, WRAP inputs are illegal. 





ing mode. See “Round Controls.” 


Table Vil. ADSP-3201 Floating-Point Multiplication 


(FAST Mode) 
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B operand 





A operand 
ZERO 
DNRM INF,NORM.MAX' 
NORM 
| DNRM 
NORM : INF,NORM.MAX' | INF,NORM.MAX' 
| NORM NORM 
DNRM 
ZERO 
INF 
NAN INVALOP 
1. Either INF c or NORM.MAX, depending on rounding mode. See “Round Controls.” ' 
2. (+ ZERO)+ (+ ZERO) = (tZERO)(7ZERO) = + ZERO | 
(+ ZERO)+(+ ZERO) = (+ZERO)-(tZERO)= + ZERO (RN, RZ, RP rounding modes) 
(+ ZERO)+( 4 ZERO) = (+ZERO}(+ZERO)= — ZERO (RM rounding mode) 
3. (+ INF)+(+ INF) = (tINF)—-( =INF) => + INF 
(+ INF)+(= INF) = (tINF)—-(4INF) = +NAN (RN, RZ, RP rounding modes) 
(+ INF)+(+ INF) = (+INF)-(tINF) => -NAN (RM rounding mode) 
4. If DNRM result is inexact, UNDFLO will be set. | 
Table Vill. ADSP-3202 Floating-Point Addition/Subtraction 
(IEEE Mode). 
B operand 
A operand 
result status 
ZERO 
DNRM OVRFLO 
| UNDFLO 
NORM INF,NORM. MAX. OVRFLO 
NORM 
ZERO, UNDFLO 
oa 
INF — ars 
ae INVALOP 
NAN : 





NAN 


. Either INF or NORM.MAX, depending on rounding mode. See “Round Controls.” 
. +ZERO+ ZERO = +ZERO 


+ ZERO + ZERO=> + ZERO (RN, RZ, RP rounding modes) 
+ ZERO + ZERO = — ZERO (RM rounding mode) 


. tINF+INF = + INF 


+ INF + INF= +NAN (RN, RZ, RP rounding modes) 
+ INF + INF= —-NAN (RM rounding mode) 


. Exact result. 


Table IX. ADSP-3202 Floating-Point Addition/Subtraction 
(FAST Mode) 
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B operand 











ZERO DNRM WRAP NORM INF NAN 
A operand 
ZERO Reae | 
DNRM | OVRFLO& | UNDFLO 
: INVALOP | INVALOP | 
WRAP | OVRFLOS | UNDFLO8 | | 
INVALOP INVALOP 
NORM | OVRFLO& | 
INVALOP 
UNDFLO | 
UNDFLO | 
INF 
NAN 
1. Either INF or NORM.MAX, depending on rounding mode. See “Rouna Controls.” 
Table X. ADSP-3202 Floating-Point Division (A=B) 
(IEEE Mode) 
B operand 
ZERO DNRM NORM INF NAN 
A operand 
ZERO 
DNRM 
NORM | OVRFLO& | OVRFLO& oe 
INVALOP | INVALOP § NORM 
| ZERO 
INF 
NAN 
1. Either INF or NORM.MAX, depending on rounding mode. See “Round Controls.” 
Table XI. ADSP-3202 Floating-Point Division (A= B) 
(FAST Mode) 
B operand 
B<ZERO +ZERO +WRAP +NORM 














result _ status 





UNDFLO8 | | 
INVALOP | 


Table XII. ADSP-3202 Floating-Point Division Square 
Root VB) 
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Sign| HB | (22... Unbiased 


Source Name 
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one 

one —1LSB 

one - 1LSB 

1/2 +1LSB 

1/2 +1LSB 

1/2 

1/2 

+NORM.MIN 
+NORM.MIN 

+ DENORM.MIN 
+ DENORM.MIN 
+ZERO 

— DENORM.MIN 
~DENORM.MIN 
—NORM.MIN 
—-NORM.MIN 

— 1/2 

-—W/2- 

— 1/2 -1LSB 

— 1/2 ~1LSB 
—one + 1LSB 
—one + 1LSB 
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*“T)? denotes an undefined result. 
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Rounding 
Modes 


Status Flags 





INVALOP 
INVALOP 
OVRFLO 


INEXO 
INEXO 


UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 


RM,RN,RZ 
RP 
RM,RN,RZ 


UNDFLO,INEXO 
UNDFLO,INEXO 
UNDFLO,INEXO 

RP,RN,RZ UNDFLO,INEXO 

RM UNDFLO,INEXO 





oooonroror or o4rorooooocoocooOocolmw€wr Cc OCCcUOOULURM COCR 


mH COSCO OOCOH- OOH OH oH OH OS oC ODO ODO OOO OH OOH OG HH 
HH CPC SCSCSCSCOCOHK OH OH OH oH OH CC ODO OOS OOO OH OO mM Oe KH 
HK COSCO OOOOH OH oH oH SoH COCO OOOO OOOOH COOH OCHS 
m= Cocco c oH OH oH oH oH OH OSC OSD oo OO SCO OH OOH OCH H 
mm COCO OC OOOH OH OH OH SoH o-cCcoO OOO OOOO OOH OOH OG He 
mH dOH- HK OK OH OH oH OH OH oH CoH OH OH OH Om HH COOH OCHS 


RP,RN,RZ UNDFLO,INEXO 
RM,RN UNDFLO,INEXO 
RP,RZ UNDFLO,INEXO 
RM,RN UNDFLO,INEXO 
RP,RZ UNDFLO,INEXO 
all 
RM,RN INEXO 
RP,RZ INEXO 
all 
all 

0 all 

0 all 

U all 

1 all INVALOP 

1 all INVALOP 


Table XIII. Conversion of 32-Bit Single-Precision Floating- Point to 32-Bit Twos-Complement Integer 
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Figure T1. ADSP-3201/3202 Three-State Disable and Enable 
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Figure T2. ADSP-3201/3202 Reset Timing 
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Figure T3. ADSP-3201 Multiplier Output Register Hold 
Timing 
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* See “Timing” section for additional sequencing options. 





Figure T4. ADSP-3201 32-Bit Single-Precision Floating- 
Point and Fixed-Point Multiplications 
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* See “Timing” section for additional sequencing options. 
t RNDCARI and INEXIN should be LO except for unwrap, division, and square root operations. 


Figure T5. ADSP-3202 32-Bit Single-Precision Floating- 
Point Logical, and Fixed-Point ALU Operations 
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Two Input-Port : 
Configuration : 


BINS 1.0 
ABSA/B, RNDO:1, 
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RNDCARIt 





RDAO:1 Read 
Selection Controls : 





MSWSEL Control : 


DOUT,, 
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previous Status =: 





Status Outputs 


: } status 


* See “Timing” section for additional sequencing options. 
+ RNDCARI and INEXIN should be LO except for unwrap, division, and square root operations. 


Figure T6. ADSP-3202 32-Bit Single-Precision Floating- 
Point Division — Two Input-Port Configuration 
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. Two Input-Port : 
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BIN, +0 
ABSB, RNDO:1, 
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MSWSEL Control : 


DOUT, | 





Status Outputs 





previous status ** XX: j status 


* See “Timing” section for additional sequencing options. 
t RNDCARI and INEXIN should be LO except for unwrap, division, and square root operations. 


Figure T7. ADSP-3202 32-Bit Single-Precision Floating- 
Point Square Root - Two Input-Port Configuration 
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Figure 28. Normal Load for ac Measurements 
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Figure 29. PLUS Processing Flow 
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SPECIFICATIONS’ 
RECOMMENDED OPERATING CONDITIONS 


ADSP-3201/3202 









JandK Grades _ Sand T Grades? 
Parameter 7 Min Max Min Max Unit 
Vpp ‘Supply Voltage 4.75 3:2) 4.5 5.5 V 
Tamp Operating Temperature (Ambient) — 55 +125 °C 
ELECTRICAL CHARACTERISTICS ADSP-3201/3202 
J and K Grades S and T Grades? 
Parameter Test Conditions Min Max Min Max 
Vin High-Level Input Voltage @ Vpp = max 
Vina High-Level Input Voltage, @ Vpp = max 
CLK and Asynchronous Controls 
Vi, Low-Level Input Voltage @ Vpp= min V 
Vou High-Level Output Voltage —@Vpp= min & Ion = — 1.0mA V 
Vor Low-Level Output Voltage | @ Vpp=min & Io, = 4.0mMA PT V 


They High-Level Input Current, @ Vpp= max & Vin =5.0V pA 
e AllInputs _ 
lin Low-Level Input Current, @ Vpp = max & Vin =0V i a a pA 
AllInputs 
Ioz Three-State Leakage Current @ Vpp = max; High Z; pA 
Vin = OV or max 


Ipp Supply Current @ max clock rate; TTL inputs mA 
ae ee 


Ipp Supply Current-Quiescent All Vin = 2.4V 


SWITCHING CHARACTERISTICS: 





ADSP-3201/3202 
J Grades K Grades S Grades” T Grades’ 
Oto +70°C 0to + 70°C —55°C to + 125°C | —55°Cto + 125°C 

Parameter Min Max Min Max Min Max 
ter. “Clockepdle ee ee 
tae Clock LO ms 
toy _Clock HI ns 
ips Data & Contol Setup Tass 0 i 
tbo Data Output Delay ms 
iso Status Output Delay rT 
tex MSWSEL-to-Data Delay 7 
tous Three- State Disable Delay ee ee 
tena  Three-State Enable Delay 2 25 ns 
isg__ RESET Setup ns 
ins RESET Pulse Duration ms 
tas HOLD Setup as ee ee le 
tua HOLD Hold ns 
topp Operation Time | | 7 | | 

32-Bit Multiplication 125 100 150 125 ns 

32-Bu ALU Operations ns 

32 Bit Division 3202) 0 ee 

35-Bit Square Root G202) r 


4-80 FLOATING-POINT COMPONENTS 








ADSP-3201/3202 





J Grades K Grades S Grades? T Grades” 
Oto +70°C Oto + 70°C —55°C to + 125°C | —55°Cto + 125°C 
Parameter Min Max i Max Min Max 
trap Total Latency | 
32-Bit Multiplication 300 240 360 __ 300 ns 
32-Bit ALU Operation 300 240 360 300 ns 


32-Bit Division 
32-Bit Square Root (3202) 


NOTES 
‘All min and max specifications are over power-supply and temperature range indicated. 


2§ and T grade parts are available processed and tested in accordance with MIL-STD-883B. The processing and test methods used 
for S/883B and T/883B versions of the ADSP-3201/3202 can be found in Analog Devices’ Military Data Book. 


Alternatively, S and T grade parts are available with optional high-reliability “PLUS” processing as shown in Figure 29. 


Input levels are GND and +3.0V. Rise times are Sns. Input timing reference levels and output reference levels 
are 1.5V, except for 1) tena and tpys which are as indicated in Figure T1 and 2) tps and tpy 


which are measured from clock Vj;34 to data input Vy or Vy, crossing points. 
Specifications subject to change without notice. 


ABSOLUTE MAXIMUM RATINGS 


Supply Voltage ................ —0.3V to +7V Operating Temperature Range (Ambient) . . —55°C to +125°C 
Input. Voltage: <i. 4a ae ee aed AES +0.3V to Vpp Storage Temperature Range ......... — 65°C to + 150°C 
Output Voltage Swing. ............ —0.3V to Vpp Lead Temperature (10 Sec) .............. + 300°C 


ESD SENSITIVITY 


The ADSP-3201/3202 feature input protection circuitry consisting of large “distributed” 
diodes and polysilicon series resistors to dissipate both high-energy discharges (Human 
Body Model) and fast, low-energy pulses (Charged Device Model). Per Method 3015.2 of 
MIL-STD-883C, the ADSP-3201/3202 have been classified as Category A devices. 


Proper ESD precautions are strongly recommended to avoid functional damage or performance 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test 
equipment and discharge without detection. Unused devices must be stored in conductive 
foam or shunts, and the foam should be discharged to the destination socket before devices 
are removed. For further information on ESD precautions, refer to Analog Devices’ ESP 


Prevention Manual. 





WARNING! 
<=) 


ESD SENSITIVE DEVICE 








ORDERING INFORMATION 

Part Number Temperature Range Package Package Outline 
ADSP-3201JG Oto + 70°C 144-Pin Grid Array G-144A 
ADSP-3201KG Oto + 70°C 144-Pin Grid Array G-144A 
ADSP-3201SG — 55°C to + 125°C 144-Pin Grid Array G-144A 
ADSP-3201TG — 55°C to + 125°C 144-Pin Grid Array G-144A 
ADSP-3201SG/+ — 55°C to + 125°C 144-Pin Grid Array G-144A 
ADSP-3201TG/+ — 55°C to + 125°C 144-Pin Grid Array G-144A 
ADSP-3201SG/883B — 55°C to + 125°C 144-Pin Grid Array G-144A 
ADSP-3201TG/883B — 55°C to + 125°C 144-Pin Grid Array G-144A 
ADSP-3202JG Oto + 70°C 144-Pin Grid Array G-144A 
ADSP-3202KG Oto + 70°C 144-Pin Grid Array G-144A 
ADSP-3202SG — 55°C to + 125°C 144-Pin Grid Array G-144A 
ADSP-3202TG — 55°C to + 125°C 144-Pin Grid Array G-144A 
ADSP-3202SG/+ — 55°C to + 125°C 144-Pin Grid Array G-144A 
ADSP-3202TG/+ —55°Cto + 125°C 144-Pin Grid Array G-144A 
ADSP-3202SG/883B — 55°C to + 125°C 144-Pin Grid Array G-144A 
ADSP-3202TG/883B — 55°C to + 125°C 144-Pin Grid Array G-144A 


Contact DSP Marketing in Norwood concerning the availability of other package types. 
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ANALOG 64-Bit IEEE Floating-Point Chipset 
DEVICES Multiplier/Divider and ALU 


ADSP-3212/ADSP-3222 


FEATURES 
Complete 40 MFLOPS Chipset Implementing Floating- 
Point 
Arithmetic: Multiplier/Divider and ALU 
Fully Compatible with IEEE Standard 754 
Arithmetic Operations on Four Data Formats: 
32-Bit Single-Precision Floating-Point 
64-Bit Double-Precision Floating-Point 
32-Bit Twos-Complement Fixed-Point 
32-Bit Unsigned Magnitude Fixed-Point 
Only One Internal Pipeline Stage 
20 MFLOPS Pipelined Throughput for All 
Multiplications and Standard ALU Operations 
Exact Division at 300ns Single-Precision and 600ns 
Double-Precision Rates 
Low Latency for Scalar Operations 
130ns for 32-Bit Multiplication or Standard ALU 
















Operations A similar chipset, the ADSP-3213/ADSP-3223, provides the 
155ns for 64-Bit Multiplication or Standard ALU same features as the ADSP-3212/ADSP-3222 using DEC floating- 
Operations stead of the IEEE Standard. 














Exact Square Root ALU Instruction 

1W Max Power Dissipation per Chip with 1.0.m 
CMOS Technology 

144-Lead Pin Grid Array 


t.of the ADSP-3212/ADSP-3222 is achieved 
1 single level of internal pipelining, greatly simplifying 


1 nal pipelining in the ADSP-3212/ADSP-3222 results 
sry low, latency, important in scalar processing and in al- 
ithins data dependencies. 


Pin Compatible Upgrades fr 


APPLICATIONS 
High-Performance Digital Signal Processi 
Engineering Workstations 
Floating-Point Accelerators 
Array Processors 
Mini-Supercomputers 
RISC Processors 






the eight input registers and feedforward paths from all input 
registers to the Output Register. 


In conforming to IEEE Standard 754, these chips assure complete 
software portability for computational algorithms adhering to 
the Standard. All four rounding modes are supported for all 
floating-point data formats and conversions. Five IEEE exception 
conditions — overflow, underflow, invalid operation, inexact 
result, and division-by-zero — are available externally on four 
status pins. The IEEE gradual underflow provisions are also 
supported, with special instructions for handling denormals. 
Alternatively, each chip offers a FAST mode which sets results 
less than the smallest IEEE normalized values to zero, thereby 
eliminating underflow exception handling when full conformance 
to the Standard is not essential. 


GENERAL DESCRIPTION 

The ADSP-3212 Floating-Point Multiplier/Divider and the 
ADSP-3222 Floating-Point ALU are high-speed, low-power 
arithmetic processors conforming to IEEE Standard 754. The 
Multiplier/Divider and ALU comprise the basic computational 
elements for implementing a high-speed numeric processor. 
Operations are supported on four data formats: 32-bit IEEE 
single-precision floating-point, 64-bit IEEE double-precision 
floating-point, 32-bit twos-complement fixed-point, and 32-bit 
unsigned-magnitude fixed-point. 


This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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IEEE floating-point division is supported by both the ADSP-3212 
and the ADSP-3222. The ADSP- 3212 is the faster of the two, 
performing single- precision division i in six cycles and double- 
precision division in 12 cycles. The division operation is initiated 
by the assertion of the Multiplier/Divider’s DIVMUL input. On 
the ADSP-3222 ALU two instructions, SDIV and DDIV, calculate 
single-precision division (16 cycles) and double-precision division 
(30 cycles), respectively. ADSP-3222 division instructions are 
compatible with those of the ADSP-3221. 


The instruction set of the ADSP-3212/ADSP-3222, a superset of 
the ADSP-3210/3211/3220/3221 instruction set, is oriented to 
system-level implementations of function calculations. Specific 
instructions are included to facilitate such operations as floating- 
point division and square root, table lookup, quadrant normali- 
zation for trigonometric functions, extended-precision integer 
operations, logical operations, and conversions between all data 
formats. 


Both chips have two input ports and eight input registers (two 
banks of four registers) and are always in a two-input-port con- 
figuration; data is always input on both ports simultaneously. In 
the 32-bit data loading mode, input can be' directed to registers 
in either bank, although both ports may not input to the same 
bank at once. If 64-bit parallel data loading is enabled, d 
from both ports may be directed to one of four register 





In addition to double- and single-precision floating-point 
multiplication and division, the ADSP-3212 Floating-Point - 
Multiplier/Divider supports 32-bit fixed-point multiplications: 
twos-complement, unsigned-magnitude, and mixed-mode. .The. 
ADSP-3212/ADSP-3222 also have HOLD controls that prevent 
the updating of the output data and status registers. 


The instruction set of the ADSP-3222 Floating-Point ALU 
includes exact IEEE floating-point division and square-root 
operations. The ADSP-3222 is pin-compatible with the 


~ ADSP-3220 and the ADSP-3221. It also includes a HOLD. 


control that is enabled through an overhead instruction. 


The ADSP-3212/ADSP-3222 chipset is fabricated in double-metal 
1.0um CMOS. Each chip consumes 1W maximum, significantly 
less than comparable bipolar solutions. The differential between 
the chipset’s junction temperature and the ambient temperature 
stays small because of this low power dissipation. Thus, the 
ADSP-3212/ADSP-3222 can be safely specified for operation at 
environmental temperatures over their extended temperature 
range (— 55°C to + 125°C ambient). 


The ADS 











-3222 are available for both commercial 


bie with optional high: reliability processing 
rr processed fully to MIL-STD-883, Class B. 
id ADSP-3222 are packaged in a ceramic 


This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Multiport Register File 


ADSP-3128 


FEATURES 
128 x 16 or 64 x 32 Register File Organization 
Five Ports 
Two Input 
Two Output 
One Bidirectional 
Cascadable Horizontally and Vertically 
50ns Cycle Time from Single 1x Clock 
22ns Clock-to-Valid-Output (Registered) 
35ns Address-to-Valid-Output (Transparent) 
Flexible Latching Modes at Address and Data Ports: 
Transparent, Latched, Registered 
Prioritized Write Ports 
Write Flow-Through Control at Each Write Port 
Write Inhibit Control on Each Write Port 
Correctly Pipelined Bank Select and Port elects, he 
Register-to-Register Transfers a 2, 
Three-State Outputs 
Fully Static Operation Ss i 
1.75W Power Dissipation in: Low- Power TIL 
Compatible CMOS eS 
144-Pin Grid Array 


APPLICATIONS 

High-Speed Temporary Data Spiga in 
Digital Signal Processing 
Numeric Processing 
Graphics 

Floating-Point and Fixed-Point 





GENERAL DESCRIPTION 

The ADSP-3128 Multiport Register File is a versatile data storage 
component that can greatly expand the computational bandwidth 
of a fast-arithmetic processor. (See Figure 1 for the ADSP-3128’s 
Functional Block Diagram.) The ADSP-3128 also simplifies 
processor design by permitting flexible data routing through its 
five 16-bit data ports: two input ports, two output ports, and a 
bidirectional port. This Register File complements the floating- 
point and fixed-point multipliers and ALUs available from Analog 
Devices. Because of its flexibility, however, it has application in 
a broad range of processor designs. 


The ADSP-3128 is configurable via a control pin as either a 
128 x 16 Register File or a 64 x 32 Register File. In the Single- 
Precision 128 x 16 configuration, the ADSP-3128 is best suited 
for fixed-point and single-precision (32-bit) floating-point data 
storage. For single-precision floating-point, two Register Files 
should be used “‘horizontally”’ yielding 128 words of 32-bit 
storage. The 64 x 32 Double-Precision configuration is intended 


Word-Slice is a trademark of Analog Devices, Inc. 
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Word-Slce™ “Floating: Point Microcoded System 
“using ADSP-3128 Multiport Register Files 


a foidouble.precitiin (64. bit) floating-point, again with two Register 
na Files. i in-a‘horizontal architecture. In this Double-Precision mode, 


the Register Files will each transfer 16-bits in each phase of the 
-bits of data per port in a one-cycle write or read operation. 
need only be applied to the Register File at its single 


lock’s 1x cycle rate. 


To accommodate critical system timing requirements, the ADSP- 


3128 offers a variety of latching modes on both data and address 
ports. The prioritized write data ports have control lines that 
define the input data latching mode for Single-Precision as (a) 
latched on clock HI, (b) transparent, or (c) registered on the 
clock’s falling edge. However loaded, data can also be held at 
the input latches for subsequent cycles. 


In Single-Precision mode, the Multiport Register File’s five ports 
allow six 16-bit data transfer operations per cycle. The input 
and output latches transfer data to and from the RAM using 
effectively 16-bit internal buses. The bidirectional Edata-Port 
can be directly controlled to either (a) write, (b) read, (c) both 
write and read in a single cycle, or (d) perform two reads in a 
single cycle. Normal operation allows up to three 16-bit writes 
in clock HI and three 16-bit reads in clock LO per cycle. However, 
additional reads can be made in clock HI in lieu of writes, allowing 
up to six 16-bit reads per cycle. Register-to-register transfers are 
made via the bidirectional Edata-Port (which can be accomplished 
in two sequential clock phases). 


In Double-Precision mode, the Multiport Register File’s five 
ports allow five 32-bit data transfer operations per cycle for a 
total bandwidth of 160 bits per cycle. The input and output 
latches transfer data to and from the RAM via 32-bit internal 
buses. The input data latching modes allow either an Early 


This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Input or a Late Input mode. With Early Input, the Least Sig- 
nificant Word (LSW) is presented to the input data latches in 
clock HI and the Most Significant Word (MSW) in clock LO. 
With Late Input, the LSW is presented to the input latches in 
clock LO and the MSW in clock HI of the next cycle. For data 
transfers with a slower system bus, the Edata-Port allows both 
input and output values to be transferred more slowly than the 
ADSP-3128’s clock rate (Edata Slow Input and Edata Slow 

Read). Register-to-register transfers are made via the bidirectional 
Edata-Port. 


Each write data port of the ADSP-3128 provides an independent 
Write-Flow-Through control that allows data to pass through 
the Register File without a pipeline delay. Data is written to 
RAM and read out in the same (extended) clock LO phase. 
Each input port also has an independent Write-Inhibit control 
that disables the write operation that normally occurs during 
clock HI. Write-Inhibit allows cancelling a write based on a 
condition not known until early in the cycle of an attempted 
write. 


The read data ports have control lines that define the output 
data latching mode for Single-Precision as (a) registered on the 
clock’s rising edge or (b) transparent. In Double-Precision mOGe: 
the output data latching modes allow either an Early Read : 


tristate control that allows putting the 
al sean State. 


can be defined to latch addresses in one of two ways. Eith 
the write address is latched to an address latch on clock HI, or: 
(b) the address latch is transparent. The 7-bit read address latches 
can be defined to latch addresses in one of two different ways. 
Either (a) the read address is registered to an address latch on 
the clock’s rising edge, or (b) the address latch is transparent. 

In Double-Precision mode, there are half as many words that 
are twice as wide. For Double-Precision addressing, the (unneeded) 
highest-order address bits function as Port Select lines. Port 
Select enables or disables individual ports consistent with their 
pipelines. 


Bank Select enables or disables an entire ADSP-3128 consistent 
with all read and write pipelines. Bank Select and Port Select 
allow the user to expand register file storage “‘vertically” for 
more than 128 single-precision or 64 double-precision data 
words. 


The ADSP-3128 is fabricated in double-metal 1.54m CMOS. 
Each chip consumes 1.75W maximum, significantly less than 
comparable bipolar solutions. The differential between the chip- 
set’s junction temperature and the ambient temperature stays 
small because of this low power dissipation. Thus, the ADSP-3128 
can be safely specified for operation at environmental temperatures 
over its extended temperature range (— 55°C to + 125°C 
ambient). 


The ADSP-3128 is available for both commercial and extended 
temperature ranges. Extended temperature range parts are avail- 
able with optional high-reliability processing (‘““PLUS”’ parts, 
see Figure 26) or processed fully to MIL-STD-883, Class B. 
The ADSP-3128 is packaged in a ceramic 144-lead pin grid 
array. 


ADSP-3128 MULTIPORT REGISTER FILE PIN LIST 
(Positive True Logic Convention) 


Pin Name 


Description 

DATA PORTS | 

Adata)s5_9 Write Adata-Port Input Data 

Bdatajs_9 Write Bdata-Port Input Data 

Cdatajs_9 Read Cdata-Port Output Data 

Ddatajs_9 Read Ddata-Port Output Data 

Edatajs_9 Bidirectional Edata-Port Input and Output Data 

ADDRESS PORTS 

Aadre_o Address Port for Adata-Port Writes (and Cdata- 
Port for Single-Precision Extra Read) 

Badre_o Address Port for Bdata-Port Writes (and Ddata- 
Port for Single-Precision Extra Read) 

Cadre o Address Port for Cdata-Port Reads 

Dadr¢_ Address Port for Ddata-Port Reads 

Eadr¢_o Address Port for Edata-Port Writes and Reads 


and for Register-to-Register Transfers 














Input Latch Controls for Both Adata-Port and 
Bdata-Port (Registered) 

Input Latch Controls for Edata-Port (Registered) 
Inhibit Write to RAM from Adata-Port Input 
Latches (Asynchronous) 


Bwinh Inhibit Write to RAM from Bdata-Port Input 
Latches (Asynchronous) 

Ewinh Inhibit Write to RAM from Edata-Port Input 
Latches (Asynchronous) 

Awft Write Flow-Through from Adata-Port 
(Asynchronous) 

Bwft Write Flow-Through from Bdata-Port 
(Asynchronous) 

Ewft Write Flow-Through from Edata-Port 
(Asynchronous) 


DATA READ AND OUTPUT CONTROLS 


CDtran Output Latch Controls (Make Transparent) for 
Both Cdata-Port and Ddata-Port (Registered) 

Etran Output Latch Controls (Make Transparent) for 
Edata-Port (Registered) 

Rfltran Read Port (Cdata-Port, Ddata-Port, and Edata- 


Port) Fully Transparent Control for Extra Reads 
in Single-Precision Mode (Registered) 

Eio Edata-Port Input and Output (In the Same Cycle) 
in Single-Precision Mode; Edata-Port Slow Read 
Control in Double-Precision Mode (Registered) 


Ctri Cdata-Port Three-State Control (Asynchronous) 
Dtri Ddata-Port Three-State Control (Asynchronous) 
Etri Edata-Port Three-State Control (Asynchronous) 
MISCELLANEOUS 

CLK Clock 

GND Ground (Four Lines) 

Vpp + 5V Power Supply (Three Lines) 


This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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FUNCTIONAL DESCRIPTION 
The ADSP-3128 Multiport Register File consists of a high-speed _ ‘presented to RAM in clock HI from the 
static RAM (configurable as either 128 x 16 or 64 x 32) surrounded 







es)are presented to RAM in clock LO 
, and Eadr address latches. Normally in 


ddregs latch and a read (clock LO) address latch, which can be 
idependently set to latched or transparent modes. 








up to a total of six reads from and writes to the RAM are p 
per cycle. Because of the abundance of data paths, many of: 
which can transfer data twice per cycle, many combinations of 
six reads and writes are possible. 
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Figure 1. ADSP-3128 Multiport Register File Functional Block Diagram 
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Physically, the RAM is always reading from all three presented 
address locations to the data latches. For this reason, clock HI 
addresses can also be used for “‘extra’’ reads in clock HI from — 
the RAM to the output latches. In Single-Precision mode, this 
feature can be enabled by making the output latches transparent 
for the entire clock cycle (Rfltran HI) to read two 16-bit words 
per cycle through the Cdata-, Ddata-, and/or Edata-port. The 
Aadr specifies the word to be read through the Cdata-Port in © 
clock HI, and the Badr, for the Ddata-Port. The Eadr clock HI 
address latch is selected for any clock HI read to the Edata-Port 
output latch. (Some restrictions apply to the addresses used in 
extra reads. See “‘SP Normal and Extra Reads’’ below.) If a 
write to RAM occurs in the clock HI of an extra read, the data 
written will also be the data read. Thus, in Single-Precision 
mode, data can be passed through the register file (with write) 
in the same (extended) clock HI. 


Writes to the RAM normally occur in clock HI when Awinh 
and/or Bwinh and/or Ewinh are LO. Note that data writen in 
clock HI is available to be read in the same clock cycle. Write 
data, however, may not be available in a user’s system until late 
in the clock cycle. The Write-Flow-Through controls — Awft, 
Bwft, and Ewft ~ allow a write to RAM and a read from the 
same RAM location to occur in the same clock LO for low-latency 
data pass-through. Write Flow-Through Comparators monat 
the addresses and detect legal Write-Flow-Thr 
Because of these Comparators, the ADS 
clock HI write address and a clock 
a Write Flow-Through in a particula 
phase, in spite of the address muxes. 


Single- Precision mode, all data paths berteen RAM and datz 
latches behave as if they were 16 bits. The data latches also = 
behave like 16-bit latches. The register file is 128 x 16 in Single- 
Precision mode, and each location is addressed with seven bits. 
DP can be changed dynamically, consistent with the constraints 
imposed in the timing diagrams (Figures 4 through 22). 


In Double-Precision mode, the Register File is 64 x 32, and 

each location is addressed with six bits. In Double-Precision 
mode, all data paths between RAM and data latches are 32 bits, 
as are the data latches. Writes (32-bit) to the RAM occur in 
clock HI and reads (32-bit) from the RAM occur in clock LO; 
the only exception is Write Flow-Through which allows a clock 
LO 32-bit write to RAM (and read from RAM). Multiplexers 
between the latches and the 16-bit data ports alternately select 
Least Significant (LSW) and Most Significant (MSW) 16-bit 
words. Note that when ADSP-3128 Register Files are configured 
in horizontal pairs for Double-Precision operation, the LSWs 
from the pair will make up half the external 64-bit double-precision 
word and the MSWs the other half. 


In Single-Precision mode, the input latches can be configured to 
latch input data at clock HI, to register input data on the falling 
clock edge, to be made transparent, or to hold the most recent 
data. The output latches can be configured to register data from 
the RAM on the rising clock edge, to be transparent clock LO 
and latched clock HI, or to be fully transparent through both 
phases (for extra reads). The bidirectional Edata-Port can be 
configured to do either one read, one write, two reads, or both 
a read and a write each cycle. Each read port has an independent 
three-state enable control. 


In Double-Precision mode, the input latches can be configured 
for an Early Input, a Late Input, a Slow Input on the Edata-Port 


(for transfers from slow devices), ora hold of the most recent 
data. Early and Late Inputs are distinguished by a one clock 
phase difference between when the LSW and MSW are written 
to the input latches. The output latches can be configured for 
an Early Read, a Late Read, or a Slow Read on the Edata-Port 
(for transfers to slow devices). Early and Late Reads are distin- 
guished by a one clock phase difference between when the LSW 
and MSW are read from the output latches. To accomplish Late 
Inputs and Early Reads, the latches are transparent for 16 bits 
of the data transfer, allowing either a direct write of the MSW 
to RAM or a direct read of the LSW from RAM, respectively. 


The write address latches can be made transparent or latched at 
clock HI. The read address latches can be made transparent or 
registered at clock HI. In Double-Precision mode, the unused 
high-order address bit is interpreted as Port Select. Port Select 
and Bank Select (BS) are treated as part of the address field so 
that their write-disable and three-state effects properly track the 
selected pene delays. 











er than true CMOS. Their steady-state 
ween three and four volts, rather 





onsequences are summarized in mode Tables I through III. 


Most control lines are registered, as indicated in the “Pin List” 
and in Figure 1. All registered controls meet the timing require- 
ments of Figure 2. The timing requirements for the three asyn- 
chronous three-state controls, Ctri, Dtri, and Etri, are shown in 
Figure 3. The timing for the remaining asynchronous controls 
are illustrated in the relevant timing diagrams. 


CYCLE RATE | 

The maximum cycle rate for the ADSP-3128 is tc_x, which 
presumes that all read data is registered. For Double-Precision 
reads, only Late Reads meet this requirement. The cycle rate 
for the Register File will have to be extended if any reads are 
transparent, for Write Flow-Through, for Single-Precision Write- 
Plus-Extra-Read, or for most Register-to-Register Transfers. 


The cycle rate to encompass Write Flow-Through when all read 
data is registered is tc. Ker. Clock LO will also have to be a 
minimum of tLowr. 


If all addresses are latched or registered, all write data is latched, 
and any reads are transparent (DP Early Reads), then the maximum 
cycle rate for the ADSP-3128 will be tcy xs to accommodate the 
output delays from transparent reads. (In Single-Precision mode, 
the clock can be run faster, with output data allowed to slide 
into the next clock phase. The user, however, would have to 
clock the output data externally by the next falling clock edge.) 
The cycle rate to encompass Write Flow-Through or SP Write- 
Plus-Extra-Read when all addresses are latched or registered, all 
write data is latched, and any reads are transparent is tc, KsFr. 
Clock LO will also have to be a minimum of tLowr for Write 
Flow-Through and clock HI will have to be a minimum of 
truer for Write-Plus-Extra-Read. 
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Description 


Disable chip (consistent with pipelines) but advance pipelines with clock cycle 
Register write data at A & B or Edata input latches on falling edge 

Hold most recent data at A & B or Edata input latches for the next cycle 

Latch write data at A & B or Edata input latches at clock HI 

Make transparent A & B or Edata input latches 

Allow write to RAM from the A, B, and Edata input latches 

Inhibit write to RAM from the A, B, and Edata input latches 

Normal write to RAM from the A or B or Edata input latches during clock HI 
Flow-through write (transparent) to RAM from the A or B or Edata input 
latches during clock LO when write/read addresses are equal 

Early Input to A & B or Edata input latches: register LSW on falling edge to 
input latches and latch MSW to input latches in clock HI 

Late Input to A & B or Edata input latches: latch LSW to input latches in clock 
HI and make input latches transparent for MSW in clock HI 

Undefined | 
Hold most recent data at A & Bor E 
Edata Slow Input; register L! 
Edata $ 













h pipelines) but advance pipelines with clock cycle 
; ough C or D or Edata-Port 
tC or D or Edata-Port 


put 
Edata RAM output latches are ares transparent for both phases. 

If Awinh/Bwinh/Ewinh = = ], an additional read(s) can be performed at 

C/D/Edata, respectively 

Edata-Port is configured for one read, one write, or two reads per cycle 

Edata-Port is configured for both a read and a write every cycle; read Eadr 

is registered on falling edge and write Eadr 1s registered on rising edge 

Configured for Late Read at C&D or Edata-Port: register LSW & MSW from RAM 
to output latches on rising edge; output LSW in clock HI, output MSW on next 
clock LO 

Configured for Early Read at C&D or Edata-Port: output LSW from RAM through 
transparent output latches in clock LO; latch MSW to output latches and output 

in clock HI 

Configured for Edata Slow Read: hold RAM read data at Edata output latch; output 
LSW at clock HI 

Configured for Edata Slow Read: hold RAM read data at Edata output latch; output 
MSW at clock HI 

Undefined 


Table Il. ADSP-3128 Summary of Data Read and Output Control Modes 


BS DP Wadtrn Radtrn 


Od re et 
mK MK 
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0 
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Xx 
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Xx 0 
X 0 
X 1 
X 1 
X X 
A/B/C/D/Eadrg 

(Port Select) 

Xx 

xX 

X 

X 

Xx 

0 
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Description 


Disable chip (consistent with pipelines) but advance pipelines with clock cycle 
Latch A or B or Eadr write addresses at clock HI* 

Aor Bor Eadr write address latches are transparent* 

Register C or D or Eadr read address latches on the rising edge* 

C or D or Eadr read address latches are transparent* 

Disable A/B/C/D/Edata-Port 

Enable A/B/C/D/Edata-Port 


*Note: Eio= 1 overrides Wadtrn and Radtrn at the Eadr-Port (only). That is, when Elo = 1, Eadr write addresses are 
registered on rising edges and read addresses are registered on falling edges, regardless of the state of Wadrn and 
Radtrn. The other four address ports are unaffected by Eio and always behave as described in this table. 


Table Ill. ADSP-3128 Summary of Address Control Modes 


This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 


FLOATING-POINT COMPONENTS 4-91 


If at least one address or one data write is transparent and at 
least one data read is transparent (DP Early Read), then the 
ADSP-3128’s cycle time will have to be extended to tc. Ka to 
accommodate transparent setup times and output delays. If any 
Write Flow-Throughs or SP Write-Plus-Extra-Reads are attemp- 
ted, the cycle time will be tc, Karr when at least one address or 
one data write is transparent and at least one data read is trans- 
parent. Clock LO will also have to be a minimum of tLowr for 
Write Flow-Through and clock HI will have to be a minimum 
of turer for Write-Plus-Extra-Read. 


All addresses latched At least one address or 

or registered, all writes write transparent. and at 
latched, and at least one | least one e (ead transparent 
read tans Peta 








All reads clocked 






No Write Flow-Throughs 


or SP Write-Plus-Extra Reads | Vouk 


. Veit | 


toiks 
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Some Write Flow-Throughs j t t ; 
or SP Write-Plus-Extra Reads | = CLKFT CLKSFT 
g 


Ge vcc1pe1v8rLbMOOLLOUDODERLISAOALLLOCUMALOLLOLLLIOODODOOMICDLCLLLLLCLDLOCELCLIODNLOLIIPDDIHUDEORIMUIDEEESDOSSOOERLES POLAROID SD LORQMORENEOCOCO _ AAI VIA Arve eR IAA AMARA 


Table IV. ADSP-3128 Cycle Times 


Register-to-register transfers are accomplished by driving the 
source through the Edata-Port and reading that data back through 
the Edata-Port’s input latch. Therefore the ADSP-3128’s cycle 
rate must allow for both data output delay and input setup 
ime. 


transparent inputs (when Eio= 0), the maxis 
must be equal to or greater than the sum of th : 
output delay, top»T, and tpst, the setup time for transparé 
writes. (See Figure 10.) 


If Single-Precision inputs in Single I/O Per Cycle Mode (Eio=0) 
are latched, similar requirements apply to clock LO, since both 
data output delay and input setup must be completed in that 
clock phase. That is, for latched inputs (when Eio= 0), clock 
LO must be equal to or greater than the sum of the chosen 
(transparent) data output delay, topT, and tpsr, the setup time 
for the Edata-Port’s input latch. (See Figure 9.) 


If Single-Precision inputs in Double I/O Per Cycle Mode (Eio= 1) 
are latched, clock LO must be long enough so that clock LO 
=(toprt+tpsr). (See Figure 11.) If Single-Precision inputs in 
Double I/O Per Cycle Mode (Eio= 1) are transparent, clock HI 
must be long enough so that clock HI=(topc + tpstr). (See Figure 
12.) 


The minimum cycle rate to accommodate Double-Precision 
register-to-register transfers depends on the chosen timing mode. 
For Early Read/Late Write, there are two requirements: clock 
LO=(iransparent output delay +tpspr) and clock 
HI=(topc t+ tpsr). (See Figure 19.) For Late Read/Early Write 
the requirements are the same for both clock LO and clock HI: 
clock LO=(topc + tpsr) and clock HI=(topc + tpsr). (See Figure 
20.) That in turn implies a minimum clock 


rate=2°(topc + tpsR): 


ADDRESS LATCHES FOR BOTH SINGLE- AND DOUBLE- 
PRECISION MODES 

The three read (clock HI) address latches hold ‘hg seven bits 
required for Register File addressing and Port Select, and also 
Bank Select. Radtrn controls whether these three latches are 
transparent or latched. When Radtrn is HI, addresses presented 
at the read address ports are transferred directly to the RAM 


with no pipeline delay. When Radtrn is LO, addresses presented 
at the read address ports are registered on the rising edge of the 


_ Clock, to be used during the next clock LO. 


The three write (clock LO) address latches hold the: seven bits” 
required for Register File addressing and Port Select, and also 
Bank Select. Wadtrn controls whether these three latches are 
transparent or latched. When Wadtrn is HI, addresses presented 
at the read address ports are transferred directly to the RAM 
with no pipeline delay. When Wadtrn is LO, addresses presented 
at the read address ports are latched on the rising edge of the 
clock, to be used immediately during the next clock HI. 


Both Radtrn and Wadtrn latch controls are registered and affect 


the configuration of the address latches on the rising clock edge 
in which they are registered. They remain in effect until the 
next rising edge. 


Transparent addresses must be valid at least tas; before the end 
of the phase in which they are used. (See Figures 3-7, 9-17, 19, 
and 20.) The setup time for latched or registered addresses is 
tase: All addresses ustybe held valid tay; after the end of the 













STE) after = clock edge beginning the RAM read phase. The 
sparent read address must still be held valid throughout the 
RAM read phase. 


SINGLE-PRECISION OPERATION 

Single-Precision mode is determined by the registered DP control 
being LO. Single-Precision mode must be asserted as shown in 
the timing diagrams to insure that the high-order single-precision 
address bits are not misinterpreted as Double-Precision Port 
Select bits and that latch controls are given their proper Single- 
Precision interpretation. A general discussion of dynamic switching 
between Single- and Double-Precision modes can be found 
below in ““DP/SP Changeover.” In Single-Precision mode, the 
Register File is configured as 128 words that are 16 bits in 
width. The 128 words are addressed by 7-bit addresses from the 
five address ports. All data paths and data latches behave as if 
they were 16 bits wide. 


min clock min clock min clock 
LO HI period 
SP Single I/O Per Cycle - t t 
Transparent Inputs 0D??* DST | 
H 
SP Single I/O Per Cycle —- | ¢° +t i 
Latched Inputs OD?T —OSR 
SP Double I/O Per Cycle ~ | < 
Transparent Inputs ooc DST 


SP Double I/O Per Cycle - 
Latched Inputs 


DP Early Read Late Write t oper + tosr 


ope + ‘pst | 





DP Late Read Early Write ‘ope + ‘osR 


pee ee ee ele 
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Table V. ADSP-3128 Register-to-Register Cycle Time 
Requirements 
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Up to six 16-bit data transfers per cycle are possible in Single- 
Precision mode. These six transfers can be comprised of three 
writes and three reads, two writes and four reads, one write and 
five reads, or six reads. 


SP NORMAL AND EXTRA READS 

The operations of transferring data from RAM to a latch and 
from a latch to the output pins are logically distinct with the 
ADSP-3128. Transfers from RAM to latch are called ‘“‘reads” in 
this data sheet; transfers from latch to output port are called 
“outputs.” 


Read addresses can be transparent or registered (Figure 4). In 
all timing diagrams, the phase in which an address causes a 
RAM read or write is indicated by a Greek letter. For Figure 4’s 
normal reads, all addresses shown cause a read in phase a. Not 
all controls are shown on this or other timing diagrams as explicit 
waveforms. In Figure 4, for example, the expression “Radtrn = 1” 
at a rising edge implies that Radtrn was asserted HI before that 
edge and met the standard setup and hold time requirements of 
Figure 2 for controls. 


toptr after a valid read address whe 

transparent. As described above, the trangpar 
setup — taster before the RAM read phase : ¥ 
toptr output delay. From a transparent read" Naddress, read 
will be valid tonc after the rising clock edge when the outpt 
latches are in registered mode. 


When the read addresses are registered (Radtrn LO), the data 
output timing is very similar except that the output delay for a 
transparent read is now referenced from a clock edge rather 

than address valid. The transparent read data will be valid toprtr 
after the falling clock edge. See “Cycle Rate” above for clock 
rate implications of various read modes. 


Note that in all four cases the read from RAM took place in 
phase a. Specifying registered output latches simply introduces 
an additional clock phase of pipelining. Note also that for all 
four Single-Precision normal reads, the data out is held valid 
throughout the phase after the data became valid. In the case of 
transparent data reads, the latch is actually holding the data 
valid for this phase. Data will be held valid topy after the clock 
edge for all reads (in all modes). 


Each read port has its own asynchronous three-state control: 
Ctri, Dtri, and Etri. See Figure 3 for enable and disable timing. 


Extra reads through the Cdata-Port, Ddata-Port, and/or Edata-Port 
can be accomplished by making the output latches fully transparent 
with registered control Rfltran HI. The latches must already be 
transparent (CDtran/Etran HI); Rfltran HI prevents the trans- 
parent latches from holding data in the second phase after output 
as described for normal reads. The latches remain transparent 
throughout the clock cycle, allowing two 16-bit reads in the 
same cycle. If CDtran or Etran is LO, Rfltrn will have no effect 
on the relevant ports. 


Extra reads are unusual in that they occur in clock HI (phase B 
in Figure 4), normally a write phase. Single-Precision extra 
reads are the only exception to the “read in clock LO”’ general 


rule. Extra reads require extra addresses. They must be supplied 
at the write address ports. The Aadr “write” address will determine 
the data read out of the Cdata-Port as an extra read. Badr will 
determine the Ddata-Port extra read. Aadr and Badr can be 
either transparent or latched. For Edata-Port extra reads, the 
Eadr must be transparent to enable two addresses to reach the 
RAM in a single cycle. Note that the timing parameters for 
extra reads are the same as for normal reads. The key difference 
is that data is only held valid until topy after the next clock 
edge, not throughout the entire next phase. 


Concurrent extra reads through any two or three of the three 
output ports are allowed. However, only one extra read from a 
given set of RAM locations, (n, n+64), is possible during a 
given clock HI. If more than one, simultaneous extra read is 
attempted from (n, n+ 64), only the result at the highest priority 
port will be valid. Results at all other ports are undefined. The 
ports for extra “a Geen Edata-Port (Eadr) first, 
Cdata-Porpg( Aa | 














stl 





RAM (Write-Plus-Extra-Read). So single-precision 
assed through the Register File in clock HI without 
y, subject to the constraint that Adata goes to the 
data goes to the Ddata-Port. A Write-Plus-Extra- 
ad ‘will cause a cycle time penalty. Clock HI will have to be 
extended tO timER or results will be indeterminate. See “Cycle 


Rate” above for clock rate implications of SP Write-Plus-Extra- 
Reads. 


Attempting a write-plus-extra-read with the Edata-Port will 
cause a contention, since the ADSP-3128 and the external device 
would both be driving. So Ewinh must be HI for an Edata-Port 
extra read. See “SP Write Flow-Through’’and “DP Write Flow- 
Through” sections below for a more general way of passing data 
through the ADSP-3128 in the same clock phase, clock LO. 


SP NORMAL WRITES 

Single-Precision mode must be asserted as shown in Figure 5 to 
insure that the high-order single-precision address bits are not 
misinterpreted as Double-Precision Port Select bits and that 
latch controls are given their proper Single-Precision interpreta- 
tion. The operations of transferring data from a port to a latch 
and from a latch to the RAM are logically distinct with the 
ADSP-3128. Transfers from port to latch are called “inputs” in 
this data sheet; transfers from latch to RAM are called “writes.” 


Write addresses can be transparent (Wadtrn HI) or registered 
(Wadtrn LO), exactly as with read addresses (Figure 5). 


The Adata-Port and Bdata-Port input latches can be set to trans- 
parent, latched, or clock-on-falling mode via the ABlt and ABht 
controls (Table I and Figure 5). The Edata-Port input latch can 
be set to transparent, latched, or clock-on-falling mode via the 
Elt and Eht controls. When the “It” and “ht” controls are both 
asserted HI, the latches are transparent (‘‘t’’). When only “lt” is 
asserted, the latches are in latched mode (“‘l’”). When only “ht” 
is asserted the latches are in hold mode (“‘h’’). When both controls 
are LO, the latches are in clock-on-falling mode. 
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Note that one set of controly, ABIlt and ABht, affects both Adata- 


Port and Bdata-Port input latches. (These controls also permit 
holding the most recent write data at the input latches. See “SP 
Write to Input Latches and Hold” below.) These controls are 


always registered on the rising edge and become effective as of - 


the next falling edge. When the input latches are transparent, 
write data must be valid tpsy before the end of the write phase. 
When the input latches are in latched mode, write data must be 
valid tosr before the beginning of the write phase. When the 
input latches are in clock-on-falling mode, write data must be 
valid tpsn before the falling clock edge prior to the write phase. 
In all cases, the write data presented at write data pore must be 
held tp z,; after the next clock edge. 


The operations of inputting data to an input latch and writing 
data from the input latch to RAM are distinct. To write input 
data to the RAM, the asynchronous Write Inhibit Controls 
(Awinh, Bwinh, and/or Ewinh) must be LO as shown in 

Figure 5. Writes should not be enabled until at least tagges after 
the rising clock edge and no later than twew before the falling 
edge. (The design target for taggg is zero; see “Specifications” 
below.) Ifa transparent write address is used, there is the additional 
requirement that the address be valid targe before A/B/Ewinh 
goes LO; otherwise a write might be attempted at the wrong 
address, i.e., a wrong write. 


Note that a write can be enabled later than awr 
If you might want to inhibit a wri 
as the very phase in which a writ 
the A/Binh controls normally HI, 


enable) and dummy writes be performed to an unused RAS 
location in every clock HI (if tarps is zero; see “Specifica 
below). Write addresses must always be stable, however, whene 
the Write Inhibit controls are LO. (Do not hardwire Ewinh.) 


The write ports are prioritized with the Edata-Port of highest 
priority, followed by the Adata-Port, followed by the Bdata-Port. 
If writes to the same RAM location are attempted in a given 
clock HI phase, the data presented at the higher priority enabled 
write data port will be the data written to RAM. — 


SP WRITE FLOW-THROUGH 

Write Flow-Through allows a low-latency write to RAM and 
read from the same RAM location in clock LO (Figure 6). With 
Write Flow-Through, the designer can pass data through the 
RAM late in the clock cycle without suffering a pipeline delay. 
(If write data is available early in the clock cycle, a normal write 
followed by a normal read can pass data through the ADSP-3128 
in one cycle.) Write Flow-Through is the only exception to the 
“‘write in clock HI” general rule. In Figure 6, both the write to 
RAM and the read from RAM occur in phase y, a clock LO. 


Write Flow-Through is enabled at the respective write data 
ports by asynchronous controls Awft, Bwft, and Ewft. The 
Write Flow-Through controls override the Write Inhibit controls 
and always force a write whenever write and read addresses 
match, independent of the levels on the Write Inhibit controls. 
(If no read address matches the Write-Flow-Through write 
address, the write will not take place.) The Write Flow-Through 
Controls must be asserted HI twrr before the clock’s rising 
edge. By the next clock LO they must be LO. 


Only transparent write addresses can be used in Write Flow- 
Through mode. (Write addresses latched at the previous rising - 
edge would no longer be valid by clock LO.) Read addresses 


can be either transparent or registered. Transparent addresses 
are also required to be valid tawrr before Write Flow-Through — 
for the data port in question is asserted as shown in Figure 6. | 


The data setup and hold requirements are the same whether the 
input data latches are configured for transparent or latched 

write data (since their behavior in clock LO is the same either 
way). Write data must be setup tpstrr before the rising edge if 
the read is transparent and tpscrr if the read is registered. The 
output delay for a transparent read will be toprrr from the 
write data valid or topwrr from the Write Flow-Through control’s 
rising edge, whichever is greater. The output delay for a registered 
read will be topcrr from the rising edge. 


For clock-on-falling write data, the data setup time is tpsn, the 
same as shown in Figure 5. The output delay for a transparent 
read will be toptrr from the falling clock edge or topwrr from 
the Write Flow-Through control’s rising edge, whichever is 
greater. The output delay for a registered read will be topcrr 
from the rising edge. 


Two independent Write Flow-Through operations can occur in 

the same phase : aren’t enough ports for three.) 

There.are no: ons on the relationships between addresses, 
pting two concurrent Write Flow- Throughs. 





















ritized for Write Flow-Through in exactly 
r normal writes with the Edata-Port of highest 

: ie Adata-Port, followed by the Bdata-Port. 
he same RAM location are attempted in a given 
phase, the data presented at the higher priority enabled 
will be the data written to RAM. 


\ low-Through will cause a cycle time penalty. 
yck 1.0 will have to be extended to tuorr for any phase in 
h a Write Flow-Through is attempted. See “Cycle Rate” 


above for clock rate implications of Write Flow-Through. 


SP BIDIRECTIONAL EDATA-PORT 

The Edata-Port will behave like any write port if treated.as 
such. Alternatively, it will also behave like any read port if 
treated as such, including supporting extra reads. The Edata-Port 
can be used as a write port in one cycle, a read port in the next, 
and a write port in the third cycle, as long as the Edata-Port is 
disabled to high-impedance before setting up write data. In 
Single-Precision mode, the Edata-Port can also function as a 
bidirectional port both reading and writing in every clock cycle 
(Figure 7). 


The control that configures the Edata-Port for bidirectional 
operation is the registered Eio control. It must be asserted in 
conjunction with the DP control as shown in Figure 7 for proper: 
interpretation. (Eio has a different meaning in Double-Precision 
mode.) It takes effect in the cycle immediately after it is 
asserted. 


When in Bidirectional mode, all Eadr-Port latches go to registered 
mode, regardless of the state of Radtrn and Wadtrn (Table III). 
All other address ports are unaffected by Eio. Address setup 
and hold times are the usual tasr and tay for registered and 
latched addresses. 


Three combinations of Edata-Port input and output latch settings 
are possible: transparent write and transparent read, clock-on- . 
falling write and transparent read, and latched write and registered 
read. Note carefully in Figure 7 that because. of the pipelining 
differences, only in the first case do data and addresses track in 
the same order. All reads from the RAM are in phase + and all 
writes to the RAM are in phase 8 which follows. But in the 
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latter two cases the phase 8 write data is presented before the 
phase yy read data is output. 


Setup times and output delays are standard. Note that minimum 
output delays are specified for both toprr and tonc; indicating 
when the device writing to the Edata-Port must be no longer 
driving to avoid contention. The Edata-Port will be in a high- 
impedance state tgpys after the clock edge after the read data 
became valid. That is, when the Edata-Port is configured for 
bidirectional operation (Eio HI), it will automatically go into a 
high-impedance state to allow writes without forcing the user to 
manipulate Etri. This disable time, tgprs, 1s measured as shown 
for tena in Figure 3. 


SP INPUT TO INPUT LATCHES AND HOLD 
Data input to the input latches can be held at those latches with 
the ABlt and ABht and Elt and Eht controls (Table I). These 
controls are always registered on the rising edge and become 
effective as of the next falling edge. Figure 8 shows how data 
written to the latches in any of the three input modes can be 
held at a latch as long as desired. As of the falling edge after... 
hold i is asserted, data at the write data port is ignored and will 


feature include delaying a write to “8 
some data currently in the RAM and writi 
multiple RAM locations. 


SP REGISTER-TO-REGISTER TRANSFERS ; 
Register-to-register transfers are accomplished with the Multiport 
Register File by reading data from the Edata-Port output latch 
and writing that very data to the Edata-Port input latch. The 
input Edata-Port latch can hold the data in question as just 
described, allowing a large number of possible ways to accomplish 
a register-to-register transfer. Figures 9, 10, 11 and 12 illustrate 
those register-to-register transfers that don’t involve data holds. 
A read in clock LO is followed by a write in the next clock HI. 
Figures 9 and 10 represent two methods with Eio LO; Figures 
11 and 12, one method with Eio HI. All three make RAM reads 
in phase y and RAM writes in phase 8. 


To get the data from Edata-Port output latch to the input latch, 
the data must be driven through the Edata-Port. That is, Etri 
must be LO as shown in Figures 9 through 12. What actually 
shows up at the Edata-Port is described at the bottom of Figures 
9 through 12 and follows standard timing. Note that the read 
data will only be held valid through a full phase if both DP and 
Eio are LO. | 


With Eio LO (Edata-Port not bidirectional), there are several 
ways to accomplish the transfer. The Edata input latch can be 
either transparent or in latched mode. With a registered read 
address (Eadr), the write address (Eadr) can be either latched or 
transparent. If the read address (Eadr) is transparent, however, 
the write address (Eadr) must be transparent also. The combination 
of a transparent E read address and latched E write address is 
impossible, since both would have to be valid in the same 

phase y. 


With Eio HI (Edata-Port bidirectional), the read and write 
Eadrs will be registered, since Eio HI forces that addressing 
mode. 


Since the data driven off-chip must be re-input to the ADSP-3128 
in a register-to-register transfer, the clock period, clock LO, 
and/or clock HI, as relevant, must be long enough to allow for 
data output delays and input setup times. This requirement 
imposes some restrictions on the maximum speed at which the 
Register File can be operated. See ‘Clock Rate’ above for a 
detailed description of timing issues related to register-to-register 
transfers. These timing requirements are summarized in 

Table V. 


SP BANK SELECT 

Bank Select is treated in exactly the same way in both Single- 
Precision and Double-Precision modes (Figure 21). The BS 
control is not registered in general but rather follows the addresses 
through the address latches (Figure 1). Hence, its setup require- 
ment is tasr and taspr, the setup requirement for read and write 
addresses for transpa and sagen bane modes respec- 






















space is desired. The user would typically use more 
than even bits for addressing, decoding the high-order bits to 
‘ental row of ADSP-3128s that produce a single 

| plying the low-order seven bits to the address 
in all rows. In other words, the register file space can be 
xpanded in exactly the way a designer normally builds up a 
random access memory. 


The only restriction on this method of extending the register file 
address space using Bank Select is that all reads and writes in a 
given cycle must be from the same horizontal row of ADSP-3128s. 
(Port Select removes this restriction for Double-Precision mode). 
In Single-Precision mode, the user can select/deselect individual 
ports using the asynchronous Write Inhibit and Three-State 
controls. The user would have to apply these with timing based 
on the latch modes currently selected to properly track the 
pipelines. 

Note that the timing requirements for Bank Select are simple if 
write addresses are latched but are more complicated for trans- 
parent write addresses because of the way BS flows with the 
write address. For a Bank Deselect, the BS control must be LO 
in the clock HI write phase B (Figure 21). If writes are currently 
enabled, BS must be set up in phase a; if they’re inhibited, BS 
is not needed LO until phase B to disable writes. Since the 
Write Inhibit controls for the three write data ports are inde- 
pendent, if any is enabled in phase a, BS will have to be LO in 
phase a to disable all writes. Also, if there is any possibility of a 
Write Flow-Through in phase vy, BS will have to be LO throughout 
phase y. 


DOUBLE-PRECISION OPERATION 

Double-Precision mode is determined by the registered DP 
control being HI. A general discussion of dynamic switching 
between Single- and Double-Precision modes can be found 
below in ““DP/SP Changeover.” In Double-Precision mode, the 
Register File is configured as 64 words that are 32 bits in width. 
The 64 words are addressed by 6-bit addresses from the five 
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address ports. The seventh, high-order bit used in Single-Precision 
addressing is redefined as the Port Select bit. All data paths 
between RAM and data latches are true 32-bit paths. That is, © 
all 32-bit reads from the RAM to the latches and 32-bit writes 
to the RAM from the latches take place in a single read or write 
clock phase. The ports, however, are 16-bits wide. pats transfers 
through the ports are time-multiplexed. 


The ADSP-3128 automatically controls the multiplexing through 
the data ports once the DP control is HI. The user only supplies 
one address to reference the two 16-bit halves of the data word 
transferred through the data ports. In Slow Input and Slow 
Read modes, however, the user does have direct control over 
these multiplexers to allow communication with slower devices. 


Up to five 32-bit data transfers per cycle are possible in Double- 
Precision mode. These five transfers can be comprised of three 
writes and two reads or two writes and three reads, depending 
on whether the Edata-Port is used as a read port or a write port. 


Double-Precision mode is intended for interfacing to processors 
that use time-multiplexed 64-bit data, like Analog Devices’ 
ADSP-32XX Floating-Point Multipliers and ADSP-32XX Float- 
ing-Point ALUs. Normally, two ADSP-3128 Multiport Register 
Files would be used “horizontally” to communicate with 32-bit 
buses. 


In the descriptions that follow, one 16-bit half. 
ADSP-3128’s 32-bit word is refer 
half as an ““MSW’”’. Note that nor 
the LSWs from two ADSP-3128s te 
Significant Word of a 64-bit double-precisi 
number. Similarly, the floating-point numb 
cant Word would be constituted from the MS 
ADSP-3128s. 


What is called an ““LSW” in this data sheet is simply the 16-bit 
half of a 32-bit field that is written to the Register File first and 
read from the Register File first. For interfacing with Analog 
Devices’ ADSP-3210 Floating-Point Multiplier, this is the more 
meaningful name for the first datum transferred. But it is nothing 
more than a semantic convention; what is called here an “LSW” 
can be the more significant data in a user’s system. The key 
point is that whichever half is written first will be the half read 
first. 


DP NORMAL READS 

Double-Precision mode must be geeeaed as shown in Figure 13 
to insure that the Port Select bits are not misinterpreted as Single- 
Precision address bits and that latch controls are given their 
proper Double-Precision interpretation. Addresses can be trans- 
parent or registered (Figure 13), just as in Single-Precision 
mode. 


The two normal read options in Double-Precision mode are 
Early Read and Late Read. They are controlled via registered 
controls CDtran and/or Etran, which can make the output latches 
transparent or latched. The effect in Double-Precision mode 1s 
to create two pipelining options. Note that one control, CDtran, 
affects both Cdata-Port and Ddata-Port output latches. 


Early Reads are generated when CDtran and/or Etran are HI. 
The LSW is read transparently from the RAM in phase + through 
the output data port with delays, toprr and toprr, corresponding 
to registered and transparent read addresses respectively. The — 
MSW is also read from the RAM in phase y but is held at the | 
32-bit output latch to be multiplexed out the output data port in 
the next phase with output delay topc. Data hold times for 


Early Reads as for all other kinds is topx. As described in “‘Address 
Latches,” the transparent address can be setup —tastg before 
the RAM read phase and still maintain the top;r output delay 
for the LSW, as in Single-Precision mode. 


Late Reads are generated when CDtran and/or Etran are LO. 
As with Early Reads, both the LSW and MSW are read from 
the RAM to the 32-bit output latches in phase y. In the case of 
Late Read, the LSW is held at the output latch until the next 
phase, when it is driven off chip with delay topnc. The MSW 
follows in the phase after that with the same delay characteristic 
of registered reads. See ‘“‘Cycle Rate’”’ above for clock rate impli- 
cations of various read modes. 


Each read port has its own asynchronous three-state control: 
Ctri, Dtri, and Etri. See Figure 3 for enable and disable timing. 


DP NORMAL WRITES 
Double-Precision mode must be asserted as shown in Figure 14 

to insure that the Port Select bits are not misinterpreted as Single- 
Precision address bits and that latch controls are given their 















‘Early Write, both LSW and MSW are written to the 32-bit 
input latches before they are both written to RAM in phase 6. 
Both LSW and MSW have the setup time requirement, tpspr; 
characteristic of latched-mode data inputs. Data hold requirements 
for Early Write and all other writes is tpx. 


With Late Write, the user can input the LSW and MSW into 
the Register File one-half cycle later for a phase 8 write to RAM. 
The LSW is latched with setup time tpsr. The MSW, however, 
is transparently written to RAM in phase 8. Note that the setup 
requirement on the MSW is therefore tpsr. 


The actual write to RAM occurs in the single phase 8. Hence 
the Write Inhibit controls in Double-Precision work exactly as 
they do in Single-Precision. To write input data to the RAM, 
the asynchronous Write Inhibit Controls (Awinh, Bwinh, and/or 
Ewinh) must be LO as shown in Figure 14. Writes should not 
be enabled until at least tarps after the rising clock edge and no 
later than twen before the falling edge. (The design target for 
tarBE is zero; see “‘Specifications” below.) If a transparent write 
address is used, there is the additional requirement that the 
address be valid targr before A/B/Ewinh goes LO; otherwise a 
write might be attempted to the wrong address. 


Note that a write can be enabled later than a write can be inhibited. 
If you might want to inhibit a write to the Register File as late 
as the very phase in which a write is attempted, you can keep 
the A/B/Ewinh controls normally HI, 1.e., write inhibited, and 
bring them LO every time you actually want to write. Alternatively, 
for simplicity, the A/B/Ewinh controls can be wired LO (write 
enable) and dummy writes be performed to an unused RAM 
location in every clock HI (if tagge is zero; see “Specifications” 
below). Write addresses must always be stable, however, whenever 
the Write Inhibit controls are LO. 
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The write ports are prioritized with the Edata-Port of highest 
priority, followed by the Adata-Port, followed by the Bdata-Port. 
If writes to the same RAM location are attempted in a given 
clock HI phase, the data presented at the higher priority enabled 
write data port will be the data written to RAM. 


DP WRITE FLOW-THROUGH 

Write Flow-Through is an available option in Double-Precision. 
It allows the user to pass double-precision data through the 
Register File with minimal latency (three clock phases). See 
Figure 15. Write Flow-Through allows both a 32-bit write from 
latch to RAM and a 32-bit read from RAM to latch in the same 
clock LO. (If write data is available one phase earlier than shown 
in Figure 15, a normal Late Write followed by a normal Early 
Read can pass data through the ADSP-3128 in four clock phases. ) 
Write Flow-Through is the only exception to the ‘“‘write in clock 
HI” general rule. In Figure 15, both the write to RAM and the 
read from RAM occur in phase y. 


Only Early Writes can be used for Write Flow-Through. Since 
the write actually occurs in clock LO, Late Write is too late, 





Write Flow-Through is enabled at the respective wri 
ports by asynchronous controls Awft, B 
Write Flow-Through controls overr 
and always force a write whenever 
match, independent of the levels on't: 
(If no read address matches the Write-Flo 
address, the write will not take place.) The W. 
Controls must be asserted HI twprry before the ‘clock’s risin 
edge. By the next clock LO they must be LO. 


Only transparent write addresses can be used in Write Flow- 
Through mode. (Write addresses latched at the previous rising 
edge would no longer be valid by clock LO.) Read addresses 
can be either transparent or registered. Transparent addresses 
are also required to be valid tawrr before Write Flow-Through 
for the data port in question is asserted as shown in Figure 15. 


The LSW must be setup tpsr before the falling edge, as for a 
normal Early Write. For the MSW, however, the timing charac- 
teristic of Write Flow-Through becomes effective. The MSW 
must be setup tpstrr before the rising edge if the read is Early 
and tpscrr if the read is Late. The output delay for the LSW 
for an Early Read will be topwrr from the Write Flow-Through 
control’s rising edge. The output delay for the LSW for a Late 
Read will be topcrr from the rising edge. MSWs read out are 
registered with delay topc for both Early and Late Reads. 


Two independent Write Flow-Through operations can occur in 
the same phase LO. There are no restrictions on address locations 
for two concurrent Write Flow-Throughs in Double-Precision. 


The write ports are prioritized for Write Flow-Through in exactly 
the same way as for normal writes with the Edata-Port of highest 
priority, followed by the Adata-Port, followed by the Bdata-Port. 
If writes to the same RAM location are attempted in a given 
clock LO phase, the data presented at the higher priority enabled 
write data port will be the data written to RAM. 


Using Write Flow-Through will cause a cycle time penalty. 
Clock LO will have to be extended to t, ory for any phase in 
which a Write Flow-Through is attempted. See ““Cycle Rate”’ 
above for clock rate implications of Write Flow-Through. 


DP EDATA-PORT SLOW INPUT AND SLOW READ 

The bidirectional Edata-Port is intended to be the port interfaced 
to a system bus, which may run more slowly than local buses. 
To simplify the interface for Double-Precision, the ADSP-3128 
provides a mode for loading the LSW and MSW into the input 
latches over multiple ADSP-3128 clock cycles (Figure 16). Also 
a mode is provided for multiplexing LSW and MSW read data 
from the output latches over multiple clock cycles (Figure 17). 


For a Slow Input (Figure 16), the input latches are updated 
when there is a transition in Eht from one clock rising edge to 
the next clock rising edge. Elt must be concurrently HI (Hold 
mode). Data is setup to the input latches with setup time tpsr. 
When Eht is LO in the cycle after it was HI, the data will be 
written to the LSW position in the Edata input latch at the next 
falling edge and held there. When Eht is HI in the cycle after it 
was LO, the data will be written to the MSW position in the 
Edata input latch the. next falling edge and held there. A 
write to RA pled (with Ewinh LO) at the next 






















t that determines whether ant’ is loaded to 
position in the input latch, the user needs to 


, Double-Precision (DP HI), configures the 
a Slow Read. When Elio goes HI, data at the 
. held. In Figure 15, this is the 32-bit data read at 


nel topu after the dinck edges shown in Figure 17. When 
configured for Slow Read, the ADSP-3128’s registered Etran 
control becomes a direct controller of the Edata-Port’s Double- 
Precision output multiplexer. When Etran is LO, the LSW read 
from RAM in phase y will be driven through the Edata-Port (if 
enabled with Etri). When Etran is HI, the MSW read from 
RAM in phase ¥y will be driven through the Edata-Port (if enabled 
with Etri). The outputs will be driven as long as Eio is HI and 
Etran doesn’t change. 


DP INPUT TO INPUT LATCHES AND HOLD 

Data input to the input latches can be held at those latches with 
the ABlt, ABht, Elt, and Eht controls (Table I). These controls 
are always registered on the rising edge and become effective as 
of the next falling edge. Figure 18 shows how data written to 
the latches in either Early Write or Late Write modes can be 
held at a latch as long as desired. As of the falling edge after 
hold is asserted with ABIt/Elt HI, data at the write data port is 
ignored and will be ignored until the next falling edge after 
either ABIt/Elt goes LO or Eht makes a transition. (If Eht makes 
a transition, the ADSP-3128 will make a Slow Input.) The hold 
feature allows the input latches to be used for temporary data 
storage. 


DP REGISTER-TO-REGISTER TRANSFERS 
Register-to-register transfers are accomplished with the Multiport 
Register File by reading data from the Edata-Port output latch 
and writing that very data to the Edata-Port input latch. The 
input Edata-Port latch can hold the data in question as just 
described, allowing a large number of possible ways to accomplish 
a register-to-register transfer. Figures 19 and 20 illustrate those 
register-to-register transfers that don’t involve data holds. 
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Only two combinations of Double-Precision reads and writes 
can be used for Register-to-Register transfers: Early Read with 
Late Write (Figure 19) and Late Read with Early Write (Figure 
20). Early Read with Late Write offers the lower latency. 


To get the data from Edata-Port output latch to the input latch, 
the data must be driven through the Edata-Port. That is, Etri 
must be LO as shown in Figures 19 and 20. What actually 
shows up at the Edata-Port is described at the bottom of Figures 
19 and 20 and follows standard timing. 


Since the data driven off-chip must be re-input to the ADSP-3128 
in a register-to-register transfer, clock LO, and clock HI must 
each be long enough to allow for data output delays and input 
setup times. This requirement imposes some restrictions on the 
maximum speed at which the Register File can be operated. See 
“Clock Rate” above for a detailed description of timing issues 
related to register-to-register transfers. These timing requirements 
are summarized in Table V. 


DP BANK SELECT AND PORT SELECT 

Bank Select is treated in exactly the same way in both Single- 
Precision and Double Precision modes (Figure 21). The BS 
control is not registered in general but rather follows the address 
through the address latches (Figure 1). In Double-Precisio 
seventh address bit (not needed for Double-Precision a 
is redefined to function as Port Select for the,poi 
DP must be asserted HI as shown:in:F. 
these bits are interpreted as Do 
not Single-Precision address bits (and that | 
given their proper Double-Precision inter 


Behaving as addresses, both BS and A/B/C/ ) 
requirements of tasy and tasp; the setup requirement for. 
and write addresses for transparent and latched/registered 
respectively. All applicable requirements must be met. Flowing 
with addresses allows Bank Select and Port Select to track all 
read and write pipelines as shown in Figures 21 and 22. When 
LO, writes will be disabled and output ports put in high- 
impedance. 








With either Bank Select or Port Select, the user’s register file 
space can be extended “‘vertically”’ beyond 128 single-precision 
words to whatever register file space is desired. The user would 
typically use more than six bits for addressing, decoding the 
high-order bits to select a horizontal row of ADSP-3128s with 
Bank Select or individual ports with Port Select that produce a 
single “word” and applying the low-order six bits to the address 
ports of all ADSP-3128s. In other words, the register file space 
can be expanded in exactly the way a designer normally builds 
up a random access memory. 


The only restriction on this method of extending the register file 
address space using Bank Select is that all reads and writes in 

a given cycle must be from the same horizontal row of 
ADSP-3128s. 


Port Select removes this restriction for Double-Precision mode 
(only). Like Bank Select, the Port Select controls track the 
ADSP-3128’s internal pipelines. But since every port can be 
independently selected or deselected, reads can be made from 
and writes made to any combination of locations in the user’s 
register file space. They need not be all made from the same 
horizontal row. 


Note that the timing requirements for Bank Select and Port 
Select are simple if write addresses are latched but are more 
complicated for transparent write addresses because of the way 


BS and A/B/Eadrg flow with the write address. For a Bank or 
Port Deselect, the BS or A/B/Eadr¢ control must be LO in the 
clock HI write phase B (Figures 21 and 22). If writes are currently 
enabled, BS or A/B/Eadr¢ must be set up in phase a; if they’re 
inhibited, BS or A/B/Eadrg¢ is not needed LO until phase B to 
disable writes. Since the Write Inhibit controls for the three 
write data ports are independent, if any is enabled in phase a, 
BS or A/B/Eadr¢ will have to be LO in phase a to disable all 
writes. Also, if there is any possibility of a Write Flow-Through 
in phase y, BS or A/B/Eadrg will have to be LO throughout 
phase jy. 


DP/SP CHANGEOVER 

Many controls are interpreted and internal states affected by the 
DP control. The timing diagrams show when DP must be HI 
and when it must be LO to accomplish the operation described 
in each timing diagram. For times when the state of DP is not 
explicitly shown, it can be changed. That is, the user can dynami- 
cally reconfigure the ADSP-3128 from Single-Precision to Double- 
Precision and converselyyas long as these restrictions are 
observed. : 

















k ow that a 32-bit word in Double-Precision 


At power up, any or all of the three output ports, Edata-Port, 
Cdata-Port, or Ddata-Port, may be driving off chip. Because of 
pipelining, Bank Select should not be used to serve a reset or 
“chip select” function unless no other devices on the buses 
driven by these ports could themselves possibly be driving. 
Bank Select will tristate these ports, but they cannot be guaranteed 
to be in a high-impedance state until tpys into the second cycle 
after the rising edge at which BS is LO (Figure 21). 


Any ADSP-3128 output port that shares a buses should be 
forced into a high-impedance state at power up using the Etri/Ctri/ 
Dtri controls. The bits driving these pins from microcode can 
be gated with the user’s general system reset control. 


Power Supply Decoupling 

The ADSP-3128 register file is designed with high-speed drivers 
on all output pins. This means that large peak currents may 
pass through the driver ground and Vpp pins, particularly when 
all output port lines are simultaneously charging their load 
capacitance in transition, whether from LO to HI or vice versa. 
These peak currents can cause a large disturbance in the ground 
and supply lines. To help isolate the effects of this disturbance, 
the ADSP-3128 provides separate pins for driver GND and 
Vpps and logic GND and Vpps. For printed circuit boards, the 
ADSP-3128’s GND and Vpp pins must be tied directly to solid 
ground and Vpp planes, respectively, with 0.14 ceramic and 
20y.F tantalum bypass capacitors as close as possible to the tie 
points. Lead lengths and trace lengths should be as short as 
possible. The ground plane should te to driver GND 1n particular 
with a very low inductance path. 


For breadboarding with wirewrap construction, the driver Vpp 
should be bypassed to the driver GND with 0.1,,F ceramic and 
20uF tantalum capacitors. The logic GND and Vpp need a 
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separate 0.14F bypass. Both sets of capacitors should then be supply. Lead lengths should be as short as possible. This will 
common at a point with a low impedance path to the power reduce coupling of output driver current spikes into the logic 


supply. 
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Output disable time, t,,,, is measured from the time OEN reaches 1.5V to the time when ail outputs have ceased driving. This is 
calculated by measuring the time, t from the same starting point to when the output voltages have changed by 0.5V toward +1.5V. 


measured? 
From the tester capacitive loading, C,, and the measured current, i,, the decay time, t can be approximated to first order by: 


as Oe DECAY’ 


C ° 0.5V 





DECAY 


from which 

ie= = Ineaes = eeay 
is calculated. Disable times are longest at the highest specified temperature. 
The minimum output enable time, minirnum t.,,,, is the earliest that outputs begin to drive. It is measured from the control signal OEN 
reaching 1.5V to the point at which the fastest outputs have changed by 0.1V from V, _. toward their final output voltages. Minimum 
enable times are shortest at the lowest specified temperature. 
The maximum output enable time, maximum t,,,, is also measured from OEN at 1.5V to the time when all outputs have reached TTL 


input levels (V.,, or V.,). This could also be considered as “data valid.” Maximum enable times are longest at the highest specified 
temperature. 


Figure 3. Three-State Disable and Enable Timing 
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Figure 4. Single-Precision Read Output Timing 
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Figure 5. Single-Precision Normal Write Input Timing 
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* if Eio=1, data outputs from the EdataPort will cross only a single clock edge, as shown in Figure 7. 


Figure 6. Single-Precision Write Flowthrough Timing 
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Figure 8. Single-Precision Write to Input Latches and Hold Timing 
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+ See Figure 5 for the complete set of conditions for A/B/Ewinh 


Figure 9. Single-Precision Timing for Register-to-Register Transfer via Edata-Port — Edata-Port in Single l/O per Cycle 
Mode (Eio=0) and Latched Inputs 
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+ See Figure 5 for the complete set of conditions for A/B/Ewinh 


Figure 10. Single-Precision Timing for Register-to-Register Transfer via Edata-Port — Edata-Port in Single !/O per Cycle 
Mode (Eio =0) and Transparent Inputs 
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Figure 11. Single-Precision Timing for Register-to-Register Transfer via Edata-Port - Edata-Port in Double I/O per 
Cycle Mode (Eio = 1) and Latched Inputs 
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Figure 12. Single-Precision Timing for Register-to-Register Transfer via Edata-Port - Edata-Port in Double 1/O per 
Cycle Mode (Eio=1) and Transparent Inputs 
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Figure 13. Double-Precision Read Output Timing. 
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Figure 14. Double-Precision Normal Write Input Timing 
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Figure 15. Double-Precision Write Flow-Through Time (Early DP Write Only) 
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Figure 16. Double-Precision Slow Input Timing 


*See Figure 14 for the complete set of conditions for A/B/Ewinh. 


This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. . 


4-112 FLOATING-POINT COMPONENTS 






RAM WRITE | RAM READ RAM WRITE 










Clock 


phase 4 phase © 






Double-Precision 
(DP) Control 


Clocked E : 
Read Addresses . 





Radtrn=0! 


Transparent E 


Read Addresses 
Radtrn=1 


= _ 


Slow DP Output 


Figure 17. Double-Precision Slow Output Timing 
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Figure 18. Double-Precision Write to Input Latches and Hold Timing 
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Figure 19. Double-Precision Timing for Register-to-Register Transfer via Edata-Port, Early Read/Late Write Mode 


*See Figure 14 for the complete set of conditions for A/B/Ewinh. 


This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 


Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 


FLOATING-POINT COMPONENTS 4-115 









RAM READ 





RAM WRITE RAM WRITE 


Clock 








phase Y phase 96 


f} 

t te! 

Double-Precision = cs CH 

(DF) Control ~}._/{Double-Precision | 
Eio=0! 


Elt Control 


Controls for 
All Modes 


( 
( 
1 
' 
Eht Control } 
t 
f 
f 


Etran Control 


Ewinh Control 


ra a ae 


Clocked E 


Read Address A 
Radtrn=0 


Etri Control 


. 






Clocked Read 


Latched E Address 


Write Addresses 


Transparent E 
Write Addresses 


5 ADDRESSES & “xo 


tas 


tN! + 
<k Kao. appresses X <<a appresses Xe 


Radtrn=1! 


Transparent E 
Read Address 


Radtrn=1 Transparent 


Read Address 


: 


‘AST 
<x K 5 ADDRESSES == 


Transparent E 
Write Addresses 











cccmee | emeeneee cfs cen caisson 


E Output Latch Contents 


owe ae ae ee oe ee oe 









LSW+MSW 


i) 

' 

i] 

1 : 

t v ot 
1 fa=disw of aad ] 
i] 

i] 

i] 

1 

1 

i] 

1 

i] 


E Input Latch Contents 


E Data-Port Output 
(Late Read) 


Figure 20. Double-Precision Timing for Register-to-Register Transfer via Edata-Port, Late Read/Early Write Mode 


*See Figure 14 for the complete set of conditions for A/B/Ewinh. 
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Double-Precision mode allows transfers of both MSW and LSW in a single cycle while still using ucode at the same cycle rate. 
Pairing pairs of ADSP-3128s creates a seven-port register file for unconstrained data transfers. The same data Is always written to 
boih the right and left pairs (therefore, the same A, B, and Eadrs go to both pairs). In this application, Early Writes are used at the 
input ports for the simplest interface to the floating-point chipset’s output. The data read from the two sides is generally distinct, so 
the C and Daadrs for each pair are distinct. Late Reads match the input loading requirements of these chips and are therefore used 


on the rightmost pair of ADSP-3128s. 


Figure 24. ADSP-3128 Seven-Port Double-Precision Application with ADSP-3211 and ADSP-3220/ADSP-3221. 


Microcode Operates at 1OMHz 
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SPECIFICATIONS’ 
RECOMMENDED OPERATING CONDITIONS 






ADSP-3128 


J and K Grades S and T Grades’ 
Min Max Min Max 






Parameter 









4.75 
0 






5.2) 
+70 


ADSP-3128 


a . J and K Grades S — T Grades?” 
Test Conditions Min Max Max Unit 


(@ Vpp = max 


4.5 
55 


5.5 
+125 


Vpp Supply Voltage 










Tamp Operating Temperature (Ambient) 


ELECTRICAL CHARACTERISTICS 


Parameter 
















Vin High-Level Input Voltage 


Vina High-Level Input Voltage, CLK and 


All Asynchronous Inputs (@ Vpp = max 
Vir. Low-Level Input Voltage 
Von High-Level Output Voltage 


Vor. Low-Level Output Voltage 


(a Vpop = min 


Try High-Level Input Current, All Inputs 
In. Low-Level Input Current 
loz Three-State Leakage Curr 


Ipp Supply Current 
Ipp Supply Current-Quiescent 
Ipp Supply Current-Quiescent 


ORDERING INFORMATION 
Package 
- Part Number Temperature Range Package Outline 
ADSP-3128JG Oto + 70°C 144-PinGrid Array G-144A 
ADSP-3128KG Oto +70°C 144-PinGrid Array G-144A 
ADSP-3128SG — 55°C to + 125°C 144-PinGrid Array G-144A 
ADSP-3128TG — 55°C to + 125°C 144-PinGrid Array G-144A 
ADSP-3128SG/+ — 55°C to + 125°C 144-PinGrid Array G-144A 
ADSP-3128TG/+ — 55°C to + 125°C 144-PinGrid Array G-144A 
ADSP-3128SG/883B — 55°C to + 125°C 144-PinGrid Array G-144A 


ADSP-3128TG/883B —55°Cto + 125°C 144-PinGrid Array G-144A 


Contact DSP Marketing in Norwood concerning the availability of other 
package types. 


This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
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SWITCHING CHARACTERISTICS 






















ADSP-3128 
J Grades K Grades S Grades’ T Grades? 
0to 70°C 0to 70°C —55°Cto +125°C 1 —55°Cto +125°C 
Min Max Min Max Min Max Min Max Unit 

tcLK Clock Period — Clocked Reads ns 
tcLxrr WFT Clock Period —Clked Reads ns 
tcLxks Clock Period—Trans Reads ns 
tcLksrr WEFT Clock Period — 

Transparent Reads ns 
tcLxa Clock Period— Transparent I/O ns 
tcLkarr WFT Clock Period — Transparent I/O ns 
tp Clock LO Period ns 
ty Clock HI Period ns 
tineR Clock HI Period— Write plus Extra Read ns 
tlowr Clock LO Period — Write Flow-Through ns 
tcs Control Setup ns 
tcH Control Hold ns 
tastT Transparent Address Setup ns 
taste Trans Address Max Usable Setup ns 
tasR Registered Address Setup... : ns 
tan Address Hold ns 
tena Three-State Enable Delay ns 
tors Three-State Disable Delay ns 
tEpIs Three-State Eport Auto Disable ns 
toptr Trans Adr-to-Trans Output Delay ns 
topc Clk-to-Data Output Delay ns 
toprr Clkd Adr-to-Trans Output Delay ns 
topH Output Data Hold ns 
tpsr Latched Data Setup ns 
tpst Transparent Data Setup ns 
tpsn Clock-on-Falling Data Setup ns 
toy Input Data Hold | ns 
twEn Write ee Setup ns 
twin Write Enable-to-Inhibit Setup ns 
tarsE Trans Adr to Write Enable | ns 
tarsE Clockto Write Enable ns 
twrr Write Flow-Through Setup ns 
tawrr Trans Adrto WFT ns 
tpstrr WFT Data Setup— Trans Read ns 
tpscrr WFT Data Setup—Clkd Read ns 
topcrr WFT Clk-to-Data Output Delay ns 
toprrr WFT Address to Trans Data ns 
topwrr WFT to Trans Data ns 


NOTES 

‘All min and max specifications are over power-supply and temperature range indicated. Input levels are GND and 3.0V. 
Rise times are S5ns. Input timing reference levels and output reference levels are 1.5V, except for tgyy4 and tpys which are as 
indicated in Figure 3 and tgpy)s in Figure 7. Input timing reference levels and output reference levels are 1.5V, except for 
1) tena and tprs which are as indicated in Figure 3 and tgpys in Figure 7 and 2) tps and tp}; which are measured from clock 
Vina to data input Vj; or V7, crossing points. 

2S and T grade parts are available processed in accordance with MIL-STD-883, Class B. The processing and test methods 
used for S/883B and T/883B versions of the ADSP-3128 can be found in Analog Devices Military Databook. S$ and T 
grade parts are also available with optional high-reliability ““PLUS” processing as shown in Figure 26. Regular S and T 
grade parts are tested at + 125°C. 


Specifications subject to change without notice. 
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Introduction 





GENERAL INFORMATION 

In 1982, Analog Devices was the first company to offer CMOS 
versions of the industry standard multipliers and multiplier/ 
accumulators. Our initial offerings were fabricated using a 5 
micron CMOS process. 


Since that time, we have upgraded the process from 5 micron to 
1.5 micron and have significantly increased the speed over the 
original 5 micron specifications while remaining pin compatible. 


Our standard production process is currently the 1.5 micron 
process. All 1.5 micron fixed-point multipliers and multiplier/ac- 
cumulators formerly issued in 5 micron are now identified by an 
“A” suffix on their four digit code, as in ADSP-1016A. New 
parts, such as the ADSP-1101, do not use the “‘A”’ suffix. 


The specifications in this databook for multipliers and multiplier/ 
accumulators supersede the specifications in all previous publi- 
cations, including the Analog Devices Databook, the 1986 Sup- 
plement and 1986 and earlier data sheets. This publication takes 
precedence over prior publications in the event of conflicting 
information. 


Contact your local sales office for information concerning new, 
faster versions of these fixed-point components. 


BIPOLAR ADDITIONS TO THE PRODUCT LINE 

The ADSP-7018 and ADSP-8018 are the latest additions to our 
multiplier family. Fabricated using a scaled bipolar process, 
these devices offer the ultimate in performance. 
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FIXED POINT MULTIPLIERS _ 


Multiplication! | Data 
Time, ns | > Formats: No. ee : 
Word Model — Clocked Unclocked p’ Twos | Unsign .| Mixed of | Package.| — : _ | Logic 


Size No. | Comm, MIL Comm | MIL | ( MIL |Comp | Mag. | Mode | Pins | Options’ | Process | Type 


8x8 ADSP-1080A S=55 
T=45 


8x8 ADSP-1081A | S=55 
| T=45 


12x12 | ADSP-1012A S=90 
T=60 


ORY 
Miz Mz 


16x16 | ADSP-1016A S=95 
T=80 


16x16 | ADSP-7018 Note 5 
16x16 | ADSP-8018 Note 5 


24x24 | ADSP-1024A S = 150 
T=120 


o 


w 





aa a © 





NOTES 
Ins max @ Ta = +70°CComm.,T, = +125°C MIL. 
2mA max, fo. x = max, Vpp = +5V @ Ta= +70°C Comm., + 125°C MIL. 
31D = ceramic DIP, N = plastic DIP, E = leadless chip carrier, G = pin grid array. 
4Contact factory. 
>MIL versions available. 
°TTL levels of 0.8V and + 2.2V. 


MULTIPLIER/ACCUMULATORS 


Multiplication! 
Accumulate 
Time 









ADSP-1008A 









12x12} ADSP-1009A D,N 
E,G 
16x16] ADSP-1010A D,N 
E,G 
16x16} ADSP-1101 G 
ADSP-1110A D,N,E,P 






NOTES 

Ins max @ Ta = +70°CComm.,T, = +125°C MIL. 

2mA max, fo_x = max, Vpp = + 5V @ Ta= + 70°C Comm., + 125°C MIL. 

3D = ceramic DIP, N = plastic DIP, E = leadless chip carrier, G = pin grid array, P= PLCC. 
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ANALOG 
DEVICES 


8 x 8-Bit CMOS Multiplier 


ADSP-1080A 


FEATURES 

8 x 8-Bit Parallel Multiplication 

30MHz Multiplication Rate 

275mW Power Dissipation with TTL-Compatible 
1.5 Micron CMOS Technology 

Twos-Complement Data Format 

Available in Hermetically-Sealed 40-Pin DIP or 
Plastic 40-Pin DIP 

Available Specified from —55°C to + 125°C Ambient 

Pin-Compatible with ADSP-1080 and MPY008HJ5 


APPLICATIONS 

Digital Signal Processing 
Digital Filtering 
Fourier Transformations 
Correlations 

Image Processing 


GENERAL DESCRIPTION 
The ADSP-1080A is a high-speed, low-power 8 x 8-bit parallel 
multiplier fabricated in 1.5 micron CMOS. 


The ADSP-1080A has two 8-bit input ports, an 8-bit Most 
Significant Product (MSP) port, and an 8-bit Least Significant 
Product (LSP) port. Input data is interpreted in twos-complement 
format. The ADSP-1080A produces a 16-bit result whose twos- 
complement MSP can be rounded with a control which causes a 
1 to bé added to the Most Significant Bit (MSB) of the LSP. 


All input pins are diode-protected. The input and output registers 
are all D-type positive-edge-triggered flip-flops. The input registers 
are controlled by independent clock lines. A third clock line 
controls the product registers. Both of the product registers 
have their own three-state output controls. Three-state outputs 
and independently clocked inputs allow the ADSP-1080A to be 
connected directly to a single 8-bit bus. 


The ADSP-1080A is a pin-for-pin replacement for Analog Devices’ 
ADSP-1080 and is also pin-for-pin compatible in a DIP package 
with TRW’s MPY008HJ5 and MPY008HJ5-1. The ADSP- 
1080A’s multiply time is faster than either TRW device. 


The power consumption of the ADSP-1080A is 275mW maximum, 
5% of the power required by equivalent bipolar devices. The 
differential between the ADSP-1080A’s junction temperature 
and the ambient temperature stays small because of this low 
power dissipation. Thus, the ADSP-1080A can be safely specified 
for operation at environmental temperatures over its extended 
temperature range (— 55°C to + 125°C ambient). 


The ADSP-1080A is available for both commercial and military 
temperature ranges. Extended temperature range parts are avail- 
able with high-reliability processing (“PLUS” parts) (see Figure 
5). MIL-grade parts are available processed fully to MIL-STD-883, 
Class B. Additionally, the ADSP-1080A is available in either a 
40-pin hermetically-sealed ceramic DIP or a plastic 40-pin DIP. 


Y INPUT 

REGISTER FL) LSP 
OUTPUT 
REGISTER 


8x 8-BIT 
ASYNCHRONOUS fF 
MULTIPLIER 
ARRAY 
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REGISTER = 





ADSP-1080A Functional Block Diagram 
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SPECIFICATIONS’ 
RECOMMENDED OPERATING CONDITIONS 


ADSP-1080A 
J and K Grades S and T Grades? 


Parameter 


Vpp Supply Voltage | 
Tamp Operating Temperature (ambient) 


ELECTRICAL CHARACTERISTICS 


ADSP-1080A 


J and K Grades S and T Grades” 
Parameter | Test Conditions i in Max 


Vin High-Level Input Voltage @ Vpp = max | foo || no | 


Vi. Low-Level Input Voltage @ Vpp= min tis a 


VoL Low-Level Output Voltage @Vpp=min &Ilo, =4mA 


lin High-Level Input Current, 
All Inputs @ Vpp = max & Vin = 5V 


Inv. Low-Level Input Current, rif 
All Inputs @ Vpp = max & Vin =0V 10 


Vu.__Low-LevelInput Voltage = @Vpp=min | 0.8 | 0.8 | 
Vou High-Level Output Voltage @Vpp=min & Ioy = —1.0mA P24 | [24 | | 
| 0.6 | 


Tox  Three-State Leakage Current @ Vpp = max; High Z; Vyj = OV or max 

Ipp Supply Current @ min of (20MHz, max clock rate); TTL Inputs 
Ipp Supply Current-Quiescent All Vipy=0V; TRIM & TRIL=5V 

Ipp Supply Current-Quiescent All Viy=2.4V - 


SWITCHING CHARACTERISTICS? 





ADSP-1080A 


K Grades J Grades S Grades” T Grades’ 
Oto +70°C Oto +70°C 
Parameter i é Min 


i> ___ Output Delay Le ie eee | 


ead 
ina _ThreeStateEnableDeay |_| 0 | | 20 |_| 2 | | 3 [os 
Oe aa 





Unit 


°C 





<| <|<|< 


vA 
A 


mA 
wA 
mA 


tois__ Three State Disable Delay ee aaa ns 
ipw Clock Pulse Width x Pi ie oe de 


NOTES 
‘All min and max specifications are over power-supply and temperature range indicated. 

*§ and T grade parts are available processed and tested in accordance with MIL-STD-883, Class B. The processing and test methods used 
for S/883B and T/883B versions of the ADSP-1080A can be found in Analog Devices’ Military Databook. Alternatively, S and T grade 
parts are available with high-reliability “PLUS” processing as shown in Figure 5. 

*Input levels are GND and 3.0V. Rise times are Sins. Input timing reference levels and output reference levels are 1.5V, except for tuna and 
tprs which are as indicated in Figure 1. 


Specifications subject to change without notice. 
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Figure 71. Timing Diagram 


METHOD OF OPERATION 

The X and Y input registers are positive-edge-triggered D-type 
flip-flops. Input data is loaded to the X and Y registers by the 
rising edges of CLK X and CLK Y, respectively. 


The X and Y input data is interpreted in twos-complement 
notation. (See Table I for the ADSP-1080A’s data formats. 
Unsigned-magnitude and mixed-mode data formats are not 
supported. ) 


RND is a registered input control latched by the rising edge of 
the logical OR of CLK X and CLK Y. Be sure that CLK X 
and CLK Y are both LO (logic 0) before attempting to clock in 
RND. When RND is HI (logic 1), the MSP will be rounded by 
adding a binary 1 to the MSB of the LSP, consistently rounding 











INPUT DATA 
FORMAT (X & Y) 





FRACTIONAL TWOS COMPLEMENT 





Sign 


INTEGER TWOS COMPLEMENT 
sign 






_2! 


OUTPUT DATA FORMATS (P) 


MSP (P45_ 3) 


toward positive infinity at LSP mid-scale. Truncating the MSP 
(RND LO) introduces a large-sample statistical bias of — 127/2 
LSBs of the LSP, while rounding (RND HI) reduces the bias to 
only + 1/2LSB of the LSP. 


The ADSP-1080A’s output is fielded into an 8-bit twos-comple- 
ment MSP and an 8-bit LSP (see Table I). The LSP consists of 
the 7LSBs of the product and the sign bit from the MSB of the 
MSP mapped to the MSB of the LSP. (Note that the LSP is 
not in proper twos-complement form.) 


To increase the number of significant bits in the MSP, the 
ADSP-1080A left-shifts bits 14 through 7 from the multiplier 
array to product bits P15 through P8, eliminating one of the 








LSP (P7_o) 


Table l. ADSP-1080A Data Formats 
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two normally redundant MSBs. This automatic left-shift doubles 
the dynamic range of the MSP. However, an overflow will 
occur when full-scale negative is multiplied by itself, yielding 
full-scale negative instead of the correct positive product. To 
avoid this overflow, disallow X and Y inputs that are both full-scale 
negative. a | 


Vop 


INPUT 
3pF 


Figure 2. Equivalent Input Circuit 


Vop 


OUTPUT 


Figure 3. Equivalent Output Circuit 


lov 


TO 
OUTPUT 
PIN 


+1.5V 





Figure 4. Normal Load for AC Measurements 


CAUTION: 


The rising edge of CLK P latches the LSP and MSP into the 
output registers. Each of these registers has its own three-state 
control. A HI on the asynchronous TRIL or TRIM line disables 
the corresponding LSP or MSP output driver to a high-impedance 
state. Conversely, a LO on TRIL or TRIM enables the corres- 
ponding output driver, driving the output bus. 


INTERNAL VISUAL INSPECTION 
COMMERCIAL 


STABILIZATION BAKE 
METHOD 1008 
CONDITION C - 24 HRS, 150°C 


HERMETICITY 
FINE LEAK CONDITION A OR B 
METHOD 1014 
GROSS LEAK CONDITION C 


INTERIM ELECTRICAL TESTING 


BURN-IN 
METHOD 1015 
160 HRS — 125°C 


TEMPERATURE CYCLE 
METHOD 1010 
CONDITION C- 10 CYCLES 


CENTRIFUGE 
METHOD 2001 


Figure 5. PLUS Processing Environmental Flow 


ABSOLUTE MAXIMUM RATINGS 


Supply Voltage ................6. —0.3V to 7V 
Input Voltage... <6 sow we kw Sw a —0.3 to Vpp 
Output Voltage <5 Ya) os eos eS A we ad —0.3 to Vpp 
Operating Temperature Range (Tamprenr) - —55°C to + 125°C 
Storage Temperature Range. ........ — 65°C to + 150°C 
Lead Temperature (10sec) .............4.. 300°C 





1. ESD sensitive device. The digital control inputs are zener protected; however, permanent 
damage may occur on unconnected devices subjected to high energy electrostatic fields. 


Unused devices must be stored in conductive foam or shunts. 


2. Do not insert this device into powered sockets. Remove power before insertion or removal. 


WARNING! 
4 





ESD SENSITIVE DEVICE 
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TYPICAL MULTIPLY TIME — ns 
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Figure 6. Approximate Clocked Multiply Time vs. 
Temperature 
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TYPICAL CURRENT CONSUMPTION — mA 


30ns Ips 10ps 


MULTIPLY TIME 


Figure 7. Typical lpp vs. Frequency of Operation 


ADSP-1080A PIN CONFIGURATION 


[pin | Function | Pin _| 


CMAN AO AWDND 





2 


ORDERING INFORMATION 

Part Number Temperature Range 
ADSP-1080AKD Oto + 70°C 
ADSP-1080AKN Oto + 70°C 
ADSP-1080AJD Oto + 70°C 
ADSP-1080AJN Oto + 70°C 
ADSP-1080ATD/ + — 55°C to + 125°C 


ADSP-1080ASD/+ 


ADSP-1080ATD/883B 
ADSP-1080ASD/883B 


— 55°C to + 125°C 
— 55°C to + 125°C 
— 55°C to + 125°C 


FUNCTION 
1 X6 


Y7(MSB) 
P15 (MSB) 
P14 

P13 

P12 

P11 


Package 
Package Outline 
40-PinCeramic DIP D-40 
40-Pin Plastic DIP N-40 
40-PinCeramic DIP D-40 
40-Pin Plastic DIP N-40 
40-PinCeramic DIP D-40 
40-PinCeramic DIP D-40 
40-PinCeramic DIP D-40 
40-PinCeramic DIP D-40 


Contact DSP Marketing in Norwood concerning the availability of other 


package types. 
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ANALOG 
DEVICES 





8 x 8-Bit Unsigned-Magnitude 
CMOS Multiplier 


ADSP-1081A | 


FEATURES 

8 x 8-Bit Parallel Multiplication 

30MHz Multiplication Rate 

275mW Power Dissipation with TTL-Compatible CMOS 
Technology 

Unsigned-Magnitude Data Format 

Available in Hermetically-Sealed 40-Pin DIP or 
Plastic 40-Pin DIP 

Available Specified from —55°C to + 125°C Ambient 

Pin-Compatible with ADSP-1081 and MPYO8HUJ5 


APPLICATIONS 

Digital Signal Processing 
Digital Filtering 
Fourier Transformations 
Correlations 

Image Processing 


GENERAL DESCRIPTION 
The ADSP-1081A is a high-speed, low-power 8 x 8-bit parallel 
multiplier fabricated in 1.5 micron CMOS. 


The ADSP-1081A has two 8-bit input ports, an 8-bit Most 
Significant Product (MSP) port, and an 8-bit Least Significant 
Product (LSP) port. Input data is interpreted in unsigned-mag- 
nitude format. The ADSP-1081A produces a 16-bit result whose 
unsigned-magnitude MSP can be rounded with a control which 
causes a 1 to be added to the Most Significant Bit (MSB) of the 
LSP. 


All input pins are diode-protected. The input and output registers 
are all D-type positive-edge-triggered flip-flops. The input registers 
are controlled by independent clock lines. A third clock line 
controls the product registers. Both of the product registers 
have their own three-state output controls. Three-state outputs 
and independently-clocked inputs allow the ADSP-1081A to be 
connected directly to a single 8-bit bus. 


The ADSP-1081A is a pin-for-pin replacement for Analog Devices’ 
ADSP-1081 and is also pin-for-pin compatible in a DIP package 
with TRW’s MPY08HUJ5 and MPYO8HUJ5-1. The ADSP- 
1081A’s multiply time is faster than either TRW device. 


The power consumption of the ADSP-1081A is 275mW maximum, 
less than 5% of the power required by equivalent bipolar devices. 
The differential between the ADSP-1081A’s junction temperature 
and the ambient temperature stays small because of this low 
power dissipation. Thus, the ADSP-1081A can be safely specified 
for operation at environmental temperatures over its extended 
temperature range (— 55°C to + 125°C ambient). 





The ADSP-1081A is available for both commercial and military 
temperature ranges. Extended temperature range parts are avail- 
able with high-reliability processing (“PLUS”’ parts) (see Figure 
5). MIL-grade parts are available processed fully to MIL-STD-883, 
Class B. Additionally, the ADSP-1081A is available in either a 
40-pin hermetically-sealed ceramic DIP or a plastic 40-pin DIP. 
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: 8x 8-BIT 
ed CONTROL ASYNCHRONOUS |}, 
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18-8 
x X INPUT 
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ADSP-1081A Functional Block Diagram 
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SPECIFICATIONS: 
RECOMMENDED OPERATING CONDITIONS 


ADSP-1081A 
J and K Grades S and T Grades? 


Parameter Unit 


Tams Operating Temperature (ambient) Oe 7 °C 


ELECTRICAL CHARACTERISTICS 





J and K Grades 


Parameter Test Conditions Min Max 





Vin High-LevelInput Voltage @Vpp=max ae ce i. al V 
Vit. Low-Level Input Voltage @ Vpp=min —s c= aa | 0.8 | V 
Von High-Level Output Voltage @Vpp=min &Ioyq= — 1.0mA (24 [| | 24 | [Vv 
Vo. Low-Level Output Voltage @Vpp=min&Ilo, =4mA _—— Pd | 0.6 | V 
In High-Level Input Current, mae a 

All Inputs @ Vpp = max & Vjj7=5V 10 pA 
Inn Low-Level Input Current, [ Vag (tie 

All Inputs @ Vpp= max & Vin =0V wA 
Ioz ~+‘Three-State Leakage Current @ Vpp = max; High Z; Vyj = OV or max neon aie wA 
Ipp Supply Current @ min of (20MHz, maxclockrate);TTLInputs | wee al mA 
Ipp Supply Current-Quiescent All Vjy=0V; TRIM & TRIL =5V ee 400 hiss oo 500 pA 
Ipp Supply Current-Quiescent All Viy=2.4V Saas ae mA 


SWITCHING CHARACTERISTICS® 


ADSP-1081A 


J Grades K Grades S Grades? T Grades? 





Parameter 
tp - Output Delay 


ieee od 
tena Three State Enable Delay a oe 
ee 


tprs § Three State Disable Delay 


iew Clock Pulse Width eee ee ee 
is_Input Setup Time 00s 
i__Inpat Hold Time aes (sar a Cn (ee eae eet ee 


ime _ClockedMukiplytime |__| ® [| | 8 | | 531 


NOTES 
‘All min and max specifications are over power-supply and temperature range indicated. 

?§ and T grade parts are available processed and tested in accordance with MIL-STD-883, Class B. The processing and test iene used 
for S/883B and T/883B versions of the ADSP-1081A can be found in Analog Devices’ Military Databook. Alternatively, S and T grade 
parts are available with high-reliability ““PLUS” processing as shown in Figure 5. 

3Input levels are GND and 3.0V. Rise times are Sns. Input timing reference levels and output reference eves are 1.5V, except for tena and 
tprs which are as indicated in Figure 1. 


Specifications subject to change without notice. 
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OUTPUT 
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ee HIGH IMPEDANCE = —Y VALID 
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Figure 1. Timing Diagram 


METHOD OF OPERATION adding a binary 1 to the MSB of the LSP, consistently rounding 
The X and Y input registers are positive-edge-triggered D-type toward positive infinity. Truncating the MSP (RND LO) in- 
flip-flops. Input data is loaded to the X and Y registers by the troduces a large-sample statistical bias of — 127/2LSBs of the 
rising edges of CLK X and CLK Y, respectively. LSP, while rounding (RND HI) reduces the bias to only 

The X and Y input data is interpreted in unsigned-magnitude + 1/2LSB of the LSP. 

notation. (See Table I for the ADSP-1081A’s data formats. The ADSP-1081A’s output is fielded into an 8-bit MSP and an 
Twos-complement and mixed-mode data formats are not 8-bit LSP (see Table I). The rising edge of CLK P latches the 
supported. For twos-complement 8 X 8 multiplication, use the LSP and MSP into the output registers. Each of these registers 
ADSP-1080A.) has its own three-state control. A HI on the asynchronous TRIL 
RND is a registered input control latched by the rising edge of or TRIM line disables the corresponding LSP or MSP output 
the logical OR of CLK X and CLK Y. Be sure that CLK X driver to a high-impedance state. Conversely, a LO on TRIL or 


and CLK Y are both LO (logic 0) before attempting to clock in TRIM enables the corresponding output driver, driving the 
RND. When RND is HI (logic 1), the MSP will be rounded by output bus. 


OUTPUT DATA FORMATS 








X & Y INPUT 








DATA FORMAT 
MSP (P,5_ s) LSP (P>_ o) 





UNSIGNED INTEGER 


?lelelelelelele 


Table |. Data Formats for the ADSP-1081A 
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OUTPUT +1.5V 
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Figure 2. Equivalent Input Circuit Figure 3. Equivalent Output Circuit — Figure 4. Normal Load for AC Measurements 

















INTERNAL VISUAL INSPECTION 4 
ee mencist HERMETICITY G 
FINE LEAK CONDITION A OR B = 
THOD 1014 = 
GROSS LEAK CONDITION C a 
STABILIZATION BAKE a 
METHOD 1008 5 
CONDITION C - 24 HRS, 150°C 2 
INTERIM ELECTRICAL TESTING = 
9 
a 
TEMPERATURE CYCLE z 
METHOD 1010 BURN-IN 
ONDITION C— 10 CYCLE i : 
e a nee METHOD 1015 
160 HRS - 125°C 
= 25 0 25 50 75 100 125 
CENTRIFUGE AMBIENT TEMPERATURE — °C 
METHOD 2001 . . . . 
GONDINION D256 000G Vi PLANE 100°. FINAL ELECTRICAL TESTING Figure 6. Approximate Clocked Multiply Time vs. 


Temperature 


Figure 5. PLUS Processing Environmental Flow 
ADSP-1081A PIN CONFIGURATION 
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i D-40 
10 N-40 
: 
2 1 
8 4 2 X7 (MSB) 
‘= 3 CLK X 
4 CLK Y 
5 RND 
3 6 Yo 
3 3 2 
> 9 Y3 
30ns ps 10s we 
MULTIPLY TIME GND 
Y5 
Figure 7. Typical Ipp vs. Frequency of Operation te 
; P15 (MSB) 
P14 
P13 
P12 | 
2 [en 
ABSOLUTE MAXIMUM RATINGS Operating Temperature Range 
Supply Voltage. .............. —0.3V to 7.0V (TaAMBIENT) «+--+ eee eee eee — 55°C to +125°C 
Input Voltage ............... —0.3V to Vpp Storage Temperature Range ....... — 65°C to + 150°C 
Output Voltage. .............. —0.3V to Vpp Lead Temperature (10sec) ............. + 300°C 
ORDERING INFORMATION 
Temperature 
Part Number Range Package Outline 
ADSP-1081AKD Oto +70°C 40-PinCeramic DIP D-40 
ADSP-1081AKN Oto + 70°C 40-Pin Plastic DIP N-40 
ADSP-1081AJD Oto +70°C 40-PinCeramic DIP D-40 
ADSP-1081AJN Oto + 70°C 40-Pin Plastic DIP N-40 
ADSP-1081ATD/+ —55°Cto +125°C 40-PinCeramicDIP D-40 
ADSP-1081ASD/+ —55°Cto +125°C 40-PinCeramicDIP D-40 


ADSP-1081ATD/883B —55°Cto +125°C 40-PinCeramicDIP D-40 
ADSP-1081ASD/883B —55°Cto +125°C 40-PinCeramicDIP D-40 
Contact DSP Marketing in Norwood concerning the availability of other 
package types. 


CAUTION: 

1. ESD sensitive device. The digital control inputs are zener protected; however, permanent WA R N I N G ! 
damage may occur on unconnected devices subjected to high energy electrostatic fields. <5] 
Unused devices must be stored in conductive foam or shunts. , 








2. Donot insert this device into powered sockets. Remove power before insertion or removal. ESO: SEND ITIVE DEVICE 
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ANALOG 
DEVICES 


12 x 12-Bit CMOS Multiplier 


ADSP-1012A 


FEATURES 

12 x 12-Bit Parallel Multiplication 

20MHz Multiplication Rate (Worst Case) 

300mW Power Dissipation with TTL-Compatible CMOS 
Technology 

Twos-Complement, Unsigned-Magnitude, and 
Mixed-Mode Data Formats 

Available in Hermetically-Sealed 64-Pin DIP, 
Hermetically-Sealed 68-Pin PGA, 
Plastic 64-Pin DIP, or 68-Contact LCC 

Available Specified to MIL-STD-883, Class B 

Pin-Compatible with ADSP-1012 and MPY012HJ1 


APPLICATIONS 

Digital Signal Processing 
Digital Filtering 
Fourier Transformations 
Correlations 

Image Processing 


GENERAL DESCRIPTION 
The ADSP-1012A is a high-speed, low-power 12 x 12-bit parallel 
multiplier fabricated in 1.5 micron CMOS. 


The ADSP-1012A has two 12-bit input ports, a 12-bit Most 
Significant Product (MSP) port, and a 12-bit Least Significant 
Product (LSP) port. Input data is interpreted in twos-complement, 
unsigned-magnitude, or mixed-mode formats. The ADSP-1012A 
produces a 24-bit result whose MSP can be rounded with a 
control which causes a | to be added to the Most Significant Bit 
(MSB) of the LSP. 


All input pins are diode-protected. The input and output registers 
are all D-type positive-edge-triggered flip-flops. The input registers 
are controlled by independent clock lines. Both of the product 
registers have their own independent clock lines and their own 
independent three-state output controls. Three-state outputs and 
independently clocked inputs allow the ADSP-1012A to be 
connected directly to a single 12-bit bus. 


The ADSP-1012A is a pin-for-pin replacement for Analog Devices’ 
ADSP-1012 and is also pin-for-pin compatible in a DIP package 
with TRW’s MPY012HJ1. The ADSP-1012A’s multiply time is 
over twice as fast as the TRW device. 


The power consumption of the ADSP-1012A is 300mW maximum, 
10% of the power required by equivalent bipolar devices. The 
differential between the ADSP-1012A’s junction temperature 
and the ambient temperature stays small because of this low 
power dissipation. Thus, the ADSP-1012A can be safely specified 
for operation at environmental temperatures over its extended 
temperature range (— 55°C to + 125°C ambient). 
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WORD-SLICE™ MICROCODED SYSTEM WITH ADSP-1012A 


The ADSP-1012A is available for both commercial and military 
temperature ranges. Extended temperature range parts are avail- 
able with optional high-reliability processing (“PLUS”’ parts). 
(See Figure 7). MIL-grade parts are available processed fully to 
MIL-STD-883, Class B. Additionally, the ADSP-1012A is avail- 
able in either a 64-pin hermetically sealed ceramic DIP, a her- 
metically sealed ceramic 68-pin grid array, a plastic 64-pin DIP, 
or a 68-contact LCC. 


OCLKL 





LSP 
OUTPUT 
REGISTER = 





Functional Block Diagram 
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SPECIFICATIONS | 
RECOMMENDED OPERATING CONDITIONS 








ADSP-1012A 
- e A J and K Grades S and T Grades” 
Parameter. Min Max Unit 


Vp _ Supply Voltage v 
Tams Operating Temperature (ambient) | 0 | +70 | — 55 +125 i © 


ELECTRICAL CHARACTERISTICS 


ADSP-1012A 
J and K Grades 

Parameter Test Conditions Min | Unit 
Vin High-Level Input Voltage @ Vpp = max Cl 
Vi. __ Low-Level Input Voltage @ Vpp = min 
Von High-Level Output Voltage @ Vpp= min & Ion = — 0.4mA 24 [| [| 24 | | 
Vot Low-Level Output Voltage @ Vpp=min & Io, = 4.0mA | 0.4 | | 0.5 | 
ny High-Level Input Current, 

All Inputs @ Vpp = max & Vin =5V 


_ a 
Inn Low-Level Input Current, 
; All Inputs @ Vpp = max & Vin =0V 10 A 
eee! aa 
Pd ae 





<|<|< |< 


Ioz Three State Leakage Current @ Vpp = max; High Z; Vyy = OV or max pA 
Ipp Supply Current @ max clock rate; TTL inputs mA 
Ipp Supply Current— Quiescent All Vin = 2.4V mA 


SWITCHING CHARACTERISTICS? 


ADSP-1012A 
S Grades? T Grades” 


J Grades K Grades 
Oto + 70° — 55°C to + 125°C 





Parameter 


tp OuputDely | fo | fo 


tena Three-State Enable Delay 
tprs § Three-State Disable Delay 


fe 

at 

tpw Clock Pulse Width 
2 


Ww 
Le 
=} 
na 


Ww 
’ 
Wo 
: 
, 
Wr 
Wo] Wo 
ey 
Bio 
Nin 


Sn es 

is___Input Setup Time a 

iq __TaputHoldTime [2 | [2 ||? | [2 | |= 
Cn ee CO 


inc Clocked Multiply Time ne ce 
ine _Unclocked MultipiyTime | __[105_[ _[@o_| [ws | [95 _| 


NOTES 

1All min and max specifications are over power supply and temperature range indicated. 

2S and T grade parts are available processed and tested in accordance with MIL-STD-883, Class B. The processing and test 
methods used for S/883B and T/883B versions of the ADSP-1012A can be found in Analog Devices’ Military Databook. 
Alternatively, S and T grade parts are available with high-temperature testing or with optional high-reliability 
“PLUS” processing as shown in Figure 7. 

3Input levels are GND and 3.0V. Rise times are 5ns. Input timing reference levels and output reference levels are 1.5V, 
except for tena and tpys which are indicated in Figure 1. 


Be 


Specifications subject to change without notice. 
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METHOD OF OPERATION 

The X and Y input registers are positive-edge-triggered D-type 
flip-flops. Input data is loaded to the X and Y registers by the 
rising edges of CLK X and CLK Y, respectively. 


The X and Y input data can be either in twos-complement, 
unsigned-magnitude, or mixed-mode formats (Table I.) Twos- 
complement input data is indicated by HI (logic 1) levels on the 
TCX line for X input data and by HI levels on the TCY line for 
Y input data. Unsigned-magnitude X and Y inputs are indicated 
by LO (logic 0) levels on the TCX and TCY lines, respectively. 
Outputs will be in the same format as inputs unless the input 
formats are mixed, in which case the outputs will be in twos- 
complement representation. 


The ADSP-1012A’s output is fielded into an 12-bit MSP and an 
12-bit LSP. When RND is HI, the MSP will be rounded by 
adding a binary 1 with carry to the MSB of the LSP, consistently 
rounding toward positive infinity. Truncating the MSP (RND 
LO) introduces a large-sample statistical bias —(2!*— 1/2 LSBs 
of the LSP, while rounding (RND HI) reduces the bias to only 
+ 1/2 LSBs of the LSP. 


TCX, TCY, and RND are registered input controls. TCX and 
TCY are latched by the rising edges of CLK X and CLK Y, 
respectively. RND is latched by the rising edge of the logical 
OR of CLK X and CLK Y. Be sure that CLK X and CLK Y 
are both LO before attempting to clock in RND. 


The asynchronous FA control format-adjusts the output from 
the multiplier array (Table II). FA must be HI to get a product 


for unsigned-magnitude or mixed-mode multiplications in a 
standard format. In a mixed-mode product, the sign bit will be 
product Bit 23 (P23). For twos-complement multiplications, FA 
can be LO. If FA is at a LO level, the MSP and the MSB of 
the LSP are left-shifted one bit and the sign bit is duplicated in 


the MSB of the LSP. 


Format-adjusting a twos-complement product increases the 
number of significant bits in the MSP by eliminating one of the 
two normally redundant MSBs in the MSP. However, an overflow 
on format-adjust will occur when full-scale negative is multiplied 
by itself, yielding full-scale negative instead of the correct positive 
product (which is not representable in format-adjusted twos- 
complement format). To avoid this overflow, disallow X and Y 
inputs that are both full-scale negative. 


The output latches can be bypassed for asynchronous operation 
by setting the feed-through (FT) line HI. Data previously latched 
in the output registers is unaffected by FT going HI. If FT is 
later restored to LO, the output registers will drive the three-state 
outputs with the product most recently clocked to those registers 
(even if clocked while FT was HI). 


Products are clocked into the MSP and LSP output registers 
with the rising edges of CLK M and CLK L, respectively. Each 
of these registers has its own three-state control. A HI on the 
asynchronous TRIL or TRIM line disables the corresponding 
LSP or MSP output driver to a high-impedance state. Conversely, 
a LO on TRIL or TRIM enables the corresponding output 
driver, driving the output bus. 


X & Y INPUT DATA FORMATS OUTPUT DATA FORMATS 
MOST SIGNIFICANTPRODUCT LEAST SIGNIFICANT PRODUCT 
bit11 | 10 ae | 0 | 
TWOS-COMPLEMENT INTEGER 
(TCX, TCY = 
sign, | 210 | 20 





TWOS-COMPLEMENT FRACTIONAL 
(TCX, TCY = 1) 


UNSIGNED-—MAGNITUDE INTEGER 
(TCX, TCY =0) 
923 


UNSIGNED-MAGNITUDE FRACTIONAL 
(TCX, TCY =0) 


MIXED-MODE INTEGER 
(TCX, TCY mixed) 
aa 21 210 
& 2" | 210 
MIXED-MODE FRACTIONAL 
(TCX, TCY mixed) 


2° 








ae | 





UNSHIFTED (FA = 1) 


ae eS ee 


UNSHIFTED (FA = 1) 











Table |. ADSP 1012A Data Formats 


| sign 
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Fe | tea ge 
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l sign | | | f l | | sign 
FA=0 | _ 1 -2 | 29 2°10 211 | (— 2°) 
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Table Il. ADSP-1012A Format Adjust 


5-18 FIXED-POINT COMPONENTS 


pT 


INTERNAL VISUAL INSPECTION 


ABSOLUTE MAXIMUM RATINGS 


COMMERCIAL HERMETICITY Supply Voltage .............2006. —0.3V to 7V 
ag teh aa Input Voltage . . Ft ee eee —0.3V to Vpp 
SAR TisRMDNEARE GROSS LEAK CONDITION C Output Voltage Swing... .......... —0.3V to Vpp 
METHOD 1008 Operating Temperature Range (Ambient) . . —55°C to + 125°C 
CONDITION C - 24 HRS, 150°C 
Storage Temperature Range. ........ — 65°C to + 150°C 
Lead Temperature (10 Seconds) ............ 300°C 
TEMPERATURE CYCLE 
METHOD 1010 
CONDITION C- 10 CYCLES BURN-IN 
METHOD 1015 
160 HRS — 125°C 
CENTRIFUGE 
CONDITION D 20,0006, Y1 PLANE 
Figure 7. PLUS Processing Environmental Flow 
ORDERING INFORMATION 
Package 
Part Number Temperature Range Package Outline 
ADSP-1012AJN Oto + 70°C 64-Pin Plastic DIP N-64A 
ADSP-1012AKN Oto + 70°C 64-Pin Plastic DIP N-64A 
ADSP-1012AJD Oto + 70°C 64-Pin Ceramic DIP D-64A 
ADSP-1012AKD Oto + 70°C 64-Pin Ceramic DIP D-64A 
ADSP-1012AJG Oto + 70°C 68-Lead Pin Grid Array G-68A 
ADSP-1012AKG Oto + 70°C 68-Lead Pin Grid Array G-68A 
ADSP-1012ASD — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1012ATD — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1012ASD/+ — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1012ATD/+ — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1012ASD/883B — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1012ATD/883B — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1012ASG — 55°C to + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1012ATG — 55°C to + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1012ASG/+ — 55°C to + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1012ATG/+ — 55°C to + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1012ASG/883B — 55°C to + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1012ATG/883B — 55°C to + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1012ASE/+ — 55°C to + 125°C 68-Contact LCC E-68A 
ADSP-1012ATE/ + — 55°C to + 125°C 68-Contact LCC E-68A 
ADSP-1012ASE/883B — 55°C to + 125°C 68-Contact LCC E-68A 
ADSP-1012ATE/883B — 55°C to + 125°C 68-Contact LCC E-68A 


Contact DSP Marketing in Norwood concerning the availability of other package types. 


ESD SENSITIVITY 
The ADSP-1012A features input protection circuitry consisting of large ‘‘distributed”’ diodes and 
polysilicon series resistors to dissipate both high-energy discharges (Human Body Model) and fast, 


low-energy pulses (Charged Device Model). Per Method 3015.2 of MIL-STD-883C, the ADSP-1012A 


has been classified as a Category A device. 


Proper ESD precautions are strongly recommended to avoid functional damage or performance 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test equipment 


WARNING! 
WS 





ESD SENSITIVE DEVICE 


and discharge without detection. Unused devices must be stored in conductive foam or shunts, 
and the foam should be discharged to the destination socket before devices are removed. For 
further information on ESD precautions, refer to Analog Devices’ ESD Prevention Manual. 
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| PIN | FUNCTION 
33 P16 


ADSP-1012A PIN CONFIGURATIONS 
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FEATURES 

16 x 16-Bit Parallel Multiplication 

70ns Multiplication Time 

225mW Power Dissipation with TTL-Compatible 
CMOS Technology 

_ Twos-Complement, Unsigned-Magnitude and Mixed- 

Mode Data Formats 

Available in Hermetically-Sealed 64-Pin DIP, 
Hermetically Sealed 68-Pin PGA, Plastic 
64-Pin DIP, or 68-Contact LCC 

Available Specified to MIL-STD-883, Class B 

Pin-Compatible with ADSP-1016 and MPY016HJ1 


APPLICATIONS 

Digital Signal Processing 
Digital Filtering 
Fourier Transformations 
Correlations 

Image Processing 

General Purpose Computing 


GENERAL DESCRIPTION 
The ADSP-1016A is a high-speed low-power 16 x 16-bit parallel 
multiplier fabricated in 1.5 micron CMOS. 


The ADSP-1016A has two 16-bit input ports, a 16-bit Most 
Significant Product (MSP) port, and a 16-bit Least Significant 
Product (LSP) port. Input data is interpreted in twos-complement, 
unsigned-magnitude, or mixed-mode formats. The ADSP-1016A 
produces a 32-bit result whose MSP can be rounded with a 
control which causes a 1 to be added to the Most Significant Bit 
(MSB) of the LSP. 


All input pins are diode-protected. The input and output registers 
are all D-type positive-edge-triggered flip-flops. The input registers 
are controlled by independent clock lines. Both of the product 
registers have their own independent clock lines and their own 
independent three-state output controls. Three-state outputs and 
independently clocked inputs allow the ADSP-1016A to be 
connected directly to a single 16-bit bus. 


The ADSP-1016A is a pin-for-pin replacement for Analog Devices’ 
ADSP-1016 and is also pin-for-pin compatible in a DIP package 
with TRW’s MPY016HJ1. The ADSP-1016A’s multiply time is 
more than twice as fast as the TRW device. 


The power consumption of the ADSP-1016A is 225mW maximum, 
less than 10% of the power required by equivalent bipolar devices. 
The differential between the ADSP-1016A’s junction temperature 
and the ambient temperature stays small because of this low 
power dissipation. Thus, the ADSP-1016A can be safely specified 
for operation at environmental temperatures over its extended 
temperature range (— 55°C to + 125°C ambient). 


16 X 16-Bit CMOS Multiplier 
ADSP-1016A 











ADSP-1401 | ADSP-1416 
S | [> caporess. | 
} GENERATOR | 


.. SEQUENCER 4 
a eS: DATA. E 








WORD-SLICE™ MICROCODED SYSTEM WITH ADSP-1016A_~ 


The ADSP-1016A is available for both commercial and military 
temperature ranges. Extended temperature range parts are avail- 
able with optional high-reliability processing (““PLUS’’) parts 
(see Figure 6). MIL-grade parts are available processed fully to 
MIL-STD-883, Class B. Additionally, the ADSP-1016A is avail- 
able in either a 64-pin hermetically sealed ceramic DIP, a her- 
metically sealed ceramic 68-pin grid array, a plastic 64-pin DIP, 
or a 68-contact LCC. 
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Functional Block Diagram 


FIXED-POINT COMPONENTS 5-217 


SPECIFICATIONS' 
RECOMMENDED OPERATING CONDITIONS 








ADSP-1016A 
& 5 J and K Grades S and T Grades” 
Parameter Min Unit 


Vop _ Supply Voltage v 
Tams Operating Temperature (ambient) | 0 | +70 | —55 +125 sO 


ELECTRICAL CHARACTERISTICS 





ADSP-1016A 
Parameter Test Conditions Unit 
Vin High-Level Input Voltage _@ Vp = max re eee eee 
Vi Low-Level Input Voltage @ Vp =min ena (a RD OC 
Vou High-Level Output Voltage =@ Vpp=min & lon = —0.4mA = a ee a a eee 
Vo. Low-Level Output Voltage @Vpp=min & Io, =4.0mA | 0.6 V 


Iyer High-Level Input Current, 
All Inputs @ Vpp = max & Vin = 5.0V 


In. Low-Level Input Current, 
All Inputs @ Vpp = max & Vin=0V 


Ioz. +Three-State Leakage Current @ Vpp = max; High Z; Viy = OV or max 


uA 
mA 


40 mA 


Ipp Supply Current @ max clock rate; TTL inputs 
Ipp Supply Current—Quiescent All Vy =2.4V 


esd 
|| we |i 
ee 
fees ceet| 
aes 


SWITCHING CHARACTERISTICS® 


ADSP-1016A 
J Grades K Grades S Grades” T Grades’ 


Oto + 70° — 55°C to + 125°C 





Parameter Unit | 


tena Three-State Enable Delay | | 20 | [25 | ns 
pss 


tpis  Three-State Disable Delay a 
tpw Clock Pulse Width ns 


Rees! 

8 
tcs Input Controls Setup Time eee ee ee ns 
ty Input Register Hold Time eset 
tuc _Clocked Multiply Time aa 80 | 


tuuc Unclocked Multiply Time i 105 


ns 


ae 
tps Input Data Register Setup Time | p25 
mee 
az 


ns 


fet asy 120 —— 105 ns 


NOTES 

‘All min and max specifications are over power supply and temperature range indicated. 

2§ and T grade parts are available processed and tested in accordance with MIL-STD-883, Class B. The processing and tes 
methods used for S/883B and T/883B versions of the ADSP-1016A can be found in Analog Devices’ Military Databook. 
Alternatively, S and T grade parts are available with high-temperature testing or with optional high-reliability 
“PLUS” processing as shown in Figure 6. 

3Input levels are GND and 3.0V. Rise times are 5ns. Input timing reference levels and output reference levels are 1.5V, 
except for tga and tp;s which are indicated in Figure 1. 


Specifications subject to change without notice. 
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Figure 1. ADSP-1016A Timing Diagram 


METHOD OF OPERATION 

The X and Y input registers are positive-edge-triggered D-type 
flip-flops. Input data is loaded to the X and Y registers by the 
rising edges of CLKX and CLKY, respectively. 


The X and Y input data can be either in twos-complement, 
unsigned-magnitude, or mixed-mode formats (Table I). Twos- 
complement input data is indicated by HI (logic 1) levels on the 
TXC line for X input data and HI levels on the TCY line for Y 
input data. Unsigned-magnitude X and Y inputs are indicated 
by LO (logic 0) levels on the TCX and TCY lines, respectively. 
Outputs will be in the same format as inputs unless the input 
formats are mixed, in which case the outputs will be in twos- 
complement representation. 


The ADSP-1016A’s output is fielded into an 16-bit MSP and an 
16-bit LSP. When RND is HI, the MSP will be rounded by 
adding a binary 1 (with carry) to the MSB of the LSP, consistently 
rounding toward positive infinity at mid-scale. Truncating the 
MSP (RND LO) introduces a large-sample statistical bias 

— (2!©— ])/2 LSBs of the LSP, while rounding (RND HI) reduces 
the bias to + 1/2LSBs of the LSP. 


TCX, TCY and RND are registered input controls. TCX and 
TCY are latched by the rising edges of CLKX and CLKY, 
respectively. RND is latched by the rising edge of the logical 
OR of CLKX and CLKY. Be sure that CLKX and CLKY are 
both LO before attempting to clock in RND. 


The asynchronous FA control format-adjusts the output from 
the multiplier array (Table IT). FA must be HI to get a product 
for unsigned-magnitude or mixed-mode multiplication in a stan- 


dard format. In a mixed-mode product, the sign bit will be 
product Bit 31 (P31). For twos-complement multiplications, FA 
can be LO. If FA is at a LO level, the MSP and MSB of the 
LSP are left-shifted one bit and the sign bit is duplicated in the 
MSB of the LSP. 


Format-adjusting a twos-complement product increases the 
number of significant bits in the MSP by eliminating one of the 
two normally redundant MSBs in the MSP. However, an overflow 
on format-adjust will occur when full-scale negative is multiplied 
by itself, yielding full-scale negative instead of the correct positive 
product (which is not representable in format-adjusted twos- 
complement format). To avoid this overflow, disallow X and Y 
inputs that are both full-scale negative. 


The output latches can be bypassed for asynchronous operation 
by setting the feedthrough (FT) line HI. Data previously latched 
in the output registers is unaffected by FT going HI. If FT is 
later restored to LO, the output registers will drive the three-state 
outputs with the product most recently clocked to those registers 
(even if clocked while FT was HI). 


Products are clocked into the MSP and LSP output registers 
with the rising edges of CLKM and CLKL, respectively. Each 
of these registers has its own three-state control. A HI on the 
asynchronous TRIL or TRIM lines disables the corresponding 
LSP or MSP output driver to a high-impedance state. Conversely, 
a LO on TRIL or TRIM enables the corresponding output 
driver, driving the output bus. 
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X & Y INPUT DATA FORMATS OUTPUT DATA FORMATS 
MOST SIGNIFICANT PRODUCT _ LEAST SIGNIFICANT PRODUCT 








TWOS—COMPLEMENT INTEGER 
(TCX, TCY =1) UNSHIFTED (FA = 1) 
|. De %[~l..#[»lel.le] 
SE TEDIEAS 0) 





TWOS-COMPLEMENT FRACTIONAL 
(TCX, TCY.= 1) 





UNSIGNED-MAGNITUDE INTEGER 
(TCX, TCY =0) UNSHIFTED (FA = 1) 


UNSIGNED-MAGNITUDE FRACTIONAL 
(TCX, TCY =0) UNSHIFTED (FA = 1) 


MIXED-MODE INTEGER 











(TCX, TCY mixed) UNSHIFTED (FA = 1) 
—2i 24 2° sign 
& Qs 214 2° -231 30 216 
MIXED-—MODE FRACTIONAL 


(TCX, TCY mixed) UNSHIFTED (FA = 1) 


ey as ee sec 
2716 


Table |. ADSP-1016A Data Formats 
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Table Il. Format Adjust 
V 
TO 
OUTPUT +1.5V 
INPUT OUTPUT PIN 


3pF 





lon 


a. Equivalent Input Circuit b. Equivalent Output Circuit 


Figure 2. Figure 3. Normal Load for ac Measurements 
ABSOLUTE MAXIMUM RATINGS 
Supply Voltage ...... ied BOS ee ea —0.3V to7V Operating Temperature Range (Ambient) . . —55°C to + 125°C 
Input Voltage .........-6..0+200- —0:3V to Vpp Storage Temperature Range......... — 65°C to + 150°C 
Output Voltage Swing. ............ —0.3V to Vpp Lead Temperature (10 Seconds) ............ 300°C 





ESD SENSITIVITY 

The ADSP-1016A features input protection circuitry consisting of large “distributed” diodes and 
polysilicon series resistors to dissipate both high-energy discharges (Human Body Model) and fast, 
low-energy pulses (Charged Device Model). Per Method 3015.2 of MIL-STD-883C, the ADSP-1016A 


has been classified as a Category A device. WARNING! j 





Proper ESD precautions are strongly recommended to avoid functional damage or performance 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test equipment As 
and discharge without detection. Unused devices must be stored in conductive foam or shunts, ESD SENSITIVE DEVICE 


and the foam should be discharged to the destination socket before devices are removed. For 
further information on ESD precautions, refer to Analog Devices’ ESD Prevention Manual. 
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MULTIPLY TIME Figure 5. Approx. Multiply Time vs. Temperature 


Figure 4. Typical Power Dissipation vs. Frequency 


INTERNAL VISUAL INSPECTION 
COMMERCIAL 


STABILIZATION BAKE 
METHOD 1008 
CONDITION C - 24 HRS, 150°C 


HERMETICITY 
FINE LEAK CONDITION A OR B 
1014 


THOD 
GROSS LEAK CONDITION C 


INTERIM ELECTRICAL TESTING 





TEMPERATURE CYCLE 
METHOD 1010 





BURN-IN 


CONDITION C- 10CYCLES 





CENTRIFUGE 
METHOD 2001 


CONDITION D — 20,000G, Y1 PLANE 


Contact DSP Marketing in Norwood concerning the availability of other package types. 


METHOD 1015 
160 HRS - 125°C 


100% FINAL ELECTRICAL TESTING 


Figure 6. PLUS Processing Environmental Flow 


ORDERING INFORMATION 
Part Number Temperature Range Package Package Outline 
ADSP-1016AJN Oto +70°C 64-Pin Plastic DIP N-64A 
ADSP-1016AKN Oto + 70°C 64-Pin Plastic DIP N-64A 
ADSP-1016AJD Oto + 70°C 64-Pin Ceramic DIP D-64A 
ADSP-1016AKD Oto + 70°C 64-Pin Ceramic DIP D-64A 
ADSP-1016AJG Oto + 70°C 68-Lead Pin Grid Array G-68A 
ADSP-1016AKG Oto + 70°C 68-Lead Pin Grid Array G-68A 
ADSP-1016ASD — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1016ATD — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1016ASD/+ — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1016ATD/+ —55°Cto + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1016ASD/883B — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1016ATD/883B — 55°C to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1016ASG — 55°C to + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1016ATG —55°C to + 125°C 68-Lead Pin Grid Array G-68A 
- ADSP-1016ASG/ + —55°Cto + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1016ATG/+ — 55°C to + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1016ASG/883B —55°C to + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1016ATG/883B — 55°C to + 125°C 68-Lead Pin Grid Array G-68A 
ADSP-1016ASE/ + — 55°C to + 125°C 68-Contact LCC E-68A 
ADSP-1016ATE/+ — 55°C to + 125°C 68-Contact LCC E-68A 
ADSP-1016ASE/883B — 55°C to + 125°C 68-Contact LCC E-68A 
ADSP-1016ATE/883B — 55°C to + 125°C 68-Contact LCC E-68A 
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ADSP-1016A PIN CONFIGURATIONS 


PIN GRID ARRAY 
G-68A 


|PIn | FUNCTION | PIN | FUNCTION 


PO, YO 35 
P1,Y1 36 
P2,¥2 37 
P3, Y3 38 
P4,Y4 39 
P5, Y5 40 
P6, Y6 41 
P7,Y7 42 
P8, Y8 43 

44 

45 
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P9, Y9 

P10, Y10 

P11, Y11 46 
P12, Y12 47 
P13, Y13 48 
P14,Y14 49 
P15, Y15 50 
N/C 51 
P16 52 
P17 53 
P18 54 
P19 55 
P20 56 
P21 57 
P22 58 
P23 59 
P24 60 
P25 61 
P26 62 
P27 63 
P28 64 
P29 65 
P30 66 
P31 67 
N/C 68 
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E-68A 
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ANALOG 
DEVICES 





8 x 8-Bit CMOS 
Multiplier/Accumulator 


ADSP-1008A 


FEATURES 

8 x 8-Bit Parallel Multiplication/Accumulation 

50ns Multiply/Accumulate Time 

200mW Power Dissipation with TTL-Compatible 
CMOS Technology 

Twos-Complement or Unsigned-Magnitude 

Preloadable Accumulation Registers 

Available in Hermetically-Sealed 48-Pin DIP 
or Plastic 48-Pin DIP 

Available Specified to MIL-STD-883, Class B 

Pin-Compatible with TDC1008J4 


APPLICATIONS 

Digital Signal Processing 
Digital Filtering 
Fourier Transformations 
Correlations 

Image Processing 

Telecommunications 


GENERAL DESCRIPTION 
The ADSP-1008A is a high-speed, low-power 8 x 8-bit parallel 
multiplier/accumulator fabricated in 1.5 micron CMOS. 


The ADSP-1008A has two 8-bit input ports, an 8-bit Most 
Significant Product (MSP) port, an 8-bit Least Significant Product 
(LSP) port and a 3-bit Extended Product (XTP) port. Inputs 
can be represented in either twos-complement or unsigned- 
magnitude formats. The ADSP-1008A produces a 16-bit product 
whose MSP can be rounded with a control which causes a 1 to 
be added to the Most Significant Bit (MSB) of the LSP. After 
multiplying, the ADSP-1008A can latch its product directly into 
the output register or update the output registers with its previous 
contents added to or subtracted from the product. The output 
registers can also be initialized prior to multiplication/accumulation 
with data preloaded from the output ports. 


All input pins are diode-protected. The input and output registers 
are all D-type positive-edge-triggered flip-flops. The input registers 
are controlled by independent clock lines. A third clock line 

controls the product registers. Each of the three product registers 
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ADSP- 10084, 


WORD-SLICE™ MICROGODED SYSTEM WITH ADSP-1008A 


has its own three-state output control. Three-state outputs and 
independently clocked inputs allow the ADSP-1008A to be 
connected directly to a single 8-bit bus. 


The ADSP-1008A is a pin-for-pin replacement for Analog Devices’ 
ADSP-1008 and is also pin-for-pin compatible with TRW’s 
TDC1008]4. 


The power consumption of the ADSP-1008A is 200mW maximum, 


_ less than 10% of the power required by equivalent bipolar devices. 


A) s 





UBTRACTER 


The differential between the ADSP-1008A’s junction temperature 
and the ambient temperature stays small because of this low 
power dissipation. Thus, the ADSP-1008A can be safely specified 
for operation at environmental temperatures over its extended 
temperature range (— 55°C to + 125°C ambient). 


The ADSP-1008A is available for both commercial and MIL 
temperature ranges. Extended temperature range parts are avail- 
able with optional high-reliability processing (“PLUS”’ parts) 
(see Figure 6.) MIL-grade parts are available processed fully to 
MIL-STD-883, Class B. Additionally, the ADSP-1008A is avail- 
able in either a 48-pin hermetically sealed ceramic DIP or a 
plastic 48-pin DIP. 


OUTPUT 


REGISTER 





ADDER/ 


Functional Block Diagram 
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SPECIF ICATIONS' 





RECOMMENDED OPERATING CONDITIONS 





ADSP-1008A 
| ve and K Grades S and T Grades’ 
Parameter Max Min Max Unit 
Tamp Operating Temperature (Ambient) 


ELECTRICAL CHARACTERISTICS 





ADSP-1008A 
J and K Grades S and T Grades? 
Parameter Test Conditions i i 
Vin __—- High-Level Input Voltage @ Vpp = max f20 [| 
Viz Low-Level Input Voltage @Vpp=min | | 0.8 | P| 
Vou High-Level Output Voltage @ Vpp = min & Ion. = — 1.0mA ae 


Vor Low-Level Output Voltage @ Vpp= min & Io, = 4.0mA 


Inn High-Level Input Current, 
All Inputs @ Vpp= max & Vin= 5.0V 


al eee 
In. Low-Level Input Current, 
All Inputs @ Vpp= max & Vin =0V 10 pA 
eee eee ones 
(aa! ee 


No 
as 
<i <i] <j] < 


Ioz Three-State Leakage Current @Vpp=max; High Z; Vin = OV or max pA 
Ipp Supply Current @ max clock rate; TTL Inputs mA 
Ipp Supply Current-Quiescent All Vin = 2.4V mA 


SWITCHING CHARACTERISTICS’ 


ADSP-1008A 
J Grades K Grades S Grades. T Grades 
Oto +70°C Oto + 70°C — 55°C to + 125°C 55°C to + 125°C 





Parameter } Min Max Min 


oa Tinea Eb Dey —[ | | — as 4 — Ps 
‘pis Three StateDisableDeay__[ | [20 3s i 8 
tew _ClockPulse Width Se Gane aes a (Te (a a 
ig Input Setup Time Be is 
t___InputHold Time eee ee eee 
imac MultplyfAccumalaeTime |__| @ | [50 | 1 | | @ _[m 


NOTES 

‘All min and max specifications are over power supply and temperature range indicated. 

*S and T grades parts are available processed and tested in accordance with MIL-STD-883B. The processing and test methods 
used for S/883B and T/883B versions of the ADSP-1008A can be found in Analog Devices’ Military Databook. Alternatively, 
S and T grade parts are available with optional high-reliability “PLUS” processing as shown in Figure 6. 

Input levels areGND and + 3.0V. Rise times are Sns. Input timing reference levels and output reference levels are 1.5V, except 
for tena and tpys which are as indicated in Figure 1. 


Specifications subject to change without notice. 
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INPUT CLOCKS 
(CLK X, CLK Y) | 
t 
| | 
THREE-STATE CONTROL 
(TSX, TSM, TSL) disable enable disable 
| 
! | ! | 
PRELOAD CONTROL | l 
(PREL) | |} | 
| { 


| 
| | | ! 
OUTPUT CLOCK, 1 | | | 
(CLK P) | | fined | | l 

| | | PW j 
ae ae tu a | lo—o | | | 
| e—th—> | | | 
ne DATA 1, VY : 

AND CONTROLS (Xin, Yi, WL 

anos a Po . 4 
a tose -_ tena = —| toiske- k= ts het, . 
| 
l 
| 


| I 
OUTPUTS YH CK) output \Hiz Cae) | Hiz 
(LSPour, MSPour. XTPourt) Lil Hy, DATA | DATA | 
| 


Figure 1. ADSP-1008A Timing Diagram 


METHOD OF OPERATION Vop Vop Vop 
The X and Y input registers are positive-edge triggered D-type 

flip-flops. Input data is loaded to the X and Y registers with the 

rising edges of CLK X and CLK Y, respectively. The X and Y 

input data can be represented in either twos-complement or INPUT OUTPUT 
unsigned-magnitude formats. (Mixed-mode is not supported.) 


TC, RND, ACC and SUB are registered input controls. Note 
that these four controls are latched by the rising edge of the 
logical OR of CLK X and CLK Y. Be sure that CLK X and 
CLK Y are both LO (logic 0) before attempting to clock in 
these controls. 





3pF 


a. Equivalent Input Circuit b. Equivalent Output 
When the registered twos-complement control, TC, is HI (logic Circuit 

1), the inputs are interpreted as twos-complement numbers. See 

Table I for the ADSP-1008A’s data formats. When TC is LO, Figure 2. 
the inputs are interpreted as unsigned-magnitude numbers. In 

both cases, outputs will be in the same format as inputs. No 

shifting is performed in the ADSP-1008A, so all multiplications, 

including (twos-complement) negative full scale multiplied by 

negative full scale, yield valid results. 


When the registered round control, RND, is HI, the product 

will be rounded to the 8 most significant bits by adding a 1 to TO 

the MSB of the LSP (which introduces a large-sample statistical OUTPUT +1.5V 
bias of + 1/2LSB of the LSP). PIN 


Registered ACC and SUB controls determine whether the product ie 
will be latched directly into the output registers or whether they 

will be updated with the previous contents of the output registers 
added to or subtracted from the product. If ACC is LO, the 
product will overwrite the previous contents of the output registers. lon 

Holding ACC low at the beginning of a summation avoids the 

need for a separate operation to clear the output registers. If Figure 3. Normal Load for AC Measurements 

ACC is HI and SUB is LO, the previous contents of the output 

registers will be added to the product and stored in the output The accumulation register is partitioned into three words: an 
registers. If ACC is HI and SUB is HI, the previous contents of | 8-bit LSP, an 8-bit MSP and a 3-bit XTP. The 3-bit extension 
the output registers will be subtracted from the product and register makes possible summing at least eight large products 
stored in the output registers. Table II displays these conditions without overflow. In twos-complement mode, the MSB of the 
in a truth table. XTP will be the product sign bit. Sign bits, or zeros in the case 


low 
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of unsigned-magnitude, are extended from the MSB of the TSL, TSM or TSX enables the corresponding output driver, 
product to the MSB of the XTP in the adder/subtracter. (Data driving the output bus. 
preloaded to the accumulation registers will not be sign-extended 


tee The asynchronous preload control, PREL, can be used to initialize 
until it is added to or subtracted from a product.) 


the output registers. In conjunction with TSL, TSM, and TSX, 


The rising edge of CLK P latches the LSP, MSP, and XTP PREL can be used to preload either one, two or all three of the 
into the accumulation registers. Each of these registers has its output registers simultaneously. If PREL is HI while either 
own three-state control. A HI on the asynchronous TSL, TSM, TSL, TSM or TSX is also HI, then the data at the output ports 
or TSX line disables the corresponding LSP, MSP or XTP is loaded into the respective output registers on the rising edge 
output driver to a high-impedance state. Conversely, a LO on of CLK P. See Table III for a truth table of these conditions. 










X & Y INPUT DATA | OUTPUT DATA FORMATS 
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| | 
| | 
| 
—2° 21 | 22 | 23 24 25 26 27 —24 23 22 | 21 20 2 1 | 22 23 24 25 26 | 27 278 29 2°10 2711 | 2-12 2" 214 
| | 
INTEGER TWOS COMPLEMENT | 
sign sign | 
—27 26 25 24 23 22 | 21 20 —2'8 217 ; 216 | 215. 214 213 gi2 211 | 210 29 28 | 2? 26 2° 24 23 22 21 20 
| | 
UNSIGNED MAGNITUDE | ! 
27 | 26 | 25 24 2 | 22 21 | 20 218 217 216 | 215 214 | 213 212 "| 210 23 28 | 27 26 98 24 23 22 21 2° 
| | 



























































Accumulator, = X,Y, — Accumulator,_ 
Accumulator, = X,Y, + Accumulator,_; 
Accumulator, = X,Y, 





Table Il. Function Truth Table 


| PREL TSX TSM TSL | XTP 


NNNNOONNODO 
NNONONONO 


Preload 
Preload Z 
Preload Preload 
Preload Z Z 
Preload Z Preload 
Preload Preload Z 
Preload. Preload Preload 


— tit wii et ot OOOO OCOCSCO SO 
—— OC = OF OCOrH KH OO KH = SC SO 
—Oe Om Oe Oe COe COeK CO KH © 

NNNNNNNNO OO 


0 
0 
0 
0 
] 
] 
l 
] 
0 
0 
0 
0 
l 
] 
] 
1 





Output buffers at high impedance (output disabled) 
Output buffers at low impedance. Contents of output 
register will be transferred to output pins. 

Preload = Output buffers at high impedance. 

Preload data (PD) supplied externally at output pins will be 
loaded into the output register at the rising edge of CLK P. 


Table Ill. Preload Truth Table 


1e) 
Hil 
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MAC TIME - ns 
° a 3 a 


—25 0 25 50 75 100 125 
AMBIENT TEMPERATURE - °C 


Figure 4. Typical MAC Time vs. Temperature 


CURRENT CONSUMPTION - mA 
N > 
° ° roo) 


ol 
o 
s 
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Ips 10ps 
TYPICAL MAC TIME 


Figure 5. Typical Ipp vs. Frequency of Operation 


INTERNAL VISUAL INSPECTION 
COMMERCIAL 


STABILIZATION BAKE 
METHOD 1008 
CONDITION C - 24 HRS, 150°C 


HERMETICITY 
FINE LEAK CONDITION A OR B 


D 1014 
GROSS LEAK CONDITION C 


INTERIM ELECTRICAL TESTING 


BURN-IN 
METHOD 1015 





TEMPERATURE CYCLE 
METHOD 1010 


CONDITION C - 10 CYCLES 





160 HRS — 125°C 





CENTRIFUGE 
METHOD 2001 


CONDITION D — 20,000G, Y1 PLANE 100% FINAL ELECTRICAL TESTING 


Figure 6. “PLUS” Processing 


ESD SENSITIVITY 


ORDERING INFORMATION 

Temperature Package 
Part Number Range Package Outline 
ADSP-1008AJN Oto + 70°C 48-Pin Plastic DIP N-48A 
ADSP-1008AKN Oto + 70°C 48-Pin Plastic DIP N-48A 
ADSP-1008AJD Oto + 70°C 48-Pin Ceramic DIP D-48A 
ADSP-1008AKD Oto + 70°C 48-Pin Ceramic DIP D-48A 


— 55°Cto + 125°C 48-PinCeramic DIP D-48A 
—55°Cto +125°C 48-PinCeramic DIP D-48A 
—55°Cto + 125°C +48-PinCeramic DIP D-48A 
— 55°Cto + 125°C 48-PinCeramic DIP D-48A 
—55°Cto + 125°C 48-PinCeramic DIP D-48A 
—55°Cto + 125°C 1 48-PinCeramic DIP D-48A 


ADSP-1008ASD 
ADSP-1008ATD 
ADSP-1008ASD/ + 
ADSP-1008ATD/+ 
ADSP-1008ASD/883B 
ADSP-1008ATD/883B 


Contact DSP Marketing in Norwood concerning the availability of 
other package types. 


ADSP-1008A PIN CONFIGURATION 


DIP 
D-48A 
N-48A 


Ven | Funcion | ew | FUNCTION | 





On anawn -— 


ABSOLUTE MAXIMUM RATINGS 


Supply Voltage? « 6.8 os ee eS wa aes —0.3V to 7V 
Input Voltages. 5-2 aww a ee SS ee eee —0.3 to Vpp 
Output Voltage... 64 44.4% 24 8 wees —0.3 to Vpp 
Operating Temperature Range (Tampienr) - —55°C to + 125°C 


Storage Temperature Range......... — 65°C to + 150°C 
Lead Temperature (10 Seconds) ............ 300°C 
Junction Temperature ...........-..-e.0084- 175°C 


The ADSP-1008A features input protection circuitry consisting of large “distributed” diodes 
and polysilicon series resistors to dissipate both high-energy discharges (Human Body Model) 


and fast, low-energy pulses (Charged Device Model). Per Method 3015.2 of MIL-STD-883C, 


the ADSP-1008A has been classified as a Category A device. 


Proper ESD precautions are strongly recommended to avoid functional damage or performance 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test 
equipment and discharge without detection. Unused devices must be stored in conductive 


WARNING! 






ESD SENSITIVE DEVICE | 


foam or shunts, and the foam should be discharged to the destination socket before devices 
are removed. For further information on ESD precautions, refer to Analog Devices’ ESP 


Prevention Manual. 
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12 x 12-Bit CMOS 
Multiplier/Accumulator 


ADSP-1009A 


FEATURES 

12 x 12-Bit Parallel Multiplication/Accumulation 

70ns Multiply/Accumulate Time 

375mW Power Dissipation with TTL-Compatible 
1.5 Micron CMOS Technology 

Pin-Compatible with ADSP-1009, TDC1009J1, and 
TMC2009J3 

Twos Complement or Unsigned Magnitude 

Preloadable Accumulation Registers 

Available in Hermetically-Sealed 64-Pin DIP, 
Hermetically-Sealed 68-Pin Grid Array, 
Plastic 64-Pin DIP, or 68-Contact LCC 

Available Specified from —55°C to +125°C Ambient 


APPLICATIONS 

Digital Signal Processing 
Digital Filtering 
Fourier Transformations 
Correlations 

Image Processing 

Telecommunications 


GENERAL DESCRIPTION 
The ADSP-1009A is a high-speed, low-power 12 x 12-bit parallel 
multiplier/accumulator fabricated in 1.5 micron CMOS. 


The ADSP-1009A has two 12-bit input ports, a 12-bit Most 
Significant Product (MSP) port, a 12-bit Least Significant Product 
(LSP) port, and a 3-bit Extended Product (XTP) port. Inputs 
can be represented in either twos-complement or unsigned-mag- 
nitude formats. The ADSP-1009A produces a 24-bit product 
whose MSP can be rounded with a control which causes a | to 
be added to the Most Significant Bit (MSB) of the LSP.. After 
multiplying, the ADSP-1009A can latch its product directly into 
the output registers or update the output registers with their 
previous contents added to or subtracted from the product. The 
output registers can also be initialized prior to multiplication/ac- 
cumulation with data preloaded from the output ports. 


All input pins are diode-protected. The input and output registers 
are all D-type positive-edge-triggered flip-flops. The input registers 
are controlled by independent clock lines. A third clock line 
controls the product registers. Each of the three product registers 
has its own three-state output control. Three-state outputs and 
independently clocked inputs allow the ADSP-1009A to be 
connected directly to a single 12-bit bus. 


The ADSP-1009A is a pin-for-pin replacement for Analog Devices’ 
ADSP-1009 and is also pin-for-pin compatible in a DIP package 
with TRW’s TDC1009J1 and TMC2009J3. The ADSP-1009A’s 
multiply/accumulate time is over twice as fast as either TRW 
device. 











MICROCODE. 
vepspueny tcl sa A os ia 


ae oe” 2b 700, Oe re 


{ ADOR ESS 










ADSP-1401 | | apsp-1410 
|i. -aporess 
GENERATOR 


- ppogram of foo 
SEQUENCER | 





Ra 
ic ones See Oe 


WORD-SLICE™ MICROCODED SYSTEM WITH ADSP-1009A 


The power consumption of the ADSP-1009A is 375mW maximum, 
less than 10% of the power required by equivalent bipolar devices. 
The differential between the ADSP-1009A’s junction temperature 
and the ambient temperature stays small because of this low 
power dissipation. Thus, unlike equivalent bipolar devices, the 
ADSP-1009A can be safely specified for operation at environmental 
temperatures over its extended temperature range (— 55°C to 

+ 125°C ambient). 


The ADSP-1009A is available for both commercial and military 
temperature ranges. Extended temperature range parts are avail- 
able with high-reliability processing (““PLUS”’ parts). (See Figure 
7.) MIL-grade parts are available processed fully to MIL-STD-883, 
Class B. Additionally, the ADSP-1009A is available in either a 
64-pin hermetically sealed ceramic DIP, a space-saving, hermet- 
ically sealed 68-pin grid array, a plastic 64-pin DIP, or a 68-contact 
LCC. 
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ADSP-1009A Functional Block Diagram 
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SPECIFICATIONS’ 
RECOMMENDED OPERATING CONDITIONS 





ADSP-1009A 
J and K Grades S and T Grades? 
Parameter | Min 


Max _ Max 
Vp _ Supply Voltage v 
Tams Operating Temperature (Ambient) a °C 


ELECTRICAL CHARACTERISTICS 





Unit 





ADSP-1009A 

Parameter Test Conditions Unit 
Vin __ High-Level Input Voltage - @ Vpp = max Re V 
Vii Low-Level Input Voltage @ Vpp= min . Es sil f 0.8 | V 
Von High-Level Output Voltage = @Vpp=min&loy= —0.4mA ae V 
Vor Low-LevelOutput Voltage  § @Vpp=min&Io, =4.0mA a ia V 
In High-Level Input Current, i a 

All Inputs @ Vpp= max & Vin =5.0V pA 
In Low-Level Input Current, a aie 0 

All Inputs @ Vpp= max & Vi7n=0V 10 A 
Ioz _‘ Three-State LeakageCurrent @Vpp= max; High Z; Vjy =O0V or max Lo pA 
Ipp Supply Current @ max clock rate; TTL Inputs ae mA 
Ipp Supply Current-Quiescent - All Vin =0V; TSL, TSM, TSX =5V i 400 A 
Ipp Supply Current-Quiescent All Vin = 2.4V a 35 mA 


SWITCHING CHARACTERISTICS” | 


ADSP-1009A 
J Grades K Grades S Grades? T Grades? 
—55°C to + 125°C 
Min Max Unit 


Oto + 70°C Oto +70°C — 55°C to +125°C 





Parameter 


tp _Output Delay ee ee ee ee 
tena Three-State Enable Delay a Ee eee fl 
eel 


ns 
ns 
tors § Three-State Disable Delay 


ee eel ae 
few Clock Pulse Width La HS (al 
is Input Setup Time a ns 
i Input Fold Time eee ee eee eae 


NOTES 

‘All min and max specifications are over power supply and temperature range indicated. 

2S and T grades parts are available processed and tested in accordance with MIL-STD-883B. The processing and test methods 
used for S/883B and T/883B versions of the ADSP-1009A can be found in Analog Devices’ Military Databook. Alternatively, 
S and T grade parts are available with high-reliability “PLUS” processing as shown in Figure 7. 

*Input levels are GND and + 3.0V. Rise times are 5ns. Input timing reference levels and output reference levels are 1.5V, except. 
for tena and tpys which are as indicated in Figure 1. 


ns 
ns 





Specifications subject to change without notice. 


CAUTION: 


1. ESD sensitive device. The digital control inputs are zener protected; however, permanent WARNING! 
damage may occur on unconnected devices subjected to high energy electrostatic fields. <5] 


Unused devices must be stored in conductive foam or shunts. 








2. Do not insert this device into powered sockets. Remove power before insertion or removal. : ESD SENSITIVE DEVICE 
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Figure 2. Equivalent Input Figure 3. Equivalent Output 
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Figure 1. ADSP-1009A Timing Diagram 





TO 
METHOD OF OPERATION aialaPr taney 
The X and Y input registers are positive-edge-triggered D-type 40pF 
flip-flops. Input data is loaded to the X and Y registers with the ae 


rising edges of CLK X and CLK Y, respectively. The X and Y 
input data can be represented in either twos-complement or 
unsigned-magnitude formats. (Mixed-mode is not supported.) 


TC, RND, ACC, and SUB are registered input controls. Note 


lou 


Figure 4. Normal Load for AC Measurements 


that these four controls are latched by the rising edge of the Registered ACC and SUB controls determine whether the product 5 
logical OR of CLK X and CLK Y. Be sure that CLK X and will be latched directly into the output registers or whether they 
CLK Y are both LO (logic 0) before attempting to clock in will be updated with the previous contents of the output registers 
these controls. added to or subtracted from the product. If ACC is LO, the 
When ‘the registered twos-complement control, TC, is HI (logic product will overwrite the previous contents of the output registers. 
1), the inputs are interpreted as twos-complement numbers. Holding ACC low at the beginning of a summation avoids the 
(See Table I for the ADSP-1009A’s data formats.) When TC is need for a separate operation to clear the output registers. If 
LO, the inputs are interpreted as unsigned-magnitude numbers. ACC is HI and SUB is LO, the previous contents of the output 
In both cases, outputs will be in the same format as inputs. No registers will be added to the product and stored in the output 
shifting is performed in the ADSP-1009A, so all multiplications, registers. If ACC is HI and SUB is HI, the previous contents of 
including (twos-complement) negative full scale multiplied by the output registers will be subtracted from the product and 
negative full scale, yield valid results. stored in the output registers. (Table II displays these conditions 


in a truth table. 
When the registered round control, RND, is HI, the product in a truth table.) 


will be rounded to the 12 most significant bits by adding a The accumulation register is partitioned into three words: a 12- 
binary | to the MSB of the LSP, consistently rounding toward bit LSP, a 12-bit MSP, and a 3-bit XTP. The 3-bit extension 
positive infinity. Truncating the MSP (RND LO) introduces a register makes possible summing at least eight large products 
large-sample statistical bias of —(2'* — 1)/2 LSBs of the LSP, without overflow. In twos-complement mode, the MSB of the 


while rounding (RND HI) reduces the bias to + 1/2LSBs of the XTP will be the product sign bit. Sign bits, or zeros in the case 
LSP. 


OUTPUT DATA FORMATS 


INTEGER TWOS COMPLEMENT (TC = 1) 

sign sign 

(-2") 210 29 ---| 22 2) | 2° ~ 276 225 224 223 222 221 —--| 214 213 212 211 | 210 29 ~--| 22 21 
FRACTIONAL TWOS COMPLEMENT (TC = 1) 

sign sign 

(-2°) 2 1 | 22 eon er om | 29 2:10 211 = 24 23 22 2! 2° 21 | en) er | 2°8 29 | 2:10 211 2:12 2:13 |- Poe | 2:20 221 2-22 


UNSIGNED MAGNITUDE INTEGER (TC = 0) 


| 
I 
| 
I 
| 
| 
| 
I 
| 
| 
{ 
| 


Qi 210 29 ---| 22 | 21 2° 226 225 224 223 | 222 221 ---| 214 213 212 2" 210 2? —--| 22 2) | 20 





Table 71. Data Formats 
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of unsigned-magnitude, are extended from the MSB of the 
product to the MSB of the XTP in the adder/subtracter. (Data 
preloaded to the accumulation registers will not be sign-extended 
until it is added to or subtracted from a product.) 


The rising edge of CLK P latches the LSP, MSP, and XTP 
into the accumulation registers. Each of. these registers has its 
own three-state control. A HI on the asynchronous TSL, TSM, 
or TSX line disables the corresponding LSP, MSP, or XTP 
output driver to a high-impedance state. Conversely, a LO on 
TSL, TSM, or TSX enables the corresponding output driver, 
driving the output bus. : 


jacc |SuB_ | Function 


] Accumulator, = X,Y,— Accumulator,., 
Accumulator, = X,;;Y,+ Accumulator,.; 
Accumulator, = X,Y, 










Table Il. Function Truth Table 


ABSOLUTE MAXIMUM RATINGS 


Supply Voltage ..............000. —0.3V to 7V 
Input Voltage: 006 ck ok eS ok —0.3 to Vpp 
Output Voltage .............20.4. —0.3 to Vpp 


Operating Temperature Range (Tamprent) . —55°C to +125°C 
Storage Temperature Range. ........ — 65°C to 4+ 150°C 
Lead Temperature (10sec) 300°C 


e e @¢ ee e© @ @ © @ @ e@ @ e@ e@ @ 


TYPICAL MAC TIME - ns 





AMBIENT TEMPERATURE - °C 


Figure 5. Approx. Multiply Time vs. Temperature 


INTERNAL VISUAL INSPECTION 
COMMERCIAL 


STABILIZATION BAKE 
OD 1008 
CONDITION C — 24 HRS, 150°C 


TEMPERATURE CYCLE 
METHOD 1010 
CONDITION C - 10 CYCLES 


CENTRIFUGE 
METHOD 2001 
CONDITION D - 20,000G, Y1 PLANE 


The asynchronous preload control, PREL, can be used to initialize 
the output registers. In conjuction with TSL, TSM, and TSX, _ 
PREL can be used to preload either one, two or all three of the | 
output registers simultaneously. If PREL is HI while either 
TSL, TSM, or TSX is also HI, then the data at the output 

ports is loaded into the respective output registers on the rising 
edge of CLK P. (See Table III for a truth table of these 
conditions.) oS . AS Tai 





[PREL| TSX [TSM|TSL| XTP | MSP_| LSP _| 





0 0 0 0 Q Q Q 
0 0 0 1 Q- Q Z 
0 0 1 0 Q Z. Q 
0 0 ) 1 Q Z Z 
0 1 0 | O Z Q Q 
- 0 . 1 0 d Z Q Z 
0 l 1 0 | z Z Q 
0 | 1 b- 2 1 Z Z Z 
LL ° 0 0 0 Z Z Le 3 
1 0 0 1 Z Z Preload 
] 0 l 0 Z Preload 
] 0 ] 1 Z Preload | Preload 
] 1 0 0 Preload| Zs Z 
] ] 0 ] Preload | Z Preload 
} | 1 ] 0 Preload | Preload | Z 
l 1 | ] Preload | Preload | Preload 
NOTE: . Oe a . 
Z = Output buffers at high impedance (output disabled) 
Q = Output buffers at low impedance. Contents of output 
_ register will be transferred to output pins. 
Preload = Output buffers at high impedance. 


Preload data supplied externally at output pins will be 
loaded into the output register at the rising edge of CLK P. 


_ Table lil. Preload Truth Table 


~~ 
oa 


TYPICAL CURRENT CONSUMPTION - mA 
w 
: °o 


N 
on 


65ns Ips 10us 
. MAC TIME ——a 


Figure 6. Typical Ipp vs. Frequency of Operation 


HERMETICITY 


FINE LEAK CONDITION A OR B 
1 


THOD 1014 
GROSS LEAK CONDITION C 


INTERIM ELECTRICAL TESTING 


BURN-IN 
METHOD 1015 
160 HRS ~ 125°C 


100% FINAL ELECTRICAL TESTING 


Figure 7. PLUS Processing Environmental Flow 
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ADSP-1009A PIN CONFIGURATIONS 





ORDERING INFORMATION 

Part Number Temperature Range 
ADSP-1009AKD Oto +70°C 
ADSP-1009AKG Oto + 70°C 
ADSP-1009AKN Oto + 70°C 
ADSP-1009AJD Oto + 70°C 
ADSP-1009AJG Oto +70°C 
ADSP-1009AJN Oto + 70°C 
ADSP-1009ATD/ + — 55°C to + 125°C 
ADSP-1009ATG/ + — 55°C to + 125°C 
ADSP-1009ASD/+ — 55°C to + 125°C 
ADSP-1009ASG/ + — 55°C to + 125°C 
ADSP-1009ATD/883B — 55°C to + 125°C 
ADSP-1009ATG/883B — 55°C to + 125°C 
ADSP-1009ASD/883B — 55°C to + 125°C 
ADSP-1009ASG/883B — 55°C to + 125°C 
ADSP-1009ASE/ + — 55°C to + 125°C 
ADSP-1009ASE/883B — 55°C to + 125°C 
ADSP-1009ATE/ + — 55°C to + 125°C 
ADSP-1009ATE/883B — 55°C to + 125°C 


PIN GRID ARRAY 


Package 


64-Pin Ceramic DIP 
68-Pin Grid Array 
64-Pin Plastic DIP 
64-Pin Ceramic DIP 
68-Pin Grid Array 
64-Pin Plastic DIP 
64-Pin Ceramic DIP 
68-Pin Grid Array 
64-Pin Ceramic DIP 
68-Pin Grid Array 
64-Pin Ceramic DIP 
68-Pin Grid Array 
64-Pin Ceramic DIP 
68-Pin Grid Array 
68-Contact LCC 
68-Contact LCC 
68-Contact LCC 
68-Contact LCC 





Package 
Outline 


D-64A 
G-68A 
N-64A 
D-64A 
G-68A 
N-64A 
D-64A 
G-68A 
D-64A 
G-68A 
D-64A 
G-68A 
D-64A 
G-68A 
E-68A 
E-68A 
E-68A 
E-68A 


Contact DSP Marketing in Norwood concerning the availability of other package types. 
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FEATURES 

16 x 16-Bit Parallel Multiplication/Accumulation 

75ns Multiply/Accumulate Time 

400mW Power Dissipation with TTL-Compatible CMOS 
Technology 

Twos Complement or Unsigned Magnitude 

Preloadable Accumulation Registers 

Available in Hermetically-Sealed 64-Pin DIP, 
Hermetically-Sealed 68-Pin Grid Array, 
Plastic 64-Pin DIP, or 68-Contact LCC 

Available Specified to MIL-STD-883, Class B 

Pin-Compatible with ADSP-1010, TDC1010J1, 
™IC2010J33, and TMC2110J3 


APPLICATIONS 

Digital Signal Processing 
Digital Filtering 
Fourier Transformations 
Correlations 

Image Processing 

Telecommunications 


GENERAL DESCRIPTION 
The ADSP-1010A is a high-speed, low-power 16 x 16-bit parallel 
multiplier/accumulator fabricated in 1.5 micron CMOS. 


The ADSP-1010A has two 16-bit input ports, a 16-bit Most 
Significant Product (MSP) port, a 16-bit Least Significant Product 
(LSP) port, and a 3-bit Extended Product (XTP) port. The 
LSP output port is a bidirectional port shared with the Y input 
port. Inputs can be represented in either twos-complement or 
unsigned-magnitude formats. The ADSP-1010A produces a 32- 
bit product whose MSP can be rounded with a control which 
causes a 1 to be added to the Most Significant Bit (MSB) of the 
LSP. After multiplying, the ADSP-1010A can latch its product 
directly into the output register or update the output registers 
with its previous contents added to or subtracted from the product. 
The output registers can also be initialized prior to multiplication/ 
accumulation with data preloaded from the output ports. 


All input pins are diode-protected. The input and output registers 
are all D-type positive-edge-triggered flip-flops. The input registers 
are controlled by independent clock lines. A third clock line 
controls the product registers. Each of the three product registers 
has its own three-state output control. Three-state outputs and 
independently clocked inputs allow the ADSP-1010A to be 
connected directly to a single 16-bit bus. 


The ADSP-1010A is a pin-for-pin replacement for Analog Devices’ 
ADSP-1010 and is also pin-for-pin compatible in a DIP package 
with TRW’s TDC1010J1, TMC2910J3, and TMC2110J3. 


16 x 16-Bit CMOS 
Multiplier/Accumulator 


ADSP-1010A 





MICROCODE MEMORY 


WITROCODE 
INSTRUCTION 











MICROCODE 
MEMORY 





Pe eo re 








ADSP-1401 





PROGRAM 
SEQUENCER 


DATA } | 
MEMORY 


DATA BUS 





WORD-SLICE™ MICROCODED SYSTEM WITH ADSP-10104 | 


The power consumption of the ADSP-1010A is 400mW maximum, 
less than 10% of the power required by equivalent bipolar devices. 
The differential between the ADSP-1010A’s junction temperature 
and the ambient temperature stays small because of this low 
power dissipation. Thus, unlike equivalent bipolar devices, the 
ADSP-1010A can be safely specified for operation at environmental 
temperatures over its extended temperature range (— 55°C to 

+ 125°C ambient). 


The ADSP-1010A is available for both commercial and MIL 
temperature ranges. Extended temperature range parts are avail- 
able with optional high-reliability processing (““PLUS” parts) 
(see Figure 7.). MIL.-grade parts are available processed fully to 
MIL-STD-883, Class B. Additionally, the ADSP-1010A is avail- 
able in either a 64-pin hermetica!ly-sealed ceramic DIP, a space- 
saving, hermetically-sealed 68-pin grid array, a plastic 64-pin 
DIP, or a 68-contact LCC. 


Yui 16 sas 
IN! td 
usP Y INPUT 
ae aia y | 
CLK Y © 16 x 16-BIT 
nee HT ASYNCHRONOUS | 32 35 
Mer MULTIPLIER 
CONTROL ADDER’ 
ey REGISTER ARRAY /™ SUBTRACTER 
; 7 
{ 
16 : 
X INPUT 
Xin REGISTER 


CLK P er 


fe} 
x = 
4 da 
en 
bo} 





Functional Block Diagram 
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SPECIFICATIONS’ 
RECOMMENDED OPERATING CONDITIONS 





ADSP-1010A 


J and K Grades S and T Grades” 
Parameter Min Max Min Max Unit 


Vpp___ Supply Voltage | 4.75 5.5 | Vv 
Tamp Operating Temperature (ambient) | +70 «| 55 | +125 °C 


ELECTRICAL CHARACTERISTICS 


ADSP-1010A 
J and K Grades S and T Grades 

Parameter Test Conditions Min Max Min Max Unit 
Vix  High-LevelInput Voltage ©@Vpp = max Cn re eS ae V 
Vi Low-Level Input Voltage @ Vpp= min hes | 0.8 Pod | 0.8 | V 
Vou High-Level Output Voltage @Vpp=min & Ioy= — 1.0mA (24 } | 24 | | V 
Vo. Low-Level Output Voltage @Vpp=min & Io, =4.0mA a ee ee eee V 
Ii High-Level Input Current, | 

All Inputs @ Vpp= max & Vin =5.0V [eae Woe. pA 
lin Low-Level Input Current, 
loz  Three-State Leakage Current @ Vpp = max; High Z; Vin = OV or max ae i ae ae pA 
Ipp Supply Current @ max clock rate; TTL inputs 80 00 m/ 
Ipp Supply Current—Quiescent All Viy=2.4V -_ 35 Lt 40 mA 
SWITCHING CHARACTERISTICS® 

ADSP-1010A 
Oto + 70°C — 55°C to + 125°C 
J Grades K Grades S Grades T Grades 

Parameter Min | Max Min | Max Min | Max Min | Max Unit 
tena ThreeSteEnableDeay |__| | | |__| [|= 
inis Three StateDisableDely |__| [3 | [3s | 1. |= 
ipw Clock Pulse Width ss 
ts___Input Setup Time Es OO OD 
ty Input Hold Time es a) (ae a I ee ee 
mse MnivacmalerTing [YP [fe 


NOTES 

‘All min and max specifications are over power supply and temperature range indicated. . 

2S and T grade parts are available processed and tested in accordance with MIL-STD-883, Class B. The processing and test 
methods used for S/883B and T/883B versions of the ADSP-1010A can be found in Analog Devices’ Military Databook. 
Alternatively, S and T grade parts are available with high-temperature testing or with optional high-reliability 
“PLUS” processing as shown in Figure 7. 

Input levels areGND and + 3.0V. Rise times are 5ns. Input timing reference levels and output reference levels are 1.5V, 
except for tena and tp;s which are as indicated in Figure 1. 


Specifications subject to change without notice. 
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INPUT CLOCKS 
(CLK X, CLK Y) 


THREE-STATE CONTROL disable 
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Figure 1. ADSP-1010A Timing Diagram 


METHOD OF OPERATION 

The X and Y input registers are positive-edge triggered D-type 
flip-flops. Input data is loaded to the X and Y registers with the 
rising edges of CLK X and CLK Y, respectively. The X and Y 
input data can be represented in either twos-complement or 
unsigned-magnitude formats. (Mixed-mode is not supported.) 


TC, RND, ACC, and SUB are registered input controls. Note 
that these four controls are latched by the rising edge of the 
logical OR of CLK X and CLK Y. Be sure that CLK X and 
CLK Y are both LO (logic 0) before attempting to clock in 
these controls. 


When the registered twos-complement control, TC, is HI (logic 
1), the inputs are interpreted as twos-complement numbers. 
(See Table I for the ADSP-1010A’s data formats.) When TC is 
LO, the inputs are interpreted as unsigned magnitude numbers. 
In both cases, outputs will be in the same format as inputs. No 
shifting is performed in the ADSP-1010A, so all multiplications, 
including (twos-complement) negative full scale multiplied by 
negative full scale, yield valid results. 


When the registered RND control is HI, the MSP will be rounded 
by adding a binary 1 (with carry) to the most significant bit 
(MSB) of the LSP, consistently rounding toward positive infinity 
at mid-scale. Truncating the MSP (RND LO) introduces a 
large-sample statistical bias into the MSP of —(2!©— 1)/2 times 
the LSB of the LSP, while rounding (RND HI) reduces the 
bias to + 1/2 times the LSB of the LSP. 


Registered ACC and SUB controls determine whether the product 
will be latched directly into the output registers or whether they 
will be updated with the previous contents of the output registers 
added to or subtracted from the product. If ACC is LO, the 
product will overwrite the previous contents of the output registers. 
Holding ACC low at the beginning of a summation avoids the 
need for a separate operation to clear the output registers. If 
ACC is HI and SUB is LO, the previous contents of the output 
registers will be added to the product and stored in the output 
registers. If ACC is HI and SUB is HI, the previous contents of 
the output registers will be subtracted from the product and 


Vop Voo 


Figure 2. Equivalent Input 
Circuits 


Figure 3. Equivalent Output 
Circuits 


oO 
OUTPUT +1.5V 
N 


Figure 4. Normal Load for AC Measurements 


stored in the output registers. (Table II displays these conditions 
in a truth table.) 


The accumulation register is partitioned into three words: a 16- 
bit LSP, a 16-bit MSP, and a 3-bit XTP. The 3-bit extension 
register makes possible summing at least eight large products ° 
without overflow. In twos-complement mode, the MSB of the 
XTP will be the product sign bit. Sign bits, or zeros in the case 
of unsigned-magnitude, are extended from the MSB of the 
product to the MSB of the XTP in the adder/subtracter. (Data 
preloaded to the accumulation registers will not be sign-extended 
until it is added to or subtracted from a product.) 
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X & Y INPUT DATA FORMATS 
XTP 


js fre fis | [2 | [oo | [os | 


INTEGER TWOS COMPLEMENT (TC = 1) 
sign 
(—2"5)|2" | 213 | 


| 2? | 27 | 2° 
FRACTIONAL TWOS COMPLEMENT (TC = 1) 


AS 234| 233 | 


sign 

(-2°) \2" | 22 | | 2] 2"4| 215 
UNSIGNED MAGNITUDE (INTEGER) (TC = 0) 

215 j2"4 | 213 |: a hose: 9 | 22 | 21 | 2° 


-a\ 2 | 


234 | 233 | 


231 | 230 | 229 | 


2) | 20 | 21 | 


231 | 230 | 229 | 


OUTPUT DATA FORMATS 


| 2"° | 2" | gis | 915 | 24 213 | 


| 27 2°13 | 2% 215 | 216 | 277 | 
\ 
‘ 


| 2'8 | 2” | 216 1 25 | 28) | ae 





Tablel. Data Formats 


The rising edge of CLK P latches the LSP, MSP, and XTP 
into the accumulation registers. Each of these registers has its 
own three-state control. A HI on the asynchronous TSL, TSM, 
or TSX line disables the corresponding LSP, MSP, or XTP 
output driver to a high-impedance state. Conversely, a LO on 
TSL, TSM, or TSX enables the corresponding output driver, 
driving the output bus. 





Function 












Accumulator, = X,;Y,— Accumulator,.; 
Accumulator, = X,Y,+ Accumulator,., 
Accumulator,= X,_Y; 


oe _ —_ 
xo 


Table ll. Function Truth Table 


ABSOLUTE MAXIMUM RATINGS 


Supply Voltage: <s.a.5 dane dak @ oe oe —0.3V to 7V 
Input Voltage .............206004 —0.3 to Vpp 
Output Voltage ................. —0.3 to Vpp 


Operating Temperature Range (Tamprent) . —55°C to + 125°C 
Storage Temperature Range. ........ — 65°C to + 150°C 
Lead Temperature (10sec) 300°C 


The asynchronous preload control, PREL, can be used to initialize 
the output registers. In conjuction with TSL, TSM, and TSX, 
PREL can be used to preload either one, two or all three of the 
output registers simultaneously. If PREL is HI while either 
TSL, TSM, or TSX is also HI, then the data at the output 
ports is loaded into the respective output registers on the rising 
edge of CLK P. (See Table III for a truth table of these 
conditions. ) 





PREL TSX TSM _ TSL 









0 0 0 0 Q Q Q 
0 0 0 1 Q Q Z 
0 0 1 0 Q Z Q 
0 0 1 1 Q Z Z 
0 l 0 0 Z Q Q 
0 ] 0 1 Z Q Z 
0 ] 1 0 Z Z Q 
0 1 ] 1 Z Z Z 
1 0 0 0 Z Z Z 
1 0 0 1 Z Z Preload 
1 0 ] 0 Z Preload Z 
1 0 1 1 Z Preload Preload 
1 1 0 0 Preload Z Z 
1 1 0 1 Preload Z Preload 
1 ] 1 0 Preload reload Z 
] 1 1 1 Preload reload Preload 





NOTE: 

Z = Output buffers at high impedance (output disabled) 

Q = Output buffers at low impedance. Contents of output 
register will be transferred to output pins. 

Preload = Output buffers at high impedance. 


Preload data supplied externally at output pins will be 
loaded into the output register at the rising edge of CLK P. 


Table Ill. Preload Truth Table 





ESD SENSITIVITY 


The ADSP-1010A features input protection circuitry consisting of large “distributed”? diodes and 
polysilicon series resistors to dissipate both high-energy discharges (Human Body Model) and fast, 
low-energy pulses (Charged Device Model). Per Method 3015.2 of MIL-STD-883C, the ADSP-1010A 
has been classified as a Category A device. 


Proper ESD precautions are strongly recommended to avoid functional damage or performance 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test equipment 
and discharge without detection. Unused devices must be stored in conductive foam or shunts, 
and the foam should be discharged to the destination socket before devices are removed. For 
further information on ESD precautions, refer to Analog Devices’ ESD Prevention Manual. 


WARNING! 
4 


ESD SENSITIVE DEVICE 
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Figure 5. Approx. Multiply Time vs. Temperature Figure 6. Typical Ipp vs. Frequency of Operation 


INTERNAL VISUAL INSPECTION 


COMMERCIAL HERMETICITY 


FINE LEAK CONDITION A OR B 
METHOD 1014 
GROSS LEAK CONDITION C 


INTERIM ELECTRICAL TESTING 


BURN-IN 
METHOD 1015 
160 HRS — 125°C 


STABILIZATION BAKE 
METHOD 1008 
CONDITION C - 24 HRS, 150°C 


TEMPERATURE CYCLE 
METHOD 1010 
CONDITION C - 10 CYCLES 





CENTRIFUGE 
METHOD 2001 


CONDITION D - 20,000G, Y1 PLANE 


100% FINAL ELECTRICAL TESTING 


Figure 7. PLUS Processing Environmental Flow 


ORDERING INFORMATION Package 
Part Number Temperature Range Package Outline 
ADSP-1010AJN Oto + 70°C 64-Pin Plastic DIP N-64A 
ADSP-1010AKN Oto + 70°C 64-Pin Plastic DIP N-64A 
ADSP-1010AJD Oto + 70°C 64-Pin Ceramic DIP D-64A 
ADSP-1010AKD Oto + 70°C 64-Pin Ceramic DIP D-64A 
ADSP-1010AJG Oto + 70°C 68-Pin Grid Array G-68A 
ADSP-1010AKG Oto + 70°C 68-Pin Grid Array G-68A 
ADSP-1010ASD —55to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1010ATD —55to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1010ASD/+ —55to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1010ATD/+ — 55 to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1010ASD/883B —55to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1010ATD/883B —55to + 125°C 64-Pin Ceramic DIP D-64A 
ADSP-1010ASG — 55 to + 125°C 68-Pin Grid Array G-68A 
ADSP-1010ATG —55to + 125°C 68-Pin Grid Array G-68A 
ADSP-1010ASG/+ —55to + 125°C 68-Pin Grid Array G-68A 
ADSP-1010ATG/ + —55to +125°C 68-Pin Grid Array G-68A 
ADSP-1010ASG/883B —55to + 125°C 68-Pin Grid Array G-68A 
ADSP-1010ATG/883B —55to + 125°C 68-Pin Grid Array G-68A 
ADSP-1010ASE/ + —55to + 125°C 68-Contact LCC E-68A 
ADSP-1010ATE/+ —55to + 125°C 68-Contact LCC E-68A 
ADSP-1010ASE/883B — 55 to + 125°C 68-Contact LCC E-68A 
ADSP-1010ATE/883B — 55 to + 125°C 68-Contact LCC E-68A 


Contact DSP Marketing in Norwood concerning the availability of other 


package types. 
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DIP 
D-64A 
N-64A 


[pin | Function | [pin | Function | 
X6 33. P24 


X5 
x4 

x3 

x2 

x1 

xo 

YO, PO 
Y1,P1 
Y2, P2 
Y3, P3 
Y4,P4 
Y5, P5 
Y6, P6 
Y7,P7 
GND 
Y8, P8 
Y9, P9 
Y10,P10 
v11,P11 
Y12,P12 
13, P13 
Y14,P14 
Y15, P15 
P16 

P17 

P18 

P19 

P20 

P21 

p22 

P23 


OOAnN DOA WH = 
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ADSP-1010A PIN CONFIGURATIONS 


PIN GRID ARRAY 

















































































































































G-68A 
[FUNCTION || PIN | FUNCTION ] 
1 Y1,P1 35 P32 
2 Y2,P2 36 
3 Y3,P3 37 
r 4 Y4,P4 38 
5 Y5,P5 39 
6 Y6,P6 40 
7 Y7,P7 41 
8 GND 42 
9 Y8,P8 43 
10 Y9,P9 44 
11 Y10, P10 45 
12 Y11,P11 46 
13 Y¥12,P12 47 
14 Y13, P13 48 
15 Y14,P14 49 
16 Y15,P15 50 
17 NIC 51 
18 P16 52 
19 P17 53 
20 P18 54 
21 P19 55 
22 P20 56 
23 P21 57 
24 P22 58 
25 P23 59 
26 P24 60 
27 P25 61 
28 P26 62 
29 P27 -63 
30 P28 64 
31 P29 65 
32 P30 66 
P31 67 





w 
rs 


N/C 68 






















































































LCC 
E-68A 
[em | Function || pin_| Function 
1 X6 35 P24. 
2 X5 36 
3 x4 
4 X3 
5 X2. 
6 x1 
7 Xo 
8 YO, PO 
9 NIC 
10 Y1,P1— 
11 Y2, P2 
12 Y3,P3 
13 Y4,P4 
14 Y5,P5 
15 Y6, P6 
16 Y7,P7 
17 GND 
18 Y8,P8 
19 v9, P9 
20 Y10, P10 
21 Y11,P11 
22 ¥12,P12 
23 Y13, P13 
24 Y¥14,P14 
25 ¥15,P15 
26 N/C 
27 P16 
28 P17 
29 P18 
30 P19 
31 P20 
32 P21 
33 P22 
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TTL 16 x 16-Bit Multiplier 


ADSP-7018 _ 


FEATURES 

16 x 16-bit Parallel Multiplication 

19ns Max Multiplication Time 

TTL Compatible 

4.0W Max Power Dissipation 

Independent Input and Output Latches Which 
Can Be Made Transparent 

Unclocked, Single-, Double-, and Triple-Clock 
Operation 

Twos Complement, Unsigned Magnitude, and 
Mixed Mode 

Format Adjust and Rounding 

Parallel Data Load and Passthrough from Input Port 

Full 32-Bit Product Output Port 

16-Bit Output Multiplexer 

independent Three-State Control for LSP and MSP 

Sign, Overflow, and Zero Status Flags 

Pin-Compatible with B2018 

1.20” Square 108-Pin Grid Array 


APPLICATIONS 

Digital Signal Processing 
Array Processors 
Super-Minicomputers 
General-Purpose Computing 


GENERAL DESCRIPTION 
The ADSP-7018 is a high-spe 
plier, fabricated in TT L-compat 
has two 16-bit input ports and 


Product (MSP) portions, or LSP and MSP‘multiplexe 0'a> 
single 16-bit port. Each 16-bit field of the product latch has 
own three-state output control. 


Inputs can be represented in either twos-complement, unsigned- 
magnitude, or mixed-mode formats. The input, instruction, 
status, and output latches are all latches which can be enabled 
to be transparent. Input operands and output results are stored 
in individually enabled latches with separate clocks for input 
and output. For unclocked flow-through operation, the latches 
can be made transparent by holding clocks and enables active. 
Tying clocks together as a single clock causes input and output 
latches to operate in complementary fashion, simplifying syn- 
chronous operation. The two clocks are fully independent, allowing 
double clock operation. With both clock lines held active, the 
three enable controls can function as three independent clock 
lines for the two data input ports and the output port, 
respectively. 





The ADSP-7018 produces a 32-bit product that may be format- 
adjusted for consistent signed fractional output format and for 
maximum precision in a 16-bit MSP. The MSP of the format- 
adjusted 32-bit product can be rounded with a control which 
causes a 1 tg to the Most Significant Bit (MSB) of the 
ih flags indicate the presence of a zero, negative, 
result. The input operands can be loaded and 





















‘018:1s'4 pin-for-pin replacement for —n Integrated 
s B2018 TTL 16 X 16 Multiplier. 


ct, hermetically-sealed 108-pin grid array. 


This information applies to a product under development. Its characteristics and specifictions are subject to change without notice. 
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SPECIFICATIONS’ 
ABSOLUTE MAXIMUM RATINGS 


Parameter 










“ADSP-7018 
Max 











Supply Voltage (GND = 0) 
Input Voltage (GND = 0) 
lo Output Source Current 

Continuous 

Surge 
Storage Temperature (ambient) 
Operating Junction Temperature 


RECOMMENDED OPERATING CONDITIONS 


Parameter 

















Supply Voltage 
Operating Temperature (ambient)? 


ELECTRICAL CHARACTERISTICS 








Parameter 
Vin 
Vin 
Vou 3 
VoL Low-Level Output Voltage 
lin High-Level Input Current, 
All Inputs 
In Low-Level Input Current, 
All Inputs @Vcc= max & Vin =0.4V 
lou High-Level Output Current 
Io Low-Level Output Current 
loz Three-State Leakage Current @Vcc= max; High Z; Vin =0or Vcc= ma 
Icc Supply Current @Vcc= max; max clock rate; TTL inputs 
SWITCHING CHARACTERISTICS? 
ADSP-7018]J 
Parameter Max Unit 
ts Input Setup Time 
ty Input Hold Time 
tc Clock and Latch Enable Pulse Duration 
tocm Data to Clock Multiply Time 
tccH Clock to Clock Hold Time 
tccmM Clock to Clock Multiply Time 
tcop Clocked Output Delay 
tppM Data to Data Multiply Time 
tcDM Clock to Data Multiply Time 
tpoHz Output Disable Delay High to HI-Z 
(PIL Output Disable Delay Low to HI-Z 
tpzH Output Enable Delay HI-Z to High 
tpzL Output Enable Delay HI-Z to Low 
NOTES 


‘All min and max specifications are over power-supply and temperature range indicated. 
“Input levels are GND and + 3.0V. Rise times are 5ns. Input timing reference levels and 

output reference levels are 1.5V, except for tuo and tpao which are as indicated in Figure 1. 
3500 linear feet per minute ambient air flow. 


Specifications subject to change without notice. 
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Vcc1 Vcce GND1 GND2 















ig 7 4 5 
OVEL, AUET 
ZERO, NEG 3 STATUS 

LATCH ——__4—— ZERO 

NEG 

EN 
O WEN 
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16 x 16 BIT 
ASYNCHRONOUS 
MULTIPLIER 


O TLE 


(a | > ES AE TLS 
a . | TMs 
if 


Z_) 


YE 

ss 32 

on ee ADJUST aa) LATCH 
XEN 2 RESULT W RESULT 






6 
7) x-input [7 ) oo 


XM O 


SEL 





CONTROL 

XEN Enable X-Input Latch 

YEN Enable Y-Input Latch 

WEN Enable W Latch 

XM X-Input Data Format 

YM Y-Input Data Format 

FA Format Adjust 

LD Load Concatentated X and Y Operands 

RND Round MSP 

TME Enable TMS Output (Active LO) 

TLE Enable TLS Output (Active LO) 

TSEL Select MSP or LSP to TMS Port 

STATUS 

ZERO Zero 

OVFL Overflow 

NEG Negative 

CLOCKS 

CK1 input Latches Clock 

CK2 Output Latches Clock 

POWER | 

Vee Positive Supply Voltage to Internal 
Logic 

Vec2 Positive Supply Voltage to Output 
Circuits 

GND1 Negative Supply Voltage to Internal 
Logic 

GND2 Negative Supply Voltage to Output 
Circuits 


This information applies to a product under development. Its characteristics and specifictions are subject to change without notice. 
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METHOD OF OPERATION 

The X-Input Latch holds its most recent contents unless CLK1 
is LO (logic 0) when enabled (made transparent) by XEN also 
LO. Similarly, the Y-Input Latch holds its most recent contents 
unless CLK1 is LO when enabled by YEN also LO. The state 
of the CK] input clock has no effect on each input latch unless 
the input enable lines XEN and YEN are LO, respectively. 
When these enable lines are LO, the respective latches will pass 
data when the CK1 input is LO and hold data when the CK1 
input is HI (logic 1). 











The X and Y input data can be either in twos-complement, 
unsigned-magnitude, or mixed-mode formats (Table I). Twos- 
complement input data is indicated by HI levels on the XM line 
for X input data and HI levels on the YM line for Y input data. 
Unsigned-magnitude X and Y inputs are indicated by LO levels 
on the XM and YM lines, respectively. Outputs will be in the 
same format as inputs unless the input formats are mixed, in 
which case the outputs will be in twos-complement representation. 
XM and YM are latched into the X-Input and Y-Input Latches 
with the input operand data. 


The Instruction Latch holds its most recent contents unless 





The Load (LD) instruction determines whether the multiplier 
array is active or put into a pass-through mode. When LD is 
LO, the multiplier array is active and produces the product of - 
the X and Y input values as Z result. When LD is HI, the 
multiplier array is put in the pass-through mode and the X and 
Y input values are concatenated to form a Z result with the X 
input in the most significant position (Table II). XM determines 
the sign mode of the complete 32-bit Z result. ZERO, OVFL 
and NEG are set depending on the value of this Z result. RND 


_and FA can also be used in this mode. Load allows any 32-bit 


number loaded through the input ports to be rounded, tested 
for zero and sign, and to have fractional binary. points aligned 
while testing for overflow. It is also valuable for system testing 
by providing a direct path through the multiplier and greater 
access to latches within the ADSP-7018. 


Output flags ZERO, OVFL, and NEG are generated from the 

intermediate Z result. When not rounding (RND LO), ZERO 

is set when the full 32-bit result is zero. When rounding (RND 
HD, ZERO i is set phe the format-adjusted MSP i in the W 


CLK1 is LO when enabled by either XEN or YEN also LO. « 
When CK] i is HI, HI, the contents of the Instruction —e ill Y if 





load (LD) are the chies instruc: 
held at the Instruction Latch. 


by adding a binary 1 (with carry) to the most significant it) \\ » | D 
(MSB) of the LSP, consistently rounding toward positive'Ipfinity 
at mid-scale. Truncating the MSP (RND LO) introduces a 
large-sample statistical bias of —(2!©— 1)/2 LSBs of the LSP, 
while rounding (RND HI) reduces the bias to + 1/2 LSBs of 
the LSP. 


The FA control format adjusts the Z output from the multiplier 
array. When FA is HI, the full 32-bit Z result is passed unmodified 
to the W latch (Tables II and III). All possible products can be 
represented without overflow, including twos-complement frac- 
tional (— 1.0) x (—1.0). The binary point in the MSP of a 
twos-complement fractional product will not align with the 
binary point in the input operands. Thus, the numeric weighting 
of data within a system using this format (with FA HI) will not. 


be uniform. Also, the two highest-order bits in a twos-complement 


product are normally redundant. An additional bit of precision 
in the MSP could be obtained by eliminating one of these redundant 
bits. 


Format adjust (FA LO) shifts the Z result left by one bit position 
and right-fills a binary zero (Table III). Thus, format adjust 
eliminates redundant high-order bits in twos-complement prod- 
ucts. The MSPs of fractional twos-complement products also 
receive proper weighting relative to input data. However, an 
overflow on format adjust will occur when full-scale negative is 
multiplied by itself, yielding full-scale negative instead of the | 
correct positive product (which is not representable in format- 
adjusted twos-complement format). This special condition is | 
monitored by the OVFL flag so that it does not go undetected. 


=— 
SS 
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—S 
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————EE 
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IINEG is set tly when a twos-complement or mixed-mode Z 


I oy A loaded, previously overflowed result (MSB 
Mi x by all zeros) will set NEG as well as OVFL, if 

M with XM HI. 

She output latches for data and flags ZERO, OVFL and NEG 
hold their most recent contents unless CLK2 is HI when enabled 
by WEN LO. With WEN LO, the output latches are transparent 
when CK2 is HI and data is held when CK2 is LO. The ADSP-7018 





_can be made a totally asynchronous device by holding all enables 


active (XEN, YEN, and WEN all LO) and CLK1 LO and 


- CLK2 HI. Note that the clock definitions are complementary; if 


CLK] and CLK2 are tied together and enable lines asserted, 
input latches will be transparent when output latches are latched 
and vice versa. CLK1 and CLK2 are fully independent, allowing 
double-clock operation. For triple-clock operation, the two 
clock lines can be held active which causes the three latch enable 
controls to behave like independent clock lines. 





The T output is fielded into two 16-bit portions, TMS and 
TLS, each with its own three-state controls. A HI on the asyn- 
chronous TME or TLE lines disables the corresponding TMS 
or TLS output driver to a high-impedance state. Conversely, a 
LO on TME or TLE enables the corresponding output driver, 
driving the. output bus. 


TSEL controls the multiplexer feeding the TMS field (Table 
IV). When TSEL is LO, the MSP from the W Latch will be 
passed to the TMS output. When TSEL is HI, the LSP will be 
routed to TMS. This multiplexer and its associated TSEL control 
simplifies operation of the ADSP-7018 in 16-bit bus systems. 














This information applies to a product under development. Its characteristics and specifictions are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 


5-48 FIXED-POINT COMPONENTS 


TTL 16 x 16-BIT FIXED-POINT MULTIPLIER 
CLOCKED AND UNCLOCKED TIMING 


| 
tens ZK mm MCLEE MTL 


Siena 
oo =O; —n 
CK1, XEN, YE Nog 00”té“‘i‘“SOSCSCS Cr 
| + tocm tecn 
NRESULT LLL LLL LLL I QL LLL 


CK2 (WEN = LO) 








T, OVFL ZERO, 
NEG 


NOTE: FOR FLOWTHROUGH OPE ES MUST BE MADE TRANSPARENT. 5 


OUTPUT ENABLE 


|-——_ 
TLS, TMS — te 


HIGH IMPEDANCE 


TLS, TMS y 7 \ 


tp2: 7 


— 
i 
mm 
=f 
m 








Figure 1. ADSP-7018 Timing Diagram 
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Figure 2. ADSP-7018 Load Test Circuit 
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TWOS-COMPLEMENT INTEGER 


ile RE 


BINARY POINT 
UNSIGNED FRACTIONAL 


EE FE Ed CG Eo 


BINARY POINT TWOS-COMPLEMENT FRACTIONAL 


[a a Ka Ea Es Ed eel as ees 


BINARY POINT 


X MODE 


YMODE }| YM 





Y OPERAND 


SEGResoR hee 


Table |. ADSP-7018 Input Data Formats 
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Table II. ADSP-7018 Z Result Formats, ZERO and NEG 
Flags, and Load Operation 
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FORMAT ADJUST = 0 FORMAT ADJUST LEFT SHIFT 


VALUE 
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VALUE 


BINARY POINT 





TSEL = 0 


TSEL = 1 


Table lV. ADSP-7018 Output Multiplexer 


ORDERING INFORMATION 
Part Number Temperature Range Package Package Outline 


ADSP-7018JG Oto +70°C 108-Pin Grid Array G-108A 


ESD SENSITIVITY 

The ADSP-7018 features input protection circuitry consisting of large ‘‘distributed” diodes and 
polysilicon series resistors to dissipate both high-energy discharges (Human Body Model) and fast, , , 
low-energy pulses (Charged Device Model). Per Method 3015.2 of MIL-STD-883C, the ADSP-7018 WARNING! 

has been classified as a Category A device. <<] 


Proper ESD precautions are strongly recommended to avoid functional damage or performance : As 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test equipment ESD SENSITIVE DEVICE 
and discharge without detection. Unused devices must be stored in conductive foam or shunts, 

and the foam should be discharged to the destination socket before devices are removed. For 

further information on ESD precautions, refer to Analog Devices’ ESD Prevention Manual. 
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ADSP-7018 PIN CONFIGURATION 
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NOTES 
1. ALL Vcc, PINS MUST BE TIED TO ALL Vec2 PINS. 
2. ALL GND1 PINS MUST BE TIED TO ALL GND2 PINS. 


This information applies to a product under development. Its characteristics and specifictions are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 


5-52 FIXED-POINT COMPONENTS 


ANAL 
OE WCEe ECL 16 x 16-Bit Multiplier 





ADSP-8018 


FEATURES 

16 x 16-bit Parallel Multiplication 

15ns Max Multiplication Time 

ECL 10KH Compatible 

4.125W Max Power Dissipation 

Independent Input and Output Latches which 
Can Be Made Transparent 

Unclocked, Single-, Double-, and Triple-Clock 
Operation 

Twos Complement, Unsigned Magnitude, and 
Mixed Mode 

Format Adjust and Rounding 

Parallel Data Load and Passthrough from Input Port 

Full 32-Bit Product Output Port 

Sign, Overflow, and Zero Status Flags 

Pin-Compatible with B3018 

1.20” Square 108-Pin Grid Array 


APPLICATIONS The ADSP-8018 produces a 32-bit product that may be format- 
Digital Signal Processing adjusted for consistent signed fractional output format and for 
Array Processors i 6-bit MSP. The MSP of the format- 


Super-Minicomputers uct can be rounded with a control which 
General-Purpose Computing ed to the Most Significant Bit (MSB) of the 

usflags indicate the presence of a zero, negative, , 
_.The input operands can be loaded and 


gh without multiplication, but with format 
unding, and setting of status flags. 





















GENERAL DESCRIPTION 
The ADSP-8018 is a high-speed 
plier. The ADSP-8018 has two Aput 
32-bit output port. These 32-bit products'are 
as independently enabled 16-bit Least Sig 
and 16-bit Most Significant Product (MSP) por 
and MSP multiplexed to a single 16-bit por | 
of the product latch has its own output enable control. 


-8018 is a pin-for-pin replacement for Bipolar Integrated 
B3018 ECL 16x 16 Multiplier. 


18 is available for commercial temperature ranges 
a a Compact, hermetically-sealed 108-pin grid array. 


Inputs can be represented in either twos-complement, unsigned- 
magnitude, or mixed-mode formats. The input, instruction, 
status, and output latches are all latches which can be enabled 
to be transparent. Input operands and output results are stored 
in individually enabled latches with separate clocks for input 
and output. For unclocked flow-through operation, the latches 
can be made transparent by holding clocks and enables active. 
Tying clocks together as a single clock causes input and output 
latches to operate in complementary fashion, simplifying syn- 
chronous operation. The two clocks are fully independent, allowing 
double clock operation. With both clock lines held active, the 
three enable controls can function as three independent clock 
lines for the two data input ports and the output port, 
respectively. 
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SPECIFICATIONS! 
ABSOLUTE MAXIMUM RATINGS rarer 


Parameter Min Max 























Vee Supply Voltage (Vcc = 0) 
Vin Input Voltage (Vcc = 0) 
Io Output Source Current 
Continuous 
Surge 
Tsr Storage Temperature (Ambient) 
Ty Operating Junction Temperature 


RECOMMENDED OPERATING CONDITIONS 


Parameter 








ADSP-8018 
Min | Nom Max 


—5.20] —4.94 
+70 


Vez Supply Voltage (Vcc = 0) 
Tamp Operating Temperature (Ambient)* 
Ry Output Termination to — 2.0V dc 


ELECTRICAL CHARACTERISTICS 


Parameter 






ADSP-8018 
25°C 


Vin —_—- High-Level Input Voltage ~ 
Vir. Low-Level Input Voltage 
Von High-Level Output Voltage 


(Terminated) @Vrr= max 
VoL Low-Level Output Voltage : 
(Terminated) @VrF= max 










Parameter Test Conditions 


In High-Level Input Current, 
All Inputs @ Veg= min & Vin = — 800mV 


Ih. Low-Level! Input Current, 
All Inputs @VexE= min & Vin= — 1.8V 
IEF Supply Current @Ver = min; ECL inputs 


SWITCHING CHARACTERISTICS7 


ADSP-8018J 





Parameter Min ! Max | Unit 
ts Input Setup Time ns 
ty Input Hold Time ns 
tc Clock and Latch Enable Pulse Duration ns 
tocm Datato Clock Multiply Time ns 
tcecyH Clock to Clock Hold Time ns 
tccm Clock to Clock Multiply Time ns 
tcop Clocked Output Delay ns 
tppm Datato Data Multiply Time ns 
tcpm Clock to Data Multiply Time ns 
tpao Output Disable Delay ns 
teno Output Enable Delay ns 
NOTES 

‘All min and max specifications are over power-supply and temperature range indicated. 3500 linear feet per minute ambient air flow. See also Figure 3. 

“Input levels are — 1.8V and — 800mV. Rise times are 2ns typical. Input and output Specifications subject to change without notice. 


timing reference levels are — 1.3V. 
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TLS 15.0 
CONTROL 
XEN Enabie X-Input Latch 
YEN Enable Y-Input Latch 
WEN Enable W Latch 
XM X-Input Data Format 
YM Y-input Data Format 
FA Format Adjust 
LD Load Concatentated X and Y Operands 
RND Round MSP 
TME Enable TMS Output (Active LO) When TEN LO 
TLE Enable TLS Output (Active HI) When TEN LO 
TEN Enable Both TMS and TLS Ouput (Active LO) 
When TME LO and TLE HI 
STATUS 
ZERO Zero 
OVFL Overflow 
NEG Negative 
CLOCKS 
CK1 Input Latches Clock 
CK2 Output Latches Clock 
POWER 
Vecs Most Positive Supply Voltage to 
internal Logic (Usually GND) 
Vec2 Most Positive Supply Voltage to 
Output Circuits (Usually GND) 
Vee Most Negative Supply Voltage 
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METHOD OF OPERATION 3 

The X-Input Latch holds its most recent contents unless CLK] 
is LO (logic 0) when enabled (made transparent) by XEN also 
LO. Similarly, the Y-Input Latch holds its most recent contents 
unless CLK1 is LO when enabled by YEN also LO. The state 
of the CK] input clock has no effect on each input latch unless 
the input enable lines XEN and YEN are LO, respectively. 
When these enable lines are LO, the respective latches will pass 
data when the CK1 input is LO and hold data when the CK1 
input is HI (logic 1). 

















The X and Y input data can be either in twos-complement, 
unsigned-magnitude, or mixed-mode formats (Table I). Twos- 
complement input data is indicated by HI levels on the XM line 
for X input data and HI levels on the YM line for Y input data. 
Unsigned-magnitude X and Y inputs are indicated by LO levels 
on the XM and YM lines, respectively. Outputs will be in the 
same format as inputs unless the input formats are mixed, in 
which case the outputs will be in twos-complement representation. 
XM and YM are latched into the X-Input and Y-Input Latches 
with the input operand data. 


The Instruction Latch holds its most recent contents unless 
CLK1 is LO when enabled by either XEN or YEN also LO. 

When CK] is HI, the contents of the Instruction Lat ; 
held. If both XEN and YEN are HI, the contents of.the 

















load (LD) are the three instructi 
held at the Instruction Latch. 


product (MSP) and a 16-bit least signifi 
When the RND is HI, the MSP of the W 
by adding a binary 1 (with carry) to the most significant bit | 
(MSB) of the LSP, consistently rounding toward positive ‘inf 
at mid-scale. Truncating the MSP (RND LO) introduces a 
large-sample statistical bias of —(2!©—1)/2 LSBs of the LSP, 
while rounding (RND HI) reduces the bias to + 1/2 LSBs of 
the LSP. 


The FA control format adjusts the Z output from the multiplier 
array. When FA is HI, the full 32-bit Z result is passed unmodified 
to the W latch (Tables II and III). All possible products can be 
represented without overflow, including twos-complement frac- 
tional (— 1.0) x (—1.0). The binary point in the MSP of a 
twos-complement fractional product will not align with the 
binary point in the input operands. Thus, the numeric weighting 
of data within a system using this format (with FA HI) will not 
be uniform. Also, the two highest-order bits in a twos-complement 
product are normally redundant. An additional bit of precision 
in the MSP could be obtained by eliminating one of these redundant 
bits. 





Format adjust (FA LO) shifts the Z result left by one bit position 
and right-fills a binary zero (Table III). Thus, format adjust 
eliminates redundant high-order bits in twos-complement prod- 
ucts. The MSPs of fractional twos-complement products also 
receive proper weighting relative to input data. However, an 
overflow on format adjust will occur when full-scale negative is 
multiplied by itself, yielding full-scale negative instead of the 
correct positive product (which is not representable in format- 
adjusted twos-complement format). This special condition is 
monitored by the OVFL flag so that it does not go undetected.. 


‘The Load (LD) instruction determines whether the multiplier 


array is active or put into a pass-through mode. When LD is 
LO, the multiplier array is active and produces the product of 
the X and Y input values as Z result. When LD is HI, the 
multiplier array is put-in the pass-through mode and the X and 
Y input values are concatenated to form a Z result with the X 
input in the most significant position (Table II). XM determines 
the sign mode of the complete 32-bit Z result. ZERO, OVFL 
and NEG are set depending on the value of this Z result. RND 
and FA can also be used in this mode. Load allows any 32-bit 
number loaded through the input ports to be rounded, tested 
for zero and sign, and to have fractional binary points aligned 
while testing for overflow. It is also valuable for system testing 
by providing a direct path through the multiplier and greater 
access to latches within the ADSP-8018. 


Output flags ZERO, OVFL, and NEG are generated from the 
intermediate Z result. When not rounding (RND LO), ZERO 
is driven LO when the full 32-bit result is zero. When rounding 
(RND HI), ZERO is driven LO when the format-adjusted MSP 
in the W result w ero. That is, when rounding, ZERO is 
pals zero when FA HI but ZERO 1S 






















‘is driven LO only when a twos-complement or mixed-mode 
egative. A loaded, previously overflowed result 
‘collowed by all zeros) will drive NEG LO as well as 
loaded with XM HI. 


The output latches for data and flags ZERO, OVFL and NEG 
hold their most recent contents unless CLK2 is HI when enabled 
by WEN LO. With WEN LO, the output latches are transparent 
when CR2 is HI and data is held when CK2 is LO. The ADSP-8018 
can be made a totally asynchronous device by holding all enables 
active (KEN, YEN, and WEN all LO) and CLK1 LO and 
CLK2 HI. Note that the clock definitions are complementary; if 
CLK1 and CLK2 are tied together and enable lines asserted, 
input latches will be transparent when output latches are latched 
and vice versa. CLK1 and CLK2 are fully independent, allowing 
double-clock operation. For triple-clock operation, the two 
clock lines can be held active, which causes the three latch 
enable controls to behave like independent clock lines. 























The T output is fielded into two 16-bit portions, TMS and 
TLS. The three output enable controls, TEN, TME, and TLE, 








_ allow either independent control of TMS and TLS separately or 


control of all 32 bits together. For independent control of the 
16-bit fields, TEN should be held LO, thereby enabling the 
other pair of output enable controls. TME LO then will enable 
the TLS output and TLE HI will enable the TMS output. For 
control of the entire 32-bit T output, TME should be held 

LO and TLE held HI. TEN LO then will enable the entire 

T output. 














This information applies to a product under development. Its characteristics and specifictions are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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This information applies to a product under development. Its characteristics and specifictions are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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X MODE 
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UNSIGNED INTEGER 


ala EE 


BINARY POINT 
TWOS-COMPLEMENT INTEGER 
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BINARY POINT 
UNSIGNED FRACTIONAL 
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salen eg os TWOS-COMPLEMENT FRACTIONAL 
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BINARY POINT 
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Table |. ADSP-8018 Input Data Formats 










cs ns 


LOAD = 1 Z=X|Y 


LOAD =0 Z=X-Y 


BINARY POINT 


# = NOR Zo-Z3, WHEN RND = 0 
# = NOR 216-23, WHEN RND = 1, FA = 1 
# = NOR 2Z,5-23, WHEN RND = 1, FA = 0 


Table Il. ADSP-8018 Z Result Formats, ZERO and NEG 
Flags, and Load Operation 


This information applies to a product under development. Its characteristics and specifictions are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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FLAG JOVFL 


FORMAT ADJUST = 1 PASS UNSHIFTED 
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BINARY POINT 


TWOS-COMPLEMENT OR MIXED MODE INTEGER (XM = YM = 10R XM # YM) 


Es aE ea dns Ge ee 


NARY POINT 
FORMAT ADJUST = 0 FORMAT ADJUST LEFT SHIFT _ 


PS | [eee ee el ee ee ee 


TWOS-COMPLEMENT FRACTIONAL (XM = YM = 1) 





TWOS-COMPLEMENT OR MIXED MODE INTEGER (XM = YM = 1QR XM # YM) 














BINARY POINT 







V= 231 XOR 230 






Table Ill. ADSP-80 OVFL Flag, and 


Format Adjust Qpi 











Table IV. ADSP-8018 Output Multiplexer 





ESD SENSITIVITY 

The ADSP-8018 features input protection circuitry consisting of large ‘“‘distributed”’ diodes and 
polysilicon series resistors to dissipate both high-energy discharges (Human Body Model) and fast, 
low-energy pulses (Charged Device Model). Per Method 3015.2 of MIL-STD-883C, the ADSP-8018 W AR N | N G 1 

has been classified as a Category A device. = 


Proper ESD precautions are strongly recommended to avoid functional damage or performance Ag 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test equipment ESD SENSITIVE DEVICE 
and discharge without detection. Unused devices must be stored in conductive foam or shunts, 

and the foam should be discharged to the destination socket before devices are removed. For 

further information on ESD precautions, refer to Analog Devices’ ESD Prevention Manual. 








ORDERING INFORMATION 
Part Number Temperature Range Package Package Outline 
ADSP-8018JG Oto +70°C 108-Pin Grid Array G-108A 


This information applies to a product under development. Its characteristics and specifictions are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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ADSP-8018 PIN CONFIGURATION 
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This information applies to a product under development. Its characteristics and specifictions are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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ANALOG 
DEVICES 


24 x 24-Bit CMOS Multiplier 


ADSP-1024A 


FEATURES 

24 x 24-Bit Parallel Multiplication 

95ns Multiply Time 

450mW Power Dissipation with TTL-Compatible CMOS 
Technology 

Twos-Complement Data Format 

Rounding Options at Three Positions 

Left-Shifts of 0, 1, or 2 Bits on Output 

Overflow and Normalization Status Flags 

Single-Cycle Output of Both 24-Bit Output Words 

Available in Hermetically-Sealed 84-Pin Grid Array 

Available Specified from —55°C to + 125°C Ambient 

Pin-Compatible with ADSP-1024 


APPLICATIONS 
High-Resolution Digital Signal Processing 
Digital Filtering 
Fourier Transformations 
Correlations 
Voice Recognition 
Mantissa Multiplication for Floating-Point Operations 


GENERAL DESCRIPTION 

The ADSP-1024A is a high-speed, low-power 24 x 24-bit parallel 
multiplier fabricated in 1.5 micron CMOS. The ADSP-1024A is 
a pin-for-pin replacement for Analog Devices’ ADSP-1024. 


The ADSP-1024A is a three-port device which has two 24-bit 
input buses and two 24-bit product buses. The Most Significant 
Product (MSP) bus and the Least Significant Product (LSP) bus 
share the output port. In a single cycle, both MSP and LSP can 
be output. Input data must be in twos-complement format. The 
ADSP-1024A produces a 48-bit result whose twos-complement 
MSP can be rounded with controls which cause a 1 to be added 
to either bit 23, 22, or 21 of the LSP. 


All input pins are diode-protected. The input and output registers 
are all D-type positive-edge-triggered flip-flops. The input registers 
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_ -WORD-SLICE™ MICROCODED SYSTEM WITH ADSP-10248 


are controlled by independent clock lines. A third clock line 
controls the product registers. Both of the product registers 
have their own three-state output controls. Three-state outputs 
and independently clocked inputs allow the ADSP-1024A to be 
connected directly to a single 24-bit bus. 


The power consumption of the ADSP-1024A is 450mW maximum. 
The differential between the ADSP-1024A’s junction temperature 
and the ambient temperature stays small because of this low-power 
dissipation. Thus, the ADSP-1024A can be safely specified for 
operation at environmental temperatures over its extended tem- 
perature range (— 55°C to +125°C ambient). 


The ADSP-1024A is available for both commercial and military 
temperature ranges. Extended temperature range parts are avail- 
able with optional high-reliability processing (“PLUS” parts) 
(see Figure 6). MIL-grade parts are available processed fully to 
MIL-STD-883, Class B. The ADSP-1024A is available in a 
hermetically-sealed ceramic 84-pin grid array. 






MSPour/ 
(LSPour) 


ADSP-1024A Functional Block Diagram 
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SPECIFICATIONS 
RECOMMENDED OPERATING CONDITIONS 





ADSP-1024A 
Jand K Grades S and T Grades? 
Parameter Min Max Min Max Unit 
Vop___ Supply Voltage Se y 
‘Tamp Operating Temperature (ambient) 0 | +70 | -5 | +13 | °C 
ELECTRICAL CHARACTERISTICS ——— 
J and K Grades S and T Grades” 

Parameter Test Conditions Min Max Min Max | Unit 
Vin High-Level Input Voltage @Vpp = max a aa V 
Vin Low-Level Input Voltage @ Vpp= min a ee 0.8 = | 08 V 
Von High-Level Output Voltage @Vpp=min & Ion= — 1.0mA eee P| V 
Vor Low-Level Output Voltage = @Vpp=min & Io. =4.0mA ee ee ee ee 
lng High-Level Input Current, 

pre iinaiacaclie Ra mrss 
In Low-Level Input Current, —_ re a re 

All Inputs @ Vpp = max & Vin = 0V pA 
Ioz Three-State Leakage Current @ Vpp = max; High Z; Vin= OV or max ara el pA 
Ipp Supply Current @ max clock rate; TTL Inputs fe ee be sa af | 90 | mA 
Ipp Supply Current-Quiescent All Vin = 2.4V i sd Eo | 400 | mA 
SWITCHING CHARACTERISTICS 

ADSP-1024A 
Oto +70°C — 55°C to + 125°C | 
J Grades K Grades S Grades T Grades 

Parameter Min Max Min Max Min Max Min Max Unit 
to __ Output Delay a sa ee ee ee ee eee 
tena ___Three-SateEnableDewy | | 35 | | 0 |__| @ |_| 35 [as 
a 
inw Clock Pulse Width A a LN (A ( 
is___Tnput Setup Time OE A =O 
ix Input Hold Time ee ee ee ee 
ipowe Chock OVF Vaid |__| 30 | | | | @ | [8 [rs 
tpnrm Clock to NORM Valid a OE ee ee E 
tic Clocked Multiply Time FE 20 8ST 80 sf ss20 ns 
NOTES 


' All min and max specifications are over power supply and temperature range indicated. Input levels are GND and 3.0V 
Rise times are 5ns. Input timing reference levels and output reference levels are 1.5V, except for ten, and tpis 


which are as indicated in Figure 1. 


?S and T grade parts are available processed and tested in accordance with MIL-STD-883, Class B. The processing and test 
methods used for $/883B and T/883B versions of the ADSP-1024A can be found in Analog Devices’ Military Data Book. 
Alternatively, S and T grade parts are available with high temperature testing or with high-reliability “PLUS” 


processing as shown in Figure 6. 


Specifications subject to change without notice. 
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Figure 1. ADSP-1024A Timing Diagram 
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Figure 2. Equivalent Input Circuit 
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Figure 3. Equivalent Output Circuit 
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Figure 4. Normal Load for AC Measurements 
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Figure 5. Typical Power Dissipation vs. Frequency 
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Figure 6. Approx. Worst Case Multiply Time 


vs. Temperature 
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METHOD OF OPERATION 

The X and Y input registers are independently controlled, positive- 
edge-triggered D-type flip-flops. Input data is loaded to the X 
and Y registers by the rising edges of CLKX and CLKY, re- 
spectively. The X and Y input data is interpreted in twos-com- 
plement notation. (See Table I for the ADSP-1024A’s data 
formats. Unsigned-magnitude and mixed-mode data formats are 
not supported.) 


RNDA and RNDB are registered input controls latched by the 
rising edge of the logical OR of CLKX and CLKY. Be sure 
that CLKX and CLKY are both LO (logic 0) before attempting 
to clock in RNDA and RNDB. When either RNDA or RNDB 
in the control register are HI (logic 1), the product of the input 
data will be rounded by adding a binary 1 to one of three places. 
Normally, the position chosen ‘for rounding is determined by 
the number of shifts that will be performed on output (so that 
rounding occurs at the bit position in the LSP that is output on 
line P23). RNDA and RNDB round the product as follows: 


RNDA RNDB Effect on Product 
0 0 no rounding 
0 1 ~ addsaoneto LSP bit 22 
1 0 adds a one to LSP bit 21 
1 1 adds a one to LSP bit 23 


The result from the ADSP-1024A’s multiplier array is fielded 
into a 24-bit MSP and a 24-bit LSP. The rising edge of CLKP 


X & Y INPUT DATA FORMATS 












sign 






sign 


(-2°) la" | 2? | ----- 


re ca | aca > a 


latches the LSP and MSP into the two corresponding 24-bit 
output registers. Each of these registers has its own set of three-state 
drivers, controlled by the asynchronous SHA, SHB, and SHC 
lines. A LO on all three lines disables all output drivers to a 
high-impedance state at the output port. Conversely, other 
combinations of SHA, SHB, and SHC can enable one set of 
output drivers, driving the output bus. 


The three-state and shift control lines, SHA, SHB, SHC, control 
the shifter and output drivers as follows: 


SHC SHB SHA Effect at Product Port (P lines) 

0 0 0 output port at high impedance 
0 0 1 enable LSP, unshifted 

0 ] 0 enable LSP, left-shifted by one bit 
0 ] ] enable LSP, left-shifted by two bits 
1 0 0 undefined 
1 0 1 enable MSP, unshifted 
1 l 0 enable MSP, left-shifted by one bit 
1 l l enable MSP, left-shifted by two bits 


See Table I for resultant data formats. Note that the shifter is 
situated after the output register. So the MSP and LSP can be 
shifted independently to the P lines and read out in either order 
without affecting any bits in either word of the output 

register. 






OUTPUT DATA FORMATS 


| 221 | 220 


Tablel. Data Formats 


When shifting the MSP left on output, the Most Significant Bits 
(MSBs) of the LSP are read out with the MSP (see Table I). 
For example, shifting the MSP left by two bits will bring LSP 
bit 23 out on product line P25 and LSP bit 22 out on product 
line P24. When shifting the LSP left on output, the least significant 
product lines will be zero-filled from the right. For example, 
shifting the LSP left by two bits will bring zeros out on product 
lines P1 and PO. 


Except when multiplying full-scale negative by full-scale negative 
(a condition flagged by OVF), the two MSBs of the MSP are 
identical, hence redundant. Another bit of magnitude in the 
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MSP can be gained by shifting left one bit on output and treating 
MSP bit 46 coming out on line P47 as the sign bit. Often products 
are not close to full scale and MSP bits 46 and 45 will also be 
identical, hence redundant (non-normalized condition). Yet 
another bit of magnitude in the MSP can be gained by shifting 
left two bits on output and treating MSP bit 45 coming out on 
line P47 as the sign bit. Left shifting by two bits can be useful 
when the 1024A is normalizing the mantissas of floating-point 
products and, more generally, for scaling. 


OVF and NORM are flags that are generated from the output 
register (see Figure 7). They become valid tpovr and tonrm 


after the rising edge of CLKP. When true (HI), OVF indicates 
that full-scale negative has been multiplied by full-scale negative. 
The product register has not overflowed; however, this condition 
warns the user that any left shift will cause erroneous outputs, 
since in this single case the two MSBs of the MSP are not 
redundant. 


When true (HI), NORM indicates that the product is normal- 


ized — OVF is false (MSB bits 47 and 46 are identical) but all 
other bits are significant (MSB bits 46 and 45 differ). When 






NORM is true (HI), a one-bit left shift is safe but a two-bit left 
shift will cause the loss of a sign bit. When NORM is false 
(LO), the product can be safely shifted by two bits. Figure 8 
shows the range of values that result in different values for OVF 
and NORM. Note that OVF and NORM are independent of 
the three-state and shift control lines (SHA, SHB, SHC) since 
they are generated at the output register, not at the product 
output port. In fact, OVF and NORM can be used to determine 
what shift option should be used. 


FROM INTERNAL MULTIPLIER ARRAY 
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Figure 7. Flag and Shift Logic 
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Range of Product Register (P) 
integer TC Format 
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(-247 42%) <p< -2% 


Figure 8. Range of Values in Product Register and Their Effects on OVF and NORM 
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INTERNAL VISUAL INSPECTION 
COMMERCIAL 


STABILIZATION BAKE 
METHOD 1008 
CONDC — 24HRS, 150°C 


HERMETICITY 
FINE LEAK COND AORB 
METHOD 1014 





GROSS LEAK COND C 


INTERIM ELECTRICAL TESTING 
TEMPERATURE CYCLE 


METHOD 1010 
CONDITION C- 10 CYCLES 


BURN-IN 
METHOD 1015 


160 HRS — 125°C 





CENTRIFUGE 
METHOD 2001 


BO tees Vienne 100% FINAL ELECTRICAL TESTING | 


Figure 9. PLUS Processing Environmental Flow 





| ABSOLUTE MAXIMUM RATINGS 
Supply Voltage ..............00- —0.3V to 7V 


Input- Voltage: <6 cc aoe eee a Bee en ALS —0.3V to Vpp 

Output Voltage Swing... .......... —0.3V to Vpp 

Operating Temperature Range (Ambient) . . —55°C to +125°C 

Storage Temperature Range. ........ — 65°C to + 150°C 

Lead Temperature (10 Seconds) ............ 300°C 

ORDERING INFORMATION 
Package 

Part Number Temperature Range Package Outline 
ADSP-1024AKG Oto + 70°C 84-Pin Ceramic Pin Grid Array G-84A 
ADSP-1024AJG Oto + 70°C 84-Pin Ceramic Pin Grid Array G-84A 
ADSP-1024ASG — 55°C to + 125°C 84-Pin Ceramic Pin Grid Array G-84A 
ADSP-1024ATG — 55°C to + 125°C 84-Pin Ceramic Pin Grid Array G-84A 
ADSP-1024ATG/+ — 55°C to + 125°C 84-Pin Ceramic PinGrid Array G-84A 
ADSP-1024ASG/+ — 55°C to +125°C 84-Pin Ceramic Pin Grid Array G-84A 
ADSP-1024ATG/883B  —55°Cto + 125°C 84-Pin Ceramic Pin Grid Array G-84A 
ADSP-1024ASG/883B  —55°Cto +125°C 84-Pin Ceramic PinGrid Array G-84A 


Contact DSP Marketing in Norwood concerning the availability of other 
package types. 


ESD SENSITIVITY | 

The ADSP-1024A features input protection circuitry consisting of large “distributed” diodes and 
polysilicon series resistors to dissipate both high-energy discharges (Human Body Model) and fast, 
low-energy pulses (Charged Device Model). Per Method 3015.2 of MIL-STD-883C, the ADSP-1024A 
has been classified as a Category A device. | 


Proper ESD precautions are strongly recommended to avoid functional damage or performance WARNING! 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test equipment 
and discharge without detection. Unused devices must be stored in conductive foam or shunts, 


As 


and the foam should be discharged to the destination socket before devices are removed. For ESO SENSITIVE DEVICE 
further information on ESD precautions, refer to Analog Devices’ ESD Prevention Manual. 
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PT 


32-BIT FLOATING-POINT MULTIPLICATION 

TWOS COMPLEMENT (MIL-STD 1750A) 

The ADSP-1024A is a useful building block for high-speed 
floating-point multipliers. The implementation described here 
accepts normalized 24-bit twos-complement mantissas and 8-bit 
twos-complement exponents as inputs. The product will be 
normalized to the same format. Pipelined throughput will be at 
the clocked multiply rate of the ADSP-1024A, e.g. 95ns for the 
ADSP-1024AK. This design exhibits very low latency as well. 


The ADSP-1024A performs the mantissa multiplication. It also 
normalizes the mantissa product with its output shifter. The 
NORM and OVF flags determine the number of bits to be 
shifted on output and also provide the control lines to the external 
adders to denormalize the exponent as the mantissa is 
normalized. 


In this implementation, a single clock drives the ADSP-1024A’s 
CLKX, CLKY, and CLKP as well as the exponent circuitry. 
On the clock’s rising edge, the pair of mantissas is loaded into 
the ADSP-1024A’s input registers. At the same time, the two 
exponents are clocked into their respective "LS273 octal D 
flip-flops. 


During the clock cycle, the ADSP-1024A will compute the 
product of the mantissas. In parallel, the exponents will be 
added in the ’LS283 4-bit full adders. Their sum will be valid 
well before the clock goes high again, when it will be latched 
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So 


into a ’F273 octal D flip-flop. At this same rising edge, the 
mantissa product is clocked into the output register within the 
ADSP-1024A. New floating-point inputs can also be clocked 
into the circuit at the same time, making possible floating-point 
throughput at the ADSP-1024A’s clocked multiply time. 


NORM and OVF from the ADSP-1024A will be valid tpnrm 
and tpovr after this second rising clock edge, respectively. 
When valid, these (decoded) flags normalize the mantissa using 
the 1024A’s output shifter and denormalize the exponent using 
a pair of ’F382 4-bit ALUs. Output can be enabled as soon as 
NORM and OVE are valid. The ADSP-1024A already offers 
three-state control; an octal "F244 buffers the ALUs to the 
output bus. 


If OVF is LOW and NORM is HI, then we shift the mantissa 
product left one bit on output to eliminate the redundant sign 
bit. Since we are simply formattting the mantissa, the value at 
the ’F273 flip-flop is already the correct exponent, and we leave 
it alone. If OVF is HI (and NORM is LO), then we shift the 
mantissa product zero bits (because the product register’s MSP 
is already normalized in this singular case of full-scale negative 
times full-scale negative). The exponent is incremented by one. 
If OVF and NORM are both LO, we shift the mantissa product 
left two bits on output to eliminate two redundant sign bits and 
produce a normalized result. The exponent is decremented 

by one. 
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Figure 10. 32-Bit Floating-Point Multiplier Circuit 
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ADSP-1024A PIN CONFIGURATION 
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16 x 16-Bit CMOS 


Single Port Multiplier/Accumulator 


ADSP-1110A 


FEATURES 

16 x 16-Bit Parallel Multiplication/Accumulation 

40-Bit Wide Accumulator with Overflow Flag, Satura- 
tion Arithmetic, and Shift-Left Control 

Twos Complement or Unsigned Magnitude Inputs 

85ns Multiply/Accumulate Time 

28-Lead Ceramic DIP, Plastic DIP Package, Plastic 
Leaded Chip Carrier, or Leadless Chip Carrier 

350mW Power Dissipation with CMOS Technology 

Specified Over the Extended Temperature Range 

Pin-Compatible with ADSP-1110 


APPLICATIONS 

Digital Filtering 

Fast Fourier Transforms 
Matrix Multiplication 
Microprocessor Acceleration 


GENERAL INFORMATION 

The ADSP-1110A is a high-speed, low-power single-port 16 x 16- 
bit multiplier/accumulator (MAC), with processing throughput 
comparable to existing three-port MACs. Its single-bus structure 
offers unique advantages: more compact packaging in a 28-pin 
package, simpler system interface to single-bus peripherals, and 
significantly reduced cost. In addition, innovative on-chip features 
extend the ADSP-1110A’s capabilities and eliminate external 
hardware. 


All inputs to and outputs from the ADSP-1110A pass through 
its single 16-bit I/O port. All I/O operations are single cycle. A 
multiplication or MAC operation requires two cycles to complete— 
consistent with the two cycles required to load input pairs to the 
multiplier. An internal pipeline register enables a new input to 
be loaded as the previous multiplication/accumulation is com- 
puted—allowing the device’s full 11.7MHz computational 
bandwidth to be utilized. 


A six-bit microcode instruction word governs the ADSP-1110A’s 
operation. The instruction set centers around I/O and multipli- 
cation/accumulation operations. Additional instructions allow 
extra precision in single- and double-precision operations to be 
obtained efficiently. 


Multiplier products are accumulated in a 40-bit wide Multiplier 
Result (MR) register, which consists of a 16-bit MS (Most Sig- 
nificant) and LS (Least Significant) register, and an 8-bit EX 
(Extension) register. Either multiplier input can be a twos com- 
plement or unsigned magnitude number. Overflow from the 
lower 32 bits of the MR into the upper eight guard bits is detected 
and can be monitored externally. Outputs can, conditional upon 
overflow status, be saturated to full scale. An MR register can 
be shifted left by one bit upon output; two independent controls 
allow rounding consistent with output formatting. 
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The ADSP-1110A is optimal for applications where board space 
is limited but the performance of a DSP processor is required. 
In addition, a microprocessor-based system can realize greater 
throughput by utilizing the ADSP-1110A in an accelerator. 
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SPECIFICATIONS’ 
RECOMMENDED OPERATING CONDITIONS 





ADSP-1110A 
J and K Grades S and T Grades” 
Min Max Min Max 






Parameter 


Vpp Supply Voltage | 
Tamp Operating Temperature (T amprent) 


ELECTRICAL CHARACTERISTICS — 


Parameter 

Vin _ High-Level Input Voltage 
Vi. _— Low-Level Input Voltage 
Von High-Level Output Voltage 
Vo_ Low-Level Output Voltage 
Ine High-Level Input Current 
Inn Low-Level Input Current 
IozuH Three State Leakage Current 
loz. Three State Leakage Current 
Ipp Supply Current 

Ipp Supply Current— Quiescent 


ADSP-1110A 
J and K Grades S and T Grades” 


Test Conditions Min Min Max 


@ Vpp = max 
@ Vpp=min 


| 2.0 2, 
@ Vpp=min & Ion = — 1.0mA 2.4 if oes 2.4 
@Vpp=min&Io.=4.0mA | 
@ Vpp = max & Vin = 5.0V | 10 | 


@ Vpp= max & Vin =0V 

@ Vpp = max; High Z; Vyy = max 
@ Vypp = max; High Z; Vin =0 

@ max clock rate; TTL-inputs 

All Vin =2.4V 





SWITCHING CHARACTERISTICS 


ADSP-1110A 
K Grade S Grade’ 
Oto +70°C —55°C to +125°C | 
Min Min Max 


T Grade? 
— 55°C to + 125°C 
Min Max 


J Grade 
Oto + 70°C 
i Max 


Min 








ter Clock Period es ee ee Ee eee | [50 
igo MulipvAccumulte Time [| 10] a_i 
iow Clock Pulse Width tee ere ee ee ee 
ips Input Data SerupTime [18] J 8] sf 
es Tnpur ContolSerup Tine [25 | | | spo 
ion _TapotDataHoldTime [3 J 3} J 4-4 
ion Input ControlHdTime [8] —] 3] ] «| ]s |. 1] 
ip Controlro Valid Output |] 0 
tpsar Control to Valid Output | | 

winsauaton | fs | te || wo _| 
tprs__OutputDriverDisableTime | [| 25) [| sf 25 ss 
io. Control o Overflow Fag a BO 
NOTES 


"All min & max specifications are over power supply and temperature range indicated. Rise times are Sns. Input levels are GND and 3.0V. 
Input timing reference levels and output reference levels are 1.5V. . 
2S and T grade parts are available processed and tested in accordance with MIL-STD-883, Class B. The processing and test methods used for 
$/883B and T/883B versions of the ADSP-1110A can be found in Analog Devices’ Military Databook. Alternatively, S and T grade parts 

are available with optional high-reliability “PLUS” processing. 
Specifications subject to change without notice. 
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Figure 1a. ADSP-1110A Timing: Clocked (Synchronous) 
Operations All Non-Output Instructions 
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Figure 1b. ADSP-1110A Timing: Unclocked (Asynchronous) 
Operations All Output Instructions 


HIGH IMPEDANCE 











Vop Vpp 
TO 
OUTPUT +1.5V 
INPUT OUTPUT EUS 
40pF 
0 T 
lon | 
Figure 2a. Equivalent Figure 2b. Equivalent Figure 3. Normal Load Circuit 
Input Circuits Output Circuits for ac Measurements 
<x 
e 45 125 
l 
2 
Q 
-— 
a 
2 100 
> 30 
2) wn 
za Cc 
eo) \ 
O Ww 
= = 
B = 75 
om 
& 15 > = 
2 —__ = 
2 50 
4 
a 
> 
‘= 
85 
= MS pee -55 -25 0 25 50 75 100 125 


MAC TIME —— = AMBIENT TEMPERATURE -— °C 


Figure 4. Typical Power Dissipation vs. Frequency Figure.5. Typical Multiply Time vs. Temperature 


FIXED-POINT COMPONENTS 5-71 


METHOD OF OPERATION 

The ADSP-1110A’s operation is controlled by a six-bit microcode 
instruction and two rounding control pins. Table III presents 
instructions that are executed by the ADSP-1110A, along with 
the corresponding six-bit microcode instruction. The sections 
below further describe the instruction groups presented in 

Table III. 


Input and Multi—Operation Instructions 

A dedicated input instruction (““X = Bus’’) loads the X input at 
the rising edge of the clock. The X input is loaded with the 
data that is set up on the device’s 16-bit I/O port. 


A set of multi-operation instructions (“Y =BUS; CKMR; X*Y’’) 
are used to load the Y input and otherwise control the ADSP- 
1110A’s multiplier/accumulator. Specifically, at the next rising 
clock edge, a multi-operation instruction i) loads Y input i1); 
clocks the result of the previous multiplication/MAC operation 
into the MR; and, iii) initiates the next multiplication/MAC 
operation. The multiplication/MAC operation is initiated at the 
rising edge of the clock and requires two cycles to complete. 
The instruction controls needed to govern the device’s multiplier 
array and 40-bit adder during these two cycles are registered 
internally. 


During the first cycle of a multi-operation instruction, the X 
input is transferred to an internal pipeline register (XD), and is 
latched there on the next rising clock edge. Consequently, a 

new X value can be loaded onto the chip during the second 
cycle of the multi-operation instruction. XD will not be overwritten 
until a new X value is loaded. 


The ADSP-1110A supports the following multiplication and 
multiplication/accumulation operations: 

= XY 
and, 


i+ 


X*Y + MR 


The ADSP-1110A allows either input to be specified as a twos 
complement or unsigned magnitude number. Table II describes, 
for all combinations of inputs, the proper interpretation of the 
MR register if it is output with or without the left-shift option. 
Note that if the Y input is negative full scale and a negative 
product is specified, an invalid result is obtained. This happens 
because the ADSP-1110A will attempt to produce the unrepre- 
sentable twos complement of full-scale negative. 


The result of a multiplication or MAC operation is latched into 
the MR register in either of two ways. A dedicated ““CKMR” 
instruction performs this clocking. In addition, all multi-operation 
instructions clock the MR, eliminating overhead when computing 
MAC’s (see Instruction Sequences). It is important to note that 
whenever “‘CKMR’”’ is executed, it clocks the result of the previous 
operation into the MR. Also, in all cases, the clocking of the 
MR occurs at the rising edge of the clock. 


MR Register Instructions 

A number of the ADSP-1110A’s instructions affect the contents 
of the MR register—including preload instructions, transfer in- 
structions, and sign extend instructions. In addition, special output 
instructions allow for format adjusting the MR upon output. 


The 40-bit accumulator of the ADSP-1110A is segmented into 
three registers: a 16-bit most significant product register (MS); a 
16-bit least significant product register (LS); and, an 8-bit extended 
product register (EX) (see Table II). The eight guard bits of the 
EX allow at least 256 multiplication/accumulations without risk 
of overflow. 
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Dedicated instructions allow any of the MR’s registers to be 
preloaded with data set up on the device’s 16-bit I/O port. This 
preloading occurs at the rising edge of the clock. 


The proper sequence for preloading a value Z into MR and 
adding it to the product X, * Y; is: 


Instruction Comment 

1. X=BUS Load X, 

2. Y=BUS;CKMR; X*Y+MR_ Load Y,; clock garbage into 
MR;; initiate MAC 

3. LS=BUS Preload MR with Z 

4. MS=BUS Preload MR with Z 

5. EX=BUS Preload MR with Z 

6. X=BUS Load X> 

7. Y=BUS;CKMR; X*Y +MR_ Load Y2; MR=X,*Y,+Z; 


initiate next multiplication. 


This sequence ensures that the value Z preloaded by instructions 
3, 4, and 5 is added to the product X,*Y, and clocked into MR 
by instruction 7. If Z were preloaded prior to instruction 2, 
then instruction 2’s ““CKMR”’ operation would overwrite the Z 
value with the product of whatever values were last placed in 
the multiplier array. 


Transfer operations allow one MR register to be moved down to 
an adjacent one—useful in double-precision operations. The 
ADSP-1110A can, in one cycle, shift the EX to the MS or the 
MS to the LS register. The shift left extend register (SLE) is a 
one-bit latch that is loaded with the value of the MSB of the LS 
register whenever the MS is transferred to LS. The SLE register 
retains its value until the next downshift of MS into LS overwrites 
its contents. 


Anytime the result of a multiplication or multiplication/accumu- 
lation operation is clocked into the accumulator, the result is 
automatically sign extended into the upper MSBs of the ac- 
cumulator. In addition, explicit instructions allow the MSB of 
the LS to be sign extended to the MS (“MS = SIGN EXT 
LS”) or the MSB of the MS to be sign extended to the EX 
register (‘EX = SIGN EXT MS”). Such sign extend capability 
may be needed to properly initialize the MR after the MS or LS 
is preloaded, or after an MR register transfer. 


Output Instructions 

Output instructions allow any MR register to be read. When 
written onto the ADSP-1110A’s 16-bit bus, the 8-bit EX register 
is automatically sign-extended into the upper 8 MSBs of the 
bus. Standard output instructions of the ADSP-1110A are sup- 
plemented with two important options: a shift-left capability 
and conditional saturation. 


The ADSP-1110A’s output instructions include the ability to 
shift any MR register (EX, MS, or LS) left by one bit upon 
output. This shift does not affect the contents of MR, but does 
affect what appears on the ADSP-1110A’s 16-bit I/O port. Figure 
6 shows which bits of the 40-bit wide MR register are output if 
the shift-left option is invoked. 
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Figure 6. Effect of Left Shift on MR Outputs 
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The shift left-on-output control, which scales up the MR outputs 
by a factor of two, is useful under many circumstances. Twos 
complement multiplication—for all but one case (negative full-scale 
times negative full-scale)—results in redundancy in the two 
MSBs of the 32-bit product. This redundancy means that the 
16-bit MS register contains two identical sign bits (bits 31 and 
30 of MR) and just 14 bits of magnitude. The ADSP-1110A’s 
shift-left control allows full precision in twos complement opera- 
tions to be attained. Left shift control also provides a means for 
maximizing resolution when using block floating point, when 
downscaling twos complement results, and when upscaling 
mixed and unsigned magnitude results. 


Whenever the RND 14 pin is asserted during a ““BUS = LS 
(sl)” or “BUS = LS (sl, sat)” instruction, the SLE bit will be 
appended to the upper 15 bits of the shifted LS. If the RND14 
is low, however, a zero will be inserted into the LSB of LS. 
Appending the SLE bit to the shifted LS provides an extra bit 
of precision in applications such as double-precision multiplication/ 
accumulations. 


Round Controls 

The RND14 and RNDIS pins are two independent controls 
that allow rounding consistent with shifted or unshifted outputs, 
respectively. The round control signals are latched at the rising 
clock edge whenever the device receives a multiplication or 
MAC instruction. Asserting the RND 15 (RND14) pin will 
cause a | to be added to bit 15 (bit 14) of the LS. The rounding 
will not occur until the subsequent cycle in which the result of 
the multiplication or MAC operation is clocked into the MR. 


Overflow and Saturation 

The ADSP-1110A’s overflow flag monitors 9 bits (8 in the EX 
register and the MSB of the MS register). If any bits in EX 
differ from the MSB of MS, then an overflow has occurred 
from the MS into the EX, and the overflow flag is asserted (HI) 
following an output instruction. Generally, the status of the 
overflow flag reflects the current contents of the MR and is. 
updated each time a new result is clocked into the MR. However, 
if the MS register is output with a left-shift, the overflow logic 


determines whether the shifted MS overflows into the EX (when 
bits 38 through 30 are not identical) and is set accordingly. On 
the cycle following any left-shifted output, the overflow flag 
status reverts to reflect the contents of the MR. During cycles 
when a non-output instruction is executed, the overflow flag is 
always LO 


Serious data glitches can result from wraparound effects due to 
overflow in long multiply/accumulate chains. For example, if a 
positive number is added to positive full-scale, the 32 MSBs of 
the MR register will overflow into the 8-bit EX register. Simply 
reading the MS register will yield a negative twos complement 
number. To prevent this wraparound, the ADSP-1110A can—con- 
ditioned on overflow status—saturate an output to twos-comple- 
ment full scale. 


The ADSP-1110A’s saturation logic operates only on output 
values; it has no effect on the contents of the MR register. This 
logic examines the sign of the MR (bit 39, the MSB of the EX 
register) and the overflow status. As Table IV indicates, the low 
32 bits of the MR are saturated to full-scale positive (negative) if 
overflow has occurred in a positive (negative) MR. 


Either the MS or LS registers can be left-shifted on output with 
conditional saturation. If the shifted value overflows the lower 
32 bits, the outputted result will be saturated to full scale. 


While the saturation control protects against overflow from the 
MS to the EX register, the user is not protected in the event the 
accumulated result overflows the entire 40-bit MR register. 










MR BIT 39 
(SIGN BIT) 


Output Value with Saturation 
MS LS 











0 <———- No Change —————_> 
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Table |. Overflow and Saturation Circuitry Conditions 
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Table Il. ADSP-1110A Data Formats 
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Instruction 
Group Instruction 
Miscellaneous NOP 
CKMR 
Input X = BUS 
Preload LS = BUS 
MS = BUS 
EX = BUS 
Transfer LS = MS 
MS = EX 
Sign Extend EX = SIGN EXT MS 
MS = SIGN EXT LS 
Output BUS = EX 
BUS = EX (sl) 
BUS = MS 
BUS = MS (sl) 


BUS = MS (sat) 
BUS = MS (sl,sat) 
BUS = LS 

BUS = LS (sl) 
BUS = LS (sat) 
BUS = LS (sl,sat) 


Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR, 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
-Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 
Y = BUS; CKMR; 


Multi-Operation 


Mnemonic Definitions 


= Assign right side to left. sl Shift left. 
BUS 16-bit external data bus used for all I/O operations. sat 

Xx Input register for multiplier. TC 

Y Input register for multiplier. US 

EX 8-bit extension register for accumulator. SIGN 

MS 16-bit most significant product register. CKMR 

LS 16-bit least significant product register. - ‘Multiply 
MR 40-bit accumulator comprising EX, MS and LS. x 

Table Ill. ADSP-1110A Instruction Set 
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Xus*Yus 
— Xus*Yus 
Xus*¥us +MR 
Xyus*Yys —MR 
—Xys*Yus —MR 
Xrc*Yus 
—Xrc*Yus 
Xtc*Yus +MR 
—Xrc*Yyus +MR 
Xtrc*Yus —-MR 
—Xrc*Yyus —MR 
Xus*Y¥ 1c 
— Xus*Ytc 
Xyus* Ytc +MR 
—Xys*¥rc +MR 
Xus*Y¥tc —MR 
—Xys*Y¥rco —MR 
Xtc*Y tc 
—Xrc*Y tc 
Xtc*Y rc +MR 
—Xrc*Ytro +MR 
Xtrc*Ytc —MR 
—Xrc*Ytc —MR 
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Instruction 
543210 
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Comments 


No Operation 
Clock MR 


Sets SLE register 


All output instructions are asynchronous 
I5—I2: 
0011 = EX 
0110 = MS 
0111 = LS 
I1—I0: 
01 = tobus 
00 = to bus shifted 
10 = to bus shifted w/saturation 
11 = to bus w/saturation 


Require two cycles to complete. 
Other instructions can be executed 
on the second cycle. 


IS = Multiplication/MAC operation 

I4 = Y twos complement 

I3 = X twos complement 

I2 = Subtract previous result 

Il = Add/subtract previous result 
from product 

I0 = Negate product 


Conditional on overflow, saturate the outputted value. 
Two’s complement number. 

Unsigned magnitude number. 

Sign bit (MSB) of specified register. 

Clock product into EX, MS, and LS. 


Microcode instruction bit can be either a0 or 1. 


pT 


CLOCK AND TIMING 
Figure | presents a timing diagram for the ADSP-1110A’s 
operation. 


Input data, round controls, and non-output instructions are 
clocked (synchronous); set-up and hold times are specified ac- 
cordingly. All multi-operation (two cycle) instructions are clocked, 
and the internal controls needed for the second cycle are latched 
internally. 


Unlike all other ADSP-1110A instructions, output operations 
are asynchronous. The relevant timing specification is the delay 
between control inputs and valid outputs. The use of saturation 
(sat) slows down the availability of a valid output on the ADSP- 
1110A’s I/O bus; delay times are specified accordingly. 


The ADSP-1110A’s OVF (overflow) flag is set according to the 
contents of the MR register. However, upon outputting the MR 
with the shift-left control, the OVF flag may be modified if the 
left shift causes overflow. The relevant timing for this case is 
specified. 


The ADSP-1110A’s output three-state drivers are not disabled 
until tpys ns after an output instruction is removed. Since the 
ADSP-1110A has just one I/O port, bus contention can occur 
when an ADSP-1110A input immediately follows an output. 

For example, an input source (e.g., a data RAM) enabled to 
drive the bus immediately after an ADSP-1110A output creates 
the possibility that both drivers are active simultaneously. There 
are two ways to avoid such conflicts: 


1. Set up output instructions well in advance of the clock’s 
rising edge (>tp set-up time), enabling the data output to 
complete in time for the data to be latched at the clock edge. 
Allow tpys ns after the clock edge before enabling a different 
device to drive the bus. Note that any system that provides 
the ADSP-1110A with its instruction from a pipeline register 


operates in this way. The Hardware Implementations with the 
ADSP-1110A section describes several alternative implemen- 
tations consistent with this approach. 


2. For systems with minimal instruction set-up time, an operation 


that doesn’t use the bus (e.g., a NOP) may need to be inserted 
after an output instruction. The reason for this is as follows. 
Output instructions must be held valid for tp ns, which 
means that—if instruction set-up time is minimal—output 
instructions must be held beyond the rising edge of the clock. 
After the output instruction is removed, another tps elapses 
before the output drivers are disabled. As a result, the three- 
state output drivers are active well into the next cycle. If the 
bus is driven with an input in the next cycle, bus contention 
may occur. 


Instruction Sequences 

With the ADSP-1110A, single multiplication operations involve 
three overhead statements in addition to the multiply command, 
as Figure 7 illustrates. 


While a multiplication/accumulation sequence is structurally 
similar to a single multiplication, overhead as a percentage of 
computation time is reduced substantially. In the instruction 
flow diagram shown in Figure 8, a NOP is needed only in the 
final multiplication/accumulation operation. Also, new X values 
are loaded as multiplication/accumulation instructions complete. 
In this sequence, the three cycles of overhead can be spread out 
over as many multiplication/accumulations as are performed 
consecutively. 


For a series of multiplication/accumulation sequences, I/O oper- 
ations can be further overlapped. At the end of each multiplication/ 
accumulation string, a new string is initiated. In this instance, 
overhead cycles become negligible in importance; the multiplica- 
tion/accumulation rate of the ADSP-1110A approaches 11MHz. 
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Figure 7. Multiply Operation Timing 
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Figure 8 Multiply/Accumulate Operation Timing 


Avoid Bus Contentions 

Because the ADSP-1110A typically shares its data port with 
other devices on a common bus, there is a potential for bus 
contentions at power-up. If the instruction applied to the ADSP- 
1110A at power-up is random, the multiplier/accumulator could 
be in an output state. If any other devices are driving the bus at 
the same time, there will be a bus contention. 


The obvious solution is to make sure no other devices are driving 
the common data bus at power-up. Another approach is to force 
instruction bit I; (pin 18) HI at power-up. This guarantees that 
the ADSP-1110A will not be in an output state because ADSP- 
1110A output instructions are asynchronous and all have a zero 
in instruction bit 5 (Is). 


HARDWARE IMPLEMENTATONS WITH THE 
ADSP-1110A | 

There are many alternative ways of implementing high perform- 
ance DSP systems with the ADSP-1110A. The following sections 
illustrate some of the more commonly used approaches using 


the ADSP-1110A: a microcoded system, a ROM-based sequential © 


machine, a PLA-based state machine, and as a device directly 
interfaced to a microprocessor. The optimal implementation will 
depend on the performance, price, and board area requirements 
of the design. 


Microcoded System 

Many microcoded systems have the design objective of fast 
number crunching, while minimizing microcode bits and circuit 
board area. The ADSP-1110A single port MAC—with just 8 
control bits, its single bus structure, and fast cycle time—helps 
meet these objectives. The ADSP-1110A can be simply connected 
to the processor data bus and microcode instruction field to 
provide powerful multiplier/accumulator functions. 
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A typical Word-Slice™ processor with the ADSP-1110A is 
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GENERATOR 
MICROCODE MEMORY 


shown below: 
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nNnODWD PAPTD 


TO/FROM 





Figure 9. 


In most bit-slice designs, the control bits from the microcode 
memory are latched in a pipeline register. In the above im- 
plementation, the ADSP-1110A and all miscellaneous logic are 
used in conjunction with an external pipeline latch. The pipeline 
latch guarantees that the microcode bits controlling the circuitry 
are valid for a complete cycle (see timing diagram below). Note 
that the ADSP Word-Slice™ components (the ADSP-1401 and 
ADSP-1410) contain an internal pipeline register and are fed 
directly from the microcode. 


Word Slice is a trademark of Analog Devices, Inc. 
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SYSTEM 





CLOCK 
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REGISTER 
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FETCH 

Figure 10. 


Segments A, B and C of the above microcode instruction fetch 
cycle denote different operations. The sequencer starts execution 
of an instruction at the beginning of a cycle and, during segment 
A, calculates the microcode memory address for the next in- 
struction. The output of the sequencer (microcode memory 
address) is valid at the start of segement B and the data is accessed 
during this segment. In segment C, the data from the microcode 
memory is valid and is latched into the pipeline register at the 
end of the cycle (the rising edge of the clock). This rising clock 
edge is used to latch all registers and devices in the circuit. 


Notice from the timing diagram that the instructions in the 
pipeline register are valid during the complete cycle. Also, while 
an instruction in the pipeline register is available to circuitry, 
the next instruction is concurrently being fetched from microcode 
memory to be subsequently latched into the pipeline register at 
the start of the next cycle. 


To better understand how to program the ADSP-1110A in a 
pipelined architecture, the ADSP-1110A’s instruction set can be 
divided into three functional classes. The first includes all in- 
structions that cause a register to be loaded. The second class 
includes output instructions, which are asynchronous. The final 
class of instructions are the multiply operations. Note that multiply 
instructions perform multiple operations—they also load the Y 
register and clock MR. 


Class 1 Class 2 Class 3 
Register Loads Output Multiply 
CKRM Bus = EX X*Y 

X = Bus Bus = EX (sl) (All forms) 
LS = Bus Bus = MS 

MS = Bus Bus = MS (sl) 

EX = Bus Bus = MS (sat) 

LS = MS Bus = MS (sl,sat) 

MS = EX Bus = LS 

EX = SIGNEXT MS Bus = LS (sl) 


MS = SIGNEXTLS Bus = LS (sat) 


Bus = LS (sl,sat) 


Table IV. 


Register loads occur at the end of the cycle (rising clock edge) 
whenever a Class | instruction is presented. Output instructions 
(Class 2) are executed during the same cycle as presented, with 
the output data becoming valid tp ns into the cycle and remaining 
valid throughout the rest of the cycle. This data is available to 
be latched into an external register, or other device, at the end 
of the cycle (rising clock edge). 


Muluply instructions (Class 3) begin executing at the beginning 
of the cycle after the cycle in which the instruction is presented. 
These instructions require two cycles to complete. Therefore, 
when programming the ADSP-1110A with a multiply instruction, 
it must be noted that the instruction will not start execution 
until the next cycle, as opposed to Class 1 and 2 instructions, 


which are executed in the current cycle. This can be illustrated 
by the following program example: 


Pipeline ADSP-1110A 
Cycle | Instruction Activity 
] X=BUS X register loaded with data at end 


of cycle. 

Y register loaded with data at end 
of cycle and multiplier control 
signals latched at end of cycle. 
Garbage clocked into the MR. 


Multiply of first operands 
begins at start cycle, X register 
loaded with new data at end 

of cycle. 


2 | Y=BUS;CKMR; 
X*y 


4 Y =BUS; CKMR; 
X*Y + MR 


Y register loaded with new data. 
MR loaded with first product 
and multiplier control signals 
are latched at end of cycle. 


5 Multiply of second operands begins 
at start of cycle. 

6 The sum of the second product and 
the old MR contents are loaded 
into the MR at the end of the cycle. 

7 Most significant portion of MR is 


output to the bus and data is valid 
tp ns max into cycle. 





Table V. 


ROM-Based Sequential Machine 

In a similar manner to which the microcode memory of the bit- 
slice machine provides control bits to circuit components, a 
ROM can be used in conjunction with a binary counter and a 
latch to provide these same control bits. Such an approach 
offers a more compact design, at the expense of versatility. A 
binary counter is used to sequence through ROM locations, 
thus implementing a specified algorithm. This architecture is 


shown below: 
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Figure 117. 


The ROM contains the necessary bit patterns to control the 
miscellaneous circuitry and the ADSP-1110A. The binary counter 
provides sequential addresses to the ROM, resulting in the 
execution of a specific algorithm. The output of the ROM is 
latched so that the bits remain stable during the ROM access 
time associated with the next cycle. A separate counter is used 
to address the data memory. 
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This design technique can be expanded to access several functions 
stored in ROM by using a preloadable counter. The counter is 
preloaded with the starting address of the desired program in 
ROM. A dedicated contro! bit from the ROM is used to flag the 
counter, denoting the end of the program segment. Note that a 
latch is placed in front of the preloadable counter so that a host 
microprocessor can feed the required starting addresses if desired. 
This design is illustrated below: 
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Figure 12. 


PLA-Based State Machine 

Instead of using the purely sequential approach of the ROM/ 
counter solution, a latched PLA can generate the microcode. 
This state machine reduces real estate by entirely eliminating 
the latch (which is internal to the PLA) and the counter. No 
counter is needed since, in a state machine, the next output 
state is determined by the current output state. Use of state 
diagrams and CAD techniques provide the PLA truth table. 
However, in designs that require many states and complex state 
diagrams, a ROM-based sequential machine may be easier to 
implement. 


Interfacing the ADSP-1110A to a Microprocessor 

Because of its high speed, the ADSP-1110A can be used in an 
accelerator for microprocessors such as the Intel 286 or the 
Motorola 68000, performing dedicated macro-routines. The host 
microprocessor communicates with the ADSP-1110A via memory- 
mapping or I/O mapping (depending on the microprocessor). 
Also, the microprocessor and the ADSP-1110A must both have 
access to data memory. The microprocessor merely triggers the 
ADSP-1110A circuit and proceeds to perform some other task 
while the ADSP-1110A executes its macro-routine such as a 
matrix multiply, inverse function, square-root function, or digital 
filter. The following diagram illustrates a typical interface to a 
microprocessor: 
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Figure 13. 
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Any signal that must communicate with the microprocessor is 
connected to the external status register. The status register is 
either I/O mapped or memory mapped. The overflow line from 
the ADSP-1110A, along with the end of program control flag, is 
also connected to the status register. Also, flags may be used to 
interrupt the microprocessor. Note that the high-speed data | 
memory is available to both the microprocessor and the ADSP- 
1110A circuit. The multiplexers performing this selection are 
controlled by the microprocessor, with multiplexer select lines 
coming from the external status register. 


APPLICATIONS 

The ADSP-1110A is a high-performance component for a host 
of digital signal processing applications including FFT’s, digital 
filters, and double-precision multiplication. 

FFT Applications 

The fast Fourier transform (FFT) is the principal algorithm 
used to analyze the frequency content of a signal. The FFT 
significantly reduces the time required to compute a Fourier 
transform by taking advantage of patterns in the computations 
to economize on multiplications. The ADSP-1110A performs | 
the “‘butterfly,”’ the key arithmetic operation in an FFT, entirely 
on-chip. 


Figure 14 illustrates a decimation-in-time butterfly. As outlined 
by equations (1) 
Ao =Ao+Aje je (1) 
Ay’ = Ag— Aje i 
the complex number A, is multiplied by a rotation term, 
R=e )®, and added to the complex number Ao, producing Ao’. 


Aj’ is obtained by subtracting the complex product A,*R from 
Ao. The rotation R can be written: 


R=e =cos 0+j sin 0@=C+jS (2) 


In an FFT Ap and A, are complex numbers. Let 


Ao=Xot+jYo (3) 
A,;=X,+jY; 

Then, 
(Aye ®=(X1+jY:)(C+jS) (4) 


== (X,C = Y,S) + jCX,S + Y,C) 


allowing Ao’ and A,’ to be represented as: 


Ao’ = Xo + J¥o + [KC — YS) + j(KiS + YiC)] (5) 
=X)’ +jYo’ 

Ay’ = Xo + jYo— [KC — Y)S) + j(K\S$ + YC] 
=X’ +jYy’ 


Expanding and equating real and imaginary terms yields: 


Xo' = Xo + (XiC— YS) (6) 
Yo =Yo+(X,S+ Y,C) 
Xj! = Xo — (XC - YS) 
Y,’=Yo—(X%,S+ Y,C) 


Equations 6 can be used by the ADSP-1110A to efficiently 
implement the butterfly computation. First, Xo is loaded into 


pT 





Figure 14. FFT “Butterfly’’ Diagram 


MR by multiplying it by positive full scale (k=0111...1). (“+1” 
cannot be represented in fractional two’s complement, though 
““— 1” can be. Scaling all terms by the factor “O. 111111111 111111” 
[binary] fits all values of sine and cosine into fractional two’s 
complement and introduces less error than consistently failing to 
represent positive unity.) Xg’ is obtained as follows: 


Xo’ = kXy + X,C— Y,S (7) 
Note that the factor k is not equal to unity. To ensure consistency 


in results, all stored cosine and sine factors (C and S) should 
similarly be scaled by k. Then, X,’ can be simply computed: 


X)'=kXp— (XC —- Y;S) (8) 
=2kXo— Xo’ 
Cycle Instruction 
18’. X=BUS 
19’. Y =BUS;CKMR;3X7tc* Yrc 
20’. BUS = MS(sl) 
r. X=BUS 
2 Y =BUS;CKMR;3X7c*Ytco+ MR 
3 X=BUS 
4. Y =BUS;CKMR; — X7c*¥tco+ MR/RNDI14 
5. X=BUS 
6 Y =BUS;CKMR;3Xys*Ytc — MR/RND 15 
7 BUS = MS(sl) 
8. X=BUS 
9. Y=BUS ;CKMR3X7c* Yc 
10. BUS = MS(sl) 
11. X=BUS 
12. Y = BUS;CKMR;3X7c*Yro+ MR 
13. X=BUS 
14. Y = BUS;CKMR3X7c*Y7c¢ + MR/RND14 
15. X=BUS 
16. Y =BUS;CKMR;3Xys* Ytc — MR/RND 15 
17. BUS = MS(sl) 
18. X=BUS 
19, Y=BUS;CKMR;3X14c*Ytc 
20. BUS = MS(sl) 


where X,’ is the accumulator’s contents, and 2kX, results from 
a mixed-mode multiplication of 2k and Xp . This operation 
represents a multiply/subtract, which illustrates an additional 
feature of the ADSP-1110A. Conventional MAC’s cannot perform 
mixed-mode multiplies or multiply/subtracts. 


Table VI provides the details for computing an FFT Butterfly 
with the ADSP-1110A. Each point requires ten cycles to compute 
the real component and ten cycles for the imaginary component. 
A 1024-point FFT requires 5120 butterflies. 


A butterfly calculation contains a series of multiply/accumulates 
and multiply/subtracts. This presents a challenge in rounding 
the result, because rounded outputs from earlier cycles become 
inputs in later cycles. The rounding on cycles 4, 6, 14, and 16 
ensures that the outputs (lines 7, 10, 17, and 20) are rounded 
correctly. Lines 4 and 14 round on bit 14, consistent with a left 
shift during output. However, lines 6 and 16 round on bit 15 to 
arrive at X,’and Y,’. In performing the multiply and subtract 
on these lines, the original round on lines 4 and 14 becomes 
inverted. To compensate, 2 must be added to the 14th bit, 1 to 
compensate for the previous round, and then | to round the 
current result. This can be easily accomplished in one step 

by adding a | to bit 15 rather than 2 to bit 14. 


Comments 


Load k 

Load Xp), MR = Previous 

Output Y)’ from previous butterly 

Load C 

Load X,, MR=kXo 

Load S 

Load Yi; MR= kXo a X,C 

Load 2k 

Load Xo, MR = kXy) + (X,C— Y,|S)+RNDI14 
Output Xo’ 

Load k 

Load Yo, MR = kXy — (X;C— Y,S)+ RND14 
Output X,’ 

Load S 

Load X,, MR=kYo 

Load C 

Load Yi> MR= kYo + X,S 

Load 2k 

Load Yo, MR=kKY 9+ (X,S + Y;C)+RNDI4 
Output Yo’ 

Load k 

Load new Xp, MR = kYo— (X)S+ Y,C)+RND14 
Output Y,’ 


Table VI. Sample FFT “Butterfly’’ Sequence 
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FIR Filters 

The ADSP-1110A is readily included in an FIR filter configuration. 
Figure 15 diagrams an N-tap finite impulse response (FIR) 
filter. FIR filters perform convolution in the time domain, 
corresponding to multiplication in the frequency domain. The 
coefficients h; represent the filter’s impulse response—the time 
domain equivalent of the filter’s desired frequency response. 


2, Zn-N+1 


ADC Z 
one 16 lial 





THROW OUT 
OLD DATA 


FILTER OUTPUT 
Figure 15. FIR Filter Design 


When implemented with the ADSP-1110A, FIR filters employ a 
single RAM with a memory map as diagrammed in Figure 16. 
This contrasts with the multiple RAMs usually required in 
three-port MAC designs. Except in adaptive filters, where the 
filter response changes to meet changing system requirements, 
the filter coefficients remain constant. 


Input data, on the other hand, is continuously updated. Each 
new data sample overwrites the oldest data point in RAM, an 
action that is tracked by an address counter. The Z, wn sample, 
for instance, is Overwritten with the new Z, sample, and data 
points are addressed as a circular buffer. 


DATA ADDRESS ENDS HERE 
AS COEFFICIENT ADDRESS 
REACHES FINAL VALUE 


OVERWRITE THIS DATA 
POINT WITH NEW ADC DATA 
AND BEGIN FILTER AT 

NEXT OLDEST POINT 





COEFFICIENT ADDRESS 
COEFFICIENT| ho |" SeGins HERE 


memory [| 


FINAL ADDRESS 
Phys | “— GENERATED HERE 


Figure 16. Memory Map 
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In the time interval between new data samples, the filter multiplies 
each of the N previously stored data samples, Z;, by the respective 
filter coefficients, h,_;. The resulting sum of the products repre- 
sents the filtered signal output. An overflow flag and optional 
saturation logic allow long FIR filters to be implemented without 
risking overflow. 


Note that the use of the ADSP-1110A does not require a com- 
plicated control circuit. Figure 17, for example, diagrams the 
controller circuit flow-chart for the FIR filter described above. 
When implemented in hardware, the controller’s complexity 
remains comparable to that of the controller required for a 
three-port MAC-based filter design. 
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Figure 17. Controller Flow Chart for FIR Filter 


IIR Filters 

Infinite impulse reponse (IIR) filters use feedback to improve 
filter performance at the cost of a more complicated design. The 
principal advantage of an IIR filter is the relatively small number 
of multiplies needed to achieve a high-performance filter. The 
ADSP-1110A, unlike conventional MAC’s, has architectual 
features that eliminate some of the disadvantages associated with 
implementing IIR’s. 


The time required for the ADSP-1110A to calculate a biquad 
section of an IIR filter is (S MAC operations) X (two cycles/op- 
eration) + (output cycle), or eleven cycles. In the equation for a 
biquad, 


Yo=agXo + a) X_) + a2X_2— b  Y_; — b2Y_2 (9) 


ocak cteatientas Seine en eptnieiisntyo_i 


the coefficient b, generally lies between 1 to 2. The most con- 
ventional way to represent the coefficients and data is in fractional 
two’s complement notation. Since this numbering system only 
ranges from —1 to 0.999... , all coefficients and data for the 
IIR filter have to be divided by 2 to handle b; when using a 
conventional MAC. To compensate, external shifters are needed 
on output to shift the result up by one bit (multiply by 2). 


A coefficient in the +2 to —2 range can be handled with the 
ADSP-1110A by using a mixed-mode multiply. Since the coeffi- 
cient’s sign is known in advance, multiply/add and multiply/sub- 
tract operations can supply the sign to an unsigned magnitude 
number. The MS register is left-shifted as usual on output to 
obtain the correct result. 


Stability is an important issue for IIR filters. The ADSP-1110A’s 
wide accumulator, together with the hard-limiting provided by 
its saturation circuit, prevent the overflow problems and large-scale 
oscillations that often plague IIR filters. 


Double-Precision Multiplies 

In order to handle double-precision multiplication (multiplying 
two 32-bit two’s complement numbers), conventional MACs 
require additional external logic. The ADSP-1110A, in contrast, 
performs these operations without external support. Moreover, 
the device performs a double-precision multiplication in fifteen 
cycles, seven of which represent overhead. 


Equation 10 represents a double-precision multiply: 


P=(X)\(Y) 
= (MSW, + LSW,-276)MSW, + LSW,-27') (10) 


= MSW,-MSW, + (MSW,-LSW, + MSW, -LSW,,-27!6 
+LSW,-LSW,-2- 


where P is the 64-bit product of two 32-bit two’s complement 
numbers, X and Y. MSW, represents the 16 most significant 
bits of word X, and LSW,, represents the 16 least significant 
bits. The product P equals the sum of partial products; each 
partial product’s sign and significance must be taken into account 
in order to obtain the proper result. 


A double-precision multiply requires no external logic. Further- 
more, as illustrated in the following sequence, the ADSP-1110A 
performs the operation in 15 cycles. 


In this double-precision multiply sequence, shown in Table VII, 
the four basic multiplications require only eight cycles. Cycles 
5, 6, 11, 12, 13, 14, and 15 represent overhead. 


Double-Precision MAC’s 

The previous discussion concerned double-precision multiplies. 
The ADSP-1110A also readily handles double-precision multiply/ 
accumulate operations. For example: 


N 
AP= >, X.Y; (11) 
j=] 
N 
= >) (MSW,; + LSW,; -271)(MSWy; + LSW,; -27!5) 
= 


Cycle Operation Comments 
1. X=BUS Load LSW,. 
2 Y =BUS;CKMR; Load LSW, and multiply 
Xus* Yyus/RNDI15 (unsigned). 
3; NOP Noop. 
4. Y = BUS;CKMR; Load MSW, and perform 


Xus*Ytc + MR 


MAC (mixed-mode). 


5. LS=MS MS shifts into LS. The LS 
of the (LSW,,)(LSW,) product 
is discarded. 
6. MS = EX Shift EX into MS. 
(e X= BUS Load MSW,,. 
8. Y =BUS;CKMR; Load LSW, and perform MAC 
Xtc*Yus + MR/ (mixed-mode) with round 
RND14 in bit 14. 
9. NOP Noop. 
10. Y =BUS;CKMR Load MSW, and perform 
Xrc*Ytc +MR MAC (two’s complement). 
11. LS= MS Shift MS into LS. 
12. MS =EX Shift EX into MS. 
13. CKMR Clock the output registers. 
This loads the MAC from 


14. BUS =MS(sl) 
15.  BUS=LS(sl)/ 
RND14 


Table VII. 


where each X and Y is a 32-bit number, and AP is a 72-bit 


cycle 10 into the accumulator. 
Output MS with left shift. 
Output LS with left shift. 
The SLE register provides 

an extra bit of precision. 


accumulated product. Note that AP can be expressed as the 
sum of accumulated partial products as follows: 


N 


AP= Eb (Msw.yMsw,)}} + (12) 


i=1 


N 


+{[> (MSW,XMSWy,)+ (LSW, MSW.) | 7-16 


i=1 


N 


> Lsw.Lsw,)}2™ 


i=1 


Computing the accumulated double-precision product AP requires 
the same basic sequence as in computing a single-precision 
MAC. Simply compute a summation of partial products, rather 
than the summation of products themselves. 


The summation of partial products often leads to sums greater 
than 32-bits. The 8-bit extension register stores any overflow, 
letting the summation proceed without error. The output and 
shift cycles occur once each at the end of the appropriate partial 
product calculation. A 32-point double-precision FIR filter, 
requires (32-points)(4-multiplies)(2 cycles/multiply) +9 overhead 


cycles = 273 total cycles. 


An optional procedure, which cuts the multiply/accumulate time 
by roughly 25%, entails omitting the LSW, x LSW, accumulation 
and instead adding % of the number of accumulations to the 
final result. This removes the bias because the LSW’s of both 
words have a mean value of 2 and when multiplied together 
have a mean product of %4. Thus any bias in the answer is removed. 
A simple way to add 1’s to the LSB is to assert the round control 
on the appropriate number of MAC operations. 
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ADSP-1110A PIN CONFIGURATION 
ALL PACKAGES 


Supply Voltage ................-. —0.3V to 7V D-28. N-2 p- -28A 
Input Voltage ...........2.2. 000% —0.3V to Vpp ee le 
Output Voltage Swing. ............ —0.3V to Vpp 


PIN | FUNCTION | PIN FUNCTION 
CLK 


ABSOLUTE MAXIMUM RATINGS 


Operating Temperature Range (Ambient) . . —55°C to + 125°C 


Storage Temperature Range......... —65°C to + 150°C 1 15 
Lead Temperature (10 Seconds) ............ 300°C 2 16 
3 17 
4 18 
COMMERCIAL 
6 20 
. HERMETICITY 7 21 
STABILIZATION BAKE FINE LEAK Bei 8 22 
COND C - 24HRS, 150°C SHASS LEAL CONDE 
9 23 
- 
TEMPERATURE CYCLE 25 
METHOD 1010 
26 
BURN-IN 
METHOD 1015 : 
160 HRS — 125°C 27 
CENTRIFUGE . 28 





METHOD 2001 
CONDITION D — 20,000G, Y1 PLANE 


100% FINAL ELECTRICAL TESTING 


PLUS Processing Environmental Flow 


ORDERING INFORMATION 
Temperature Package 

Part Number Range Package Outline 
ADSP-1110AJD Oto + 70°C 28-Pin Ceramic DIP D-28 
ADSP-1110AKD Oto + 70°C 28-Pin Ceramic DIP D-28 
ADSP-1110ASD — 55°C to + 125°C 28-Pin Ceramic DIP D-28 
ADSP-1110ATD — 55°C to + 125°C 28-Pin Ceramic DIP D-28 
ADSP-1110ASD/+ — 55°C to + 125°C 28-Pin Ceramic DIP D-28 
ADSP-1110ATD/+ — 55°C to + 125°C 28-Pin Ceramic DIP D-28 
ADSP-1110ASD/883B  —55°Cto +125°C 28-Pin Ceramic DIP D-28 
ADSP-1110ATD/883B  —55°Cto +125°C 28-Pin Ceramic DIP D-28 
ADSP-1110AJN Oto + 70°C 28-Pin Plastic DIP N-28A 
ADSP-1110AKN Oto +70°C 28-Pin Plastic DIP N-28A 
ADSP-1110AJP Oto +70°C 28-Lead Plastic Leaded Chip Carrier P-28 
ADSP-1110AKP Oto + 70°C 28-Lead Plastic Leaded Chip Carrier P-28 
ADSP-1110ASE/ + — 55°C to + 125°C 28-Contact Leadless Chip Carrier E-28A 
ADSP-1110ATE/+ — 55°C to + 125°C 28-Contact Leadless Chip Carrier E-28A 
ADSP-1110ASE/883B — 55°C to + 125°C 28-Contact Leadless Chip Carrier E-28A 
ADSP-1110ATE/883B  —55°Cto +125°C 28-Contact Leadless Chip Carrier E-28A 


Contact DSP Marketing in Norwood concerning the availability of other package types. 


ESD SENSEEIV UY oe es = 
The ADSP-1110A features input protection circuitry consisting of large “distributed” diodes 
and polysilicon series resistors to dissipate both high-energy discharges (Human Body Model) 
and fast, low-energy pulses (Charged Device Model). Per Method 3015.2 of MIL-STD-883B, 
the ADSP-1110A has been classified as a Category A device. 


Proper ESD precautions are strongly recommended to avoid functional damage or performance 
degradation. Charges as high as 4000 volts readily accumulate on the human body and test 
equipment and discharge without detection. Unused devices must be stored in conductive 
foam or shunts, and the foam should be discharged to the destination socket before devices 
are removed. For further information on ESD precautions, refer to Analog Devices’ ESD 
Prevention Manual. 


WARNING! 
WS 


ESD SENSITIVE DEVICE 
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Integer Arithmetic Unit 


ADSP-1101 


FEATURES 

16x16-Bit Parallel Multiplication / 40-Bit 
Accumulation 

80ns Cycle Time 

Can Support 2.4ms 1024-Point Complex FFT with 
Block Floating-Point 

40-Bit Adder/Subtracter with Status Flags 

16-Bit Logic Unit 

Dual 40-Bit Accumulators with Status Flags 

Right/Left Shifts on Output Up to 7-Bits 

Flexible Load of Six Input Registers 

Flexible Preload of Both Accumulators 

Feedback from Accumulators to Adder/Subtracter 
with Left/Right Shift Control 

Feedback from Adder/Subtracter to Y Input 
Registers 

On-Chip Block Floating-Point Control 

Autonormalized Output with Exponent 

Output with Saturation 

32-Bits-Per-Cycle Data Transfer Rate Through Each 
16-Bit Data Port (Two Input and One Output) 

Twos-Complement and Unsigned-Magnitude Data 
Formats 

Independent Microcode Control of Each Functional 
Unit 

375mW Power Dissipation in Low-Power 
TTL-compatible CMOS 

100-Pin Grid Array 


APPLICATIONS 

High-Performance Digital Signal Processing 
Digital Filtering 
Fourier Transformations 
Correlations 

General-Purpose integer Processing 

Fast Function Generation 


GENERAL DESCRIPTION 

The ADSP-1101 Integer Arithmetic Unit (IAU) is a versatile 16- 
bit integer processor which has at its core a high-speed 16x16 
array multiplier, a 40-bit addition/subtraction circuit, and dual 
40-bit accumulators (Figure 1). Extensive data paths and 
support circuitry allow its users to accomplish a broad range of 
integer processing tasks entirely on-chip, including complex 
arithmetic. The ADSP-1101 offers a full complement of 
arithmetic, logic, and shift functions. Block Floating-Point 
Control logic is also provided. Sustainable single-cycle 
operations of the form y=mx-+b are also supported. 
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Word-Slice Microcoded System with ADSP-1101 


The ADSP-1101 is ideally suited for signal processing 
applications such as digital filters and FFTs. Multiple ADSP- 
1101s can be cascaded to perform FIR filters at a single-cycle 
throughput rate by storing filter coefficients in input 

registers and passing partial sums of products to one of the 
Accumulators of the next IAU in the chain. The ADSP-1101 
simplifies FFTs by performing six-cycle radix-2 butterfly 
operations entirely on-chip. Fast function generation (using 
Taylor /Chebyshev series, etc.) and other algorithms employing 
series of products can also be performed on-chip. 


The ADSP-1101 has two input ports and an output port. Both 
of the independently controlled Y registers may be loaded from 
either input port. One pair of X input registers is loadable from 
the X-Port, the second pair, from the Y-Port. Both Accumu- 
lators may be preloaded from the Y-Port. Up to six 16-bit 
words can be transferred through the ADSP-1101’s three data 
ports in a single cycle, thereby avoiding bottlenecks at the 
input ports and output port. 


Data from the Y input registers can be passed through the 
Logic Unit prior to entering the Multiplier Array. The 
Adder/Subtracter, fed by the Multiplier Array and Accumu- 
lators, produces a result that may be routed to either one or 
both of the two Accumulators or to either or both Y input 
registers. The contents of either Accumulator can be fed back 
to the Adder/Subtracter or routed to the output port (via the 
Output Shifter). Block Floating-Point Control is imple- 
mented entirely on-chip. 
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The ADSP-1101’s 20-bit Z-Port can output a 16-bit data word 
or Status Register on its lower-order 16-bits and extension 
data, status flags, or an exponent from an autonormalized 
output on its high-order 4 bits. (Adder /Subtracter flags are 
specified only 0-70°C.) The 16-bit data word can come from 
the Accumulator. Like the X and Y input ports, the Z-Port can 
transfer data at twice the clock rate. 


The ADSP-1101’s 39-bit instruction word is divided into 
subfields that allow independent control of the IAU’s various 
functional elements. Instruction subfields which don’t change 
can be hardwired, thus conserving microcode memory. A 
number of instructions may be conditioned on internal or 
external status. 


The ADSP-1101 is fabricated in double-metal 1.5 um CMOS 
and consumes 375mW maximum, significantly less than 
comparable bipolar solutions. The differential between the 
chip’s junction temperature and the ambient temperature stays 
small because of this low power dissipation. Thus, unlike 
similar bipolar devices, the ADSP-1101 can be safely specified 
for operation at environmental temperatures over its extended 
temperature range (—55°C to +125°C ambient). 


The ADSP-1101 is available for both commercial and extended 
temperature ranges. Extended temperature range parts are 
available with optional high-reliability processing (“PLUS” 
parts, see Figure 18) or processed fully to MIL-STD-883, Class 
B. The ADSP-1101 is available packaged in either a ceramic 
100-lead pin grid array or a 100-lead plastic leaded chip carrier. 
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PIN DESCRIPTIONS 
PIN NAME DESCRIPTION 
DATA PORTS ee = 

ar, 16-bit X Input Data 
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Ne Shift Control Register Preload 
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INSTRUCTION PORT. . 
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La X-Buffer Input Control (XBUF) 
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Figure 1. ADSP-1101 Functional Block Diagram 
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Figure 2. ADSP-1101 Instruction Word Organization 


INSTRUCTION ORGANIZATION AND TIMING 

The ADSP-1101 features a highly orthogonal instruction set. Its 
39 instruction bits are fielded to afford independent control 
over the key functional blocks of the Integer Arithmetic Unit 
(Figure 2). As a consequence, the ADSP-1101 can be treated as 
a single-chip integer processing subsystem. If all the flexibility 
of the Integer Arithmetic Unit is not required, a user can reduce 
the width of the instruction word coming from microcode 
memory by tying unchanging instruction pins to GND or +5V. 


Instruction pins are numbered from I3g to Ig. To aid in the 
readability, they are referenced in this data sheet by the 
relevant instruction field within the instruction word. For 
example, instruction pins I93 through I1¢ are called 
“ARITHL23:16” since those pins control the IAU’s arithmetic 
and logic functions. The numerical references match the “I” 
pin numbers. 


Several arithmetic, shift, and data-path instructions can be 
conditioned on the state of an internal programmable flag, 
IFLAG. IFLAG can reflect sign, zero, or overflow status from 
the Adder/Subtracter. Alternatively, IFLAG can reflect the 
state of an external pin (IEXT), allowing for externally 
controlled conditional instructions. By depending on IFLAG, 
these conditional instructions can be made dependent on IEXT 
or on any one of these three Adder/Subtracter internal status 
conditions. 


The ADSP-1101 contains an Instruction Register so that the 
user does not have to hold microcode instructions valid 
throughout the clock cycle. All instructions and IEXT share the 
same setup (tj¢) and hold-time (tj,4) requirements relative to the 

*clock’s rising edge (though not all are in fact registered into the 
internal Instruction Register). Control lines which select the 
data paths to registers YO, Y1, Accumulator A, and 
Accumulator B at the clock’s rising edge are asynchronous, 
allowing the muxes they control to establish data paths prior to 
the rising edge. Nonetheless, the user can treat all instructions 
as if they were registered since the asynchronous controls are 
no longer needed after their hold-time requirements have been 
met; any change after the clock edge will have no effect. 


No instruction fields are internally pipelined, allowing the user 
complete control over the sequence of operations. When 
writing Adder/Subtracter results to an Accumulator and then 
outputting these results, for example, the instruction fields for 
arithmetic/logic operations would be presented on one rising 
edge of the clock and the instruction fields for writing this 
result to the Accumulators and outputting it would be 
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_ presented on the next rising edge. (See Figure 20.) Instructions 


that put the output port into a high-impedance state take effect 
in the cycle after the rising edge at which they are presented. 


Suggested mnemonics for the ADSP-1101’s instructions have 
been chosen to be as short as possible while remaining 
descriptive. The meta-assembler-level instruction for a single 
cycle of IAU execution can consist of 18 or 19 independent 
mnemonics. Readability requires that each mnemonic express 
its operation in some intuitive manner. In most cases, the class 
of operations is denoted by the first few characters of each 
mnemonic. Because of the complex options available in the 
Accumulator write instruction sets, the mnemonics for these 
instructions have themselves been fielded. Some commonly 
used conventions include 


Mnemonic Meaning 

XP X-Port 

YP Y-Port 

ACC selected Accumulator 
AS Adder/Subtracter 

A absolute 

P plus 

M minus 

N negate or no change 
S sign extend 

PRD product 

PASS pass 

L shift left one bit 

R shift right one bit 

U unsigned-magnitude 
2 twos-complement 

Z zero 

D default sign 

LW least significant word 
MW most significant word. 


Data transfer operations have been represented in the format 
“{source]T[destination])” whenever anything shorter would be 
ambiguous, “T” meaning “to.” Conditional instructions have 
been represented as “[result if true]E[result if false],” “E” 
meaning “else.” 


A summary of the ADSP-1101’s instruction set can be found at 
the end of this data sheet. 


2 


INPUT BUFFERS AND TIMING x Y 
The ADSP-1101’s X-Port and Y-Port are 16-bit input ports that oe a 
provide data to input data buffers, the X-Buffer (Figure 3) and 5 
the Y-Buffer (Figure 4). The X-Buffer consists of four 16-bit 16 16 


registers, two feedthrough data paths, and muxes. Registers X0 
and X1 accept data from the X-Port. Registers X2 and X3 accept 
data from the Y-Port. The Y-Buffer consists of two 16-bit X-BUFFER 
registers, one feedthrough path, the Logic Unit, and muxes. 
Independently controlled registers YO and Y1 can‘both accept 
data either from the X-Port, from the Y-Port, or from the 
Adder/Subtracter. 


The Y-Port can also provide up to 16-bits of data per clock 
phase to preload either or both Accumulators. The X-Buffer 
and the Y-Buffer provide inputs to the Multiplier Array and the 
Adder/Subtracter. The Logic Unit physically resides in the Y- 
Buffer, though is controlled primarily by Arithmetic and Logic 
Control (ARITHL23:16) instructions. 


Registers in the X-Buffer can be written on either the rising or 





MX 


Figure 3 ADSP-1101 X-Buffer 


SAAS AAA DMM ADELE ELLE PILES PLEEP EPL 


input Output 
Control Control 


EXT | XBUF | YBUF | FDBK | ARITHL| ACCA | ACCB] OUT 
| (IEXT) | (38:33) | (32:27) | (26:24) | (23:16) | (15:12) | (11:8) | (7:0) 


|38 37 36 35 |34 33 | 





Arithmetic and Logic Control 















LLLLLEL EE 


/ multiplier MX 














| write address 

: read address ; 
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| else, X3 





Table |. ADSP-1101 X-Buffer Instruction Set 
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falling edge of the clock, a mode that can be changed 
dynamically under microcode control. Y-Buffer registers, 
however, can be written only at the rising edge. Only one X- 
Buffer register can be written in a given cycle. But some X- 
Buffer register must be written to in every cycle. A “dummy” 
X -Buffer register should be designated to receive garbage X- 
Port data on cycles when valid data is not presented to the X- 
Port. The Y-Buffer registers, however, can be independently 
controlled, allowing both Y0 and Y1 to be loaded from any of 
three sources in the same cycle, if desired, or not loaded at all. 


Both input buffers include feedthrough paths which bypass the 
input registers. Thus, the user can eliminate the level of 
pipelining normally involved in loading input data, though 
there is no throughput or latency advantage to doing so. Note 
that data loaded directly to the multiplier ports, MX or MY, can 
also be concurrently loaded to one or more available registers 
in the input buffers and preloaded to one or both 
Accumulators. 





Figure 4. ADSP-1101 Y-Buffer 
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Table Il. ADSP-1101 Y-Buffer Instruction Set 
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eee 


When using the feedthrough data paths, results must be 
clocked into one of the Accumulators before changing any 
input data. The data at the input ports must remain valid until 
toHAs before the next rising edge of the clock to insure stable 
results at that clock edge and also to insure stable 
Adder/Subtracter flags (Figure 20). 


X-Buffer 

The X-Buffer accepts input from either the X-Port or the Y-Port 
as indicated in XBUF34:33 (Table I). Note that X0 and X1 are 
written only from the X-Port, and X2 and X3, only from the Y- 
Port. XBUF35 determines whether register loading occurs on 
the rising edge or on the falling edge. The Multiplier Array’s 
input source at its MX port is determined by XBUF38:36. This 
source can be either port or any X register. The choice of X- 
Buffer register can be conditional on the state of IFLAG at the 
beginning of the cycle. 


The registers in the X-Buffer all meet the same setup (tpss) and 
hold time (tp}y) requirements regardless of whether they are 
clocked on the rising or falling edge. Note that when writing to 
X-Buffer registers on the falling edge, two additional 
requirements must be met. First, if an X-Buffer register is 
loaded mid-cycle and that register is selected as a source to the 
MX Multiplier Array port in that same cycle, clock LO will 
have to be extended to at least the minimum value of tc,_K as 
listed in “Specifications” to insure arithmetic circuits have been 
allowed sufficient time for propagation delays. Second, an X- 
Buffer register cannot be written mid-cycle ona falling edge 
and then re-written at the next rising edge. If attempted, the 
second write will not occur. 


Y-Buffer 

In addition to X-Port and Y-Port data sources, the Y-Buffer can 
also accept post-rounded bits AS31_16 from the Adder /Sub- 
tracter (the Adder/Subtracter’s Most Significant Word) as an 
input (Figure 4). 16-bit results from either Accumulator can be 
passed through the Adder/Subtracter to load either or both of 
the Y-Buffer registers. Because of the feedback paths from the 
Adder/Subtracter to the Y-Buffer registers (and from the 
Accumulators to the Adder/Subtracter), these input registers 
can serve as auxiliary 16-bit temporary working registers. This 
feature is valuable in calculations involving products of sums 
and/or products of products. 


The Y-Buffer registers accept input on the rising edge of the 
clock from the X-Port, the Y-Port, or the Adder/Subtracter as 
indicated in YBUF28:27 and YBUF30:29 (Table II). The 
Multiplier Array’s MY port can accept data from either Y- 
Buffer register. Feedthrough data can come only from the Y- 
Port. The data source for the Multiplier Array’s MY port is 
determined by YBUF32:31. The choice of Y-Buffer register can 
be conditional on the state of IFLAG at the beginning of the 
cycle in which the conditional instruction is executed. 


For logic operations (which employ the Logic Unit), YBUF32:31 
are redefined as shown in Table IV. A logic operation is 
defined by ARITHL18:16 = “111” (non-multiplication 
instruction) and ARITHL23:21 = “111” (logic instruction). The 
Logic Unit’s operands always come from YO and Y1. Thus, the 
source for the logic operation as the Y-Buffer registers is 
implicit in the very fact that a logic operation is being executed. 
Hence, in a logic operation there would be no need to use 
YBUF32:31 to specify the Logic Unit’s data source, and these 
instruction bits can be (and are) reused. 


DATA FORMATS 

The ADSP-1101 Integer Arithmetic Unit can process twos- 
complement, unsigned-magnitude, or mixed-mode fixed-point 
data in multiplication operations. The data formats for twos- 
complement and unsigned-magnitude input data are shown in 
Figure 5. The variable “k” determines the user’s placement of 
the implicit binary point, which can be placed wherever 
desired. Integers are represented when k=0. Fractional twos- 
complement numbers are represented when k=-15; fractional 
unsigned-magnitude numbers are represented when k=-16. 
“Mixed-mode” operations are those with one twos- 
complement operand and a second unsigned-magnitude 
operand. 
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Figure 5. ADSP-1101 Input Data Formats 


Data formats for arithmetic inputs to the Multiplier Array are 
specified with ARITHL23:22 pins in the Arithmetic and Logic 
Control / Multiplication instruction set. (See Table [V. Data 
formats are specified at the inputs to the Multiplier Array, not 
within the Input Buffers.) The Accumulator control 
instructions also support multiple fermats for data preloaded 
from the Y-Port. Internally, the IAU tracks the data format of 
every result. This format tracking is essential for proper 
shifting, saturation at output, extension of data to wider fields, 
and block floating-point control. Both Accumulators and the 
Adder /Subtracter generate flags indicating whether their most 
recent contents were twos-complement or unsigned- 
magnitude. These flags are available in the Status Registers 
and can be read through the Z-Port. (See “Status Flags.”) 


In general, if any term in a multiplication or multiplication/ 
accumulation operation is formatted for twos-complement, its 
result will be flagged as a twos-complement number. 
Unsigned-magnitude results are obtained only from logic 
operations and from Multiplication Instructions when all input 
and Accumulator terms are unsigned-magnitude. Mixed-mode 
and twos-complement operations yield twos-complement 
results. Mixed-mode multiplications can be useful for 


FIXED-POINT COMPONENTS 5-89 


increasing the precision of calculations, since twos-complement 
multiplication results normally contain a redundant sign bit. 
Mixed-mode is also useful for intermediate cross-terms in 
double-precision multiplications. 


ACCUMULATOR FEEDBACK CONTROL 

Many instructions controlling the Multiplier Array and the 
Adder/Subtracter (ARITHL23:16) make use of feedback data 
from one of the two 40-bit Accumulators. These 40-bit data 
paths are illustrated in Figure 6. The Accumulator Feedback 
instructions (Table III) select the feedback path for a particular 
arithmetic operation. Thus, any arithmetic operation 
referencing an Accumulator will use the Accumulator specified 
in the feedback instruction. This data can be shifted right or 
left by one bit before entering the Adder/Subtracter. Several 
instructions are conditional on the state of IFLAG. 
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00 1 AccB 
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Figure 6. ADSP-1101 Accumulator Feedback Data Paths 
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AS input 








no shift 
no shift 
no shift 


no shift 


If IFLAG, shift left; 
else no shift 

If IFLAG, shift left; 
else no shift 

If IFLAG, shift right; 
else no shift 

If IFLAG, shift right; 

else no shift 


Table Ill. ADSP-1101 Accumulator Feedback Instruction Set 
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Figure 7. Data Fielding for Accumulators 


The instruction field, FDBK26:24, determines the feedback 
option applicable to the current arithmetic operation. Left 
shifts are logical. (When Accumulator data is shifted left one 
bit, the Least Significant Bit (LSB) entering the Adder/Sub- 
tracter will be zero.) Right shifts are arithmetic. (When 
Accumulator data is shifted right one bit, the Most Significant 
Bit [MSB] entering the Adder/Subtracter will be sign-extended 
from Accumulator bit 39 in the case of twos-complement data 
or zero in the case of unsigned-magnitude data). These shift 
options are useful for effectively multiplying or dividing the 
contents of ar Accumulator by two before adding it to or 
subtracting it trom a product from the Multiplier Array. 


ARITHMETIC AND LOGIC CONTROL 

Overview 

The arithmetic/logic blocks of the ADSP-1101 Integer 
Arithmetic Unit consist of the 16-bit Logic Unit, located in the 
Y-Buffer, the 16x16 Multiplier Array, and a 40-bit 
Adder/Subtracter. See Figure 8 for the functional 
arithmetic/logic blocks of the IAU. All operations using these 
blocks begin execution with the clock’s rising edge and require 
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tcLK for completion. (When outputting twice per cycle or 
executing the autonormalize instruction, the clock period may 
have to be extended, however, to allow for the data output 
delay time. See “Output Control and Timing” below.) 
Operations are controlled primarily by the ARITHL23:16 
instruction pins (Table IV). The Arithmetic and Logic Control 
instruction set consists of Multiplication Instructions and Non- 
Multiplication Instructions, as determined by ARITHL18:16. 


The Logic Unit residing in the Y-Buffer performs logical 
operations on the contents of YO and Y1 and supplies the result 
to the MY input of the Multiplier Array. 


The parallel Multiplier Array accepts 16-bit inputs through its 
MX port from the X-Buffer and 16-bit inputs through its MY 
port from either the Y-Buffer or the Logic Unit. Twos- 
complement, unsigned-magnitude, and mixed-mode are 
supported input data formats for multiplication operations. All 
results are internally tagged as either twos-complement or 
unsigned-magnitude. This format information is available in 
the two 16-bit Status Registers, one for each Accumulator. 
Unbiased rounding is supported for Multiplication Instructions 
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Figure 8. ADSP-1101 Logic Unit, Multiplier Array, and Adder/Subtracter 


FIXED-POINT COMPONENTS 5-91 





at any one of three Adder/Subtracter bit positions (AS16, AS15, 
or AS}4). The Multiplier Array’s 32-bit product (MZ31_p) can be 
left-shifted (logically) by one bit (Format Adjusted) to eliminate 
the normally redundant extra sign bit in twos-complement _ 
products before entering the Adder/Subtracter or, more 
generally, to scale by two. 


The Adder/Subtracter accepts a 32-bit result from the 
Multiplier Array and a 40-bit Accumulator result from either 
Accumulator. The 40-bit Accumulator result can be shifted 
right arithmetically or left logically one bit before entering the 
Adder/Subtracter, as described in “Accumulator Feedback 
Control.” The Adder/Subtracter’s 40-bit output can be routed 
to either or both Accumulators and/or directly and 
asynchronously to the Output Shifter and Z-Port. The 16-bit 
Most Significant Word (MSW) from the Adder/Subtracter 
(AS3 1.16) can also be routed to either or both registers in the Y- 
Buffer. 


The dual 40-bit Accumulators, A and B, accept inputs from two 
sources: either the Adder/Subtracter or the Y-Port (via the 
Preload Format Control). The Accumulators are each fielded 
into a 16-bit Least Significant Word (LSW), a 16-bit Most 
Significant Word, and an 8-bit Extension (EXT) byte (Figure 7). 
The wide EXT byte guarantees no true data loss for at least 256 
multiplication/accumulation operations. Each Accumulator 
can be independently written with Y-Port data. The Preload 
Format Control directs this data to any of the three 
Accumulator subfields. The other two fields in each register 
not receiving Y-Port data can be simultaneously cleared, sign- 
extended, or left unchanged. (See “Accumulator Write 
Control” for a complete description of the available options.) 


ARITHMETIC AND LOGIC CONTROL 
Multiplication Instructions 

(ARITHL18:16 4 “111”) 
The Multiplication Instructions, shown in Table IV, control the 
IAU’s multiplication and multiplication/accumulation 
operations. Inputs to the Multiplier Array’s MX and MY ports 
are specified by the X-Buffer and Y-Buffer instruction fields. 
Input data formats for Multiplication Instructions are specified 
by ARITHL23:22. The Multiplier Array produces a 32-bit 
product (MZ31_0) from these two 16-bit inputs. 


‘Y 


GOLILLLTLTDAL LIS LLTIST TSA LL ILLS LTEDTSLYTLSDLLSTLLEDLLTS SSSA STALLS SLDIS LESS TV STIS SISO SSSI SD SGLSIITITSSLLSSSITISISSLSSSISSLY 


Bit Position 






33 32 | 


SANA 


oN 


GAOILLLOLEOLLLLLLOEOUEUELUUUTLIULELLOOULLOLELELUELUEAULUUULLLUESLELLLOEAOOAEAMETUEIETT A HACE 


GO LENE RAL tLe & PCLPLLLVSPLLETELELLLLEPEPLELLESELLLEEALELLSPPLI PRP ILLS LOGI P LL ILL OPED I SLES PP IIIA ASLAN 
$ 
Z 
Z 
g 
$ 
Z 
rl 
2 
tA 
Z 
Z 
g 


For “XeY” and “AccA /B+ XY” instructions 


(ARITHL18:17=“00”), the 32-bit product will be in twos- 
complement format if any operand is twos-complement. In 
Table IV, these format results are indicated by “2sC if any.” If 
all operands are unsigned-magnitude, the product will be 
unsigned-magnitude. The remaining Multiplication 
Instructions always produce a twos-complement result. This 
fact is indicated by “2sC”s in Table IV for these remaining four 
instructions. 


The 32-bit products leaving the Multiplier Array can be 
“format adjusted,” that is, uniformly left-shifted by one bit. 
The Format Adjust operation is most useful for twos- 
complement products since they normally contain redundant 
sign bits in MZ31_39. Unlike with first-generation array 
multipliers, Format Adjust on the ADSP-1101 uniformly left 
shifts (logical) all 32 bits one position before entering the 40-bit 
Adder/Subtracter. Unsigned-magnitude and mixed-mode 
products can also be left shifted one position using Format 
Adjust, an operation equivalent to multiplying by two. 


Data entering the Adder/Subtracter on MZ31_0 is extended to 
40-bits according to its data format. Twos-complement (and 
mixed-mode) data is signed-extended; unsigned-magnitude 
data is zero-extended. Because twos-complement data is sign- 
extended, format-adjusted full-scale negative times full-scale 
negative products are fully representable; there is no true data 
overflow in the sense of lost data. The Adder/Subtracter’s 
overflow flag (OVFLAS) will indicate that its result has 
overflowed into the EXT field (AS39_39) if this is the case after 
its operation. (See “Status Flags and Registers.”) 


The ADSP-1101 offers four rounding options for multiplication 
operations, controlled by ARITHL20:19. Rounding occurs in 
the Adder/Subtracter, regardless of whether it is the result of a 
multiplication or a multiplication /accumulation operation. 
The no-rounding option leaves the output from the Adder/ 
Subtracter unaltered. The three remaining options allow 
unbiased rounding at one of three bit positions in the Adder/ 
Subtracter’s output field: ASj¢, ASj5, or AS14 (Figure 9). 





Figure 9. ADSP-1101 Rounding Positions 
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Note: "Acc" refers to the value from the selected accumulator 
after it has been shifted by the amount specified in the 
Accumulator Feedback instruction. 
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000 “Y 2sC if any | PRD 
001 Acc + XY 2sC if any | ACCPPRD 
010 *Y — Acc 2sC PRDMACC #111 
011 Acc — X*Y 2sC ACCMPRD 
1003 -—XY 2sC NPRD 
101% -—X*¥—-Acc 2sC NPRDMACC 
110% If IFLAG, Acc + XeY; 2sC ACCPEMPRD 
else Acc — X*Y 
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function resultant 
data type 
00000: passY 2sC 
00001 3 negate Y 2sC 
00010 y 2sC 
00011 } |Acc|-lY| 2sC 
01000; pass xX 2sC 
01001 ; negate X 2sC 
01010 |x| 2sC 
01011 |Acc| — |X| 2sC 
001014 Y+Acc 2sC 
001104 Y-Acc 2sC 
00114143 Acc-Y 2sC 
011014 X+Acc 2sC 
01110% X—Acc 2sC 
0111143 Acc-—X 2sC 
1000 0 } pass Y to MZ15-0 2sC 
10001 Y / (2416) + Acc 2sC 
100103 Y/(2%16)—Acc 2sC 
10011 Acc — Y / (2416) 2sC 
10100 § If IFLAG, pass Y; 2sC 
E else, pass X 
10101 } IfiFLAG, pass Y; 2sC 
; else, negate Y 
10110 3 If IFLAG, Y + Acc; 2sC 
¢ else X + Acc 
10111 § If IFLAG, Acc+Y 2sC 
7 else Acc —Y 
11100 YOlogicalOR Y1 unsigned 
11101 # YOlogical AND Y1 unsigned 
1.1.1.1 0 # YO logical XNOR Y1 unsigned 
1111 1 ¢ logical NOT Y1 unsigned 
11000 } pass Acc U unless Acc=2sC 
11001 } negate Acc 2sC 
00100 $ set IFLAG=IEXT 
01100 ¢ set IFLAG=SIGNAS 
11010 § set IFLAG=OVFLAS 
11011 set IFLAG=ZEROA 
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Unbiased rounding adds a binary one to the chosen bit position 
(with carry), except when the chosen bit position contains a “1” 
and all bits of lesser significance are “0.” At this “mid-scale” 
condition, the ADSP-1101 will round to even, which may or 
may not imply that a “1” be added. What “round to even” 
means is that when the bit field bounded on the left by the 
chosen rounding position equals “1000...000” binary, the post- 
rounded, higher-order bits comprising the result field will be 
even, i.e. its LSB (the bit immediately to the left of the chosen 
rounding position) will be “0.” As a consequence, in a large, 
statistically random sample, the IAU will round up as often as 
it rounds down. The processed data will not exhibit the large- 
sample statistical bias of +1/2 LSB of the LSW characteristic of 
industry-standard multipliers and multiplier/ accumulators, 
which always add a binary one to the MSB of the LSW. 


Three choices of bit position make rounding consistent with 1- 
bit shifts left or right or with no shifting on output. If output 
data is not shifted, the user will normally round at AS;5. With 
a 1-bit left shift, the user will normally round at AS74; with a 1- 
bit right shift, at AS7¢. Note that rounding occurs subsequent 
to Format Adjust; the bit positions are defined in the 
Adder/Subtracter (AS) fields, not in the Multiplier Array 
output field (MZ). 


If the user desires to round at bit positions other than AS4¢, 
AS15, or AS}4, a binary one can be added to any bit position in 
the MSW and LSW of the AS field using the appropriate Non- 
Multiplication Instruction. Of course, this rounding won’t be 
unbiased. 


ARITHMETIC AND LOGIC CONTROL 
Non-multiplication Instructions 

(ARITHL18:16 = “111”) 
The Non-Multiplication Instructions are invoked whenever 
ARITHL18:16 = “111” is specified (Table IV). Instruction bits 
ARITHL23:19 are redefined for Non-Multiplication 
Instructions. This class of instructions can be further: 
subdivided into Additions-and-Subtractions, Double-Precision 
Instructions, Conditional Non-Multiplications, Logical 
Instructions, Accumulator Instructions, and IFLAG Mux 
Control Instructions. 


Note that Additions-and-Subtractions, Double-Precision — 
Instructions, and Conditional Non-Multiplications (Table IV) 
always produce twos-complement results. Logical Instructions 
always produce unsigned-magnitude results. Pass 
Accumulator produces an unsigned-magnitude result unless 
the last value written to the selected Accumulator was twos- 
complement. Negate Accumulator always produces a twos- 
complement result. IFLAG Mux Control Instructions produce 
no data results at all. 


Additions-and-Subtractions and Conditional Non- 
Multiplications accept inputs from either Multiplier Array port 
(MX or MY, but not both). These 16-bit inputs are simply pas- 
sed through the Multiplier Array output port to lines MZ31_16. 
(Lines MZj5_0 are cleared.) They are thus scaled by 216 to the 
MSW of the Accumulators and Adder/Subtracter. (Format 
Adjust is not an option in the Non-Multiplication Instruction 
set.) In some cases, particularly Double-Precision calculations, 
it is useful alternatively to scale values through the Multiplier 
Array to lines MZ15_0, the output LSW. Four Double-Precision 
instructions read the value at MY into these LSW positions. 
Double-Precision instructions also clear lines MZ31.16. The 
Double-Precision instructions can pass this down-scaled value 
from MY or add/subtractit to or from a selected Accumulator. 
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The four Logical Operations are indicated by ARITHL23:21 = | 
“111” (and ARITHL18:16 = “111”). As explained above in 
“Input Buffers and Timing,” the Y-Buffer YBUF32:31 
instruction bits are not needed to specify a data source to the 
Logic Unit, since it always takes Y1 or both YO and Y1 as its 
sources. These YBUF instruction bits allow four permutations 
of the four Logical Operations: the output of the Logic Unit can 
be passed on to AS31_16 unchanged, multiplied by X, added to 
Accumulator A or B, or both multiplied by X and added to 
Accumulator A or B. (Note that these multiplications are 
classified as “Non-Multiplication Instructions.” 


The IFLAG Mux Control Instructions determine which of four 
possible flags IFLAG will represent on the current and 
subsequent cycles (Figure 10). The four inputs to the IFLAG 
Mux are IEXT (the external condition flag), SIGNAS (the sign of 
the Adder/Subtracter), OVFLAS (the overflow flag from the 
Adder/Subtracter), and ZEROAS (the zero flag from the 
Adder/Subtracter). Once set, the path through the IFLAG Mux 
remains set until changed. It has no default value and must be 
initialized at power up. 


The IFLAG multiplexer can select one of three 
Adder/Subtracter flags. When it does, IFLAG is updated at the 
end of every cycle with that cycle’s Adder/Subtracter flags. 
The Adder/Subtracter flags can therefore be used, via IFLAG, 
as conditions for the next cycle’s execution. For example, if 
IFLAG is set to SIGNAS and 


X — AccA 
generated a negative result, the very next instruction 
If IFLAG, then AccA + Y; else AccA — Y 


would yield the first result, AccA + Y, from the 
Adder/Subtracter. (SIGNAS is set true for negative twos- 
complement results.) The IFLAG multiplexer can also select 
the external condition, IEXT. TEXT, if selected as IFLAG, 
becomes the condition for the instruction with which it is set 
up. See “Status Flags” for a further discussion of using the 
ADSP-1101’s various status flags. 
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Figure 10. ADSP-1101 IFLAG Mux 
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ACCUMULATOR WRITE CONTROL 

The ADSP-1101’s dual Accumulators have independent, 
identical write control instruction sets. Accumulator A’s 
Write Control Instruction set, ACCA15:12, is shown in Table 
V; Accumulator B’s, ACCB11:8, in Table VI. They control 
the Accumulators and data paths as shown in Figure 11. 


This instruction set controls three distinct fields within the 
Accumulators (EXT, MSW, and LSW), as well as an 
Accumulator sign flag. The two input sources to the 
Accumulators are the Adder/Subtracter and the Preload 
Format Control, which takes data from the Y-Port. Because 
the two instruction sets are independent, a large number of 
possible Accumulator Write Control combinations are 
possible in a single cycle. Unless otherwise indicated in 
Tables V and VI, the Accumulator fields are loaded on the 
rising edge of the clock. Fields that are loaded on the falling 
edge are indicated by “@falling” in these tables; to 
emphasize the contrast, fields in double-cycle preload 
instructions loaded on the rising edge are indicated by 
“@rising.” Note that the double-cycle preload instructions 
are specified to match the double-cycle output instruction 
Table (VIII) for simple cascading of multiple IAUs. Also 
note that data preloaded at mid-cycle on a falling edge 
should not be fed back to the Adder/Subtracter input in that 
same cycle. 


D Accumulator A 


SIGNA 
OVFLA 
ZEROA 


SHIFT CONTROL 

A 7-Bit Left/Right Output Shifter accepts 40-bit data from the 
Adder/Subtracter or either Accumulator. The Output 
Shifter is controlled by either of two 4-bit Shift Control 
Registers, SCRA and SCRB (which reside in Status Registers 
A and B [Figure 14]). SCRA controls the shifting on output 
of values from Accumulator A. SCRB controls the shifting 
on output of values from Accumulator B. The Shift Control 
Registers are a part of the ADSP-1101’s Block Floating-Point 
Control circuitry. However, the Shift Control Registers can 
be used independently to shift seven or fewer positions in 
either direction. 


The twos-complement value in the SCR selected determines 
the number of positions the 40-bit field will be shifted on 
output. Left shifts are logical; right shifts are arithmetic. 
The value in Shift Control Register A (SCRA) determines 
the number of positions the data from Accumulator A is 
shifted on output. Table VII details the relationship when 
the Shift by SCRA Instruction is executed. Shift Control 
Register B (SCRB) works in exactly the same way with data 
output from Accumulator B. Note that even though -8 is 
representable, it only produces a 7-bit left shift. Additional 
Shift Instructions are available that can force single-bit shifts 
left or right, independent of the SCRs’ contents. 
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Figure 11. ADSP-1101 Accumulators 
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Table V. ADSP-1101 Accumulator A Write Control Instructions 





Sanat 


Input 
Control 





Accumulator B 


2sC flag EXT load MSW load LSW load WB(2s,E,M,L) 
set if AS is 2sC | AS39-32 AS31-16 AS15—0 WBDASASAS |} 
unsigned zero zero Y-Port WBUZZYP 
unsigned zero Y-Port no change WBUZYPN 

no change Y-Port no change no change WBNYPNN 

2s complement | sign extend Y-Port zero WB2SYPZ 

2s complement | sign extend Y-Port no change WB2SYPN 
unsigned zero Y-Port zero WBUZYPN 

no change no change no change no change default 

unsigned zero zero zero WBZERO 
unsigned zero AS31-16 AS15-0 WBUZASAS 

2s complement | sign extend sign extend Y-Port WB2SSYP 

no change Y-Port @ rising] Y-Port @ falling] zero WBNYPYPZ 
unsigned zero Y-Port @ rising} Y-Port @ falling] WBUZYPYP 

2s complement | sign extend Y-Port @ rising} Y-Port @ falling) WB2SYPYP 
unsigned zero Y-Port @ falling} zero WBUZYPZ 

2s complement Y-Port @ falling] zero 
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Table VI. ADSP-1101 Accumulator B Write Control Instructions 
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mnemonic 








WB2SYPZ 


mnemonic 
WA(2s,E,M,L) 


2sC flag EXT load MSW load LSW load 
0000 $ setif AS is 2sC AS39-32 AS31-16 AS15-—0 WADASASAS 
0001 § unsigned zero zero Y-Port WAUZZYP 
0010 3 unsigned zero Y-Port no change WAUZYPN 
0011 % nochange Y-Port no change no change WANYPNN 
0 100 § 2s complement sign extend Y-Port zero WA2SYPZ 
0101 § 2s complement sign extend Y-Port no change WA2SYPN 
0110 3% unsigned zero Y-Port zero WAUZYPN 
01114 §&§ nochange no change no change no change default 
1000 unsigned zero zero zero WAZERO 
1001 # unsigned zero AS31-16 AS15-—0 WAUZASAS 
1010 : 2s complement sign extend sign extend Y-Port WA2SSYP 
1011 no change Y-Port @ rising) Y-Port @ falling | zero WANYPYPZ 
1100 unsigned zero Y-Port @ rising:| Y-Port @ falling WAUZYPYP 
1101 2s complement sign extend Y-Port @ rising | Y-Port @ falling WA2SYPYP 
1110 unsigned zero Y-Port @ falling | zero WAUZYPZ 
pes Fe 2s complement sign extend Y-Port @ falling | zero WA2SYPZ 
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Independent of the SCRs, the Output Shifter can also SCR Value Accumulator Data Shift 
autonormalize data from either Accumulator to a twos- -8 (1000 B) left by 7 bits (Note: not 8) 
complement or unsigned-magnitude MSW. (See ~7 (1001 B) left by 7 bits 
“Autonormalization.”) An Accumulator result can be —6 (1010 B) left by 6 bits 
autonormalized up to seven bit positions in either direction. —5 (1011 B) left by 5 bits 
The exponent (EXPA or EXPB) corresponding to the —4 (1100 B) left by 4 bits 
autonormalized MSW (from Accumulator A or B) can be -3 (1101 B) left by 3 bits 
simultaneously output through the Z-Port’s extension field. —2 (1110 B) left by 2 bits 
The user can write the two SCRs directly through the Y-Port —1 (1111 B) left by 1 bit 
with either the Write Status Register from Y7_p Instruction 0 (0000 B) Me shift 
or with the Write SCR from Y3.9. (See Table VIII.) Poo ngnehy pl 

2 (0010 B) right by 2 bits 

3 (0011 B) right by 3 bits 

4 (0100 B) right by 4 bits 

5 (0101 B) right by 5 bits 

6 (0110 B) right by 6 bits 

7 (0111 B) right by 7 bits 


Table VII. Shift Control Registers’ Effect on Output Shifter 
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Figure 12. ADSP-1101 Shift Control, Block Floating-Point, Status Registers, Saturation, and Output Port 
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output mnemonic § 3 Output Shifter mnemonic shift selection mnemonic output data mnemonic 
eee eee HEL cho oi ee Ono Ot ee tle = he i ee ee 
3 8 
0 ; high impedance | HIZ ; 000 MSW (0S31-16) OMW 0 0 : no shift default #1110 0% Accumulator A ODACCA 
1 § drive default 00 1 : high impedance OHIZ 01 shift 1 bit right S1R 0 1% Accumulator B ODACCB 
: ; 010 i LSW(OS15-0) OLW 10 ¢ shift 1 bit left S1L 1 0% Adder/Subtracter* | ODAS 
Mverereriererververerererrera Serer vrrTrrtrets 01 1 § EXT(OS39-32) OEXT 11 § shit by SCRT SBYSCR 
100 § MSW w/atuaration OMWSAT POMP DODO EODIIE ODE eaten 
101 $ LSW @clock HI OLWMW 
; MSW @ clock LO 
110 } MSW &0S35-32 OMW4X 
on Z19-16 T When “Shift by SCR” and 
111 MSW @clock HI OMWEXT “Adder/Subtracter” output 
: EXT @ clock LO are selected, SCRA will 
Bice dicdh nis aitaascad olan na seann nena kaa shad aahvila cannon daniantannstha dali control the shifting. 
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i output mnemonic ; ; BFP/Status Register operation} mnemonic BFP/Status Reg. mnemonic BFP/Status Reg. 
enable 3 i selection BSRxxx instruction set 
pecieateensersorepeirececerensee noneeeneeer reer evareenarirnanadanenraceerennducnctanarcenssesennrsecits PAPEPPPPEP OPP PLSPIIID IDLY DH : =11 3 
0 i high impedance ]} HIZ ; 000 output Status Register OSR 0 0: A registers 11 | BFP/Status Reg. | not 
1} drive default {| |00 1 write PMand SCR in Status | YPTSR 0 1£ B registers instrucnen needed 
eG esses roa Le teccuhaes j Register from Y7-0 10 undefined Pee eee) age ee 
010 resetPM RSTPM 11 undefined 
011% SCRnew=BG+ BFP 
i PM-SCRold 
1 0 0 } write SCR from Y3-0 YPTSCR 
101 i SCR = max(SCRA,SCRB) SCRMAX 
1 1 0} autonormalize MSW of ACC | AUTONORM 
4 & output EXP on Z19-16 
1 1 1% write BG from Y3-0 YPTBG 
_ Ne ent cera enea race pe non DeLee vee eres! 


Table Vill. Output, Shift, Block Floating-Point, and Status Register Instructions 
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BLOCK FLOATING-POINT 

Extensive iterative computation with fixed-point numbers 
can cause either an overflow of fixed-point data fields as 
results grow in magnitude or a loss of precision as results 
decrease in magnitude. Block Floating-Point (BFP) 
arithmetic is a method for scaling a block of fixed-point data 
by a common exponent to prevent either occurrence. It 
prevents overflow while preserving precision. It is most 
useful when algorithms can be structured to process data in 
multiple stages or “passes.” Examples include the Fast 
Fourier Transform, Infinite Impulse Response Filters, and 
some matrix operations. 


The ADSP-1101 contains all the circuitry necessary to 
implement Block Floating-Point Control on-chip. The Pass 
Magnitudes representable in a single pass range from 2“ to 
2’ that is, the magnitude of data can change by up to seven 
binary orders of magnitude in a single pass and be handled 
properly. These Pass Magnitudes are consistently formatted 
as 4-bit twos-complement numbers. (“1000” binary [“-8” 
decimal] is used only to reset the Pass Magnitude registers.) 
The ADSP-1101’s BFP circuitry works in conjunction with 
the 7-bit Left/Right Output Shifter (see Figure 12) to insure 
that changes in magnitude during a data pass cause 
compensating data shifts on output. These data shifts on 
output represent clianges in the externally-referenced Block 
Floating-Point Exponent. 


The IAU’s Block Floating-Point circuitry includes a set of 
three 4-bit registers for Accumulator A: a Shift Control 
Register (SCRA), a Pass Magnitude (PMA) register, and a Bit 
Growth (BGA) register. Accumulator B has a parallel set of 
three 4-bit registers: SCRB, PMB, and BGB. Each set of BFP 
circuitry can operate entirely independently of the other set. 


The SCRs control the Output Shifter described in the last 
section and can either be written by the user directly through 
the Y-Port or updated internally using the Block Floating- 
Point Instruction in the Block Floating-Point Instruction set 
(Table VIII). Like the SCRs, the Pass Magnitude (PM) 


registers reside as fields in the respective Status Registers 
(Figure 14). Note that any data written to the SCR or PM 
fields of the Status Registers must meed the setup time 
requirements for synchronous inputs, tpss. The PMs can be 
reset by the user to full-scale negative or written from the Y- 
Port, but are otherwise under the control of the IAU’s 
internal BFP circuitry (Table VIII). (The only time a user is 
likely to want to write the PMs is when restoring the state of 
BFP processing that has been interrupted.) The BGs are 
written only from the Y-Port (Y3_9) (Table VIII). As with the 
SCRs and PMs, data written to the BGs must meet setup 
time, tpss. 

During a block of data’s pass through the IAU, the Pass 
Magnitude register A tracks the magnitude of the largest 
number output from Accumulator A as it is positioned in 
Accumulator A. PMB similarly tracks the largest number 
output from Accumulator B. This tracking takes place on 
numbers before they have been shifted by the amount 

specified in the SCRs. To be tracked, however, an 
Accumulator value must be output. 


“Magnitudes,” as that word is used in this data sheet, are 
calculated relative to fully normalized Accumulator 
contents (Figure 13); a fully normalized number is defined 
here to have a magnitude of zero. For a twos-complement 
number this means both that the number has not 
overflowed into the EXT field (all EXT bits are the same) and 
that bit 30 differs from bit 31, the sign bit. “Full normal- 
ization” for an unsigned-magnitude number means both 
that it has not overflowed into the EXT field (all bits are 
zero) and that bit 31 is one. If an Accumulator value would 
be fully normalized if shifted left exactly one bit position, its 
magnitude is negative one. This is the exponent it would 
have were it fully normalized. If the Accumulator contents 
have overflowed the MSW into the EXT field by exactly one 
bit (i.e., a one-bit right shift would fully normalize the 
Accumulator value), its magnitude will be positive one, and 
so on. 
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Figure 13. Fully Normalized Numbers 
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At the beginning of a pass, the Reset PM Instruction (Table 
VIII) should be issued twice to set PMA and PMB both to full- 
scale negative (“1000” binary). Every time an Accumulator 
A output instruction is executed, the magnitude of the value 
leaving Accumulator A is compared to the current contents 
of the PMA register. If this magnitude is greater than that 
represented in PMA, then register PMA is updated to this 
new magnitude. Similarly, every time a value is output 

from Accumulator B, its magnitude is compared to the 
current contents of PMB and the PMB register is updated 
with the larger. At the end of the pass, the PM registers will 
contain the magnitudes of the largest values output, here 
called the “Pass Magnitudes.” These values can then be used 
to calculate the output shifting required on the next pass. 
Twos-complement and unsigned-magnitude data are both 
handled properly in evaluating magnitude. 


Output data will be shifted by the amounts specified in the 
Shift Control Registers. Hence, the Pass Magnitude of the 
output data in external memory will be the differences 
between the contents of the PMs and the SCRs. 


To use the ADSP-1101’s BFP logic, the maximum bit growth 
(2-7 to 27) possible in a given pass must have been 
previously calculated. This bit growth is usually apparent 
from the structure of the algorithm to be implemented. The 
value for Accumulator A’s worst-case bit growth should be 
written to the BGA register from Y3_0 at the beginning of a 
pass. The value for Accumulator B should also be written 
to BGB at the beginning of a pass. (See Table VIII.) If, for 
example, the magnitude of data could grow by as muchas 23 
(three bit positions), the relevant BG Registers should be 
preloaded with “+3.” These registers will retain these values 
until written again. Since in many algorithms these values 
don’t change from pass to pass, the BG Registers will often 
only need a single initialization. 


On the first pass, the SCRs should be written with the same 
pair of values as the BG Registers, respectively, if the input 
data is fully normalized. If the Pass Magnitude of the input — 
block is other than zero (not normalized), this Pass 
Magnitude should be added to the Bit Growth, i.e., 


SCR < BG + Pass Magnitude of the input block. 


This insures that the data output from the first pass will not 
overflow. 


After the first pass, the values in the Pass Magnitude 
registers can be used to calculate precisely the values that 
should be in the SCRs during the second pass to prevent 
overflow while retaining maximum data precision for the 
block. In general, the values in the PMs at the end of pass 1 
can be used to calculate the SCRs for pass i+7. An 
instruction in the Block Floating-Point and Output 
Instruction set will automatically do this as follows for a 
selected set of BFP circuitry (A or B): 


SCR; 47 <— BG + (PM — SCR;). 
The reason this update works is that (PM - SCR;) represents 
the Pass Magnitude of the data from the ADSP-1101 as 
formatted in memory after pass i. If we add that Pass 
Magnitude to the worst-case bit growth, the data output on 
the next pass will be shifted precisely the amount required to 
both prevent overflow and maximize precision. 


Thus, if the Pass Magnitude of data at the end of a given pass 
is less than the worst-case bit growth, the IAU will shift by a 
lesser amount on the next pass. Without this BFP circuitry, 

a user would have no option but to shift by the worst-case bit 
growth on every pass. In an algorithm with multiple passes, 
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the ADSP-1101’s Block Floating-Point logic can preserve 
several bits of precision in the final results, as demonstrated 
in the example below (Table IX). If the user desires to scale 
data output from both Accumulators by the same block 
exponent, the ADSP-1101 also provides an instruction (Table 
VIII) that sets SCRA or SCRB to the Breaies value currently 
in SCRA and SCRB. RS 


The shifted output data on the final pass through the IAU 
will be fully normalized after that pass only if either a) both 
PMA=SCRA and PMB=SCRB or b) when all output results 
are scaled together, max(PMA,PMB)=SCRA=SCRB. If the 
final pass results aren’t normalized, the data can be passed 
again through the IAU and its Output Shifter one last time 
to fully normalize the results (preload accumulator and 
output). For this post-processing normalization pass, the 
SCRs should be set as follows: 


SCRnormalization pass PM - SCRfinal processing pass 
since there will be no bit growth on this scaling operation. 


The SCRs (as well as the PMs) can be read from the Status 
Registers (Table VIII and Figure 14) at the end of each pass. 
The SCRs are useful for adjusting the externally referenced 
block floating-point exponent(s). Suppose that the block of 
fixed-point data prior to IAU processing has an exponent of 
Xg and that the results of this processing will be output from 
Accumulator A. After the first pass, the data written back to 


‘memory will have been shifted by SCRA. Hence, the 


externally referenced block floating point(s) should be 
updated as follows: 


X1 <— Xg + SCRAQ 
or in general, 


Xi41< Xj + SCRA). 


If all data in memory are kept scaled to the same block 
exponent, for an N-pass algorithm, 


XN — Xo + Z (SCRA). 


Identical calculations apply to data output from 
Accumulator B and the SCRB register. 


Block Floating-Point Example 

An example may help clarify how the BFP logic in the IAU 
works (Table IX). Consider a radix-4 FFT with data initially 
scaled by block exponent, Ng = +2. The basic radix-4 butterfly 
computes each output point by adding together 8 values. 
For fully normalized input data, the worst-case bit growth is 
therefore 3 bits. Consequently, both BGA and BGB are 
loaded with “three” (“0011” binary) prior to processing, in 
this illustration. We initialize SCRA and SCRB with the 
same pair of values. For simplicity here, assume that the 
data is all scaled by a single block exponent and remains so 
by setting | 


SCRA;,7 <— max (SCRAj;, SCRB;) 
and 


SCRB;,.1 <— max (SCRA;, SCRB;) 


after each pass. The SCR=max(SCRA,SCRB) Instruction 
(Table VIII) executed selecting Accumulator A and then 
repeated selecting Accumulator B will do this. 


Note that if only Accumulator B were used in a pass, these 
operations would only apply to Accumulator B’s BFP circuitry. 
If Accumulator B were never used, they would only apply to 
the Accumulator A BFP circuitry. 


CT 


Note that the core block floating-point instruction, 
SCR;,1 <— BG + (PMB -SCR);), 


updates the Shift Control Registers at the end of each pass in 
Table IX. In this example, the last-pass block of data out was 
fully normalized, as indicated by a zero Pass Magnitude of data 
out. That means that the largest datum in the block is fully 
normalized. More generally, data will require an additional, 
final pass through the IAU if fully normalized block results are 
desired. 


The external block exponent in this example grew from 2 to 13, 
i.e., by 11. Without the ADSP-1101’s Block Floating-Point 
Control, a user would have had to shift by 3 bits on every pass 
to insure against overflow, for a total of 18 right shifts. This 
would have caused a loss of 7 bits of data precision, precision 
preserved by the IAU. 


AUTONORMALIZATION 

The ADSP-1101 Integer Arithmetic Unit will also 
autonormalize a single datum output from a selected 
Accumulator (see instruction in Table VIII) up to seven bit 
positions in either direction. Left shifts are logical; right shifts 
are arithmetic. The values from Accumulator A or B are 
normalized and the most significant 16 bits (the MSW) are 
output on Z15.9. Its exponent relative to its Accumulator 


position is output on Z19.16 as shown in Table X. The ADSP- 
1101 handles both twos-complement and unsigned-magnitude 
numbers in autonormalization. Autonormalization does not 
affect the contents of the SCRs. 


If the magnitude of the value to be autonormalized is either 
greater than +7 or less than —7, the value will be shifted to the 
seven position limit. Exponents will be as indicated in Table X. 
Note that an exponent of -8 (like -7) corresponds to a value 
that has been left-shifted by seven positions. 


Autonormalization on output causes a longer output delay 
(taCOp) than any other operation and is specified separately 
(Figure 20). Depending on system requirements, the IAU’s 
clock may need to be slowed down to accommodate this 
extended data delay for the autonormalization operation. 


SATURATION 

The ADSP-1101 Integer Arithmetic Unit can optionally saturate 
on output an overflowed, post-shifted MSW (0S31.16) from 
either Accumulator or from the Adder/Subtracter to full scale. 
Saturation circuitry can prevent wrap-around errors. (See 
Saturation Instruction in Table VIII.) If the sign bit or any 
significant bits have overflowed to Output Shifter lines OS39_ 
32, the output is considered to have overflowed. Note that the 
Saturation logic operates on data leaving the Output Shifter. 


External Block Pass Magnitude of SCR During Pass Magnitude External Block New SCR 
Pass Exponent DataIn Results In Acc(PM) Pass of Data Out Exponent Data Out After Pass 
[assumed in [assumed in [new SCR] [PM — SCR] [Extn] In + SCR] [BG+(PM— 
example] example] old SCR)]} 
1 2 2 3=(BG) —1 5 <— 243 2 <— 3+(2-3) 
2 5 1 2 -1 7 <—5+2 2 <— 3+(1-2) 
3 7: 2 2 0 9< 7+2 3 <— 3+(2-2) 
4 9 1 3 -2 12 <— 943 1 + 3+(1-3) 
5 12 -2 1 -3 13 < 12+1 0 — 3+(-2-1) 
6 13 0 0 0 13 — 13+0 3 — 3+(0-0) 
Table IX. An Example of the IAU’s BFP Control 
Location of Most Significant Accumulator Bits of Exponent 
Accumulator Contents Data Bit Prior to Autonomalization Shift (EXP) 
unsigned 2sC 
Accumulator overflowed bit position 31 by at least 7 bits 38 37 +7 7 (0111 B) 
Accumulator overflowed bit position 31 by 6 bits 37 36 +6 6 (0110 B) 
Accumulator overflowed bit position 31 by 5 bits 36 35 +5 5 (0101 B) 
Accumulator overflowed bit position 31 by 4 bits 35 34 +4 4 (0100 B) 
Accumulator overflowed bit position 31 by 3 bits 34 33 +3 3 (0011 B) 
Accumulator overflowed bit position 31 by 2 bits 33 32 +2 2 (0010 B) 
Accumulator overflowed bit position 31 by 1 bit 32 31 +1 1 (0001 B) 
Accumulator contents are fully normalized 31 30 0 0 (0000 B) 
Accumulator underflowed bit position 31 by 1 bit 30 29 -1 —1 (1111 B) 
Accumulator underflowed bit position 31 by 2 bits 29 28 —2 —2 (1110 B) 
Accumulator underflowed bit position 31 by 3 bits 28 27 -3 -3 (1101 B) 
Accumulator underflowed bit position 31 by 4 bits 27 26 —4 —4 (1100 B) 
Accumulator underflowed bit position 31 by 5 bits 26 25 -5 -5 (1011 B) 
Accumulator underflowed bit position 31 by 6 bits 25 24 —6 —6 (1010 B) 
Accumulator underflowed bit position 31 by 7 bits 24 23 -7 ~7 (1001 B) 
Accumulator underflowed bit position 31 by at least 8 bits 23 22 -7 —8 (1000 B) 


Table X. Exponents (EXPA and EXPB) from Autonormalization 
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Thus, whether an Accumulator or Adder/ Subtracter value 
gets saturated will depend in part on how it is shifted. If right 
shifting brings the most significant 16 bits of the fully 
normalized value back into OS31_16, the output will not be 
saturated; similarly, left shifts can cause a value to overflow 
into OS39.39 and thereby saturate. Since Saturation operates on 
post-shifted data, it affects no register contents. 


The IAU handles both twos-complement and unsigned- 
magnitude shifted outputs. The Saturation values for 
conditions with both formats are shown in Table XI. Saturation 
on negative numbers is defined as full-scale negative plus one. 
This guarantees that saturated values re-entering the Multiplier 
Array never cause overflow (by themselves) in the 
Adder/Subtracter even when Format Adjusted prior to 
entering the Adder/Subtracter. | 


OUTPUT CONTROL AND TIMING 

The 20-bit output Z-Port is fielded into a 16-bit result field and 
a 4-bit extension field, which can contain a) data bits 35 
through 31 from the Output Shifter, b) the 4-bit exponent from 
an autonormalized output, or c) 4 status flags. The general- 
purpose output instructions (OUT1:0 # “11”) are shown in 
Table VIII. 


The low-order 16 bits of the Z-Port (Z15_9) can be put in a high- 
impedance state either by setting OUT7 to LO or by selecting 
“high impedance” with OUT6:4 (only when OUT1:0 # “11”). 
The high-order 4 bits of the Z-Port (Zj9.16) will reflect the four 
status flags described in “Status Flags and Registers” except 
when executing OMW4X and AUTONORM, which use these 
four bits. When the 8-bit extension register is output on Z15.0, 
it will be sign-extended according to its data type to a 16-bit 
field. Single-cycle double-output instructions have been 
chosen to coordinate with the single-cycle double-input | 
instructions, allowing for efficient cascading of multiple IAUs. 
Note their timing requirements in Figure 20. Cycle times may 
need to be extended to accommodate the data delays of double- 
output operations. Shifting options are specified by OUT3:2. 
Output data source is selected by OUT1:0. 


An output from an Accumulator will become available tacop 
after the rising edge of the clock. This value had to have been 
computed during the previous cycle. The output instruction is 
presented to the IAU at the end of the processing cycle. The 
minimum clock cycle time is tc, K. Note that is Adder/ 
Subtracter flags are needed off chip in the same cycle as the 
Adder/Subtracter operation that generates them, then the cycle 
time of the ADSP-1101 will have to be extended to 
accommodate that flag delay (tpp,s). 


Overflow Condition 
positive twos-complement overflow 
negative twos-complement overflow 


positive unsigned-magnitude overflow 


STATUS FLAGS AND REGISTERS 

Five status flags are updated every cycle and can be 
continuously asserted off chip. In addition to these five status 
flags, each Accumulator has associated with it a 16-bit Status" 
Register. | 


The five status flags are: 


Name Description Output Pin 
OVFLAS Adder/Subtracter result | 

has overflowed into AS39_39 Z17 
ZEROAS Adder/Subtracter result AS39_9 | 

is Zero Z18 
OVFLA = Accumulator A has overflowed 

into its EXT byte 219 
OVFLB = Accumulator B has overflowed 

into its EXT byte 216 
SIGNAS _ Sign (AS39) of Adder/Subtracter 

result | SIGNAS 


SIGNAS is always available at a dedicated status pin of the 
same name. The other four flags are generally available on Z}9_ . 
16: However, for two instructions the Z19_16 pins serve other 
functions: the MSW&OS35-32 Output Instruction will output 
the Output Shifter fields OS35_35 on Z19_16, and the 
Autonormalization Instruction will output the autonormalized 
value’s exponent on Z9.16. (See instructions in Table VIII.) 


OVFLAS, ZEROAS, and SIGNAS are transparent in the second 
half of the clock cycle (clock LO) and are latched internally in 
clock HI of the subsequent cycle. They become valid 
externally tpp gs into the cycle. They therefore can be used 
externally for control of the operation of the next cycle. (Note 
that Adder/Subtracter flags are specified only over the com- 
mercial temperature range, 0-70°C. They should not be used in 
systems with extended temperature range requirements.) 
Note, however, that tpp as is greater than the minimum 
specified cycle times. If you use the Adder/ Subtracter flags 
for external control of the next cycle, you must extend the clock 
period to accommodate this flag delay. OVFLA and OVFLB 
become valid early (tpp Ac) in the cycle in which their 
respective Accumulators are written, i.e., the cycle after 
processing. 

For unsigned-magnitude Adder/Subtracter results, SIGNAS is 
always cleared (LO). For twos-complement Adder/ Subtracter 
results, SIGNAS is set (HI) if the sign bit (AS39) is one. For 


unsigned-magnitude Accumulator results, OVFLA and OVFLB 


will be cleared (LO) if the respective extension byte (bits 39-32) 
is all zeros. For twos-complement Accumulator results, 


O0S31-76 after Saturation Instruction 
0111111111111111 B 
1000000000000001 B 
1111111111111111 B 


Table XI. ADSP-1101 Saturation Values 
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OVFLA and OVFLB will be set (HI) if any respective 
Accumulator bits 38-31 (EXT byte) differ from the sign bit, bit 
39. OVFLAS is defined analogously for Adder/ Subtracter 
results. ZEROAS is set (HI) only when all AS39.9 are zero. 


The two Status Registers are fielded as shown in Figure 14. All 
16 bits of a given Status Register can be read out Z15_9 using 
the Output Status Register Instruction (Table VIII). Only the 
low-order 8 bits are writable. The Write Status Register 
Instruction (Table VIII) writes Y7_9 to the PM and SCR fields, 
allowing restoration of the IAU if interrupted. The Write Shift 
Control Register Instruction (Table VIII) transfers data from the 
Y-Port (Y3.¢9) to SCRA or SCRB without affecting the PM 
registers. Note that any data written to the Status Registers 
must meed the setup time requirements for synchronous 
inputs, toss. Reset Pass Magnitude Register Instructions (Table 
VIII) force PMA or PMB to full-scale negative. 


Bits 15 in the respective Status Registers are HI if the datum 
most recently written to Accumulator A or B, respectively, was 
twos-complement. Bits 14 are identical to OVFLA and OVFLB 
described above. Bits 13 are HI if the result most recently 
written to Accumulator A or B was both twos-complement and 
negative. Bits 12 are HI if the contents of Accumulator A or B, 
respectively, are zero. Bits 11-8 are defined analogously for the 
previous results from the Adder/Subtracter. Note that bits 11- 
8 in Status Register A and Status Register B are identical. Also 
bits 15-12 will match bits 11-8 when the Adder/Subtracter 
results are written to the Accumulator associated with the 
Status Register in question. 


DESIGN CONSIDERATIONS: POWER SUPPLY 
DECOUPLING 

The ADSP-1101 is designed with high-speed drivers on all 
output pins. This means that large peak currents may pass 
through the ground and Vpp pins, particularly when all 
output port lines are simultaneously charging their load 
capacitance in transition, whether from LO to HI or vice versa. 
These peak currents can cause a large disturbance in the 
ground and supply lines. For printed circuit boards, the ADSP- 
1101’s GND and Vpp pins must be tied directly to solid 
ground and Vpp planes, respectively, with 0.1uf ceramic and 
20uf tantalum bypass capacitors as close as possible to the tie 
points. Lead lengths and trace lengths should be as short as 
possible. The ground plane should tie to driver GND in 
particular with a very low inductance path. 





For breadboarding with wirewrap construction, Vpp should be 
bypassed to GND with 0.1pf ceramic and 20puf tantalum 
capacitors. Both sets of capacitors should then be common at a 
point with a low impedance path to the power supply. Lead 
lengths should be as short as possible. This will reduce 
coupling of output driver current spikes into the logic supply. 


OUTPUT DISABLE AND ENABLE INFORMATION 
Output disable time, tpis, is measured from the time OEN 
reaches 1.5V to the time when all outputs have ceased driving. 
This is calculated by measuring the time, tmeasured, from the 
same starting point to when the output voltages have changed 
by 0.5V toward +1.5V. From the tester capacitive loading, Cy, 
and the measured current, iy, the decay time, tpRCAy, can be 
approximated to first order by: 


(DECAY = 


from which 


tpIs = tmeasured ~ DECAY 


is calculated. Disable times are longest at the highest specified 
temperature. 


The minimum output enable time, minimum tpn A, is the 
earliest that outputs begin to drive. It is measured from the 
control signal OEN reaching 1.5V to the point at which the 
fastest outputs have changed by 0.1V from Vitristate toward 
their final output voltages. Minimum enable times are shortest 
at the lowest specified temperature. 


The maximum output enable time, maximum tpn A, is also 
measured from OEN at 1.5V to the time when all outputs have 
reached TTL input levels (Voy or Voy). This could also be 
considered as “data valid.” Maximum enable times are longest 


at the highest specified temperature. 


yn enn 
bit 15 | 14 11 10 8 7-4 3-0 
contents | ACc AB] Acc A/B| Acc A/B| Acc A/B] A/S | A/S as. | PMA/B | SCRAB 

, 2sC? OVFL? 2sC? | OVFL? zero? | register | register 








Figure 14. ADSP-1101 Status Registers A and B 
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SPECIFICATIONS’ 
RECOMMENDED OPERATING CONDITIONS 


VDD Supply Voltage 
TAMB Operating Temperature (ambient) 


ELECTRICAL CHARACTERISTICS 


tpsas Asynchronous Data Setup 


ADSP-1101 


| Min | Max | Min | Max] Unit 


-ADSP-1101 


J & K Grades S & T Grades 


ns 


Parameter Test Conditions | Min | Max | Min | Max| Unit 
Vin High-Level Input Voltage =@Vpp =max ee ae eS ae Vv 
Vinc High-Level Input Voltage, @Vpp =max 2.4 2.6 Vv 
Viz Low-Level Input Voltage @Vpp =min a Vv. 
Vi_c Low-Level Input Voltage, @Vpp=min 
Vou. High-Level Output Voltage @Vpp=min&lOY=-1.0mA 2 ae ek Sa oe Vv 
VoL Low-Level Output Voltage @Vpp=min&loy =4.0mA a a on ee eee V 
IH ~~) High-Level Input Current, © @Vpp=max&V]Nj=5.0V 10 10 A 
ip Low-Level Input Current, = @Vpp=max&V jNj=0.0V 10 10 pA 
I9oz~—sCThree-State Leakage Current @Vpp=max;High Z;V,jy=0V 
Ipp Supply Current @max clock rate;TTL inputs a ee ae eee ee mA 
IpDp Supply Current-Quiescent — All Vjpy=2.4V a ee ee mA 
SWITCHING CHARACTERISTICS 
ADSP-1101 _ 

Parameter Min [Max [Min [Max [ Min [Max [Min [Max | Uni 
Lo CecktoPeied pe | | | | #7] | «| |» 

SS AS 


tpHAsS Asynchronous Data Hold 
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3) 


ns 


a rr eee 


0 to 70°C 0 to 70°C -55°C to 125°C -55°C to 125°C 


tacop ACC&SR&EXP Output 

Delay 58 64 ns 
tacop ACC&EXP Output Delay 

Autonormalize Instruction [fT ns 
tacH ACC&SR&EXP Output 
tENA Three-State Enable Delay 5 45 <a sr eS ns 
ips TheeswieDeeheDeey [Os [so fee 
teEpAs Adder/Subtracter Flag Delay 110 a ert [rt — ns 


NOTES 
1All min and max specifications are over power-supply and temperature range indicated. 
S and T grade parts are available processed and tested in accordance with MIL-STD-883B. The processing and test methods used for S/883B and 
T/883B versions of the ADSP-1101 can be found in Analog Devices' Military Data Book. Alternatively, S and T grade parts are available with 
gptional high-reliability "PLUS" Sash as shown in Figure 18. 
Slap ut lev a are GND and +3.0V. Rise times are 5ns. Input SINE th Acrence levels and ourut reference levels are 1.5V, exc a for 1) teNA and tpyjs 
which are as indicated in Figures 19 and 20, and 2) tps and tpyy which are measured from clock Vy}, to data input Ving or Vy, crossing points. 


Specifications subject to change without notice. 


ABSOLUTE MAXIMUM RATINGS 


Supply Voltage............ —0.3V to 7V Operating Temperatute Range (ambient)...... -55°C to +125°C 
Input Voltage............... -0.3V to Vpp Storage Temperature Range....................5 -65°C to +150°C 
Output Voltage Swing... -0.3V to Vpp Lead Temperature (10 seconds)...............:cccseeeeeeeees 300°C 
ORDERING INFORMATION 
Part Number Temperature Range Package Package Outline 
ADSP-1101JG 0 to +70°C 100-Pin Grid Array G-100A 
ADSP-1101KG 0 to +70°C 100-Pin Grid Array G-100A 
ADSP-1101SG -55 to +125°C 100-Pin Grid Array G-100A 
ADSP-1101TG —55 to +125°C 100-Pin Grid Array G-100A 
ADSP-1101SG/+ —55 to +125°C 100-Pin Grid Array G-100A 
ADSP-1101TG/+ -55 to +125°C 100-Pin Grid Array G-100A 
ADSP-1101SG/883B —55 to +125°C 100-Pin Grid Array G-100A 
ADSP-1101TG/883B —55 to +125°C 100-Pin Grid Array G-100A 
Contact DSP Marketing in Norwood concerning the availability of other package types. 
Vop | Vpp 
INPUT OUTPUT 
3pF 

Figure 15. Equivalent Input Circuits Figure 16. Equivalent Output Circuits 
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memcscerr se 
__ INTERNAL VISUAL INSPECTION FIND LEAK CONDITION A OR B 
COMMERCIAL METHOD 1014 
GROSS LEAK CONDITION C 
TO STABLIZATION BAKE 
OUTPUT +1.5V METHOD 1008 INTERIM ELECTRICAL TESTING 
PIN CONDITION C - 10 CYCLES 
TEMPERATURE CYCLE BURN-IN 
METHOD 1010 METHOD 1015 
CONDITION C - 10 CYCLES 160 HRS ~ 125°C 
CENTRIFUGE . 
METHOD 2001 100% FINAL ELECTRICAL TESTING 
CONDITION D - 20,000G, Y1 PLANE 
Figure 17. Normal Load for ac Measurements Figure 18. PLUS Processing Flow 


Clock 


Instruction /\ 7X /\ instruction 


ics ce = COX | VV pm Co 
V 


OH 


OL 


V. -0.5V OH | 
OH 4 ae _V tristate * 2:1¥ 
7 ats Vtristate —— V tristate —0.1V 
+0. VoL ns 


OL 





tois UninENA | 


maxENA 
measured 


Figure 19. Output Disable and Enable Time Measurement 


ESD SENSITIVITY 

The ADSP-1101 features input protection circuitry consisting of large 
“distributed” diodes and polysilicon series resistors to dissipate both high- WEVSININe 
energy discharges (Human Body Model) and fast, low-energy pulses (Charged 

Device Model). Per Method 3015.2 of MIL-STD-883C, the ADSP-1101 has been 
classified as a Category A device. 





Proper ESD precautions are strongly recommended to avoid functional damage 
or performance degradation. Charges as high as 4000 volts readily accumulate 
on the human body and test equipment and discharge without detection. 
Unused devices must be stored in conductive foam or shunts, and the foam 
should be discharged to the destination socket before devices are removed. For 
further information on ESD precautions, refer to Analog Devices’ ESD 
Prevention Manual. | 





5-106 FIXED-POINT COMPONENTS 


—data input cycle—»@-processing cycle -»@—— output cycle —> 





Pt 

Clock CLIs 
Instruction > Co oS 

Falling- Edge ; input, Preload, : Accum Write, 

Input Data & Processing : Preload & Output 

: ig iDss »: 
Rising-Edge ar Pt 
Synchonous aE aw fo 
Input Data 
Berk see Data Input to X & Y-Buffers 
inpul Data or Preloaded to Accumulators 
for Processing 

Asynchronous 
Input Data 





Preload Data for 


Shift & Output Only Data Preloaded 


‘toss a toss ] to Accumulators 
<> for Immediate 


Preload Data for 


toy + > ee Shift and Output 
Shift & Output Only 


without Processing 





Single-Output 
If From Accumulator 


Double-Output 
If From Accumulator 


Three-State 
Control 


Accumulator 
Flags 


Adder/Subtracter Flags, 
Minimum Clock Cycle (=toi,  ) 


Adder/Subtracter Flags, 
Clock Cycle Extended 
For A/S Flags 





Figure 20. ADSP-1101 Timing For Synchronous Accumulator Outputs 
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> 
us 
= 
= 
O 
E 
O 
a 





ADSP-1101 Pin Grid Array Pinout 
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Output 
Control 


lEXT. | XBUF | YBUF | FDBK | ARITHL] ACCA | ACCB| OUT 
(IEXT) | (38:33) | (32:27) | (26:24) | (23:16) | (15:12) | (11:8) | (7:0) 


XBUF 


XXX X X X 





Arithmetic and Logic Control 
















multiplier MX | mnemonic clock edge | mnemonic 
read address for write XWXxxx 
XO. x0 














000 0 | rising default 0 0} X0 from X-Port 
00 14 Xt x1 1 | falling XWFALL 0 14 X1 from X-Port 
; : X2 X2 10} X2from Y-Port 
16.4 114 X3 from Y-Port 
10 1 

11 Of IfIFLAG, XO; 

else, X2 
11°14 IfIFLAG, X2; 






else, X3 





Table |. ADSP-1101 X-Buffer Instruction Set 













Output 


Arithmetic and Logic Control Control 






YBUF 


32 31/30 29 |28 27 


XX XX XX 



















OOM ELE ONE ESIESEEEESEES 











: multiplier M 
; read address 





mnemonic 


: Y1 write control 
: XxxTY1 









: 

| YO write control 
3 § 
g 













00. writefrom Y-Port| YPTY1 =| [00 write from Y-Port 

i 01. don'twrite default || ]0 1 don'twrite 
_ IfIFLAG, YO; 10. write from Adder/ | ASTY1 | |_]1 0° write from Adder/ 

: else Y1 _ Subtracter | Subtracter 
11; Y-Port 11 write from X-Port | XPTY1 |  |11| write from X-Port 


z 


é 
: 


Soacmnrnniannionnannnennnormomnunatnata 





LOI 


te 


Table Il. ADSP-1101 Y-Buffer Instruction Set 
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write address mnemonic 
xPTXx 


ANAS a 










mnemonic 
xxxTYO 





YPTYO 
default 
ASTYO 


XPTYO 


A a 


eT | 


















Input 
Control 


Output 


Arithmetic and Logic Control Control 








IEXT | XBUF | YBUF | FDBK | ARITHL| ACCA | ACCB 
(IEXT) | (38:33) (11:8) 


FDBK 
26 25 24 
X X 


accumulator shift selection at mnemonic 
selection ~ AS input FBxxx 


~ AccA no shift 
~ AccB no shift 





















If IFLAG, AccA; no shift 
else AccB 
If FLAG, AccB; no shift 
else AccA 


























AccA If IFLAG, shift left; 
else no shift 

AccB If IFLAG, shift left; 
else no shift 

AccA If FLAG, shift right; 
else no shift 

AccB If FLAG, shift right; | 
else no shift 


Table II. ADSP-1101 Accumulator Feedback Instruction Set 
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SAAS ASA 


Input 
Control 















Output 
Control 





Arithmetic and Logic Control 





ANAVAAA Set 


1EXT 
(IEXT) 


“16, 


pecceverecsectetes 


(23:16) 
ee cree aera Note: "Acc" refers to the value from the selected 
ARITHL accumulator after it has been shifted by the amount 
23 22 2120 19118 1716 | specitied in the Accumulator Feedback instruction. 


ANY NNN E ROR ENR NN SS NER R ERNE ENE 


X X XX X X X X 


tly, 


YOOLIITIOIGULOPETE ION 






SSN eney sess seen ssanest 

















SS cs pocsessennsaneneennansnn Sa |e eae ee 
3 multiplier MX | mnemonic ¢ round control mnemonic} ? arithmetic function resultant {| mnemonic =; 
: data format MX xxx : RNDxxx ; i data type ¢ 
evaveensveersenns eesesese pees eghenes ep essas sense seneen ses “S Dreennnr nennnnennnrerer eres OOLEOEEEEEEEEIEL TALE ETE EE IEEE LY, 3 4 
3 3 $ H NO A GAR cae LEDPPLLODELPIPPPPLPPILIISIELELPPLED PILL, PPPLIPPILIP IS: eae’ 
$ unsigned MXU ; 00 no rounding default j ary j pay sees RD y 
N N t 3 4 Ae 5 
¥ 2s complement | MX2 01 round into AS15 RND15 i i oe any i 
Rita. cia castaoenad sama 10! round into AS14 RND14 ; 001} Acc + Xv 2sC ifany | ACCPPRD  } 
11§ round into AS16 RND16 j O10 { XY - Acc 2sC PRDMACC ; 
er eee re rerertem i j O11 y Acc - X-¥ 2sC | ACCMPRD ; 
; multipler MY | mnemonic } ; 100 i, 7 X*¥ 2sC NPRD A 
E Sdaia tocmat NAVs nO LT oe ee NON TT Te 101% -X-Y—-Acc 2sC NPRDMACC 
Secwearsnnnananannnnnnnsnnnnny ansennnennensnnsnnnnsnnng : format adjust mnemonic i 110 i If FLAG, Acc + X*Y; 25C ACCPEMPRD 
0 $ unsigned MYU ? multipher output FAxxx i ¢ else Acc — X+Y i 
N ever enntenrrn rnin coseO ess ssces POM DPCODESEILELEDSEDDELIDID ID EOLA 3 z 
1 32s complement | MY2 : 3 ¢ 3 
NCO ERS: Bie acca chin Stance re) : no default j DOP OCOPd ELD EPLEPOPLPDPLOLEDELOLILOLDPLEDILOVEDELILEDEDILLELELILELEDLEPOLEDELEDLODIL PIED TT LULLED, 
1: yes FA 4 
MULTIPLICATION Rieu eialirateceateay caso aac 


INSTRUCTIONS 











: function resultant mnemonic i ? function mnemonic j 

NON-MULTIPLICATION data type ie cere eer 
C : pass Y 2sC PASSY ¢ Non-multiptication | notneeded ; 

} negate Y 2sC NEGY : instruction : 

yl 2sC AY Beet eae Uh atte aah he segs 


£ [Acc - |¥j 2sC AACCMAY 
i pass X 2sC PASSX i 
negate X 2sC NX i 

KI ‘ 2sC { AX : @ Additions and 
# |Acc| - |X} 2sC AACCMAX Subtractions 
Y + Acc 2sC YPACC 
Y — Acc 2sC YMACC 
Acc — Y 2sC ACCMY 
X + Acc 2sC XPACC 
X — Acc 2sC XMACC 
Acc — X 2sC ACCMX 


POP LLLIL EMEP IEEE: PMO B IIS Pe BOPP BEBE OE EEA LA IEEE RAMAN AISLE ARISES NI NASA N 


pass Y to MZ15-6 2sC DPPASSY 
Y / (2°16) + Acc 2sC DPYPACC 
Y / (2%16) — Acc 2sC DPYMACC 
Acc — Y / (2°16) 2sC DPACCMY 
If FLAG, pass Y; 
else, pass X 

lf IFLAG, pass Y; 
else, negate Y 

If FLAG, Y + Acc; 
else X + Acc 

If FLAG, Acc + Y 
else Acc - Y 

YO logical OR Y1 
YO logical AND Y1 
YO logical XNOR Y1 
logical NOT Y1 


pass Acc 
negate Acc 
set IFLAG=!EXT 
set IFLAG=SIGNAS 
set IFLAG=OVFLAS 
set IFLAG=ZEROA 


POPPPIELEPIPLISIDLDPPILPD PDPLIPRID ODDS 


Rolo eRoRoNoloReloRoeRo—e) 
== 42300022440000 
~a sna nrnQgoodd0c0co 
2=2022042200-=00 


HO-~ 4 OR 4H O4HMNOH0O=0 


Pre wrerennsevnnnennnnnnnnnn nnn nnnncennnnnnnnanennnnnnvesn en en nnn nntnnnnanan anata Nanaia nnn NNN HANES RRNA EN ENNIS 


Ae 


> 


<@ Double-Precision 


ooco 
ooo°o 
—-=-O0 
-O-0d 


N 
SES RN 


2sC PASSYEPASSX 





2sC PASSYENY * 
@ Conditiona! 


Non-Multiplications 


OOOLEA OO OOEEE AOE GA ETEEOLEOEEEEE ENA EEE EE CEE 


2sC YPACCEXPACC 3 


geeesececsceee LORE ORIEL ET EEELIECELEER LE EELLOLE LOLOL G EEG LOLEELEEE: 


logic operations mnemonic 2sC ACCPYEACCMY 


(123 21="111") Lxxx 






PBIB BESS P REDNESS APSA RESO REESE AI ESSERE SASS ARE ARAASATAR SAA SANTANES OA 


unsigned 
unsigned 
unsigned 
unsigned 


POPDIEYPDAE DUDE DE EAP OROEPEDPDDESPLILIDEDD AUER EBDPDESPPDIRED UL ODD OL ODS? 


pass logic result | LPASS 
add logic result LPACC 


* 
z 
54 
3 
3 
$ 
3 
g 
2 
3 
3 
3 
Z 
3 
; 

to Acc Z 
Z 
3 
3 
3 
3 
3 
2 
Z 
3 
$ 
3 
3 
3 
Z 
3 
i 


oo 
=O 


<Q Logicai 


lh ak A 
—~ ae 
—a aw 
-.300 
-OoO 7° 


multiply logic LBYX 
result by X 
multiply logic LPRDXPACC 
result by X and 
add to Acc 


Donner er art arr ere rat roeb st aes abr SIP2SIDRAEDESPUPIPLEDIDEL ADDI OD DED BED: 


SS the hahan aaah 


Sevevererectecsessrettsesbeonccaciecepestetete 


U unless Acc=2sC]} PASSACC 
2sC NACC 
IFGEXT 
IFGSAS 
iIFGOAS 
IFGZAS 


A AARAARAA SSAA ASA AS SARACEN ESET 


= 
oo 
oo 
[~) 


<@ Accumulator 


_ 
_— 


CeeRrrerErErenn ne tenncentcnccnccnmnnnan ccc alot enc nets o os lnt 


ws 





SUSEALA PLLA SESSAS ATED 


2 


<@ |FLAG Mux Control 


-~ - O90 
_~—s = O 
oo7-- 
—~=—-O°O 
-oO0°0 


GAAPESULES DAL 


Table lV. ADSP-1101 Arithmetic and Logic Control 
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acerecrageecereertas 


Input 


; ; . Output 

| | Control Arithmetic and ed oom Conarol 
IEXT XBUF | YBUF | FDBK | ARITHL] ACCA | ACCB} OUT 
| WEXT) | (38:33) | (32:27) | (26:24) | (23:16) ] (15:12) | (11:8) | (7:0) 


anne 





AAA PPI? /POISIPEDPIDIPPPESSLPLDIPLPPPPIPLOPPIIPISISLIISISIEPPPLPPPIPIPIIPIIBSIESISIELIPLPPIIPISPISIDIBISILIIDIDIIIDESY 










oes 





































































Accumulator A Accumulator A| Accumulator A | Accumulator A mnemonic H 

2sC flag EXT load MSW load LSW load WA(2s,E,M,L) i 

PPPPLPPPPPPPPPPPIPPPL IPH PPPPPPPLPPLPLPIPPPPPPIPIPIPPPPD He ennannonnni 

0000 : setif ASis 2sC AS39-32 AS31-16 AS15-0 WADASASAS i 
0001 3 unsigned zero zero Y-Port WAUZZYP i 
0010 } unsigned zero Y-Port no change WAUZYPN i 
0011 3 nochange Y-Port no change no change WANYPNN H 
0 100 3} 2s complement sign extend Y-Port zero WA2SYPZ i 
0101 3 2s complement sign extend Y-Port no change WA2SYPN i 
0110 3 unsigned zero Y-Port zero WAUZYPN i 
0111 no change no change no change no change default i 
1000 3} unsigned zero zero zero WAZERO 
1001 3} unsigned zero AS31-16 AS15-0 WAUZASAS i 
1010 3} 2s complement sign extend sign extend Y-Port WA2SSYP j 
1011 no change Y-Port @ rising} Y-Port @ falling | zero - WANYPYPZ j 
1100 3 unsigned zero Y-Port @ rising | Y-Port @ falling WAUZYPYP 
1101 2s complement sign extend Y-Port @ rising | Y-Port @ falling] WA2SYPYP i 
1110 # unsigned zero Y-Port @ falling | zero WAUZYPZ i 
11141 2s complement sign extend Y-Port @ falling | zero WA2SYPZ i. 


OOM E EEE Es POCLELOOD CEEOL OEELEPECCECCEELEEPCCOLLL ELPCCLPOLETLELVEEEL LEED EE 


3 
: 


Table V. ADSP-1101 Accumulator A Write Control Instructions 


POCCOO LPL CEEOOELEEPEOLEELEELOLLEL EL 


Input 
Control 


erect. 











eeecetecetecietereds 


EXT 
(IEXT) § (38:33) 


POPLSPPDPPPLLIPPPLIPEPLI OPEL OREO RE LIP DL, 


¥ 


enn 


1110 9 87 


POPPLPPIPIEPPLIDIDIPEPPOPDIOPIDIDTS 


SAssaeeeseqnesssenns. 


X X X X 


set if AS is 2sC 
unsigned 
unsigned 

no change 

2s complement 
2s complement 
unsigned 

no change 
unsigned 
unsigned 

2s complement 
no change 
unsigned 

2s complement 
unsigned 

2s complement 





OOO EE, 


Arithmetic and Logic Control 


PEALE ASIP TOA 


Accumulator B 
EXT load 


AS39-32 
zero 

zero 

Y-Port 

sign extend 
sign extend 
zero 

no change 
zero 

zero 

sign extend 
Y-Port @ rising 
zero 

sign extend 
zero 

sign extend 


POCEPOT ECE ECEREO ECE LL 


ASSASINS 


Accumulator B 
MSW load 
AS31-16 

zero 

Y-Port 

no change 
Y-Port 

Y-Port 

Y-Port 

no change 

zero 

AS31-16 

sign extend 
Y-Port @ falling 
Y-Port @ rising 
Y-Port @ rising 
Y-Port @ falling 
Y-Port @ falling 












Output 
Control 


SAAS 


Accumulator B 
LSW load 
AS15-0 

Y-Port 

no change 

no change 

zero 

no change 

zero 

no change 

zero 

AS15-~0 

Y-Port 

zero 

Y-Port @ falling 
Y-Port @ falling 
zero 

zero 


mnemonic 
WB(2s,E,M,L) 


WBDASASAS 


WBUZZYP 
WBUZYPN 
WBNYPNN 
WB2SYPZ 
WB2SYPN 
WBUZYPN 
default 
WBZERO 
WBUZASAS 
WB2SSYP 
WBNYPYPZ 
WBUZYPYP 
WB2SYPYP 
WBUZYPZ 
WB2SYPZ 


Table VI. ADSP-1101 Accumulator B Write Control Instructions 
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BSS SSS aaah nanan a na bh ha band babb baa aba aa bb ba da acd bba Daa aaa a aaa aaa a aaa aba 


: input 
: Control 
Ss 








Output 
Control 





Arithmetic and Logic Control 








a 

N 

N N 

: IEXT § XBUF | YBUF 
N 

3 NY 

3 

* (IEXT) § (38:33) | (32:27) 
N ( N 

3 N 
Navsasussusseesanenemaassesnssnssnsassadensesanenssanssasetbessnceansnenennsnnnisnsns esses senna inne Putative AANA oak 





SSSNASENS ASSASSINS UNEARNED ERR T NNN 


OUT 


7fes 4]32[1 0, 


X XXX XX XX 


leet eta reteetts, 
PLIPIILIDESISIDS: 


7 


PPLLDPPDIPIIPIPPPPPPPPPLIPLISPPLIDGIPIPIPPLIPIPPPPPEP IDL PDS, PL DD, GPOPPLPIPPIDIIIPIIPIPPLIDIDIDIIPPEIPIDILGPPLIDIODIDPIPIPISPISIOPP ILE Ply 





MSW @ clock LO 
MSW & 0835-32 
on 219-16 
MSW @ clock HI OMWEXT 
EXT @ clock LO 


erejesete Macece.eaterecect ees 


OMW4Xx 
T When “Shit by SCR" and 


“Adder/Subtracter” output 
are selected, SCRA will 
sestcienn’ control the shifting. 





* output ee £ Output Shifter mnemonic : shift selection mnemonic ; j output data mnemonic } 
* enable : : field select Oxxx i Sxxx i # source ODxxx ; 
ene ipesaiacress! aa Peenen perreneceececrenecenccefcentcetccctccttietn mientret tlc e cn etectn ncn iiee PO Ree acca aaa a easter sea erm ar 
0 § high impedance | HIZ : | [0 00 | MSW(OS31-16) OMW 00 { no shift default {|  |#11}0 0% Accumulator A ODACCA ; 
1 § drive default 0 0 1 § high impedance OHIZ 01 ¢ shift 1 bit right SiR i 0 1% Accumulator B ODACCB  ; 
ae, Me ee enone 0 10 § LSW(OS15-0) OLW : 10 ¢ shift 1 bit left S1L : 1 0% Adder/Subtracter’ | ODAS ; 
011 § EXT (OS39-32) OEXT 1 1 2 shift by SCRt SBYSCR ; i t 
100 : MSW w/Satuaration OMWSAT i Gy sduutalstyaueoSvanendnoasbunhadnAbasbnadbansasssnssensscbnnbort Vaosassrvovososasssssssezenesssstssssssebossssssssesssonsssssssssiiob 

1.01 } LSW @ clock HI OLWMW 


z 
& 
é 


OUTPUT 
INSTRUCTIONS 





BFP / STATUS REGISTER 
INSTRUCTIONS 





reset PM RSTPM 
SCRnew = BG + BFP 
PM - SCRold 
write SCR from Y3-0 YPTSCR 
SCR = max(SCRA,SCRB) SCRMAX 
autonormalize MSW of ACC AUTONORM 
& Output EXP on Z19-16 | 


undefined 


; output mnemonic BFP/Status Register operation] mnemonic i BFP/Status Reg. | mnemonic | BFP/Status Reg. mnemonic | 
7 enable i selection BSRxxx 3 ; instruction set 
 eaeeecancanna inceniacicuaae | OSI LBOODPDODEILSIOLIBLSDDELDADIBPSELASSDSDEDSEDORUALSI™S UEDIRIDISISEA ISOS EDASESBDDIIO NID SOR eaeenran noe car sacae es =11 neveaeenevn nna annnnanann naa pnnnnnnnnnnnaaanannnanng 
{high impedance {| HIZ i 0 0 0 : output Status Register OSR 00 i A registers BSRA : |] § BFP/Status Reg. | not 
1 } drive default #| ]0 01? write PMand SCR in Status | YPTSR 0 1 B registers BSRB ; [instruction needed | 
Serene eee eset Mie RME Meer | Register from Y7-0 1 0% undefined a asa 
11 ' 
: 


aes 


1 AAKARAAKRARRARANSAS SAA AANARAAAS ARAN SAAS AAS) 


ARAN AAA 


write BG from Y3-0 YPTBG 


LECCE E LOO LO OEE TET CCERAATAAAO CERO ELETTEOCECLCECLA MO CLOLALOL LOTTE AETOOD OL 


— 
= 
NANERSA SSSR REESE SR URE 


RSS 


Table VIII. ADSP-1101 Output, Shift, Block Floating-Point, and Status Register Instructions 
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Package Information 
Contents 





ADI LETTER DESIGNATOR DESCRIPTION PAGE 
Side Brazed DIP (Ceramic) 

D-28 28 Lead 6-3 
D-40A 40 Lead 6-4 
D-48A 48 Lead 6-5 
D-64A 64 Lead 6-6 
Leadless Chip Carriers 

E-28A 28 Lead 6-7 
E-68A 68 Lead 6-8 
Pin Grid Array 

G-68A 68 Lead 6-9 
G-84A 84 Lead 6-10 
G-100A 100 Lead 6-11 
G-108A 108 Lead 6— 12 
G-144A 144 Lead 6- 13 
Plastic DIP 

N-28A 28 Lead 6-14 
N-40A 40 Lead 6-15 
N-48A 48 Lead 6 — 16 
N-64A 64 Lead 6-17 
Plastic Leaded Chip Carrier 

P-28 28-Lead 50 Mil Centers 6-18 
P-52 52-Lead 50 Mil Centers 6-19 


P-100 100-Lead 25 Mil Centers 6 — 20 


PACKAGE INFORMATION 6-1 | 


6-2 PACKAGE INFORMATION 


D-28 
28-Pin Side Brazed 





NOTES 
1. Index area; a notch or a lead one identification mark 


is located adjacent to lead one. 
2. The minimum limit for dimension B, may be 0.023” 
(0.58mm) for all four corner leads only. 


3. Dimension shall be measured from the seating plane 
to the base plane. 

4. This dimension allows for off-center lid, meniscus 
and glass overrun. 

5. All leads — increase maximum limit by 0.003” (0.08mm) 
measured at the center of the flat, when hot solder 
dip lead finish is applied. 


6. Twenty-six spaces. 





PACKAGE INFORMATION 6-3 


D-40A 
40-Pin Side Brazed 





SEATING. ¢ __ VV) VW). 
PLANE 


, TLL nnnlAnhn An iy 
| | i | 
ob. “+l 2, e 


NOTES 
eee ae 1. Index area; a notch or a lead one identification mark 
| MAX | MIN | is located adjacent to lead one. 
fo1e9 | | 2. The minimum limit for dimension B, may be 0.023” 
(0.58mm) for all four corner leads only. 


3. Dimension shall be measured from the seating plane 
to the base plane. . 

4. This dimension allows for off-center lid, meniscus 
and glass overrun. 

5. All leads — increase maximum limit by 0.003” (0.08mm) 
measured at the center of the flat, when hot solder 
dip lead finish is applied. 


6. Thirty-eight spaces. 
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D-48A 
48-Pin Side Brazed 





on aaa Gita 





NOTES | 7 cs 
1. Index area; a notch or a lead one identification mark 
is located adjacent to lead one. 


2. The minimum limit for dimension B, may be 0.023” 
(0.58mm) for all four corner leads only. 

3. Dimension shall be measured from the seating plane 
to the base plane. 

4. This dimension allows for off-center lid, meniscus 
and glass overrun. 

5. All leads — increase maximum limit by 0.003” (0.08mm) 
measured at the center of the flat, when hot solder 
dip lead finish is applied. 

6. Forty-six spaces. 
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| D-64A . ; 
64-Pin Side Brazed 


“Tt 


| INCHES | _ MILLIMETERS co 


symBoL[ MIN | MAX | MIN | MAX | NOTES 
Ta | }orss |_| az | 


A; sos | onso | 102 | 152 {3 
| B | 0.016 | 0.020 | 041 | 051 | 5 
0.045 | 0.055 | 1.14 | 1.40 | 25 


| c | 0009 | 0.012 | 0.23 | 030 | 5 | 


| BD | 3.170 |-3.230 | 80.52 | 82.04 | 4 


| E, | 0.880 | 0.905 | 2235 | 2299 | 4 | 


| en | os00Typ | 2z.e6TYP | 
|e, | 0.095 | 0.105 | 241 | 267 | 6 | 
Lt. [oz jez | 533 |, 610] | 
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Aa 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 

2. The minimum limit for dimension B, may be 0.023” 
(0.58mm) for all four corner leads only. 

3. Dimension shall be measured from the seating plane — 
to the base plane. 

4. This dimension allows for off-center lid, meniscus 
and glass overrun. 

5. All leads — increase maximum limit by 0.003” (0.08mm) 
measured at the center of the flat, when hot solder 
dip lead finish is applied. 


6. Sixty-two spaces. 


E-28A 
28-Terminal Leadless Chip Carrier 


+h 


B 
my 
+ 
=. 
. NO. 1 PININDEX 
BOTTOM VIEW 
(h x 45°) co 
3 PLACES | (jx 45°) 





NOTES 
1. Dimension controls the overall package thickness. 
: 3. All terminals are gold plated. 
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E-68A 
68-Terminal Leadless Chip Carrier 


my B 
NO. 1 PIN INDEX 
BOTTOM 
VIEW 


(jx 45°) 










NOTES 
1. Dimension controls the overall package thickness. 


2. Applies to all 4 sides. 
3. All terminals are gold plated. 


[iwenes | _muumerens [ 
syMBoL| MIN [MAX | MIN | MAX | NOTES 
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G-68A 
68-Pin Grid Array 


SEE NOTE 1 
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SEATING ft Waa aaa 
PLANE } Ls 


TOP VIEW 
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oe: 









NOTES 
1. Index area; a notch or a lead one identification mark 
is located adjacent to lead one. 


2. The minimum limit for dimension ob, may be 0.023” 
(0.58mm) for all four corner leads only. 


3. Dimension shall be measured from the seating plane 
to the base plane. 


4. This dimension allows for off-center lid, meniscus 
and glass overrun. 


5. The basic pin spacing is 0.100” (2.54mm) between 
centerlines. 


6. Applies to all four corners. 


7. Lead center when a is 0°; e, shall be measured at 
the centerline of the leads. 

8. All leads — increase maximum limit by 0.003” (0.08mm) 
measured at the center of the flat, when hot solder 
dip lead finish is applied. 


9. All four sides. 
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G-84A 
84-Pin Grid Array 


SEE NOTE1 


oth 
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TES 
. Index area; a notch or a lead one identification mark 
is located adjacent to lead one. 


. The minimum limit for dimension mb, may be 0.023” 
(0.58mm) for all four corner leads only. 
. Dimension shall be measured from the seating plane 
to the base plane. 
. This dimension allows for off-center lid, meniscus 
and glass overrun. 
0.988 : . The basic pin spacing is 0.100” (2.54mm) between 
0.788 | 0.812 | 20.02 | _ centerlines. 
; . Applies to all four corners. 
. Lead center when a is 0°; e, shall be measured at 
the centerline of the leads. 


8. All leads — increase maximum limit by 0.003” (0.08mm) 
measured at the center of the flat, when hot solder 
dip lead finish is applied. 


9. All four sides. 
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G-100A 
100-Pin Grid Array 


SEE NOTE 1 


i] 


@, @2 TOP VIEW 


oO aon onuwea ww ys = 





A 
SEATING 2&2 
PLANE 





NOTES 
1. Index area; a notch or a lead one identification mark 
is located adjacent to lead one. 


2. The minimum limit for dimension db, may be 0.023” 
(0.58mm) for all four corner leads only. 


3. Dimension shall be measured from the seating plane 
to the base plane. 


4. This dimension allows for off-center lid, meniscus 
and glass overrun. 


5. The basic pin spacing is 0.100” (2.54mm) between 
centerlines. 
6. Applies to all four corners. 


7. Lead center when a is 0°; e; shall be measured at 
the centerline of the leads. 

8. Allleads — increase maximum limit by 0.003” (0.08mm) 
measured at the center of the flat, when hot solder 
dip lead finish is applied. 

9. All four sides. 

10. Gold plating 50 inches over 100y inches ref. Thick- 
ness of nickel. 
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G-108A 
108-Pin Grid Array 
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G-144 
144-Pin Grid Array 
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NOTES 
1. Index area; a notch or a lead one identification mark 
is located adjacent to lead one. 


2. The minimum limit for dimension @b, may be 0.023” 
(0.58mm) for all four corner leads only. 


3. Dimension shall be measured from the seating plane 
to the base plane. 


4. This dimension aliows for off-center lid, meniscus 
and glass overrun. 


5. The basic pin spacing is 0.100” (2.54mm) between 
centerlines. 


6. Applies to all four corners. 


7. Lead center when «a is 0°; e, shall be measured at 
the centerline of the leads. 

8. All leads — increase maximum limit by 0.003” (0.08mm) 
measured at the center of the flat, when hot solder 
dip lead finish is applied. 

9. All four sides. 


10. Gold plating 50 inches over 100, inches ref. Thick- 
ness of nickel. 
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N-28A 
28-Pin Plastic DIP 









| inches |_sommumeters | | 
symeol [MIN | MAX | MIN | MAX | NOTES. 


. Index area; a notch or a lead one identification mark 
is located adjacent to lead one. 
2. Lead center when a is 0°. E, shall be measured at the 
centerline of the leads. 
3. All leads - increase maximum limit by 0.003” (0.08mm) 
measured at the center of the flat, when hot solder 
dip lead finish is applied. 


4. Twenty-six spaces. 
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N-40A 
40-Pin Plastic DIP 
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N-48A 
48-Pin Plastic DIP 
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N-64A 
64-Pin Plastic DIP 





| if Y VV VVVVVVVV VV VV VY zal 
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| MIN | MAX | MIN’ | MAX | 
pa || oso | | .35 | 
[bp | ots | 0025 | 038 | 06a 
Fb, | 0.030 | 0.070 | 0.76 | 178) 
[ec | 0.008 [0.015 | 020 | 0.28, 
ee 
Te | 0790 [0.810 | 20.07 
[—e, | 0.880 | 0.920 | 22.35 | 23.37, 
Te | 01008sc | _25888¢ 
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oso] ae] 
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P-28 
28-Lead Plastic Leaded Chip Carrier 


NO.1 PIN 
IDENTIFIER 


SYMBOL as, 
| 0.165 | 
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| P-52 
52-Lead Plastic Leaded Chip Carrier 
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P-100 
100-Lead Plastic Leaded Chip Carrier 
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7-2 APPLICATION NOTES 


Introduction 





This chapter contains eight application notes representative of 
the applications support provided by the Digital Signal Processing 
Division. Additional application notes are always being generated 
by Applications Engineering. For example, an application note 
on prototyping an ADSP-3212/22 system with the ADSP-3211/21 
is in draft at press time. The complete list of current applications 
literature is printed in the divisional newsletter, DS Patch. Consult 
your Analog Devices Sales Office for more information. 


These application notes focus on the microcode and numeric 
parts. Applications information for the ADSP-2100 DSP micro- 
processor has been published in a separate volume; the ADS P-2100 
Applications Handbook, Volume 1, is 180 pages of discussion and 
subroutines for the ADSP-2100. Here is a brief summary of the 
material presented in the chapters of that book. 


1. Fixed-Point Arithmetic 
Describes how basic fixed-point arithmetic operations are 
implemented in the hardware of the ADSP-2100. 


2. Floating-Point Arithmetic 
Describes how to convert from fixed-point to floating-point 
and back and how to perform basic floating-point operations 
on the processor. Block floating-point is described under 
FFTs. 


3. 


Function Approximation 
How to approximate several useful functions, such as sine 
and arctangent and a random number generator. 


. Fixed-Coefficient Digital Filters 


Describes the implementation of several finite impulse response 
(FIR) and infinite impulse response (IIR) filters with fixed 
coefficients. 


. Fast Fourier Transforms 


Details several FFT algorithms (DIT, DIF, radix-2, radix-4) 
and the related operations of bit-reverse addressing, digit 
reversing, block-floating-point scaling and windowing. 


. Adaptive Filters 


Describes filters with time-varying coefficients. 


. Image Processing 


Describes the processing of digitized images. 


. Linear Predictive Speech Coding 


Techniques used to analyse, encode and synthesize speech 
signals. 


. High-Speed Modem Algorithms 


Describes several algorithms (stochastic gradient, etc.) used 
in implementing a high-speed modem with the ADSP-2100. 
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Sharing the Output Bus of the ADSP-1401 
Microprogram Sequencer 


by Bob Fine 


INTRODUCTION 

In some applications, such as fast context switching or 
multitasking, multiple ADSP-1401 Program Sequencers may 
be used or microcode memory addresses may come from a 
source other than a program sequencer. Due to the three- 
state output feature of the ADSP-1401 Program Sequencer, 
other devices can be added to the microprogram memory 
address bus without the need for special buffering of the 
program sequencer output. This becomes very important 
when progagation delay of the microprogram address is 
critical and microprogram memory access time must be 
conserved. 


BUS SHARING IMPLEMENTATION 
The basic architecture for multi-source microprogram ad- 
dressing is shown in Figure 1. 


MICROPROGRAM MEMORY 


TO PROCESSOR 
f CIRCUITRY 






ADDRESS 








ALTERNATE Instruction 
ADDRESS : 


eer e ADSP-1401 


PROGRAM 
SEQUENCER 
Address 


Address 


Figure 1. Basic Bus Sharing Architecture 


In normal program execution, the program sequencer 
supplies addresses to the microprogram memory. In 
special cases, an alternate address source may take over 
by gaining access to the microprogram address bus. If the 


alternate address source does not have an output that can 
be disabled, a three-state buffer is required. When 
switching from one address source to the other, adequate 
disable time must be allowed for the device turning off and 
adequate enable time must be allowed for the device turning 
on. Careful timing analysis in the design stage should be 
done to avoid a bus contention, where both devices are 
trying to drive the microprogram address bus. 


Use of IDLE Instruction 

A method is required for systematically turning one device 
on and the other off. In the case of the ADSP-1401 Program 
Sequencer, this method involves the use of the IDLE 
instruction together with the Instructional Hold Control mode 
(IHC). 


The output of the ADSP-1401 Program Sequencer may be 
disabled by using the IDLE instruction. The IDLE instruction 
places the address port into the high-impedance state and 
inhibits the program counter (PC) from incrementing. The 
ADSP-1401 behaves as if the clock had stopped. The IDLE 
instruction may be latched internally by using the In- 
struction Hold Control mode (IHC), freeing microcode for 
use by another device. Note that while idle, external inter- 
rupts will continue to be latched and should therefore be 
masked or disabled. (See ADSP-1401 Data Sheet) 


IHC Mode 

Before the alternate address source can be enabled, the 
program sequencer should be put into the instruction hold 
control mode with the IHC instruction which is clocked into 
the sequencer at the rising edge of the clock. Executing 
the IHC instruction sets status register bits 5 and 4 to a ‘10’ 
and redefines the function of interrupt input IR; allowing 
subsequent instructions to be held for repeated execution, 
regardless of the instruction port. Use of the IHC mode 
requires that the mask bit for IR; be set, otherwise the 
assertion of the IHC signal will result in a faulty interrupt. 
(Since IR5 shares the same input pin as IR;, care should be 
taken when using all eight external interrupts with the IHC 
mode.) 
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IHC — INST. 
LATCHED 
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DON'T CARE | DON'T CARE 


Next 
(IDLE) (IDLE) Instruction 
| \\ 
Hi-Z Hi-Z Hi-Z Active 


Figure 2. IHC Mode - IDLE Instruction Timing 


INST. INST. 
_ LATCHED © LATCHED 
CLOCK 
poate INPUT Last Instruction! Select IHC Mode; IDLE 
( ) Before Disable i Instruction Instruction 
IHC SIGNAL 
SEQUENCER Active Active - Active 
OUTPUT 
Program Execution 
Once in the IHC mode (having executed the IHC 


instruction), the IDLE instruction is presented to the se- 
quencer at the instruction port, prior to the rising edge of the 
clock, and IR3 asserted HI (prior to the falling edge of the 
clock). The IDLE instruction will be held with all interrupts 
disabled (although they will continue to be latched) until IR, 
is brought LO again (prior to the falling edge of the clock). 

It is recommended that IR be dedicated to control of the 
IHC mode. However, if it must also be used for subsequent 
interrupting, then the CAIR instruction should be executed 
before unmasking IR (to clear the interrupt request re- 
sulting from use of IRy as the IHC control). | 


Figure 2 shows a timing diagram illustrating the series of 
events described above. The ADSP-1401 will continue to re- 
execute the IDLE instruction for each cycle until the IHC 
signal goes low. 


When IR; is to be dynamically assigned to an interrupt input 
or IHC input, a multiplexer may be used to externally switch 
an interrupt line to the IHC input (See Figure 3). It should be 
noted that when the IHC mode is set, the multiplexer should 
also be selected so that the IHC signal is passed and not 
the interrupt. (If IHC is used, it is best to dedicate IR4 to 
that function and sacrifice the interrupt.) _ 


Interrupts cannot be used while the IHC is used. Once the 
IHC mode is invoked, the IDLE instruction is presented to 
the sequencer and is latched at the rising edge of the clock. 
The sequencer recognizes the IHC input (reassigned IR) at 
the falling edge of the clock. If this input is high, the in- 
struction being executed (IDLE) is latched and the instruc- 
tion input is ignored. The sequencer remains in this state 
until the IHC input goes low. This implementation allows 
both program sequencer and the alternate address source 
(be it another ADSP-1401 or other device) to share many of 
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the same microcode instruction bits.. If many sequencers 
are used, the IHC controls may come from an addressable 
latch driven by the microcode. This will further conserve 
microcode bits. The IHC may be disabled by performing a 
SELECT RELATIVE ADDRESS WIDTH instruction (REL16, 
REL12, or REL8). When the sequencer executes this in- 
struction, the IHC is cleared. (See ADSP-1401 Data Sheet) 


CONCLUSION : 

The addition of buffers in a high-speed bus path requires 
additional time overhead with the addition of propagation 
delay. The ability to put the output of the ADSP-1401 in a 
high-impedance state in conjunction with the use of the 
IDLE instruction and the IHC mode eliminates the need for 
external buffers when the address bus of the microprogram 
memory is to be shared. In addition, the sequencer op- 


eration is suspended avoiding the need for clock stop 
Circuitry. 
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Figure 3. Block Diagram with IHC Connections 


ANALOG 
DEVICES 


APPLICATION NOTE 





Stack Paging Expands Internal Ram 
of the ADSP-1401 Program Sequencer 


by Matthew J. Johnson 


INTRODUCTION 

This application shows how the subroutine stack of the 
ADSP-1401 Program Sequencer may be expanded by em- 
ploying a data memory stack paging technique. Although 
the bounds of the sequencer’s subroutine stack are user 
configurable for larger or smaller stack space, the internal 
RAM must also support the global stack, the register stack, 
and indirect jump address storage. In context of complex or 
highly nested subroutines, allocation of sufficient subroutine 
Stack space may become difficult, hence the need for stack 
expansion. 


The implementation of subroutine stack paging is actually 
rather trivial (in principal) by virtue of a reserved stack re- 
covery interrupt, IRg, built into the sequencer especially for 
this purpose. This interrupt is a reserved system interrupt 
issued as a warning of stack overflow or underflow. Upon 
generation of IRg, the associated interrupt service routine 
will page subroutine stack values between data memory and 
internal sequencer RAM, the direction depending upon 
whether the subroutine stack has overflowed or under- 
flowed. This application note explains the programming and 
hardware considerations associated with implementing a 
stack recovery interrupt routine. 


We start with a general overview of the program sequencer 
and a discussion of the constraints and implications of stack 
paging. A complete discussion of a sample subroutine stack 
paging interrupt routine is presented in the main text with 
Supporting flowchart. listings and benchmarks in the 
appendix. Operation of the routine is illustrated using 
“snapshots” of the internal RAM and data memory paging 
areas taken at various points in time. As a convention, all 
numbers are given in decimal throughout this application 
note. unless otherwise noted. 


Word-Slice is a trademark of Analog Devices, Inc. 


GENERAL DESCRIPTION OF THE ADSP-1401 

The ADSP-1401 is a high-speed microprogram controller 
optimized for the demanding tasks found in digital signal 
processors and general purpose computers (see Figure 1). 
It provides both high speed (25ns clock-to-address delay) 
and a large microcode address space (64K of microcode). 
In addition, it has various unique features including: 


* On-chip control of ten prioritized and maskable interrupts 
* Four decrementing event/loop counters 

« Absolute, relative and indirect addressing modes 

« Microcode download capability (writeable control store) 

* Dynamically configurable internal 64x16 RAM. 


During each microinstruction, the ADSP-1401 uses internal 
and external conditions and instructions to determine the 
next microprogram address. This address can come from 
either the stack, the jump address space in the RAM, the 
data port, the internal interrupt vector file or the micro- 
program counter. An extensive set of conditional instructions 
is available including jumps, branches, subroutines, 
interrupts, and writeable control store. 


The ADSP-1401’s internal 64-word by 16-bit RAM is used 
(among other things) for interrupt and subroutine linkage via 
the stack. It also provides for storage of internal and ex- 
ternal system parameters in addition to providing the ability 
to associate counters, jump addresses, and the status 
register with various levels interrupts and subroutines. 


Interrupts are handled real-time entirely on chip. The ADSP- 
1401’s internal interrupt contro! logic inciudes dedicated 
registers for storage of eight external (user) interrupt vec- 
tors, a 10-bit interrupt mask, and an interrupt priority en- 
coder. Two additional vectors are reserved for processing 
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internally generated interrupts resulting from counter under- 
flow and stack limit violation. The reserved interrupts are al- 
so maskable. : 


The ADSP-1401’s four decrementing counters are used to 
track loops and events. These counters are referenced by 
several conditional instructions and can also trigger an 
internal interrupt. 


The ADSP-1401’s Look-Ahead pipeline eliminates the 
need for an external microcode pipeline register by internally 
latching instructions and addresses. A complementary 
latching arrangement allows the next instruction to be 
predecoded while the current address is held constant. In 
addition to eliminating the external microcode latch, this 
technique also allows for use of slower microcode memory 
for other system components (see the section The Target 
System Hardware). 


See the ADSP-1401 Program Sequencer data sheet for 
complete specifications. 
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HOW THE STACKS ARE USED | 

In normal operation (when not stack paging), the internal 64- 
word RAM of the ADSP-1401 is configured to support two 
stacks (the subroutine stack and the register stack) and 
indirect jump addresses storage. The Subroutine Stack (SS) 
has a dedicated Subroutine Stack Pointer (SSP), while the 
Register Stack (RS) shares two pointers: the Local Stack 
Pointer (LSP) and the Global Stack Pointer (GSP), only one 
of which is active at a time. All stack pointers are user 
loadable. 


The subroutine stack is used to temporarily save internal 
sequencer states such as counter values, the status 
register, return addresses and also external device data (as 
in context saves) in preparation for execution of subroutines 
or interrupts or simply as a convenient way station for 
transient data. Immediately after calls to interrupts or 
subroutines, the internal and external states which will be 
altered during execution of the routine are saved by the user 
(pushed on the subroutine stack) prior to modification. In 
this way, contextual parameters (which are later restored by 


Dis.0 


O 


T-LATCH EN |—«e— CLK 






INTERRUPT | 
VECTORS 






PROGRAM 
COUNTER 





N3 HOLVT-L 


soe oo 


(?) 
Az 


Figure 1. ADSP-1401 Program Sequencer Block Diagram 
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popping the stack upon return) are preserved during 
execution of the routine. 


The register stack is used similarly to associate unique 
(local stack) or general (global stack) jump address sets 
with specific code segments. Selection of the active RS 
pointer (LSP or GSP) is made in the status register. The two 
register stack pointers are actually 6-bit base pointers for 
register-based instructions. The instruction provides a 2-bit 
offset to the RS base pointer as part of the instruction 
opcode. This allows selection among four registers for each 
register-based instruction. 


Use of phrases such as above vs. below, up vs. down or 
advance vs. retard are all dependant upon a directional 
reference for their meaning. Throughout this application 
note, uSe of phrases such as these is made with the 
understanding that low memory is “above” high memory; 
memory addresses increase from top to bottom and 
advancing a memory pointer moves it downward. In 
contrast, nomenclature to be introduced in the Principals 
and Precautions of Subroutine Stack Paging defines 
concepts such as “bottom of stack” and “top of stack” as 
being located at the logical top and bottom of the 
sequencer’s subroutine stack area, respectively. Be careful 
in thinking about the difference between top of memory vs. 
top of stack and bottom of memory vs. bottom of stack; 
literal memory addresses and logical subroutine stack 
boundaries have opposite organizations. 


The two stacks (subroutine vs. register) migrate in opposite 
directions (see Figure 2); the SSP pushes in a “downward” 
direction of increasing addresses (a push increments the 
pointer), while the Register Stack Pointer (RSP) pushes in 
an “upward” direction of decreasing addresses (a push 
decrements the pointer). 


The SSP is initialized to location zero upon reset, allowing 
the SS to grow downward. The RS pointers are initialized 
manually: typically, the LSP is placed above the GSP. 
allowing the local stack to grow upwards as the level of 
subroutine nesting increases. Indirect jump address space 
is reserved below the global stack (GS) as needed. 


HOW THE STACK LIMIT REGISTER IS USED 

Given the opposition in stack migration (SS vs. RS), it 
becomes obvious that these two stacks will eventually 
collide if enough pushes to either are made. To alert the 
user of impending stack overflow prior to stack collision, a 
Stack Limit Register (SLR) is provided which constantly 
compares the relevant stack pointer (be it a SS or RS 
operation) with a user initialized SLR value. At such time as 


either stack pointer violates the SLR value, the highest — 


priority interrupt (IRg) is generated which gives the user the 
opportunity to resolve the situation. 


The SLR is 4-bits wide and left justified in the 6-bit RAM 
address field: the SLR may only be set to integer multipies 
of 22. i.e.. RAM locations 0. 4,8, 12, ..., 60. Comparisons of 
the 6-bit internal RAM address with the 4-bit SLR require 
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that the missing two lower bits of the SLR be filled 
appropriately so as to provide advance warning of 
impending stack collision. These two bits are filled with ‘00’ if 
a SS push is made, or with ‘11’ if a RS push is made. The 
net effect is that the stack overflow interrupt is issued 
whenever the SSP increments to the SLR or the RSP 
decrements to the SLR+3, allowing stack recovery before a 
collision occurs. 


The three-location buffer between the SLR and the RSP 
allows for up to three possible stack pushes (either SS or 
RS) which may occur prior to entering the stack recovery 
interrupt routine: 


« The push causing the initial overflow 

* A possible push while IVg is cutput (depending on the 
interrupted instruction) 

* The IRg return address push to the SS. 


Subroutine stack underflow, on the other hand, will also 
generate IRg whenever SS location zero is popped. 


In review, the three separate occurrences which will cause 
an IRg interrupt are: 


*« A push causes the SSP to increment to the vaiue held in 
the SLR (SS overtlow) 

* A pop from SS location zero (SS underflow) | 

- A push causes the RSP to decrement to the value held in 
the SLR+3 (RS overflow). 


Although the sequencer detects RS overflows, there is no 
mechanism for detecting RS underflows. Therefore, inde- 
pendent paging of the RS is almost impossible from a prac- 
tical standpoint. Imposing a linkage between the RS and the 
SS would allow paging both stacks whenever the SS 
overflows or underflows, but this approach compromises 
performance and is very difficult in implementation. Such a 


APPLICATION NOTES 7-9 








solution to RS paging is beyond the scope of this application 
note however, note that the SS can be made small com- 
pared to the RS to eliminate RS overflow. 


PRINCIPALS AND PRECAUTIONS OF 

SUBROUTINE STACK PAGING 

The principal of subroutine stack paging is to limit the size of 
the sequencer’s internal stack by “shuffling” data back and 
forth between the stack and data memory. The shuffling is 
managed in such a way as to keep only the most current 
data “page” handy while also insuring sufficient room is 
always available for additional pushes; old SS data is stored 
away in data memory until needed. 


General Discussion 

When the internal SS grows too large, we have an overflow. 
The entire stack is copied to data memory and only the most 
recent data is written back to the upper area of the 
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Figure 3. Basic Stack Paging Flow Chart 


sequencer’s RAM, leaving a block of space for additional 
subroutine stack pushes. The size of this block is equivalent 
to the net amount of data removed from the stack and left in 
data memory by the interrupt routine. Typically, the block 
size is set to about half of that allocated to the entire 
subroutine stack to equally distribute the likelihood of 
subsequent operations being pops as opposed to additional 
pushes. 


As data already residing in the sequencer’s subroutine stack 
is used up (popped from the SS), eventually the stack is 
emptied and some of the old data which was paged out to 
data memory earlier must be brought back. This is the 
underflow scenario and again, only half as much data as 
could be fit in the SS is actually returned. 


The flowchart of Figure 3 illustrates these rudimentary 
operations. As each new stack push or pop instruction is 
executed, the question is posed: Has a stack overflow or 
underflow occurred? If so, data is shuffled between the SS 
and data memory so as to assure a sufficient record of 
recent data is always resident within the sequencer for 
further popping while also maintaining sufficient room for 
further pushing. 


7-10 APPLICATION NOTES 


Note that in principal, a stack overflow or underflow interrupt 
represents a Catch-22 situation in that any further pro- 
cessing may well “blow the stack” and yet, saving the stack 
requires rather extensive processing. In practice, the neces- 
sary registers needed to effect the interrupt processing are 
freed by saving them in preallocated storage registers of the 
global stack area reserved solely for this purpose. 


For the purposes of discussing the details of this application, 
some terms are now established to differentiate between the 
various boundary data stored in the sequencer stack vs. 
data memory. Figure 4 illustrates the location of these 
boundaries: 
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Figure 4. Stack Boundary Nomenclature 


Underflow Buffer at the Top 

In applications where stack paging is not utilized, internal 
RAM location zero is reserved as an underflow buffer. This 
avoids generating interrupts when the stack is emptied 
(every time TBS is popped) by never popping location zero. 
Since the SSP is initialized to location zero upon reset, the 
first push is automatically made to location one; location 
zero would never be popped except through programming 
error. If location zero must absolutely be used, these 
interrupts may be avoided by masking out IRg in the status 
register. Note that by masking out IRg, stack overflows 
would also be masked. 


Extra SS Location at the Bottom 

In applications where SS paging /s used, the first push (of 
TBS) should also be to location one, as in the unpaged 
scenario. Again, this is to avoid the underflow interrupt every 
time TBS is popped. Following the first and subsequent 
overflows, TBS will reside in data memory (at location BPD) 
and the new bottom of stack position (CBS) is moved to 
sequencer RAM location 3Fh (which is helpful to think of as 


SS location —1) by the interrupt routine prior to restoring the 
most recent block of SS data. Location 3Fh is reserved 
expressly for this purpose by the programmer during twcode 
assemble. 


Stack paging applications require this “extra” stack location 
(CBS) to accommodate the corresponding extra instruction 
which is executed after a stack overflow and prior to 
commencing the interrupt routine (the instruction executed 
during the interrupt dispatch). Consider the following 
situation: paged data already resides in data memory (TBS 
is at BPD and CBS is active) and a series of sequential SS 
pop instructions are executed, in the midst of which an 
underflow interrupt is generated. 


Eventually, CTS migrates to and is popped from SS location 
zero. An interrupt request is then generated which is 
dispatched on the following instruction (which would pop 
location CBS from the SS, in our scenario). Although CBS is 
in fact popped, its address is supplanted with the interrupt 
vector by the sequencer’s address multiplexer. Whenever 
an interrupt is dispatched, the address which would have 
been generated (were the interrupt not to have occurred) is 
pushed on the SS as the interrupt return address during the 
first cycle of the interrupt routine; a CONTinue instruction is 
always assumed (although a push is actually made) during 
this cycle. 


Not knowing whether a pop instruction will follow an 
interrupt request or not requires that provision for this 
possible pop be made. Specifically, location 3Fh (CBS) is 
reserved for this extra pop, whether it occurs or not. One of 
the main jobs of the interrupt routine is to install the 
underflow buffer as the TBS is restored, or reorganize the 
bottom of stack to CBS whenever TBS is left in data 
memory. 


TBS Always Returns to Stack Location One 

Stack paging routine must guarantee the integrity of the 
stack after any sequence of overflows and underflows so 
that TBS always returns to SS location Oth. To do this, 
every data block about to be restored from data memory 
(whether due to overflow or underflow) is tested against the 
total amount of paged data currently held in data memory. If 
the block size (BSIZ. see program listings) is greater than 
this total amount (meaning that TBS will be returned), then 
special steps to restore the underflow buffer and truncate 
the block size are taken. Statistically. it is preferred to have 
the BSIZ = SLR/2. but the relation BSIZ < SLR must also 
hold. otherwise the SSP will end up beyond the SLR after 
the block is restored and subsequent overflows will go 
undetected. 


Locating the Paging Area in Data Memory 

The base location of the paging area in data memory 
(PAGE) is also critical in preserving the stack integrity. This 
is because the CMP flag of the address generator is used to 
inform the sequencer whether TBS will be returned during 
any particular underflow. As underflows are processed, NDL 
(a dynamic memory pointer marking the Next Data Location 


available for paging in data memory) approaches the value 
of PAGE (in fact, NDL is initialized to PAGE). The interrupt 
routine checks that the relationship NDL—BSIZ < PAGE (as 
evaluated by the address generator) is false by comparing 
the subtract result with the value of PAGE; the CMP flag 
conveys this information. If the test is true, then special 
steps are taken (see discussion of the MOPUP code 
segment in the Line-by-Line Description section). 


lf PAGE is located too close to data memory location zero 
(i.e., if PAGE < BSIZ), the subtract will occasionally result in 
the address pointer being retarded “above” PAGE, wrapping 
it around zero to a large negative number (e.g., NDL—BSIZ = 
O009h-0010h = FFF9h). Because the address generator 
comparator does not recognize twos complement numbers 
as such, negative results are interpreted as very large 
positive numbers by the comparator. In our example, the 
comparator will sense that indeed FFF9h = PAGE, failing to 
indicate that TBS is about to be returned. The start of the 
SS paging area (PAGE) should be offset by at least the 
block size (PAGE > BSIZ) from location zero in data 
memory. 


GENERAL ARCHITECTURAL DISCUSSION 

A crucial decision is typically be made early in the system 
architecture design: whether or not to support interrupts in 
hardware. A decision to not explicitly accommodate 
interrupts in hardware will severely impact system per- 
formance because of pipelined data and instruction flow. 
The problem is that numerical results in the pipeline are 
permanently lost if an interrupt occurs because the instruc: 
tion(s) intending to deal with this data are displaced by the 
interrupt code. Special steps must be taken to save this 
information. 


A few possibilities to prevent the loss of interrupted data 
flow as it falls out of the pipeline are: 


« Use dedicated hardware latches which grab the data 
whenever an interrupt occurs and which restore the data 
upon interrupt return 

* Relegate the data saving task to the interrupt routine (a 
software approach) 

* Preclude data transfers and arithmetic operations when 
interrupts may occur. 


The use of dedicated latches solves the problem of pipe- 
lined data loss regardless of the number of data sources (be 
they memory, arithmetic processors, acquisition or display 
subsystems) at the cost of increased hardware. 


The software solution incurs no hardware penalty, but can 
still result in lost data if more than one value becomes valid 
during any one cycle. The software solution is further 
complicated if stack recovery interrupts are used. In this 
context, we must assume all stacks are full and therefore, 
their use is precluded for data saves — an otherwise 
convenient way of capturing pipelined data. The only option 
then open is to reserve space solely for software data 
capture on the global stack. Global stack saves of any data 
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cannot be made during the first line of any interrupt routine, 
because this cycle is reserved to push the interrupt return 
address. 


THE TARGET SYSTEM HARDWARE) 

In a real-world situation, latching pipelined data during 
interrupts is necessary to realize a fully interruptable sys- 
tem. However, these additional latches and associated con- 
trol hardware are extraneous to the stack paging 
application per se and are not actually supported in the 
target system. 


A simplified system block diagram of the hardware is shown 
in Figure 5. The key components are the program 
sequencer (ADSP-1401), two address generators (ADSP- 
1410, one each for data and coefficient memory), microcode 
and data memory, the microcode pipeline stage and the 
arithmetic processing block. 
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Figure 5. Simplified System Block Diagram 


The system runs at 10MIPS. Because of the Look-Ahead 
internal microcode pipeline stage of both Word-Slice™ 
components, all other components of the system (without 
the Look-Ahead pipeline) only require 75ns microcode 
memory (subtracting the 25ns microcode address output 
delay of the sequencer from the total cycle). However, since 
the sequencer is addressing its own next instruction, 45ns 
microcode memory is used for its memory (100ns — 25ns 
address delay — 30ns setup time). The address generators 
use 45ns memory. The AGs could use even slower memory 
than this because the they do not address their own 
instructions as the sequencer does, yet not as slow as 75ns 
(used for the balance of the system) since the AGs still 
require sufficient instruction pre-decoding time. The access 
time of the microcode memory used for the address 
generator ultimately impacts the speed of the data memory 
needed (45ns data memory is used on the target system). 


Although the Word-Slice components incorporate the micro- 
code pipeline stage on-chip. unpipelined devices (e.g., 
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memory control, the condition multiplexer, the arithmetic 
processing block, etc.) require an explicit microcode pipeline 
stage. This is why operations involving non-Word-Slice 
components (e.g., enabling the constant field data drivers) 
require the appropriate controls to be asserted in the 
instruction preceding the operation (i.e., driving a constant 
from microcode onto the K bus). 


THE STACK RECOVERY INTERRUPT ROUTINE 
This section provides a general discussion of a specific 
programming example used throughout the balance of this 
application note to illustrate the workings of the interrupt 
routine. For complete details on any aspect of the example, 
refer to the Line-by-Line Description of IR9 section. 


Figure 6 outlines a series of “snapshots” (shown in the 
appendix) showing a sequence of overflow and underflow 
interrupts which comprise our example. The purpose of 
showing these snapshots is to portray the actual execution 
of the interrupt routine. Reference to the actual interrupt 
code is encouraged while reading this section. 


Each of the snapshots show three frames: the sequencer 
RAM at the beginning of the interrupt routine (immediately 
following the return address push); changes made to the 
data memory paging area during interrupt processing; and 
the sequencer RAM immediately following the interrupt 
return. Debugging code invokes the interrupts and performs 
“core” dumps of sequencer RAM at various times to 
generate the different snapshot frames. 


Various arrows are used in the snapshots to show exactly 
how data migrates between data memory and the sub- 
routine stack during interrupt processing. Note that stack 
locations 3Ah through 3Eh are global stack locations re- 
served expressly for context saves during interrupt 


processing. 
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Figure 6. Snapshot Flowchart 


The interrupt code makes extensive use of the address 
generator's ALU and various sequencer instructions (such 
as stack data and pointer operations) to effect the requisite 
data shuffling. The use of the global stack is crucial to the 
success of the interrupt routine because it provides a place 
to save the various address generator registers during the 
interrupt processing. Note that five global stack locations are 
reserved for this purpose. 


Throughout the entire series of snapshots, the SLR remains 
at location 10h for the sake of simplifying the snapshots. All 
references to data memory locations are implicitly relative to 
PAGE, the base address of the paging area. The debug 
code has been pushing data values corresponding to the 
respective stack locations during the overflow sequence; 
one was pushed to location one, two to location two, and so 
on. The debug code has been popping these data values 
during the underflow sequences. 


Overflows 

Let’s start with the first overflow, Snapshot 1. Frame 1 
shows the presence of the underflow buffer at location zero 
of the sequencer RAM — note that Frame 3 of Snapshots 6, 
7 and 8 (representing the return of TBS to the sequencer 
RAM after underflowing) show the underflow buffer restored. 
Pushing data to location 10h generated an_ interrupt 
because the SSP now equals the SLR. During the interrupt 
vectoring of the next cycle, the stack is pushed with the 
value 11h to location 11h; the interrupted instruction. The 
first instruction of the interrupt routine is now executed 
(microcode location IRVg, which had better be a CONT) 
which is used to push the resultant address of the 
interrupted instruction onto the SS as the interrupt return 
address. This address is denoted RTI1 in the snapshot. 


The first job of the interrupt routine (be it invoked by 
overflow or an underflow) is to free some registers on the 
address generator by pushing their values to the reserved 
area on the sequencer’s global stack. This gains some 
computational “elbow room” for the various addressing and 
calculating tasks to be performed during interrupt pro- 
cessing (see Figure 7. the interrupt routine flowchart). The 
preallocated area of the global stack is used for this purpose 
because pushing on the register stack may destroy the SS. 


Next. the SSP is examined to determine whether an 
overflow or an underflow has occurred. In this case, an 
overflow is detected and the interrupt routine proceeds to 
save the entire subroutine stack (locations 00h through 12h 
in this case) to a similarly sized block in data memory 
marked by NDL (a pointer to the next available data location 
in the paging area which Is initialized to PAGE). 


The transfer to data memory during overflow is set up by 
first loading NDL into an address comparator register and 
then adding NDL with the current value of the SSP. The 
resulting sum serves as the data memory starting address 
of the SS data to be transferred. This sum is also saved on 
the GS for later use. The transfer is made by repeatedly 
popping the SS to data memory while simultaneously 


decrementing the data memory pointer and comparing it to 
NDL (stored in the compare register). This process con- 
tinues until the address generator comparator flags the 
sequencer that the data memory pointer has reached the 
original NDL value, meaning the transfer is complete (i.e., 
the SSP has reached the TBS location, sequencer RAM 
location one). This transfer is depicted by the arrows shown 
between Frames 1 and 2 of Snapshot 1. Note the length 
and direction of the arrows is consistent with the amount 
and sequence of data being transferred. 


Having transferred the SS contents to the data memory 
paging area, the most recent SS values (BSIZ in number) 
are next transferred back to the sequencer starting at CBS. 
This transfer is set up by retrieving the sum NDL+SSP 
(previously saved on the global stack) and loading it into a 
compare register. The value of BSIZ is then subtracted from 
this to point to location 8h (NDL+SSP-BSIZ). This value 
(8h) is saved on the GS for updating the NDL pointer later. 


Now the transfer begins (see arrows between Frames 2 and 
3 of Snapshot 1). The most recent SS values are returned 
(from data memory location 8h) to the SS starting with the 
CBS location by writing the SSP to CBS. The transfer is 
then performed by incrementing the address register (until it 
equals NDL+SSP) while reading data memory and pushing 
it onto the SS. Again, note the arrow length and direction 
correspond to the number and sequence of transfers, 
including the wrapping of the SSP from the bottom (CBS) to 
the top of the sequencer RAM. 


Various housekeeping tasks (such as updating NDL and 
restoring the address generator registers) are then 
performed and the RTNIR instruction is executed. This pops 
the subroutine stack (Sequencer RAM location 8h, at this 
point), returning control to the calling code at the point 
where it was interrupted. This is the point in time (having 
just returned to the calling code) at which Frame 3 of the 
snapshot is taken. Note the presence of what is now 
residual garbage (the most recent stack values just returned 
to the sequencer) leftover from the interrupt processing. 
More significantly, note that the SS now has more room, 
having left its old data in data memory. The residual stack 
data held in data memory is indicated in Frame 2 as “Net 
Data Paged.” 


Snapshot 2 is a continuation of the series of mainline SS 
pushes, showing how additional overflows are appended to 
the existing paging area. Frame 1 of Snapshot 2 is a repe- 
tition of Frame 3 of Snapshot 1. Here we see that additional 
pushes have been made to locations 8h through 12h by the 
mainline code. Again the interrupt routine transfers the 
entire subroutine stack to the data memory paging area 
starting at the new NDL marker (now pointing to data 
memory location 8h). Note that the interrupt routine reco- 
gnizes that TBS already resides in data memory (NDL # 
PAGE) and therefore, pops the SS around the horn to 
location 3Fh (CBS) during the transfer. 


The same approach of restoring the SS with the most recent 
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segment of the SS values is utilized here as was used in the 
first overflow (Snapshot 1). Again, paging back begins with 
CBS and again, more room is made. 


Three Cases of the First Underflow. 


Before delving into underflows, it is helpful to understand the 
three possible underflow scenarios. Underflows arise | 


because SS location zero has been popped. Depending 
upon the type of instruction executed during the interrupt 
vectoring, the SSP will end up pointing to one of three 
possible stack locations. The three instruction types are: 


* Case 1, A stack pop from location 3Fh 
* Case 2, A “benign” operation (neither pop nor push) 
¢ Case 3, A stack push to location 00h 


Depending upon which one of these operations take place, 


the SSP will be left pointing one of three positions after the 
interrupt return address is pushed: 3Fh for ‘pop, OOh for 
benign, or 01h for push. Therefore, the interrupt routine 
must determine exactly where the SSP is and then jump to 
the correct location within the’ interrupt code to 
accommodate the corresponding special handling. The 
three underflow cases require that an additional one, two, or 
three extra locations be appended to the stack paging area 
prior to restoring the missing block from data memory. This 
is to guarantee that TBS is ultimately returned to SS location 
one. If the SSP is not at any of these three locations, then it 
is assumed by default that an overflow has occurred. 


In Case 1, the interrupt return address (the result of the 
interrupted pop instruction) has just been pushed to SS 
location 3Fh (CBS) and must be appended to the existing 
stack image in data memory before paging back the missing 
data which caused the underflow. This is to insure that the 
return address is restored to the CTS position. 


In Case 2, location 3Fh (CBS) still holds valid stack data, 
and the interrupt return address has been pushed to 
location 00h. Here, CBS is first appended to the stack 
image. followed by the interrupt return address of location 
OOh. 


In Case 3. location 00h was just popped and then pushed 
with a new value. Here again, stack location 3Fh (CBS) is 
still valid. as are both locations 00h and Oth (containing the 
new push and the return address, respectively). Therefore, 
locations 3Fh. 00h. and 01h must be appended to the stack 
image. in that order. This is the benign case since no SS 
operations were made besides the usual return address 
push. 


In conjunction with the addition of this miscellaneous SS 
data to the paging area of data memory prior to restoring the 
missing SS data. the block size (BSIZ) of data to be 
returned to the sequencer is also increased by an amount 
commensurate with the amount of data appended to the 
paging area. This is to guarantee that regardless of what 
particular series of interrupts occurred, the TBS is ultimately 
restored to sequencer RAM location one. If the block size 
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were not modified on a case-by-case basis, miscellaneous 
data will be left lingering in the paging area by each 
underflow. This lingering data will accumulate and incur 
additional underflow interrupts to restore: an unwarranted 
overhead. 


The addition of the miscellaneous data to the paging area is 
indicated by one, two or three additional arrows (depending 
on the case) between Frames 1 and 2 of each underflow 
snapshot. The increase in the block size is shown by the 
arrow of Frame 2 having increased length beyond the 
horizontal bar to include the miscellaneous data. 


Snapshot 3 is the first of the underflow interrupts. This is a 
Case 1 underflow, in which an extra pop was performed 
during the vectoring. The extra pop removed CBS (location 
3Fh) from the SS and replaced it with the interrupt return 
address. In order that the interrupt routine know where to go 
when done, this return address is appended to the next 
available paging location before restoring missing data to 
the sequencer. The block size is increased by one to 
preserve stack integrity. Therefore, BSIZ+1 locations are 
paged back to the sequencer, placing the first at the CBS 
location because the underflow buffer is not needed since 
TBS still resides in data memory. 


Snapshot 4 shows an alternate scenario to the first under- 
flow (of Snapshot 3) in which a benign operation (Case 2) 
was performed during vectoring. Here the return address is 
pushed to location 00h of the SS and therefore, both lo- 
cations 3Fh and OOh are added to the data memory image 
and two extra locations are paged back. 


Snapshot 5 is similar to Snapshots 3 and 4 (all representing | 
the first underflow), except that this time, the interrupted 
instruction was a stack push, Case 3. We show the push (of 
data value 1234h) to location 00h and then the interrupt 
return address push to location 01h. Three extra locations 
are therefore appended to the stack image and paged back 
to the sequencer during the interrupt. 


Three Cases of the Second Underflow 

The snapshot flowchart (Figure 6) shows that three cases of 
the second underflow are shown, all of which derive from a 
Case 1 underflow. This sequence was selected to closely 
emulate what would typically occur in a real environment, 
namely, a sequential series of pops without regard to page 
faulting. All three of the second-underflow cases end up by 
returning the TBS to the sequencer. Again, miscellaneous 
data is appended to the data memory image of the SS 
before paging back anything. 


As the TBS is finally returned to sequencer location one, the 
underflow buffer must be recreated. This means two extra 
data memory transfers which would usually be included 
(representing transfers to sequencer locations 3Fh and 00h) 
are foregone. This phenomenon is portrayed in Snapshots 
6, 7 and 8 as a tendency of the arrow representing the data 
about to be paged back to the sequencer to go above the 
allocated paging area. The slash marks at the tail of the 


arrow represent these two locations being disallowed just as 
the same two locations were not paged out on the first 
overflow. 


LINE-BY-LINE DESCRIPTION OF IR9 

This section gives detailed descriptions of the actual code of 
the sample interrupt code. The complete listing appears in 
the appendix “IRQ Interrupt Routine Source Code”, and 
consists of four primary sections: 


¢ Initialization Code (ucode locations 0040h through 
0059h) 

¢ Interrupt Calling Code (ucode locations 005Ah through 
0088h) 

¢ Debug Code (code locations 0089h through 0097h) 

¢ Interrupt Code (ucode locations 0100h through 0173h) 


Microcode locations 0000h through 003Fh contain various 
macro routines for transferring data between the host and 
the application board. These console macros are hardware 
and firmware specific and change significantly with different 
implementations. For this reason, they have been omitted 
from detailed description. 


Initialization Code (code locations 0040h through 
0059h) 

The initialization code is designed to prepare the Word-Slice 
board for execution of the interrupt routine. After equating a 
series of constants used during the interrupt, both address 
generators are reset and initialized. Only address generator 
one (addressing data memory) is used by the interrupt 
routine. Address generator two (addressing coefficient 
memory) is used during the interrupt routine as a 
benchmark generator and is otherwise, not necessary. All 
subsequent references to the “address generator” (AG) will 
actually be to address generator one. 


The next task performed is to initialize the subroutine stack 
paging area in data memory to a known state so as to help 
identify any abnormalities which may arise during program 
execution — this is not a required step. 256 (in this case) 
locations of the paging area are initialized by setting 
address generator compare register Co to point to the end 
of the allotted subroutine stack paging area in data memory 
(PAGE+FFh in this case). followed by loading address 
register Ro with the value PAGE. Thereupon, the INIRAM 
loop is entered (41code locations 0045h to 0047h) which 
initializes this block of data memory (locations PAGE 
through PAGE+FFh) to FFFFh. 


Next. the stack paging area memory pointer is initialized. 
AG register Ro is loaded with the pointer to NDL, PNDL (a 
constant with value 0100h). This allows access to the NDL 
pointer for its initialization. PNDL is placed on the data 
memory address bus while the initialization value of PAGE 
is placed on the data bus. A data memory write effects the 
initialization of NDL with the starting position of the stack 
paging area. PAGE (data memory location 0200h). PNDL is 
used throughout the program to access NDL. 


Microcode locations 004Ah through 004Dh are in prepa- 
ration for sequencer initialization. All interrupts are disabled 
because this initialization process will generate an unwanted 
IRg interrupt request; the SSP traverses the SLR. The AG 
compare flag is used to control the sequencer initialization 
(although a sequencer counter would do just as well) by 
loading a compare register with the size of the sequencer 
RAM (3Fh) and a companion address register with zero. At 
ucode location 004Dh, the SSP is initialized to point to se- 
quencer RAM location zero as well. 


The INISEQ loop of ucode locations 004Eh and 004Fh 
initializes the entire sequencer RAM to the arbitrary value 
FFFFh for the same reason: to help spot problems during 
initial debugging. The SSP is left at location zero after the 
internal RAM is initialized. 


Microcode location 0050h executes the sequencer in- 
struction SLRIVP which sets the stack limit register (SLR) to 
sequencer RAM location 10h and simultaneously initializes 
the interrupt vector pointer (IVP) to point to Vg. Microcode 
location 0051h then writes the interrupt vector (label IR9, 
which equals ucode location 0100h) to interrupt vector file 
location 9. Note that executing the SLRIVP instruction also 
clears the pending interrupt request generated by initializing 
the sequencer RAM. 


Microcode locations 0052h through 0059h then proceed to 
configure the sequencer RAM in accord with Figure 2. No 
indirect jump address space is reserved. The global stack is 
configured for only the five locations required by the 
interrupt routine, and the local stack pointer is positioned 
above the GS, although it is not used here and could be 
neglected. 


A minor restriction is imposed on the use of the RS by the 
interrupt routine. The assumption is made that the local 
stack pointer is always active in the user code. The interrupt 
routine therefore blindly activates the local stack upon exit. 
This could be a problem if a stack overflow/underflow 
interrupt is encountered while the GS is active; mysteriously, 
the local stack pointer will become the active RS pointer 
after an interrupt. A Solution to this problem is to insure that 
the GS is active whenever SS pushes or pops are 
performed by only using the GS momentarily, always 
reverting the active RS to the local stack. 


Finally, ucode locations 0056h through 0059h mask out all 
but IRg interrupts and in turn, enable interrupting. 


Interrupt Calling Code (ucode locations 005Ah 

through 0088h) 

The sequencer is now ready to support stack overflow/- 
underflow, and the interrupt calling code segment is simply 
a series of pushes and pops designed to invoke the interrupt 
routine for test purposes. The snapshots were generated by 
selectively commenting out any pushes and/or pops 
subsequent to the point in time which the snapshot is 
intended to portray. For example, Snapshot 1 (the first over- 
flow) was created by executing the pushes of tcode lo- 
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flow) was created by executing the pushes of ucode lo- 
cations 005Bh through OO6Bh, resulting in one more push of 
data beyond the SLR marker which occurred during the 
interrupt vectoring initiated by the push to SS location 10h 
(ucode location 6Ah). 


As more interrupt calls were forced in developing the snap- 


shot series, gaps between ucode instructions (at line num- 
bers 181, 192, 202, 204, and 215) were placed in the source 
code to indicate that an interrupt was executed there; 
Snapshot 1 was made at line 181, Snapshot 2 at 192, etc. 


Two of the three underflow cases associated with each 
underflow (see the snapshot flowchart, Figure 6) are also 
shown as gaps in the code: the first underflow shows Case 
1 at line 202 and Case 2 at line 204. Case 3 (a SS push 
during vectoring) is a special one which had to be modified 
for each snapshot. When generating the Case 3 first 
underflow interrupt (actually invoked on line 201), the ucode 
instruction appearing on line 225 is repositioned to the gap 
shown at line 202 and the KEN (constant enable) bit of the 
previous line set in order to effect the push. 


The interrupt calling code, as it appears in the listings, 
corresponds to the generation of Snapshot 8, the last 
snapshot. The last series of pops (which up to code 
location 0088h had been causing stack underflows) are 
truncated (commented out) for pops of data values 0008h 
through 0001h because the TBS was just returned by the 
previous interrupt (called by having popped data value 9h); 
popping all the way to the TBS would produce no further 
interrupts. 


Debug Code (code locations 0089h through 

0097h) 

The purpose of the debug code is to provide a vehicle 
whereby the results of the interrupt routine may be 
analyzed. It copies the entire sequencer RAM (locations 
0016h through 3F16h) to data memory locations 0300h 
through 033Fh. The last statement of the debug code 
(ucode location 0096h) is a jump back to ucode location 
0000h; where the program awaits a macro fetch from the 
command console. Data memory locations 0200h through 
0220h (the stack paging area) and 0300h through 033Fh 
(the image of the sequencer’s internal RAM) are then 
uploaded to the host computer for analysis. 


Interrupt Code (j1code locations 0100h through 

0173h) 

The actual interrupt discussion should be followed using the 
IRQ Interrupt Routine Flow Chart, Figure 7. The first two 
instructions (ucode locations 0100h and 0101h) initialize the 
benchmark counter so as to provide a performance 
measure. This is followed by activation of the GS and a 
series of saves onto the GS, making various AG registers 
available for processing during the interrupt routine (code 
locations 0102h through 0107h). 


The next task is to read the SSP value to control branching 
to the appropriate interrupt code segment. This requires, in 
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Figure 7. IR9 Interrupt Routine Flow Chart 


addition to simply reading the SSP, masking its upper order 
bits since they are indeterminate on the read. The SSP is 
read into the address generator, which then performs the 
required masking in lines 0108h through 010Dh. 


The SSP is then tested (ucode locations 010Eh through 
0113h) against the possible values comprising the three 
underflow scenarios. If none of the tests are true, the default 
action is a fall-through to the overflow code segment. There- 
fore, four possible pathways through the interrupt code are 
possible, all of which eventually merge again at the code 
segment DONE: 


* Overflow 

* Case 1 Underfiow 
¢« Case 2 Underflow 
* Case 3 Underflow 


Let’s discuss the overflow path first. The first thing is to get 
the current NDL pointer and test if it equals PAGE. If NDL = 
PAGE, then we know that the sequencer’s underflow buffer 
is in place (the TBS is resident) and we do not want to page 
out sequencer locations 3Fh and OOh. The fetching and 
testing of NDL is made in code locations 0114h through 
0119h. If the test on NDL is true (NDL = PAGE), then ucode 
locations 011Ah through 0120h are executed, whereas if the 
test is false (NDL + PAGE), then pucode locations 0121h 
through 0126h are executed. 


The purpose of these two alternate code segments is to 
prepare to page out the entire SS to data memory (from 
either sequencer RAM location 3Fh or 01h, depending upon 
the test). NDL is transferred from an address register into a 
compare register. The value of the SSP (which had been 
saved on the GS) is then added to the address register, 
giving NDL+SSP. We aye then ready to start popping the SS 
to data memory while the address generator decrements the 
address register until it hits the compare register, see 
Snapshot 1. This is done by LOOP1 (ucode locations 0127h 
through 0129h). Note that the sequencer is monitoring the 
AG CMP flag as the loop control. 


The next phase, having gotten the SS into data memory, is 
to restore the most recent block. The amount of data to be 
paged back is set by the parameter BSIZ, the block size. 
First, we retrieve the advanced NDL pointer (NDL+SSP) 
which had been saved on the GS and load it into both an 
address and a compare register. The SSP is then set to 
sequencer RAM location 3Eh so that the first push will be to 
3Fh. Next, we subtract the block size from the address 
register (retarding the pointer) and save this value to update 
NDL later. The system is now ready to page back the most 
recent stack entries to the sequencer as shown between 
Frames 2 & 3 of Snapshot 1. Microcode locations 012Ah 
through 012Fh implement these setups for paging back to 
the SS. 


The actual paging back is performed in LOOP2 (ucode 
locations 0130h through 0132h). Note that again, the AG 
flag controls the loop. 


Microcode locations 0133h and 0134h conclude the 
overflow-specific code segment by executing a jump to 
DONE, described iater. 


Underflows may be of either Case 1, 2 or 3. All underflows 
branch from the SSP test to the appropriate code segment 
for that case. Each these code segments comprises a 
unique initialization segment denoted CASE1, CASE2 or 
CASES. respectively. The purpose of these initialization 
segments is to append the additional one, two or three SS 
locations to the data memory paging area corresponding to 
the case number. Microcode locations 0135h through 
013Dh append sequencer location 3Fh to data memory, 
comprising the CASE1 segment. Microcode locations 013Eh 
through 014Ah append sequencer locations 3Fh and 00h to 
data memory. comprising the CASE2 segment. Microcode 
locations 014Bh through 0158h append sequencer locations 
3Fh. 0Oh and Oth to data memory. comprising the CASE3 
segment. 


All three underflow scenarios then jump to the MOPUP code 
segment (tcode locations 0159h through 0165h) which 
does some miscellaneous housekeeping prior to writing 
back the most recent block to the sequencer. MOPUP has 
the responsibility of determining whether the TBS is about to 
be returned and if so. restoring the underflow buffer. 


MOPUF tests for the imminent return of the TBS. The test is 


made by comparing the address register (which just finished 
addressing data memory during the appending of the extra 
SS locations) to the paging area. If this value is less than or 
equal to PAGE (the marker designating the starting point of 
the paging area), then the TBS return is imminent and the 
underflow buffer should be installed. 


If the test SSP < PAGE is false, then a “full” block of SS 
data is restored to the SS starting with location 3Fh. Here, 
the SSP is simply positioned at sequencer RAM location 
3Fh and program flow resumes with DONE (which does the 
actual transfer). However, if SSP < PAGE is true, then the 
TBS is about to be returned and a “partial” block is restored. 
In this case, two things are done: the address pointer (Ro) is 
forced to the value PAGE, and the SSP is positioned to 
sequencer RAM location 00h. 


In either case, the two alternate MOPUP segments merge 
together again at LOOP3 (microcode locations 0166h 
through 0168h). This loop is what actually effects the 
transfer of the data block back to the SS. Comparing 
Snapshots 6, 7 & 8 with Snapshot 3 readily shows the 
distinction between the two alternate pathways through 
MOPUP. 


Now that the right sized data block has been restored to the 
SS, the final segment is executed: DONE (microcode 
locations 0169h through 0173h). DONE simply updates the 
NDL pointer with the value saved on the GS, restores the 
various registers to the address generator, clears the calling 
IRg interrupt request, and finally, returns to the calling code. 


CONCLUSION 

We have shown how subroutine stack paging for the ADSP- 
1401 Program Sequencer is performed: now let’s consider 
its justification. The decision as to whether to implement 
stack paging should encompass at least these three 
considerations: necessity, complexity, and execution speed. 


First of all, don’t immediately jump to the conclusion that 
stack paging is needed. There is a lot of overhead 
associated with stack paging and a careful analysis of the 
troublesome user code should be made before resorting to 
stack paging. Poor programming practices, such as 
unnecessary or indiscriminate use of the stack, excessive 
use of subroutines for trivial tasks (over-structured pro- 
gramming), and over-allocation of sequencer RAM to the 
register stacks or indirect jump address space when direct 
data via the data port might suffice, can mislead the user 
into thinking there are no alternatives to stack paging. 


The second issue to consider is whether the complexity of 
the interrupt code and the associated hardware provisions 
necessary to support an interruptable system is too great in 
view of the design objectives. We have ignored a detailed 
discussion of the hardware aspects of building a fully 
interruptable system because it does not pertain to the stack 
paging application per se. However, a truly interruptable 
system can quickly become a design nightmare, especially if 
multiple data paths and/or pipeline stages are involved. 
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Make sure the task truly warrants an interruptable system 
and furthermore, that the implementation is kept as simple 
as possible. 


Finally, assuming one has determined that stack paging 
seems necessary and that the requisite support hardware is 
appropriate, one must evaluate whether the overhead is 
acceptable. This application note offers a sample solution to 
the stack paging problem. Although careful attention was 
paid to minimizing the code and execution time, this solution 
should not be construed as definitive. The benchmarks 
shown in the appendix should be considered maximum 
measures, realizing that the interrupt routine ultimately 
employed may improve upon these measures, depending 
upon the system requirements and the ingenuity of the 
programmer. 


The advantage of implementing a paged subroutine stack is 
twofold. Obviously, the stack may be considered as infinitely 
large, provided sufficient data memory is available. In 
conjunction with paging the subroutine stack, the allocation 
of the sequencer’s internal subroutine stack area may be 
reduced. This reduction brings with it the possibility of 
utilizing this space for other sequencing tasks. | 


One final note: reread and throughly understand the Prin- 
cipals and Precautions of Subroutine Stack Paging section. 
This is where the more difficult problems encountered in 
developing this application note are recounted. 
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BENCHMARKS | 
The following benchmarks were made by initializing a. 
second unused address. generator (the one normally used 
for coefficient addressing; see Figure 5) register to zero at 
the start of the interrupt routine and then always 
incrementing the register, regardless of what the actual 
routine was doing. Obviously, these benchmarks are 
strongly dependent upon the stack and block sizes used 
because of the various loops employed in transferring data, 
but they do give a good ballpark estimation of the overhead 
associated with stack paging applications. 


Snapshot Benchmark (cycles) 
1. First Overflow 134 
2. Second Overflow 139 
3. First Underflow (Case 1) 76 
4. First Underflow (Case 2) 85 
5. First Underflow (Case 3) 91 
6. Second Underflow (Case 1) 68 
7. Second Underflow (Case 2) 77 
8. Second Underflow (Case 3) 83 
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IR9 interrupt Routine Source Code Listing 














Page 1 

5 PHEEEHEEHEFFEEEEHEEFEFEEEEEEEFEE HEEFT EE FE FEET EEE FLEE HEEFT EEE EH HEE tHe +t tet+etttt 
96 ; 

oF : 

98 ;ADSP-1401 SUBROUTINE STACK OVERFLOW/UNDERFLOW DEBUG CODE 

99 
100 09040 ORG H#0040 
LOL 
102 ZERO : BQU H#0000 ;zip 
103 PNDL: EQU H#0100 ;pointer to Next Data Location (NDL) holder 
104 PAGE: EQU H#0200 ;start of data RAM paging area 
LOS DBUF: EQU H#0300 ;dump buffer for debugging (dump stack here) 
106 BSolZ: EQU H#000A ;block size to pageback after pageout is 2+SLR/2=A 
107 INIT: EQU H#9010 ;IVP=9, and SLR=16 
108 
109 START: 
110 00040 JPCNE & RST1 & RST2 ;required handshake 
ne 
LEZ ;init address generators 
113 00041 CONT & RST1l & RST2 
114 
115 ;init data memory paging area to FFFF 
116 00042 CONT & NOP1 & NOP2 & KEN ;enable K bus 
117 00043 CONT & KA PAGE+H#FF & YRTC1 C0O,RO & DSEL1 & NOP2 & KEN ;FF page length 
118 
119 00044 CONT & KA PAGE & YRTR1 RO & DSEL1 & NOP2 ;start of page 
120 INIRAM: 
121 00045 CONT & YRTR1 RO & NOP2 & KEN & KTOL & WR1 FROML ;write RAM 
122 00046 CONT & KA H#FFFF & YINC1 C0O,RO & NOP2 & KEN & MUX CZ1F ;with FFFF 
123 00047 JDA NF & KA INIRAM & NOP1 & NOP2 & KEN ;till flag 
124 
i259 yinit the nest available data location pointer (NDL) to PAGE 
126 00048 CONT & KA PNDL & YRTR1 RO & DSEL1 & NOP2 & KTOL & WR1 FROML & KEN 
127 00049 CONT & KA PAGE & NOP1 & NOP2 
128 
129 ;disable interrupting and init entire sequencer RAM to FFFF using 
130 ;AG1 flag as loop control (note: SSP ends up at 00) 
131 OO004A DISIR & NOP1 & NOP2 & KEN 
132 O0004B CONT & KA H#003F & YRTC1 CO,RO & DSEL1 & NOP2 & KEN ;CO=3F 
133 O004C CONT & KA ZERO & YRTR1 RO & DSEL1 & NOP2 & KEN ;RO=00 
134 0004D WRSSP & KA ZERO & NOP1 & NOP2 & KEN ;SSP=00 
P35 INISEQ: 
136 OO0O04E PSDSS & KA H#FFFF & YINC1 CO,RO & NOP2 & KEN & MUX CZ1F ;push EFEE 
137 OOO04F JDA NF §& KA INISEQ & NOP1 & NOP2 & KEN *ELL flag 
138 
Lae yinit SLR and load IR9 vector 
140 00050 SLRIVP & KA INIT & NOP1 & NOP2 & KEN ;write SLR and IVP 
141 O0051 WRIV & KA IRQ & NOP1 & NOP2 & KEN ;write Iv9 
142 
143 jinit seq pointers, creating 5 location GS 
Te OOS SGSP & NOP1 & NOP2 & KEN ;select GSP 
ako: -QUI33 WRRSP & KA H#003F & NOP1 & NOP2 ;GSP=3F 
lio oo0054 SLSP & NOP1 & NOP2 & KEN ;select LSP 
Oe: Sem Ore rops) WRRSP & KA H#003A & NOP1 & NOP2 & KEN ;LSP=3A 
38 ;ynote: the LSP is left active at this point (although the GS is used 
149 rexclusively in the actual interrupt routine). 
oat) 
Loa ;disable all but IR9 and enable interrupting 
bo 000 S06 IRMBS & KA H#7FCO & NOP1 & NOP2 & KEN ;disable all but IR9 
Leo VS 7 IRMBC & KA H#8000 & NOP1 & NOP2 & KEN ;enable only IR9 
154 00058 SLRIVP & KA INIT & NOP1 & NOP2 ;clear pending IRQ 
LS C0Cs2 ENAIR & NOP1 & NOP2 ;enable interrupts 
LS6 
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Page 2. 
;The debug/dump code following this series of pushes and pops allows 
incremental | 
;examination of the SS at various states. Simply comment out the push/pop 


;instructions following the SS state of interest. 


;start pushing, man... 
CONT & NOP1 & NOP2 & KEN 








PSDSS & KA H#0001 & NOP1 & NOP2 & KEN pol 

PSDSS & KA H#0002 & NOP1 & NOP2 & KEN ge 

PSDSS & KA H#0003 & NOP1 & NOP2 & KEN co 

PSDSS & KA H#0004 & NOP1 & NOP2 & KEN 74 

PSDSS & KA H#0005 & NOP1 & NOP2 & KEN pS 

PSDSS & KA H#0006 & NOP1 & NOP2 & KEN =G 

PSDSS & KA H#0007 & NOP1 & NOP2 & KEN a 

PSDSS & KA H#0008 & NOPi & NOP2 & KEN 8 

PSDSS & KA H#0009 & NOP1 & NOP2 & KEN ee) 

PSDSS & KA H#000A & NOP1 & NOP2 & KEN iA 

PSDSS & KA H#000B & NOP1 & NOP2 & KEN 7B 

PSDSS & KA H#000C & NOP1 & NOP2 & KEN 6 

PSDSS & KA H#000D & NOP1 & NOP2 & KEN iD 

PSDSS & KA H#000E & NOP1 & NOP2 & KEN ps 

PSDSS & KA H#O00F & NOP1 & NOP2 & KEN ;F 

PSDSS & KA H#0010 & NOP1 & NOP2 & KEN 710 
PSDSS & KA H#0011 & NOP1 & NOP2 & KEN Pa 
PSDSS & KA H#0012 & NOP1 & NOP2 & KEN 12 
PSDSS & KA H#0013 & NOP1 & NOP2 & KEN ges. 
PSDSS & KA H#0014 & NOP1 & NOP2 & KEN 714 
PSDSS & KA H#0015 & NOP1 & NOP2 & KEN rio 
PSDSS & KA H#0016 & NOP1 & NOP2 & KEN i46 
PSDSS & KA H#0017 & NOP1 & NOP2 & KEN ee a 
PSDSS & KA H#0018 & NOP1 & NOP2 & KEN ; 18 
PSDSS & KA H#0019 & NOP1 & NOP2 & KEN PL 
PSDSS & KA H#001A & NOP1 & NOP2 & KEN ;1A 
PSDSS & KA H#001B & NOP1 & NOP2 7, iB 
;start popping, where I don't care. 

PPSSD & NOP1 & NOP2 eas 
PPSSD & NOP1 & NOP2 ;1A 
PPSSD & NOP1 & NOP2 et ie, 
PPSSD & NOP1 & NOP2 718 
PPSSD & NOP1 & NOP2 . rail: 
PPSSD & NOP1 & NOP2 SL 
PPSSD & NOP1 & NOP2 Hpi) 
PPSSD & NOP1 & NOP2 714 
PPSSD & NOP1 & NOP2 es 
PPSSD & NOP1 & NOP2 pie 
PPSSD & NOP1 & NOP2 eh 
PPSSD & NOP1 & NOP2 -10 
PPSSD & NOP1 & NOP2 7F 

PPSSD & NOP1 & NOP2 Hp 

PPSSD & NOP1 & NOP2 *D 

PPSSD & NOP1 &. NOP2 re 

PPSSD & NOP1 & NOP2 75 

PPSSD & NOPI & NOP2 PA 

PPSSD & NOP1 & NOP2 9 

; PPSSD & NOP1 & NOP2 rs 

H PPSSD & NOP1 & NOP2 ha 


7-24 APPLICATION NOTES 


IF9 Interrupt Routine Source Code Listing 





Page 3 
2068 ; PPSSD & NOP1 & NOP2 76 
219 ; PPSSD & NOP1 & NOP2 pS 
220 ; PPSSD & NOP1 & NOP2 74 
221 Fi PPSSD & NOP1 & NOP2 .3 
Ve, ; PPSSD & NOP1 & NOP2 tz 
223 7 PPSSD & NOP1 & NOP2 a 
224 
225 PSDSS & KA H#1234 & NOP1 & NOP2 ;CASE 3 during vectoring (KEN) 
226 
227 ;done with interrupt calling code, now dump sequencer RAM 
228 ;to data memory and upload to host for verification 
229 DEBUG: 
230° 00089 CONT & NOP1 & NOP2 
Was al 
232 ;disable interrupts 
233 O0O08A DISIR & NOP1 & NOP2 
234 
235 ;do a push of benchmark counter to indicate where SSP ended up 
236 ;and also to note the count. 
237 0008B CONT & NOP1i & RTD2 RO & KHOLD ;read r0 
238 0008C PSDSS & NOP1 & NOP2 & KEN ;push at on SS 
239 
240 ;dump seq RAM 0-3F into data memory 0300-033F using sequencer counter 
241 jas loop contrel 
242 0008D WRCNTR CO & KA H#803E & NOP1 & NOP2 & KEN rpreload cntr 
243 OOO0O8E CONT & KA DBUF+H#3F & YRTR1 RO & DSEL1 & NOP2 & KEN ;3F buffer 
244 QO008F WRSSP & KA H#003F & NOPi & NOP2 ;SSP=3F 
245 DUMP: 
246 00099 PPSSD & YDEC1 C0O,RO & NOP2 & KHOLD & KTOL & WR1 FROML ;stack to mem 
247 00091 DCCNTR CO & NOP1 & NOP2 & KEN ,dec. Cntr 
248 00092 JDA SN & KA DUMP & NOP1 & NOP2 Pils centr wnae. 
249 
aou ;clear dummy IR9 request caused by dumping stack 
251 00093 CONT & NOP1 & NOP2 & KEN ;enable K bus 
252 00094 SLRIVP & KA INIT & NOP1 & NOP2 ;clear IR9 
293° UVOU25 ENAIR & NOP] & NOP2 ;enable interrupts 
254 
gare) ;jump back for a macro fetch 
2a VOOIG CONT & NOP1 & NOP2 & KEN 
2b VOUS? JDA & KA ZERO & NOP1 & NOP2 
258 
oe 
200 j HSS SSS SSeS SSS SS SSS SS SS SS SSS SSS SSS SS SSS SS SSS SSS SSS SS SSS SS SSS SSS SS SSS SSS SS SS SSS SS 
Lol 
aoe ; ADSP-1401 SUBROUTINE STACK OVERFLOW/UNDERFLOW ROUTINE (IR9) 
203 j SES SS SSS SSS SSS SS SS SSS SS SSS SS SSS SS SS SSS SS SSS SS SSS SS SSS SS SSS SS SS SSS SSS SSS SSS SSS 
284 
awn UTM ORG H#0100 
Zee ;Component assumptions: 
ron : 140i SS space is reserved from location 3F around to SLR 
Dos : 1401 has 5 GS locations Seserved for this routine (3E-3A, inclusive) 


Zoo ; 1401 SS starts at location 3F and ends at SLR (SLRt+2 in length) 





2 ; 1401 has the LSP activated 

a ; 1410 status will be preserved (CR saved on seq GS) 
_ ;Pata memory: 
a ;NDL Next Data Location available for writing SS values 
“oO (allocated in calling code) 


;PNDL a Pointer to NDL (defined in calling code) 


i 


. 
, 


PO dsp fsa Fsd Tes “Tau 


~J 


KO OO 


;Immediate data from microcode (defined in calling code) 
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;BSIZ Block SIZe: SS is SLR+t2 long, BSIZ should be 2+SLR/2 

ma to minimize page faulting _ 

; INIT INITialization word for the sequencer SLRIVP instruction 

;Labels used in IR9 interrupt routine: 

;IRY entrance point (saves various machine states and 

; determines type of interrupt -- overflow or underflow) 

;OVEL SS OVerFLow segment 

;LOOP1 dump SS to data RAM, always followed by... 

;LOOP2 restore most recent SS values from data RAM (after overflow), or... 
;LOOP3 restore most recent SS values from data RAM (after underflow) 
;three underflow scenarios... 

H CASE] SS UNderFLow routine starting address: for pop,pop,psh(rtn 


addr) 

: CASE2 SS UNderFLow routine starting address: for pop,xxx,psh(rtn 
addr) 

: CASE3 SS UNderFLow routine starting address: for pop,psh,psh(rtn 
addr) 


;MOPUP prepare to restore SS in LOOP3 (called after UNFLxx) 


' » DONE restore saved states and return 


;NOTES: 

;This routine does not discriminate TRAP type IRQ requests! 

;This routine will attempt to support infinite subroutine stack paging. 
;No attempt is made to limit paging to data memory. It is the user's 
;responsibility to allot sufficient memory to accommodate their needs so 
jas to not corrupt data memory used for other purposes. 


;Paging of the Register Stack (LS or GS) is not supported. 


;Subroutine stack overflow/underflow interrupt routine 
IRS: 

jinit rO of AG2 with zero to serve as benchmark counter. 
CONT & NOP1 & NOP2 & KEN 

CONT & KA ZERO & NOP1 & YRTR2 RO & DSEL2 


;save AGl registers onto global stack and init 


SGSP & NOP1 & yinc2 c0,r0 ;select GSP 

CONT & CRTD1 & yinc2 c0O,r0 & KHOLD ;save CR on GS 

PSDRS & RTD1 RO & yinc2 c0O,r0 & KHOLD ;save RO on GS 

PSDRS & CTD1 CO & yinc2 cO,r0 & KHOLD ;save CO on GS 

PSDRS & BTD1 BO & yinc2 cO,r0 & KHOLD ;save BO on GS 

PSDRS & RST1 & yine2 cO,r0 & KEN ;clear CR (mask init regs!) 


;get the SSP right-fililed with zeros 


CONT & KA H#003F & YRTR1 RO & DSELI1 & yinc2 cO0,r0 ;leading zeros to RO 
RDSSP & NOP1 & yinc2 c0O,r0 & KHOLD ;get SS pointer 

CONT & YAND1 B3,RO & yinc2 c0,r0 ;AND in with mask 

CONT & YRTBI1 BO,KO £& yine2 ¢0,r0 ;zZero: filled SSP to: BO 
CONT & RTD1 RO & yince2 c0,r0 & KHOLD ;save on GS for OVFL 
PSDRS & NOP1 & yinc2 c0O,r0O & KEN 


;find out where to go... 

; if SSP=63, then we had a pop,pop,psh(rtn addr): go to CASE1 

; if SSP=00, then we had a pop,xxx,psh(rtn addr): go to CASE2 

: if SSP=01, then we had a pop,psh,psh(rtn addr): go to CASE3 

: otherwise, we implicitly have an overflow: fallthrough to OVFL 
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339 
340 OO10E CONT & KA H#003F & YXOR1 BO,RO & DSEL1 & yinc2 cO,r0 & KEN & MUX CZ1F 
94:1) OOLOF JDA FL & KA CASE1 & NOP1 & yinc2 c0,r0 & KEN sbest. for: 3F 
342 
343 00110 CONT & KA ZERO & YXOR1 BO,RO & DSEL1] & yinc2 cO,r0 & KEN & MUX CZ1F 
344 00111 JDA FL & KA CASE2 & NOP1 & yinc2 c0O,rO & KEN ;test for 00 
345 
346 00112 CONT & KA H#0001 & YXOR1 BO,RO & DSEL1 & yinc2 c0O,r0 & KEN & MUX CZ1F 
347 00113 JDA FL & KA CASE3 & NOP1 & yinc2 c0O,r0 & KEN ;test for 01 
348 
349 ;fallthrough implies overflow 
350 
BO OVFL: 
302 ;SS overflow routine 
305 
354 ;move mem pointer ahead by stack size... 
355 00114 CONT & KA PNDL & YRTR1 RO & DSEL1 & yinc2 cO,r0 ;get NDL pointer 
356° 00175 CONT & YRTR1 RO & yinc2 c0O,r0 & LTOK & RD1 TOL ;read NDL 
S57 SOOLTL6 CONT & YRTB1 BO,RO & DSEL1 & yinc2 cO,r0 ;NDL into BO 
358 
359 ;test for first underflow (NDL=PAGE) : 
360 00117 CONT & NOP1 & yinc2 c0O,r0 & KEN 
361 00118 CONT & KA PAGE & YXOR1 BO,RO & DSEL1 & yinc2 c0O,r0 & KEN & MUX CZ1F 
362 00119 JDA NF & KA REST & NOP1 & yinc2 c0O,r0O & KEN UMP -1f- not: first 
363 
364 ;fallthrough implies first underflow... 
365 ;SO avoid paging of locations 3F and 00. 
366 OO1IA CONT & BTR1 BO,RO & yinc2 cO,r0 ;NDL into RO 
867 -001.5B CONT & YRTC1 CO,RO & yinc2 c0,r0 sNDL into CO 
368 O011¢ PPRSD & YDEC1 C0O,RO & yinc2 c0O,r0 & KHOLD ;RO<=NDL-1 
369: OOLTD CONT & YADD1 CO,B3,RO & yinc2 cO,r0 ;add in stack size 
370 OO11E CONT & RTD1 RO & yinc2 cO,r0 & KHOLD ;RO<=NDL+SSP-1, and 
Sk Oc PSDRS & NOP1 & yinc2 c0O,r0O & KEN ;save as readback comp 
372 00120 JDA & KA LOOP1 & NOP1 & yinc2 cO,r0 ;jump to LOOP1 
373 
374 ;not first underflow... 
aro ;so perform paging of locations 3F and 00. 
376 Rest 
S77 VdA1L21 CONT & BTR1 BO,RO & yinc2 cO0O,r0 ;NDL into RO 
Se Ae CONT: & YRICL CO, RO. & -yine2 0; 70 TNE anio ae0 
a7 VOLES PPRSD & YINC1 CO,RO & yinc2 cO,r0O & KHOLD ;RO<=NDL+1 
S80 o0124 CONT & YADD1 C0O,B3,RO & yinc2 cO,r0 ;add in stack size 
oS) Vol 25 CONT & RTD1 RO & yinc2 cO,r0 & KHOLD ;RO<=NDL+SSP+1, and 
Sie OR de PSPRS & NOP] -& yinc2 -c0;, re ;save as readback comp 
38s Prall trivrougn. to: LOOPL 
S84 
eae, ppop SS to mem from current SSP to 01 or 3F (depending on whether 
Sky ;this is the first underflow or not, respectively). 
337 TneOP.Ls P 
SOS Gari PPSSD & YRTR1 RO & yinc2 c0O,r0O & KHOLD & KTOL & WR1 FROML 
ooo dec & read SSP 
SUD wee CONT § YDEC1 Cu,RO & yinc2 c0O,r0 & KEN & MUX CZI1F 
oa ;extra line for KEN 
Sue oe ag 3 CDA NF & KA LOOP1 & NOP & yinc2 cO0,r0 funtil flag 
303 
394 setup to read back latest page 
BO! oo eA PPRSD & NOPT ko yaine? -c0, 20) & -KHOLD ;get NDL+SSP+/-1 
ae Uel2s CONT & ERTRI RO & DSELL & vyanez c0; x70 & KEN santo. RO 
ou, kee ase S WRSSP & KA H#003E & YRTC1 C0O,RO & yinc2 cO,r0O & KEN ;and CO, SSP=3E 
Sos 
oe *BSisS 25 decreased here fo match up the first stack. entry ‘to location | 
400 ;one after a series of overflows and underflows: 
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;overflows write back one less than underflows to SS. 
CONT & KA-BSIZ=1 ~~. YSUBL ‘CO/B3;,RO & vine? -cO, £0 ;RO<=NDL+SSP+/-1-BS1I2-1 
CONT & RTD1 RO & yince2 c0,r0 & KHOLD . ;save it on GS as NDL' 
PSDRS & NOP1 & yinc2 c0,r0 ;to update [PNDL] at end 


;write block of paged data into SS (starting with location 3F) 
LOOP2: 
CONT & YRTR1 RO & yinc2 c0,r0 & LTOK & RD1 TOL ;read data mem loc 
PSDSS & YINC1 CO,RO & yinc2 c0,r0 & KEN & MUX CZ1F 
;inc SSP and write seg 


JDA NF & KA LOOP2 & NOP1 & yinc2 cO,r0 funtil flag 

CONT & NOP1 & yinc2 c0O,r0O & KEN ;extra line for ken 

JDA & KA DONE & NOP1 & yinc2 cO0,r0 ;end of overflow routine 
CASE1: 


;SS underflow by pop,pop,psh(rtn addr), i.e., rtn addr @ loc 3F 


7get NDL 

PPRSD & KA PNDL & YRTR1 RO & DSEL1 & yinc2 cO,r0 ;clear SSP from GS 
CONT & YRTR1 RO & yine2 c0,r0 & LTOK & RD1 TOL ;read [{PNDL] 

CONT & YRTR1 RO & DSEL1 & yine2 cO,r0 ;into RO 


;move RTI address [3F] to data mem without inc on RO (NDL), 
;thereby wiping RTI on next pagefault. 

PPSSD & YRTR1 RO & yince2 cO0O,r0 & KHOLD & KTOL & WR1 FROML 
CONT & NOP1 & yinc2 cO,r0 & KEN 


;save current NDL on GS for readback compare 
CONT & RTD1 RO & yinc2 c0Q,r0 & KHOLD ;~NDL to GS 
PSDRS & NOP1 & yinc2 c0O,r0O & KEN 


;retard page pointer by BSIZ 
CONT & KA BSIZ & YSUB1 C0O,B3,RO & yinc2 c0,r0O & KEN 


JDA & KA MOPUP & NOP1 & yinc2 cO,r0O & KEN ;write page to seg 


CASE2: 
;SS underflow by pop,xxx,psh(rtn addr), i.e., rtn addr @ loc 00 


get NPL 

PPRSD: & KA PNDL & YRTRI RO € DSELI & yinez c0,;r0 clear SSP from GS 
CONT & YRTR1 RO & yinc2 cO,r0O & LTOK & RD1 TOL ;read [PNDL] 
CONT -& YRTR1 RO & DSEL1 & yinc2 c0,r0 & KEN ;into RO 


;move locations 3F and 0 into data mem (in that order) 
WRSSP & KA H#003F & NOP1 & yinc2 c0,r0 PpOlLnt SSP io. 3k 
PPSSD & YINC1 C0O,RO & yince2 c0O,r0 & KHOLD & KTOL & WR1 FROML 
;wr [3F] to mem 
CONT & NOP] & yinc2 c0,r0O & KEN PPOLNL. SSP 6-00 


;move RTI address [00] to data mem without inc on RO (NDL), 
;thereby wiping RTI on next pagefault. 

WRSSP & KA ZERO & NOP1 ®& yinc2 cO0,r0 

PPSSD & YRTR1 RO & yinc2 c0O,r0 & KHOLD & KTOL & WR1 FROML 
CONT & NOP1 & yinc2 cO,r0O & KEN 


;Save current NDL on GS for readback compare 
CONT & RTD1 RO & yinc2 cO,r0 & KHOLD *~NDL to GS 
PSDRS & NOP1 & yinc2 c0,r0 & KEN 
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;retard page pointer by BSIZ+1 (for one extra datum paged to data mem) 
CONT & KA BSIZ+l1 & YSUB1 C0O,B3,RO & yinc2 cO,r0 & KEN 
JDA & KA MOPUP & NOP1 & yinc2 c0O,r0O & KEN ;write page to seq 


CASE3: 
;SS underflow by pop,psh,psh(rtn addr). i.e., rtn addr @ lee O01 


iget NDL 
PPRSD & KA PNDL & YRTR1 RO & DSEL1 & yinc2 cO,r0 ;clear SSP from GS 
CONT & YRTR1 RO & yinc2 c0O,r0 & LTOK & RD1 TOL ;read [PNDL] 

CONT & YRTR1 RO & DSELI1 & yinc2 c0O,r0O & KEN ;into RO 


;move locations 3F, 0, and 1 into data mem (in that order) 
WRSSP & KA H#003F & NOP1 & yinc2 c0O,r0 spoint SSP to: 3F 
PPSSD & YINC1 CO,RO & yinc2 c0O,r0O & KHOLD & KTOL & WR1 FROML 

;wr [3F] to mem 


CONT & NOP1 & yinc2 c0O,r0O & KEN spoint SSP to- 00 
WRSSP & KA ZERO & NOP1 & yinc2 cO,r0 
PPSSD & YINC1 CO,RO & yinc2 c0O,r0 & KHOLD & KTOL & WR1 FROML 

jwr [00] to mem 


;move RTI address [01] to data mem without inc on RO (NDL), 

;thereby wiping RTI on next pagefault. 

CONT & NOP1 & yinc2 cO,r0 & KEN 7point SSP to 01 
WRSSP & KA H#0001 & NOP1 & yinc2 cO,r0 

PPSSD & YRTR1 RO & yinc2 cO,r0O & KHOLD & KTOL & WR1 FROML 


;save current NDL (~NDL) on GS for readback compare 
CONT & RTD1 RO & yinc2 c0,r0 & KHOLD ;“NDL’ to GS 
PSDRS & NOP1 & yinc2 cO,r0O & KEN 


;retard page pointer by BSIZ+2 (for two extra datums paged to data mem) 
CONT & KA BSIZ+2 & YSUB1 CO,B3,RO & yinc2 c0O,r0O & KEN 


;talichrough to.MOPUP 


MOPUP: 
;actual pageback routine 


rtest if time to slam things, i.e., if stack is empty enough 
;to go ahead and clear out the paging area. 
;note that in so doing, RO gets blown away (hence ~NDL is on GS) 


jis RO(ndl')<=PAGE?, if so then time to initialize... 

ONT & KA PAGE & YRTC1 CO,RO & DSEL1 & yinc2 c0O,r0 & KEN 

ONT & KA ZERO & YSUB1 CO0O,B3,RO & yince2 c0O,r0 & KEN & MUX CZ1F 
DA FL & KA EMETY & NOP1 & yinc2 cO,r0 


;fallthrough means not close enough to slam, so do the usual... 

jpop *NDL from GS and write to CO as pageback limit 

PPRSD & NOP1 & yinc2 c0O,r0 & KHOLD 7~NDL to data bus 
CONT US RTC) CO, ROG & DSEid “se: ine? <0, 70 jand to CO 

fpush RO (NDL') on GS for update during DONE. 

CONT & RTD1 RO & yinc2 c0,r0 & KHOLD sNDL" to data bus 


PSDRS & NCP1 & yinc2 cO0O,r0 & KEN ;NDL' to GS 


jinitialize SSP to location 35 
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S25 90169 WRSSP & KA H#903E & NOP1 & yinc2 c0O,r0 & KEN 
526 
oat ;skip around EMPTY to LOOP3 
523° 00161 JDA & KA LOOP3 & NOP1 & yinc2 c0,r0 ;write page to seq 
529 
£30 EMPTY: 
OL ;time to slam things... 
532 
533 ;pop ~NDL from GS and write to CO as pageback limit 
534 00162 PPRSD & NOP1 & yinc2 cO,r0 & KHOLD 
535 00163 CONT & YRTC1 CO,RO & DSEL1 & yinc2 c0,r0 & KEN 
330 
5.37 ; force RO to PAGE and also push it on GS as NDL' 
538 00164 PSDRS & KA PAGE & YRTR1 RO & DSEL1 & yinc2 cO,r0O & KEN 
539 
540 ;initialize SSP to location zero 
541 00165 WRSSP & KA ZERO & NOP1 & yinc2 cO,r0 
542 
543 ;fallthrough to LOOP3 
544 
545 LOOP 3: 
546 ;write block of paged data into SS (starting with location 3F) 
547 00166 CONT & YRTR1 RO & yinc2 cO,r0 & J.TOK & RD1 TOL ;read a paged datum 
548 00167 PSDSS & YINC1 CO,RO & yinc2 cO,r0 & KEN & MUX CZ1F ;and push onto SS 
549 00168 JDA NF & KA LOOP3 & NOP1 & yinc2 cO0,r0 juntil flag 
550 
S51 ;fallthrough to DONE 
SoZ 
554 DONE: 
554 supdate [PNDL] with NDL' (saved on GS) 
555 00169 CONT & NOP1 & yinc2 c0O,r0O & KEN ;enable KA field 
556 O0016A CONT & KA PNDL & YRTR1 RO & DSEL1 & yinc2 cO,r0 ;get NDL pointer 
557 0016B PPRSD & YRTR1 RO & yinc2 c0O,r0 & KHOLD & KTOL & WR1 FROML zwrite NDL' 
558 
Sieh) ;restore stuff 
560 0016C PPRSD & NOP1 & yinc2 c0,r0O & KHOLD pop old BO 
561 0016D PPRSD & YRTB1 BO,RO & DSELI1 & yinc2 c0,r0 & KHOLD ;restore it, pop CO 
562 0016E CONT & YRTR1 RO & DSEL1 & yinc2 cO,r0 ;to RO 
563 O0O16F PPRSD & YRTC1 CO,RO & yinc2 c0,r0 & KHOLD ;then to C0, pop RO 
564 00170 PPRSD & YRTR1 RO & DSEL1 & yince2 c0,r0 & KHOLD ;restore it, pop CR 
Soo. 001 PL SLSP & DTCR1 & yinc2 c0,r0O & KEN ;restore it, select LSP 
S66. 00172 SLRIVP & KA INIT & NOP] & yinc2 c0,r0 ;clear calling IR9 
567 
568 ;turn on KEN for resumed calling code in case it's a push 
569 ;WARNING! this could be catastrophic if first resumed line is not a PUSH 
Sy 
STL. OOLTS RTNIR & NOP1 & yinc2 c0O,r0O & KEN ; jump back, jack 
Sit2 
Si3 END 
TOTAL ASSEMBLY ERRORS = 0 
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Using the Counters of the ADSP-1401 
Program Sequencer for Loop and Event Counting 


by Bob Fine 


INTRODUCTION 

The ADSP-1401 has four internal, independent, 16-bit 
counters that are provided for maintaining loops and event 
tracking. These counters (denoted as CO, C1, C2, and C3) 
hold twos complement values that may be decremented or 
preloaded through dedicated instructions. This application 
note investigates these instructions and shows how to 
initialize the counters and perform conditional jump 
instructions based on the value of the sign of the counters. 
Event counting, in conjunction with interrupt upon counter 
underflow, is also investigated. Examples show the in- 
itialization of the register stack with jump addresses for 
conditional loops and the initialization of the interrupt logic. 


COUNTER OPERATION 

The sign bit of the most recently used counter is always 
saved in the status register (SR1). Simultaneously, the sign 
bit is also available to control various conditional 
instructions or for asserting the lowest priority interrupt, 
IRO, upon counter underflow. In general, actions are taken 
by the ADSP-1401 when the sign bit (most significant bit of 
the counter) is a “1” (count value is negative). In most 
cases, the sign bit is first checked and then the counter is 
decremented. 


Timing 

Depending on the specific instruction being executed, the 
sign of the count value is checked at either the status 
register bit SR1 or at the counter itself. Whenever an 
instruction which effects the value of the counter is 
executed, the sign bit of the counter is transferred to the 
status register bit SR1 before the count change takes place. 
The timing diagram of Figure 1 details the series of events 
for this type of instruction. 


Due to the Look-Ahead pipeline of the ADSP-1401, the 
instruction is pre-decoded before the rising edge of the 
clock. During this time the ADSP-1401 recognizes the 
instruction as one that will effect the counter. The rising 
edge of the clock occurs and the sign bit of the 











> oe 


Counter 
Decremented 


Counter 
@ instruction —> ~ 

Set-Up SR1 Loaded 
(Before Decrement) 


Figure 1. Timing for Counter Decrement 


counter is first transferred into the status register bit SR1 
and then the counter is decremented. 


Conditional Instructions 

There are seven conditional jump instructions where the 
sign of the specified counter can be selected as the 
condition. These instructions look for the sign bit in the 
status register (SR1) rather than at the specified counter 
itself. The value of the counter is not affected by these 
instructions. In most cases, these instructions will be used in 
conjunction with a decrement counter (DCCNTR)_in- 
struction. These seven conditional instructions are listed in 
Table 1. 


JTWO __ If Condition: Jump PC+2 
JDA If Condition: Jump Data, Absolute 
JDR lf Condition: Jump Data, Relative 


JDI lf Condition: Jump Data, Indirect 
JSA lf Condition: Jump Subroutine, Absolute 
JSR If Condition: Jump Subroutine, Relative 


RTN If Condition: Return From Subroutine 
Table 1. Conditional Jump Instructions 
There are 3 conditional jump instructions that explicitly jump 


only on the sign being true (“1”). These instructions are 
listed in Table 2 which is located on the following page. 
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JDRST lf Sign: Jump Data and Reset Count 


JRS If Sign: Jump Register | 
BRANCH. If Sign: Jump Register; If Condition: Jump 
Data | 


Table 2. Jump on Sign and Decrement Instructions 


In addition to checking the sign bit of the counter, these 
instructions also decrement the count value. Whenever the 
value of the specified counter is changed, the state of the 
old sign bit is saved in the status register before the counter 
is decremented. Any operation, be it decrementing or 
transferring the sign bit to the status register, occurs on the 
rising edge of the clock. 


PROGRAM EXAMPLES 

The following program examples illustrate how the in- 
structions listed above are used. (For a detailed description 
of these instructions, see the ADSP-1401 Data Sheet.) For 
repeated operations such as a “DO UNTIL” type loop, where 
a task is to be repeated until the count expires, the counter 
is initialized with a positive value and decremented until the 
count becomes negative or the sign becomes true (“1”). 
The example of Table 3 shows the counter decrementing 
from positive values to a negative value. 


Hex Counter Value Sign Bit 


0004 0 (Positive) 
0003 0 (Positive) 
0002 0 = (Positive) 
0001 0 = (Positive) 
0000 0  =(Positive) 
FFFF 1 (Negative) 


Table 3. Decrementing Positive Count Values 


With DO UNTIL type loops, the initial count value will 
depend on where the jump instruction is placed in the loop. 
In general, if the jump is placed at the top of the loop (before 
task execution), the counter is initialized with N-1. If the 
jump is placed at the bottom of the loop (after task 
execution), the counter is initialized with N-2 where N is the 
number of iterations desired. Specific examples will be 
shown. 


For repeated operations such as a “DO WHILE” type loop, 
where a task is to be repeated while the sign is true (“1”), 
an initial negative count value can be used. The counter is 
decremented until the negative value wraps around to a 
positive value as illustrated in Table 4. 


Hex Counter Value Sign Bit 


8005 1 (Negative) 
8004 1 (Negative) 
8003 1 (Negative) 
8002 1 (Negative) 
8001 1 (Negative) 
8000 1 (Negative) 
7FFF 0 (Positive) 


Table 4. Decrementing Negative Count Values 
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As fully described in the ADSP-1401 Data Sheet, the 
counter should be initialized with 21° + (N-2) for the type of 
loop shown above where the loop iterates until the sign 
becomes (“0”). | 


Loop Example 1 

The following example illustrates the use of a conditional 
instruction, where the sign is specified as the condition in 
conjunction with an explicit counter decrement. A subroutine 
ending in a conditional return instruction is to be repeated a 
specified number of times. The example program is shown 
in Table 5. 


Microprogram 
Memory Address Instruction 
SUB: 200 CONT 
201 CONT 
202 CONT 
203 DCCNTR C1 
204 RTN 
205 JDR 


Table 5. Conditional Return from Subroutine Example 


The subroutine starting at label SUB (location 200) is to be 
repeated 6 times (N=6). The counter C1 is loaded with N-2 
or 4. At the end of the execution of the subroutine, the 
counter C1 is decremented by the use of the DCCNTR 
instruction. The sign bit of counter C1 is transferred to the 
status register then the counter is decremented. The RTN 
instruction looks at the sign bit in the status register and, if 
true (“1”), returns from the subroutine. If the sign bit is false 
(“0”), the execution continues with the JDR instruction which 
causes the sequencer to jump back to the top of the 
subroutine (SUB). A relative address of -6, which is placed 
on the data bus, is used to get back to the top of the routine. 
(PC increments to 206, 206 - 6 = 200. See the ADSP-1401 
Data Sheet for details on JDR instruction.) 


The flow chart of this example is shown in Figure 2. 


200 
201 
202 


203 


204 RET 


205 





Figure 2. Flow Chart for Conditional Return Example 


The subroutine starting at location 200 and ending at 
location 204 is repeated 6 times before the return is 
executed and program control is returned to the calling 
program. 


The timing diagram for this example is shown in Figure 3. 


lt should be noted from the timing diagram that the sign bit 
of the counter is transferred to the status register (SR1) 


Microprogram 


Memory Address Instruction 
100 CONT 
TOP: 101 CONT 
102 CONT 
103 JRS 
104 CONT 
105 CONT 


Table 6. Example 2 Instruction Sequence 


SJIUUUUU UU UU UL 


Instruction DCCNTR RET iDCCNTR RET iDCCNTR RET 
Counter Value 0004 :0003 002 
Status Bit SR1 0 0 
Loop iteration 1 2 
Fall Fall 
Action Thru Thru 


Figure 3. Timing Diagram for Example 1 


before the counter is decremented. The conditional RET 
instruction checks the sign bit at the status register (SR1). 


It should also be noted that conditional instructions which 
check the sign at status register bit SR1 should be 
preceded by the DCCNTR instruction as opposed to having 
the DCCNTR follow. The reason for this is that the status 
register bit SR1 is loaded as a result of the counter 
operation. If a counter operation has not yet occurred and 
the conditional instruction is executed, it can not be 
guaranteed that the status bit will be valid. Having a counter 
instruction before the conditional instruction guarantees that 
the status register bit SR1 is valid. 


All the conditional instructions, listed in Table 1, will operate 
in a similar manner as long as they are preceded by an 
instruction that updates one of the four counters. 


Loop Example 2 

The following example illustrates the use of the counter in 
conjunction with the JRS (Jump Register Sign) instruction. 
This instruction first tests the sign of the counter, Cj, and if 
true (“1”), outputs the register in RAM at the location 
(RSP+i), where i is given by the least significant instruction 
bits. The counter is always decremented after the test. If the 
sign is true, the jump is performed. If the sign is false (“0”), 
the next sequential microprogram address is output. 


The example program is shown in Table 6. 


: 
: | 
DCCNTR RET DCCNTR RET CCNTR RET 






pooo FFF FFE 


| 0 0 1 
3 
Fall Fall Fall 
Thru Thru Thru RET 


: 
| 
s| fs] |e 
| 
; 


The above example only shows the program sequencer 
instructions. Of course in a real system, other logic would be 
performing meaningful operations at the same time. The 
loop begins at location 101 and ends at location 103. This is 
illustrated in the flow graph of Figure 4. 


It is desired to loop through the code 6 times and then to 
continue on with the remaining program. The JRS 
instruction is placed at the end of the loop to instruct the 
program sequencer to jump back to the top of the loop if the 


count has not yet expired or to fall out of the loop and 
continue executing the microprogram. 


100 


101 
TRUE 
103 


FALSE 
104 


105 


Figure 4. Example 2 Flow Graph 
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Before the loop can be executed, the top of loop address 
must be stored in the internal RAM of the program 
sequencer and a count value must be stored in one of the 
four counters. From the example program shown above, it 
can be seen that the top of loop address is 101 ; the initial 
counter value for N=6 (6 iterations) is 24° + (6-2) which 
equals 8004 Hex. The initialization routine which sets up the 
register stack with the top of loop address and the counter 
with the count value is shown in Table 7. 


Instruction Comment 

WRCNTR CO Load Counter with 8004 Hex 

WRRSP Write Stack Pointer With Register 
Address 

AIRSP 01 Add 1 to the Stack Pointer 

PSDRS Push Top of Loop Address on to Stack 


Table 7. Initialization Routine for Example 2 


The first instruction (WRCNTR) loads a value at the data 
port into counter CO. The data and instruction are both set 
up before the rising edge of the clock and are latched into 
the program sequencer by the rising edge of the clock. 


The next three instructions set up the register stack pointer 
and load the register stack location with the top of loop 
address. The WRRSP instruction writes the register stack 
pointer with the value found at the data port. For this 
discussion the value 34 Hex is used. After the execution of 
the WRRSP instruction, the register stack pointer contains 
the value 34 Hex. If the top of loop address is to be written 
into location 34 Hex, the stack pointer must first be 
incremented. The reason for this is that the top of loop 
address is to be pushed on to the stack. A push first 


decrements the stack pointer then writes the stack. The 
stack pointer is incremented to point to location 35 Hex. The 
PSDRS instruction first decrements the stack pointer to 34 
Hex and takes the value found at the data port and writes it 
to stack location 34 Hex. This sequence is illustrated in 
Table 8. 


Instruction Register Stack Pointer 
WRRSP 34 34 
AIRSP 01 35 
PSDRS 34 


Table 8. Stack Addressing Sequence 


As shown, the top of loop address is loaded into stack 
location 34 Hex. 


The example used counter CO; any counter can be used. If 
another counter is used, the program will differ a bit. The 
AIRSP instruction will add i+1, where i is the counter index 
(Cj). After the PSDRS instruction, the stack pointer must be 
rewritten to point to location 34 (example address). It should 
be noted that the JRS instruction used in this example (see 
Table 6) will access the register found at ram location 
RSP+i, where RSP is the value of the register stack pointer 
and i is the counter index (Cj). 


The timing diagram for this example is shown in Figure 5. 


Loop Example 3 

Another method of terminating a loop or acting upon the 
occurrence of a specified number of events is to use the 
interrupt upon counter underflow feature of the ADSP-1401. 
Internal interrupt vector IRo, the lowest priority of the 10 
available interrupts, will be accessed upon the counter 


JILUUU ULL 


Instruction JRS JRS 
Count Value 8004 8003 8002 
Counter Sign Bit 1 1 
(Before Decrement) 

Loop iteration 1 2 
Action Register | Register 


Figure 5. DO WHILE Example 2, C=2!° + (N-2) 
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JRS JRS JRS JRS 
8001 8000 7FFF 7FFE 
1 1 1 0 

3 4 5 6 
Jump Jump Jump Fall 
Register Register Register 





Through 


underflowing (going from positive to negative). 


The following example illustrates the use of interrupt upon 
counter underflow to exit from a loop after a specified 
number of operations. The loop is exited and the interrupt 
service routine, referenced by IRV, entered. The program 
instructions for this example are shown in Table 9. 


Microprogram 

Memory Address Instruction 

LOOP: 100 CONT 
101 CONT 
102 CONT 
103 DCCNTR C1 
104 JDR 

INTRPT: 200 CONT 
201 WRCNTR 
202 CLRS 
203 RTNIR 


Table 9. Interrupt upon Counter Underflow Example 


The program listing of Table 9 shows a loop starting at 
location 100 and ending at location 104. Upon counter 
underflow, the loop will be exited and the interrupt service 
routine starting at location 200 will be entered. In this 
example, the interrupt routine reloads the counter, clears the 
status register sign bit and returns back into the loop. Note 
that clearing the sign bit also clears the interrupt request. A 
more useful application would involve more meaningful 
instructions in the interrupt routine. This simple program is 


Instruction DCCNTR DCCNTR 

Counter Value 0004: 0003 0002 

Status Bit SR1 0 0 

Loop iteration 1 2 
Fall Fall 

Action ‘Thru Thru 


Figure 7. Timing Diagram for Example 3 


used for example purposes only. The flow chart of Figure 6 
further illustrates program execution. 


The timing diagram of Figure 7 shows the value of the 
counter for each iteration of the loop. Note that the counter 
is initialized with N-2, where N is the number of iterations 
desired, and that the DCCNTR instruction is placed after the 
task or at the end of the loop. 


100 
101 
102 
103 
Counter 
Underflow 
? 
104 





Figure 6. Flow Chart for Interrupt upon Counter Underflow 
Example 


Push Return 
Address on Stack 


DCCNTR DCCNTR DCCNTR DCCNTR 
0001 0000 FFFF FFFE 
0 0 0 1 
3 4 5 6 
Fall Fall Fall Interrupt 
Thru Thru Thru @ IVO 
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The DCCNTR instruction results in the sign bit of the 
counter (MSB) to be checked rather than ‘the status register 
bit SR1. The detailed timing for the execution of the 
DCCNTR instruction prior to ines counter underflow interrupt 
is shown | in oe 8. 


The ADSP-1401 performs the following sequence of 
operations when a DCCNTR instruction is presented to the 
instruction port. 


—_h 


Pre-decode the instruction (prior to rising clock edge) 
Recognize instruction as DCCNTR 

Look at sign bit of specified counter (pre-decrement) 
If sign bit = 1 and interrupts enabled assert interrupt 


Q NM 


) 
) 
) 
) 


aS 


----- Rising edge of clock occurs ----- 


Decrement Counter 
Push PC on to stack 
Output interrupt vector address 


5 
6 
7 


~— ~~ See 


Due to the Look-Ahead pipeline architecture of the ADSP- 
1401, it can be decided before the rising edge of the clock if 
an underflow interrupt should be asserted. If the sign bit is 
set (count value is negative) and interrupts are enabled (IVO 
not masked), an interrupt request is asserted (prior to the 
rising edge of the clock). The rising edge of the clock occurs 


DCCNTR Counter 
Instruction Decremented 
Set-Up 
Counter output 

a Sign set? mbit <q@— 


interrupt 
Asserted | ¥ 


Interrupt — 


Set-up <-> 


Time 


Return Address 
Pushed Onto Stack 


and the counter is decremented. This is shown in the timing 
diagram of Figure 8. 


Initialization 

Before execution can take place, the interrupt vector pointer 
must be initialized, the interrupt vector IRVg must be loaded 
with the address 200, the interrupt mask must be properly 
set and the counter initialized. The instructions of Table 10 
perform these necessary set-up tasks. 


Microprogram 

Memory Address Instruction 

INIT: 10 SLRIVP IVPO 
11 WRIV 200 
12 WRSR_ FF84 
13 WRCNTR C1 


Table 10. Interrupt/Counter Initialization Routine 


The initialization program of Table 10 first sets the interrupt 
vector pointer to point to IVP0O. The next instruction writes 
the address 200 into IVPO. The status register is then 
loaded with the Hex value FF84 which enables interrupts 
and also masks out all interrupts except IRO. Finally, the 
counter is initialized with the appropriate count value. If N is 
defined as the number of iterations before the interrupt 


First Instruction of 
Interrupt Routine 
Set-Up 


«+ “> 


Interrupt Vector —— > 
Address 


Figure 8. Interrupt upon Counter Underflow Timing for DCCNTR Instruction 
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occurs, the counter is initialized with the value N-2. 


Event Counting Example 

In this example, the IFCDEC instruction is used to 
decrement the counter upon the occurrence of some 
external condition presented to the ADSP-1401 via the flag 
pin. After a predetermined number of external events, the 
internal interrupt upon counter underflow is asserted. This 
technique of counting events is independent of utilizing 
loops. Anytime the IFCDEC is encountered and the external 
flag or condition is true, the counter will be decremented; the 
IFCDEC instruction need not be part of a loop. When the 
counter underflows, the interrupt IVO is activated. As in loop 
Example 3, the interrupt logic must be initialized. 


Instruction IFCDEC IFCDEC IFCDEC 

Counter Value 0004; 0003 0002 0001 

Status Bit SR1 0 0 0 

Loop Iteration 1 2 3 
Fall Fall Fall 

Action Thru Thru Thru 


Figure 9. Timing Diagram for Event Counting Example 


The timing associated with the IFCDEC and the interrupt 
upon counter underflow differs slightly from the interrupt in 
loop Example 3. The IFCDEC instruction must first look at 
the condition specified and then look at the sign of the 
counter to determine if an underflow status exists. The sign 
bit is checked not at the counter itself but at the status 
register bit SR1. The timing diagram, which details this 
operation, is shown in Figure 9. 


Note that the instruction after the IFCDEC instruction is 
fetched even though the counter has underflowed. This one 
cycle of interrupt latency exists due to the way the sign bit is 
checked. Unlike the method used with the DCCNTR 
instruction (loop Example 3) where the sign of the counter 
causes the interrupt, the IFCDEC instruction uses the status 


Push Return 
Address on Stack 


IFCDEC IFCDEC XXXX First Instruction 
of interrupt 
0000 FFFF FFFE 
0 0 1 
4 5 6 
Fall Fall Execute Interrupt 
Thru Thru Next @ ivO 
Instruction 


APPLICATION NOTES 7-37 


register bit SR1 to initiate the interrupt. This timing is 
detailed in Figure 10. 


The ADSP-1401 performs the following ‘sequence of 
operations when an IFCDEC instruction is presented to the 
instruction port. 


1) Pre-decode the instruction (prior to rising clock edge) 
2) Recognize instruction as IFCDEC 
3) Look at state of specified condition 


4) Transfer sign to status register SR1 (pre-decrement) 
5) If condition true decrement counter 

6) Output address for next instruction 

7) Look at sign bit at SR1 

4) If sign bit = 1 and interrupts enabled assert interrupt 








IFCDEC 










Cc Next Instruction 
a instruction apnistsaphinas , Set-Up 
Set-U 
p > (If cond. true) = > 
Condition 
+ checked 









<q——_ Next Address ———_> 










Sign Bit 
Transferred to SR1 
(before decrement) 


Interrupt 
Asserted 





interrupt 
Set-up 
Time 


| +—_> 






6) Push PC on to stack 
7) Output interrupt vector address 


CONCLUSION | 

The four counters of the ADSP-1401 in conjunction with a 
powerful and flexible conditional instruction set, facilitate the 
use of compact looped code. The interrupting capabilities 
also enable effective event counting without the need for 
external count and compare logic. 


Four examples of using the counters of the ADSP-1401 
have been presented to give a representation of the 
techniques used for loop and event counting. These 
examples have been generalized so that they may be easily 
tailored for any application. 







First Instruction of 


Interrupt Routine 
Set-Up 
Output <q > 
Delay 
<q— Interrupt Vector ——» 
Address 
Ivo 


y 


Return Address 
Pushed Onto Stack 
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Figure 10. Interrupt upon Counter Underflow Timing for IFCDEC Instruction 
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Variable Width Bit-Reversing 
with the ADSP-1410 Address Generator 


by Bob Fine 


INTRODUCTION 

In algorithms such as the FFT, bit-reversed addresses are 
required. The ADSP-1410 Address Generator contains a 16- 
bit hardware bit-reverser and can provide bit-reversed 
addresses with no external logic. 


Addresses can be bit-reversed as they are output. The bit- 
reverse mapping is as follows, where Kj and Y; denote the 
ith bit of K (either an address register or the data bus) and 
the j'" bit of Y ( the address port). 


Ko > Y15 
Ky > Y14 


Ki5 > Yo 


The hardware bit-reverser operates only on 16-bit 
addresses but the techniques described below allow proper 
bit-reversed access to data records less than 64K locations 
which reside anywhere within a larger data space. 


ADSP-1410 IMPLEMENTATION 

This application note describes the bit-reversing process 
for an N-bit wide address in general terms. Specific 
examples are given to clarify the process. The only 
restriction on the base address or starting address of the 
data record is that the least significant N bits be O's. 


YREV Instruction 

The YREV instruction will output the selected address 
register (R) bit-reversed. The original (unreversed) R value 
is added to the selected offset (B) register, and written back 
into the specified R register. Condition testing is not 
performed. Bit-reversing affects only output data, not 
register contents. The bit-reversing process, regardless of 
the size of the data space being accessed, requires no 
extra overhead for address calculations. 


Register Initialization 
The task at hand is to determine the initial values for R and 
B registers to properly access the bit-reversed data. 


In general, R will be initialized with the bit-reverse value of 
the first 16-bit data address (no matter where in memory it 
resides) and the B register will be initialized with 2'6-N 
(where 2N is the size of the data space). 


Variable Width Bit-Reversing 

To illustrate the derivation of the generalized rules for bit- 
reversing, the example of data results from an eight point 
FFT is shown in Figure 1. 


INPUT OUTPUT UNSCRAMBLED 
ARRAY ARRAY ARRAY 






X(0) —e X(0) ————®X<(0) 
X(1) —» X(4) X(1) 
X(2) —» X(2) X(2) 
X(3) —®] FOURIER X(6) X(3) 
X(4) —_» TRANSFORM X(1 ) X(4) 
X(5) —> X(5) X(5) 
X(6) —> X(3) X(6) 


X(7)_ —————-X(7) 


Figure 1. Results of 8-point FFT 


As shown in Figure 1, the bit-reversing process results in 
data reads from location 0 first, followed by locations 4, 2, 
6, 1, 5, 3, and 7. The first data point of the record is also the 
first bit-reversed data point since the bit-reverse of 000 is 
000. In fact, no matter where the first data point resides in 
memory, it will always be read as the first address of bit- 
reversed addresses. 
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Three bits out of the 16-bit address provided by the ADSP- 
1410 are required to access the eight locations containing 
the transformed data points. These eight data locations 
may reside anywhere within a larger memory space. Only 
the three least significant bits need be bit-reversed with 
most significant address bits remaining unchanged. This is 
graphically illustrated in Figure 2 where an arbitrary base 
address has been selected. 


0100 1100 0101 O] XYZ 


0100 1100 0101 O} Z2YxX 


Figure 2. Desired Bit-Reversed Address 


This can easily be done with the ADSP-1410 Address 
Generator. The first step is to calculate the bit-reverse 
value of the base address (4C50 Hex in this example). This 
is shown in Figure 3. 


0100 1100 0101 0000 = 4C50 Hex (Base Address) 
Bit Reverse 


0000 1010 0011 0010 = OA32 Hex (Bit-Reversed 
Base Address) 


Figure 3. Bit-Reversed Base Address 


When the bit-reversed base address is output by the ADSP- 
1410 with its bit-reverser enabled, the base address will be 
put back into its normal state. This bit-reversed base 
address is stored in one of the address (R) registers of the 
ADSP-1410. 


To produce the bit-reversed least significant bits of the 
address, an offset corresponding to a data sample spacing 
of one is added to the bit-reversed base address stored in 
the R register. This offset value, for a data spacing of one, 
is 216-N where 2N is the size of the data area to be bit- 
reversed and is stored in one of the offset (B) registers of 
the ADSP-1410. 


In this example N =3 and 2'6N = 213 = 2000 Hex. 
This is shown in Figure 4. 


000) 0 1010 0011 0010 = OA32 Hex 
O01} 0 0000) 0000 0000. = 2000 Hex 


001 O 1010 0011 0010 = 2A32 Hex 


Figure 4. Bit-Reversed Base Address Plus Offset 
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The offset value is essentially the value 001 (shifted left the 
appropriate number of bits to fit in the most significant bit 
positions). When the full 16-bit address is hardware bit- 
reversed, the most significant N bits are put into the least 
significant N bit positions (in a bit-reversed fashion) and the 
pre-reversed base address is output as the base address. 
This is shown in Figure 5. 


0010 1010 0011 0010 


Bit Reverse 


0100 1100 0101 0100 = 4C54 Hex 
Figure 5. 16-Bit, Bit-Reversed Address 


EXAMPLES 

To further clarify the variable width bit-reversing process, 
several examples will be shown using the eight point FFT 
with the eight data points at the beginning of memory, at the 
end of a 64K memory, and at an arbitrary place in the middle 
of memory. 


Beginning of Memory 

Here a base address of 0000 Hex is used. ADSP-1410 
instructions are shown with the value of the address being 
output, the results of the R+B operation, and, the contents 
of R. All address values are shown in Hexidecimal format. 


ADSP-1410 R register Bit-Reversed 


Instruction Contents Output R+B 

YREV 0000 0000 2000 
YREV 2000 0004 4000 
YREV 4000 0002 6000 
YREV 6000 0006 8000 
YREV 8000 ~ 0001 A000 
YREV A000 0005 C000 
YREV C000 0003 E000 
YREV E000 0007 


Note that with the method described, the least significant 
three-bit field is properly bit-reversed and the upper order 
base address bits are zero (not bit-reversed). 


Middle of Memory 
This example shows the same eight point FFT results with a 
base address of 1000 Hex. 


Register R is initialized with the bit-reverse value of 1000 
Hex (0008 Hex) and B is initialized with 2000 Hex as before. 


ADSP-1410 RF register Bit-Reversed 


Instruction Contents Output R+B 

YREV 0008 1000 2008 
YREV 2008 1004 4008 
YREV 4008 1002 6008 
YREV 6008 1006 8008 
YREV 8008 1001 A008 
YREV A008 1005 C008 
YREV C008 1003 E008 
YREV E008 1007 


End of Memory 

Finally, the eight data points are placed at the end of 
memory. This example shows the first data point to be at 
location FFF8 Hex. R is initialized with the bit-reverse of 
FFF8 Hex (1FFF Hex) and B is initialized with 2000 Hex. 


ADSP-1410 R register Bit-Reversed 
Instruction Contents Output R+B 
YREV 1FFF FFF8 3FFF 
YREV SFFF FFFC 5FFF 
YREV 5FFF FFFA 7FFF 
YREV 7FFF FFFE QFFF 
YREV OFFF FFF9 BFFF 
YREV BFFF FFFD DFFF 
YREV DFFF FFFB FFFF 
YREV FFFF FFFF 


Working with Complex Data 
In some cases, it may be desirable to interleave real and 
imaginary data as shown below. 


Loc Data 
N Real 
N+1 Imaginary 
N+2 Real 
N+3 Imaginary 
N+4 Real 


To properly bit-reverse interleaved data and keep the real 
imaginary data pairs intact, the offset stored in the B 


register should be: 
o16-N 


2 
where 2N is the size af the data buffer. 


CONCLUSION 
The ADSP-1410 is a general purpose address generator 
which provides great flexibility in many data addressing 
tasks. An internal hardware bit-reverser simplifies the task 
of providing bit-reversed addresses for algorithms such as 
the FFT. By using the ADSP-1410’s internal hardware bit- 
reverser (YREV instruction), zero-overhead, single-cycle, 
bit-reversing of address spaces less than 64K (less than 16 
bits) can be achieved. The initialization of the R and B 
registers are as follows: 

R = bit-reverse of base address 

B = 216-N 
where 2N is the size of data space. 
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APPLICATION NOTE 


Implement a Cache Memory in Your Word-Slice™ System 


by Bob Fine 


INTRODUCTION 

The task of designing a high-speed processor is simplified 
with Analog Devices’ Word-Slice family of components. In 
these high speed processors, memory management for 
both program and data memories becomes more complex as 
speed and memory size increases. Part of this memory 
management is cache control. Several features of the 
ADSP-1401 Program Sequencer simplify the cache update 
task and minimize the need for extra circuitry. 


It is often desirable to have a processing system with two 
basic memory sections; one small, limited amount of high- 
speed (cache) memory that can be accessed directly by the 
processor and a much larger and slower memory that 
contains the complete program or data image. 


The user program or data base can be written as though a 
large area of memory is available to the processor but in 
reality resides in some secondary storage. Small pages of 
the larger image are stored in the smaller high-speed 
memory cache available to the processor. When the 
processor attempts to access a location not residing in the 
cache memory, a “cache miss” is detected and program 
execution is temporarily suspended while a new section of 
memory is loaded into the cache. 


CACHE CONTROL 

A trap feature of the ADSP-1401 Program Sequencer 
supports asynchronous interrupts which are generated by 
the cache memory controller when a cache miss is 
detected. The interrupt vector address points to a download 
routine which will update the appropriate data or program 
cache depending on where the cache miss was initiated. 


The application described details the use of the program 
sequencer and address generator with a cache memory. If 
the cache miss is caused from a program memory access, 
the sequencer is utilized to supply program memory 
addresses for download. If the cache miss is caused from a 
data memory access, the address generator is used to 
supply data memory addresses for download. 


Word-Slice is a trademark of Analog Devices, Inc. 


After the download is complete, operation must resume from 
the microprogram or data memory address that caused the 
cache miss. The sequencer is able to save this address on 
its internal stack before the interrupt service routine is 
entered. When the address generator is used to supply 
addresses for data cache update, an external register is 
needed to store the return address (next location to be 
fetched). This process is described in detail in the following 
sections. 


Hardware Description 

The block diagram shown in Figure 1 details the 
interconnection of the program sequencer, program cache, 
program cache controller, and memory (or host) interface 
for handling a program memory cache miss and the 
interconnection of the address generator, data cache, data 
cache controller, and memory (or host) interface for 
handling a data memory cache miss. 


Trap Signals 

The program and data cache controllers monitor the 
address busses to produce trap signals on a cache miss for 
either the program or data memory. The TTR input pin of the 
program sequencer serves as a multipurpose input. Reset, 
trap, and output enable functions are accessed by this 
single pin. A time division multiplexing scheme is used to 
differentiate between the three functions. The program 
sequencer looks at the TTR signal during the first half of 
each clock period and interprets it as an output enable 
control signal (HI = Output Disabled, LO = Output Enabled). 
During the second half of the clock period, it is interpreted 
as a trap signal (Active High). A reset is recognized when 
both trap and three-state output controls are active for a 
complete cycle ( a trap is not allowed to occur when the 
output of the sequencer is disabled). A reset must be active 
(high) for at least three cycles to insure that all internal 
states are correctly reset. (See the ADSP-1401 Data 
Sheet.) 


The TTR multiplexer selects the trap or output control signal 
with the clock line so that the output control is passed 
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Figure 1. Block Diagram of System with Cache 


during the first half of the clock and the trap is passed 
during the second half. 


In the case shown, where both data and program memory 
may produce a cache miss, the two trap signals are also fed 
to the condition code multiplexer which feeds the flag input 
of the sequencer. The cache update service routine then 
instructs the sequencer to perform a jump on condition and 
conditionally service either cache miss. 


The two cases of cache miss (program memory and data 
memory) are described separately, detailing both hardware 
and software. Even though both types of cache error 
handling are similar, the topics are treated individually to 
focus on the differences in programming techniques. 


PROGRAM CACHE MEMORY 

Small sections of the total program image are made 
available to the processor by using a cache memory. This 
cache memory has a much faster access time than the 
secondary storage holding the total program image (main 
memory). By utilizing this small, high-speed memory section 
as a cache instead of a large high-speed memory, a 
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tremendous cost savings can be realized. The task of 
transferring program code from the slower main memory to 
the smaller high-speed cache at the appropriate time is 
handled by a cache memory controller. It should be noted 
that downloading the cache memory presents a time 
overhead. If cache memory is to be used and if a routine 
can not be interrupted, a block size should be chosen so 
that the complete routine will fit into program memory, 
otherwise a cache memory should not be used in time 
critical routines. 


Cache Controller 

To implement a cache memory system, a cache controller is 
needed. The cache controller monitors the addresses 
output by the program sequencer or address generator and 
flags cache misses. A comparator, internal to the cache 
controller, detects when a block not residing in the cache 
memory is addressed. 


Before the sequencer can be used with the cache 
controller, interrupt vector, V9, must be initialized with the 
address of the cache management routine. Care must be 
taken when using interrupt IV9 since this interrupt is also 


used for stack overflow. (See the ADSP-1401 Data Sheet.) 
A trap input causes an asynchrounous, non-maskable 
interrupt. This means that the interrupt vector address is 
output by the sequencer immediately upon recognition, 
independent of the clock edge. There exists a 30ns delay 
time from trap input to interrupt vector address output so 
the system clock must be suspended (cycle stretch) to 
allow time to access the new instruction (first instruction of 
the interrupt routine specified by V9) before the next rising 
edge of the clock. As shown in the block diagram, the cache 
controller is connected to the system clock for this reason. 


Figure 2 shows the timing for the trap interrupt in 
comparison to a normal fetch cycle. The sequencer takes a 
time period, Tseq: to output the microprogram address. A 
time period, Tacc, is then needed to access the 
microprogram location. The top portion of Figure 2 illustrates 
this normal instruction fetch sequence. In the case of a 
cache miss, the sequencer will output an address as in a 
normal instruction fetch but after a time period, T¢>, the 
cache controller decides that the microprogram address is 
invalid. The cache controller produces the trap signal and 
the sequencer requires a time period, Tjjz, to output the 





Tacec 


TRAP 


interrupt vector address pointing to the cache update 
service routine. Once this address is output, the 
microprogram memory has to be accessed and another time 
period of Tacc is required. As Figure 2 shows, the clock 
must be stretched to account for the extra delay. 


When the clock is held low, the system is suspended since 
no clock edge occurs. Care must be taken that no glitches 
occur on the clock line during this clock stretch procedure. 


The trap interrupt causes the last address (the address 
which caused the cache miss) to be pushed on the 
sequencer stack. The interrupt vector stored in IV9 is then 
output pointing to the cache download routine in 
microprogram memory. All system circuitry not involved in 
the update procedure is suspended while the cache 
download occurs. 


The interrupt vector, IV9, is reserved for both trap and 
stack overflow. If a system utilizes both these functions, 
the interrupt service routine must determine the source of 
the interrupt. A typical application implements a -branching 
technique in the interrupt service routine. The flag input of 


CLOCK STRETCH 


Tace 


seq 


Figure 2. Cycle Stretch Timing 
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the sequencer accepts signals routed through a condition 
code multiplexer. Condition codes are systematically 
checked to determine the source of the interrupt and the 
appropriate jump is taken to properly service the interrupt. 
The download is accomplished by the use of the WCS 
sequencer instruction. (See “Implement A Writeable Control 
Store In Your Word-Slice™ System” Application Note.) 

The last instruction of the download routine must be a return 
from interrupt (RTI) which pops the sequencer stack, thus 
resuming program flow transparent to the cache download. 
The flow chart in Figure 3 illustrates this sequence. 


DATA CACHE MEMORY 

The data cache memory is implemented in much the same 
way as the program cache memory. Since data memory is 
independent of the program memory, the consequences of 
changing its contents are different. No instructions in 
program memory have to be changed, only data in data 
memory. The sequencer merely jumps to an interrupt routine 
that services the data memory cache at the time of a cache 
miss to reload the data memory. Since the trap function is 
used to detect a data memory cache miss, the system 
clock cycle has to be stretched in the same manner as for 
the program memory cache update. 


Normally the address generator updates address registers 
in the same cycle in which an address is output. (See the 


SEQUENCER: 


Calculate Next 


Address 


CACHE CONTROLLER: 
Check Address 


ADSP-1410 Address Generator Data Sheet.) The address 
which causes a cache miss must be latched externally 
since the contents of the internal register have already 
been updated (the current address will be needed when 
normal operation resumes). In addition to any pointers being 
used for normal data memory access, an extra pointer or 
address generator register is required to be used during 
cache memory update. 


After the download is complete, data accesses from 
memory must resume as if no cache miss had occurred; the 
first memory address must come from the external latch. 
The first address generator instruction after the service 
routine must be a NOP. The NOP instruction disables the 
output port of the address generator avoiding contention 
while the external latch provides the proper data memory 
address. The second memory access after cache memory 
update utilizes the internal register of the address generator 
resuming normal address generator operation. The output of 
the external latch is also disabled. 


CONCLUSION 

With minimal external circuitry and the use of the TRAP 
function o: the ADSF-1401 Program Sequencer, cache 
memory control can be simplified allowing for higher-speed, 
low-cost systems compared to systems using conventional 
memory. 
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Figure 3. Flow Chart for Cache Update Sequence 
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APPLICATION NOTE 


Implement A Writeable Control Store 
In Your Word-Slice™ System 


By Bob Fine 


INTRODUCTION 

The ADSP-1401 Program Sequencer is used to sequence 
through microprogram instructions residing in a micro- 
program memory. The microprogram instructions in turn 
control all the circuitry of the processor. Figure 1 shows the 
basic interconnection of the program sequencer to the 
microprogram memory. 
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Figure 1. Program Sequencer Connection to Microprogram 
Memory 


Typically, the microprogram is developed and “burned” or 
programmed into a read only memory (ROM) device so that 
the program is always there regardiess of whether the 
circuit is powered or not. This method of storing microcode 
(fixed control store) has an advantage in that data is not 
lost when power is removed from the circuit and no program 
memory initialization is required. 


Word-Slice is a trademark of Analog Devices, Inc. 


The disadvantages, though, outweigh the advantages for 
ROM type microprogram storage. A masking process or use 
of a ROM programming device is needed in order to store 
data and once the device is programmed, it cannot be 
changed. This adds extra handling in the manufacturing 
process, increasing cost and potential for error, and also 
limits the flexibilty of the system. 


WRITEABLE CONTROL STORE 

With the availability of fast, CMOS static RAMs (25 - 50 ns 
access time), a writeable control store may be a better 
solution for microprogram memory. A writeable control store 
is basically a random access (RAM) read/write memory 
which serves the same purpose as the fixed ROM control 
store but adds the advantage of flexibility since new code 
can be written into the RAM at any time allowing dynamic 
configuration of the microcode system. 


The writeable control store (RAM devices) is normally in a 
read only mode, acting as the microprogram memory. It 
receives its address from the program sequencer while its 
data output (microcode control bits) feeds the processor 
circuitry. Unlike the ROM based microprogram memory, the 
writeable control store can be downloaded with new program 
code at any time. This provides the advantage of flexibility 
but at the expense of extra circuitry needed to support the 
loading of RAM. A data path must be made available from a 
host or DMA circuit to the data input of the writeable control 
store. Since the host may supply data at a rate slower than 
the program sequencer clock rate, some handshaking is 
required. Also, addresses must be provided, pointing to the 
appropriate writeable control store location, while memory 
write and enable signals are properly supplied. 


ARCHITECTURAL DESCRIPTION 

The architecture of a writeable control store, used in 
conjunction with the ADSP-1401 microprogram sequencer, 
is very similar to that of a fixed control store except that 
there must be an access path from a host or DMA circuit to 
the microcode memory for download purposes as shown in 
Figure 2, on the following page. 
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' Upon initialization of the Word-Slice system, the writeable 
control store must be filled with microprogram code before 
operation of the circuit can begin. 
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Figure 2. Host Data and Control Connections for WCS 


The following description contains the details of imple- 
menting a writeable control store with the ADSP-1401 and 
some RAM, and details the initialization procedures for 
loading and starting program execution. 


Two examples are described showing: 


1) Asystem that contains conventional ROM based 
microcode memory and in addition, has a section 
of writeable control store. This preferred case is 
often found where a fixed program, residing in 
ROM, is used to provide a power-up program or 
boot procedure. 


2) Asystem that only contains RAM or writeable 
control store and must be initialized upon 
power-up, since memory contents of the RAM are 
lost when power is taken away. Basically, the 
system at power-up is “dumb” and must be 
initialized by a host or DMA circuit. 


The ADSP-1401 provides addresses to the microcode 
memory during program download and normal program 
execution. Microcode instruction control bits come from the 
data output of the microprogram memory. The data input of 
the microprogram memory is fed by a host or DMA circuit 
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during microcode download and the control lines. of the 
microcode memory (RD/WR and CS) are controlled by both 
the host and the microcode system circuits. E 


~ WCS INSTRUCTION 


A sequencer instruction, dedicated for writeable control 
store download (WCS), is provided to facilitate the 
implementation of the above mentioned architectures. The 
WCS instruction will put the sequencer into a mode in which 
sequencial addresses are output every clock cycle and 
instruction inputs are ignored. The flag input may be used 
for handshaking. 


The WCS instruction works in the following manner; the 
WCS. instruction code (20 Hex) is presented to the 
instruction input of the program sequencer and a starting 
address value is presented to the data input (the flag input 
should be at a normally low logic state). Once the 
instruction is clocked into the sequencer by the rising edge 
of the system clock, the instruction and data inputs are 
ignored. Thus, the WCS instruction and starting address 
need only be presented to the sequencer for one cycle (but 
are allowed to remain for several cycles since these ports 
are ignored during WCS execution). 


The program sequencer will output the starting address, 
which was fed to it through the data port, and will wait for the 
flag input to go to a logic high level. The flag input can be 
held high for full speed operation or the flag can be used for 
handshaking with a slow host. If handshaking is used, the 
flag is asserted (brought to a high logic level) when data is 
ready and the program sequencer is to increment its output 
address. 


The instruction input will continually be ignored while the 
sequencer outputs sequential addresses. Depending on the 
termination technique used, the sequencer will continue to 
increment address values every cycle that the flag is high 
until either an internal or external interrupt occurs. 


In most cases, the flag input is also used as a condition 
code input for system circuitry and a condition code 
multiplexer selects which signal is to be fed to the flag input. 


There are two methods of terminating download utilizing the 
program sequencer’s interrupt circuits. One is to use the 
internal counter register CO to count a specific number of 
memory locations to be filled and have the sequencer stop 
automatically via an internal interrupt. The second is to 
interrupt the sequencer via the external interrupt pins. With 
both these methods, an interrupt vector address must be 
programmed into the sequencer; and with the first method, a 
count value must be put into CO. The count value must be 
two less than the number of instructions being downloaded. 
When the internal counter underflows, the interrupt vector 
IVO is placed at the output of the sequencer during the next 
cycle. Since an interrupt pushes a return address on to the 
stack yet no real interrupt return exists, the stack must be 
popped after the interrupt jump occurs to clean-up the 
stack. 


WRITEABLE CONTROL STORE IN 

CONJUNCTION WITH FIXED CONTROL STORE 

A microcode system that has a fixed control store (ROM) 
can be enhanced by adding a writeable control store (RAM) 
thus providing added flexibility. The ROM _ contains 
programs that are unlikely to change, such as a boot 
program, and the RAM is used for general purpose program 
area. The microcode ROM must contain a writeable control 
store download program that sets up the interrupt vector 
address and, if used, sets up the internal counter with the 
appropriate value. An example of the instruction sequence 
to download 1024 microcode instructions starting at 
location 256 is shown in Table 1. 


Mnemonic Opcode Data Comment 


SLRIVP 1D 0020 Initialize stack limit 
register and interrupt 
vector pointer. 

Load interrupt vector 
address (100) into IVO. 
Load counter with 2 
less than the number of 
memory locations to be 
filled (SFE). 

Start download at 
address 0100. 


WRIV OD 0100 


WRCNTR ~~ 38 O3FE 


WCS 20 0100 


Table 1. Instruction Sequence For WCS 
Download 


The first instruction (SLRIVP) loads the stack limit register 
and the interrupt vector pointer. The interrupt vector pointer 
is loaded with a 0 to point to VO, which is used for WCS, and 
a stack limit of 32 (20 Hex) is used. The interrupt vector 
pointer value is put into bits 12 - 15 and the stack limit is put 
into bits 2 - 5 to yield a 20 Hex. 


The next instruction (WRIV) loads the interrupt vector 
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address, which is 100 Hex in this example. This address is 
the starting address for program execution once microcode 
download is complete. 


The WRCNTR instruction loads the counter for use with the 
internal interrupt of the sequencer. The value loaded is two 
less than the number of instructions to be downloaded. 400 
Hex instructions are to be downloaded so a count of 3FE 
Hex is used. 


Finally, the WCS instruction initiates the download. A data 
value of 100 Hex is used to denote that download will start 
at location 100 Hex of the microcode memory and will 
continue sequentially until the counter underflows. 


If an external interrupt is to be used instead of the internal 
interrupt from the counter, the WRCNTR instruction may be 
omitted. No added hardware is needed for this implemen- 
tation and is the recommended configuration. 


WRITEABLE CONTROL STORE WITH NO ROM 

It is possible to build a Word-Slice system with no ROM by 
adding a minimal amount of circuitry to accommodate a 
writeable control store download. This hardware must 
present the WCS instruction and starting address to the 
sequencer to start the download and then assert the reset 
input to start program execution after download is complete. 
It should be noted that the first instruction after a reset 
must be a CONT. Therefore, the CONT should be the first 
instruction downloaded to location 0. This hardware is 
shown in Figure 3. 


By decoding address bits of the host address together with 
the host write pulse a signal is produced (WCS START) 
which is used to initiate the download sequence. This signal 
enables the outputs of buffers which drive the instruction 
and data bus of the ADSP-1401. The WCS opcode (20 Hex) 
and the starting address (0000) are placed on the 
appropriate busses. The ADSP-1401 is put into the WCS 
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Figure 3. Block Diagram of WCS Circuit with No ROM 
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mode at the rising clock edge and after the first address is 
output awaits the assertion of the flag input. 


The handshake logic shown in Figure 3 is used in both ROM 
and no-ROM WCS techniques. The timing for the handshake 
is shown in Figure 4. 
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Figure 4. WCS Handshake Timing Diagram 


This host write pulse must be synchronized to the Word- 
Slice circuit's clock. This is typically done with a D-type flip- 
flop. The synchronizer circuit must also limit the duration of 
the flag or synchronized host write to one clock cycle. 


After the final memory location is filled, the host resets the 
sequencer, clearing the WCS and causing a jump to location 
0 (the first instruction of the writeable control store). It 
should also be noted that since the microcode memory and 
the instruction buffer share the same bus, the output of the 
microcode memory must be disabled while the buffers drive 
the bus. The host must also control the write line of the 
microcode memory. 


It should be noted that since neither the counter nor the 
interrupt vectors of the sequencer were initialized, the 
interrupting methods for terminating the download sequence 
can not be used. Once the writeable control store is filled, it 
is still possible to rewrite sections of the RAM by having a 
download routine similar to that of the ROM system included 
in the control software. 


WCS HANDSHAKE SYNCHRONIZER FOR 

ADSP-1401 

WCS selects a mode which greatly simplifies downloading 
programs to microcode memory from an external device, 
such as a microprocessor or microcontroller. In this mode, 
the ADSP-1401 outputs sequential addresses as the 
microcode RAM or Control Store is being written. A Flag 
input is needed for handshaking because, in almost all 
cases, this external device will download microcode at a 
rate much slower than the program sequencer’s clock. 
Since this handshake signal will be asynchronous with the 
ADSP-1401’s clock and usually will be longer in duration, a 
synchronization circuit must-be used. 


Figure 5 shows such a synchronizer circuit, actually a 
digital one-shot. The downloading device’s handshake 
signal is synchronized to the Word-Slice system clock and 
its duration is limited to one clock cycle. The timing for this 
logic is shown in Figure 6. One timing constraint on the input 
handshake signal is that it be greater than the ADSP-1401 


7-50 APPLICATION NOTES 


Synchronized 
Flag 





Unsynchronized 
Flag 


Clock 


Figure 5. Flag Synchronizer Circuit 
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Figure 6. Flag Synchronizer Timing 


clock cycle so that it is recognized before one of the clock 
edges. This signal must be a negative true logic level. 


This circuit can also be used with the program sequencer’s 
conditional jump and conditional branch instructions, for 
synchronizing any asynchronous external condition flag. 


DATA SEGMENTING | 

In most cases the width of the microcode word is larger than 
the data width of the host bus. Therefore, the writeable 
control store must be loaded in segments where the number 
of segments needed is equal to the microcode field width 
divided by the host data bus width. For example, if the 
microcode word is 48 bits wide and the host data bus is 16 
bits wide, three segments or three passes are needed to 
completely fill the microcode memory. 


The host must divide the microprogram to be downloaded 
into segments and fill all locations of microcode memory one 
segment at a time. Thus, in the three segment example, the 
sequencer must perform the WCS instruction three times. 
The circuit shown can be retriggered by the host for 
subsequent segment loading. In the case of a system 
containing ROM, the program must allow for multisegment 
loading. 


A counter in conjunction with a decoder can be used to 
provide the appropriate write enable signals for the banks of 
RAM chips during each WCS pass. The host write, which 
initiates the WCS, is also used to increment the counter. 
The counter is reset by the host. 


CONCLUSION 

By implementing a writeable control store in your Word- 
Slice system, great flexibility is added in comparison to a 
system using fixed control store. The WCS feature of the 
ADSP-1401 Program Sequencer simplifies the task of 
downloading to a writeable control store and minimizes the 
need for added external circuitry. 
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APPLICATION NOTE 


Optimize Data Transfers Between 
Word-Slice™ Components 


by Steven Cox 


INTRODUCTION 

System designs using the ADSP-1401 Microprogram 
Sequencer and the ADSP-1410 Data Address Generator 
have the advantage of fast, flexible data transfers between 
system components. The 16-bit bidirectional data port on 
both of these Word-Slice components is key to this 
advantage. This application note discusses the use of these 
data ports as well as the design considerations required to 
operate the ports in an optimal configuration. 


TYPICAL SYSTEM 

Figure 1 shows a typical Word-Slice system. Here we have 
a general purpose configuration with an ADSP-1401 Pro- 
gram Sequencer for controlling program flow, an ADSP- 
1410 Address Generator for data memory address gen- 
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Figure 1. Word-Slice System Configuration 
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eration, a data memory (DM), and an arithmetic unit. Two 
separate 16-bit data buses join these functional units, the 
Constant Bus and the Data Bus. The Constant Bus 
connects the ADSP-1401’s data port, the ADSP-1410’s data 
port, and the microprogram constant field (CF) together 
with a bidirectional buffer. This buffer leads to the Data Bus 
which joins the arithmetic unit and data memory. Although 
we are discussing a specific system configuration, the ideas 
presented here apply also to various configurations. The 
abbreviation, (WS), refers to either of the Word-Slice 
components; the ADSP-1401 or the ADSP-1410. 


WORD-SLICE DATA PORTS 
The 16-bit bidirectional data ports on both the program 
sequencer and the address generator permit loading or 
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dumping of all internal registers. An internal input data latch 
is transparent during the clock low period allowing incoming 
data to be setup before the clock edge. Input data is latched 
for the entire first phase, (clock high). In turn, output data 
operations will drive the data port only during the clock high 
period. Whether a data input or output is done during phase 
one is instruction dependent, but the data port driver will 
always be in a high impedance state for the second phase, 
(clock low), allowing setup time for any subsequent inputs. 


This I/O arrangement permits data to be output from the 
1401 or 1410 during clock phase one, while allowing 
external input data setups, (for the next cycle), during phase 
two. A data read and write can occur in a single cycle. 
Therefore the number of overhead instructions for program 


enables the use of the 1410 as a data ALU, and allows an. 
address lookup table to reside in data RAM. 


1401 <-> 1410 : Used for saving the 1410 registers on the 
1401’s_ subroutine stack during a context switch or 
subroutine call. In addition, it allows use of the 1410 as an 
ALU for program addresses. For instance, if this system 
were performing a Fast Fourier Transform, the 1401 would 
need the shifting function of the 1410’s ALU for calculating 
the number of butterflies per group and the number of 
groups per stage. Both are used by the 1401 for counting 
loops in the FFT algorithm. 


CF -> WS: For initialization of all 1401 and 1410 registers. 
Supplies the 1401 with direct, indirect, and relative program 


Clock | Phase 1 | Phase 2 | 


Data Port 





++: 


topp 
Figure 2. Data Port Timing 


housekeeping is reduced and tighter loops can be written. 
Figure 2 is the timing diagram for the data port of the 1401 
or 1410 while executing an input and output in one cycle. 
The timing parameters are as follows: togg is the clock to 
data delay; togis is the output data disable time; tg, is the 
input data setup time; and tj, is the input data hold time. 
See the ADSP-1401 and the ADSP-1410 Data Sheets for 
detailed timing information. 


DATA TRANSFERS 

Listed below are the five basic data transfers supported by 
our typical Word-Slice system. Transfers from the 
microprogram constant field are one way while all others are 
bidirectional. 


1401 <-> DM : Primarily for saving the contents of the 
1401’s internal stack after a stack overflow. Also for 
dumping the counters, RAM, status etc. for a context 
switch. 


1410 <-> DM: Saving 1410 registers for a context switch, 
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data output 


++: 


topis 
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addresses, and supplies the 1410 with immediate data 


addresses or offsets. 


CF -> DM: This is used for initializing data RAM with 
constants stored in the microprogram code. 


DATA TRANSFER HOLD LATCH 

All components receiving data from a Word-Slice data port, 
i.e., Data RAM or another Word-Slice data port, require that 
the data be stable in phase two, a certain setup time prior to 
the clock going high. Since the data port drives only while 
the clock is high we must have a way to hold this data for 
the remaining clock low period. One way this can be 
accomplished is by modifying the bidirectional buffer 
between the Constant Bus and the Data Bus. 


Figure 3, on the following page, shows the Word-Slice 
system with this modification. The 16-bit buffer is replaced 
with 74F543 octal registered transceivers which form the 
Data Transfer Hold Latch. The Data Transfer Hold Latch 
has two 16-bit I/O ports, 32 three-state buffers, and 32 


transparent latches which allow the transfer of data between 
two buses with the ability to latch data from either. Four 
signals, driven by a microcode pipeline latch, control the 
transfer operations. Several of these signals are gated with 
the clock to ensure proper timing for the half-cycle latching 
and enabling operations which must occur during a 
transfer. Two of the signals, LECD and LEDC, control the 
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transparent latches. The latches hold data when these 
controls are high and pass data to the corresponding three- 
state buffer when low. OECD and OEDC, the other two 
signals, control data flow direction between the buses. 
When OECD is low, the latch sourced by the Constant Bus 
drives the Data Bus. Similarly when OEDC is low the latch 
sourced by the Data Bus drives the Constant Bus. 
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Two data transfer scenarios, WS -> WS:and WS -> DM, 
require the latches to hold the data during clock low, while 
the remaining three: DM -> WS, CF -> DM, and CF -> WS; 
do not. The relative timing for these five 
scenarios is given in Figure 4 and a control signal truth table 
is given in Figure 5 (see following page). The most 
complicated of the five scenarios is the WS -> WS transfer. 
For the example of transferring the contents of a 1410 
address register to a counter register in the 1401 as used in 
an FFT, the 1410 outputs the data onto the Constant Bus 
during clock high. Then the latch sourced by the Constant 
Bus latches the data as the clock goes low, and holds the 
data on the Data Bus while the clock is low. Simultaneously — 


WS -»WS WS -> DM 


7 a ae a a: 
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Figure 4. Data Transfer Timing 
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the latch sourced by the Data Bus is in a transparent mode 
and during phase two drives the data back onto the 
Constant Bus. Consequently, the data from the clock-high 
period is held throughout the clock-low period so Ne 1401 
can load it into one ofits counter registers.. ne, 


SEQUENCER OUTPUT AND DIRECT JUMP ay 

The pipelined control signal, KEN, when low, enables the 
microcode constant field onto the Constant Bus. KEN is 
ORed with the clock so that a data port input and output, as 
discussed above, can occur in the same cycle without any 


bus contention. This allows data transfers such as WS -> 


DM and CF -> WS to be executed simultaneously. 
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Figure 5. Data Transfer Truth Table 


Therefore one can pop data from the 1401’s stack, save it in 
Data RAM, and perform a direct jump indexed by an 
immediate value from the microcode constant field. This 
transfer is key, for example, in the fast execution of a loop 
that pages out the contents of the 1401’s stack to data 
memory. 


STACK PAGING EXAMPLE 

Figure 6 is an example of the code required for this stack 
paging loop. For initialization, this code assumes that the 
1401’s subroutine stack pointer is pointing to the bottom of 
data to be paged, the 1410’s RO address register contains 
the first data memory address to be loaded, and the 1410’s 
CO compare register contains the final data memory 
address to be loaded. Also the compare/zero flag of the 
1410 is connected to the 1401’s condition flag input so the 
program sequencer can decide when the data is completely 
paged out. 


pageout PPSSD, NOP, 


UDA NF, 





Figure 6. Stack Paging Loop Code 


CONST pageout, 





This loop consists of two microcode instructions, each made 
up of five operation fields (labeled 1-5 in Figure 6) preceded 
by an optional label. Each field is separated by a comma. 
The first field is the program sequencer operation, the 
second field is the constant field, the third is the address 
generator operation, and the fourth operation controls the 
signals for the Data Transfer Hold Latch and constant field 
output enable. The last field controls the write enable 
signals for the data RAM. 


In the first instruction, PPSSD pops data from the 1401’s 
internal stack onto the Constant Bus, while YINC supplies 
the data memory with a write address and increments the 
address register RO to the next write address. The popped 
data is held on the Data Bus during the second half clock 
cycle for the data memory write and simultaneously the 
microcode constant field supplies the 1401 with an absolute 
jump address, (pageout), over the Constant Bus. Here the 


3 4 5 
[YING CO RO,| XFER, | WRITE DM, 
|NOP, NOP, | NOP, 
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Data Transfer Hold Latch separates the Constant Bus and 
the Data Bus so that the data write and the address setup 
for the absolute jump can occur in the same cycle. The 
instruction XFER refers to assertion of the control signais as 
shown in the truth table for the WS -> DM & CF -> WS 
transfer. In the second instruction the JDA NF operation 
loops back to the start address (pageout) if the 1410’s 
compare fiag is not set or ends the loop if it is set. 


CONSTRAINTS 

The assembler used for generating microcode for this or any 
system should place error flags on several illegal operations 
which could result in bus contention. For instance the Data 
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Bus cannot be in use during a WS -> WS transfer. The 1401 
ana 1410 cannot drive the Constant Bus at the same time, 
and the microcode constant field cannot drive the Constant 
Bus duringaDM->WS transfer. 


CONCLUSION 

The bidirectional data port of the ADSP-1401 Program 
Sequencer and ADSP-1410 Address Generator provides for 
fast and flexible data transfers which can contribute to your 
Word-Slice system’s performance. The inclusion of a Bus 
Transfer Hold Latch simplifies the timing of these transfers 
and allows additional efficiency for time critical code. 
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A Guide to Designing Microcoded Circuits 


by Bob Fine 


INTRODUCTION 

The majority of “smart” circuits designed-to-date utilize 
microprocessors to control data flow and perform compu- 
tations. Microprocessors can be thought of as sequential 
processors where one operation is performed at a time and 
multiple operations are performed in a sequence. Many 
applications require very high computational throughput, not 
available with microprocessors. A microcoded approach to 
designing a system offers a high degree of functional 
parallelism (where many operations can be performed 
simultaneously) which gives rise to high computational 
throughput. 


This application note describes some microcode circuit 
basics and the related design issues. It details the steps to 
be taken when embarking on a microcoded design. 


MICROCODE PRINCIPLES 

The basic difference in design philosophy between 
microprocessor circuits and microcoded circuits is that the 
functions which are integrated onto the single micro- 
processor device are broken out as separate devices or 
building blocks in the microcoded circuit. With this 
configuration, each functional block is allowed to operate 
independently and simultaneously. When more operations 
occur within any given time frame, the complete task 
requires less time. This is especially important when the 
operations are arithmetic. 


Since each device in the microcoded circuit can operate 
independently, a method is required for coordinating their 
operation to produce a synchronous system. If all devices 
were to receive their operating instructions from a single 
source which is synchronous to a system clock, these 
devices would be able to operate in tandem to comprise a 
complete system. The larger or more complex the system, 
the more devices required. The instruction source for all the 
microcode devices in the system is the microcode memory 
which contains instructions at each of its locations. During 
each system clock cycle, a microcode memory location is 
accessed and the instruction residing at that location is 
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presented to the microcode devices. The width of the 
microcode memory will depend on the number of devices in 
the system. A larger number of devices requires more 
instruction bits to control the devices. 


Figure 1, on the following page, shows an example of a 
microcode memory. As we sequence from location to 
location, different bit patterns are output from the memory. 
Figure 1 focuses on the most significant instruction bit 
showing that as sequential locations are accessed, a digital 
waveform is produced at the memory output. The state of 
the digital waveform depends on whether the contents of 
that location of microcode memory in that bit position is a “1” 
ora “0” corresponding to a logic high or low respectively. 
The outputs of the microcode memory can be grouped to 
form smaller instruction words feeding VLSI devices or can 
be used as individual control lines to drive SSI and MSI 
circuits such as buffers, latches, memories, etc.. This is 
illustrated in Figure 2 (see next page). 


Pipeline Latches 

Microcode memories are constructed with either RAM 
(random access memory) or ROM (read only memory) 
components. Depending on the depth and width of the 
microcode memory needed, many memory ICs may be 
cascaded. The accessing of a memory involves an address 
becoming stable, the location contents being accessed and 
the data output becoming stable. Between memory 
accesses, as the address and data become stable, the 
output of the memory is in an undetermined state. The 
consequence of having these undetermined bits driving the 
devices of the microcode circuit is that unpredictable circuit 
operation is imminent. To prevent such operation, pipeline 
latches are required. A D-type latch is placed at the output 
of the microcode memory and is clocked at every rising 
edge of the system clock as shown in Figure 3 (see page 3). 


The timing of the microcode memory is such that valid 
outputs exist prior to the rising edge of the clock and stable 
information is loaded into the latch. The latch will hold this 
valid microcode instruction unti! the next clock edge. During 
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Figure 2. Microcode Memory to Device Connection 
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Figure 3. Microcode Pipeline Latch Connection 


this time, a new microcode memory location can be 
accessed. The process of holding a valid instruction while 
the next is being fetched is called pipelining, hence the 
name pipeline latch. The timing for the microcode memory 
access and pipeline latch is shown in Figure 4. 


Note that, within the time of one clock cycle, the memory 
output is in both undetermined states during memory access 
and valid data states after access is complete. The latch 
output, however, is valid for a complete clock cycle. 


With a working knowledge of microcode basics and an 
understanding of microcode memories and pipeline latches, 


we can now handle the task of designing a microcode 
system. 


PIPELINE PIPELINE 
LATCHED LATCHED 


MICROCODE 
MEMORY ADDRESS ADDRESS 
ADDRESS f "1 #2 
i memory : i 
i access : | i 
. s 
INSTRUCTION 
#2; 
INSTRUCTION 
; #1 















MEMORY 
OUTPUT 


/\NSTRUCTION 
#1 


LATCH 
CONTENTS 






INSTRUCTION 
#2 


Figure 4. Microcode Pipeline Latch Timing 


~ SYSTEM DESIGN EXAMPLE 

The first step in designing a microcode circuit is to 
_ determine what functions the circuit must perform. By doing 
$0, it can then be determined what components or devices 
are required. The data flow between devices must also be 
- defined. | 





Once this step is complete, a microcode memory organ- 
ization must be done. Each device in the system must 
receive its instructions from the microcode memory. Each 
instruction subfield will be placed side by side along with 
any miscellaneous control lines. 


Design Goal 


The goal of this design example is to provide a general 


purpose array processor circuit that can execute a variety of 
DSP and numerical processing functions. A simple example 
is desired which will make a trade-off in performance for a 
lower price and fewer parts count. 


A single data bus structure is chosen for design com- 
pactness and simplicity as opposed to a multiple bus 
structure with multiple memories. The functions which need 
to be executed on this example design are an FIR filter, 
correlation, an FFT (up to 4K points), and a matrix multiply. 


From the design goal, it becomes apparent that a data 
memory large enough to contain 4K words of real data, 4k 
words of imaginary data and 4k coefficients is needed. Also, 
an address generator is required to supply addresses to 
data memory. A multiplier/accumulator is required that will 
easily interface to the single data memory, single bus 
structure of this system. To control the activity of the system 
circuitry, a program sequencer and microprogram memory is 
needed. Finally, for a “real world” interface an A/D and D/A 
are to be used. ; 


Circuit Description 

The design example described consists of a program se- 
quencer to control microcode instruction flow, a 16-bit data 
bus, an address generator to provide data memory ad- 
dresses, a data memory, several data buffers, a data latch, 


~a multiplier/accumulator and an I/O port. Figure 5 (see next 


page) illustrates this architecture. The assignment of 
instruction subfield to a _ specific location within the 
microcode instruction is purely arbitrary and will usually 
correspond to hardware relationships. Related hardware will 
have adjacent instruction fields. 


Microprogram Sequencing 

In a complex, high performance system the instructions of 
the microcode memory will not be fetched sequentially as 
previously described. In most cases, sophisticated program 
flow will be needed. A microcode program is not any 
different than any other program, be it for a microprocessor 
or mainframe. It is desired to have program flow that can 
accommodate nested loops, subroutines, interrupts and 
complex jumps and branching. 


The ADSP-1401 is a high-speed microprogram sequencer 
optimized for the demanding sequencing tasks found in 
digital signal processors and general purpose computers. 
Unique features such as on-chip storage and control of ten 
prioritized and maskable interrupts, four decrementing event 
counters, absolute, relative and indirect addressing 
capability, download capability (writeable control store), and, 
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Figure 5. Block Diagram of Example System 


a dynamically configurable 64-word RAM ideally meet the 
sequencing demands of any microcode circuit. 


As with other devices in the system, the program sequencer 
will receive its instructions from the microcode memory. In 
essence, the microcode memory is instructing the program 
sequencer how to get the next instruction. Figure 6 shows 
an example of a non-sequential program flow. Each 
instruction gives sequencer information on how to get to the 
next instruction to be executed. 
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Figure 6. Non-Sequential Program Flow Example 


In Figure 6, the instruction at location 1 in microcode 
memory instructs the program sequencer to perform a 
program jump to location 10. The sequencer responds by 
outputting an address 10 resulting in a jump subroutine 
instruction to be fetched. The program sequencer responds 
by outputting an address 100 (the starting location of the 
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subroutine). The instruction at location 100 is a return from 
subroutine resulting in the program sequencer outputting an 
address 11. These jumps and subroutine calls can also be 
made conditional upon some external event. _ 


The ADSP-1401 contains an internal pipeline register and 
can be connected directly to the output of the microcode 
memory. No external pipeline latch is required as with other 
devices. 


Address Generation 

Now that the first device (the program sequencer) has been 
selected, it is time to further define the architecture of the 
microcode system to be built. In the general purpose design 
example used throughout this paper, a 16-bit data bus 
structure is used. Data operands must reside in a data 
memory and all data busses and memories are 16 bits wide. 
The length of the data memory is determined by the 
maximum size of any data record that must be stored. In 
this example, a 16K word memory is chosen. 


This 16K x 16 data memory may contain many smaller data 
records and a method for properly accessing these data 
points is needed. The ADSP-1410 is a fast, flexible address 
generator which rapidly generates the data memory 
addresses required for a wide range of digital signal/array 
processors and other high-performance computers. The 
ADSP-1410’s architecture features a 16-bit ALU, a 
comparator, and 30 16-bit registers. In a single cycle, the 
device can output a 16-bit memory address, modify this 
memory address, and, detect when the address value has 
moved to or beyond a pre-set boundary and conditionally 


loop back to the top of a circular buffer. Consequently, 
circular buffers and modulo addressing for data memories 
can be implemented without overhead. The ADSP-1410 
contains an internal microcode pipeline latch and can be 
connected directly to the output of the microcode memory. 
No external pipeline latch is required as with other devices. 


Since 16K words of data memory are required, only fourteen 
of the sixteen address lines of the address generator are to 
be used. The two most significant address output lines are 
left unconnected. 


SYSTEM ARCHITECTURE 

Now that the necessary components have been selected, 
the system architecture can be defined. A block diagram of 
the example system described is shown in Figure 5 (on 
previous page). 


The only component specification that has not yet been 
completed is that of the microcode memory width. Table 1 
shows the components selected and the number of 
microcode bits required for each component. 


COMPONENT MICROCODE BITS 

Arithmetic Devices 
Since the system to be built is to perform high speed 1) Program Sequencer 7 
arithmetic computations, an appropriate arithmetic device or 2) Address Generator 11 
devices must be selected. This selection will depend on 3) Data Memory 2 
desired port structure, Computation speed and overall 4) Multiplier/Accumulator 8 
features. For this design, an ADSP-1110A_ single-port 5) Input |/O Buffer 1 
multiplier/accumulator has be selected. 6) Output I/O Latch 1 

TOTAL 30 


The ADSP-1110A is a high-speed, low-power, single-port 16 
x 16-bit multiplier/accumulator (MAC) offering unique 
advantages such as compact 28-pin DIP package, simpler 
system interface to single-bus peripherals, reduced cost and 
features such as overflow and saturation. This device will 
perform multiplications, additions and subtractions which are 
the core operations in most algorithms. One of the 
advantages of a microcode system is that many arithmetic 
devices can be organized in parallel to improve the 
computational throughput of the system. In this design, only 
one arithmetic device is used. 


/O Ports 

The example system also has an I/O requirement for a 12- 
bit analog to digital (A/D) converter and a 16-bit digital to 
analog (D/A) converter. The microcode system will be 
constructed so that the A/D converter can interrupt the 
system when a sample is ready. 


Miscellaneous Devices 

To connect the A/D and D/A converters to the microcode 
system's data bus, an input buffer and an output latch are 
needed. Microcode control lines are needed to instruct the 
buffer and latch what to do. 


MSB 


Table 1. Required Microcode Bits 


Thirty microcode bits are required to drive the system 
components. A 16-bit data constant field is also required so 
that data values can be specified immediately via the 
microprogram. An additional enable control bit is required to 
allow the data constant to be driven on to the bus. This 
brings the total number of microcode instruction bits to 47. 


MICROCODE INSTRUCTION DEFINITION 

The flexibility of the microcode system allows the designer 
the freedom to place the instruction subfields in any order. 
To make microprogramming easier and microprograms 
easier to read, related functions should be placed in 
adjacent fields. Figure 7 shows the instruction subfield 
placement within the 47-bit microinstruction described 
above. 


The program sequencer instruction is placed in the most 
significant bits or left-most portion of the microcode 
instruction word. This position was chosen because the 
program sequencer determines program flow and will be 
important when the microprogram has to be read by a 
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Figure 7. Microcode Instruction Subfield Placement 
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person. The program sequencer instructions will be easily 
identified as the left-most part of the microcode instruction. 
The data constant field was arbitrarily positioned next with 
the related data buffer enable-bit adjacent. 


The next portion of the microcode instruction relates to data 
memory with the address generator instruction and memory 
control lines. The remaining portions of microcode 
instruction deal with the MAC and I/O port. 


Figure 8 details the hardware components and _ their 
connection to the specific microcode instruction fields. 
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TIMING ANALYSIS 

With the microcode instruction word and functional blocks of 
the system defined, the detail design of the system can be 
done. This involves a careful analysis of instruction tying 
data flow, and pipeline skew. 


Microcode Memory Timing 

A first step in analyzing system timing is to determine the 
microcode memory access time required for a given system 
clock cycle. A 10 MHz system clock (100ns cycle time) is 
used for this design example. To determine the required 
microcode memory access time, the program sequencer 
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Figure 8. Example System Block Diagram 
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timing must first be analyzed. The ADSP-1401 Program 
Sequencer used in this example has an instruction set-up 
time (Tsy) of 25ns and an output address delay time (Top) 
of 20ns. This is graphically illustrated in Figure 9. 
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Figure 9. ADSP-1401 Instruction/Address Timing 


The sequence of events which occurs during a microcode 
memory instruction fetch is as follows -- set-up program 
sequencer instruction, wait for valid address from program 
sequencer, access microcode memory location, wait for 
new instruction to be output from microcode memory, set-up 
new program sequencer instruction, etc.. This sequence is 
shown in Figure 10. 
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Figure 10. Microcode Memory Instruction Fetch Sequence 


As shown in Figure 10, the instruction set-up, the output 
delay, and the memory access must fit into the cycle time. 
The instruction set-up and output delay times are known to 
be 25ns and 20ns respectively. This leaves 55ns remaining 
in the 100ns cycle for microcode memory access. If 5ns are 
left for overhead or extra margin, then a 50ns access time 
memory should be selected. /t should be noted that this 
access time is only required for the microcode memory 
portion that feeds the program sequencer. The access of 
the remaining microcode memory will not involve the 25ns 
set-up time. Figure 11 shows the timing for remaining 
microcode memory feeding the instruction pipeline latches. 
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Figure 11. Microcode Memory/Pipeline Latch Timing 


As shown in Figure 11, the microcode instruction is valid to 
the end of the cycle. The rising edge of the clock latches 
valid microcode instruction bits into the pipeline latch. The 
pipeline latch holds these instruction bits until the next rising 
edge of the clock. 


All that is involved in this case is the 20ns output delay, the 
2ns set-up time for the 74F374 pipeline latch and the 
remaining 78ns for the microcode memory access. Leaving 
3ns for margin, a 75ns access time memory is selected for 
the remaining microcode memory. 


Data Flow 

Data flow consists of the transfer of data words between the 
/O port, the data memory, the arithmetic device, the 
program sequencer and the address generator. Each device 
will have a specific data set-up time for inputs and a specific 
output delay and hold time for outputs. A data memory 
access time can be determined by combining these data set- 
up, delay, and hold times. Since many data paths may exist, 
the access time for data memory must be verified for each 
data path. 


In this example design, the data paths are as follows. 
1) Data Memory to Multiplier/Accumulator, 
2) Multiplier/Accumulator to Data memory, 


) 

) 
3) A/D to Data memory, 
4) Data memory to D/A. 


These paths are shown in Figure 12 (see next page). 


Adequate time must be allowed for data input set-up, output 
delay and hold times with additional margins to compensate 
for bus capacitances. 


Instructions and control lines will also have a specific set-up 
and hold time requirement. It is possible, due to pipeline 
delays in the system, that an instruction may be specified for 
a data transfer several cycles before that data is actually 
used by any device. A careful analysis of data flow will 
determine the pipeline skews required in programming. 
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Figure 12. Data Paths for Design Example 


SOFTWARE DEVELOPMENT 

With the detailed design of the system complete, software 
development can begin. The first development tool required 
is a meta-assembler such as the METASTEP assembler 
available fom STEP ENGINEERING in Sunnyvale, CA. A 
meta-assembler will allow the programmer to specify the 
microcode instruction word which has been defined and to 
represent machine code by assembly mnemonics. The meta- 
assembler can then be used, like any other assembler, to 
allow the programmer to write microcode on a higher level 
using address labels, variables and constants. A linker can 
join different program modules together and a PROM 
formatter prepares data for the user specific PROM 
configuration. 


CIRCUIT DEBUGGING 

As with many circuits, unpredictable problems in software or 
hardware occur. it is now the job of the designer or 
technician to debug the microcode circuit. There are several 
approaches available, each differing in cost of development 


7-64 APPLICATION NOTES 


tools and manpower required. In general, the better the 
debug tools, the easier it is to find the problem. 


The most basic method of debugging involves an 
oscilloscope, a logic analyzer and a lot of sweat. A single- 
step clock feature, where the clock can be manually 
controlled, is a useful debug tool. Program instructions can 
be checked and control line states and data can be verified. 


CONCLUSION 

A systematic approach to microcoded design can minimize 
the design effort in addition to providing a flexible and well 
thought out design. A microcoded circuit's computation 
speed, flexibility, and overall performance are far better 
than conventional microprocessor circuits. 


For more information on specific design issues concerning 
Analog Devices’ Word-Slice™ microcode components and 
arithmetic components, contact the DSP Applications 
Engineering group. 
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Technical Publications 





Analog Devices provides a wide array of FREE technical publi- 
cations, including Data Sheets for all products; Catalogs; 
Databooks; Application Notes and Guides; and a set of serial 
publications. In addition to the free publications, technical 
Handbooks are available at reasonable cost. Examples of our 
publications are described below. 


DIGITAL SIGNAL PROCESSING 
In addition to the DSP Application Notes included in this volume 
the following publications are available: 


ARTICLE REPRINTS 
A collection of articles about the ADSP-2100 and its applications 
from Electronic Design: February, March, April, June, 1986. 


MANUALS (Obtain from your nearby sales office) 
ADSP-2100 USER’S MANUAL—Introduction, Architecture, 
System Interface, Instruction Set, Appendix—180 pages. 


ADSP-2100 CROSS-SOFTWARE MANUAL—Development 
System, System Builder, Assembler, Linker, Simulator, PROM 
Splitter, Appendix—102 pages. 


ADSP-2100 APPLICATIONS HANDBOOK—Introduction, 
Fixed-Point Arithmetic, Floating-Point Arithmetic, Fixed- 
Coefficient Digital Filters, FFTs, Adaptive Filters, Image Proc- 
essing, Linear Predictive Speech Coding, High-Speed MODEM 
Algorithms, Bibliography—178 pages. 


WORD-SLICE USER’S MANUAL (ADSP-1401 Program 
Sequencer and ADSP-1410 Address Generator)—Introduction; 
ADSP-1401: Internal Architecture, Jumps, Interrupt Processing, 
System Interface, Instruction Set; ADSP-1410: Internal Ar- 
chitecture, Addressing Operations, Precision Modes, System 
Interface, Instruction Set—218 pages. 


NEWSLETTER: DSPatch?™—a newsletter about digital signal- 
processing products and their applications. Subscriptions are 
free upon request. 


OTHER TECHNICAL PUBLICATIONS 

Brief descriptions of typical publications appear below. For 
copies of any item, to subscribe to any of our free serials, or to 
request any other publications, please get in touch with Analog 
Devices or the nearest sales office. 


CATALOGS 

DATA CONVERSION PRODUCTS DATABOOK—1988. 
Data Sheets, Selection Guides, and Application Notes on D/A, 
A/D, V/F, and F/V Converters, Sample-Track/Hold Amplifiers, 
Voltage References, Multiplexers & Switches, Synchro-Resolver 
Converters, Data-Acquisition Subsystems, Application-Specific 
ICs. (Available FREE with the Linear Products Databook as a 
2-volume set. ) 


Analog DSPatch is a trademark of Analog Devices, Inc. 
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LINEAR PRODUCTS DATABOOK—1988. Data Sheets, 
Selection Guides, and Application Notes on Op Amps, In- 
strumentation Amplifiers, Isolators, RMS-to-DC Converters, 
Multipliers/Dividers, Log/Antilog Amplifiers, RMS-to-DC Con- 
verters, Comparators, Temperature-Measuring Components and 
Transducers, Special Function Components, Digital Panel In- 
struments, Signal-Conditioning Components and Subsystems. 
(Available FREE with the Conversion Products Databook as a 
2-volume set.) 


SHORT-FORM SELECTION GUIDE—1987. Selection Guides 
and Characteristics Tables on Converters and Converter-Support 
Components, Amplifiers, Analog and Digital Signal-Processing 
Components, and other products—150 pages. 


APPLICATION NOTES AND GUIDES 
Application Notes. All are available individually upon request. 


A/D Converters: 
““AD670 8-Bit A/D Converter Applications.” 
“Exploring the AD667 12-Bit Analog Output Port.” 
“The AD7574 Analog-to-Microprocessor Interface.” 
“Interfacing the AD7572 to High-Speed DSP Processors.” 
“Bipolar Operation with the AD7572.” 
“How to Obtain the Best Performance from the AD7572.” 
“ADG201A/202A and ADG221/222 Performance with 
Reduced Power Supplies.” 
Amplifiers: 
“An IC Amplifier User’s Guide to Decoupling, Grounding, 
and Making Things Go Right for a Change.” 
“Applications of High-Performance BiFET Op Amps.” 
“How to Select Operational Amplifiers.” 
“Low-Cost, Two-Chip Voltage-Controlled Amplifier and 
Video Switch.” 
D/A Converters: 
“AD7528 Dual 8-Bit CMOS DAC.” 


“Gain Error and Tempco of CMOS Multiplying DACs.” 

“Interfacing the AD7549 Dual 12-Bit DAC to the MCS-48 
and MCS-51 Microcomputer Families.” 

“Methods for Generating Complex Waveforms and Vectors 
Using Multiplying D/A Converters.” 

“Simple Interface Between D/A Converter and Micro- 
computer Leads to Programmable Sine-Wave Oscillator.” 

“The AD7224 DAC Provides Programmable Voltages Over 
Varying Ranges.” 

“Three-Phase Sine-Wave Generation Using the AD7226 
Quad DAC.” 

“14-Bit DACs (AD7534/AD7535) Maintain High Performance 
Over Extended Temperature Range.” 

“Analog Panning Circuits Provide Almost Constant Output 
Power.” 


Resolver-to-Digital Conversion: 

“Dynamic Resolution-Switching on the 1874 Resolver-to- 
Digital Converter.” 

“Resolver-to-Digital Conversion—A Simple and Cost- 
Effective Alternative to Optical Shaft Encoders.” 

“Why the Velocity Output of the 1874 and 1864 Series R/D 
Converters is Continuous and Step-Free Down to 
Zero Speed.” 

Sample-Holds: 

“Applying IC Sample-Hold Amplifiers.” 

“Generate 4 Channels of Analog Output Using AD7542 
12-Bit D/A Converters and Control It All with Only 
Two Wires.” 

V/F Converters: 

“Operation and Applications of the AD654 IC V-to-F 
Converter.” 

“Analog-to-Digital Conversion Using Voltage-to-Frequency 
Converters (AD651).” 


Application Guides available upon Request 

CMOS DAC Application Guide 2nd Edition by Phil Burton 
(1986—63 pages). Introduction to CMOS DACs, Inside CMOS 
DACs, Basic Application Circuits in Current-Steering Mode, 
Single-Supply Operation Using Voltage-Switching Mode, The 
Logic Interface, Applications. 


RMS-to-DC Conversion Application Guide 2nd Edition by 

C. Kitchin and L. Counts (1986—61 pages). RMS-DC Conversion: 
Theory, Basic Design Considerations; RMS Application Circuits; 
Testing Critical Parameters; Input Buffer Amplifier Requirements; 
Programs for Computing Errors, Ripple, and Settling Time. 


Angular and Linear Data Converston—A 12-page short-form 
guide to analog-digital conversion products for synchros, resolvers, 
and Inductosyns*, in forms ranging from hybrid ICs to instruments 
and systems. 


Applications Guide for Isolation Amplifiers and Signal Conditioners— 
A 20-page guide to specifications and applications of galvanically 
isolated amplifiers and signal conditioners for industrial, in- 
strumentation, and medical applications. 


High-Speed Data Conversion—A 24-page short-form guide to 
video and other high-speed a/d and d/a converters and accessories, 
in forms ranging from monolithic ICs to card-level products. 


Surface Mount IC—A 28-page guide to ICs in SO and PLCC 
packages. Products include op amps, rms-to-dc converters, 
DACs, ADCs, VFCs, sample-holds, and CMOS switches. 


ESD Prevention Manual—Protecting ICs from electrostatic dis- 
charges. Thirty pages of information that will assist the reader 
in implementing an appropriate and effective program to assure 
protection against electrostatic discharge (ESD) failures. 


*Inductosyn is a registered trademark of Farrand Industries, Inc. 


SERIAL PUBLICATIONS 
Analog Briefings—Newsletter: Current information about products 
for military/avionics and the status of reliability at ADI. 


Analog Dialogue—Technical magazine: in-depth discussions of 
products, technologies, and applications. 


BOOKS—Can be purchased from Analog Devices, Inc.; send 
check for indicated amount to One Technolog Way, P.O. Box 
9106, Norwood MA 02062-9106. 


ANALOG-DIGITAL CONVERSION HANDBOOK: Third 
Edition, by the Engineering Staff of Analog Devices, edited by 
Daniel H. Sheingold. Englewood Cliffs, NJ: Prentice-Hall (1986). 
A comprehensive guide to A/D and D/A converters and their 
applications. This third edition of our classic is in hardcover 
and has more than 700 pages, an Index, a Bibliography, and 
much new material, including: video-speed, synchro-resolver, 
V/F, high-resolution, and logarithmic converters, ICs for 

DSP, and a “Guide for the Troubled.” Seven of its 22 chapters 
are totally new. $32.95 


NONLINEAR CIRCUITS HANDBOOK: Designing with 
Analog Function Modules and ICs, by the Engineering Staff of 
Analog Devices, edited by Daniel H. Sheingold. Norwood MA: 
Analog Devices, Inc. (1974). A 540-page guide to multiplying 
and dividing, squaring and rooting, rms-to-dc conversion, and 
multifunction devices. Principles, circuitry, performance, 
specifications, testing, and application of these devices. _ 
325 illustrations. $5.95 
SYNCHRO & RESOLVER CONVERSION, edited by Geoff 
Boyes. Norwood MA: Analog Devices, Inc. (1980). Principles 
and practice of interfacing synchros, resolvers, and Inductosyns 
to digital and analog circuitry. $11.50 


TRANSDUCER INTERFACING HANDBOOK: A Guide to 
Analog Signal Conditioning, edited by Daniel H. Sheingold. 
Norwood MA: Analog Devices, Inc. (1980). A book for the 
electronic engineer who must interface transducers for tempera- 
ture, pressure, force, level, or flow to electronics, these 260 
pages tell how transducers work—as circuit elements—and how 
to connect them to electronic circuits for effective processing of 
their signals. $14.50 
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INTRODUCTION 

This Ordering Guide should make it easy to order Analog Devices 
DSP products, whether you’re buying one multiplier or 1,000 
each of 15 different items. It will help you: 


1. Find the correct part number for the options you want. 
2. Get a price quotation and place an order with us. 
3. Know our warranty for components and subsystems. 


For answers to further questions, call the nearest sales office 
(listed at the back of the book) or our main office in Norwood, 
MA, U.S.A. (617-329-4700). 


MODEL NUMBERING 

Many of the data sheets in the Databook have an Ordering 
Guide. Use it to specify the correct part number for the exact 
combination of options you want. Part numbers are created for 
our DSP products using this system: 


The figure shows the form of model number used. It consists of 
an “ADSP” (Analog Devices Signal Processing) prefix, a 4-digit 
model number, an alphabetic performance/temperature-range 
designator and a package designator. An additional letter may 
immediately follow the digits (“‘A” for second-generation 
redesigned ICs). A suffix is used to indicate optional processing. 


SECOND SOURCE 

In addition to our many proprietary products, we also manufacture 
devices that are fit-, form-, and function-compatible (and often 
superior in performance and reliability) to popular products that 
originated elsewhere. For such products, we typically add the 
prefix ‘““ADSP” to the familiar model number (example: 
ADSP-1016A). 


ORDERING FROM ANALOG DEVICES 

When placing an order, please provide specific information 
regarding model type, number, option designations, quantity, 
ship-to and bill-to address. Prices quoted are list; they do not 
include applicable taxes, customs, or shipping charges. All ship- 
ments are F.O.B. factory. Please specify if air shipment is 
required. 
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Place your orders with our local sales office or representative, or 
directly with our customer service group located in the Norwood 
facility. Orders and requests for quotations may be telephoned, 
sent via TWX or TELEX, or mailed. Orders will be acknowledged 
when received; billing and delivery information is included. 


Payments for new accounts, where open-account credit has not 
yet been established, will be C.O.D. or prepaid. On all orders 
under fifty dollars ($50.00), a five-dollar ($5.00) processing 
charge is required. 


When prepaid, orders should include $2.50 additional for 
packaging and postage (and a 5% sales tax on the price of the 
goods if you are ordering for delivery to a destination in 
Massachusetts). 


WARRANTY AND REPAIR CHARGE POLICIES 

All Analog Devices, Inc., products are warranted against defects 
in workmanship and materials under normal use and service for 
one year from the date of their shipment by Analog Devices, 
Inc., except that components obtained from others are warranted 
only to the extent of the original manufacturers’ warranties, if 
any. This warranty does not extend to any products which have 
been subjected to misuse, neglect, accident, or improper instal- 
lation or application, or which have been repaired or altered by 
others. Analog Devices’ sole liability and the Purchaser’s sole 
remedy under this warranty is limited to repairing or replacing 
defective products. (The repair or replacement of defective 
products does not extend the warranty period. This warranty 
does not apply to components which are normally consumed in 
operation or which have a normal life inherently shorter than 
one year.) Analog Devices, Inc., shall not be liable for conse- 
quential damages under any circumstances. 


THE FOREGOING WARRANTY AND REMEDY ARE IN 
LIEU OF ALL OTHER REMEDIES AND ALL OTHER 
WARRANTIES, WRITTEN OR ORAL, STATUTORY, 
EXPRESS, OR IMPLIED, INCLUDING ANY WARRANTY 
OF MERCHANTABILITY OR FITNESS FOR A PAR- 
TICULAR PURPOSE. 
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FOUR-DIGIT /883B MIL STANDARD 883B, REV C 
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Worldwide Service Directory 


North America 


Alabama 
(205) 536-1506 


Alaska 

*(206) 251-9550 
*(714) 641-9391 
Arizona 


(602) 949-0048 


*(303) 590-9952 


Arkansas 
*(713) 664-6704 
*(214) 231-5094 


California — 

*(714) 641-9391 
*(408) 559-2037 
*(619) 268-4621 


Colorado 
(303) 443-5337 
*(303) 590-9952 


Connecticut 
(516) 673-1900 


*(617) 329-4700. 


Delaware . 
*(215) 643-7790 


Florida 
(305) 855-0843 
(305) 724-6795 
(813) 963-1076 


Georgia 
(404) 449-7662 


Hawaii 
*(714) 641-9391 
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Idaho 

(303) 443-5337 
*(303) 590-9952 
*(206) 251-9550 


-llinois | 


(312) 520-0710 
*(312) 980-0300 


Indiana 
(317) 244-7867 
*(312) 980-0300 


lowa 
(319) 373-0200 


*(312) 980-0300 


Kansas 
(913) 829-2800 
*(312) 980-0300 


Kentucky 
(615) 459-0743 
*(61 7) 329-4700 


Louisiana 


*(713) 664-6704 | 


Maine 


_ *(617) 329-4700 


Maryland 
*(301) 992-1994 


Massachusetts 
*(617) 329-4700 


Michigan 
(313) 559-9700 
*(614) 764-8795 


Minnesota 

(612) 835-2414 
*(312) 980-0300 
Mississippi 

(205) 536-1506 
Missouri 

(314) 521-2044 
*(312) 980-0300 


Montana 
(801) 466-9336 
*(714) 641-9391 


Nebraska 
(913) 829-2800 
*(312) 980-0300 


Nevada 

(505) 883-9090 
*(408) 559-2037 
*(714) 641-9391 


New Hampshire 
*(617) 329-4700 


New Jersey _ 

(516) 673-1900 
*(617) 329-4700 
*(215) 643-7790 


New Mexico 
(505) 883-9090 
*(303) 590-9952 


New York 
(516) 673-1900 
(716) 425-4101 


North Carolina - 


(919) 373-0380 


North Dakota 
(612) 835-2414 
*(312) 980-0300 
Ohio 
(216) 248-4995 
*(614) 764-8795 


Oklahoma 
*(214) 231-5094 


Oregon 
*(206) 251-9550 


- Pennsylvania 


*(215) 643-7790 
*(614) 764-8795 


Rhode Island 
*(617) 329-4700 


South Carolina 
(919) 373-0380 


South Dakota 
(612) 835-2414 
*(312) 980-0300 


Tennessee 
(205) 536-1506 
(615) 459-0743 


Texas 
*(713) 664-6704 
*(214) 231-5094 


Utah 2 
_ (801) 466-9336 


*(303) 590-9952 
Vermont 


*(617) 329-4700 
Virginia 


*(301) 992-1994 
Washington 
*(206) 251-9550 


West Virginia - 


*(614) 764-8795 


Wisconsin | 
(414) 784-7736 
*(31 2) 980-0300 


Wyoming 
(801) 466-9336 


Puerto Rico 
*(617) 329-4700 


Canada : 
(416) 821-7800 
(613) 729-0023 
(514) 697-0804 
(604) 941-7707 


Mexico 
*(617) 329-4700 


International 


Argentina 
(1)379890 


Australia 
(03)5750222 
(02)8888777 


Austria 
*(222)885504 


Belgium 
*(3)2371672 


Brazil 
(11)5339533 


Denmark 
*(2)845800 


Finland 
(0)7555133 


France 
*(1)46873411 
*(76)222190 
*(61)408562 
*(99)535200 
*(8)3516331 


Holland 
*(1620)81500 


Hong Kong 
(5)8339013 


India 
(212)53880 
(11)312981 
(812)569134 


Ireland 
*(932)232222 
(United Kingdom) 


Israel 
*(052)28995 
*(052)27536 


italy 
*(2)6883831 
*(6)8393405 
*(11)6504572 
(2)9520551 
(51)555614 
(49)633600 
(6)390083 
(11)599224 
(55)894105 


Japan 
*(3)2636826 
*(6)3721814 


Korea 
(2)7841144 


Malaysia 
*(617)329-4700 


*Analog Devices, Inc. Direct Sales Offices 


WORLDWIDE HEADQUARTERS 
One Technology Way, P.O. Box 9106, Norwood, Massachusetts 02062-9106 U.S.A. 


Tel: (617) 329-4700, TWX: (710) 394-6577; FAX: (617) 326-8703, Telex: 174059 


Cable: ANALOG NORWOODMASS 


Mexico 
(83)351721 
(83)351661 


New Zealand 
(9)592629 


Norway 
(2)123600 


People’s Republic 

of China — Beijing 
(1)890721, Ext. 120 
Romania 


*(222)885504 
(Austria) 
Singapore 
*(617)329-4700 
South Africa 
(11)7863710 
Spain 
(1)7543001 
(3)3007712 


Sweden 
*(8)282740 


Switzerland 
*(22)315760 
(18)200102 


Taiwan 
(2)5018231 


United Kingdom 


*(932)232222 
*(01)9411066 
*(635)35335 
*(506)30306 
*(021)5011166 
*(0279)418611 


United States of 


America 
*(617) 329-4700 


West Germany 
*(89)570050 
*(4181)8051 
*(721)616075 
*(30)316441 
*(221)686006 


Yugoslavia 
*(222)885504 
(Austria) 
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